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Materials for general purpose 

The iglidur® materials summarised in this group have a universal use under normal conditions (temperature, media, etc.).
iglidur® G is the decathlete among iglidur® materials. It performs exceedingly well in almost all technical disciplines. 
With reduced moisture absorption and improved wear and temperature behaviour for many applications, iglidur® G1 
represents an advanced development of this classic. The iglidur® GLW is specially suitable for solutions in large batches. 
iglidur® P and iglidur® K have a similar potential as iglidur® G paired with significantly reduced moisture absorption, which 
is advantageous for use in wet environments.

3D CAD, finder and service life calculation ... www.igus.no/G

iglidur® G
The classic all-rounder

Temperature [°C] 123) +130 – +

Surface pressure [MPa] 124) 80 – +

Coefficient of friction [µ] 125) 0.22 – +

Wear [µm/km] 125) 1.75 – +

Price index – +

iglidur® G1
More universal

Temperature [°C] 123) +180 – +

Surface pressure [MPa] 124) 91 – +

Coefficient of friction [µ] 125) 0.11 – +

Wear [µm/km] 125) 0.76 – +

Price index – +

iglidur® M250
The robust all-rounder according 
to ISO 2795

Temperature [°C] 123) +80 – +

Surface pressure [MPa] 124) 20 – +

Coefficient of friction [µ] 125) 0.56 – +

Wear [µm/km] 125) 2.10 – +

Price index – +

iglidur® P210
Specialist for pivoting, rolling 
applications and more

Temperature [°C] 123) +100 – +

Surface pressure [MPa] 124) 50 – +

Coefficient of friction [µ] 125) 0.17 – +

Wear [µm/km] 125) 0.38 – +

Price index – +

123) max. long-term application temperature  124) max. recommended surface pressure at +20°C  125) best combination for p = 1MPa, 

v = 0.3m/s, rotating

Online product finder 
www.igus.no/iglidur-finder

Online service life calculation 
www.igus.no/iglidur-expert

All-rounder

iglidur® P230
The low-cost all-rounder

Temperature [°C] 123) +110 – +

Surface pressure [MPa] 124) 60 – +

Coefficient of friction [µ] 125) 0.13 – +

Wear [µm/km] 125) 1.53 – +

Price index – +

iglidur® P
The cost-effective outdoor 
all-rounder

Temperature [°C] 123) +130 – +

Surface pressure [MPa] 124) 50 – +

Coefficient of friction [µ] 125) 0.24 – +

Wear [µm/km] 125) 1.80 – +

Price index – +

iglidur® K
Versatile and cost-effective

Temperature [°C] 123) +170 – +

Surface pressure [MPa] 124) 50 – +

Coefficient of friction [µ] 125) 0.16 – +

Wear [µm/km] 125) 0.60 – +

Price index – +

iglidur® GLW
Low-cost material for  
high-volume production

Temperature [°C] 123) +100 – +

Surface pressure [MPa] 124) 80 – +

Coefficient of friction [µ] 125) 0.23 – +

Wear [µm/km] 125) 8.30 – +

Lubrication-free made easy ... from stock ... no minimum order quantity 



When to use it?
 ● When an economical all-round performance bearing is required
 ● For low to medium speeds
 ● When the bearing needs to run on different shaft materials
 ● For pivoting and rotational movements

The classic all-rounder
Excellent price-performance ratio
iglidur® G

When not to use?
 ● When mechanical reaming of the bore is necessary
iglidur® M250

 ● When lowest wear is required
iglidur® W300

 ● When universal chemical resistance is required
iglidur® X

 ● When continuous operating temperatures are higher than +130°C
iglidur® H, iglidur® X, iglidur® H370

 ● For underwater applications
iglidur® H370
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The classic all-rounder
Excellent price-performance ratio 
iglidur® G plain bearings cover an extremely wide range of different requirements – they are truly "all-round". 
The material is ideal for universal applications, a truly "all-round". Typical applications include medium to 
high loads, medium surface speeds and medium temperatures.

●● Over 650 sizes available from stock
●● High wear resistance

● Resistant to dirt
● Cost-effective
● Lubrication-free
● Maintenance-free

Typical application areas
● Agricultural machines
● Construction machinery industry
● Sports and leisure
● Automotive industry
● Mechatronics
● Machine building

Bearing technology | Plain bearing | iglidur® G

iglidur® G
+130°C
80MPa

3D CAD, finder and service life calculation ... www.igus.no/G

Online product finder 
www.igus.no/iglidur-finder

Online service life calculation 
www.igus.no/iglidur-expert

Ø  
1.5 – 
195.0mm

Descriptive technical specifications

Wear resistance at +23°C – +

Wear resistance at +90°C – +

Wear resistance at +150°C – +

Low coefficient of friction – +

Low moisture absorption – +

Wear resistance under water – +

High media resistance – +

Resistant to edge pressures – +

Suitable for shock and impact loads – +

Resistant to dirt – +

Also available 
as:

Bar stock, 
round bar
Page 657

Bar stock, 
plate
Page 683

tribo-tape liner
Page 691

Piston rings
Page 584

Two hole 
flange  
bearings
Page 603

Moulded 
special parts
Page 624

igubal®  
spherical balls
Page 841

iglidur® G is the decathlete among iglidur® materials. It 
performs exceedingly well in all technical disciplines and is 
the classic all-rounder, primarily with respect to the overall 
general, mechanical, thermal and tribological specifications.

Moisture absorption
Under standard climatic conditions, the moisture absorp-
tion of iglidur® G plain bearings is approximately 0.7% 
weight. The saturation limit in water is 4.0% weight. This 
must be taken into account for these types of applications.

Vacuum
In vacuum, any present moisture is released as vapour. 
Use in vacuum is only possible with dehumidified iglidur® G  
bearings.

Radiation resistance
Plain bearings made from iglidur® G are resistant up to a 
radiation intensity of 3 · 10²Gy.

Resistance to weathering
iglidur® G plain bearings are resistant to weathering. The 
material properties are slightly affected. Discoloration 
occurs.

Mechanical properties
With increasing temperatures, the compressive strength of 
iglidur® G plain bearings decreases. Diagram 02 shows this 
inverse relationship. However, at the long-term maximum 
temperature of +130°C the permissible surface pressure 
is around 35MPa. The maximum recommended surface 
pressure is a mechanical material parameter. No conclu-
sions regarding the tribological properties can be drawn 
from this.
Diagram 03 shows the elastic deformation of iglidur® G 
at radial loads. The plastic deformation is minimal up to 
a pressure of approximately 100MPa. However, it is also 
dependent on the service time.
Surface pressure, page 41

iglidur® G
+130°C
80MPa

Lubrication-free made easy ... from stock ... no minimum order quantity

General properties Testing method

Density g/cm³ 1.46
Colour matt grey
Max. moisture absorption at +23°C and 50% r.h. % weight 0.7 DIN 53495
Max. moisture absorption % weight 4.0
Coefficient of friction, dynamic, against steel µ 0.08 – 0.15
pv value, max. (dry) MPa · m/s 0.42
Mechanical properties
Flexural modulus MPa 7,800 DIN 53457
Flexural strength at +20°C MPa 210 DIN 53452
Compressive strength MPa 78
Max. recommended surface pressure (+20°C) MPa 80
Shore D hardness 81 DIN 53505
Physical and thermal properties
Max. application temperature long-term °C +130
Max. application temperature short-term °C +220
Min. application temperature °C –40
Thermal conductivity W/m · K 0.24 ASTM C 177
Coefficient of thermal expansion (at +23°C) K–1 · 10–5 9 DIN 53752
Electrical properties
Specific contact resistance Ωcm > 1013 DIN IEC 93
Surface resistance Ω > 1011 DIN 53482

Table 01: Material properties

Technical data

–40°C up to 
+130°C

80MPa

FOOD
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Permissible surface speeds
iglidur® G has been developed for low to medium surface 
speeds. The maximum values shown in table 03 can only 
be achieved at low pressures. At the given speeds, friction 
can cause a temperature increase to maximum permissible 
levels. In practice, though, this level is rarely reached due 
to varying application conditions.
Surface speed, page 44

Temperature
The ambient temperatures strongly influence the properties  
of plain bearings. The temperatures prevailing in the 
bearing system also have an influence on the wear. With 
increasing temperatures, the wear increases and this 
effect is significant when temperatures rise over +120°C. 
For temperatures over +80°C an additional securing is 
required.
Application temperatures, page 49
Additional securing, page 49

Friction and wear
Similar to wear resistance, the coefficient of friction µ also 
changes with the surface speed and load (diagrams 04 
and 05).
Coefficient of friction and surfaces, page 47
Wear resistance, page 50

Shaft materials
The friction and wear are also dependent, to a large 
degree, on the shaft material. Shafts that are too smooth, 
increase both the coefficient of friction and the wear of the 
bearing. For iglidur® G a ground surface with an average 
surface finish Ra = 0.8µm is recommended. Diagram 06 
shows results of testing different shaft materials with plain 
bearings made from iglidur® G. It is important to notice that 
with increasing loads, the recommended hardness of the 
shaft increases. The "soft" shafts tend to wear more easily 
and thus the wear of the overall system increases. If the 
loads exceed 2MPa it is important to recognise that the 
wear rate (the gradient of the curves) clearly decreases with 
the hard shaft materials. If the shaft material you plan on 
using is not shown in these test results, please contact us.
Shaft materials, page 52

Installation tolerances
iglidur® G plain bearings are standard bearings for 
shafts with h tolerance (recommended minimum h9). 
The bearings are designed for press-fit into a housing 
machined to a H7 tolerance. After being assembled into a 
nominal size housing, in standard cases the inner diameter 
automatically adjusts to the E10 tolerances. For particular 
dimensions the tolerance differs depending on the wall 
thickness (please see product range table).
Testing methods, page 57

Chemicals Resistance
Alcohols + up to 0
Diluted acids 0 up to –
Diluted alkalines +
Fuels +
Greases, oils without additives +
Hydrocarbons +
Strong acids –
Strong alkalines 0

All information given at room temperature [+20°C]

Table 02: Chemical resistance

Chemical table, page 1636

Rotating Oscillating linear
long-term m/s 1.0 0.7 4.0
short-term m/s 2.0 1.4 5.0

Table 03: Maximum surface speeds

Dry Greases Oil Water
Coefficient of friction µ 0.08 – 0.15 0.09 0.04 0.04

Table 04: Coefficient of friction against steel (Ra = 1μm, 

50HRC)

Housing Plain bearing Shaft
Ø d1 [mm] H7 [mm] E10 [mm] h9 [mm]
0 – 3 +0.000 +0.010 +0.014 +0.054 –0.025 +0.000

> 3 – 6 +0.000 +0.012 +0.020 +0.068 –0.030 +0.000

> 6 – 10 +0.000 +0.015 +0.025 +0.083 –0.036 +0.000

> 10 – 18 +0.000 +0.018 +0.032 +0.102 –0.043 +0.000

> 18 – 30 +0.000 +0.021 +0.040 +0.124 –0.052 +0.000

> 30 – 50 +0.000 +0.025 +0.050 +0.150 –0.062 +0.000

> 50 – 80 +0.000 +0.030 +0.060 +0.180 –0.074 +0.000

> 80 – 120 +0.000 +0.035 +0.072 +0.212 –0.087 +0.000

> 120 – 180 +0.000 +0.040 +0.085 +0.245 –0.100 +0.000

Table 05: Important tolerances for plain bearings according 

to ISO 3547-1 after press-fit

iglidur® G
+130°C
80MPa

Bearing technology | Plain bearing | iglidur® G

3D CAD, finder and service life calculation ... www.igus.no/G
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iglidur® G
+130°C
80MPa
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Diagram 02: Maximum recommended surface pressure as a 

function of temperature (80MPa at +20°C)
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Diagram 03: Deformation under pressure and temperature

C
oe

ffi
ci

en
t 

of
 fr

ic
tio

n 
[µ

]

Surface speed [m/s]

Diagram 04: Coefficient of friction as a function of the 

surface speed, p = 0.75MPa
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Diagram 07: Wear for oscillating and rotating applications 

with shaft material Cf53 hardened and ground steel, as a 

function of the load

Diagram 06: Wear, rotating with different shaft materials, 

pressure, p = 1MPa, v = 0.3m/s
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Diagram 05: Coefficient of friction as a function of the load, 

v = 0.01m/s

Diagram 01: Permissible pv values for iglidur® G plain 

bearings with a wall thickness of 1mm, dry operation against 

a steel shaft, at +20°C, mounted in a steel housing
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Lubrication-free made easy ... from stock ... no minimum order quantity
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d1 d1 d2 b1 Part No.
Tolerance3) h13

[mm] [mm] [mm]

1.5

+0.014 
+0.054

3.0 2.0 GSM-0103-02
2.0 3.5 3.0 GSM-0203-03
2.5 4.5 5.0 GSM-02504-05
3.0 4.5 3.0 GSM-0304-03
3.0 4.5 5.0 GSM-0304-05
3.0 4.5 6.0 GSM-0304-06
4.0

+0.020 
+0.068

5.5 4.0 GSM-0405-04
4.0 5.5 6.0 GSM-0405-06
4.0 7.0 5.5 GSM-0407-05
4.5 6.0 8.0 GSM-0406-08
5.0

+0.010 
+0.040

6.0 4.6 GSM-0506-046
5.0 6.0 5.0 GSM-0506-05
5.0 6.0 7.0 GSM-0506-07
5.0

+0.020 
+0.068

7.0 5.0 GSM-0507-05
5.0 7.0 7.0 GSM-0507-07
5.0 7.0 8.0 GSM-0507-08
5.0 7.0 10.0 GSM-0507-10
6.0

+0.010 
+0.040

7.0 6.0 GSM-0607-06
6.0 7.0 12.0 GSM-0607-12
6.0 7.0 17.0 GSM-0607-17
6.0 7.0 17.5 GSM-0607-17.5
6.0 7.0 19.0 GSM-0607-19
6.0

+0.020 
+0.068

8.0 1.5 GSM-0608-015
6.0 8.0 2.5 GSM-0608-025
6.0 8.0 3.0 GSM-0608-03
6.0 8.0 4.0 GSM-0608-04
6.0 8.0 5.0 GSM-0608-05
6.0 8.0 5.5 GSM-0608-055
6.0 8.0 6.0 GSM-0608-06

d1 d1 d2 b1 Part No.
Tolerance3) h13

[mm] [mm] [mm]

6.0

+0.020 
+0.068

8.0 8.0 GSM-0608-08
6.0 8.0 9.5 GSM-0608-09
6.0 8.0 10.0 GSM-0608-10
6.0 8.0 11.8 GSM-0608-11
6.0 8.0 13.8 GSM-0608-13
7.0 +0.013 

+0.049
8.0 10.0 GSM-0708-10

7.0 8.0 19.0 GSM-0708-19
7.0

+0.025 
+0.083

9.0 8.0 GSM-0709-08
7.0 9.0 9.0 GSM-0709-09
7.0 9.0 10.0 GSM-0709-10
7.0 9.0 12.0 GSM-0709-12
8.0

+0.013 
+0.049

9.0 5.0 GSM-0809-05
8.0 9.0 6.0 GSM-0809-06
8.0 9.0 8.0 GSM-0809-08
8.0 9.0 12.0 GSM-0809-12
8.0

+0.025 
+0.083

10.0 5.0 GSM-0810-05
8.0 10.0 6.0 GSM-0810-06
8.0 10.0 6.8 GSM-0810-07
8.0 10.0 8.0 GSM-0810-08
8.0 10.0 10.0 GSM-0810-10
8.0 10.0 12.0 GSM-0810-12
8.0 10.0 13.8 GSM-0810-13
8.0 10.0 14.0 GSM-0810-14
8.0 10.0 15.0 GSM-0810-15
8.0 10.0 16.0 GSM-0810-16
8.0 10.0 18.0 GSM-0810-18
8.0 10.0 20.0 GSM-0810-20
8.0 10.0 22.0 GSM-0810-22
8.0 10.0 25.0 GSM-0810-25

iglidur® G
+130°C
80MPa

Bearing technology | Plain bearing | iglidur® G

2) Thickness < 0.6mm: Chamfer = 20°

Dimensions according to ISO 3547-1 and 
special dimensions

Sleeve bearing (form S)

0.5

30°

b1

f1

d2d1

30° 

Chamfer in relation to d1
d1 [mm] Ø 1 – 6 Ø 6 – 12 Ø 12 – 30 Ø > 30
f1 [mm] 0.3 0.5 0.8 1.2

3D CAD, finder and service life calculation ... www.igus.no/G

3) After press-fit. Testing methods, page 57

Order example: GSM-0103-02 – no minimum order quantity.
G iglidur® material S Sleeve bearing M Metric 01 Inner Ø d1 03 Outer Ø d2 02 Total length b1

d1 d1 d2 b1 Part No.
Tolerance3) h13

[mm] [mm] [mm]

8.0
+0.040 
+0.130

12.0 9.0 GSM-0812-09

9.0 +0.013 
+0.049

10.0 12.0 GSM-0910-12
9.0 10.0 16.0 GSM-0910-16
9.0 +0.025 

+0.083
11.0 6.0 GSM-0911-06

9.0 11.0 20.0 GSM-0911-20
10.0

+0.013 
+0.049

11.0 6.0 GSM-1011-06
10.0 11.0 7.0 GSM-1011-07
10.0 11.0 10.0 GSM-1011-10
10.0 11.0 20.0 GSM-1011-20
10.0 11.0 25.0 GSM-1011-25
10.0 11.0 30.0 GSM-1011-30
10.0

+0.025 
+0.083

12.0 4.0 GSM-1012-04
10.0 12.0 4.5 GSM-1012-045
10.0 12.0 5.0 GSM-1012-05
10.0 12.0 6.0 GSM-1012-06
10.0 12.0 7.0 GSM-1012-07
10.0 12.0 8.0 GSM-1012-08
10.0 12.0 9.0 GSM-1012-09
10.0 12.0 10.0 GSM-1012-10
10.0 12.0 12.0 GSM-1012-12
10.0 12.0 14.0 GSM-1012-14
10.0 12.0 15.0 GSM-1012-15
10.0 12.0 17.0 GSM-1012-17
10.0 12.0 20.0 GSM-1012-20
10.0 13.0 13.5 GSM-1013-13
10.0 +0.025 

+0.115
14.0 10.0 GSM-1014-10

10.0 14.0 20.0 GSM-1014-20

10.0
+0.040 
+0.130

16.0 10.0 GSM-1016-10

12.0
+0.016 
+0.059

13.0 4.7 GSM-1213-047
12.0 13.0 10.0 GSM-1213-10
12.0 13.0 12.0 GSM-1213-12
12.0 13.0 15.0 GSM-1213-15
12.0

+0.032 
+0.102

14.0 4.0 GSM-1214-04
12.0 14.0 5.0 GSM-1214-05
12.0 14.0 6.0 GSM-1214-06
12.0 14.0 8.0 GSM-1214-08
12.0 14.0 10.0 GSM-1214-10
12.0 14.0 12.0 GSM-1214-12
12.0 14.0 14.0 GSM-1214-14
12.0 14.0 15.0 GSM-1214-15
12.0 14.0 20.0 GSM-1214-20
12.0 14.0 25.0 GSM-1214-25
12.0 15.0 6.0 GSM-1215-06
12.0 15.0 22.0 GSM-1215-22
12.0 +0.050 

+0.160
16.0 10.0 GSM-1216-10

12.0 16.0 20.0 GSM-1216-20

d1 d1 d2 b1 Part No.
Tolerance3) h13

[mm] [mm] [mm]

13.0

+0.032 
+0.102

15.0 7.0 GSM-1315-070
13.0 15.0 7.5 GSM-1315-075
13.0 15.0 10.0 GSM-1315-10
13.0 15.0 15.0 GSM-1315-15
13.0 15.0 20.0 GSM-1315-20
13.0 15.0 25.0 GSM-1315-25
14.0 16.0 3.0 GSM-1416-03
14.0 16.0 6.0 GSM-1416-06
14.0 16.0 8.0 GSM-1416-08
14.0 16.0 10.0 GSM-1416-10
14.0 16.0 12.0 GSM-1416-12
14.0 16.0 15.0 GSM-1416-15
14.0 16.0 20.0 GSM-1416-20
14.0 16.0 25.0 GSM-1416-25
14.0 16.0 45.0 GSM-1416-45
15.0 +0.016 

+0.059
16.0 10.0 GSM-1516-10

15.0 16.0 15.0 GSM-1516-15
15.0

+0.032 
+0.102

17.0 4.0 GSM-1517-04
15.0 17.0 10.0 GSM-1517-10
15.0 17.0 12.0 GSM-1517-12
15.0 17.0 15.0 GSM-1517-15
15.0 17.0 20.0 GSM-1517-20
15.0 17.0 25.0 GSM-1517-25
16.0 18.0 5.5 GSM-1618-055
16.0 18.0 8.0 GSM-1618-08
16.0 18.0 10.0 GSM-1618-10
16.0 18.0 12.0 GSM-1618-12
16.0 18.0 13.5 GSM-1618-13.5
16.0 18.0 15.0 GSM-1618-15
16.0 18.0 20.0 GSM-1618-20
16.0 18.0 25.0 GSM-1618-25
16.0 18.0 30.0 GSM-1618-30
16.0 18.0 38.5 GSM-1618-38.5
16.0 18.0 50.0 GSM-1618-50
17.0 19.0 15.0 GSM-1719-15

18.0
+0.016 
+0.059

19.0 15.0 GSM-1819-15

18.0

+0.032 
+0.102

20.0 6.0 GSM-1820-06
18.0 20.0 10.0 GSM-1820-10
18.0 20.0 12.0 GSM-1820-12
18.0 20.0 15.0 GSM-1820-15
18.0 20.0 20.0 GSM-1820-20
18.0 20.0 25.0 GSM-1820-25
18.0 20.0 34.0 GSM-1820-34
18.0 20.0 38.0 GSM-1820-38
18.0 20.0 45.0 GSM-1820-45
18.0 22.0 30.0 GSM-1822-30

iglidur® G
+130°C
80MPa

Product range

Lubrication-free made easy ... from stock ... no minimum order quantity

3) After press-fit. Testing methods, page 57
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Ordering note
Our prices are scaled according to order 
quantities, current prices can be found online.

No minimum order value.
No low-quantity surcharges.
Free shipping within Germany for orders 
above €150.

Discount scaling

Available from stock 
Detailed information about delivery time online. 
www.igus.no/24

Online ordering
Including delivery times, prices, online tools 
www.igus.no/G 1 – 9

10 – 24
25 – 49

50 – 99
100 – 199
200 – 499

500 – 999
1,000 – 2,499
2,500 – 4,999

d1 d1 d2 b1 Part No.
Tolerance3) h13

[mm] [mm] [mm]

19.0
+0.040 
+0.124

22.0 6.0 GSM-1922-06
19.0 22.0 28.0 GSM-1922-28
19.0 22.0 35.0 GSM-1922-35

20.0
+0.020 
+0.072

21.0 20.0 GSM-2021-20

20.0

+0.040 
+0.124

22.0 3.0 GSM-2022-03
20.0 22.0 8.0 GSM-2022-08
20.0 22.0 10.5 GSM-2022-105
20.0 22.0 15.0 GSM-2022-15
20.0 22.0 20.0 GSM-2022-20
20.0 22.0 22.0 GSM-2022-22
20.0 22.0 28.0 GSM-2022-28
20.0 22.0 30.0 GSM-2022-30
20.0 22.0 47.0 GSM-2022-47
20.0 23.0 4.5 GSM-2023-045
20.0 23.0 10.0 GSM-2023-10
20.0 23.0 15.0 GSM-2023-15
20.0 23.0 20.0 GSM-2023-20
20.0 23.0 24.0 GSM-2023-24
20.0 23.0 25.0 GSM-2023-25
20.0 23.0 30.0 GSM-2023-30
20.0 23.0 35.0 GSM-2023-35
22.0 24.0 8.0 GSM-2224-08
22.0 24.0 10.0 GSM-2224-10
22.0 24.0 12.0 GSM-2224-12
22.0 24.0 15.0 GSM-2224-15
22.0 24.0 17.0 GSM-2224-17
22.0 24.0 20.0 GSM-2224-20
22.0 24.0 30.0 GSM-2224-30
22.0 24.0 48.0 GSM-2224-48
22.0 25.0 15.0 GSM-2225-15
22.0 25.0 20.0 GSM-2225-20
22.0 25.0 25.0 GSM-2225-25
22.0 25.0 30.0 GSM-2225-30
22.0 25.0 38.5 GSM-2225-38.5

24.0
+0.020 
+0.072

25.0 25.0 GSM-2425-25

24.0

+0.040 
+0.124

27.0 6.0 GSM-2427-06
24.0 27.0 15.0 GSM-2427-15
24.0 27.0 20.0 GSM-2427-20
24.0 27.0 24.0 GSM-2427-24
24.0 27.0 25.0 GSM-2427-25
24.0 27.0 30.0 GSM-2427-30
25.0 +0.020 

+0.072
26.0 23.0 GSM-2526-23

25.0 26.0 25.0 GSM-2526-25
25.0

+0.040 
+0.124

28.0 12.0 GSM-2528-12
25.0 28.0 15.0 GSM-2528-15
25.0 28.0 20.0 GSM-2528-20

d1 d1 d2 b1 Part No.
Tolerance3) h13

[mm] [mm] [mm]

25.0

+0.040 
+0.124

28.0 24.0 GSM-2528-24
25.0 28.0 25.0 GSM-2528-25
25.0 28.0 30.0 GSM-2528-30
25.0 28.0 35.0 GSM-2528-35
25.0 28.0 50.0 GSM-2528-50
26.0 30.0 16.0 GSM-2630-16
27.0 30.0 5.0 GSM-2730-05
28.0 32.0 10.5 GSM-2832-105
28.0 32.0 12.0 GSM-2832-12
28.0 32.0 15.0 GSM-2832-15
28.0 32.0 20.0 GSM-2832-20
28.0 32.0 23.0 GSM-2832-23
28.0 32.0 25.0 GSM-2832-25
28.0 32.0 30.0 GSM-2832-30
28.0 +0.065 

+0.195
35.0 19.0 GSM-2835-19

28.0 35.0 28.0 GSM-2835-28

29.0
+0.040 
+0.124

33.0 6.0 GSM-2933-06

30.0
+0.020 
+0.072

31.0 5.0 GSM-3031-05
30.0 31.0 12.0 GSM-3031-12
30.0 31.0 30.0 GSM-3031-30
30.0

+0.040 
+0.124

34.0 12.0 GSM-3034-12
30.0 34.0 15.0 GSM-3034-15
30.0 34.0 20.0 GSM-3034-20
30.0 34.0 24.0 GSM-3034-24
30.0 34.0 25.0 GSM-3034-25
30.0 34.0 30.0 GSM-3034-30
30.0 34.0 35.0 GSM-3034-35
30.0 34.0 40.0 GSM-3034-40
30.0 34.0 52.5 GSM-3034-525
32.0

+0.050 
+0.150

36.0 15.0 GSM-3236-15
32.0 36.0 20.0 GSM-3236-20
32.0 36.0 30.0 GSM-3236-30
32.0 36.0 40.0 GSM-3236-40
35.0 39.0 14.0 GSM-3539-14
35.0 39.0 20.0 GSM-3539-20
35.0 39.0 25.0 GSM-3539-25
35.0 39.0 30.0 GSM-3539-30
35.0 39.0 40.0 GSM-3539-40
35.0 39.0 50.0 GSM-3539-50
35.0 41.0 50.0 GSM-3541-50
36.0 40.0 20.0 GSM-3640-20
37.0 41.0 20.0 GSM-3741-20
38.0 42.0 25.0 GSM-3842-25
40.0 44.0 10.0 GSM-4044-10
40.0 44.0 16.5 GSM-4044-16
40.0 44.0 20.0 GSM-4044-20
40.0 44.0 30.0 GSM-4044-30
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d1 d1 d2 b1 Part No.
Tolerance3) h13

[mm] [mm] [mm]

40.0

+0.050 
+0.150

44.0 40.0 GSM-4044-40
40.0 44.0 50.0 GSM-4044-50
40.0 44.0 52.5 GSM-4044-525
42.0 46.0 40.0 GSM-4246-40
44.0 48.0 20.0 GSM-4448-20
45.0 50.0 10.0 GSM-4550-10
45.0 50.0 20.0 GSM-4550-20
45.0 50.0 22.0 GSM-4550-22
45.0 50.0 23.5 GSM-4550-235
45.0 50.0 30.0 GSM-4550-30
45.0 50.0 38.0 GSM-4550-38
45.0 50.0 40.0 GSM-4550-40
45.0 50.0 50.0 GSM-4550-50
50.0 55.0 20.0 GSM-5055-20
50.0 55.0 25.0 GSM-5055-25
50.0 55.0 30.0 GSM-5055-30
50.0 55.0 40.0 GSM-5055-40
50.0 55.0 50.0 GSM-5055-50
50.0 55.0 60.0 GSM-5055-60
52.0

+0.060 
+0.180

57.0 20.0 GSM-5257-20
55.0 60.0 20.0 GSM-5560-20
55.0 60.0 40.0 GSM-5560-40
55.0 60.0 50.0 GSM-5560-50
55.0 60.0 60.0 GSM-5560-60
60.0 65.0 30.0 GSM-6065-30
60.0 65.0 40.0 GSM-6065-40
60.0 65.0 50.0 GSM-6065-50
60.0 65.0 60.0 GSM-6065-60
60.0 65.0 70.0 GSM-6065-70

d1 d1 d2 b1 Part No.
Tolerance3) h13

[mm] [mm] [mm]

62.0
+0.100 
+0.250

67.0 35.0 GSM-6267-35

62.0

+0.060 
+0.180

67.0 72.0 GSM-6267-72
65.0 70.0 104.0 GSM-6570-104
65.0 70.0 30.0 GSM-6570-30
65.0 70.0 50.0 GSM-6570-50
68.0 73.0 60.0 GSM-6873-60
70.0 75.0 60.0 GSM-7075-60
72.0 77.0 24.5 GSM-7277-24.5
72.0 77.0 76.0 GSM-7277-76
75.0 80.0 40.0 GSM-7580-40
75.0 80.0 60.0 GSM-7580-60
80.0 85.0 100.0 GSM-8085-100
80.0 85.0 60.0 GSM-8085-60
85.0

+0.072 
+0.212

90.0 100.0 GSM-8590-100
90.0 95.0 100.0 GSM-9095-100
95.0 100.0 100.0 GSM-95100-100
100.0 105.0 100.0 GSM-100105-100
100.0 105.0 21.5 GSM-100105-21.5
100.0 105.0 30.0 GSM-100105-30
100.0 105.0 32.0 GSM-100105-32
105.0 110.0 100.0 GSM-105110-100
110.0 115.0 100.0 GSM-110115-100
120.0 125.0 100.0 GSM-120125-100
125.0

+0.085 
+0.245

130.0 100.0 GSM-125130-100
130.0 135.0 100.0 GSM-130135-100
135.0 140.0 80.0 GSM-135140-80
140.0 145.0 100.0 GSM-140145-100
140.0 145.0 104.0 GSM-140145-104
150.0 155.0 100.0 GSM-150155-100
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d1 d1 d2 d3 b1 b2 Part No.
Tolerance3) d133) h13 h13

[mm] [mm] [mm] [mm] [mm]

3.0

+0.014
+0.054

4.5 7.5 2.0 0.50 GFM-0304-02
3.0 4.5 7.5 2.7 0.75 GFM-0304-0275
3.0 4.5 7.5 3.0 0.75 GFM-0304-03
3.0 4.5 7.5 5.0 0.75 GFM-0304-05
3.0 4.5 7.0 5.0 0.75 GFM-030407-05
4.0 +0.010

+0.040
5.0 9.5 4.0 0.50 GFM-04050-04

4.0 5.0 9.5 6.0 0.50 GFM-04050-06
4.0

+0.020
+0.068

5.5 9.5 2.5 0.75 GFM-0405-0255
4.0 5.5 9.5 3.0 0.75 GFM-0405-03
4.0 5.5 9.5 4.0 0.75 GFM-0405-04
4.0 5.5 9.5 6.0 0.75 GFM-0405-06
4.0 5.5 8.0 10.0 1.00 GFM-040508-10
5.0

+0.010
+0.040

6.0 10.0 3.5 0.50 GFM-0506-035
5.0 6.0 10.0 4.0 0.50 GFM-0506-04
5.0 6.0 10.0 5.0 0.50 GFM-0506-05
5.0 6.0 10.0 6.0 0.50 GFM-0506-06
5.0 6.0 10.0 15.3 0.50 GFM-0506-15
5.0

+0.020
+0.068

7.0 11.0 3.5 1.00 GFM-0507-03
5.0 7.0 11.0 4.0 1.00 GFM-0507-04
5.0 7.0 15.0 4.0 1.00 GFM-050715-04
5.0 7.0 11.0 5.0 1.00 GFM-0507-05
5.0 7.0 9.5 5.0 1.00 GFM-050709-05
5.0 7.0 11.0 7.0 1.00 GFM-0507-07
5.0 7.0 11.0 11.0 1.00 GFM-0507-11
5.0 7.0 11.0 14.5 1.00 GFM-0507-145
5.0 7.0 11.0 30.0 1.00 GFM-0507-30
6.0 +0.010

+0.040
7.0 11.0 2.4 0.50 GFM-0607-024

6.0 7.0 11.0 4.5 0.50 GFM-0607-045

d1 d1 d2 d3 b1 b2 Part No.
Tolerance3) d133) h13 h13

[mm] [mm] [mm] [mm] [mm]

6.0 +0.010
+0.040

7.0 11.0 6.0 0.50 GFM-0607-06
6.0 7.0 11.0 10.0 0.50 GFM-0607-10
6.0

+0.020
+0.068

8.0 12.0 2.5 1.00 GFM-0608-025
6.0 8.0 14.0 2.8 1.00 GFM-060814-028
6.0 8.0 12.0 4.0 1.00 GFM-0608-04
6.0 8.0 12.0 4.8 1.00 GFM-0608-048
6.0 8.0 12.0 5.0 1.00 GFM-0608-05
6.0 8.0 12.0 6.0 1.00 GFM-0608-06
6.0 8.0 12.0 7.0 1.00 GFM-0608-07
6.0 8.0 12.0 8.0 1.00 GFM-0608-08
6.0 8.0 12.0 10.0 1.00 GFM-0608-10
6.0 8.0 14.0 12.0 1.00 GFM-060814-12
6.0 8.0 12.0 25.0 1.00 GFM-0608-25
6.0 8.0 12.0 35.0 1.00 GFM-0608-35
7.0

+0.013
+0.049

8.0 12.0 1.7 0.50 GFM-0708-017
7.0 8.0 12.0 3.0 0.50 GFM-0708-03
7.0 8.0 12.0 6.0 0.50 GFM-0708-06
7.0 8.0 12.0 8.0 0.50 GFM-0708-08
7.0

+0.025
+0.083

9.0 15.0 3.5 1.00 GFM-0709-035
7.0 9.0 15.0 6.0 1.00 GFM-0709-06
7.0 9.0 15.0 10.0 1.00 GFM-0709-10
7.0 9.0 19.0 10.0 1.00 GFM-070919-10
7.0 9.0 15.0 12.0 1.00 GFM-0709-12
8.0

+0.013
+0.049

9.0 15.0 3.0 0.50 GFM-0809-03
8.0 9.0 13.0 3.5 0.50 GFM-0809-035
8.0 9.0 13.0 5.5 0.50 GFM-0809-055
8.0 9.0 13.0 8.0 0.50 GFM-0809-08
8.0 9.0 13.0 12.0 0.50 GFM-0809-12
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Order example: GFM-0304-02 – no minimum order quantity.
G iglidur® material F Flange bearing M Metric 03 Inner Ø d1 04 Outer Ø d2 02 Total length b1

d1 d1 d2 d3 b1 b2 Part No.
Tolerance3) d133) h13 h13

[mm] [mm] [mm] [mm] [mm]

8.0
+0.025 
+0.083

10.0 15.0 3.0 1.00 GFM-0810-03
8.0 10.0 18.0 3.0 1.00 GFM-081018-03
8.0 10.0 15.0 4.0 1.00 GFM-0810-04

8.0
+0.040 
+0.098

10.0 14.0 5.0 1.00 GFM-081014-05

8.0

+0.025 
+0.083

10.0 15.0 5.5 1.00 GFM-0810-05
8.0 10.0 14.0 6.0 1.00 GFM-081014-06
8.0 10.0 15.0 6.5 1.00 GFM-0810-065
8.0 10.0 15.0 7.5 1.00 GFM-0810-07
8.0 10.0 13.0 8.0 1.00 GFM-081013-08
8.0 10.0 14.0 8.0 1.00 GFM-081014-08
8.0 10.0 15.0 9.5 1.00 GFM-0810-09
8.0 10.0 15.0 10.0 1.00 GFM-0810-10

8.0
+0.040 
+0.098

10.0 14.0 10.0 1.00 GFM-081014-10

8.0

+0.025 
+0.083

10.0 14.0 11.0 1.00 GFM-0810-11
8.0 10.0 16.0 11.5 1.50 GFM-081016-11
8.0 10.0 12.0 12.5 1.00 GFM-081012-125
8.0 10.0 15.0 15.0 1.00 GFM-0810-15
8.0 10.0 16.0 15.0 1.50 GFM-081016-15
8.0 10.0 17.0 15.0 1.00 GFM-081017-15
8.0 10.0 15.0 25.0 1.00 GFM-0810-25
8.0 10.0 15.0 30.0 1.00 GFM-0810-30
8.0 +0.040 

+0.130
12.0 16.0 6.0 2.00 GFM-0812-06

8.0 12.0 21.0 8.0 2.00 GFM-081221-08
9.0 +0.013 

+0.049
10.0 15.0 6.5 0.50 GFM-0910-065

9.0 10.0 15.0 17.5 0.50 GFM-0910-17

10.0
+0.013 
+0.046

11.0 20.0 3.5 0.50 GFM-1011-03

10.0 +0.013 
+0.049

11.0 15.0 4.4 0.50 GFM-1011-044
10.0 11.0 15.0 10.0 0.50 GFM-1011-10
10.0

+0.025 
+0.083

12.0 18.0 3.5 1.00 GFM-1012-035
10.0 12.0 18.0 4.0 1.00 GFM-1012-04
10.0 12.0 18.0 5.0 1.00 GFM-1012-05
10.0 12.0 18.0 6.0 1.00 GFM-1012-06
10.0 12.0 16.0 6.0 1.00 GFM-101216-06
10.0 12.0 18.0 7.0 1.00 GFM-1012-07
10.0 12.0 18.0 9.0 1.00 GFM-1012-09
10.0 12.0 16.0 9.0 1.00 GFM-101216-09
10.0 12.0 18.0 10.0 1.00 GFM-1012-10
10.0 12.0 18.0 12.0 1.00 GFM-1012-12
10.0 12.0 15.0 12.0 1.00 GFM-101215-12
10.0 12.0 18.0 15.0 1.00 GFM-1012-15
10.0 12.0 16.0 15.0 1.00 GFM-101216-15
10.0 12.0 18.0 17.0 1.00 GFM-1012-17
11.0

+0.016 
+0.059

12.0 16.0 6.0 0.50 GFM-1112-06
12.0 13.0 17.0 3.0 0.50 GFM-1213-03
12.0 13.0 17.0 12.0 0.50 GFM-1213-12

d1 d1 d2 d3 b1 b2 Part No.
Tolerance3) d133) h13 h13

[mm] [mm] [mm] [mm] [mm]

12.0
+0.016 
+0.059

13.0 15.0 12.0 0.50 GFM-121315-12

12.0

+0.032 
+0.102

14.0 20.0 3.0 1.00 GFM-1214-03
12.0 14.0 18.0 4.0 1.00 GFM-121418-04
12.0 14.0 20.0 5.0 1.00 GFM-1214-05
12.0 14.0 20.0 6.0 1.00 GFM-1214-06
12.0 14.0 20.0 7.0 1.00 GFM-1214-07
12.0 14.0 18.0 8.0 1.00 GFM-121418-08
12.0 14.0 20.0 9.0 1.00 GFM-1214-09
12.0 14.0 20.0 10.0 1.00 GFM-1214-10
12.0 14.0 18.0 10.0 1.00 GFM-121418-10
12.0 14.0 20.0 11.0 1.00 GFM-1214-11
12.0 14.0 20.0 12.0 1.00 GFM-1214-12
12.0 14.0 18.0 12.0 1.00 GFM-121418-12
12.0 14.0 20.0 15.0 1.00 GFM-1214-15
12.0 14.0 18.0 15.0 1.00 GFM-121418-15
12.0 14.0 20.0 17.0 1.00 GFM-1214-17
12.0 14.0 20.0 20.0 1.00 GFM-1214-20
12.0 14.0 18.0 20.0 1.00 GFM-121418-20
12.0 14.0 20.0 24.0 1.00 GFM-1214-24
12.0 14.0 20.0 31.0 1.00 GFM-1214-31
12.0 14.0 20.0 40.0 1.00 GFM-1214-40
13.0 15.0 22.0 6.0 1.00 GFM-1315-06
13.0 15.0 22.0 8.0 1.00 GFM-1315-08
13.0 15.0 22.0 40.0 1.00 GFM-131522-40
14.0 16.0 22.0 3.0 1.00 GFM-1416-03
14.0 16.0 22.0 4.0 1.00 GFM-1416-04
14.0 16.0 22.0 6.0 1.00 GFM-1416-06
14.0 16.0 22.0 8.0 1.00 GFM-1416-08
14.0 16.0 22.0 10.0 1.00 GFM-1416-10
14.0 16.0 22.0 12.0 1.00 GFM-1416-12
14.0 16.0 22.0 17.0 1.00 GFM-1416-17
14.0 16.0 22.0 21.0 1.00 GFM-1416-21
15.0

+0.016 
+0.059

16.0 20.0 2.0 0.50 GFM-1516-02
15.0 16.0 20.0 2.5 0.50 GFM-1516-025
15.0 16.0 20.0 3.0 0.50 GFM-1516-03
15.0 16.0 20.0 15.0 0.50 GFM-1516-15
15.0

+0.032 
+0.102

17.0 23.0 4.0 1.00 GFM-1517-04
15.0 17.0 23.0 4.5 1.00 GFM-1517-045
15.0 17.0 23.0 5.0 1.00 GFM-1517-05
15.0 17.0 23.0 9.0 1.00 GFM-1517-09
15.0 17.0 23.0 12.0 1.00 GFM-1517-12
15.0 17.0 23.0 17.0 1.00 GFM-1517-17
15.0 17.0 23.0 20.0 1.00 GFM-1517-20
15.0 18.0 24.0 32.0 1.50 GFM-151824-32
16.0 18.0 24.0 4.0 1.00 GFM-1618-04
16.0 18.0 24.0 5.0 1.00 GFM-1618-05
16.0 18.0 24.0 6.0 1.00 GFM-1618-060
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Ordering note
Our prices are scaled according to order 
quantities, current prices can be found online.

No minimum order value.
No low-quantity surcharges.
Free shipping within Germany for orders 
above €150.

Available from stock 
Detailed information about delivery time online. 
www.igus.no/24

Online ordering
Including delivery times, prices, online tools 
www.igus.no/G

Discount scaling
1 – 9
10 – 24
25 – 49

50 – 99
100 – 199
200 – 499

500 – 999
1,000 – 2,499
2,500 – 4,999

d1 d1 d2 d3 b1 b2 Part No.
Tolerance3) d133) h13 h13

[mm] [mm] [mm] [mm] [mm]

16.0

+0.032
+0.102

18.0 24.0 9.0 1.00 GFM-1618-09
16.0 18.0 24.0 12.0 1.00 GFM-1618-12
16.0 18.0 24.0 16.0 1.00 GFM-1618-16
16.0 18.0 24.0 17.0 1.00 GFM-1618-17
16.0 18.0 24.0 21.0 1.00 GFM-1618-21
17.0 19.0 25.0 9.0 1.00 GFM-1719-09
17.0 19.0 25.0 16.0 1.00 GFM-1719-16
17.0 19.0 25.0 25.0 1.00 GFM-1719-25
18.0 20.0 26.0 4.0 1.00 GFM-1820-04
18.0 20.0 26.0 6.0 1.00 GFM-1820-06
18.0 20.0 22.0 6.0 1.00 GFM-182022-06
18.0 20.0 26.0 9.0 1.00 GFM-1820-09
18.0 20.0 26.0 11.0 1.00 GFM-1820-11
18.0 20.0 26.0 12.0 1.00 GFM-1820-12
18.0 20.0 26.0 17.0 1.00 GFM-1820-17
18.0 20.0 26.0 22.0 1.00 GFM-1820-22
18.0 20.0 26.0 30.0 1.00 GFM-1820-30
18.0 20.0 26.0 32.0 1.00 GFM-1820-32
18.0 22.0 26.0 28.0 2.00 GFM-1822-28
20.0

+0.020
+0.072

21.0 26.0 3.5 0.50 GFM-2021-035
20.0 21.0 25.0 15.0 0.50 GFM-2021-15
20.0 21.0 25.0 20.0 0.50 GFM-2021-20
20.0

+0.040
+0.124

23.0 30.0 7.0 1.50 GFM-2023-07
20.0 23.0 26.0 7.0 1.50 GFM-202326-07
20.0 23.0 30.0 11.5 1.50 GFM-2023-11
20.0 23.0 28.0 15.0 1.50 GFM-202328-15
20.0 23.0 30.0 16.5 1.50 GFM-2023-16
20.0 23.0 29.0 20.0 1.50 GFM-202329-20
20.0 23.0 30.0 21.5 1.50 GFM-2023-21
20.0 23.0 26.0 21.5 1.50 GFM-202326-21
22.0 24.0 30.0 25.0 1.00 GFM-2224-25
22.0 25.0 29.0 4.5 1.50 GFM-222529-045
22.0 25.0 30.0 21.5 1.50 GFM-222530-215
22.0 25.0 30.0 25.0 1.50 GFM-222530-25
22.0 25.0 35.0 31.5 1.50 GFM-222535-315
24.0 27.0 32.0 7.0 1.50 GFM-2427-07
24.0 27.0 32.0 10.5 1.50 GFM-2427-10

25.0
+0.020
+0.072

26.0 30.0 25.0 0.50 GFM-2526-25

25.0

+0.040
+0.124

27.0 32.0 7.0 1.00 GFM-2527-07
25.0 27.0 32.0 48.0 1.00 GFM-2527-48
25.0 28.0 30.0 10.0 1.50 GFM-252830-10
25.0 28.0 35.0 11.5 1.50 GFM-2528-11
25.0 28.0 35.0 16.5 1.50 GFM-2528-16
25.0 28.0 35.0 21.5 1.50 GFM-2528-21
26.0 30.0 37.0 12.0 2.00 GFM-2630-12
27.0 30.0 38.0 20.0 1.50 GFM-2730-20
28.0 30.0 36.0 10.0 1.00 GFM-2830-10

d1 d1 d2 d3 b1 b2 Part No.
Tolerance3) d133) h13 h13

[mm] [mm] [mm] [mm] [mm]

28.0

+0.040
+0.124

30.0 36.0 31.0 1.00 GFM-283036-31
28.0 30.0 35.0 36.0 1.00 GFM-2830-36
28.0 30.0 35.0 48.0 1.00 GFM-2830-48
28.0 32.0 39.0 20.0 2.00 GFM-283239-20
28.0 32.0 50.0 35.0 2.00 GFM-283250-35
30.0 31.0 36.0 20.0 0.50 GFM-3031-20
30.0 31.0 35.0 30.0 0.50 GFM-3031-30
30.0 32.0 37.0 4.0 1.00 GFM-3032-04
30.0 32.0 37.0 12.0 1.00 GFM-3032-12
30.0 32.0 37.0 17.5 1.00 GFM-3032-17
30.0 32.0 37.0 22.0 1.00 GFM-3032-22
30.0 34.0 42.0 9.0 2.00 GFM-3034-09
30.0 34.0 40.0 10.0 2.00 GFM-303440-10
30.0 34.0 42.0 16.0 2.00 GFM-3034-16
30.0 34.0 42.0 20.0 2.00 GFM-3034-20
30.0 34.0 42.0 26.0 2.00 GFM-3034-26
30.0 34.0 42.0 37.0 2.00 GFM-3034-37
32.0

+0.050
+0.150

36.0 40.0 16.0 2.00 GFM-3236-16
32.0 36.0 40.0 26.0 2.00 GFM-3236-26
34.0 38.0 50.0 35.0 2.00 GFM-343850-35
35.0 39.0 47.0 5.8 2.00 GFM-3539-058
35.0 39.0 47.0 7.0 2.00 GFM-3539-07
35.0 39.0 47.0 12.0 2.00 GFM-3539-12
35.0 39.0 47.0 16.0 2.00 GFM-3539-16
35.0 39.0 47.0 26.0 2.00 GFM-3539-26
35.0 39.0 47.0 36.0 2.00 GFM-3539-36
38.0 42.0 54.0 10.0 2.00 GFM-3842-10
38.0 42.0 54.0 22.0 2.00 GFM-3842-22
40.0 44.0 52.0 7.0 2.00 GFM-4044-07
40.0 44.0 52.0 14.0 2.00 GFM-4044-14
40.0 44.0 52.0 20.0 2.00 GFM-4044-20
40.0 44.0 52.0 30.0 2.00 GFM-4044-30
40.0 44.0 52.0 40.0 2.00 GFM-4044-40
40.0 44.0 52.0 50.0 2.00 GFM-4044-50
40.0 46.0 50.0 20.0 2.00 GFM-4046-20
42.0 46.0 53.0 19.0 2.00 GFM-4246-19
45.0 50.0 58.0 25.0 2.00 GFM-4550-25
45.0 50.0 58.0 30.0 2.00 GFM-4550-30
45.0 50.0 58.0 50.0 2.00 GFM-4550-50
50.0 55.0 63.0 7.0 2.00 GFM-5055-07
50.0 55.0 63.0 10.0 2.00 GFM-5055-10
50.0 55.0 63.0 25.0 2.00 GFM-5055-25
50.0 55.0 63.0 40.0 2.00 GFM-5055-40
50.0 55.0 63.0 50.0 2.00 GFM-5055-50
60.0

+0.060
+0.180

65.0 73.0 7.0 2.00 GFM-6065-07
60.0 65.0 73.0 22.0 2.00 GFM-6065-22
60.0 65.0 73.0 30.0 2.00 GFM-6065-30
60.0 65.0 73.0 50.0 2.00 GFM-6065-50

iglidur® G
+130°C
80MPa

Bearing technology | Plain bearing | iglidur® G

3D CAD, finder and service life calculation ... www.igus.no/G

3) After press-fit. Testing methods, page 57

d1 d1 d2 d3 b1 b2 Part No.
Tolerance3) d133) h13 h13

[mm] [mm] [mm] [mm] [mm]

60.0

+0.060 
+0.180

65.0 80.0 62.0 2.00 GFM-606580-62
65.0 70.0 78.0 50.0 2.00 GFM-6570-50
70.0 75.0 83.0 50.0 2.00 GFM-7075-50
70.0 75.0 83.0 85.5 2.00 GFM-7075-855
75.0 80.0 88.0 50.0 2.00 GFM-7580-50
80.0 85.0 93.0 50.0 2.50 GFM-8085-50
80.0 85.0 93.0 100.0 2.50 GFM-8085-100
85.0

+0.072 
+0.212

90.0 98.0 100.0 2.50 GFM-8590-100
90.0 95.0 103.0 100.0 2.50 GFM-9095-100
95.0 100.0 108.0 100.0 2.50 GFM-95100-100
100.0 105.0 113.0 42.5 2.50 GFM-100105-425

d1 d1 d2 d3 b1 b2 Part No.
Tolerance3) d133) h13 h13

[mm] [mm] [mm] [mm] [mm]

100.0
+0.072 
+0.212

105.0 113.0 100.0 2.50 GFM-100105-100
110.0 115.0 123.0 100.0 2.50 GFM-110115-100
120.0 125.0 133.0 80.0 2.50 GFM-120125-80
120.0 125.0 133.0 100.0 2.50 GFM-120125-100
125.0

+0.085 
+0.245

130.0 138.0 100.0 2.50 GFM-125130-100
130.0 135.0 143.0 100.0 2.50 GFM-130135-100
140.0 145.0 153.0 100.0 2.50 GFM-140145-100
150.0 155.0 163.0 40.0 2.50 GFM-150155-40
150.0 155.0 163.0 100.0 2.50 GFM-150155-100

195.0
+0.100 
+0.285

205.0 240.0 65.0 5.00
GFM-195205240-
65

iglidur® G
+130°C
80MPa

Product range

Lubrication-free made easy ... from stock ... no minimum order quantity

3) After press-fit. Testing methods, page 57
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Ordering note
Our prices are scaled according to order 
quantities, current prices can be found online.

No minimum order value.
No low-quantity surcharges.
Free shipping within Germany for orders 
above €150.

Discount scaling

Available from stock 
Detailed information about delivery time online. 
www.igus.no/24

Online ordering
Including delivery times, prices, online tools 
www.igus.no/G 1 – 9

10 – 24
25 – 49

50 – 99
100 – 199
200 – 499

500 – 999
1,000 – 2,499
2,500 – 4,999

d1 d2 d4 d5 h d6 s Part No.
+0.25 –0.25 –0.12

+0.12
+0.375
+0.125

+0.2/–0.2 +0.12 –0.05

[mm] [mm] [mm] [mm] [mm] [mm] [mm]

4 8 4) 4) 0.2 8 0.5 GTM-0408-005
4 9 4) 4) 0.3 9 0.6 GTM-0409-006
4 9 4) 4) 0.3 9 1.6 GTM-0409-016
4 10 4) 4) 0.2 10 0.5 GTM-0410-005
4 11 4) 4) 0.2 11 0.5 GTM-0411-005
5 9.5 4) 4) 0.3 9.5 0.6 GTM-0509-006
6 12 4) 4) 1 12 1.5 GTM-0612-015
6 15 4) 4) 1 15 1.5 GTM-0615-015
6 20 13 1.5 1 20 1.5 GTM-0620-015
6.2 11 4) 4) 0.7 11 1 GTM-0611-010
7 12 4) 4) 0.2 12 0.5 GTM-0712-005
7 13 4) 4) 0.2 13 0.5 GTM-0713-005
8 15 4) 4) 0.2 15 0.5 GTM-0815-005
8 15 4) 4) 1 15 1.5 GTM-0815-015
8 18 4) 4) 0.7 18 1 GTM-0818-010
8 18 13 1.5 1 18 1.5 GTM-0818-015
8 18 4) 4) 1.5 18 2 GTM-0818-020
9 13 4) 4) 0.7 13 1 GTM-0913-010
9 18 13.5 1.5 1 18 1.5 GTM-0918-015
10 17.8 4) 4) 0.2 17.8 0.5 GTM-1018-005
10 18 4) 4) 0.7 18 1 GTM-1018-010
10 18 4) 4) 1 18 1.5 GTM-1018-015
10 18 4) 4) 1.5 18 2 GTM-1018-020
10 20 4) 4) 0.7 20 1.5 GTM-1020-015
11 15 4) 4) 0.7 15 1 GTM-1115-010
11 27 4) 4) 0.2 27 0.5 GTM-1127-005
12 24 18 1.5 1 24 1.5 GTM-1224-015
12 30 4) 4) 1 30 1.5 GTM-1230-015

iglidur® G
+130°C
80MPa

Bearing technology | Plain bearing | iglidur® G

4) Design without fixing hole

Dimensions according to ISO 3547-1 and 
special dimensions

Thrust washer (form T)

d2

d1

s

d
5

d4

d6

h

3D CAD, finder and service life calculation ... www.igus.no/G

Order example: GTM-0408-005 – no minimum order quantity.
G iglidur® material T Thrust washer M Metric 04 Inner Ø d1 08 Outer Ø d2 005 Thickness s

d1 d2 d4 d5 h d6 s Part No.
+0.25 –0.25 –0.12

+0.12
+0.375
+0.125

+0.2/–0.2 +0.12 –0.05

[mm] [mm] [mm] [mm] [mm] [mm] [mm]

14 20 4) 4) 1 20 1.5 GTM-1420-015
14 26 20 2 1 26 1.5 GTM-1426-015
15 19 4) 4) 0.5 19 0.8 GTM-1519-008
15 22 4) 4) 0.5 22 0.8 GTM-1522-008
15 24 19.5 1.5 1 24 1.5 GTM-1524-015
15 24 4) 4) 2 24 2.75 GTM-1524-0275
16 28 4) 4) 0.7 28 1 GTM-1628-010
16 30 22 2 1 30 1.5 GTM-1630-015
18 32 25 2 1 32 1.5 GTM-1832-015
20 36 28 3 1 36 1.5 GTM-2036-015
22 30 4) 4) 1 30 1.5 GTM-2230-015
22 38 30 3 1 38 1.5 GTM-2238-015
24 42 33 3 1 42 1.5 GTM-2442-015
26 44 35 3 1 44 1.5 GTM-2644-015
28 48 38 4 1 48 1.5 GTM-2848-015
28.5 35.8 4) 4) 0.2 35.8 0.5 GTM-2835-005
32 45.8 4) 4) 0.7 45.8 1 GTM-3246-010
32 54 43 4 1 54 1.5 GTM-3254-015
38 62 50 4 1 62 1.5 GTM-3862-015
42 66 54 4 1 66 1.5 GTM-4266-015
48 60 4) 4) 1.5 74 2 GTM-4860-020
48 74 61 4 1.5 74 2 GTM-4874-020
52 78 65 4 1.5 78 2 GTM-5278-020
52.5 69 4) 4) 1.5 69 2 GTM-52569-020
62 78 4) 4) 1.5 78 2 GTM-6278-020
62 90 4) 4) 0.7 90 1 GTM-6290-010
62 90 76 4 1.5 90 2 GTM-6290-020
68 81 4) 4) 1.5 81 2 GTM-6881-020
78 114 4) 4) 1 114 1.5 GTM-78114-015
80.5 114 4) 4) 1 114 1.5 GTM-80114-015

iglidur® G
+130°C
80MPa

Product range

Lubrication-free made easy ... from stock ... no minimum order quantity

4) Design without fixing hole



When to use it?
 ● When a universal all-round bearing is required
 ● When low moisture absorption is fundamental
 ● For low to medium speeds
 ● For pivoting and rotational movements

More universal
The advanced development of iglidur® G
iglidur® G1

When not to use?
 ● When high shock, impact and edge loads occur
iglidur® G

 ● When lowest wear is required
iglidur® W300

 ● When the ultimate media resistance is required
iglidur® X

 ● For underwater applications
iglidur® H370
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More universal
The advanced development of iglidur® G 
The most successful plastic bearing in the world – iglidur® G – improved all round: iglidur® G1, the new 
standard.

●● Double service life at high loads
●● Up to 4 times less wear at low loads

● Continuous operating temperatures up to +180°C
● Press-fit up to +120°C (iglidur® G: up to +80°C)
● Moisture absorption reduced by 50%

Typical application areas
● Mechanical engineering
● Automation
● Sports and leisure
● Automotive industry
● Mechatronics

Bearing technology | Plain bearing | iglidur® G1

iglidur® G1
+180°C
91MPa

3D CAD, finder and service life calculation ... www.igus.no/G1

Online product finder 
www.igus.no/iglidur-finder

Online service life calculation 
www.igus.no/iglidur-expert

Ø  
4.0 – 50.0mm

Also available 
as:

Bar stock, 
round bar
Page 657

Bar stock, 
plate
Page 683

tribo-tape liner
Page 691

Piston rings
Page 581

Two hole 
flange  
bearings
Page 603

Moulded 
special parts
Page 624

igubal®  
spherical balls
Page 841

The requirement profile is demanding: comprehensive 
advanced development of the successful all-round classic 
iglidur® G. This has been achieved especially in terms of 
moisture absorption, thermal properties and consistently 
improved wear resistance. Only with shock, impact and 
edge loads, the robustness of iglidur® G could not quite 
be achieved.

Moisture absorption
Under standard climatic conditions, the moisture absorp-
tion of iglidur® G1 plain bearings is approximately 0.2% 
weight. The saturation limit in water is 1.7% weight. This 
must be taken into account for these types of applications.

Vacuum
In vacuum, any present moisture is released as vapour. Use 
in vacuum is only possible with dehumidified iglidur® G1  
bearings.

Radiation resistance
Plain bearings made from iglidur® G1 are resistant up to a 
radiation intensity of 3 · 10²Gy.

Resistance to weathering
iglidur® G1 plain bearings have not yet been tested for their 
resistance to weathering. Please consult igus® if you‘re 
planning to use them outdoors.

Mechanical properties
With increasing temperatures, the compressive strength 
of iglidur® G1 plain bearings decreases. Diagram 02 
shows this inverse relationship. However, at the long-term 
maximum temperature of +180°C the permissible surface 
pressure is around 40MPa. The maximum recommended 
surface pressure is a mechanical material parameter. No 
conclusions regarding the tribological properties can be 
drawn from this.
Diagram 03 shows the elastic deformation of iglidur® G1 
at radial loads. The plastic deformation is minimal up to 
a pressure of approximately 100MPa. However, it is also 
dependent on the service time.
Surface pressure, page 41

iglidur® G1
+180°C
91MPa

Lubrication-free made easy ... from stock ... no minimum order quantity

General properties Testing method

Density g/cm³ 1.58
Colour grey
Max. moisture absorption at +23°C and 50% r.h. % weight 0.2 DIN 53495
Max. moisture absorption % weight 1.7
Coefficient of friction, dynamic, against steel µ 0.10 – 0.29
pv value, max. (dry) MPa · m/s 0.60
Mechanical properties
Flexural modulus MPa 11,486 DIN 53457
Flexural strength at +20°C MPa 178 DIN 53452
Compressive strength MPa 115
Max. recommended surface pressure (+20°C) MPa 91
Shore D hardness 81 DIN 53505
Physical and thermal properties
Max. application temperature long-term °C +180
Max. application temperature short-term °C +220
Min. application temperature °C –40
Thermal conductivity W/m · K 0.25 ASTM C 177
Coefficient of thermal expansion (at +23°C) K–1 · 10–5 3.7 DIN 53752
Electrical properties
Specific contact resistance Ωcm > 109 DIN IEC 93
Surface resistance Ω > 109 DIN 53482

Table 01: Material properties

Technical data

–40°C up to 
+180°C

91MPa

FOOD

Descriptive technical specifications

Wear resistance at +23°C – +

Wear resistance at +90°C – +

Wear resistance at +150°C – +

Low coefficient of friction – +

Low moisture absorption – +

Wear resistance under water – +

High media resistance – +

Resistant to edge pressures – +

Suitable for shock and impact loads – +

Resistant to dirt – +
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Permissible surface speeds
iglidur® G1 has been developed for low to medium surface 
speeds. The maximum values shown in table 03 can only 
be achieved at low pressures. At the given speeds, friction 
can cause a temperature increase to maximum permissible 
levels. In practice, though, this level is rarely reached due 
to varying application conditions.
Surface speed, page 44

Temperature
The ambient temperatures strongly influence the properties  
of plain bearings. The temperatures prevailing in the 
bearing system also have an influence on the wear. With 
increasing temperatures, the wear increases and this effect 
is significant when temperatures rise over +120°C. For 
temperatures over 120°C an additional securing of the 
bearings in the housing is required.
Application temperatures, page 49
Additional securing, page 49

Friction and wear
The coefficient of friction μ of a plain bearing among other 
factors is influenced by the surface speed and the load 
(diagrams 04 and 05).
Coefficient of friction and surfaces, page 47
Wear resistance, page 50

Shaft materials
The friction and wear are also dependent, to a large 
degree, on the shaft material. Shafts that are too smooth, 
increase both the coefficient of friction and the wear of the 
bearing. For iglidur® G1 a ground surface with an average 
surface finish Ra = 0.8µm is recommended. Diagram 06 
shows results of testing different shaft materials with plain 
bearings made from iglidur® G1. It can be observed that 
iglidur® G1 achieves good to very good wear results with 
all shaft materials. The results for stainless steel types are 
most likely slightly lower. Diagram 07 compares the wear 
in rotating and pivoting applications. As with many of the 
iglidur® materials, wear rate is better in pivoting applications.
Shaft materials, page 52

Installation tolerances
iglidur® G1 plain bearings are standard bearings for 
shafts with h tolerance (recommended minimum h9). 
The bearings are designed for press-fit into a housing 
machined to a H7 tolerance. After being assembled into a 
nominal size housing, in standard cases the inner diameter 
automatically adjusts to the F10 tolerances. For particular 
dimensions the tolerance differs depending on the wall 
thickness (please see product range table).
Testing methods, page 57

Chemicals Resistance
Alcohols + up to 0
Diluted acids 0 up to –
Diluted alkalines +
Fuels +
Greases, oils without additives +
Hydrocarbons +
Strong acids –
Strong alkalines 0

All information given at room temperature [+20°C]

Table 02: Chemical resistance

Chemical table, page 1636

Rotating Oscillating linear
long-term m/s 1.3 1.0 5.0
short-term m/s 2.5 1.8 6.0

Table 03: Maximum surface speeds

Dry Greases Oil Water
Coefficient of friction µ 0.10 – 0.29 0.09 0.04 0.04

Table 04: Coefficient of friction against steel (Ra = 1μm, 

50HRC)

Housing Plain bearing Shaft
Ø d1 [mm] H7 [mm] F10 [mm] h9 [mm]
0 – 3 +0.000 +0.010 +0.006 +0.046 –0.025 +0.000

> 3 – 6 +0.000 +0.012 +0.010 +0.058 –0.030 +0.000

> 6 – 10 +0.000 +0.015 +0.013 +0.071 –0.036 +0.000

> 10 – 18 +0.000 +0.018 +0.016 +0.086 –0.043 +0.000

> 18 – 30 +0.000 +0.021 +0.020 +0.104 –0.052 +0.000

> 30 – 50 +0.000 +0.025 +0.025 +0.125 –0.062 +0.000

> 50 – 80 +0.000 +0.030 +0.030 +0.150 –0.074 +0.000

> 80 – 120 +0.000 +0.035 +0.036 +0.176 –0.087 +0.000

> 120 – 180 +0.000 +0.040 +0.043 +0.203 +0.000 +0.100

Table 05: Important tolerances for plain bearings according 

to ISO 3547-1 after press-fit

iglidur® G1
+180°C
91MPa

Bearing technology | Plain bearing | iglidur® G1

3D CAD, finder and service life calculation ... www.igus.no/G1
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iglidur® G1
+180°C
91MPa
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Diagram 02: Maximum recommended surface pressure as a 

function of temperature (91MPa at +20°C)
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Diagram 03: Deformation under pressure and temperature
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Diagram 04: Coefficient of friction as a function of the 

surface speed, p = 1MPa
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Diagram 07: Wear for oscillating and rotating applications 

with shaft material Cf53 hardened and ground steel, as a 

function of the load

Diagram 06: Wear, rotating with different shaft materials, 

pressure, p = 1MPa, v = 0.3m/s
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Diagram 05: Coefficient of friction as a function of the load, 

v = 0.01m/s

Diagram 01: Permissible pv values for iglidur® G1 plain 

bearings with a wall thickness of 1mm, dry operation against 

a steel shaft, at +20°C, mounted in a steel housing
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Ordering note
Our prices are scaled according to order 
quantities, current prices can be found online.

No minimum order value.
No low-quantity surcharges.
Free shipping within Germany for orders 
above €150.

Discount scaling

Available from stock 
Detailed information about delivery time online. 
www.igus.no/24

Online ordering
Including delivery times, prices, online tools 
www.igus.no/G1

1 – 9
10 – 24
25 – 49

50 – 99
100 – 199
200 – 499

500 – 999
1,000 – 2,499
2,500 – 4,999

d1 d1 d2 b1 Part No.
Tolerance3) h13

[mm] [mm] [mm]

4.0

+0.010 
+0.058

5.5 4.0 G1SM-0405-04
4.0 5.5 6.0 G1SM-0405-06
5.0 7.0 5.0 G1SM-0507-05
5.0 7.0 10.0 G1SM-0507-10
6.0 8.0 6.0 G1SM-0608-06
6.0 8.0 8.0 G1SM-0608-08
6.0 8.0 10.0 G1SM-0608-10
8.0

+0.013 
+0.071

10.0 8.0 G1SM-0810-08
8.0 10.0 10.0 G1SM-0810-10
8.0 10.0 12.0 G1SM-0810-12
10.0 12.0 8.0 G1SM-1012-08
10.0 12.0 10.0 G1SM-1012-10
10.0 12.0 12.0 G1SM-1012-12
10.0 12.0 15.0 G1SM-1012-15
10.0 12.0 20.0 G1SM-1012-20
12.0

+0.016 
+0.086

14.0 10.0 G1SM-1214-10
12.0 14.0 12.0 G1SM-1214-12
12.0 14.0 15.0 G1SM-1214-15
12.0 14.0 20.0 G1SM-1214-20
13.0 15.0 10.0 G1SM-1315-10
13.0 15.0 20.0 G1SM-1315-20
14.0 16.0 15.0 G1SM-1416-15
14.0 16.0 20.0 G1SM-1416-20
14.0 16.0 25.0 G1SM-1416-25
15.0 17.0 15.0 G1SM-1517-15
15.0 17.0 20.0 G1SM-1517-20
15.0 17.0 25.0 G1SM-1517-25
16.0 18.0 15.0 G1SM-1618-15
16.0 18.0 20.0 G1SM-1618-20

d1 d1 d2 b1 Part No.
Tolerance3) h13

[mm] [mm] [mm]

16.0
+0.016 
+0.086

18.0 25.0 G1SM-1618-25
18.0 20.0 15.0 G1SM-1820-15
18.0 20.0 20.0 G1SM-1820-20
18.0 20.0 25.0 G1SM-1820-25
20.0

+0.020 
+0.104

23.0 10.0 G1SM-2023-10
20.0 23.0 15.0 G1SM-2023-15
20.0 23.0 20.0 G1SM-2023-20
20.0 23.0 25.0 G1SM-2023-25
20.0 23.0 30.0 G1SM-2023-30
22.0 25.0 15.0 G1SM-2225-15
22.0 25.0 20.0 G1SM-2225-20
22.0 25.0 25.0 G1SM-2225-25
22.0 25.0 30.0 G1SM-2225-30
24.0 27.0 15.0 G1SM-2427-15
24.0 27.0 20.0 G1SM-2427-20
24.0 27.0 25.0 G1SM-2427-25
24.0 27.0 30.0 G1SM-2427-30
25.0 28.0 15.0 G1SM-2528-15
25.0 28.0 20.0 G1SM-2528-20
25.0 28.0 25.0 G1SM-2528-25
25.0 28.0 30.0 G1SM-2528-30
28.0 32.0 20.0 G1SM-2832-20
28.0 32.0 25.0 G1SM-2832-25
28.0 32.0 25.0 G1SM-2832-30
30.0 34.0 20.0 G1SM-3034-20
30.0 34.0 25.0 G1SM-3034-25
30.0 34.0 30.0 G1SM-3034-30
30.0 34.0 40.0 G1SM-3034-40

iglidur® G1
+180°C
91MPa

Bearing technology | Plain bearing | iglidur® G1

2) Thickness < 0.6mm: Chamfer = 20°

Dimensions according to ISO 3547-1 and 
special dimensions

Sleeve bearing (form S)

d1 d2

f3 f1

b1

max. R0 2

30° ²

30° ²

.

Chamfer in relation to d1
d1 [mm] Ø 1 – 6 Ø 6 – 12 Ø 12 – 30 Ø > 30
f1/f3 [mm] 0.3 0.5 0.8 1.2

3D CAD, finder and service life calculation ... www.igus.no/G1

3) After press-fit. Testing methods, page 57

Order example: G1SM-0405-04 – no minimum order quantity.
G1 iglidur® material S Sleeve bearing M Metric 04 Inner Ø d1 05 Outer Ø d2 04 Total length b1

d1 d1 d2 b1 Part No.
Tolerance3) h13

[mm] [mm] [mm]

32.0

+0.025 
+0.125

36.0 20.0 G1SM-3236-20
32.0 36.0 30.0 G1SM-3236-30
32.0 36.0 40.0 G1SM-3236-40
35.0 39.0 20.0 G1SM-3539-20
35.0 39.0 30.0 G1SM-3539-30
35.0 39.0 40.0 G1SM-3539-40
35.0 39.0 50.0 G1SM-3539-50
40.0 44.0 20.0 G1SM-4044-20
40.0 44.0 30.0 G1SM-4044-30
40.0 44.0 40.0 G1SM-4044-40

d1 d1 d2 b1 Part No.
Tolerance3) h13

[mm] [mm] [mm]

40.0

+0.025 
+0.125

44.0 50.0 G1SM-4044-50
45.0 50.0 20.0 G1SM-4550-20
45.0 50.0 30.0 G1SM-4550-30
45.0 50.0 40.0 G1SM-4550-40
45.0 50.0 50.0 G1SM-4550-50
50.0 55.0 20.0 G1SM-5055-20
50.0 55.0 30.0 G1SM-5055-30
50.0 55.0 40.0 G1SM-5055-40
50.0 55.0 50.0 G1SM-5055-50
50.0 55.0 60.0 G1SM-5055-60

iglidur® G1
+180°C
91MPa

Product range

Lubrication-free made easy ... from stock ... no minimum order quantity

3) After press-fit. Testing methods, page 57
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Ordering note
Our prices are scaled according to order 
quantities, current prices can be found online.

No minimum order value.
No low-quantity surcharges.
Free shipping within Germany for orders 
above €150.

Discount scaling

Available from stock 
Detailed information about delivery time online. 
www.igus.no/24

Online ordering
Including delivery times, prices, online tools 
www.igus.no/G1

1 – 9
10 – 24
25 – 49

50 – 99
100 – 199
200 – 499

500 – 999
1,000 – 2,499
2,500 – 4,999

d1 d1 d2 d3 b1 b2 Part No.
Tolerance3) d133) h13 h13

[mm] [mm] [mm] [mm] [mm]

6.0
+0.010 +0.058

8.0 12.0 4.0 1.00 G1FM-0608-04
6.0 8.0 12.0 8.0 1.00 G1FM-0608-08
8.0

+0.013 +0.071

10.0 15.0 5.5 1.00 G1FM-0810-05
8.0 10.0 15.0 7.5 1.00 G1FM-0810-07
8.0 10.0 15.0 9.5 1.00 G1FM-0810-09
10.0 12.0 18.0 7.0 1.00 G1FM-1012-07
10.0 12.0 18.0 9.0 1.00 G1FM-1012-09
10.0 12.0 18.0 12.0 1.00 G1FM-1012-12
10.0 12.0 18.0 17.0 1.00 G1FM-1012-17
12.0

+0.016 +0.086

14.0 20.0 7.0 1.00 G1FM-1214-07
12.0 14.0 20.0 9.0 1.00 G1FM-1214-09
12.0 14.0 20.0 12.0 1.00 G1FM-1214-12
12.0 14.0 20.0 17.0 1.00 G1FM-1214-17
14.0 16.0 22.0 12.0 1.00 G1FM-1416-12
14.0 16.0 22.0 17.0 1.00 G1FM-1416-17
15.0 17.0 23.0 9.0 1.00 G1FM-1517-09
15.0 17.0 23.0 12.0 1.00 G1FM-1517-12
15.0 17.0 23.0 17.0 1.00 G1FM-1517-17
16.0 18.0 24.0 12.0 1.00 G1FM-1618-12
16.0 18.0 24.0 17.0 1.00 G1FM-1618-17
18.0 20.0 26.0 12.0 1.00 G1FM-1820-12
18.0 20.0 26.0 17.0 1.00 G1FM-1820-17
18.0 20.0 26.0 22.0 1.00 G1FM-1820-22
20.0

+0.020 +0.104

23.0 30.0 11.5 1.50 G1FM-2023-11
20.0 23.0 30.0 16.5 1.50 G1FM-2023-16
20.0 23.0 30.0 21.5 1.50 G1FM-2023-21
25.0 28.0 35.0 11.5 1.50 G1FM-2528-11
25.0 28.0 35.0 16.5 1.50 G1FM-2528-16

iglidur® G1
+180°C
91MPa

Bearing technology | Plain bearing | iglidur® G1

2) Thickness < 0.6mm: Chamfer = 20°

3) After press-fit. Testing methods, page 57

Dimensions according to ISO 3547-1 and 
special dimensions

Flange bearing (form F)

Chamfer in relation to d1

b2

b1

r m
ax

. 0
.5

d3 d1

f1

30° 

d
2

3D CAD, finder and service life calculation ... www.igus.no/G1

d1 [mm] Ø 1 – 6 Ø 6 – 12 Ø 12 – 30 Ø > 30
f1 [mm] 0.3 0.5 0.8 1.2

Order example: G1FM-0608-04 – no minimum order quantity.
G1 iglidur® material F Flange bearing M Metric 06 Inner Ø d1 08 Outer Ø d2 04 Total length b1

d1 d1 d2 d3 b1 b2 Part No.
Tolerance3) d133) h13 h13

[mm] [mm] [mm] [mm] [mm]

25.0
+0.020 +0.104

28.0 35.0 21.5 1.50 G1FM-2528-21
30.0 34.0 42.0 16.0 2.00 G1FM-3034-16
30.0 34.0 42.0 26.0 2.00 G1FM-3034-26
35.0

+0.025 +0.125

39.0 47.0 16.0 2.00 G1FM-3539-16
35.0 39.0 47.0 26.0 2.00 G1FM-3539-26
40.0 44.0 52.0 30.0 2.00 G1FM-4044-30
40.0 44.0 52.0 40.0 2.00 G1FM-4044-40
45.0 50.0 58.0 50.0 2.00 G1FM-4550-50

Product range

Lubrication-free made easy ... from stock ... no minimum order quantity

iglidur® G1
+180°C
91MPa



When to use it?
 ● When the bearings are exposed to large amounts of dirt
 ● When high vibration dampening is necessary
 ● For low to medium speeds
 ● When mechanical reaming of the bore is necessary

The robust all-rounder according to 
ISO 2795
Excellent vibration dampening
iglidur® M250

When not to use?
 ● For applications in wet areas
iglidur® H

 ● When very high precision is necessary
iglidur® P

 ● For very smooth shafts
iglidur® J

 ● When a cost-effective wear-resistant plain bearing is required
iglidur® R
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The robust all-rounder according to ISO 2795
Excellent vibration dampening 
The self-lubricating plain bearing made from iglidur® M250 distinguishes itself through its impact resistance, 
vibration dampening and wear resistance. They excel in applications in which vibration dampening is 
necessary, for example, in fitness and packaging machines.
● Over 450 sizes available from stock
● Excellent vibration dampening
● Suitable for high edge pressures
● Suitable for impact loads
● Thick-walled according to ISO 2795
● Dirt can become embedded for shaft protection
● Lubrication-free
● Maintenance-free
● Thrust washers available only in imperial sizes, from page 1601

Typical application areas
● Agricultural machines
● Furniture/Industrial design
● Textile industry
● Doors and gates
● Mechanical engineering

Bearing technology | Plain bearing | iglidur® M250

iglidur® M250
+80°C
20MPa

3D CAD, finder and service life calculation ... www.igus.no/M250

Online product finder 
www.igus.no/iglidur-finder

Online service life calculation 
www.igus.no/iglidur-expert

Ø  
1.0 – 75.0mm

Also available 
as:

Bar stock, 
round bar
Page 672

Bar stock, 
plate
Page 683

tribo-tape liner
Page 691

Piston rings
Page 584

Two hole 
flange  
bearings
Page 603

Moulded 
special parts
Page 624

igubal®  
spherical balls
Page 841

The self-lubricating plain bearing made from iglidur® M250 
distinguishes itself through its impact resistance, vibration 
dampening and wear resistance. They excel in applications 
in which vibration dampening is necessary, for example, in 
fitness and packaging machines. Since they are additionally  
able to absorb dirt, they are also suited for agricultural 
machines and garden appliances.

Moisture absorption
Under standard climatic conditions, the moisture absorp-
tion of iglidur® M250 plain bearings is approximately 1.4% 
weight. The saturation limit in water is 7.6% weight. This 
must be taken into account for these types of applications.

Vacuum
In vacuum, any present moisture is released as vapour. 
The use in vacuum is only possible to a limited extent.

Radiation resistance
Plain bearings made from iglidur® M250 have limited use 
under radioactive radiation. They are resistant to radiation 
up to an intensity of 1 · 10⁴Gy.

Resistance to weathering
iglidur® M250 plain bearings are not resistant to weathering. 
The material properties are significantly affected. Discoloration 
occurs. Practical tests under real application conditions are 
strongly recommended.

Mechanical properties
With increasing temperatures, the compressive strength of 
iglidur® M250 plain bearings decreases. Diagram 02 shows 
this inverse relationship. The maximum recommended 
surface pressure is a mechanical material parameter. No 
conclusions regarding the tribological properties can be 
drawn from this.
iglidur® M250 plain bearings can withstand a maximum 
recommended surface pressure of 20MPa. Compared 
with other iglidur® materials iglidur® M250 plain bearings 
are highly elastic. By this elasticity they can yield very well, 
but retain their original shape again. A plastic deformation  
is minimal up to the maximum recommended surface 
pressure.
Surface pressure, page 41

iglidur® M250
+80°C
20MPa

Lubrication-free made easy ... from stock ... no minimum order quantity

General properties Testing method

Density g/cm³ 1.14
Colour dark grey
Max. moisture absorption at +23°C and 50% r.h. % weight 1.4 DIN 53495
Max. moisture absorption % weight 7.6
Coefficient of friction, dynamic, against steel µ 0.18 – 0.40
pv value, max. (dry) MPa · m/s 0.12
Mechanical properties
Flexural modulus MPa 2,700 DIN 53457
Flexural strength at +20°C MPa 112 DIN 53452
Compressive strength MPa 52
Max. recommended surface pressure (+20°C) MPa 20
Shore D hardness 79 DIN 53505
Physical and thermal properties
Max. application temperature long-term °C +80
Max. application temperature short-term °C +170
Min. application temperature °C –40
Thermal conductivity W/m · K 0.24 ASTM C 177
Coefficient of thermal expansion (at +23°C) K–1 · 10–5 10 DIN 53752
Electrical properties
Specific contact resistance Ωcm > 1013 DIN IEC 93
Surface resistance Ω > 1011 DIN 53482

Table 01: Material properties

Technical data

–40°C up to 
+80°C

20MPa

FOOD

Descriptive technical specifications

Wear resistance at +23°C – +

Wear resistance at +90°C – +

Wear resistance at +150°C – +

Low coefficient of friction – +

Low moisture absorption – +

Wear resistance under water – +

High media resistance – +

Resistant to edge pressures – +

Suitable for shock and impact loads – +

Resistant to dirt – +
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Permissible surface speeds
As standard, iglidur® M250 is manufactured as a thick- 
walled bearing. iglidur® M250 is best suited for low to 
medium surface speeds. The maximum permissible 
surface speed for dry operation is 0.8m/s (rotating) or 
2.5m/s (linear). In practice, though, this level is rarely 
reached due to varying application conditions.
Surface speed, page 44

Temperature
Short-term application temperatures up to +170°C are 
permitted. However, iglidur® M250 plain bearings can only 
be exposed to this temperature if no additional load is 
applied. The maximum long-term application temperature 
is +80°C. This is also the point of the wear limit, i. e. the 
temperature over which the wear increases exponentially. 
For temperatures over +60°C an additional securing is 
required.
Application temperatures, page 49
Additional securing, page 49

Friction and wear
The coefficient of friction μ of a plain bearing among other 
factors is influenced by the surface speed and the load 
(diagrams 04 and 05).
Coefficient of friction and surfaces, page 47
Wear resistance, page 50

Shaft materials
The friction and wear are also dependent, to a large degree, 
on the shaft material. If you observe the coefficient of 
friction, then the ideal shaft surface finish for iglidur® M250  
bearings is Ra = 0.6mm. Diagrams 06 and 07 show 
the test results of iglidur® M250 plain bearings running 
against various shaft materials. Up to loads of 2MPa the 
shaft material plays a relatively small role for rotational 
movements. Therefore, a suitable shaft material must be 
considered for higher loads. These are hardened shafts, 
such as Cf53 or hard-chromed. Diagram 07 shows that 
iglidur® M250 is considerably better for rotational than for 
pivoting movements. However, it must be mentioned that 
pivoting movements often cause high vibrations. Here, 
iglidur® M250 can utilise its special dampening properties. 
In our test, these vibrations are excluded for clarity so that 
the comparison between rotation and pivoting operation 
is accurate.
Shaft materials, page 52

Installation tolerances
iglidur® M250 plain bearings require a relatively large 
amount of clearance for optimal operation. This ensures 
that the bearing remains reliable during temperature change 
and water absorption. The disadvantages of the bearings 
clearance are minimised by the vibration-dampening 
properties. The bearings are designed for press-fit into a 
housing machined to a H7 tolerance. After being assembled 
into a nominal size housing, in standard cases the inner 
diameter automatically adjusts to the D11 tolerances. For 
particular dimensions the tolerance differs depending on 
the wall thickness (please see product range table). The 
shaft should have a recommended minimum h9 tolerance.
Testing methods, page 57

Chemicals Resistance
Alcohols + up to 0
Diluted acids 0 up to –
Diluted alkalines +
Fuels +
Greases, oils without additives +
Hydrocarbons +
Strong acids –
Strong alkalines 0

All information given at room temperature [+20°C]

Table 02: Chemical resistance

Chemical table, page 1636

Rotating Oscillating linear
long-term m/s 0.8 0.6 2.5
short-term m/s 2.0 1.4 5.0

Table 03: Maximum surface speeds

Dry Greases Oil Water
Coefficient of friction µ 0.18 – 0.40 0.09 0.04 0.04

Table 04: Coefficient of friction against steel (Ra = 1μm, 

50HRC)

Housing Plain bearing Shaft
Ø d1 [mm] H7 [mm] D11 [mm] h9 [mm]
0 – 3 +0.000 +0.010 +0.020 +0.080 –0.025 +0.000

> 3 – 6 +0.000 +0.012 +0.030 +0.105 –0.030 +0.000

> 6 – 10 +0.000 +0.015 +0.040 +0.130 –0.036 +0.000

> 10 – 18 +0.000 +0.018 +0.050 +0.160 –0.043 +0.000

> 18 – 30 +0.000 +0.021 +0.065 +0.195 –0.052 +0.000

> 30 – 50 +0.000 +0.025 +0.080 +0.240 –0.062 +0.000

> 50 – 80 +0.000 +0.030 +0.100 +0.290 –0.074 +0.000

> 80 – 120 +0.000 +0.035 +0.120 +0.340 –0.087 +0.000

> 120 – 180 +0.000 +0.040 +0.145 +0.395 –0.100 +0.000

Table 05: Important tolerances for plain bearings according 

to ISO 3547-1 after press-fit

iglidur® M250
+80°C
20MPa

Bearing technology | Plain bearing | iglidur® M250

3D CAD, finder and service life calculation ... www.igus.no/M250
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iglidur® M250
+80°C
20MPa
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Diagram 02: Maximum recommended surface pressure as a 

function of temperature (20MPa at +20°C)
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Diagram 03: Deformation under pressure and temperature
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Diagram 04: Coefficient of friction as a function of the 

surface speed, p = 0.75MPa
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Diagram 07: Wear for rotating and oscillating applications 

with different shaft materials, p = 2MPa

Diagram 06: Wear, rotating with different shaft materials, 

pressure, p = 1MPa, v = 0.3m/s
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Diagram 05: Coefficient of friction as a function of the load, 

v = 0.01m/s

Diagram 01: Permissible pv values for iglidur® M250 plain 

bearings with a wall thickness of 1mm, dry operation against 

a steel shaft, at +20°C, mounted in a steel housing
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d1 d1 d2 b1 Part No.
Tolerance3) h13

[mm] [mm] [mm]

1.0

+0.020 
+0.080

3.0 2.0 MSM-0103-02
1.5 4.0 2.0 MSM-0104-02
2.0 5.0 1.0 MSM-0205-01
2.0 5.0 2.0 MSM-0205-02
2.0 5.0 3.0 MSM-0205-03
2.5 6.0 3.0 MSM-0206-03
3.0 5.0 3.0 MSM-0305-03
3.0 5.0 4.0 MSM-0305-04
3.0 6.0 3.0 MSM-0306-03
3.0 6.0 4.0 MSM-0306-04
4.0

+0.030 
+0.105

5.5 4.0 MSM-0405-04
4.0 5.5 6.0 MSM-0405-06
4.0 7.0 3.0 MSM-0407-03
4.0 7.0 4.0 MSM-0407-04
4.0 7.0 6.0 MSM-0407-06
4.0 8.0 4.0 MSM-0408-04
4.0 8.0 6.0 MSM-0408-06
5.0 7.0 5.0 MSM-0507-05
5.0 7.0 10.0 MSM-0507-10
5.0 8.0 4.0 MSM-0508-04
5.0 8.0 5.0 MSM-0508-05
5.0 8.0 8.0 MSM-0508-08
5.0 9.0 5.0 MSM-0509-05
5.0 9.0 8.0 MSM-0509-08
6.0 8.0 6.0 MSM-0608-06
6.0 8.0 8.0 MSM-0608-08
6.0 8.0 10.0 MSM-0608-10
6.0 9.0 6.0 MSM-0609-06
6.0 10.0 2.5 MSM-0610-02

d1 d1 d2 b1 Part No.
Tolerance3) h13

[mm] [mm] [mm]

6.0

+0.030 
+0.105

10.0 4.0 MSM-0610-04
6.0 10.0 6.0 MSM-0610-06
6.0 10.0 8.0 MSM-0610-08
6.0 10.0 10.0 MSM-0610-10
6.0 11.0 4.0 MSM-0611-04
6.0 12.0 6.0 MSM-0612-06
6.0 12.0 10.0 MSM-0612-10
7.0

+0.040 
+0.130

10.0 5.0 MSM-0710-05
7.0 10.0 8.0 MSM-0710-08
7.0 10.0 10.0 MSM-0710-10
7.0 11.0 16.0 MSM-0711-16
8.0 10.0 6.0 MSM-0810-06
8.0 10.0 8.0 MSM-0810-08
8.0 10.0 10.0 MSM-0810-10
8.0 10.0 12.0 MSM-0810-12
8.0 11.0 6.0 MSM-0811-06
8.0 11.0 8.0 MSM-0811-08
8.0 11.0 12.0 MSM-0811-12
8.0 12.0 4.0 MSM-0812-04
8.0 12.0 6.0 MSM-0812-06
8.0 12.0 8.0 MSM-0812-08
8.0 12.0 10.0 MSM-0812-10
8.0 12.0 12.0 MSM-0812-12
8.0 14.0 6.0 MSM-0814-06
8.0 14.0 10.0 MSM-0814-10
9.0 12.0 14.0 MSM-0912-14
10.0 12.0 8.0 MSM-1012-08
10.0 12.0 10.0 MSM-1012-10
10.0 12.0 12.0 MSM-1012-12

iglidur® M250
+80°C
20MPa

Bearing technology | Plain bearing | iglidur® M250

2) Thickness < 0.6mm: Chamfer = 20°

Dimensions according to ISO 2795 and special 
dimensions

Sleeve bearing (form S)

0.5

30°

b1

f1

d2d1

30° 

Chamfer in relation to d1
d1 [mm] Ø 1 – 6 Ø 6 – 12 Ø 12 – 30 Ø > 30
f1 [mm] 0.3 0.5 0.8 1.2

3D CAD, finder and service life calculation ... www.igus.no/M250

3) After press-fit. Testing methods, page 57

Order example: MSM-0103-02 – no minimum order quantity.
M250 iglidur® material S Sleeve bearing M Metric 01 Inner Ø d1 03 Outer Ø d2 02 Total length b1

d1 d1 d2 b1 Part No.
Tolerance3) h13

[mm] [mm] [mm]

10.0

+0.040 
+0.130

12.0 15.0 MSM-1012-15
10.0 12.0 20.0 MSM-1012-20
10.0 14.0 6.0 MSM-1014-06
10.0 14.0 8.0 MSM-1014-08
10.0 14.0 10.0 MSM-1014-10
10.0 14.0 16.0 MSM-1014-16
10.0 16.0 6.0 MSM-1016-06
10.0 16.0 8.0 MSM-1016-08
10.0 16.0 10.0 MSM-1016-10
10.0 16.0 16.0 MSM-1016-16
10.0 16.0 50.0 MSM-1016-50
12.0

+0.050 
+0.160

14.0 10.0 MSM-1214-10
12.0 14.0 12.0 MSM-1214-12
12.0 14.0 15.0 MSM-1214-15
12.0 14.0 20.0 MSM-1214-20
12.0 16.0 15.0 MSM-1216-15
12.0 16.0 20.0 MSM-1216-20
12.0 18.0 8.0 MSM-1218-08
12.0 18.0 10.0 MSM-1218-10
12.0 18.0 15.0 MSM-1218-15
12.0 18.0 20.0 MSM-1218-20
13.0 15.0 10.0 MSM-1315-10
13.0 15.0 20.0 MSM-1315-20
14.0 16.0 8.5 MSM-1416-085
14.0 16.0 10.0 MSM-1416-10
14.0 16.0 15.0 MSM-1416-15
14.0 16.0 20.0 MSM-1416-20
14.0 16.0 25.0 MSM-1416-25
14.0 16.0 29.0 MSM-1416-29
14.0 18.0 20.0 MSM-1418-20
14.0 20.0 10.0 MSM-1420-10
14.0 20.0 15.0 MSM-1420-15
14.0 20.0 20.0 MSM-1420-20
15.0 17.0 10.0 MSM-1517-10
15.0 17.0 15.0 MSM-1517-15
15.0 17.0 20.0 MSM-1517-20
15.0 17.0 25.0 MSM-1517-25
15.0 21.0 10.0 MSM-1521-10
15.0 21.0 15.0 MSM-1521-15
15.0 21.0 20.0 MSM-1521-20
15.0 21.0 23.0 MSM-1521-23
16.0 18.0 12.0 MSM-1618-12
16.0 18.0 15.0 MSM-1618-15
16.0 18.0 20.0 MSM-1618-20
16.0 18.0 25.0 MSM-1618-25
16.0 20.0 20.0 MSM-1620-20
16.0 20.0 25.0 MSM-1620-25
16.0 20.0 30.0 MSM-1620-30

d1 d1 d2 b1 Part No.
Tolerance3) h13

[mm] [mm] [mm]

16.0

+0.050 
+0.160

21.0 7.0 MSM-1621-07
16.0 22.0 12.0 MSM-1622-12
16.0 22.0 15.0 MSM-1622-15
16.0 22.0 16.0 MSM-1622-16
16.0 22.0 20.0 MSM-1622-20
16.0 22.0 25.0 MSM-1622-25
18.0 20.0 15.0 MSM-1820-15
18.0 20.0 20.0 MSM-1820-20
18.0 20.0 25.0 MSM-1820-25
18.0 24.0 12.0 MSM-1824-12
18.0 24.0 20.0 MSM-1824-20
18.0 24.0 30.0 MSM-1824-30
18.0 24.0 40.0 MSM-1824-40
20.0

+0.065 
+0.195

23.0 10.0 MSM-2023-10
20.0 23.0 15.0 MSM-2023-15
20.0 23.0 20.0 MSM-2023-20
20.0 23.0 25.0 MSM-2023-25
20.0 23.0 30.0 MSM-2023-30
20.0 25.0 14.0 MSM-2025-14
20.0 25.0 20.0 MSM-2025-20
20.0 25.0 30.0 MSM-2025-30
20.0 26.0 12.0 MSM-2026-12
20.0 26.0 15.0 MSM-2026-15
20.0 26.0 20.0 MSM-2026-20
20.0 26.0 30.0 MSM-2026-30
22.0 24.0 8.0 MSM-2224-08
22.0 25.0 15.0 MSM-2225-15
22.0 25.0 20.0 MSM-2225-20
22.0 25.0 25.0 MSM-2225-25
22.0 25.0 30.0 MSM-2225-30
22.0 26.0 15.0 MSM-2226-15
22.0 28.0 10.0 MSM-2228-10
22.0 28.0 15.0 MSM-2228-15
22.0 28.0 20.0 MSM-2228-20
22.0 28.0 30.0 MSM-2228-30
24.0 27.0 15.0 MSM-2427-15
24.0 27.0 20.0 MSM-2427-20
24.0 27.0 25.0 MSM-2427-25
24.0 27.0 30.0 MSM-2427-30
24.0 30.0 15.0 MSM-2430-15
24.0 30.0 20.0 MSM-2430-20
24.0 30.0 30.0 MSM-2430-30
25.0 28.0 12.0 MSM-2528-12
25.0 28.0 15.0 MSM-2528-15
25.0 28.0 20.0 MSM-2528-20
25.0 28.0 25.0 MSM-2528-25
25.0 28.0 30.0 MSM-2528-30
25.0 30.0 20.0 MSM-2530-20

iglidur® M250
+80°C
20MPa

Product range

Lubrication-free made easy ... from stock ... no minimum order quantity

3) After press-fit. Testing methods, page 57
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Ordering note
Our prices are scaled according to order 
quantities, current prices can be found online.

No minimum order value.
No low-quantity surcharges.
Free shipping within Germany for orders 
above €150.

Discount scaling

Available from stock 
Detailed information about delivery time online. 
www.igus.no/24

Online ordering
Including delivery times, prices, online tools 
www.igus.no/M250

1 – 9
10 – 24
25 – 49

50 – 99
100 – 199
200 – 499

500 – 999
1,000 – 2,499
2,500 – 4,999

d1 d1 d2 b1 Part No.
Tolerance3) h13

[mm] [mm] [mm]

25.0

+0.065 
+0.195

30.0 30.0 MSM-2530-30
25.0 30.0 40.0 MSM-2530-40
25.0 32.0 10.0 MSM-2532-10
25.0 32.0 12.0 MSM-2532-12
25.0 32.0 20.0 MSM-2532-20
25.0 32.0 30.0 MSM-2532-30
25.0 32.0 35.0 MSM-2532-35
25.0 32.0 40.0 MSM-2532-40
26.0 30.0 20.0 MSM-2630-20
26.0 32.0 30.0 MSM-2632-30
27.0 34.0 20.0 MSM-2734-20
27.0 34.0 30.0 MSM-2734-30
27.0 34.0 40.0 MSM-2734-40
28.0 32.0 20.0 MSM-2832-20
28.0 32.0 25.0 MSM-2832-25
28.0 32.0 30.0 MSM-2832-30
28.0 33.0 20.0 MSM-2833-20
28.0 36.0 20.0 MSM-2836-20
28.0 36.0 30.0 MSM-2836-30
28.0 36.0 40.0 MSM-2836-40
30.0 34.0 20.0 MSM-3034-20
30.0 34.0 25.0 MSM-3034-25
30.0 34.0 30.0 MSM-3034-30
30.0 34.0 40.0 MSM-3034-40
30.0 35.0 20.0 MSM-3035-20
30.0 35.0 40.0 MSM-3035-40

30.0
+0.032 
+0.102

38.0 3.0 MSM-3038-03

30.0
+0.065 
+0.195

38.0 4.5 MSM-3038-045

30.0
+0.080 
+0.240

38.0 17.0 MSM-3038-17

d1 d1 d2 b1 Part No.
Tolerance3) h13

[mm] [mm] [mm]

30.0
+0.065 
+0.195

38.0 20.0 MSM-3038-20
30.0 38.0 30.0 MSM-3038-30
30.0 38.0 40.0 MSM-3038-40
30.0 40.0 40.0 MSM-3040-40
32.0

+0.080 
+0.240

36.0 20.0 MSM-3236-20
32.0 36.0 30.0 MSM-3236-30
32.0 36.0 40.0 MSM-3236-40
32.0 40.0 20.0 MSM-3240-20
32.0 40.0 30.0 MSM-3240-30
32.0 40.0 40.0 MSM-3240-40
35.0 39.0 20.0 MSM-3539-20
35.0 39.0 30.0 MSM-3539-30
35.0 39.0 40.0 MSM-3539-40
35.0 39.0 50.0 MSM-3539-50
35.0 42.0 50.0 MSM-3542-50
40.0 44.0 20.0 MSM-4044-20
40.0 44.0 30.0 MSM-4044-30
40.0 44.0 40.0 MSM-4044-40
40.0 44.0 50.0 MSM-4044-50
40.0 46.0 20.0 MSM-4046-20
45.0 50.0 20.0 MSM-4550-20
45.0 50.0 30.0 MSM-4550-30
45.0 50.0 40.0 MSM-4550-40
45.0 50.0 50.0 MSM-4550-50
50.0 55.0 20.0 MSM-5055-20
50.0 55.0 30.0 MSM-5055-30
50.0 55.0 40.0 MSM-5055-40
50.0 55.0 50.0 MSM-5055-50
50.0 55.0 60.0 MSM-5055-60

75.0
+0.100 
+0.290

80.0 60.0 MSM-7580-60

iglidur® M250
+80°C
20MPa

Bearing technology | Plain bearing | iglidur® M250

3D CAD, finder and service life calculation ... www.igus.no/M250

3) After press-fit. Testing methods, page 57

d1 d1 d2 d3 b1 b2 Part No.
Tolerance3) d133) h13 h13

[mm] [mm] [mm] [mm] [mm]

1.0

+0.020 
+0.080

3.0 5.0 2.0 1.00 MFM-0103-02
1.5 4.0 6.0 2.0 1.00 MFM-0104-02
2.0 5.0 8.0 3.0 1.50 MFM-0205-03
2.5 6.0 9.0 3.0 1.50 MFM-0206-03
3.0 6.0 9.0 4.0 1.50 MFM-0306-04
4.0

+0.030 
+0.105

8.0 12.0 4.0 2.00 MFM-0408-04
4.0 8.0 12.0 6.0 2.00 MFM-0408-06
4.0 8.0 12.0 8.0 2.00 MFM-0408-08
5.0 9.0 13.0 5.0 2.00 MFM-0509-05
5.0 9.0 13.0 6.0 2.00 MFM-0509-06
5.0 9.0 13.0 8.0 2.00 MFM-0509-08
6.0 8.0 12.0 4.0 1.00 MFM-0608-04
6.0 8.0 12.0 8.0 1.00 MFM-0608-08
6.0 10.0 14.0 4.0 2.00 MFM-0610-04
6.0 10.0 14.0 6.0 2.00 MFM-0610-06
6.0 10.0 14.0 10.0 2.00 MFM-0610-10
6.0 11.0 14.0 4.0 2.00 MFM-0611-04
6.0 12.0 14.0 6.0 3.00 MFM-0612-06
6.0 12.0 14.0 10.0 3.00 MFM-0612-10
7.0

+0.040 
+0.130

11.0 15.0 6.0 2.00 MFM-0711-06
7.0 11.0 15.0 8.0 2.00 MFM-0711-08
8.0 9.0 13.0 5.5 0.50 MFM-0809-055
8.0 10.0 15.0 5.5 1.00 MFM-0810-05
8.0 10.0 15.0 7.5 1.00 MFM-0810-07
8.0 10.0 15.0 9.5 1.00 MFM-0810-09
8.0 11.0 13.0 5.0 2.00 MFM-0811-05
8.0 11.0 13.0 8.0 2.00 MFM-0811-08
8.0 12.0 16.0 6.0 2.00 MFM-0812-06

d1 d1 d2 d3 b1 b2 Part No.
Tolerance3) d133) h13 h13

[mm] [mm] [mm] [mm] [mm]

8.0

+0.040 
+0.130

12.0 16.0 8.0 2.00 MFM-0812-08
8.0 12.0 16.0 12.0 2.00 MFM-0812-12
8.0 14.0 18.0 6.0 3.00 MFM-0814-06
8.0 14.0 16.0 6.0 3.00 MFM-081416-06
8.0 14.0 18.0 10.0 3.00 MFM-0814-10
8.0 14.0 16.0 10.0 3.00 MFM-081416-10
9.0 14.0 19.0 6.0 2.00 MFM-0914-06
9.0 14.0 19.0 10.0 2.00 MFM-0914-10
9.0 14.0 19.0 14.0 2.00 MFM-0914-14
10.0 12.0 18.0 7.0 1.00 MFM-1012-07
10.0 12.0 18.0 9.0 1.00 MFM-1012-09
10.0 12.0 18.0 9.0 1.00 MFM-1014-09
10.0 12.0 18.0 12.0 1.00 MFM-1012-12
10.0 12.0 18.0 17.0 1.00 MFM-1012-17
10.0 14.0 19.0 8.0 2.00 MFM-101419-08
10.0 14.0 19.0 10.0 2.00 MFM-1014-10
10.0 14.0 19.0 12.0 1.50 MFM-101419-12
10.0 14.0 20.0 12.0 2.00 MFM-101420-12
10.0 14.0 17.5 14.0 1.00 MFM-1014-14
10.0 14.0 17.5 19.0 1.00 MFM-1014-19
10.0 14.0 17.5 24.0 1.00 MFM-1014-24
10.0 14.0 17.5 34.0 1.00 MFM-1014-34
10.0 16.0 20.0 6.0 3.00 MFM-101620-06
10.0 16.0 22.0 8.0 3.00 MFM-1016-08
10.0 16.0 22.0 10.0 3.00 MFM-1016-10
10.0 16.0 20.0 10.0 3.00 MFM-101620-10
10.0 16.0 22.0 16.0 3.00 MFM-1016-16

Chamfer in relation to d1
d1 [mm] Ø 1 – 6 Ø 6 – 12 Ø 12 – 30 Ø > 30
f1 [mm] 0.3 0.5 0.8 1.2

iglidur® M250
+80°C
20MPa

Bearing technology | Plain bearing | iglidur® M250

2) Thickness < 0.6mm: Chamfer = 20°

Dimensions according to ISO 2795 and special 
dimensions

Flange bearing (form F)

b2

b1

r m
ax

. 0
.5

d3 d1

f1

30° 

d
2

Lubrication-free made easy ... from stock ... no minimum order quantity

3) After press-fit. Testing methods, page 57

Order example: MFM-0103-02 – no minimum order quantity.
M250 iglidur® material F Flange bearing M Metric 01 Inner Ø d1 03 Outer Ø d2 02 Total length b1
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d1 d1 d2 d3 b1 b2 Part No.
Tolerance3) d133) h13 h13

[mm] [mm] [mm] [mm] [mm]

12.0

+0.050
+0.160

14.0 20.0 7.0 1.00 MFM-1214-07
12.0 14.0 20.0 9.0 1.00 MFM-1214-09
12.0 14.0 20.0 12.0 1.00 MFM-1214-12
12.0 14.0 20.0 17.0 1.00 MFM-1214-17
12.0 16.0 22.0 10.0 2.00 MFM-1216-10
12.0 16.0 22.0 20.0 2.00 MFM-1216-20
12.0 18.0 24.0 8.0 3.00 MFM-1218-08
12.0 18.0 22.0 10.0 3.00 MFM-1218-10
12.0 18.0 24.0 12.0 3.00 MFM-1218-12
12.0 18.0 22.0 15.0 3.00 MFM-1218-15
12.0 18.0 22.0 20.0 3.00 MFM-1218-20
13.0 15.0 20.0 14.0 2.00 MFM-1315-14
13.0 16.0 24.0 8.0 2.00 MFM-131624-08
14.0 16.0 22.0 12.0 1.00 MFM-1416-12
14.0 16.0 22.0 17.0 1.00 MFM-1416-17
14.0 20.0 25.0 7.0 3.00 MFM-1420-07
14.0 20.0 25.0 10.0 3.00 MFM-1420-10
14.0 20.0 25.0 15.0 3.00 MFM-1420-15
14.0 20.0 25.0 20.0 3.00 MFM-1420-20
15.0 17.0 23.0 9.0 1.00 MFM-1517-09
15.0 17.0 23.0 12.0 1.00 MFM-1517-12
15.0 17.0 23.0 17.0 1.00 MFM-1517-17
15.0 21.0 27.0 10.0 3.00 MFM-1521-10
15.0 21.0 27.0 15.0 3.00 MFM-1521-15
15.0 21.0 27.0 20.0 3.00 MFM-1521-20
15.0 21.0 27.0 25.0 3.00 MFM-1521-25
16.0 18.0 28.0 8.0 2.00 MFM-1618-08/02
16.0 18.0 24.0 12.0 1.00 MFM-1618-12
16.0 18.0 24.0 17.0 1.00 MFM-1618-17
16.0 22.0 28.0 12.0 3.00 MFM-1622-12
16.0 22.0 28.0 15.0 3.00 MFM-1622-15
16.0 22.0 28.0 20.0 3.00 MFM-1622-20
16.0 22.0 28.0 25.0 3.00 MFM-1622-25
18.0 20.0 26.0 12.0 1.00 MFM-1820-12
18.0 20.0 26.0 17.0 1.00 MFM-1820-17
18.0 20.0 26.0 22.0 1.00 MFM-1820-22
18.0 24.0 26.0 7.8 3.00 MFM-182426-078
18.0 24.0 30.0 8.0 3.00 MFM-1824-08
18.0 24.0 30.0 12.0 3.00 MFM-1824-12
18.0 24.0 30.0 18.0 3.00 MFM-1824-18
18.0 24.0 30.0 20.0 3.00 MFM-1824-20
18.0 24.0 30.0 30.0 3.00 MFM-1824-30

d1 d1 d2 d3 b1 b2 Part No.
Tolerance3) d133) h13 h13

[mm] [mm] [mm] [mm] [mm]

19.0

+0.065
+0.195

24.0 27.0 12.0 2.00 MFM-192427-12
20.0 23.0 30.0 11.5 1.50 MFM-2023-11
20.0 23.0 30.0 16.5 1.50 MFM-2023-16
20.0 23.0 30.0 21.5 1.50 MFM-2023-21
20.0 26.0 28.0 12.0 3.00 MFM-202628-12
20.0 26.0 32.0 15.0 3.00 MFM-2026-15
20.0 26.0 32.0 20.0 3.00 MFM-2026-20
20.0 26.0 32.0 30.0 3.00 MFM-2026-30
22.0 28.0 34.0 15.0 3.00 MFM-2228-15
22.0 28.0 34.0 20.0 3.00 MFM-2228-20
22.0 28.0 34.0 30.0 3.00 MFM-2228-30
24.0 30.0 36.0 15.0 3.00 MFM-2430-15
24.0 30.0 36.0 20.0 3.00 MFM-2430-20
24.0 30.0 36.0 30.0 3.00 MFM-2430-30
25.0 28.0 35.0 11.5 1.50 MFM-2528-11
25.0 28.0 35.0 16.5 1.50 MFM-2528-16
25.0 28.0 35.0 21.5 1.50 MFM-2528-21
25.0 32.0 38.0 12.0 4.00 MFM-2532-12
25.0 32.0 38.0 15.0 4.00 MFM-2532-15
25.0 32.0 38.0 20.0 4.00 MFM-2532-20
25.0 32.0 38.0 30.0 4.00 MFM-2532-30
25.0 32.0 38.0 40.0 4.00 MFM-2532-40
27.0 34.0 40.0 20.0 4.00 MFM-2734-20
27.0 34.0 40.0 30.0 4.00 MFM-2734-30
27.0 34.0 40.0 40.0 4.00 MFM-2734-40
28.0 36.0 42.0 20.0 4.00 MFM-2836-20
28.0 36.0 42.0 30.0 4.00 MFM-2836-30
28.0 36.0 42.0 40.0 4.00 MFM-2836-40
30.0 34.0 42.0 16.0 2.00 MFM-3034-16
30.0 34.0 42.0 26.0 2.00 MFM-3034-26
30.0 35.0 44.0 20.0 4.00 MFM-3035-20
30.0 38.0 44.0 20.0 4.00 MFM-3038-20
30.0 38.0 44.0 30.0 4.00 MFM-3038-30
30.0 38.0 44.0 40.0 4.00 MFM-3038-40
32.0

+0.080
+0.240

40.0 46.0 20.0 4.00 MFM-3240-20
32.0 40.0 46.0 30.0 4.00 MFM-3240-30
32.0 40.0 46.0 40.0 4.00 MFM-3240-40
35.0 39.0 47.0 16.0 2.00 MFM-3539-16
35.0 39.0 47.0 26.0 2.00 MFM-3539-26
40.0 44.0 52.0 30.0 2.00 MFM-4044-30
40.0 44.0 52.0 40.0 2.00 MFM-4044-40
45.0 50.0 58.0 50.0 2.00 MFM-4550-50

iglidur® M250
+80°C
20MPa

Bearing technology | Plain bearing | iglidur® M250

3D CAD, finder and service life calculation ... www.igus.no/M250

3) After press-fit. Testing methods, page 57

When to use it?
 ● When a universal plain bearing for use in a moist environment is required
 ● When a wear-resistant plain bearing for pivoting applications at medium loads is required
 ● When edge loads and shocks occur
 ● When the surface pressure of iglidur® J is insufficient

Specialist for pivoting, rolling 
applications and more
Low coefficient of friction and wear 
on almost every shaft
iglidur® P210

When not to use?
 ● When a universal plain bearing with the largest possible range of dimensions is required
iglidur® G

 ● When a plain bearing for highly loaded pivoting applications is required
iglidur® Q, iglidur® Q2

 ● When temperatures are higher than +100°C
iglidur® G, iglidur® J350
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Specialist for pivoting, rolling applications  
and more
Low coefficient of friction and wear on almost 
every shaft 
This versatile material has already proven its worth in many customer-specific solutions and as a bar 
stock material. Clip-on or pre-loaded designs as well as vehicle interior applications are possible. Now 
available in a standard size range from stock.
● Low moisture absorption
● Versatile: performance on many different shafts
● Suitable for high edge pressures
● Lubrication-free
● Maintenance-free

Typical application areas
● Agricultural machines
● Furniture/Industrial design
● Textile industry
● Doors and gates
● Mechanical engineering

Bearing technology | Plain bearing | iglidur® P210

iglidur® P210
+100°C
50MPa

3D CAD, finder and service life calculation ... www.igus.no/P210

Online product finder 
www.igus.no/iglidur-finder

Online service life calculation 
www.igus.no/iglidur-expert

Ø  
4.0 – 50.0mm

Also available 
as:

Bar stock, 
round bar
Page 672

Bar stock, 
plate
Page 683

tribo-tape liner
Page 691

Piston rings
Page 584

Two hole 
flange  
bearings
Page 603

Moulded 
special parts
Page 624

igubal®  
spherical balls
Page 841

iglidur® P210 plain bearings provide the user with versatile 
all-round bearings, which have proven to have above 
average service life, primarily in pivoting applications at 
medium loads of up to 20MPa.

Moisture absorption
Under standard climatic conditions, the moisture absorp-
tion of iglidur® P210 plain bearings is approximately 0.3% 
weight. The saturation limit in water is 0.5% weight. This 
low moisture absorption is well below the values of iglidur® G.

Vacuum
In vacuum, any present moisture is released as vapour. 
The use in vacuum is only possible to a limited extent.

Radiation resistance
Plain bearings made from iglidur® P210 have limited use 
under radioactive radiation. They are resistant to radiation 
up to an intensity of 3 · 10²Gy.

Resistance to weathering
iglidur® P210 plain bearings are continuously resistant 
to weathering. The material properties are only slightly 
affected. Possible discolorations are only superficial.

Mechanical properties
With increasing temperatures, the compressive strength of 
iglidur® P210 plain bearings decreases. Diagram 02 shows 
this inverse relationship. The maximum recommended 
surface pressure is a mechanical material parameter. No 
conclusions regarding the tribological properties can be 
drawn from this.
Diagram 03 shows the elastic deformation of iglidur® P210 
at radial loads. At the maximum recommended surface 
pressure of 50MPa at room temperature the deformation 
is less than 3%.
Surface pressure, page 41

iglidur® P210
+100°C
50MPa

Lubrication-free made easy ... from stock ... no minimum order quantity

General properties Testing method

Density g/cm³ 1.40
Colour yellow
Max. moisture absorption at +23°C and 50% r.h. % weight 0.3 DIN 53495
Max. moisture absorption % weight 0.5
Coefficient of friction, dynamic, against steel µ 0.07 – 0.19
pv value, max. (dry) MPa · m/s 0.40
Mechanical properties
Flexural modulus MPa 2,500 DIN 53457
Flexural strength at +20°C MPa 70 DIN 53452
Compressive strength MPa 50
Max. recommended surface pressure (+20°C) MPa 50
Shore D hardness 75 DIN 53505
Physical and thermal properties
Max. application temperature long-term °C +100
Max. application temperature short-term °C +160
Min. application temperature °C –40
Thermal conductivity W/m · K 0.25 ASTM C 177
Coefficient of thermal expansion (at +23°C) K–1 · 10–5 8 DIN 53752
Electrical properties
Specific contact resistance Ωcm > 1012 DIN IEC 93
Surface resistance Ω > 1011 DIN 53482

Table 01: Material properties

Technical data

–40°C up to 
+100°C

50MPa

FOOD

Descriptive technical specifications

Wear resistance at +23°C – +

Wear resistance at +90°C – +

Wear resistance at +150°C – +

Low coefficient of friction – +

Low moisture absorption – +

Wear resistance under water – +

High media resistance – +

Resistant to edge pressures – +

Suitable for shock and impact loads – +

Resistant to dirt – +
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Permissible surface speeds
Plain bearings made from iglidur® P210 are maintenance- 
free, they are developed for low to medium surface speeds. 
The maximum values given in table 03 can only be achieved 
at a very low surface pressure. The maximum speed given 
is the speed at which an increase up to the continuous use 
temperature occurs due to friction.
Surface speed, page 44

Temperature
Due to its maximum long-term application temperature 
of +100°C, iglidur® P210 is suitable for a wide range of 
applications. If even higher temperatures are required, 
iglidur® G is also available with a max. long-term application 
temperature of +130°C. The temperatures prevailing in the 
bearing system also have an influence on the wear. The 
wear rises with increasing temperatures. For temperatures 
over +50°C an additional securing is required.
Application temperatures, page 49
Additional securing, page 49

Friction and wear
Similar to wear resistance, the coefficient of friction µ also 
changes with the surface speed and load (diagrams 04 
and 05).
Coefficient of friction and surfaces, page 47
Wear resistance, page 50

Shaft materials
Diagram 06 shows results of testing different shaft 
materials with plain bearings made from iglidur® P210. 
For rotational movements at radial loads below 1MPa, 
iglidur® P210 has generally very low wear. Wear is only 
significantly higher in combination with HR carbon steel 
shafts. Generally, rotational wear will be higher than for a 
pivoting application of equal load. This is only reversed at 
loads above 25MPa (diagram 07).
Shaft materials, page 52

Installation tolerances
iglidur® P210 plain bearings are standard bearings for 
shafts with h tolerance (recommended minimum h9). 
The bearings are designed for press-fit into a housing 
machined to a H7 tolerance. After being assembled into a 
nominal size housing, in standard cases the inner diameter 
automatically adjusts to the E10 tolerances. For particular 
dimensions the tolerance differs depending on the wall 
thickness (please see product range table).
Testing methods, page 57

Chemicals Resistance
Alcohols +
Diluted acids 0
Diluted alkalines –
Fuels +
Greases, oils without additives +
Hydrocarbons –
Strong acids –
Strong alkalines –

All information given at room temperature [+20°C]

Table 02: Chemical resistance

Chemical table, page 1636

Rotating Oscillating linear
long-term m/s 1.0 0.7 3.0
short-term m/s 2.0 1.4 4.0

Table 03: Maximum surface speeds

Dry Greases Oil Water
Coefficient of friction µ 0.07 – 0.19 0.09 0.04 0.04

Table 04: Coefficient of friction against steel (Ra = 1μm, 

50HRC)

Housing Plain bearing Shaft
Ø d1 [mm] H7 [mm] E10 [mm] h9 [mm]
0 – 3 +0.000 +0.010 +0.014 +0.054 –0.025 +0.000

> 3 – 6 +0.000 +0.012 +0.020 +0.068 –0.030 +0.000

> 6 – 10 +0.000 +0.015 +0.025 +0.083 –0.036 +0.000

> 10 – 18 +0.000 +0.018 +0.032 +0.102 –0.043 +0.000

> 18 – 30 +0.000 +0.021 +0.040 +0.124 –0.052 +0.000

> 30 – 50 +0.000 +0.025 +0.050 +0.150 –0.062 +0.000

> 50 – 80 +0.000 +0.030 +0.060 +0.180 –0.074 +0.000

> 80 – 120 +0.000 +0.035 +0.072 +0.212 –0.087 +0.000

> 120 – 180 +0.000 +0.040 +0.085 +0.245 –0.100 +0.000

Table 05: Important tolerances for plain bearings according 

to ISO 3547-1 after press-fit

iglidur® P210
+100°C
50MPa

Bearing technology | Plain bearing | iglidur® P210

3D CAD, finder and service life calculation ... www.igus.no/P210
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Diagram 02: Maximum recommended surface pressure as a 

function of temperature (50MPa at +20°C)
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Diagram 03: Deformation under pressure and temperature
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Diagram 04: Coefficient of friction as a function of the 

surface speed, p = 1MPa
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Diagram 07: Wear for oscillating and rotating applications 

with shaft material Cf53 hardened and ground steel, as a 

function of the load

Diagram 06: Wear, rotating with different shaft materials, 

pressure, p = 1MPa, v = 0.3m/s
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Diagram 05: Coefficient of friction as a function of the load, 

v = 0.01m/s

Diagram 01: Permissible pv values for iglidur® P210 plain 

bearings with a wall thickness of 1mm, dry operation against 

a steel shaft, at +20°C, mounted in a steel housing
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Ordering note
Our prices are scaled according to order 
quantities, current prices can be found online.

No minimum order value.
No low-quantity surcharges.
Free shipping within Germany for orders 
above €150.

Discount scaling

Available from stock 
Detailed information about delivery time online. 
www.igus.no/24

Online ordering
Including delivery times, prices, online tools 
www.igus.no/P210

1 – 9
10 – 24
25 – 49

50 – 99
100 – 199
200 – 499

500 – 999
1,000 – 2,499
2,500 – 4,999

d1 d1 d2 b1 Part No.
Tolerance3) h13

[mm] [mm] [mm]

4.0

+0.020 
+0.068

5.5 4.0 P210SM-0405-04
4.0 5.5 6.0 P210SM-0405-06
5.0 7.0 5.0 P210SM-0507-05
5.0 7.0 10.0 P210SM-0507-10
6.0 8.0 6.0 P210SM-0608-06
6.0 8.0 8.0 P210SM-0608-08
6.0 8.0 10.0 P210SM-0608-10
8.0

+0.025 
+0.083

10.0 8.0 P210SM-0810-08
8.0 10.0 10.0 P210SM-0810-10
8.0 10.0 12.0 P210SM-0810-12
10.0 12.0 8.0 P210SM-1012-08
10.0 12.0 10.0 P210SM-1012-10
10.0 12.0 12.0 P210SM-1012-12
10.0 12.0 15.0 P210SM-1012-15
10.0 12.0 20.0 P210SM-1012-20
12.0

+0.032 
+0.102

14.0 10.0 P210SM-1214-10
12.0 14.0 12.0 P210SM-1214-12
12.0 14.0 15.0 P210SM-1214-15
12.0 14.0 20.0 P210SM-1214-20
13.0 15.0 10.0 P210SM-1315-10
13.0 15.0 20.0 P210SM-1315-20
14.0 16.0 15.0 P210SM-1416-15
14.0 16.0 20.0 P210SM-1416-20
14.0 16.0 25.0 P210SM-1416-25
15.0 17.0 15.0 P210SM-1517-15
15.0 17.0 20.0 P210SM-1517-20
15.0 17.0 25.0 P210SM-1517-25
16.0 18.0 15.0 P210SM-1618-15
16.0 18.0 20.0 P210SM-1618-20

d1 d1 d2 b1 Part No.
Tolerance3) h13

[mm] [mm] [mm]

16.0
+0.032 
+0.102

18.0 25.0 P210SM-1618-25
18.0 20.0 15.0 P210SM-1820-15
18.0 20.0 20.0 P210SM-1820-20
18.0 20.0 25.0 P210SM-1820-25
20.0

+0.040 
+0.124

23.0 10.0 P210SM-2023-10
20.0 23.0 15.0 P210SM-2023-15
20.0 23.0 20.0 P210SM-2023-20
20.0 23.0 25.0 P210SM-2023-25
20.0 23.0 30.0 P210SM-2023-30
22.0 25.0 15.0 P210SM-2225-15
22.0 25.0 20.0 P210SM-2225-20
22.0 25.0 25.0 P210SM-2225-25
22.0 25.0 30.0 P210SM-2225-30
24.0 27.0 15.0 P210SM-2427-15
24.0 27.0 20.0 P210SM-2427-20
24.0 27.0 25.0 P210SM-2427-25
24.0 27.0 30.0 P210SM-2427-30
25.0 28.0 15.0 P210SM-2528-15
25.0 28.0 20.0 P210SM-2528-20
25.0 28.0 25.0 P210SM-2528-25
25.0 28.0 30.0 P210SM-2528-30
28.0 32.0 20.0 P210SM-2832-20
28.0 32.0 25.0 P210SM-2832-25
28.0 32.0 30.0 P210SM-2832-30
30.0 34.0 20.0 P210SM-3034-20
30.0 34.0 25.0 P210SM-3034-25
30.0 34.0 30.0 P210SM-3034-30
30.0 34.0 40.0 P210SM-3034-40

iglidur® P210
+100°C
50MPa

Bearing technology | Plain bearing | iglidur® P210

2) Thickness < 0.6mm: Chamfer = 20°

Dimensions according to ISO 3547-1 and 
special dimensions

Sleeve bearing (form S)

0.5

30°

b1

f1

d2d1

30° 

Chamfer in relation to d1
d1 [mm] Ø 1 – 6 Ø 6 – 12 Ø 12 – 30 Ø > 30
f1 [mm] 0.3 0.5 0.8 1.2

3D CAD, finder and service life calculation ... www.igus.no/P210

3) After press-fit. Testing methods, page 57

Order example: P210SM-0405-04 – no minimum order quantity.
P210 iglidur® material S Sleeve bearing M Metric 04 Inner Ø d1 05 Outer Ø d2 04 Total length b1

d1 d1 d2 b1 Part No.
Tolerance3) h13

[mm] [mm] [mm]

32.0

+0.050 
+0.150

36.0 20.0 P210SM-3236-20
32.0 36.0 30.0 P210SM-3236-30
32.0 36.0 40.0 P210SM-3236-40
35.0 39.0 20.0 P210SM-3539-20
35.0 39.0 30.0 P210SM-3539-30
35.0 39.0 40.0 P210SM-3539-40
35.0 39.0 50.0 P210SM-3539-50
40.0 44.0 20.0 P210SM-4044-20
40.0 44.0 30.0 P210SM-4044-30
40.0 44.0 40.0 P210SM-4044-40

d1 d1 d2 b1 Part No.
Tolerance3) h13

[mm] [mm] [mm]

40.0

+0.050 
+0.150

44.0 50.0 P210SM-4044-50
45.0 50.0 20.0 P210SM-4550-20
45.0 50.0 30.0 P210SM-4550-30
45.0 50.0 40.0 P210SM-4550-40
45.0 50.0 50.0 P210SM-4550-50
50.0 55.0 20.0 P210SM-5055-20
50.0 55.0 30.0 P210SM-5055-30
50.0 55.0 40.0 P210SM-5055-40
50.0 55.0 50.0 P210SM-5055-50
50.0 55.0 60.0 P210SM-5055-60

iglidur® P210
+100°C
50MPa

Product range

Lubrication-free made easy ... from stock ... no minimum order quantity

3) After press-fit. Testing methods, page 57
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d1 d1 d2 d3 b1 b2 Part No.
Tolerance3) d133) h13 h13

[mm] [mm] [mm] [mm] [mm]

6.0
+0.020
+0.068

8.0 12.0 4.0 1.00 P210FM-0608-04
6.0 8.0 12.0 6.0 1.00 P210FM-0608-06
6.0 8.0 12.0 8.0 1.00 P210FM-0608-08
8.0

+0.025
+0.083

10.0 15.0 5.5 1.00 P210FM-0810-05
8.0 10.0 15.0 7.5 1.00 P210FM-0810-07
8.0 10.0 15.0 9.5 1.00 P210FM-0810-09
8.0 10.0 15.0 10.0 1.00 P210FM-0810-10
8.0 10.0 16.0 15.0 1.50 P210FM-081016-15
10.0 12.0 18.0 7.0 1.00 P210FM-1012-07
10.0 12.0 18.0 9.0 1.00 P210FM-1012-09
10.0 12.0 18.0 10.0 1.00 P210FM-1012-10
10.0 12.0 18.0 12.0 1.00 P210FM-1012-12
10.0 12.0 18.0 17.0 1.00 P210FM-1012-17
12.0

+0.032
+0.102

14.0 20.0 7.0 1.00 P210FM-1214-07
12.0 14.0 20.0 9.0 1.00 P210FM-1214-09
12.0 14.0 20.0 12.0 1.00 P210FM-1214-12
12.0 14.0 20.0 17.0 1.00 P210FM-1214-17
14.0 16.0 22.0 12.0 1.00 P210FM-1416-12
14.0 16.0 22.0 17.0 1.00 P210FM-1416-17
15.0 17.0 23.0 9.0 1.00 P210FM-1517-09

d1 d1 d2 d3 b1 b2 Part No.
Tolerance3) d133) h13 h13

[mm] [mm] [mm] [mm] [mm]

15.0

+0.032
+0.102

17.0 23.0 12.0 1.00 P210FM-1517-12
15.0 17.0 23.0 17.0 1.00 P210FM-1517-17
16.0 18.0 24.0 12.0 1.00 P210FM-1618-12
16.0 18.0 24.0 17.0 1.00 P210FM-1618-17
18.0 20.0 26.0 12.0 1.00 P210FM-1820-12
18.0 20.0 26.0 17.0 1.00 P210FM-1820-17
18.0 20.0 26.0 22.0 1.00 P210FM-1820-22
20.0

+0.040
+0.124

23.0 30.0 11.5 1.50 P210FM-2023-11
20.0 23.0 30.0 16.5 1.50 P210FM-2023-16
20.0 23.0 30.0 21.5 1.50 P210FM-2023-21
25.0 28.0 35.0 11.5 1.50 P210FM-2528-11
25.0 28.0 35.0 16.5 1.50 P210FM-2528-16
25.0 28.0 35.0 21.5 1.50 P210FM-2528-21
30.0 34.0 42.0 16.0 2.00 P210FM-3034-16
30.0 34.0 42.0 26.0 2.00 P210FM-3034-26
35.0 39.0 47.0 16.0 2.00 P210FM-3539-16
35.0 39.0 47.0 26.0 2.00 P210FM-3539-26
40.0 44.0 52.0 30.0 2.00 P210FM-4044-30
40.0 44.0 52.0 40.0 2.00 P210FM-4044-40
45.0 50.0 58.0 50.0 2.00 P210FM-4550-50

iglidur® P210
+100°C
50MPa

Bearing technology | Plain bearing | iglidur® P210

2) Thickness < 0.6mm: Chamfer = 20°

Dimensions according to ISO 3547-1 and 
special dimensions

Flange bearing (form F)

b2

b1

r m
ax

. 0
.5

d3 d1

f1

30° 

d
2

Chamfer in relation to d1
d1 [mm] Ø 1 – 6 Ø 6 – 12 Ø 12 – 30 Ø > 30
f1 [mm] 0.3 0.5 0.8 1.2

3D CAD, finder and service life calculation ... www.igus.no/P210

3) After press-fit. Testing methods, page 57

Order example: P210FM-0608-04 – no minimum order quantity.
P210 iglidur® material F Flange bearing M Metric 06 Inner Ø d1 08 Outer Ø d2 04 Total length b1

When to use it?
 ● When a cost-effective all-round bearing for high volumes is required
 ● When a low-cost bearing with low moisture absorption is required
 ● When low pv values occur

The low-cost all-rounder
Well-balanced properties at a low price
iglidur® P230

When not to use?
 ● When a cost-effective all-rounder for small quantities is required
iglidur® G

 ● When high wear resistance is required
iglidur® G, iglidur® G1

 ● When continuous operating temperatures are higher than +110°C
iglidur® G, iglidur® G1
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The low-cost all-rounder
Well-balanced properties at a low price 
Developed for (large-scale) series application, iglidur® P230 has a well-balanced properties compared to 
other iglidur® low-cost materials.
● Good wear resistance
● High media resistance
● Cost-effective
● For low and medium loads
● For applications with low pv values

Typical application areas
● Industrial series-production applications
● Machine building and jig construction
● Two-wheeler

Bearing technology | Plain bearing | iglidur® P230

iglidur® P230
+110°C
60MPa

3D CAD, finder and service life calculation ... www.igus.no/P230

Online product finder 
www.igus.no/iglidur-finder

Online service life calculation 
www.igus.no/iglidur-expert

Ø  
  –  

Also available 
as:

Bar stock, 
round bar
Page 657

Bar stock, 
plate
Page 683

tribo-tape liner
Page 691

Piston rings
Page 581

Two hole 
flange  
bearings
Page 603

Moulded 
special parts
Page 624

igubal®  
spherical balls
Page 841

iglidur® P230 is a material with low moisture absorption and 
well-balanced thermal properties for use in cost-sensitive 
series-production applications. Good wear resistance at 
low pv values and low to medium speeds and loads round 
off the all-round profile.

Moisture absorption
Under standard climatic conditions, the moisture absorption of 
iglidur® P230 plain bearings is approximately 0.1% weight. 
The saturation limit in water is 0.3% weight. This low moisture  
absorption is well below the values of iglidur® M250 or 
iglidur® G.

Vacuum
In vacuum, any present moisture is released as vapour. Use  
in vacuum is only possible with dehumidified iglidur® P230 
bearings.

Radiation resistance
Plain bearings made from iglidur® P230 have limited use 
under radioactive radiation. They are resistant to radiation 
up to an intensity of 3 · 10²Gy.

Resistance to weathering
iglidur® P230 plain bearings have not yet been tested 
for their resistance to weathering. Please consult igus® if 
you‘re planning to use them outdoors.

Mechanical properties
With increasing temperatures, the compressive strength of 
iglidur® P230 plain bearings decreases. Diagram 02 shows 
this inverse relationship. The maximum recommended 
surface pressure is a mechanical material parameter. No 
conclusions regarding the tribological properties can be 
drawn from this.
Diagram 03 shows the elastic deformation of iglidur® P230 
at radial loads. At the maximum recommended surface 
pressure of 60MPa at room temperature the deformation 
is less than 3%. A plastic deformation can be negligible 
up to this value. It is however also dependent on the duty 
cycle of the load.
Surface pressure, page 41

iglidur® P230
+110°C
60MPa

Lubrication-free made easy ... from stock ... no minimum order quantity

General properties Testing method

Density g/cm³ 1.57
Colour beige
Max. moisture absorption at +23°C and 50% r.h. % weight 0.1 DIN 53495
Max. moisture absorption % weight 0.3
Coefficient of friction, dynamic, against steel µ 0.13 – 0.32
pv value, max. (dry) MPa · m/s 0.30
Mechanical properties
Flexural modulus MPa 6,532 DIN 53457
Flexural strength at +20°C MPa 173
Compressive strength MPa 101
Max. recommended surface pressure (+20°C) MPa 60
Shore D hardness 80 DIN 53505
Physical and thermal properties
Max. application temperature long-term °C +110
Max. application temperature short-term °C +180
Min. application temperature °C –30
Thermal conductivity W/m · K 0.34 ASTM C 177
Coefficient of thermal expansion (at +23°C) K–1 · 10–5 5 DIN 53752
Electrical properties
Specific contact resistance Ωcm >1012 DIN IEC 93
Surface resistance Ω >1012 DIN 53482

Table 01: Material properties

Technical data

–30°C up to 
+110°C

60MPa

FOOD

Descriptive technical specifications

Wear resistance at +23°C – +

Wear resistance at +90°C – +

Wear resistance at +150°C – +

Low coefficient of friction – +

Low moisture absorption – +

Wear resistance under water – +

High media resistance – +

Resistant to edge pressures – +

Suitable for shock and impact loads – +

Resistant to dirt – +
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Permissible surface speeds
iglidur® P230 was developed for low to average surface 
speeds. During continuous operation, a maximum speed 
of 1.0m/s (rotating) or 3.0m/s (linear) is permissible. The 
maximum values shown in table 03 can only be achieved 
at low pressures. At the given speeds, friction can cause 
a temperature increase to maximum permissible levels. In 
practice, though, this level is rarely reached due to varying 
application conditions.
Surface speed, page 44

Temperature
Due to its maximum long-term application temperature 
of +110°C, iglidur® P230 is suitable for a wide range of 
applications. If even higher temperatures are required, 
iglidur® G (+130°C) or the new standard iglidur® G1 
(+180°C) are available. The temperatures prevailing in the 
bearing system also have an influence on the wear. The 
wear rises with increasing temperatures. For temperatures 
over +100°C an additional securing is required.
Application temperatures, page 49
Additional securing, page 49

Friction and wear
Similar to wear resistance, the coefficient of friction µ also 
changes with the surface speed and load (diagram 04).
Coefficient of friction and surfaces, page 47
Wear resistance, page 50

Shaft materials
Diagram 06 shows results of testing different shaft materials 
with plain bearings made from iglidur® P230. For rotational 
movement with 1MPa radial load, wear on all shafts is low, 
with the "soft" shaft types resulting in a higher coefficient of  
wear. The comparison of pivoting and rotational movements 
(diagram 07) shows fewer differences than with many other 
iglidur® materials. The limitation of iglidur® P230 to low to 
medium loads becomes clear.
Shaft materials, page 52

Installation tolerances
iglidur® P230 plain bearings are standard bearings for 
shafts with h tolerance (recommended minimum h9). The 
bearings are designed for press-fit into a housing machined 
to a H7 tolerance. After being assembled into a nominal 
size housing, the inner diameter automatically adjusts to 
the E10 tolerances. For particular dimensions the tolerance 
differs depending on the wall thickness (please see product 
range table).
Testing methods, page 57

Chemicals Resistance
Alcohols + up to 0
Diluted acids +
Diluted alkalines +
Fuels +
Greases, oils without additives +
Hydrocarbons +
Strong acids +
Strong alkalines + up to 0

All information given at room temperature [+20°C]

Table 02: Chemical resistance

Chemical table, page 1636

Rotating Oscillating linear
long-term m/s 1.0 0.7 3.0
short-term m/s 2.0 1.4 4.0

Table 03: Maximum surface speeds

Dry Greases Oil Water
Coefficient of friction µ 0.13 – 0.32 0.09 0.04 0.04

Table 04: Coefficient of friction against steel (Ra = 1μm, 

50HRC)

Housing Plain bearing Shaft
Ø d1 [mm] H7 [mm] E10 [mm] h9 [mm]
0 – 3 +0.000 +0.010 +0.014 +0.054 –0.025 +0.000

> 3 – 6 +0.000 +0.012 +0.020 +0.068 –0.030 +0.000

> 6 – 10 +0.000 +0.015 +0.025 +0.083 –0.036 +0.000

> 10 – 18 +0.000 +0.018 +0.032 +0.102 –0.043 +0.000

> 18 – 30 +0.000 +0.021 +0.040 +0.124 –0.052 +0.000

> 30 – 50 +0.000 +0.025 +0.050 +0.150 –0.062 +0.000

> 50 – 80 +0.000 +0.030 +0.060 +0.180 –0.074 +0.000

> 80 – 120 +0.000 +0.035 +0.072 +0.212 –0.087 +0.000

> 120 – 180 +0.000 +0.040 +0.085 +0.245 –0.100 +0.000

Table 05: Important tolerances for plain bearings according 

to ISO 3547-1 after press-fit

iglidur® P230 plain bearings are currently manufactured 
to special order.

iglidur® P230
+110°C
60MPa

Bearing technology | Plain bearing | iglidur® P230

3D CAD, finder and service life calculation ... www.igus.no/P230
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iglidur® P230
+110°C
60MPa
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Diagram 02: Maximum recommended surface pressure as a 

function of temperature (60MPa at +20°C)
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Diagram 03: Deformation under pressure and temperature
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Diagram 04: Coefficient of friction as a function of the 

surface speed, p = 1MPa
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Diagram 06: Wear for oscillating and rotating applications 

with shaft material Cf53 hardened and ground steel, as a 

function of the load
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Diagram 05: Wear, rotating with different shaft materials, 

pressure, p = 1MPa, v = 0.3m/s

Diagram 01: Permissible pv values for iglidur® P230 plain 

bearings with a wall thickness of 1mm, dry operation against 

a steel shaft, at +20°C, mounted in a steel housing
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Lubrication-free made easy ... from stock ... no minimum order quantity
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When to use it?
 ● When low moisture absorption is fundamental
 ● When a cost-effective plain bearing for high pressure loads is required
 ● When high precision in high humidity and moderately high temperatures are required

The cost-effective outdoor all-rounder
No moisture absorption even with high 
ambient humidity
iglidur® P

When not to use?
 ● When the maximum application temperature is above +120°C
iglidur® K

 ● When mechanical reaming of the bore is necessary
iglidur® M250

 ● When the highest wear resistance is required
iglidur® W300
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The cost-effective outdoor all-rounder
No moisture absorption even with high ambient 
humidity 
Due to thermal stability and low water absorption, the iglidur® P bearings are among the most dimensionally  
strong all-round bearings under varying environmental conditions. iglidur® P plain bearings are 
recommended for pivoting and rotational movements at average loads.
● Low moisture absorption
● High wear resistance
● Suitable for high loads
● Cost-effective
● Lubrication-free
● Standard range from stock
● Maintenance-free

Typical application areas
● Solar technology
● Mechanical engineering
● Doors and gates
● Railway technology
● Sports and leisure

Bearing technology | Plain bearing | iglidur® P

iglidur® P
+130°C
50MPa

3D CAD, finder and service life calculation ... www.igus.no/P

Online product finder 
www.igus.no/iglidur-finder

Online service life calculation 
www.igus.no/iglidur-expert

Ø  
3.0 – 95.0mm

Also available 
as:

Bar stock, 
round bar
Page 657

Bar stock, 
plate
Page 683

tribo-tape liner
Page 691

Piston rings
Page 584

Two hole 
flange  
bearings
Page 603

Moulded 
special parts
Page 624

igubal®  
spherical balls
Page 841

The iglidur® P plain bearings are a cost-effective, maintenance- 
free bearing solution for the user. Compared to iglidur® G, 
plain bearings made from iglidur® P are suitable for use 
with rotational movements and average loads.

Moisture absorption
Under standard climatic conditions, the moisture absorption 
of iglidur® P plain bearings is approximately 0.2% weight. 
The saturation limit in water is 0.4% weight. This low 
moisture absorption is well below the values of iglidur® G.

Vacuum
In vacuum, any present moisture is released as vapour. 
The use in vacuum is only possible to a limited extent.

Radiation resistance
Plain bearings made from iglidur® P have limited use under 
radioactive radiation. They are resistant to radiation up to 
an intensity of 5 · 10²Gy.

Resistance to weathering
iglidur® P plain bearings are continuously resistant to 
weathering. The material properties are only slightly 
affected. Possible discolorations are only superficial.

Mechanical properties
With increasing temperatures, the compressive strength 
of iglidur® P plain bearings decreases. Diagram 02 shows 
this inverse relationship. The maximum recommended 
surface pressure is a mechanical material parameter. No 
conclusions regarding the tribological properties can be 
drawn from this.
Diagram 03 shows the elastic deformation of iglidur® P 
at radial loads. At the maximum recommended surface 
pressure of 50MPa the deformation is less than 4%.
Surface pressure, page 41

iglidur® P
+130°C
50MPa

Lubrication-free made easy ... from stock ... no minimum order quantity

General properties Testing method

Density g/cm³ 1.58
Colour black
Max. moisture absorption at +23°C and 50% r.h. % weight 0.2 DIN 53495
Max. moisture absorption % weight 0.4
Coefficient of friction, dynamic, against steel µ 0.06 – 0.21
pv value, max. (dry) MPa · m/s 0.39
Mechanical properties
Flexural modulus MPa 5,300 DIN 53457
Flexural strength at +20°C MPa 120 DIN 53452
Compressive strength MPa 66
Max. recommended surface pressure (+20°C) MPa 50
Shore D hardness 75 DIN 53505
Physical and thermal properties
Max. application temperature long-term °C +130
Max. application temperature short-term °C +200
Min. application temperature °C –40
Thermal conductivity W/m · K 0.25 ASTM C 177
Coefficient of thermal expansion (at +23°C) K–1 · 10–5 4 DIN 53752
Electrical properties
Specific contact resistance Ωcm > 1013 DIN IEC 93
Surface resistance Ω > 1012 DIN 53482

Table 01: Material properties

Technical data

–40°C up to 
+130°C

50MPa

FOOD

Descriptive technical specifications

Wear resistance at +23°C – +

Wear resistance at +90°C – +

Wear resistance at +150°C – +

Low coefficient of friction – +

Low moisture absorption – +

Wear resistance under water – +

High media resistance – +

Resistant to edge pressures – +

Suitable for shock and impact loads – +

Resistant to dirt – +
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Permissible surface speeds
Plain bearings made from iglidur® P are maintenance-free, 
they are developed for low to medium surface speeds. The 
maximum values given in table 03 can only be achieved at 
a very low surface pressure. The maximum speed given is 
the speed at which an increase up to the continuous use 
temperature occurs due to friction.
Surface speed, page 44

Temperature
Even with its maximum long-term application temperature 
of +130°C, the values for iglidur® P do not quite come up 
to those of iglidur® G. The temperatures prevailing in the 
bearing system also have an influence on the wear. The 
wear rises with increasing temperatures. For temperatures 
over +90°C an additional securing is required.
Application temperatures, page 49
Additional securing, page 49

Friction and wear
The coefficient of friction declines just as the wear resist-
ance with increasing load (diagrams 04 and 05). iglidur® P  
plain bearings obtain a minimum coefficient of friction on 
shafts with a surface finish Ra from 0.1 – 0.2µm. Both 
smoother and rougher shaft surface finish cause the friction 
to clearly increase.
Coefficient of friction and surfaces, page 47
Wear resistance, page 50

Shaft materials
Diagram 06 shows results of testing different shaft 
materials with plain bearings made from iglidur® P. For 
rotational movements, the wear of iglidur® P with Cf53 
and HR carbon steel shafts is very low. On the other hand, 
the bearings hard-chromed shafts result in higher wear 
than other shaft materials even in the low load range. For 
example at a load of 2MPa, cold rolled steel is six times 
better than 304 stainless steel. For pivoting movement, 
hardened shafts and 304 stainless steel perform better 
than that of a softer unhardened carbon shafts.
Shaft materials, page 52

Installation tolerances
iglidur® P plain bearings are standard bearings for 
shafts with h tolerance (recommended minimum h9). 
The bearings are designed for press-fit into a housing 
machined to a H7 tolerance. After being assembled into a 
nominal size housing, in standard cases the inner diameter 
automatically adjusts to the E10 tolerances. For particular 
dimensions the tolerance differs depending on the wall 
thickness (please see product range table).
Testing methods, page 57

Chemicals Resistance
Alcohols +
Diluted acids 0
Diluted alkalines –
Fuels +
Greases, oils without additives +
Hydrocarbons –
Strong acids –
Strong alkalines –

All information given at room temperature [+20°C]

Table 02: Chemical resistance

Chemical table, page 1636

Rotating Oscillating linear
long-term m/s 1.0 0.7 3.0
short-term m/s 2.0 1.4 4.0

Table 03: Maximum surface speeds

Dry Greases Oil Water
Coefficient of friction µ 0.06 – 0.21 0.09 0.04 0.04

Table 04: Coefficient of friction against steel (Ra = 1μm, 

50HRC)

Housing Plain bearing Shaft
Ø d1 [mm] H7 [mm] E10 [mm] h9 [mm]
0 – 3 +0.000 +0.010 +0.014 +0.054 –0.025 +0.000

> 3 – 6 +0.000 +0.012 +0.020 +0.068 –0.030 +0.000

> 6 – 10 +0.000 +0.015 +0.025 +0.083 –0.036 +0.000

> 10 – 18 +0.000 +0.018 +0.032 +0.102 –0.043 +0.000

> 18 – 30 +0.000 +0.021 +0.040 +0.124 –0.052 +0.000

> 30 – 50 +0.000 +0.025 +0.050 +0.150 –0.062 +0.000

> 50 – 80 +0.000 +0.030 +0.060 +0.180 –0.074 +0.000

> 80 – 120 +0.000 +0.035 +0.072 +0.212 –0.087 +0.000

> 120 – 180 +0.000 +0.040 +0.085 +0.245 –0.100 +0.000

Table 05: Important tolerances for plain bearings according 

to ISO 3547-1 after press-fit

iglidur® P
+130°C
50MPa

Bearing technology | Plain bearing | iglidur® P

3D CAD, finder and service life calculation ... www.igus.no/P
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iglidur® P
+130°C
50MPa
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Diagram 02: Maximum recommended surface pressure as a 

function of temperature (50MPa at +20°C)
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Diagram 03: Deformation under pressure and temperature
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Diagram 04: Coefficient of friction as a function of the 

surface speed, p = 0.75MPa
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Diagram 07: Wear for oscillating and rotating applications 

with shaft material Cf53 hardened and ground steel, as a 

function of the load

Diagram 06: Wear, rotating with different shaft materials, 

pressure, p = 1MPa, v = 0.3m/s
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Diagram 05: Coefficient of friction as a function of the load, 

v = 0.01m/s

Diagram 01: Permissible pv values for iglidur® P plain 

bearings with a wall thickness of 1mm, dry operation against 

a steel shaft, at +20°C, mounted in a steel housing
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Lubrication-free made easy ... from stock ... no minimum order quantity
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Ordering note
Our prices are scaled according to order 
quantities, current prices can be found online.

No minimum order value.
No low-quantity surcharges.
Free shipping within Germany for orders 
above €150.

Discount scaling

Available from stock 
Detailed information about delivery time online. 
www.igus.no/24

Online ordering
Including delivery times, prices, online tools 
www.igus.no/P 1 – 9

10 – 24
25 – 49

50 – 99
100 – 199
200 – 499

500 – 999
1,000 – 2,499
2,500 – 4,999

d1 d1 d2 b1 Part No.
Tolerance3) h13

[mm] [mm] [mm]

3.0
+0.014 
+0.054

4.5 3.0 PSM-0304-03

4.0

+0.020 
+0.068

5.5 4.0 PSM-0405-04
4.0 5.5 6.0 PSM-0405-06
5.0 7.0 5.0 PSM-0507-05
5.0 7.0 10.0 PSM-0507-10
6.0 8.0 6.0 PSM-0608-06
6.0

+0.025 
+0.083

8.0 8.0 PSM-0608-08
6.0 8.0 10.0 PSM-0608-10
8.0 10.0 8.0 PSM-0810-08
8.0 10.0 10.0 PSM-0810-10
8.0 10.0 11.5 PSM-0810-11
8.0 10.0 12.0 PSM-0810-12
10.0 12.0 8.0 PSM-1012-08
10.0 12.0 10.0 PSM-1012-10
10.0 12.0 12.0 PSM-1012-12
10.0 12.0 15.0 PSM-1012-15
10.0 12.0 20.0 PSM-1012-20
12.0

+0.032 
+0.102

14.0 10.0 PSM-1214-10
12.0 14.0 12.0 PSM-1214-12
12.0 14.0 15.0 PSM-1214-15
12.0 14.0 20.0 PSM-1214-20
12.0 14.0 25.0 PSM-1214-25
13.0 15.0 10.0 PSM-1315-10
13.0 15.0 20.0 PSM-1315-20
14.0 16.0 15.0 PSM-1416-15
14.0 16.0 20.0 PSM-1416-20
14.0 16.0 25.0 PSM-1416-25
15.0 17.0 15.0 PSM-1517-15

d1 d1 d2 b1 Part No.
Tolerance3) h13

[mm] [mm] [mm]

15.0

+0.032 
+0.102

17.0 20.0 PSM-1517-20
15.0 17.0 25.0 PSM-1517-25
16.0 18.0 15.0 PSM-1618-15
16.0 18.0 20.0 PSM-1618-20
16.0 18.0 25.0 PSM-1618-25
16.0 18.0 42.0 PSM-1618-42
18.0 20.0 15.0 PSM-1820-15
18.0 20.0 20.0 PSM-1820-20
18.0 20.0 25.0 PSM-1820-25
18.0 20.0 33.0 PSM-1820-33
20.0

+0.040 
+0.124

22.0 22.0 PSM-2022-22
20.0 22.0 30.0 PSM-2022-30
20.0 22.0 48.0 PSM-2022-48
20.0 22.0 51.0 PSM-2022-51
20.0 23.0 10.0 PSM-2023-10
20.0 23.0 15.0 PSM-2023-15
20.0 23.0 20.0 PSM-2023-20
20.0 23.0 25.0 PSM-2023-25
20.0 23.0 30.0 PSM-2023-30
22.0 24.0 42.0 PSM-2224-42
22.0 24.0 45.0 PSM-2224-45
22.0 25.0 15.0 PSM-2225-15
22.0 25.0 20.0 PSM-2225-20
22.0 25.0 25.0 PSM-2225-25
22.0 25.0 30.0 PSM-2225-30
22.0 25.0 45.0 PSM-2225-45
23.0 25.0 37.0 PSM-2325-37
23.0 25.0 58.0 PSM-2325-58
23.0 25.0 68.0 PSM-2325-68

iglidur® P
+130°C
50MPa

Bearing technology | Plain bearing | iglidur® P

2) Thickness < 0.6mm: Chamfer = 20°

Dimensions according to ISO 3547-1 and 
special dimensions

Sleeve bearing (form S)

0.5

30°

b1

f1

d2d1

30° 

Chamfer in relation to d1
d1 [mm] Ø 1 – 6 Ø 6 – 12 Ø 12 – 30 Ø > 30
f1 [mm] 0.3 0.5 0.8 1.2

3D CAD, finder and service life calculation ... www.igus.no/P

3) After press-fit. Testing methods, page 57

Order example: PSM-0304-03 – no minimum order quantity.
P iglidur® material S Sleeve bearing M Metric 03 Inner Ø d1 04 Outer Ø d2 03 Total length b1

d1 d1 d2 b1 Part No.
Tolerance3) h13

[mm] [mm] [mm]

24.0

+0.040 
+0.124

27.0 15.0 PSM-2427-15
24.0 27.0 20.0 PSM-2427-20
24.0 27.0 25.0 PSM-2427-25
24.0 27.0 30.0 PSM-2427-30
25.0 28.0 15.0 PSM-2528-15
25.0 28.0 20.0 PSM-2528-20
25.0 28.0 25.0 PSM-2528-25
25.0 28.0 30.0 PSM-2528-30
25.0 28.0 35.0 PSM-2528-35
26.0 30.0 25.0 PSM-2630-25
28.0 32.0 20.0 PSM-2832-20
28.0 32.0 25.0 PSM-2832-25
28.0 32.0 30.0 PSM-2832-30
30.0 34.0 20.0 PSM-3034-20
30.0 34.0 25.0 PSM-3034-25
30.0 34.0 30.0 PSM-3034-30
30.0 34.0 40.0 PSM-3034-40
30.0 34.0 45.0 PSM-3034-45
32.0

+0.050 
+0.150

36.0 20.0 PSM-3236-20
32.0 36.0 30.0 PSM-3236-30
32.0 36.0 40.0 PSM-3236-40
35.0 39.0 20.0 PSM-3539-20
35.0 39.0 30.0 PSM-3539-30

d1 d1 d2 b1 Part No.
Tolerance3) h13

[mm] [mm] [mm]

35.0

+0.050 
+0.150

39.0 40.0 PSM-3539-40
35.0 39.0 50.0 PSM-3539-50
40.0 44.0 20.0 PSM-4044-20
40.0 44.0 30.0 PSM-4044-30
40.0 44.0 40.0 PSM-4044-40
40.0 44.0 50.0 PSM-4044-50
40.0 44.0 58.0 PSM-4044-58
45.0 50.0 20.0 PSM-4550-20
45.0 50.0 30.0 PSM-4550-30
45.0 50.0 40.0 PSM-4550-40
45.0 50.0 50.0 PSM-4550-50
50.0 55.0 20.0 PSM-5055-20
50.0 55.0 30.0 PSM-5055-30
50.0 55.0 40.0 PSM-5055-40
50.0

+0.060 
+0.180

55.0 50.0 PSM-5055-50
50.0 55.0 60.0 PSM-5055-60
60.0 65.0 50.0 PSM-6065-50
60.0 65.0 60.0 PSM-6065-60
65.0 70.0 50.0 PSM-6570-50
75.0 80.0 80.0 PSM-7580-80
90.0 +0.072 

+0.212
95.0 100.0 PSM-9095-100

95.0 100.0 100.0 PSM-95100-100

iglidur® P
+130°C
50MPa

Product range

Lubrication-free made easy ... from stock ... no minimum order quantity

3) After press-fit. Testing methods, page 57
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Ordering note
Our prices are scaled according to order 
quantities, current prices can be found online.

No minimum order value.
No low-quantity surcharges.
Free shipping within Germany for orders 
above €150.

Available from stock 
Detailed information about delivery time online. 
www.igus.no/24

Online ordering
Including delivery times, prices, online tools 
www.igus.no/P

Discount scaling
1 – 9
10 – 24
25 – 49

50 – 99
100 – 199
200 – 499

500 – 999
1,000 – 2,499
2,500 – 4,999

d1 d1 d2 d3 b1 b2 Part No.
Tolerance3) d133) h13 h13

[mm] [mm] [mm] [mm] [mm]

4.0

+0.020
+0.068

5.5 9.5 4.0 0.75 PFM-0405-04
5.0 6.0 10.0 3.0 0.50 PFM-0506-03
5.0 7.0 11.0 5.0 1.00 PFM-0507-05
6.0 8.0 12.0 4.0 1.00 PFM-0608-04
6.0 8.0 12.0 6.0 1.00 PFM-0608-06
6.0

+0.025
+0.083

8.0 12.0 8.0 1.00 PFM-0608-08
7.0 9.0 15.0 4.0 1.00 PFM-0709-04
8.0 10.0 15.0 5.5 1.00 PFM-0810-05
8.0 10.0 15.0 7.5 1.00 PFM-0810-07
8.0 10.0 15.0 9.5 1.00 PFM-0810-09
8.0 10.0 15.0 10.0 1.00 PFM-0810-10
8.0 10.0 12.0 10.0 1.00 PFM-081012-10
8.0 10.0 15.0 15.0 1.00 PFM-0810-15

10.0
+0.032
+0.102

12.0 18.0 5.0 1.00 PFM-1012-05

10.0

+0.025
+0.083

12.0 18.0 7.0 1.00 PFM-1012-07
10.0 12.0 18.0 9.0 1.00 PFM-1012-09
10.0 12.0 18.0 10.0 1.00 PFM-1012-10
10.0 12.0 18.0 12.0 1.00 PFM-1012-12
10.0 12.0 18.0 17.0 1.00 PFM-1012-17
12.0

+0.032
+0.102

14.0 20.0 7.0 1.00 PFM-1214-07
12.0 14.0 18.0 8.0 1.00 PFM-121418-08
12.0 14.0 20.0 9.0 1.00 PFM-1214-09
12.0 14.0 20.0 10.0 1.00 PFM-1214-10
12.0 14.0 20.0 12.0 1.00 PFM-1214-12
12.0 14.0 20.0 15.0 1.00 PFM-1214-15
12.0 14.0 20.0 17.0 1.00 PFM-1214-17
14.0 16.0 22.0 4.0 1.00 PFM-1416-04

d1 d1 d2 d3 b1 b2 Part No.
Tolerance3) d133) h13 h13

[mm] [mm] [mm] [mm] [mm]

14.0
+0.032
+0.102

16.0 22.0 8.0 1.00 PFM-1416-08
14.0 16.0 22.0 12.0 1.00 PFM-1416-12
14.0 16.0 22.0 17.0 1.00 PFM-1416-17
14.0 16.0 24.0 25.0 1.00 PFM-141624-25

14.0
+0.050
+0.160

20.0 25.0 10.0 3.00 PFM-1420-10

15.0

+0.032
+0.102

17.0 23.0 9.0 1.00 PFM-1517-09
15.0 17.0 23.0 12.0 1.00 PFM-1517-12
15.0 17.0 23.0 17.0 1.00 PFM-1517-17
15.0 17.0 23.0 22.0 1.00 PFM-1517-22
15.0 18.0 24.0 32.0 1.50 PFM-151824-32
16.0 18.0 24.0 12.0 1.00 PFM-1618-12
16.0 18.0 24.0 17.0 1.00 PFM-1618-17
16.0 18.0 24.0 40.0 1.00 PFM-161824-40
17.0 19.0 25.0 25.0 1.00 PFM-1719-25
18.0 20.0 26.0 12.0 1.00 PFM-1820-12
18.0 20.0 26.0 17.0 1.00 PFM-1820-17
18.0

+0.040
+0.124

20.0 26.0 22.0 1.00 PFM-1820-22
20.0 23.0 30.0 11.5 1.50 PFM-2023-11
20.0 23.0 28.0 15.0 1.50 PFM-202328-15
20.0 23.0 30.0 16.5 1.50 PFM-2023-16
20.0 23.0 30.0 21.5 1.50 PFM-2023-21
20.0 23.0 30.0 30.0 1.50 PFM-2023-30
24.0 27.0 32.0 22.0 1.50 PFM-2427-22
25.0 28.0 35.0 11.5 1.50 PFM-2528-11
25.0 28.0 35.0 16.5 1.50 PFM-2528-16
25.0 28.0 35.0 21.5 1.50 PFM-2528-21
30.0 34.0 42.0 16.0 2.00 PFM-3034-16

iglidur® P
+130°C
50MPa

Bearing technology | Plain bearing | iglidur® P

2) Thickness < 0.6mm: Chamfer = 20°

Dimensions according to ISO 3547-1 and 
special dimensions

Flange bearing (form F)

b2

b1

r m
ax

. 0
.5

d3 d1

f1

30° 

d
2

Chamfer in relation to d1
d1 [mm] Ø 1 – 6 Ø 6 – 12 Ø 12 – 30 Ø > 30
f1 [mm] 0.3 0.5 0.8 1.2

3D CAD, finder and service life calculation ... www.igus.no/P

3) After press-fit. Testing methods, page 57

Order example: PFM-0405-04 – no minimum order quantity.
P iglidur® material F Flange bearing M Metric 04 Inner Ø d1 05 Outer Ø d2 04 Total length b1

d1 d1 d2 d3 b1 b2 Part No.
Tolerance3) d133) h13 h13

[mm] [mm] [mm] [mm] [mm]

30.0
+0.040 
+0.124

34.0 42.0 26.0 2.00 PFM-3034-26
30.0 34.0 42.0 30.0 2.00 PFM-3034-30
30.0 34.0 42.0 37.0 2.00 PFM-3034-37
35.0

+0.050 
+0.150

39.0 47.0 16.0 2.00 PFM-3539-16
35.0 39.0 47.0 26.0 2.00 PFM-3539-26
40.0 44.0 52.0 30.0 2.00 PFM-4044-30
40.0 44.0 52.0 40.0 2.00 PFM-4044-40

d1 d1 d2 d3 b1 b2 Part No.
Tolerance3) d133) h13 h13

[mm] [mm] [mm] [mm] [mm]

45.0 +0.050 
+0.150

50.0 58.0 50.0 2.00 PFM-4550-50
50.0 55.0 63.0 50.0 2.00 PFM-5055-50
60.0

+0.060 
+0.180

65.0 73.0 40.0 2.00 PFM-6065-40
60.0 65.0 73.0 50.0 2.00 PFM-6065-50
70.0 75.0 83.0 50.0 2.00 PFM-7075-50
80.0 85.0 93.0 100.0 2.50 PFM-8085-100

iglidur® P
+130°C
50MPa

Product range

Lubrication-free made easy ... from stock ... no minimum order quantity

3) After press-fit. Testing methods, page 57



When to use it?
 ● When a cost-effective all-round plain bearing is required
 ● For operations in wet environments
 ● When good wear resistance is required at medium loads

Versatile and cost-effective
For medium temperatures and wet 
environments
iglidur® K

When not to use?
 ● When the highest wear resistance is required
iglidur® W300

 ● When high media resistance is required
iglidur® X6

 ● When a high-temperature bearing is required
iglidur® H
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Versatile and cost-effective
For medium temperatures and wet environments 
iglidur® K is the cost-effective general purpose bearing for medium temperatures, low moisture absorption 
and good environmental resistance.

●● Low moisture absorption
● Wear-resistant
● Cost-effective
● Lubrication-free
● Maintenance-free

Typical application areas
● Printing industry
● Electronics industry
● Packaging
● Medical technology
● Polymer processing machines

Bearing technology | Plain bearing | iglidur® K

iglidur® K
+170°C
50MPa

3D CAD, finder and service life calculation ... www.igus.no/K

Online product finder 
www.igus.no/iglidur-finder

Online service life calculation 
www.igus.no/iglidur-expert

Ø  
6.0 – 20.0mm

Also available 
as:

Bar stock, 
round bar
Page 657

Bar stock, 
plate
Page 683

tribo-tape liner
Page 691

Piston rings
Page 581

Two hole 
flange  
bearings
Page 603

Moulded 
special parts
Page 624

igubal®  
spherical balls
Page 841

iglidur® K is characterised by its good wear characteristics  
at low moisture absorption and good thermal and mechanical  
specifications. This supports a very universal application 
spectrum.

Moisture absorption
Under standard climatic conditions, the moisture absorption  
of iglidur® K plain bearings is approximately 0.1% weight. 
The saturation limit in water is 0.6% weight. These values 
are so low that a moisture expansion need to be considered 
only in extreme cases.

Vacuum
In vacuum, any present moisture is released as vapour. 
Use in vacuum is only possible with dehumidified iglidur® K  
bearings.

Radiation resistance
Plain bearings made from iglidur® K are resistant up to a 
radiation intensity of 5 · 10²Gy.

Resistance to weathering
iglidur® K plain bearings are resistant to weathering. The 
material properties are slightly affected. Discoloration 
occurs.

Mechanical properties
With increasing temperatures, the compressive strength 
of iglidur® K plain bearings decreases. Diagram 02 shows 
this inverse relationship. The maximum recommended 
surface pressure is a mechanical material parameter. No 
conclusions regarding the tribological properties can be 
drawn from this.
Diagram 03 shows the elastic deformation of iglidur® K 
at radial loads. At the maximum recommended surface 
pressure of 50MPa the deformation is less than 3%. A 
possible deformation could be, among others, dependant 
on the duty cycle of the load.
Surface pressure, page 41

iglidur® K
+170°C
50MPa

Lubrication-free made easy ... from stock ... no minimum order quantity

General properties Testing method

Density g/cm³ 1.52
Colour yellow-beige
Max. moisture absorption at +23°C and 50% r.h. % weight 0.1 DIN 53495
Max. moisture absorption % weight 0.6
Coefficient of friction, dynamic, against steel µ 0.06 – 0.21
pv value, max. (dry) MPa · m/s 0.30
Mechanical properties
Flexural modulus MPa 3,500 DIN 53457
Flexural strength at +20°C MPa 80 DIN 53452
Compressive strength MPa 60
Max. recommended surface pressure (+20°C) MPa 50
Shore D hardness 72 DIN 53505
Physical and thermal properties
Max. application temperature long-term °C +170
Max. application temperature short-term °C +240
Min. application temperature °C –40
Thermal conductivity W/m · K 0.25 ASTM C 177
Coefficient of thermal expansion (at +23°C) K–1 · 10–5 3 DIN 53752
Electrical properties
Specific contact resistance Ωcm > 1012 DIN IEC 93
Surface resistance Ω > 1012 DIN 53482

Table 01: Material properties

Technical data

–40°C up to 
+170°C

50MPa

FOOD

Descriptive technical specifications

Wear resistance at +23°C – +

Wear resistance at +90°C – +

Wear resistance at +150°C – +

Low coefficient of friction – +

Low moisture absorption – +

Wear resistance under water – +

High media resistance – +

Resistant to edge pressures – +

Suitable for shock and impact loads – +

Resistant to dirt – +
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Permissible surface speeds
iglidur® K has been developed for low to medium surface 
speeds. The maximum values shown in table 03 can only 
be achieved at low pressures. At the given speeds, friction 
can cause a temperature increase to maximum permissible 
levels. In practice, though, this level is rarely reached due 
to varying application conditions.
Surface speed, page 44

Temperature
The temperatures prevailing in the bearing system also have 
an influence on the wear. With increasing temperatures,  
the wear increases and this effect is significant when 
temperatures rise over +100°C. For temperatures over 
+70°C an additional securing is required.
Application temperatures, page 49
Additional securing, page 49

Friction and wear
Similar to wear resistance, the coefficient of friction µ also 
changes with the surface speed and load (diagrams 04 
and 05).
Coefficient of friction and surfaces, page 47
Wear resistance, page 50

Shaft materials
The friction and wear are also dependent, to a large degree, 
on the shaft material. Shafts that are too smooth, increase 
both the coefficient of friction and the wear of the bearing. 
For iglidur® K a ground surface with an average surface 
finish Ra = 0.15 – 0.2µm is recommended. Diagram 06 
shows results of testing different shaft materials with plain 
bearings made from iglidur® K. It is important to notice 
that with increasing loads, the recommended hardness of 
the shaft increases. The "soft" shafts tend to wear more 
easily and thus increase the wear of the overall system, 
if the loads exceed 2MPa. The comparison of rotation 
and pivoting shows that the wear is almost identical at a 
pressure up to 5MPa. The higher the loads, the greater 
the difference (diagram 07).
Shaft materials, page 52

Installation tolerances
iglidur® K plain bearings are standard bearings for 
shafts with h tolerance (recommended minimum h9). 
The bearings are designed for press-fit into a housing 
machined to a H7 tolerance. After being assembled into a 
nominal size housing, in standard cases the inner diameter 
automatically adjusts to the E10 tolerances. For particular 
dimensions the tolerance differs depending on the wall 
thickness (please see product range table). In relation to 
the installation tolerance, the inner diameter changes with 
the absorption of humidity.
Testing methods, page 57

Chemicals Resistance
Alcohols + up to 0
Diluted acids 0 up to –
Diluted alkalines +
Fuels +
Greases, oils without additives +
Hydrocarbons +
Strong acids –
Strong alkalines 0

All information given at room temperature [+20°C]

Table 02: Chemical resistance

Chemical table, page 1636

Rotating Oscillating linear
long-term m/s 1.0 0.7 3.0
short-term m/s 2.0 1.4 4.0

Table 03: Maximum surface speeds

Dry Greases Oil Water
Coefficient of friction µ 0.06 – 0.21 0.09 0.04 0.04

Table 04: Coefficient of friction against steel (Ra = 1μm, 

50HRC)

Housing Plain bearing Shaft
Ø d1 [mm] H7 [mm] E10 [mm] h9 [mm]
0 – 3 +0.000 +0.010 +0.014 +0.054 –0.025 +0.000

> 3 – 6 +0.000 +0.012 +0.020 +0.068 –0.030 +0.000

> 6 – 10 +0.000 +0.015 +0.025 +0.083 –0.036 +0.000

> 10 – 18 +0.000 +0.018 +0.032 +0.102 –0.043 +0.000

> 18 – 30 +0.000 +0.021 +0.040 +0.124 –0.052 +0.000

> 30 – 50 +0.000 +0.025 +0.050 +0.150 –0.062 +0.000

> 50 – 80 +0.000 +0.030 +0.060 +0.180 –0.074 +0.000

> 80 – 120 +0.000 +0.035 +0.072 +0.212 –0.087 +0.000

> 120 – 180 +0.000 +0.040 +0.085 +0.245 –0.100 +0.000

Table 05: Important tolerances for plain bearings according 

to ISO 3547-1 after press-fit

iglidur® K
+170°C
50MPa

Bearing technology | Plain bearing | iglidur® K

3D CAD, finder and service life calculation ... www.igus.no/K
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Technical data

iglidur® K
+170°C
50MPa
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Diagram 02: Maximum recommended surface pressure as a 

function of temperature (50MPa at +20°C)
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Diagram 03: Deformation under pressure and temperature
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Diagram 04: Coefficient of friction as a function of the 

surface speed, p = 0.75MPa
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Diagram 07: Wear for oscillating and rotating applications 

with shaft material Cf53 hardened and ground steel, as a 

function of the load

Diagram 06: Wear, rotating with different shaft materials, 

pressure, p = 1MPa, v = 0.3m/s
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Diagram 05: Coefficient of friction as a function of the load, 

v = 0.01m/s

Diagram 01: Permissible pv values for iglidur® K plain 

bearings with a wall thickness of 1mm, dry operation against 

a steel shaft, at +20°C, mounted in a steel housing
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Lubrication-free made easy ... from stock ... no minimum order quantity
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Ordering note
Our prices are scaled according to order 
quantities, current prices can be found online.

No minimum order value.
No low-quantity surcharges.
Free shipping within Germany for orders 
above €150.

Discount scaling

Available from stock 
Detailed information about delivery time online. 
www.igus.no/24

Online ordering
Including delivery times, prices, online tools 
www.igus.no/K 1 – 9

10 – 24
25 – 49

50 – 99
100 – 199
200 – 499

500 – 999
1,000 – 2,499
2,500 – 4,999

Ordering note
Our prices are scaled according to order 
quantities, current prices can be found online.

No minimum order value.
No low-quantity surcharges.
Free shipping within Germany for orders 
above €150.

Discount scaling

Available from stock 
Detailed information about delivery time online. 
www.igus.no/24

Online ordering
Including delivery times, prices, online tools 
www.igus.no/K 1 – 9

10 – 24
25 – 49

50 – 99
100 – 199
200 – 499

500 – 999
1,000 – 2,499
2,500 – 4,999

d1 d1 d2 b1 Part No.
Tolerance3) h13

[mm] [mm] [mm]

6.0 +0.020 +0.068 8.0 6.0 KSM-0608-06
8.0

+0.025 +0.083
10.0 10.0 KSM-0810-10

10.0 12.0 10.0 KSM-1012-10
12.0

+0.032 +0.102
14.0 12.0 KSM-1214-12

16.0 18.0 15.0 KSM-1618-15
20.0 +0.040 +0.124 23.0 20.0 KSM-2023-20

iglidur® K
+170°C
50MPa

Bearing technology | Plain bearing | iglidur® K

2) Thickness < 0.6mm: Chamfer = 20°

3) After press-fit. Testing methods, page 57

Dimensions according to ISO 3547-1 and 
special dimensions

Sleeve bearing (form S)

Chamfer in relation to d1

0.5

30°

b1

f1

d2d1

30° 

3D CAD, finder and service life calculation ... www.igus.no/K

d1 [mm] Ø 1 – 6 Ø 6 – 12 Ø 12 – 30
f1 [mm] 0.3 0.5 0.8

Order example: KSM-0608-06 – no minimum order quantity.
K iglidur® material S Sleeve bearing M Metric 06 Inner Ø d1 08 Outer Ø d2 06 Total length b1

d1 d1 d2 d3 b1 b2 Part No.
Tolerance3) d133) h13 h13

[mm] [mm] [mm] [mm] [mm]

6.0 +0.020 +0.068 8.0 12.0 6.0 1.00 KFM-0608-06
8.0

+0.025 +0.083
10.0 15.0 10.0 1.00 KFM-0810-10

10.0 12.0 18.0 10.0 1.00 KFM-1012-10
12.0

+0.032 +0.102
14.0 20.0 12.0 1.00 KFM-1214-12

16.0 18.0 24.0 17.0 1.00 KFM-1618-17
20.0 +0.040 +0.124 23.0 30.0 21.5 1.50 KFM-2023-21

Order example: KFM-0608-06 – no minimum order quantity.
K iglidur® material F Flange bearing M Metric 06 Inner Ø d1 08 Outer Ø d2 06 Total length b1

3) After press-fit. Testing methods, page 57

iglidur® K
+170°C
50MPa

Bearing technology | Plain bearing | iglidur® K

Lubrication-free made easy ... from stock ... no minimum order quantity

2) Thickness < 0.6mm: Chamfer = 20°

Dimensions according to ISO 3547-1 and 
special dimensions

Flange bearing (form F)

Chamfer in relation to d1

b2

b1

r m
ax

. 0
.5

d3 d1

f1

30° 

d
2

d1 [mm] Ø 6 – 12 Ø 12 – 30
f1 [mm] 0.5 0.8



When to use it?
 ● When an economical universal bearing for high volumes is required
 ● For high, primarily static loads
 ● For low to medium speeds

Low-cost material for high-volume 
production
For applications with mainly static loads
iglidur® GLW

When not to use?
 ● When mechanical reaming of the bore is necessary
iglidur® M250

 ● For primarily dynamic loads
iglidur® G

 ● When the highest wear resistance is required
iglidur® W300

 ● When continuous operating temperatures are higher than +130°C
iglidur® K

 ● For underwater applications
iglidur® H2



151150

Low-cost material for high-volume production
For applications with mainly static loads 
iglidur® GLW plain bearings are preferred in applications with static load, where only occasional movement 
takes place.
● Applications with static loads
● Cost-effective
● Resistant to dirt
● Resistant to vibrations
● Lubrication-free
● Maintenance-free

Typical application areas
● Automation
● Automotive
● Industrial handling

Bearing technology | Plain bearing | iglidur® GLW

iglidur® GLW
+100°C
80MPa

3D CAD, finder and service life calculation ... www.igus.no/GLW

Online product finder 
www.igus.no/iglidur-finder

Online service life calculation 
www.igus.no/iglidur-expert

Ø  
  –  

Also available 
as:

Bar stock, 
round bar
Page 673

Bar stock, 
plate
Page 683

tribo-tape liner
Page 691

Piston rings
Page 581

Two hole 
flange  
bearings
Page 603

Moulded 
special parts
Page 624

igubal®  
spherical balls
Page 841

With plain bearings made from iglidur® GLW, we can offer 
our customers an alternative to iglidur® G for high-volume 
production applications. Featuring similar mechanical 
designed as iglidur® G, iglidur® GLW plain bearings are 
primarily recommended for static loads. With regard to 
these applications, in which the dynamic properties of 
iglidur® G to a large extent are unimportant, iglidur® GLW 
presents a cost-effective alternative.

Moisture absorption
Under standard climatic conditions, the moisture absorption  
of iglidur® GLW plain bearings is approximately 1.3% 
weight. The saturation limit in water is 5.5% weight. This 
must be taken into account for these types of applications.

Vacuum
In vacuum, any present moisture is released as vapour.

Radiation resistance
Plain bearings made from iglidur® GLW are resistant up to 
a radiation intensity of 3 · 10²Gy.

Resistance to weathering
iglidur® GLW plain bearings are resistant to weathering. 
The material properties are slightly affected. Discoloration 
occurs.

Mechanical properties
With increasing temperatures, the compressive strength of 
iglidur® GLW plain bearings decreases. Diagram 02 shows 
this inverse relationship. The maximum recommended 
surface pressure is a mechanical material parameter. No 
conclusions regarding the tribological properties can be 
drawn from this.
Diagram 03 shows the elastic deformation of iglidur® GLW 
at radial loads. At the maximum recommended surface 
pressure of 80MPa at room temperature the deformation 
is less than 3%. A plastic deformation can be negligible 
up to this value. It is however also dependent on the duty 
cycle of the load.
Surface pressure, page 41

iglidur® GLW
+100°C
80MPa

Lubrication-free made easy ... from stock ... no minimum order quantity

General properties Testing method

Density g/cm³ 1.36
Colour black
Max. moisture absorption at +23°C and 50% r.h. % weight 1.3 DIN 53495
Max. moisture absorption % weight 5.5
Coefficient of friction, dynamic, against steel µ 0.10 – 0.24
pv value, max. (dry) MPa · m/s 0.30
Mechanical properties
Flexural modulus MPa 7,700 DIN 53457
Flexural strength at +20°C MPa 235 DIN 53452
Compressive strength MPa 74
Max. recommended surface pressure (+20°C) MPa 80
Shore D hardness 78 DIN 53505
Physical and thermal properties
Max. application temperature long-term °C +100
Max. application temperature short-term °C +160
Min. application temperature °C –40
Thermal conductivity W/m · K 0.24 ASTM C 177
Coefficient of thermal expansion (at +23°C) K–1 · 10–5 17 DIN 53752
Electrical properties
Specific contact resistance Ωcm > 1011 DIN IEC 93
Surface resistance Ω > 1011 DIN 53482

Table 01: Material properties

Technical data

–40°C up to 
+100°C

80MPa

FOOD

Descriptive technical specifications

Wear resistance at +23°C – +

Wear resistance at +90°C – +

Wear resistance at +150°C – +

Low coefficient of friction – +

Low moisture absorption – +

Wear resistance under water – +

High media resistance – +

Resistant to edge pressures – +

Suitable for shock and impact loads – +

Resistant to dirt – +
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Permissible surface speeds
iglidur® GLW has been developed for low to medium 
surface speeds. During continuous operation, a maximum 
speed of 0.8m/s (rotating) or 2.5m/s (linear) is permissible.  
The maximum values shown in table 03 can only be 
achieved at low pressures. In practice, these values 
are rarely reached, due to the increasing temperatures 
approaching or exceeding the maximum permitted value.
Surface speed, page 44

Temperature
The ambient temperatures strongly influence the properties  
of plain bearings. Diagram 02 shows this inverse relationship.  
The wear rises with increasing temperatures. For temperatures 
over +80°C an additional securing is required.
Application temperatures, page 49
Additional securing, page 49

Friction and wear
Similar to wear resistance, the coefficient of friction µ also 
changes with the surface speed and load (diagrams 04 
and 05).
Coefficient of friction and surfaces, page 47
Wear resistance, page 50

Shaft materials
The friction and wear are also dependent, to a large 
degree, on the shaft material. Shafts that are too smooth, 
increase both the coefficient of friction and the wear of the 
bearing. For iglidur® GLW a ground surface with an average 
surface finish Ra = 0.1 – 0.2µm is recommended. Diagram 
06 shows results of testing different shaft materials with 
plain bearings made from iglidur® GLW. If the shaft material 
you plan on using is not shown in these test results, please 
contact us.
Shaft materials, page 52

Installation tolerances
iglidur® GLW plain bearings are standard bearings for 
shafts with h tolerance (recommended minimum h9). 
The bearings are designed for press-fit into a housing 
machined to a H7 tolerance. After being assembled into a 
nominal size housing, in standard cases the inner diameter 
automatically adjusts to the E10 tolerances. For particular 
dimensions the tolerance differs depending on the wall 
thickness (please see product range table).
Testing methods, page 57

Chemicals Resistance
Alcohols + up to 0
Diluted acids 0 up to –
Diluted alkalines +
Fuels +
Greases, oils without additives +
Hydrocarbons +
Strong acids –
Strong alkalines 0

All information given at room temperature [+20°C]

Table 02: Chemical resistance

Chemical table, page 1636

Rotating Oscillating linear
long-term m/s 0.8 0.6 2.5
short-term m/s 1.0 0.7 3.0

Table 03: Maximum surface speeds

Dry Greases Oil Water
Coefficient of friction µ 0.10 – 0.24 0.09 0.04 0.04

Table 04: Coefficient of friction against steel (Ra = 1μm, 

50HRC)

Housing Plain bearing Shaft
Ø d1 [mm] H7 [mm] E10 [mm] h9 [mm]
0 – 3 +0.000 +0.010 +0.014 +0.054 –0.025 +0.000

> 3 – 6 +0.000 +0.012 +0.020 +0.068 –0.030 +0.000

> 6 – 10 +0.000 +0.015 +0.025 +0.083 –0.036 +0.000

> 10 – 18 +0.000 +0.018 +0.032 +0.102 –0.043 +0.000

> 18 – 30 +0.000 +0.021 +0.040 +0.124 –0.052 +0.000

> 30 – 50 +0.000 +0.025 +0.050 +0.150 –0.062 +0.000

> 50 – 80 +0.000 +0.030 +0.060 +0.180 –0.074 +0.000

> 80 – 120 +0.000 +0.035 +0.072 +0.212 –0.087 +0.000

> 120 – 180 +0.000 +0.040 +0.085 +0.245 –0.100 +0.000

Table 05: Important tolerances for plain bearings according 

to ISO 3547-1 after press-fit

iglidur® GLW plain bearings are manufactured to special 
order. For high volume applications, please request iglidur® 
GLW plain bearings as an alternative to iglidur® G.

iglidur® GLW
+100°C
80MPa

Bearing technology | Plain bearing | iglidur® GLW

3D CAD, finder and service life calculation ... www.igus.no/GLW
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iglidur® GLW
+100°C
80MPa
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Diagram 02: Maximum recommended surface pressure as a 

function of temperature (80MPa at +20°C)
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Diagram 03: Deformation under pressure and temperature
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Diagram 04: Coefficient of friction as a function of the 

surface speed, p = 0.75MPa
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Diagram 06: Wear, rotating with different shaft materials, 

pressure, p = 1MPa, v = 0.3m/s
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Diagram 05: Coefficient of friction as a function of the load, 

v = 0.01m/s

Diagram 01: Permissible pv values for iglidur® GLW plain 

bearings with a wall thickness of 1mm, dry operation against 

a steel shaft, at +20°C, mounted in a steel housing
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Materials for long service life 

Every iglidur® plain bearing is naturally optimised for wear, but the materials in this group are characterised by very low 
rates of wear and therefore the ability to provide a long service life.
Besides the absolute service life and price level, they differ inter alia in terms of potential temperature and load ranges, 
and the suitability in conjunction with special shaft materials.

3D CAD, finder and service life calculation ... www.igus.no/J

iglidur® J
The versatile endurance runner

Temperature [°C] 123) +90 – +

Surface pressure [MPa] 124) 35 – +

Coefficient of friction [µ] 125) 0.16 – +

Wear [µm/km] 125) 0.29 – +

Price index – +

iglidur® W300
The classic endurance runner 
up to 30MPa

Temperature [°C] 123) +90 – +

Surface pressure [MPa] 124) 60 – +

Coefficient of friction [µ] 125) 0.18 – +

Wear [µm/km] 125) 0.33 – +

Price index – +

iglidur® J3
The new endurance runner:  
specialist for pivoting applications 
and pulsating loads

Temperature [°C] 123) +90 – +

Surface pressure [MPa] 124) 45 – +

Coefficient of friction [µ] 125) 0.13 – +

Wear [µm/km] 125) 0.07 – +

Price index – +

iglidur® J3B
Proven long-life material in black

Temperature [°C] 123) +90 – +

Surface pressure [MPa] 124) 44 – +

Coefficient of friction [µ] 125) 0.17 – +

Wear [µm/km] 125) 0.07 – +

Price index – +

iglidur® J350
Endurance runner with high  
dimensional stability at high 
temperatures

Temperature [°C] 123) +180 – +

Surface pressure [MPa] 124) 60 – +

Coefficient of friction [µ] 125) 0.16 – +

Wear [µm/km] 125) 1.14 – +

Price index – +

iglidur® J260
Ideal for plastic shafts

Temperature [°C] 123) +120 – +

Surface pressure [MPa] 124) 40 – +

Coefficient of friction [µ] 125) 0.16 – +

Wear [µm/km] 125) 0.11 – +

Price index – +

123) max. long-term application temperature  124) max. recommended surface pressure at +20°C  125) best combination for p = 1MPa, 

v = 0.3m/s, rotating

Online product finder 
www.igus.no/iglidur-finder

Online service life calculation 
www.igus.no/iglidur-expert

Endurance runner

iglidur® W360
Endurance runner up to +180°C

Temperature [°C] 123) +180 – +

Surface pressure [MPa] 124) 75 – +

Coefficient of friction [µ] 125) 0.07 – +

Wear [µm/km] 125) 0.24 – +

Price index – +

iglidur® L250
For fast rotating applications

Temperature [°C] 123) +90 – +

Surface pressure [MPa] 124) 45 – +

Coefficient of friction [µ] 125) 0.18 – +

Wear [µm/km] 125) 0.20 – +

Price index – +

iglidur® L350
For high rotational speeds

Temperature [°C] 123) +180 – +

Surface pressure [MPa] 124) 59 – +

Coefficient of friction [µ] 125) 0.12 – +

Wear [µm/km] 125) 1.50 – +

Price index – +

iglidur® L500
For extreme rotational speeds

Temperature [°C] 123) +250 – +

Surface pressure [MPa] 124) 70 – +

Coefficient of friction [µ] 125) 0.19 – +

Wear [µm/km] 125) 1.00 – +

Price index – +

iglidur® R
Low-cost

Temperature [°C] 123) +90 – +

Surface pressure [MPa] 124) 23 – +

Coefficient of friction [µ] 125) 0.20 – +

Wear [µm/km] 125) 0.95 – +

Price index – +

iglidur® D
Low-cost with silicone

Temperature [°C] 123) +90 – +

Surface pressure [MPa] 124) 23 – +

Coefficient of friction [µ] 125) 0.25 – +

Wear [µm/km] 125) 1.91 – +

iglidur® J200
Specialist for linear movement

Temperature [°C] 123) +90 – +

Surface pressure [MPa] 124) 23 – +

Coefficient of friction [µ] 125) 0.15 – +

Wear [µm/km] 125) 1.30 – +

Price index – +

iglidur® E7
Ideal for pivoting movement

Temperature [°C] 123) +70 – +

Surface pressure [MPa] 124) 18 – +

Coefficient of friction [µ] 125) 0.13 – +

Wear [µm/km] 125) 0.14 – +

Price index – +

Lubrication-free made easy ... from stock ... no minimum order quantity 
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When to use it?
 ● For high speeds
 ● When highest wear resistance at low to medium pressures is required
 ● Low wear against different shafts
 ● When a low coefficient of friction in dry operation is requested
 ● For vibration dampening
 ● When good chemical resistance is required
 ● For best performance with soft shaft materials
 ● Low moisture absorption

The versatile endurance runner
Wear resistance on (almost) all shafts, 
very low coefficient of friction
iglidur® J

When not to use?
 ● When high pressures occur
iglidur® G, iglidur® W300

 ● When short-term temperatures higher than +120°C occur
iglidur® G, iglidur® Z

 ● When a cost-effective plain bearing for occasional movements is necessary
iglidur® G
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The versatile endurance runner
Wear resistance on (almost) all shafts, very low 
coefficient of friction 
One main advantage of iglidur® J plain bearings is the combination of a low coefficient of friction in dry 
operation and the low stickslip tendency. With a maximum recommended surface pressure of 35MPa, 
iglidur® J plain bearings are not suitable for extreme loads.

●● Over 250 sizes available from stock
● High wear resistance
● Low coefficient of friction
● Vibration-dampening
● High chemical resistance
● Recommended for soft shafts
● Low moisture absorption

Typical application areas
● Automation
● Printing industry
● Beverage industry
● Aerospace engineering
● Cleanroom

Bearing technology | Plain bearing | iglidur® J

iglidur® J
+90°C
35MPa

3D CAD, finder and service life calculation ... www.igus.no/J

Online product finder 
www.igus.no/iglidur-finder

Online service life calculation 
www.igus.no/iglidur-expert

Ø  
1.5 – 
120.0mm

Descriptive technical specifications

Wear resistance at +23°C – +

Wear resistance at +90°C – +

Wear resistance at +150°C – +

Low coefficient of friction – +

Low moisture absorption – +

Wear resistance under water – +

High media resistance – +

Resistant to edge pressures – +

Suitable for shock and impact loads – +

Resistant to dirt – +

Also available 
as:

Bar stock, 
round bar
Page 674

Bar stock, 
plate
Page 684

tribo-tape liner
Page 691

Piston rings
Page 584

Two hole 
flange  
bearings
Page 603

Moulded 
special parts
Page 624

igubal®  
spherical balls
Page 848

One main advantage of iglidur® J plain bearings is the 
combination of a low coefficient of friction in dry operation 
and the low stickslip tendency.

Moisture absorption
Under standard climatic conditions, the moisture absorption 
of iglidur® J plain bearings is approximately 0.3% weight. 
The saturation limit in water is 1.3% weight. These values 
are so low that a moisture expansion need to be considered 
only in extreme cases.

Vacuum
In vacuum, any present moisture is released as vapour. 
Use in vacuum is only possible with dehumidified iglidur® J  
bearings.

Radiation resistance
Plain bearings made from iglidur® J are resistant up to a 
radiation intensity of 3 · 10²Gy.

Resistance to weathering
iglidur® J plain bearings are resistant to weathering. The 
material properties are slightly affected. Discoloration 
occurs.

Mechanical properties
With increasing temperatures, the compressive strength of 
iglidur® J plain bearings decreases. Diagram 02 shows this 
inverse relationship. However, at the long-term maximum 
temperature of +90°C the permissible surface pressure 
is around 20MPa. The maximum recommended surface 
pressure is a mechanical material parameter. No conclusions 
regarding the tribological properties can be drawn from this.
With a maximum recommended surface pressure of 
35MPa, iglidur® J plain bearings are not suitable for 
extreme loads. Diagram 03 shows the elastic deformation 
of iglidur® J at radial loads.
Surface pressure, page 41

iglidur® J
+90°C
35MPa

Lubrication-free made easy ... from stock ... no minimum order quantity

General properties Testing method

Density g/cm³ 1.49
Colour yellow
Max. moisture absorption at +23°C and 50% r.h. % weight 0.3 DIN 53495
Max. moisture absorption % weight 1.3
Coefficient of friction, dynamic, against steel µ 0.06 – 0.18
pv value, max. (dry) MPa · m/s 0.34
Mechanical properties
Flexural modulus MPa 2,400 DIN 53457
Flexural strength at +20°C MPa 73 DIN 53452
Compressive strength MPa 60
Max. recommended surface pressure (+20°C) MPa 35
Shore D hardness 74 DIN 53505
Physical and thermal properties
Max. application temperature long-term °C +90
Max. application temperature short-term °C +120
Min. application temperature °C –50
Thermal conductivity W/m · K 0.25 ASTM C 177
Coefficient of thermal expansion (at +23°C) K–1 · 10–5 10 DIN 53752
Electrical properties
Specific contact resistance Ωcm > 1013 DIN IEC 93
Surface resistance Ω > 1012 DIN 53482

Table 01: Material properties

Technical data

–50°C up to 
+90°C

35MPa

FOOD
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Permissible surface speeds
The low coefficient of friction and the very low stick 
slip tendency of iglidur® J plain bearings are particularly 
important at very low speeds. However, iglidur® J can also 
be used for high speeds of over 1m/s. In both cases the 
static friction is very low and stick slip does not occur. The 
maximum values shown in table 03 can only be achieved 
at low pressures. At the given speeds, friction can cause 
a temperature increase to maximum permissible levels. In 
practice, though, this level is rarely reached due to varying 
application conditions.
Surface speed, page 44

Temperature
iglidur® J plain bearings can be used between –50°C and 
+90°C; the short-term maximum permissible temperature 
is +120°C. Wear increases significantly at temperatures
above +80°C. For temperatures over +60°C an additional 
securing is required.
Application temperatures, page 49
Additional securing, page 49

Friction and wear
Similar to wear resistance, the coefficient of friction µ also 
changes with the surface speed and load (diagrams 04 
and 05).
Coefficient of friction and surfaces, page 47
Wear resistance, page 50

Shaft materials
The friction and wear are also dependent, to a large 
degree, on the shaft material. With increasing shaft surface 
finish, the coefficient of friction also increases. For iglidur® J  
a ground surface with an average surface finish Ra 
= 0.1 – 0.3µm is recommended. Diagrams 06 and 07 
show the test results of iglidur® J plain bearings running 
against various shaft materials. When compared to most 
iglidur® materials, iglidur® J plain bearings have very low 
wear results at low loads compared with all shaft materials 
tested. Also, for increasing loads up to 5MPa, the wear 
resistance of iglidur® J is excellent. If the shaft material you 
plan on using is not shown in these test results, please 
contact us.
Shaft materials, page 52

Installation tolerances
iglidur® J plain bearings are standard bearings for 
shafts with h tolerance (recommended minimum h9). 
The bearings are designed for press-fit into a housing 
machined to a H7 tolerance. After being assembled into a 
nominal size housing, in standard cases the inner diameter 
automatically adjusts to the E10 tolerances. For particular 
dimensions the tolerance differs depending on the wall 
thickness (please see product range table).
Testing methods, page 57

Chemicals Resistance
Alcohols +
Diluted acids 0 up to –
Diluted alkalines +
Fuels +
Greases, oils without additives +
Hydrocarbons +
Strong acids –
Strong alkalines + up to 0

All information given at room temperature [+20°C]

Table 02: Chemical resistance

Chemical table, page 1636

Rotating Oscillating linear
long-term m/s 1.5 1.1 8.0
short-term m/s 3.0 2.1 10.0

Table 03: Maximum surface speeds

Dry Greases Oil Water
Coefficient of friction µ 0.06 – 0.18 0.09 0.04 0.04

Table 04: Coefficient of friction against steel (Ra = 1μm, 

50HRC)

Housing Plain bearing Shaft
Ø d1 [mm] H7 [mm] E10 [mm] h9 [mm]
0 – 3 +0.000 +0.010 +0.014 +0.054 –0.025 +0.000

> 3 – 6 +0.000 +0.012 +0.020 +0.068 –0.030 +0.000

> 6 – 10 +0.000 +0.015 +0.025 +0.083 –0.036 +0.000

> 10 – 18 +0.000 +0.018 +0.032 +0.102 –0.043 +0.000

> 18 – 30 +0.000 +0.021 +0.040 +0.124 –0.052 +0.000

> 30 – 50 +0.000 +0.025 +0.050 +0.150 –0.062 +0.000

> 50 – 80 +0.000 +0.030 +0.060 +0.180 –0.074 +0.000

> 80 – 120 +0.000 +0.035 +0.072 +0.212 –0.087 +0.000

> 120 – 180 +0.000 +0.040 +0.085 +0.245 –0.100 +0.000

Table 05: Important tolerances for plain bearings according 

to ISO 3547-1 after press-fit

iglidur® J
+90°C
35MPa

Bearing technology | Plain bearing | iglidur® J

3D CAD, finder and service life calculation ... www.igus.no/J
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iglidur® J
+90°C
35MPa
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Diagram 02: Maximum recommended surface pressure as a 

function of temperature (35MPa at +20°C)
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Diagram 03: Deformation under pressure and temperature
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Diagram 04: Coefficient of friction as a function of the 

surface speed, p = 0.75MPa
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Diagram 07: Wear for rotating and oscillating applications 

with different shaft materials, p = 2MPa

Diagram 06: Wear, rotating with different shaft materials, 

pressure, p = 1MPa, v = 0.3m/s
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Diagram 05: Coefficient of friction as a function of the load, 

v = 0.01m/s

Diagram 01: Permissible pv values for iglidur® J plain 

bearings with a wall thickness of 1mm, dry operation against 

a steel shaft, at +20°C, mounted in a steel housing
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d1 d1 d2 b1 Part No.
Tolerance3) h13

[mm] [mm] [mm]

1.5 +0.014 
+0.054

4.0 2.0 JSM-0104-02
2.0 3.5 7.0 JSM-0203-07
2.0 +0.020 

+0.080
5.0 2.5 JSM-0205-02

2.5 6.0 2.5 JSM-0206-02
3.0 +0.014 

+0.054
4.5 5.0 JSM-0304-05

3.0 4.5 9.0 JSM-0304-09
3.0

+0.020 
+0.080

5.0 4.0 JSM-0305-04
3.0 7.0 14.0 JSM-0307-14
3.0 8.0 4.0 JSM-0308-04
3.0 8.0 5.0 JSM-0308-05
4.0

+0.020 
+0.068

5.5 4.0 JSM-0405-04
4.0 5.5 6.0 JSM-0405-06
4.0 5.5 8.0 JSM-0405-08
5.0 7.0 4.6 JSM-0507-046
5.0 7.0 5.0 JSM-0507-05
5.0 7.0 10.0 JSM-0507-10
5.0 7.0 14.0 JSM-0507-14

5.0
+0.020 
+0.080

7.0 15.0 JSM-0507-15

5.0
+0.030 
+0.105

8.0 5.0 JSM-0508-05

6.0

+0.010 
+0.058

7.0 3.0 JSM-0607-03
6.0 7.0 5.0 JSM-0607-05
6.0 7.0 8.0 JSM-0607-08
6.0 7.0 12.5 JSM-0607-12.5
6.0 7.0 14.0 JSM-0607-14
6.0

+0.020 
+0.068

8.0 4.3 JSM-0608-043
6.0 8.0 6.0 JSM-0608-06
6.0 8.0 8.0 JSM-0608-08

d1 d1 d2 b1 Part No.
Tolerance3) h13

[mm] [mm] [mm]

6.0
+0.020 
+0.068

8.0 10.0 JSM-0608-10

6.0 +0.030 
+0.105

9.0 6.0 JSM-0609-06
6.0 10.0 10.0 JSM-0610-10
7.0

+0.025 
+0.083

9.0 5.0 JSM-0709-05
7.0 9.0 7.0 JSM-0709-07
7.0 9.0 9.0 JSM-0709-09
7.0 9.0 12.5 JSM-0709-125
8.0 10.0 3.0 JSM-0810-03
8.0 10.0 4.0 JSM-0810-04
8.0 10.0 6.0 JSM-0810-06
8.0 10.0 8.0 JSM-0810-08
8.0 10.0 10.0 JSM-0810-10
8.0 10.0 12.0 JSM-0810-12
8.0 10.0 16.0 JSM-0810-16
8.0 +0.040 

+0.130
12.0 10.0 JSM-0812-10

8.0 12.0 12.0 JSM-0812-12
9.0

+0.025 
+0.083

11.0 10.0 JSM-0911-10
10.0 12.0 5.0 JSM-1012-05
10.0 12.0 6.0 JSM-1012-06
10.0 12.0 8.0 JSM-1012-08
10.0 12.0 10.0 JSM-1012-10
10.0 12.0 11.0 JSM-1012-11
10.0 12.0 12.0 JSM-1012-12
10.0 12.0 15.0 JSM-1012-15
10.0 12.0 20.0 JSM-1012-20
10.0 +0.040 

+0.130
14.0 10.0 JSM-1014-10

10.0 14.0 16.0 JSM-1014-16

iglidur® J
+90°C
35MPa

Bearing technology | Plain bearing | iglidur® J

2) Thickness < 0.6mm: Chamfer = 20°

Dimensions according to ISO 3547-1 and 
special dimensions

Sleeve bearing (form S)

0.5

30°

b1

f1

d2d1

30° 

Chamfer in relation to d1
d1 [mm] Ø 1 – 6 Ø 6 – 12 Ø 12 – 30 Ø > 30
f1 [mm] 0.3 0.5 0.8 1.2

3D CAD, finder and service life calculation ... www.igus.no/J

3) After press-fit. Testing methods, page 57

Order example: JSM-0104-02 – no minimum order quantity.
J iglidur® material S Sleeve bearing M Metric 01 Inner Ø d1 04 Outer Ø d2 02 Total length b1

d1 d1 d2 b1 Part No.
Tolerance3) h13

[mm] [mm] [mm]

12.0

+0.032 
+0.102

14.0 6.0 JSM-1214-06
12.0 14.0 8.0 JSM-1214-08
12.0 14.0 9.0 JSM-1214-09
12.0 14.0 10.0 JSM-1214-10
12.0 14.0 12.0 JSM-1214-12
12.0 14.0 15.0 JSM-1214-15
12.0 14.0 20.0 JSM-1214-20
12.0 +0.050 

+0.160
16.0 12.0 JSM-1216-12

12.0 16.0 17.0 JSM-1216-17
13.0

+0.032 
+0.102

15.0 10.0 JSM-1315-10
13.0 15.0 20.0 JSM-1315-20
13.0 16.0 18.5 JSM-1316-185
14.0 16.0 5.0 JSM-1416-05
14.0 16.0 8.0 JSM-1416-08
14.0 16.0 10.0 JSM-1416-10
14.0 16.0 15.0 JSM-1416-15
14.0 16.0 20.0 JSM-1416-20
14.0 16.0 25.0 JSM-1416-25
14.0 18.0 18.0 JSM-1418-18

14.0
+0.050 
+0.160

20.0 20.0 JSM-1420-20

15.0

+0.032 
+0.102

17.0 6.0 JSM-1517-06
15.0 17.0 10.0 JSM-1517-10
15.0 17.0 12.0 JSM-1517-12
15.0 17.0 15.0 JSM-1517-15
15.0 17.0 20.0 JSM-1517-20
15.0 17.0 25.0 JSM-1517-25
15.0 18.0 10.0 JSM-1518-10
16.0 18.0 10.0 JSM-1618-10
16.0 18.0 12.0 JSM-1618-12
16.0 18.0 15.0 JSM-1618-15
16.0 18.0 20.0 JSM-1618-20
16.0 18.0 25.0 JSM-1618-25
16.0

+0.050 
+0.160

20.0 16.0 JSM-1620-16
16.0 22.0 16.0 JSM-1622-16
16.0 22.0 20.0 JSM-1622-20
17.0

+0.032 
+0.102

19.0 6.0 JSM-1719-06
18.0 20.0 10.0 JSM-1820-10
18.0 20.0 15.0 JSM-1820-15
18.0 20.0 20.0 JSM-1820-20
18.0 20.0 25.0 JSM-1820-25
19.0 22.0 14.0 JSM-1922-14
20.0

+0.040 
+0.124

22.0 20.0 JSM-2022-20
20.0 22.0 30.0 JSM-2022-30
20.0 23.0 10.0 JSM-2023-10
20.0 23.0 15.0 JSM-2023-15
20.0 23.0 20.0 JSM-2023-20

d1 d1 d2 b1 Part No.
Tolerance3) h13

[mm] [mm] [mm]

20.0 +0.020 
+0.104

23.0 25.0 JSM-2023-25
20.0 23.0 30.0 JSM-2023-30
20.0

+0.065 
+0.195

26.0 6.0 JSM-2026-06
20.0 26.0 20.0 JSM-2026-20
20.0 26.0 25.0 JSM-2026-25
20.0 26.0 30.0 JSM-2026-30
21.0

+0.040 
+0.124

24.0 12.0 JSM-2124-12
22.0 25.0 15.0 JSM-2225-15
22.0 25.0 20.0 JSM-2225-20
22.0 25.0 25.0 JSM-2225-25
22.0 25.0 30.0 JSM-2225-30
23.0 26.0 12.0 JSM-2326-12
24.0 27.0 15.0 JSM-2427-15
24.0 27.0 20.0 JSM-2427-20
24.0 27.0 25.0 JSM-2427-25
24.0 27.0 30.0 JSM-2427-30
24.0 27.0 46.0 JSM-2427-46
25.0 28.0 12.0 JSM-2528-12
25.0 28.0 15.0 JSM-2528-15
25.0 28.0 20.0 JSM-2528-20
25.0 28.0 25.0 JSM-2528-25
25.0 28.0 30.0 JSM-2528-30
25.0 28.0 60.0 JSM-2528-60
25.0

+0.065 
+0.195

30.0 40.0 JSM-2530-40
25.0 32.0 25.0 JSM-2532-25
25.0 32.0 32.0 JSM-2532-32
25.0 32.0 35.0 JSM-2532-35
26.0 30.0 20.0 JSM-2630-20

27.0
+0.040 
+0.124

30.0 20.0 JSM-2730-20

28.0
+0.065 
+0.195

32.0 20.0 JSM-2832-20
28.0 32.0 25.0 JSM-2832-25
28.0 32.0 30.0 JSM-2832-30
30.0

+0.040 
+0.124

34.0 20.0 JSM-3034-20
30.0 34.0 25.0 JSM-3034-25
30.0 34.0 30.0 JSM-3034-30
30.0 34.0 40.0 JSM-3034-40

30.0
+0.065 
+0.195

38.0 40.0 JSM-3038-40

32.0

+0.050 
+0.150

36.0 20.0 JSM-3236-20
32.0 36.0 30.0 JSM-3236-30
32.0 36.0 40.0 JSM-3236-40
32.0 37.0 25.0 JSM-3237-25
32.0 38.0 50.0 JSM-3238-50
35.0 39.0 20.0 JSM-3539-20
35.0 39.0 30.0 JSM-3539-30
35.0 39.0 40.0 JSM-3539-40
35.0 39.0 50.0 JSM-3539-50

iglidur® J
+90°C
35MPa

Product range

Lubrication-free made easy ... from stock ... no minimum order quantity

3) After press-fit. Testing methods, page 57
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Ordering note
Our prices are scaled according to order 
quantities, current prices can be found online.

No minimum order value.
No low-quantity surcharges.
Free shipping within Germany for orders 
above €150.

Discount scaling

Available from stock 
Detailed information about delivery time online. 
www.igus.no/24

Online ordering
Including delivery times, prices, online tools 
www.igus.no/J 1 – 9

10 – 24
25 – 49

50 – 99
100 – 199
200 – 499

500 – 999
1,000 – 2,499
2,500 – 4,999

d1 d1 d2 b1 Part No.
Tolerance3) h13

[mm] [mm] [mm]

36.0

+0.050 
+0.150

40.0 45.0 JSM-3640-45
40.0 44.0 20.0 JSM-4044-20
40.0 44.0 30.0 JSM-4044-30
40.0 44.0 35.0 JSM-4044-35
40.0 44.0 40.0 JSM-4044-40
40.0 44.0 50.0 JSM-4044-50

42.0
+0.080 
+0.240

46.0 73.0 JSM-4246-73

45.0
+0.025 
+0.125

50.0 20.0 JSM-4550-20
45.0 50.0 30.0 JSM-4550-30
45.0 50.0 40.0 JSM-4550-40
45.0 50.0 50.0 JSM-4550-50

d1 d1 d2 b1 Part No.
Tolerance3) h13

[mm] [mm] [mm]

50.0

+0.050 
+0.150

55.0 20.0 JSM-5055-20
50.0 55.0 30.0 JSM-5055-30
50.0 55.0 40.0 JSM-5055-40
50.0 55.0 50.0 JSM-5055-50
50.0 55.0 60.0 JSM-5055-60
55.0

+0.060 
+0.180

60.0 60.0 JSM-5560-60
60.0 65.0 60.0 JSM-6065-60
65.0 70.0 50.0 JSM-6570-50
70.0 75.0 60.0 JSM-7075-60
75.0 80.0 60.0 JSM-7580-60
80.0 85.0 100.0 JSM-8085-100
80.0 86.0 60.0 JSM-8086-60
100.0 +0.072 

+0.212
105.0 100.0 JSM-100105-100

110.0 115.0 60.0 JSM-110115-60

iglidur® J
+90°C
35MPa

Bearing technology | Plain bearing | iglidur® J

3D CAD, finder and service life calculation ... www.igus.no/J

3) After press-fit. Testing methods, page 57

d1 d1 d2 d3 b1 b2 Part No.
Tolerance3) d133) h13 h13

[mm] [mm] [mm] [mm] [mm]

3.0
+0.014 
+0.054

4.5 7.5 3.0 0.75 JFM-0304-03
3.0 4.5 7.5 4.5 0.75 JFM-0304-045
3.0 4.5 7.5 5.0 0.75 JFM-0304-05

3.0
+0.020 
+0.080

6.0 9.0 10.0 1.50 JFM-0306-10

4.0

+0.020 
+0.068

5.5 9.5 3.0 0.75 JFM-0405-03
4.0 5.5 9.5 6.0 0.75 JFM-0405-06
5.0 6.0 10.0 5.0 0.50 JFM-0506-05
5.0 7.0 11.0 3.0 1.00 JFM-0507-03
5.0 7.0 11.0 5.0 1.00 JFM-0507-05
6.0 8.0 12.0 4.0 1.00 JFM-0608-04
6.0 8.0 12.0 6.0 1.00 JFM-0608-06
6.0 8.0 12.0 8.0 1.00 JFM-0608-08
6.0 8.0 12.0 10.0 1.00 JFM-0608-10

6.0
+0.030 
+0.105

10.0 14.0 10.0 2.00 JFM-0610-10

8.0

+0.025 
+0.083

10.0 15.0 3.8 1.00 JFM-0810-038
8.0 10.0 15.0 5.0 1.00 JFM-0810-05
8.0 10.0 15.0 6.0 1.00 JFM-0810-06
8.0 10.0 15.0 7.0 1.00 JFM-0810-07
8.0 10.0 15.0 8.0 1.00 JFM-0810-08
8.0 10.0 15.0 9.5 1.00 JFM-0810-09
8.0 10.0 15.0 10.0 1.00 JFM-0810-10
8.0 10.0 12.0 16.0 1.00 JFM-081012-16
8.0 10.0 12.5 10.0 1.00 JFM-0810125-10
8.0 10.0 14.0 10.0 1.00 JFM-081014-10
8.0 10.0 16.0 11.0 2.00 JFM-081016-11
8.0 12.0 16.0 6.0 2.00 JFM-0812-06

d1 d1 d2 d3 b1 b2 Part No.
Tolerance3) d133) h13 h13

[mm] [mm] [mm] [mm] [mm]

8.0

+0.025 
+0.083

12.0 16.0 9.0 2.00 JFM-0812-09
10.0 12.0 18.0 5.0 1.00 JFM-1012-05
10.0 12.0 18.0 7.0 1.00 JFM-1012-07
10.0 12.0 18.0 9.0 1.00 JFM-1012-09
10.0 12.0 18.0 10.0 1.00 JFM-1012-10
10.0 12.0 18.0 12.0 1.00 JFM-1012-12
10.0 12.0 18.0 15.0 1.00 JFM-1012-15
10.0 12.0 18.0 17.0 1.00 JFM-1012-17
10.0 12.0 18.0 18.0 1.00 JFM-1012-18
10.0 12.0 15.0 3.5 1.00 JFM-101215-035
10.0 14.0 17.5 14.0 1.00 JFM-1014-14
10.0 16.0 22.0 16.0 3.00 JFM-1016-16
11.0

+0.032 
+0.102

13.0 18.0 5.0 1.00 JFM-1113-05
12.0 14.0 20.0 4.0 1.00 JFM-1214-04
12.0 14.0 20.0 5.0 1.00 JFM-1214-05
12.0 14.0 20.0 7.0 1.00 JFM-1214-07
12.0 14.0 20.0 9.0 1.00 JFM-1214-09
12.0 14.0 20.0 12.0 1.00 JFM-1214-12
12.0 14.0 20.0 15.0 1.00 JFM-1214-15
12.0 14.0 20.0 17.0 1.00 JFM-1214-17
12.0 14.0 18.0 4.5 1.00 JFM-121418-045
12.0 14.0 18.0 10.0 1.00 JFM-121418-10
12.0

+0.050 
+0.160

18.0 24.0 8.0 3.00 JFM-1218-08
12.0 18.0 24.0 12.0 3.00 JFM-1218-12
12.0 18.0 22.0 20.0 3.00 JFM-1218-20
14.0

+0.032 
+0.102

16.0 22.0 3.0 1.00 JFM-1416-03
14.0 16.0 22.0 10.0 1.00 JFM-1416-10
14.0 16.0 22.0 12.0 1.00 JFM-1416-12

Chamfer in relation to d1
d1 [mm] Ø 1 – 6 Ø 6 – 12 Ø 12 – 30 Ø > 30
f1 [mm] 0.3 0.5 0.8 1.2

iglidur® J
+90°C
35MPa

Bearing technology | Plain bearing | iglidur® J

2) Thickness < 0.6mm: Chamfer = 20°

Dimensions according to ISO 3547-1 and 
special dimensions

Flange bearing (form F)

b2

b1

r m
ax

. 0
.5

d3 d1

f1

30° 

d
2

Lubrication-free made easy ... from stock ... no minimum order quantity

3) After press-fit. Testing methods, page 57

Order example: JFM-0304-03 – no minimum order quantity.
J iglidur® material F Flange bearing M Metric 03 Inner Ø d1 04 Outer Ø d2 03 Total length b1
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Ordering note
Our prices are scaled according to order 
quantities, current prices can be found online.

No minimum order value.
No low-quantity surcharges.
Free shipping within Germany for orders 
above €150.

Discount scaling

Available from stock 
Detailed information about delivery time online. 
www.igus.no/24

Online ordering
Including delivery times, prices, online tools 
www.igus.no/J

1 – 9
10 – 24
25 – 49

50 – 99
100 – 199
200 – 499

500 – 999
1,000 – 2,499
2,500 – 4,999

d1 d1 d2 d3 b1 b2 Part No.
Tolerance3) d133) h13 h13

[mm] [mm] [mm] [mm] [mm]

14.0

+0.032
+0.102

16.0 22.0 17.0 1.00 JFM-1416-17
14.0 18.0 22.0 20.0 2.00 JFM-141822-20
14.0 18.0 25.0 24.0 2.00 JFM-141825-24
15.0 17.0 23.0 4.0 1.00 JFM-1517-04
15.0 17.0 23.0 5.5 1.00 JFM-1517-055
15.0 17.0 23.0 9.0 1.00 JFM-1517-09
15.0 17.0 23.0 12.0 1.00 JFM-1517-12
15.0 17.0 23.0 17.0 1.00 JFM-1517-17

15.0
+0.050
+0.160

21.0 27.0 20.0 3.00 JFM-1521-20

16.0
+0.032
+0.102

18.0 24.0 6.0 1.00 JFM-1618-06
16.0 18.0 24.0 12.0 1.00 JFM-1618-12
16.0 18.0 24.0 16.0 1.00 JFM-1618-16
16.0 18.0 24.0 17.0 1.00 JFM-1618-17
16.0 +0.050 

+0.160
22.0 28.0 12.0 3.00 JFM-1622-12

16.0 22.0 28.0 15.0 3.00 JFM-1622-15
17.0

+0.032
+0.102

19.0 25.0 9.0 1.00 JFM-1719-09
17.0 19.0 25.0 21.0 1.00 JFM-1719-21
18.0 20.0 26.0 4.0 1.00 JFM-1820-04
18.0 20.0 26.0 12.0 1.00 JFM-1820-12
18.0 20.0 26.0 17.0 1.00 JFM-1820-17
18.0 20.0 26.0 22.0 1.00 JFM-1820-22
18.0 21.0 25.0 12.0 1.00 JFM-1821-12
19.0 22.0 26.0 23.0 1.00 JFM-1922-23
19.0 22.0 26.0 36.0 1.00 JFM-1922-36
20.0

+0.040
+0.124

23.0 30.0 11.5 1.50 JFM-2023-11
20.0 23.0 30.0 15.5 1.50 JFM-2023-15.5
20.0 23.0 30.0 16.5 1.50 JFM-2023-16
20.0 23.0 30.0 21.5 1.50 JFM-2023-21
20.0

+0.065
+0.195

26.0 32.0 15.0 3.00 JFM-2026-15
20.0 26.0 32.0 20.0 3.00 JFM-2026-20
20.0 26.0 32.0 25.0 3.00 JFM-2026-25
22.0

+0.040
+0.124

25.0 32.0 8.0 1.50 JFM-222532-08
24.0 30.0 36.0 30.0 3.00 JFM-2430-30
25.0 28.0 35.0 6.0 1.50 JFM-2528-06
25.0 28.0 35.0 11.5 1.50 JFM-2528-11
25.0 28.0 35.0 12.0 1.50 JFM-2528-12

d1 d1 d2 d3 b1 b2 Part No.
Tolerance3) d133) h13 h13

[mm] [mm] [mm] [mm] [mm]

25.0
+0.040
+0.124

28.0 35.0 14.5 1.50 JFM-2528-14.5
25.0 28.0 35.0 21.5 1.50 JFM-2528-21
25.0 28.0 39.0 5.0 1.50 JFM-252839-05
25.0 28.0 39.0 7.5 1.50 JFM-252839-075
25.0

+0.065
+0.195

32.0 38.0 20.0 4.00 JFM-2532-20
25.0 32.0 38.0 25.0 4.00 JFM-2532-25
28.0 32.0 35.0 7.0 2.00 JFM-283235-07
28.0

+0.040
+0.124

32.0 39.0 20.0 2.00 JFM-283239-20
30.0 32.0 40.0 12.0 1.00 JFM-303240-12
30.0 34.0 42.0 16.0 2.00 JFM-3034-16
30.0 34.0 42.0 20.0 2.00 JFM-3034-20
30.0 34.0 42.0 26.0 2.00 JFM-3034-26

30.0
+0.080
+0.240

38.0 44.0 20.0 4.00 JFM-3038-20

30.0 +0.065 
+0.195

38.0 44.0 30.0 4.00 JFM-3038-30
30.0 38.0 44.0 36.0 4.00 JFM-3038-36
35.0

+0.050
+0.150

39.0 47.0 12.0 2.00 JFM-3539-12
35.0 39.0 47.0 16.0 2.00 JFM-3539-16
35.0 39.0 47.0 26.0 2.00 JFM-3539-26
40.0 44.0 52.0 20.0 2.00 JFM-4044-20
40.0 44.0 52.0 30.0 2.00 JFM-4044-30
40.0 44.0 52.0 40.0 2.00 JFM-4044-40
45.0 50.0 58.0 12.0 2.00 JFM-4550-12
45.0 50.0 58.0 20.0 2.00 JFM-4550-20
45.0 50.0 58.0 50.0 2.00 JFM-4550-50
50.0 55.0 63.0 11.5 2.00 JFM-5055-115
50.0 55.0 63.0 50.0 2.00 JFM-5055-50
55.0

+0.060
+0.180

60.0 68.0 50.0 2.00 JFM-5560-50
60.0 65.0 73.0 37.0 2.00 JFM-6065-37
60.0 65.0 73.0 50.0 2.00 JFM-6065-50
60.0 70.0 78.0 60.0 2.00 JFM-6570-60
70.0 75.0 83.0 50.0 2.00 JFM-7075-50
90.0

+0.072
+0.212

95.0 103.0 100.0 2.50 JFM-9095-100
100.0 105.0 113.0 100.0 2.50 JFM-100105-100
110.0 115.0 123.0 100.0 2.50 JFM-110115-100
120.0 125.0 133.0 100.0 2.50 JFM-120125-100

iglidur® J
+90°C
35MPa

Bearing technology | Plain bearing | iglidur® J

3D CAD, finder and service life calculation ... www.igus.no/J

3) After press-fit. Testing methods, page 57

iglidur® J
+90°C
35MPa

d1 d2 d4 d5 h d6 s Part No.
+0.25 –0.25 –0.12

+0.12
+0.375
+0.125

+0.2/–0.2 +0.12 –0.05

[mm] [mm] [mm] [mm] [mm] [mm] [mm]

12 24 18 1.5 1 24 1.5 JTM-1224-015
12 34 4) 4) 1 34 1.5 JTM-1234-015
14 20 4) 4) 1 20 1.5 JTM-1420-015
20 36 28 3 1 36 1.5 JTM-2036-015
28 42 35 3 1 42 2 JTM-2842-020
30 39 4) 4) 1 39 1.5 JTM-3039-015
56 70 4) 4) 0.7 70 1 JTM-5670-010
139 188 4) 4) 1.5 188 2 JTM-139188-020

Order example: JTM-1224-015 – no minimum order quantity.
J iglidur® material T Thrust washer M Metric 12 Inner Ø d1 24 Outer Ø d2 015 Thickness s

4) Design without fixing hole

Bearing technology | Plain bearing | iglidur® J

Dimensions according to ISO 3547-1 and 
special dimensions

Thrust washer (form T)

d2

d1

s

d
5

d4

d6

h

Lubrication-free made easy ... from stock ... no minimum order quantity



When to use it?
 ● When especially high service life is necessary
 ● When low coefficient of dynamic friction and high wear resistance are required
 ● For use on 304 stainless steel shafts
 ● For harsh environments and rough shafts
 ● Dirt-resistant

The classic endurance runner  
up to 30MPa
Excellent wear resistance on (virtually) 
all shafts
iglidur® W300

When not to use?
 ● For high loads starting at 50MPa
iglidur® Q

 ● When continuous operating temperatures are higher than +90°C
iglidur® H, iglidur® X

 ● For very wet environments
iglidur® P

 ● When a cost-effective plain bearing is required
iglidur® G



173172

The classic endurance runner up to 30MPa
Excellent wear resistance on (virtually) all shafts 
iglidur® W300 gives excellent wear resistance, even in harsh environments or when used with rough shafts. 
Of all iglidur® materials, iglidur® W300 is the most resistant to these conditions.

●● Over 400 sizes available from stock
● Very long service life
● Low coefficient of friction
● Very wear-resistant
● Suitable for applications with soft shafts
● Lubrication-free
● Maintenance-free

Typical application areas
● Automation
● Printing industry
● Woodworking
● Mechatronics
● Test engineering and quality assurance

Bearing technology | Plain bearing | iglidur® W300

iglidur® W300
+90°C
60MPa

3D CAD, finder and service life calculation ... www.igus.no/W300

Online product finder 
www.igus.no/iglidur-finder

Online service life calculation 
www.igus.no/iglidur-expert

Ø  
2.0 – 
120.0mm

Also available 
as:

Bar stock, 
round bar
Page 674

Bar stock, 
plate
Page 683

tribo-tape liner
Page 691

Piston rings
Page 584

Two hole 
flange  
bearings
Page 603

Moulded 
special parts
Page 624

igubal®  
spherical balls
Page 845

iglidur® W300 gives excellent wear resistance, even in 
harsh environments or when used with rough shafts. This 
material is the most tolerant of these external effects out 
of all the iglidur® range.

Moisture absorption
Under standard climatic conditions, the moisture absorp-
tion of iglidur® W300 plain bearings is approximately 1.3% 
weight. The saturation limit in water is 6.5% weight. This 
must be taken into account for these types of applications.

Vacuum
In vacuum, any present moisture is released as vapour. 
The use in vacuum is only possible to a limited extent.

Radiation resistance
Plain bearings made from iglidur® W300 are resistant up 
to a radiation intensity of 3 · 10²Gy.

Resistance to weathering
iglidur® W300 plain bearings have limited resistance to 
weathering. The material properties are affected. Discoloration 
occurs. Practical tests under real application conditions 
are recommended.

Mechanical properties
With increasing temperatures, the compressive strength of 
iglidur® W300 plain bearings decreases. Diagram 02 shows 
this inverse relationship. The maximum recommended 
surface pressure is a mechanical material parameter. No 
conclusions regarding the tribological properties can be 
drawn from this.
iglidur® W300 presents a very high compressive strength 
in spite of its high elasticity. Diagram 03 shows the elastic 
deformation of iglidur® W300 at radial loads. At the 
maximum recommended surface pressure of 60MPa the 
deformation is less than 3%.
Surface pressure, page 41

iglidur® W300
+90°C
60MPa

Lubrication-free made easy ... from stock ... no minimum order quantity

General properties Testing method

Density g/cm³ 1.24
Colour yellow
Max. moisture absorption at +23°C and 50% r.h. % weight 1.3 DIN 53495
Max. moisture absorption % weight 6.5
Coefficient of friction, dynamic, against steel µ 0.08 – 0.23
pv value, max. (dry) MPa · m/s 0.23
Mechanical properties
Flexural modulus MPa 3,500 DIN 53457
Flexural strength at +20°C MPa 125 DIN 53452
Compressive strength MPa 61
Max. recommended surface pressure (+20°C) MPa 60
Shore D hardness 77 DIN 53505
Physical and thermal properties
Max. application temperature long-term °C +90
Max. application temperature short-term °C +180
Min. application temperature °C –40
Thermal conductivity W/m · K 0.24 ASTM C 177
Coefficient of thermal expansion (at +23°C) K–1 · 10–5 9 DIN 53752
Electrical properties
Specific contact resistance Ωcm > 1013 DIN IEC 93
Surface resistance Ω > 1012 DIN 53482

Table 01: Material properties

Technical data

–40°C up to 
+90°C

60MPa

FOOD

Descriptive technical specifications

Wear resistance at +23°C – +

Wear resistance at +90°C – +

Wear resistance at +150°C – +

Low coefficient of friction – +

Low moisture absorption – +

Wear resistance under water – +

High media resistance – +

Resistant to edge pressures – +

Suitable for shock and impact loads – +

Resistant to dirt – +
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Permissible surface speeds
Even at higher surface speeds, the coefficient of friction of 
iglidur® W300 plain bearings remains the same. In relation 
to other materials, somewhat higher surface speeds can 
be attained, for example, up to 1.5m/s rotating and up to 
6.0m/s linear. The wear remains low when used for long 
periods at high speeds, due to exceptional wear resistance. 
Relatively high speeds can be obtained with iglidur® W300 
bearings on hardened shafts with the recommended 
surface finish.
Surface speed, page 44

Temperature
iglidur® W300 plain bearings retain their exceptional wear 
resistance even up to the highest permissible application 
temperatures and at the same time resist becoming brittle 
at low temperatures. For temperatures over +60°C an 
additional securing is required.
Application temperatures, page 49
Additional securing, page 49

Friction and wear
Similar to wear resistance, the coefficient of friction μ 
also changes with the load. In contrast to other iglidur® 
materials, the coefficient of friction of iglidur® W300 remains 
consistently low at higher rotational speeds.
Coefficient of friction and surfaces, page 47
Wear resistance, page 50

Shaft materials
The friction and wear are also dependent, to a large 
degree, on the shaft material. Shafts that are too smooth, 
increase both the coefficient of friction and the wear of 
the bearing. Smooth shafts have the danger of stick slip. 
Squeaking as an effect of stick slip is usually the result of 
shafts that are too smooth. Shaft surface finish of 0.4 –  
0.5µm have proven to be the best. For iglidur® W300, the 
wear resistance is still excellent with this surface finish 
as the friction adopts the minimum value. Diagram 06 
shows results of testing different shafts. Hardened shafts 
are preferred for applications for higher loads. If the shaft 
material you plan on using is not shown in these test 
results, please contact us.
Shaft materials, page 52

Installation tolerances
iglidur® W300 plain bearings are standard bearings for 
shafts with h tolerance (recommended minimum h9). 
The bearings are designed for press-fit into a housing 
machined to a H7 tolerance. After being assembled into a 
nominal size housing, in standard cases the inner diameter 
automatically adjusts to the E10 tolerances. For particular 
dimensions the tolerance differs depending on the wall 
thickness (please see product range table).
Testing methods, page 57

Chemicals Resistance
Alcohols + up to 0
Diluted acids 0 up to –
Diluted alkalines +
Fuels +
Greases, oils without additives +
Hydrocarbons +
Strong acids –
Strong alkalines 0

All information given at room temperature [+20°C]

Table 02: Chemical resistance

Chemical table, page 1636

Rotating Oscillating linear
long-term m/s 1.0 0.7 4.0
short-term m/s 1.5 1.8 6.0

Table 03: Maximum surface speeds

Dry Greases Oil Water
Coefficient of friction µ 0.08 – 0.23 0.09 0.04 0.04

Table 04: Coefficient of friction against steel (Ra = 1μm, 

50HRC)

Housing Plain bearing Shaft
Ø d1 [mm] H7 [mm] E10 [mm] h9 [mm]
0 – 3 +0.000 +0.010 +0.014 +0.054 –0.025 +0.000

> 3 – 6 +0.000 +0.012 +0.020 +0.068 –0.030 +0.000

> 6 – 10 +0.000 +0.015 +0.025 +0.083 –0.036 +0.000

> 10 – 18 +0.000 +0.018 +0.032 +0.102 –0.043 +0.000

> 18 – 30 +0.000 +0.021 +0.040 +0.124 –0.052 +0.000

> 30 – 50 +0.000 +0.025 +0.050 +0.150 –0.062 +0.000

> 50 – 80 +0.000 +0.030 +0.060 +0.180 –0.074 +0.000

> 80 – 120 +0.000 +0.035 +0.072 +0.212 –0.087 +0.000

> 120 – 180 +0.000 +0.040 +0.085 +0.245 –0.100 +0.000

Table 05: Important tolerances for plain bearings according 

to ISO 3547-1 after press-fit

iglidur® W300
+90°C
60MPa

Bearing technology | Plain bearing | iglidur® W300

3D CAD, finder and service life calculation ... www.igus.no/W300
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Diagram 03: Deformation under pressure and temperature
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Diagram 04: Coefficient of friction as a function of the 

surface speed, p = 0.75MPa
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Diagram 07: Wear for oscillating and rotating applications 

with shaft material Cf53 hardened and ground steel, as a 

function of the load

Diagram 06: Wear, rotating with different shaft materials, 

pressure, p = 1MPa, v = 0.3m/s
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Diagram 05: Coefficient of friction as a function of the load, 

v = 0.01m/s

Diagram 01: Permissible pv values for iglidur® W300 plain 

bearings with a wall thickness of 1mm, dry operation against 

a steel shaft, at +20°C, mounted in a steel housing
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d1 d1 d2 b1 Part No.
Tolerance3) h13

[mm] [mm] [mm]

2.0

+0.014 
+0.054

3.5 3.0 WSM-0203-03
2.0 4.0 1.8 WSM-0204-018
2.5 4.0 3.0 WSM-0204-03
3.0 4.5 3.0 WSM-0304-03
3.0 4.5 5.0 WSM-0304-05
3.0 4.5 6.0 WSM-0304-06
4.0

+0.020 
+0.068

5.5 4.0 WSM-0405-04
4.0 5.5 6.0 WSM-0405-06
4.0 5.5 8.0 WSM-0405-08
4.0 5.5 10.0 WSM-0405-10
5.0 7.0 5.0 WSM-0507-05
5.0 7.0 8.0 WSM-0507-08
5.0 7.0 10.0 WSM-0507-10

6.0
+0.010 
+0.058

7.0 14.0 WSM-0607-14

6.0

+0.020 
+0.068

8.0 6.0 WSM-0608-06
6.0 8.0 8.0 WSM-0608-08
6.0 8.0 9.5 WSM-0608-09
6.0 8.0 10.0 WSM-0608-10
6.0 8.0 11.8 WSM-0608-11
6.0 8.0 13.8 WSM-0608-13
7.0

+0.025 
+0.083

9.0 9.0 WSM-0709-09
7.0 9.0 12.0 WSM-0709-12
7.0 9.0 12.5 WSM-0709-125
8.0 10.0 6.0 WSM-0810-06
8.0 10.0 8.0 WSM-0810-08
8.0 10.0 10.0 WSM-0810-10
8.0 10.0 12.0 WSM-0810-12
8.0 10.0 13.8 WSM-0810-13

d1 d1 d2 b1 Part No.
Tolerance3) h13

[mm] [mm] [mm]

8.0

+0.025 
+0.083

10.0 15.0 WSM-0810-15
8.0 10.0 16.0 WSM-0810-16
8.0 10.0 20.0 WSM-0810-20
8.0 10.0 21.0 WSM-0810-21
9.0 11.0 6.0 WSM-0911-06
10.0 12.0 4.0 WSM-1012-04
10.0 12.0 6.0 WSM-1012-06
10.0 12.0 8.0 WSM-1012-08
10.0 12.0 9.0 WSM-1012-09
10.0 12.0 10.0 WSM-1012-10
10.0 12.0 12.0 WSM-1012-12
10.0 12.0 15.0 WSM-1012-15
10.0 12.0 17.0 WSM-1012-17
10.0 12.0 20.0 WSM-1012-20
10.0 12.0 25.5 WSM-1012-25.5
11.0

+0.032 
+0.102

13.0 8.0 WSM-1113-08
12.0 14.0 4.0 WSM-1214-04
12.0 14.0 5.0 WSM-1214-05
12.0 14.0 6.0 WSM-1214-06
12.0 14.0 8.0 WSM-1214-08
12.0 14.0 10.0 WSM-1214-10
12.0 14.0 12.0 WSM-1214-12
12.0 14.0 15.0 WSM-1214-15
12.0 14.0 20.0 WSM-1214-20
12.0 14.0 25.0 WSM-1214-25
13.0 15.0 7.0 WSM-1315-07
13.0 15.0 10.0 WSM-1315-10
13.0 15.0 15.0 WSM-1315-15
13.0 15.0 20.0 WSM-1315-20

iglidur® W300
+90°C
60MPa

Bearing technology | Plain bearing | iglidur® W300

2) Thickness < 0.6mm: Chamfer = 20°

Dimensions according to ISO 3547-1 and 
special dimensions

Sleeve bearing (form S)

0.5

30°

b1

f1

d2d1

30° 

Chamfer in relation to d1
d1 [mm] Ø 1 – 6 Ø 6 – 12 Ø 12 – 30 Ø > 30
f1 [mm] 0.3 0.5 0.8 1.2

3D CAD, finder and service life calculation ... www.igus.no/W300

3) After press-fit. Testing methods, page 57

Order example: WSM-0203-03 – no minimum order quantity.
W300 iglidur® material S Sleeve bearing M Metric 02 Inner Ø d1 03 Outer Ø d2 03 Total length b1

d1 d1 d2 b1 Part No.
Tolerance3) h13

[mm] [mm] [mm]

14.0

+0.032 
+0.102

16.0 7.2 WSM-1416-07
14.0 16.0 10.0 WSM-1416-10
14.0 16.0 15.0 WSM-1416-15
14.0 16.0 20.0 WSM-1416-20
14.0 16.0 25.0 WSM-1416-25
14.0 16.0 33.0 WSM-1416-33
15.0 17.0 10.0 WSM-1517-10
15.0 17.0 15.0 WSM-1517-15
15.0 17.0 20.0 WSM-1517-20
15.0 17.0 25.0 WSM-1517-25
16.0 18.0 7.0 WSM-1618-07
16.0 18.0 8.0 WSM-1618-08
16.0 18.0 11.5 WSM-1618-11
16.0 18.0 12.0 WSM-1618-12
16.0 18.0 15.0 WSM-1618-15
16.0 18.0 20.0 WSM-1618-20
16.0 18.0 25.0 WSM-1618-25
16.0 18.0 30.0 WSM-1618-30
16.0 18.0 35.0 WSM-1618-35
16.0 18.0 45.0 WSM-1618-45
18.0 20.0 12.0 WSM-1820-12
18.0 20.0 15.0 WSM-1820-15
18.0 20.0 20.0 WSM-1820-20
18.0 20.0 25.0 WSM-1820-25
18.0 20.0 33.0 WSM-1820-33
18.0 20.0 35.0 WSM-1820-35
19.0

+0.040 
+0.124

22.0 28.0 WSM-1922-28
20.0 22.0 11.5 WSM-2022-11
20.0 22.0 12.0 WSM-2022-12
20.0 22.0 15.0 WSM-2022-15
20.0 22.0 20.0 WSM-2022-20
20.0 22.0 30.0 WSM-2022-30
20.0 23.0 8.0 WSM-2023-08
20.0 23.0 10.0 WSM-2023-10
20.0 23.0 12.0 WSM-2023-12
20.0 23.0 15.0 WSM-2023-15
20.0 23.0 20.0 WSM-2023-20
20.0 23.0 23.0 WSM-2023-23
20.0 23.0 25.0 WSM-2023-25
20.0 23.0 30.0 WSM-2023-30
22.0 24.0 15.0 WSM-2224-15
22.0 24.0 20.0 WSM-2224-20
22.0 24.0 30.0 WSM-2224-30
22.0 24.0 35.0 WSM-2224-35
22.0 24.0 45.0 WSM-2224-45
22.0 25.0 15.0 WSM-2225-15
22.0 25.0 20.0 WSM-2225-20
22.0 25.0 25.0 WSM-2225-25

d1 d1 d2 b1 Part No.
Tolerance3) h13

[mm] [mm] [mm]

22.0

+0.040 
+0.124

25.0 30.0 WSM-2225-30
24.0 27.0 15.0 WSM-2427-15
24.0 27.0 20.0 WSM-2427-20
24.0 27.0 25.0 WSM-2427-25
24.0 27.0 30.0 WSM-2427-30
25.0 28.0 12.0 WSM-2528-12
25.0 28.0 14.0 WSM-2528-14
25.0 28.0 15.0 WSM-2528-15
25.0 28.0 20.0 WSM-2528-20
25.0 28.0 25.0 WSM-2528-25
25.0 28.0 30.0 WSM-2528-30
25.0 28.0 50.0 WSM-2528-50
26.0 30.0 16.0 WSM-2630-16
26.0 30.0 25.0 WSM-2630-25
28.0 30.0 10.0 WSM-2830-10
28.0 31.0 10.0 WSM-2831-10
28.0 32.0 20.0 WSM-2832-20
28.0 32.0 25.0 WSM-2832-25
28.0 32.0 30.0 WSM-2832-30
30.0 34.0 16.0 WSM-3034-16
30.0 34.0 20.0 WSM-3034-20
30.0 34.0 24.0 WSM-3034-24
30.0 34.0 25.0 WSM-3034-25
30.0 34.0 30.0 WSM-3034-30
30.0 34.0 36.0 WSM-3034-36
30.0 34.0 38.0 WSM-3034-38
30.0 34.0 40.0 WSM-3034-40
30.0 34.0 45.0 WSM-3034-45
30.0 34.0 47.0 WSM-3034-47
32.0

+0.050 
+0.150

36.0 20.0 WSM-3236-20
32.0 36.0 25.0 WSM-3236-25
32.0 36.0 30.0 WSM-3236-30
32.0 36.0 40.0 WSM-3236-40
35.0 39.0 20.0 WSM-3539-20
35.0 39.0 30.0 WSM-3539-30
35.0 39.0 40.0 WSM-3539-40
35.0 39.0 50.0 WSM-3539-50
35.0 40.0 7.0 WSM-3540-07
40.0 44.0 20.0 WSM-4044-20
40.0 44.0 30.0 WSM-4044-30
40.0 44.0 40.0 WSM-4044-40
40.0 44.0 50.0 WSM-4044-50
45.0 50.0 20.0 WSM-4550-20
45.0 50.0 30.0 WSM-4550-30
45.0 50.0 40.0 WSM-4550-40
45.0 50.0 50.0 WSM-4550-50
50.0 55.0 20.0 WSM-5055-20
50.0 55.0 30.0 WSM-5055-30

iglidur® W300
+90°C
60MPa

Product range

Lubrication-free made easy ... from stock ... no minimum order quantity

3) After press-fit. Testing methods, page 57
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Ordering note
Our prices are scaled according to order 
quantities, current prices can be found online.

No minimum order value.
No low-quantity surcharges.
Free shipping within Germany for orders 
above €150.

Discount scaling

Available from stock 
Detailed information about delivery time online. 
www.igus.no/24

Online ordering
Including delivery times, prices, online tools 
www.igus.no/W300

1 – 9
10 – 24
25 – 49

50 – 99
100 – 199
200 – 499

500 – 999
1,000 – 2,499
2,500 – 4,999

d1 d1 d2 b1 Part No.
Tolerance3) h13

[mm] [mm] [mm]

50.0
+0.050 
+0.150

55.0 40.0 WSM-5055-40
50.0 55.0 50.0 WSM-5055-50
50.0 55.0 55.0 WSM-5055-55
50.0 55.0 60.0 WSM-5055-60
55.0

+0.060 
+0.180

60.0 40.0 WSM-5560-40
55.0 60.0 60.0 WSM-5560-60
60.0 65.0 30.0 WSM-6065-30
60.0 65.0 60.0 WSM-6065-60

d1 d1 d2 b1 Part No.
Tolerance3) h13

[mm] [mm] [mm]

65.0

+0.060 
+0.180

70.0 60.0 WSM-6570-60
70.0 75.0 60.0 WSM-7075-60
75.0 80.0 100.0 WSM-7580-100
80.0 85.0 100.0 WSM-8085-100
80.0 85.0 20.0 WSM-8085-20
90.0 +0.072 

+0.212
95.0 100.0 WSM-9095-100

100.0 105.0 100.0 WSM-100105-100

iglidur® W300
+90°C
60MPa

Bearing technology | Plain bearing | iglidur® W300

3D CAD, finder and service life calculation ... www.igus.no/W300

3) After press-fit. Testing methods, page 57

d1 d1 d2 d3 b1 b2 Part No.
Tolerance3) d133) h13 h13

[mm] [mm] [mm] [mm] [mm]

2.5
+0.014 
+0.054

4.0 6.5 3.0 0.75 WFM-0204-03
3.0 4.5 7.5 3.0 0.75 WFM-0304-03
3.0 4.5 7.5 5.0 0.75 WFM-0304-05
4.0

+0.020 
+0.068

5.5 9.5 3.0 0.75 WFM-0405-03
4.0 5.5 9.5 4.0 0.75 WFM-0405-04
4.0 5.5 9.5 6.0 0.75 WFM-0405-06

5.0
+0.010 
+0.040

6.0 10.0 8.0 0.50 WFM-0506-08

5.0

+0.020 
+0.068

7.0 11.0 4.0 1.00 WFM-0507-04
5.0 7.0 11.0 5.0 1.00 WFM-0507-05
6.0 8.0 12.0 4.0 1.00 WFM-0608-04
6.0 8.0 12.0 6.0 1.00 WFM-0608-06
6.0 8.0 12.0 8.0 1.00 WFM-0608-08
6.0 8.0 12.0 10.0 1.00 WFM-0608-10
6.0 8.0 12.0 15.0 1.00 WFM-0608-15
7.0

+0.025 
+0.083

9.0 15.0 10.0 1.00 WFM-0709-10
7.0 9.0 15.0 12.0 1.00 WFM-0709-12
8.0 10.0 15.0 2.7 1.00 WFM-0810-02
8.0 10.0 15.0 4.0 1.00 WFM-0810-04
8.0 10.0 15.0 5.5 1.00 WFM-0810-05
8.0 10.0 15.0 7.5 1.00 WFM-0810-07
8.0 10.0 15.0 9.5 1.00 WFM-0810-09
8.0 10.0 15.0 10.0 1.00 WFM-0810-10
8.0 10.0 15.0 23.0 1.00 WFM-0810-23
8.0 10.0 15.0 30.0 1.00 WFM-0810-30
8.0 10.0 15.0 5.0 1.00 WFM-081015-05
10.0 12.0 18.0 4.0 1.00 WFM-1012-04
10.0 12.0 18.0 5.0 1.00 WFM-1012-05

d1 d1 d2 d3 b1 b2 Part No.
Tolerance3) d133) h13 h13

[mm] [mm] [mm] [mm] [mm]

10.0

+0.025 
+0.083

12.0 18.0 6.0 1.00 WFM-1012-06
10.0 12.0 18.0 7.0 1.00 WFM-1012-07
10.0 12.0 18.0 9.0 1.00 WFM-1012-09
10.0 12.0 18.0 10.0 1.00 WFM-1012-10
10.0 12.0 18.0 12.0 1.00 WFM-1012-12
10.0 12.0 18.0 15.0 1.00 WFM-1012-15
10.0 12.0 18.0 17.0 1.00 WFM-1012-17
12.0

+0.032 
+0.102

14.0 20.0 4.0 1.00 WFM-1214-04
12.0 14.0 20.0 4.4 1.00 WFM-1214-044
12.0 14.0 20.0 6.0 1.00 WFM-1214-06
12.0 14.0 20.0 7.0 1.00 WFM-1214-07
12.0 14.0 20.0 9.0 1.00 WFM-1214-09
12.0 14.0 20.0 10.0 1.00 WFM-1214-10
12.0 14.0 20.0 11.0 1.00 WFM-1214-11
12.0 14.0 20.0 12.0 1.00 WFM-1214-12
12.0 14.0 20.0 15.0 1.00 WFM-1214-15
12.0 14.0 20.0 17.0 1.00 WFM-1214-17
12.0 14.0 20.0 20.0 1.00 WFM-1214-20
13.0 15.0 22.0 6.0 1.00 WFM-1315-06
14.0 16.0 22.0 4.0 1.00 WFM-1416-04
14.0 16.0 22.0 5.0 1.00 WFM-1416-05
14.0 16.0 22.0 8.0 1.00 WFM-1416-08
14.0 16.0 22.0 12.0 1.00 WFM-1416-12
14.0 16.0 22.0 17.0 1.00 WFM-1416-17
14.0 16.0 22.0 29.0 1.00 WFM-1416-29
15.0 17.0 23.0 9.0 1.00 WFM-1517-09
15.0 17.0 23.0 12.0 1.00 WFM-1517-12
15.0 17.0 23.0 17.0 1.00 WFM-1517-17

Chamfer in relation to d1
d1 [mm] Ø 1 – 6 Ø 6 – 12 Ø 12 – 30 Ø > 30
f1 [mm] 0.3 0.5 0.8 1.2

iglidur® W300
+90°C
60MPa

Bearing technology | Plain bearing | iglidur® W300

2) Thickness < 0.6mm: Chamfer = 20°

Dimensions according to ISO 3547-1 and 
special dimensions

Flange bearing (form F)

b2

b1

r m
ax

. 0
.5

d3 d1

f1

30° 

d
2

Lubrication-free made easy ... from stock ... no minimum order quantity

3) After press-fit. Testing methods, page 57

Order example: WFM-0204-03 – no minimum order quantity.
W300 iglidur® material F Flange bearing M Metric 02 Inner Ø d1 04 Outer Ø d2 03 Total length b1
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Ordering note
Our prices are scaled according to order 
quantities, current prices can be found online.

No minimum order value.
No low-quantity surcharges.
Free shipping within Germany for orders 
above €150.

Discount scaling

Available from stock 
Detailed information about delivery time online. 
www.igus.no/24

Online ordering
Including delivery times, prices, online tools 
www.igus.no/W300

1 – 9
10 – 24
25 – 49

50 – 99
100 – 199
200 – 499

500 – 999
1,000 – 2,499
2,500 – 4,999

d1 d1 d2 d3 b1 b2 Part No.
Tolerance3) d133) h13 h13

[mm] [mm] [mm] [mm] [mm]

15.0

+0.032
+0.102

17.0 23.0 20.0 1.00 WFM-1517-20
16.0 18.0 24.0 9.0 1.00 WFM-1618-09
16.0 18.0 24.0 12.0 1.00 WFM-1618-12
16.0 18.0 24.0 17.0 1.00 WFM-1618-17
17.0 19.0 25.0 12.0 1.00 WFM-1719-12
17.0 19.0 25.0 18.0 1.00 WFM-1719-18
17.0 19.0 25.0 25.0 1.00 WFM-1719-25
18.0 20.0 26.0 6.0 1.00 WFM-1820-06
18.0 20.0 26.0 12.0 1.00 WFM-1820-12
18.0 20.0 26.0 17.0 1.00 WFM-1820-17
18.0 20.0 26.0 22.0 1.00 WFM-1820-22
20.0

+0.040
+0.124

23.0 30.0 8.0 1.50 WFM-2023-08
20.0 23.0 30.0 8.5 1.50 WFM-2023-085
20.0 23.0 30.0 11.5 1.50 WFM-2023-11
20.0 23.0 30.0 14.5 1.50 WFM-2023-14
20.0 23.0 30.0 16.5 1.50 WFM-2023-16
20.0 23.0 30.0 21.5 1.50 WFM-2023-21
24.0 27.0 32.0 10.5 1.50 WFM-2427-10
25.0 28.0 35.0 11.5 1.50 WFM-2528-11
25.0 28.0 35.0 16.5 1.50 WFM-2528-16
25.0 28.0 35.0 21.5 1.50 WFM-2528-21
25.0 28.0 32.0 30.0 1.50 WFM-2528-30
25.0 28.0 31.0 13.5 1.50 WFM-252831-13
28.0 30.0 35.0 36.0 1.00 WFM-2830-36
30.0 34.0 42.0 10.0 2.00 WFM-3034-10

d1 d1 d2 d3 b1 b2 Part No.
Tolerance3) d133) h13 h13

[mm] [mm] [mm] [mm] [mm]

30.0
+0.040
+0.124

34.0 42.0 16.0 2.00 WFM-3034-16
30.0 34.0 42.0 26.0 2.00 WFM-3034-26
30.0 34.0 42.0 37.0 2.00 WFM-3034-37
32.0

+0.050
+0.150

36.0 40.0 16.0 2.00 WFM-3236-16
32.0 36.0 40.0 26.0 2.00 WFM-3236-26
35.0 39.0 47.0 9.0 2.00 WFM-3539-09
35.0 39.0 47.0 16.0 2.00 WFM-3539-16
35.0 39.0 47.0 26.0 2.00 WFM-3539-26
35.0 39.0 50.0 35.0 2.00 WFM-353950-35
38.0 42.0 50.0 22.0 2.00 WFM-3842-22
40.0 44.0 52.0 30.0 2.00 WFM-4044-30
40.0 44.0 52.0 40.0 2.00 WFM-4044-40
45.0 50.0 58.0 50.0 2.00 WFM-4550-50
50.0 55.0 63.0 40.0 2.00 WFM-5055-40
50.0 55.0 63.0 50.0 2.00 WFM-5055-50
55.0

+0.060
+0.180

60.0 68.0 60.0 2.00 WFM-5560-60
57.0 62.0 67.0 40.0 2.00 WFM-5762-40
60.0 65.0 73.0 60.0 2.00 WFM-6065-60
65.0 70.0 78.0 60.0 2.00 WFM-6570-60
70.0 75.0 83.0 100.0 2.50 WFM-7075-100
75.0 80.0 88.0 100.0 2.50 WFM-7580-100
80.0 85.0 93.0 100.0 2.50 WFM-8085-100
90.0

+0.072
+0.212

95.0 103.0 100.0 2.50 WFM-9095-100
100.0 105.0 113.0 100.0 2.50 WFM-100105-100
120.0 125.0 133.0 100.0 2.50 WFM-120125-100

iglidur® W300
+90°C
60MPa

Bearing technology | Plain bearing | iglidur® W300

3D CAD, finder and service life calculation ... www.igus.no/W300

3) After press-fit. Testing methods, page 57

iglidur® W300
+90°C
60MPa

d1 d2 d4 d5 h d6 s Part No.
+0.25 –0.25 –0.12

+0.12
+0.375
+0.125

+0.2/–0.2 +0.12 –0.05

[mm] [mm] [mm] [mm] [mm] [mm] [mm]

5 9.5 4) 4) 0.3 9.5 0.6 WTM-0509-006
6 20 13 1.5 1 20 1.5 WTM-0620-015
8 18 13 1.5 1 18 1.5 WTM-0818-015
10 18 4) 4) 0.7 18 1 WTM-1018-010
10 18 4) 4) 1 18 1.5 WTM-1018-015
12 24 18 1.5 1 24 1.5 WTM-1224-015
14 26 20 2 1 26 1.5 WTM-1426-015
15 24 19.5 1.5 1 24 1.5 WTM-1524-015
16 30 23 2 1 30 1.5 WTM-1630-015
18 32 25 2 1 32 1.5 WTM-1832-015
18 44 30 7 1 44 1.5 WTM-1844-015
20 36 28 3 1 36 1.5 WTM-2036-015
22 38 30 3 1 38 1.5 WTM-2238-015
24 42 33 3 1 42 1.5 WTM-2442-015
26 44 35 3 1 44 1.5 WTM-2644-015
28 40 38 4 1 48 1.5 WTM-2840-015
28 48 38 4 1 48 1.5 WTM-2848-015
32 54 43 4 1 54 1.5 WTM-3254-015
38 62 50 4 1 62 1.5 WTM-3862-015
42 66 54 4 1 66 1.5 WTM-4266-015
48 74 61 4 1.5 74 2 WTM-4874-020
52 78 65 4 1.5 78 2 WTM-5278-020
62 90 76 4 1.5 90 2 WTM-6290-020
82 110 4) 4) 1.5 110 2 WTM-82110-020
102 130 4) 4) 1.5 130 2 WTM-102130-020
120 150 4) 4) 1.5 150 2 WTM-120150-020

Order example: WTM-0509-006 – no minimum order quantity.
W300 iglidur® material T Thrust washer M Metric 05 Inner Ø d1 09 Outer Ø d2 006 Thickness s

4) Design without fixing hole

Bearing technology | Plain bearing | iglidur® W300

Dimensions according to ISO 3547-1 and 
special dimensions

Thrust washer (form T)

d2

d1

s

d
5

d4

d6

h

Lubrication-free made easy ... from stock ... no minimum order quantity



When to use it?
 ● When optimising wear resistance compared to iglidur® J
 ● When very low coefficients of friction in dry operation are required
 ● When high wear resistance at low loads is required
 ● When low moisture absorption is fundamental
 ● When good liquid media resistance is required

The new endurance runner:  
specialist for pivoting applications 
and pulsating loads
Up to 10MPa, up to three times more 
wear-resistant than iglidur® J
iglidur® J3

When not to use?
 ● When a wear-resistant plain bearing for linear motion is required
iglidur® J

 ● When continuous operating temperatures are higher than +90°C
iglidur® J260

 ● When radial surface pressure is higher than 45MPa
iglidur® W300
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The new endurance runner: specialist for 
pivoting applications and pulsating loads
Up to 10MPa, up to three times more  
wear-resistant than iglidur® J 
iglidur® J3 is a material with improved wear resistance at low to medium loads and high speed. The service 
life is up to 300% longer than iglidur® J – the proven top endurance runner material.
● Low coefficient of friction
● High media resistance
● Low moisture absorption
● PTFE-free
● Lubrication-free
● Maintenance-free

Typical application areas
● Automation
● Printing industry
● Beverage industry
● Glass industry
● Aerospace engineering

Bearing technology | Plain bearing | iglidur® J3

iglidur® J3
+90°C
45MPa

3D CAD, finder and service life calculation ... www.igus.no/J3

Online product finder 
www.igus.no/iglidur-finder

Online service life calculation 
www.igus.no/iglidur-expert

Ø  
2.0 – 50.0mm

Also available 
as:

Bar stock, 
round bar
Page 675

Bar stock, 
plate
Page 683

tribo-tape liner
Page 691

Piston rings
Page 584

Two hole 
flange  
bearings
Page 603

Moulded 
special parts
Page 624

igubal®  
spherical balls
Page 841

With respect to its general mechanical and thermal  
specifications, iglidur® J3 is directly comparable to our 
classic, iglidur® J.

Moisture absorption
Under standard climatic conditions, the moisture absorption 
of iglidur® J3 plain bearings is approximately 0.3% weight. 
The saturation limit in water is 1.3% weight. These values 
are so low that a moisture expansion need to be considered 
only in extreme cases.

Vacuum
In vacuum, any present moisture is released as vapour. Use 
in vacuum is only possible with dehumidified iglidur® J3  
bearings.

Radiation resistance
Resistant to radiation up to an intensity of 1 · 10⁴Gy.

Resistance to weathering
iglidur® J3 plain bearings are resistant to weathering. The 
material properties are slightly affected. Discoloration 
occurs.

Mechanical properties
With increasing temperatures, the compressive strength 
of iglidur® J3 plain bearings decreases. Diagram 02 shows 
this inverse relationship. The maximum recommended 
surface pressure is a mechanical material parameter. No 
conclusions regarding the tribological properties can be 
drawn from this.
Diagram 03 shows the elastic deformation of iglidur® J3 
at radial loads. At the maximum recommended surface 
pressure of 45MPa at room temperature the deformation 
is less than 6%. A possible deformation could be, among 
others, dependant on the duty cycle of the load.
Surface pressure, page 41

iglidur® J3
+90°C
45MPa

Lubrication-free made easy ... from stock ... no minimum order quantity

General properties Testing method

Density g/cm³ 1.42
Colour yellow
Max. moisture absorption at +23°C and 50% r.h. % weight 0.3 DIN 53495
Max. moisture absorption % weight 1.3
Coefficient of friction, dynamic, against steel µ 0.06 – 0.20
pv value, max. (dry) MPa · m/s 0.50
Mechanical properties
Flexural modulus MPa 2,700 DIN 53457
Flexural strength at +20°C MPa 70 DIN 53452
Compressive strength MPa 60
Max. recommended surface pressure (+20°C) MPa 45
Shore D hardness 73 DIN 53505
Physical and thermal properties
Max. application temperature long-term °C +90
Max. application temperature short-term °C +120
Min. application temperature °C –50
Thermal conductivity W/m · K 0.25 ASTM C 177
Coefficient of thermal expansion (at +23°C) K–1 · 10–5 13 DIN 53752
Electrical properties
Specific contact resistance Ωcm > 1012 DIN IEC 93
Surface resistance Ω > 1012 DIN 53482

Table 01: Material properties

Technical data

–50°C up to 
+90°C

45MPa

FOOD

Descriptive technical specifications

Wear resistance at +23°C – +

Wear resistance at +90°C – +

Wear resistance at +150°C – +

Low coefficient of friction – +

Low moisture absorption – +

Wear resistance under water – +

High media resistance – +

Resistant to edge pressures – +

Suitable for shock and impact loads – +

Resistant to dirt – +
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Permissible surface speeds
iglidur® J3 is also suitable for medium to high surface 
speeds. The maximum values shown in table 03 can only 
be achieved at low pressures. At the given speeds, friction 
can cause a temperature increase to maximum permissible 
levels. In practice, though, this level is rarely reached due 
to varying application conditions.
Surface speed, page 44

Temperature
The temperatures prevailing in the bearing system also have 
an influence on the wear. With increasing temperatures,  
the wear increases and this effect is significant when 
temperatures rise over +90°C. For temperatures over 
+60°C an additional securing is required.
Application temperatures, page 49
Additional securing, page 49

Friction and wear
Similar to wear resistance, the coefficient of friction µ also 
changes with the surface speed and load (diagrams 04 
and 05).
Coefficient of friction and surfaces, page 47
Wear resistance, page 50

Shaft materials
The friction and wear are also dependent, to a large degree, 
on the shaft material. Shafts that are too smooth, increase 
both the coefficient of friction and the wear of the bearing. 
For iglidur® J3 a ground surface with an average surface 
finish Ra = 0.1 – 0.3µm is recommended. The diagram 
06 shows that iglidur® J3 can be combined with various 
shaft materials. Diagram 07 shows rotating and pivoting 
applications in comparison. With higher load, the wear 
increases more for rotating than for pivoting movements.
Shaft materials, page 52

Installation tolerances
iglidur® J3 plain bearings are standard bearings for 
shafts with h tolerance (recommended minimum h9). 
The bearings are designed for press-fit into a housing 
machined to a H7 tolerance. After being assembled into a 
nominal size housing, in standard cases the inner diameter 
automatically adjusts to the E10 tolerances. For particular 
dimensions the tolerance differs depending on the wall 
thickness (please see product range table). In relation to 
the installation tolerance, the inner diameter changes with 
the absorption of humidity.
Testing methods, page 57

Chemicals Resistance
Alcohols +
Diluted acids 0 up to –
Diluted alkalines +
Fuels +
Greases, oils without additives +
Hydrocarbons +
Strong acids –
Strong alkalines + up to 0

All information given at room temperature [+20°C]

Table 02: Chemical resistance

Chemical table, page 1636

Rotating Oscillating linear
long-term m/s 1.5 1.1 8.0
short-term m/s 3.0 2.1 10.0

Table 03: Maximum surface speeds

Dry Greases Oil Water
Coefficient of friction µ 0.06 – 0.20 0.09 0.04 0.04

Table 04: Coefficient of friction against steel (Ra = 1μm, 

50HRC)

Housing Plain bearing Shaft
Ø d1 [mm] H7 [mm] E10 [mm] h9 [mm]
0 – 3 +0.000 +0.010 +0.014 +0.054 –0.025 +0.000

> 3 – 6 +0.000 +0.012 +0.020 +0.068 –0.030 +0.000

> 6 – 10 +0.000 +0.015 +0.025 +0.083 –0.036 +0.000

> 10 – 18 +0.000 +0.018 +0.032 +0.102 –0.043 +0.000

> 18 – 30 +0.000 +0.021 +0.040 +0.124 –0.052 +0.000

> 30 – 50 +0.000 +0.025 +0.050 +0.150 –0.062 +0.000

> 50 – 80 +0.000 +0.030 +0.060 +0.180 –0.074 +0.000

> 80 – 120 +0.000 +0.035 +0.072 +0.212 –0.087 +0.000

> 120 – 180 +0.000 +0.040 +0.085 +0.245 –0.100 +0.000

Table 05: Important tolerances for plain bearings according 

to ISO 3547-1 after press-fit

iglidur® J3
+90°C
45MPa

Bearing technology | Plain bearing | iglidur® J3

3D CAD, finder and service life calculation ... www.igus.no/J3
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iglidur® J3
+90°C
45MPa
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Diagram 02: Maximum recommended surface pressure as a 

function of temperature (45MPa at +20°C)
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Diagram 03: Deformation under pressure and temperature
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Diagram 04: Coefficient of friction as a function of the 

surface speed, p = 0.75MPa
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Diagram 07: Wear for oscillating and rotating applications 

with shaft material Cf53 hardened and ground steel, as a 

function of the load

Diagram 06: Wear, rotating with different shaft materials, 

pressure, p = 1MPa, v = 0.3m/s
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Diagram 05: Coefficient of friction as a function of the load, 

v = 0.01m/s

Diagram 01: Permissible pv values for iglidur® J3 plain 

bearings with a wall thickness of 1mm, dry operation against 

a steel shaft, at +20°C, mounted in a steel housing
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Ordering note
Our prices are scaled according to order 
quantities, current prices can be found online.

No minimum order value.
No low-quantity surcharges.
Free shipping within Germany for orders 
above €150.

Discount scaling

Available from stock 
Detailed information about delivery time online. 
www.igus.no/24

Online ordering
Including delivery times, prices, online tools 
www.igus.no/J3

1 – 9
10 – 24
25 – 49

50 – 99
100 – 199
200 – 499

500 – 999
1,000 – 2,499
2,500 – 4,999

d1 d1 d2 b1 Part No.
Tolerance3) h13

[mm] [mm] [mm]

3.0
+0.014 
+0.054

4.5 5.0 J3SM-0304-05

4.0

+0.020 
+0.068

5.5 4.0 J3SM-0405-04
4.0 5.5 6.0 J3SM-0405-06
5.0 7.0 5.0 J3SM-0507-05
5.0 7.0 10.0 J3SM-0507-10
6.0 8.0 6.0 J3SM-0608-06
6.0 8.0 8.0 J3SM-0608-08
6.0 8.0 10.0 J3SM-0608-10
8.0

+0.025 
+0.083

10.0 8.0 J3SM-0810-08
8.0 10.0 10.0 J3SM-0810-10
8.0 10.0 12.0 J3SM-0810-12
10.0 12.0 8.0 J3SM-1012-08
10.0 12.0 10.0 J3SM-1012-10
10.0 12.0 12.0 J3SM-1012-12
10.0 12.0 15.0 J3SM-1012-15
10.0 12.0 20.0 J3SM-1012-20
12.0

+0.032 
+0.102

14.0 10.0 J3SM-1214-10
12.0 14.0 12.0 J3SM-1214-12
12.0 14.0 15.0 J3SM-1214-15
12.0 14.0 20.0 J3SM-1214-20
13.0 15.0 10.0 J3SM-1315-10
13.0 15.0 20.0 J3SM-1315-20
14.0 16.0 15.0 J3SM-1416-15
14.0 16.0 20.0 J3SM-1416-20
14.0 16.0 25.0 J3SM-1416-25
15.0 17.0 15.0 J3SM-1517-15
15.0 17.0 20.0 J3SM-1517-20
15.0 17.0 25.0 J3SM-1517-25

d1 d1 d2 b1 Part No.
Tolerance3) h13

[mm] [mm] [mm]

15.0

+0.032 
+0.102

17.0 30.0 J3SM-1517-30
16.0 18.0 15.0 J3SM-1618-15
16.0 18.0 20.0 J3SM-1618-20
16.0 18.0 25.0 J3SM-1618-25
18.0 20.0 15.0 J3SM-1820-15
18.0 20.0 20.0 J3SM-1820-20
18.0 20.0 25.0 J3SM-1820-25
18.0 21.0 25.0 J3SM-1821-25
20.0

+0.040 
+0.124

23.0 10.0 J3SM-2023-10
20.0 23.0 15.0 J3SM-2023-15
20.0 23.0 20.0 J3SM-2023-20
20.0 23.0 25.0 J3SM-2023-25
20.0 23.0 30.0 J3SM-2023-30
22.0 25.0 15.0 J3SM-2225-15
22.0 25.0 20.0 J3SM-2225-20
22.0 25.0 25.0 J3SM-2225-25
22.0 25.0 30.0 J3SM-2225-30
24.0 27.0 15.0 J3SM-2427-15
24.0 27.0 20.0 J3SM-2427-20
24.0 27.0 25.0 J3SM-2427-25
24.0 27.0 30.0 J3SM-2427-30
25.0 28.0 15.0 J3SM-2528-15
25.0 28.0 20.0 J3SM-2528-20
25.0 28.0 25.0 J3SM-2528-25
25.0 28.0 30.0 J3SM-2528-30
28.0 32.0 20.0 J3SM-2832-20
28.0 32.0 25.0 J3SM-2832-25
28.0 32.0 30.0 J3SM-2832-30
30.0 34.0 20.0 J3SM-3034-20

iglidur® J3
+90°C
45MPa

Bearing technology | Plain bearing | iglidur® J3

2) Thickness < 0.6mm: Chamfer = 20°

Dimensions according to ISO 3547-1 and 
special dimensions

Sleeve bearing (form S)

0.5

30°

b1

f1

d2d1

30° 

Chamfer in relation to d1
d1 [mm] Ø 1 – 6 Ø 6 – 12 Ø 12 – 30 Ø > 30
f1 [mm] 0.3 0.5 0.8 1.2

3D CAD, finder and service life calculation ... www.igus.no/J3

3) After press-fit. Testing methods, page 57

Order example: J3SM-0304-05 – no minimum order quantity.
J3 iglidur® material S Sleeve bearing M Metric 03 Inner Ø d1 04 Outer Ø d2 05 Total length b1

d1 d1 d2 b1 Part No.
Tolerance3) h13

[mm] [mm] [mm]

30.0
+0.040 
+0.124

34.0 25.0 J3SM-3034-25
30.0 34.0 30.0 J3SM-3034-30
30.0 34.0 40.0 J3SM-3034-40
32.0

+0.050 
+0.150

36.0 20.0 J3SM-3236-20
32.0 36.0 30.0 J3SM-3236-30
32.0 36.0 40.0 J3SM-3236-40
35.0 39.0 20.0 J3SM-3539-20
35.0 39.0 30.0 J3SM-3539-30
35.0 39.0 40.0 J3SM-3539-40
35.0 39.0 50.0 J3SM-3539-50
40.0 44.0 20.0 J3SM-4044-20
40.0 44.0 30.0 J3SM-4044-30

d1 d1 d2 b1 Part No.
Tolerance3) h13

[mm] [mm] [mm]

40.0

+0.050 
+0.150

44.0 40.0 J3SM-4044-40
40.0 44.0 50.0 J3SM-4044-50
45.0 50.0 20.0 J3SM-4550-20
45.0 50.0 30.0 J3SM-4550-30
45.0 50.0 40.0 J3SM-4550-40
45.0 50.0 50.0 J3SM-4550-50
50.0 55.0 20.0 J3SM-5055-20
50.0 55.0 30.0 J3SM-5055-30
50.0 55.0 40.0 J3SM-5055-40
50.0 55.0 50.0 J3SM-5055-50
50.0 55.0 60.0 J3SM-5055-60

iglidur® J3
+90°C
45MPa

Product range

Lubrication-free made easy ... from stock ... no minimum order quantity

3) After press-fit. Testing methods, page 57
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d1 d1 d2 d3 b1 b2 Part No.
Tolerance3) d133) h13 h13

[mm] [mm] [mm] [mm] [mm]

2.0 +0.014
+0.054

3.5 5.0 5.0 0.75 J3FM-0203505-05
3.0 4.5 7.5 5.0 0.75 J3FM-0304-05
5.0

+0.020
+0.068

7.0 11.0 5.0 1.00 J3FM-0507-05
6.0 8.0 12.0 4.0 1.00 J3FM-0608-04
6.0 8.0 12.0 6.0 1.00 J3FM-0608-06
6.0 8.0 12.0 8.0 1.00 J3FM-0608-08
8.0

+0.025
+0.083

10.0 15.0 5.5 1.00 J3FM-0810-05
8.0 10.0 15.0 7.5 1.00 J3FM-0810-07
8.0 10.0 15.0 9.5 1.00 J3FM-0810-09
8.0 10.0 15.0 10.0 1.00 J3FM-0810-10
10.0 12.0 18.0 7.0 1.00 J3FM-1012-07
10.0 12.0 18.0 9.0 1.00 J3FM-1012-09
10.0 12.0 18.0 10.0 1.00 J3FM-1012-10
10.0 12.0 18.0 12.0 1.00 J3FM-1012-12
10.0 12.0 18.0 17.0 1.00 J3FM-1012-17
12.0

+0.032
+0.102

14.0 20.0 7.0 1.00 J3FM-1214-07
12.0 14.0 20.0 9.0 1.00 J3FM-1214-09
12.0 14.0 20.0 12.0 1.00 J3FM-1214-12
12.0 14.0 20.0 17.0 1.00 J3FM-1214-17
14.0 16.0 22.0 12.0 1.00 J3FM-1416-12
14.0 16.0 22.0 17.0 1.00 J3FM-1416-17

d1 d1 d2 d3 b1 b2 Part No.
Tolerance3) d133) h13 h13

[mm] [mm] [mm] [mm] [mm]

15.0

+0.032
+0.102

17.0 23.0 9.0 1.00 J3FM-1517-09
15.0 17.0 23.0 12.0 1.00 J3FM-1517-12
15.0 17.0 23.0 17.0 1.00 J3FM-1517-17
16.0 18.0 24.0 12.0 1.00 J3FM-1618-12
16.0 18.0 24.0 17.0 1.00 J3FM-1618-17
18.0

+0.040
+0.124

20.0 26.0 12.0 1.00 J3FM-1820-12
18.0 20.0 26.0 17.0 1.00 J3FM-1820-17
18.0 20.0 26.0 22.0 1.00 J3FM-1820-22
18.0 21.0 25.0 12.0 1.00 J3FM-1821-12
20.0 23.0 30.0 11.5 1.50 J3FM-2023-11
20.0 23.0 30.0 16.5 1.50 J3FM-2023-16
20.0 23.0 30.0 21.5 1.50 J3FM-2023-21
25.0 28.0 35.0 11.5 1.50 J3FM-2528-11
25.0 28.0 35.0 16.5 1.50 J3FM-2528-16
25.0 28.0 35.0 21.5 1.50 J3FM-2528-21
30.0 34.0 42.0 16.0 2.00 J3FM-3034-16
30.0 34.0 42.0 26.0 2.00 J3FM-3034-26
35.0

+0.050
+0.150

39.0 47.0 16.0 2.00 J3FM-3539-16
35.0 39.0 47.0 26.0 2.00 J3FM-3539-26
40.0 44.0 52.0 30.0 2.00 J3FM-4044-30
40.0 44.0 52.0 40.0 2.00 J3FM-4044-40
45.0 50.0 58.0 50.0 2.00 J3FM-4550-50

iglidur® J3
+90°C
45MPa

Bearing technology | Plain bearing | iglidur® J3

2) Thickness < 0.6mm: Chamfer = 20°

Dimensions according to ISO 3547-1 and 
special dimensions

Flange bearing (form F)

b2

b1

r m
ax

. 0
.5

d3 d1

f1

30° 

d
2

Chamfer in relation to d1
d1 [mm] Ø 1 – 6 Ø 6 – 12 Ø 12 – 30 Ø > 30
f1 [mm] 0.3 0.5 0.8 1.2

3D CAD, finder and service life calculation ... www.igus.no/J3

3) After press-fit. Testing methods, page 57

Order example: J3FM-0304-05 – no minimum order quantity.
J3 iglidur® material F Flange bearing M Metric 03 Inner Ø d1 04 Outer Ø d2 05 Total length b1

When to use it?
 ● When optimising wear resistance compared to iglidur® J
 ● When low moisture absorption is fundamental
 ● When good liquid media resistance is required
 ● When high wear resistance at low loads is required
 ● When very low coefficients of friction in dry operation are required

Proven long-life material in black
Wear-resistant endurance runner  
up to 10MPa
iglidur® J3B

When not to use?
 ● When a wear-resistant plain bearing for linear motion is required
iglidur® J

 ● When continuous operating temperatures are higher than +90°C
iglidur® J260

 ● When radial surface pressure is higher than 45MPa
iglidur® W300
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Proven long-life material in black
Wear-resistant endurance runner up to 10MPa 
The proven long-life material iglidur® J3 is now available in black as well. The endurance runner is a 
specialist for pivoting and pulsating loads and also media-resistant.
● Aesthetically suitable
● Low coefficient of friction
● Is especially long-lasting in the most varied of applications
● Low moisture absorption

Typical application areas
● Furniture industry
● Sports and leisure
● Two-wheel technology

Bearing technology | Plain bearing | iglidur® J3B

iglidur® J3B
+90°C
44MPa

3D CAD, finder and service life calculation ... www.igus.no/J3B

Online product finder 
www.igus.no/iglidur-finder

Online service life calculation 
www.igus.no/iglidur-expert

Ø  
6.0 – 20.0mm

Also available 
as:

Bar stock, 
round bar
Page 657

Bar stock, 
plate
Page 683

tribo-tape liner
Page 691

Piston rings
Page 581

Two hole 
flange  
bearings
Page 603

Moulded 
special parts
Page 624

igubal®  
spherical balls
Page 841

With respect to its general mechanical and thermal  
specifications, iglidur® J3B is directly comparable to our 
classic, iglidur® J.

Moisture absorption
Under standard climatic conditions, the moisture absorp-
tion of iglidur® J3B plain bearings is approximately 0.3% 
weight. The saturation limit in water is 1.3% weight. These 
values are so low that a moisture expansion need to be 
considered only in extreme cases.

Vacuum
In vacuum, any present moisture is released as vapour. Use 
in vacuum is only possible with dehumidified iglidur® J3B  
bearings.

Radiation resistance
Resistant to radiation up to an intensity of 3 · 10²Gy.

Resistance to weathering
iglidur® J3B plain bearings have not yet been tested for 
their resistance to weathering. Please consult igus® if 
you‘re planning to use them outdoors.

Mechanical properties
With increasing temperatures, the compressive strength of 
iglidur® J3B plain bearings decreases. Diagram 02 shows 
this inverse relationship. The maximum recommended 
surface pressure is a mechanical material parameter. No 
conclusions regarding the tribological properties can be 
drawn from this.
Diagram 03 shows the elastic deformation of iglidur® J3B 
at radial loads. At the maximum recommended surface 
pressure of 44MPa at room temperature the deformation 
is less than 6%. A possible deformation could be, among 
others, dependant on the duty cycle of the load.
Surface pressure, page 41

iglidur® J3B
+90°C
44MPa

Lubrication-free made easy ... from stock ... no minimum order quantity

General properties Testing method

Density g/cm³ 1.42
Colour black
Max. moisture absorption at +23°C and 50% r.h. % weight 0.3 DIN 53495
Max. moisture absorption % weight 1.3
Coefficient of friction, dynamic, against steel µ 0.08 – 0.17
pv value, max. (dry) MPa · m/s 0.50
Mechanical properties
Flexural modulus MPa 2,895 DIN 53457
Flexural strength at +20°C MPa 65 DIN 53452
Compressive strength MPa k. A.
Max. recommended surface pressure (+20°C) MPa 44
Shore D hardness 76 DIN 53505
Physical and thermal properties
Max. application temperature long-term °C +90
Max. application temperature short-term °C +110
Min. application temperature °C –50
Thermal conductivity W/m · K 0.30 ASTM C 177
Coefficient of thermal expansion (at +23°C) K–1 · 10–5 12.7 DIN 53752
Electrical properties
Specific contact resistance Ωcm > 1012 DIN IEC 93
Surface resistance Ω > 1012 DIN 53482

Table 01: Material properties

Technical data

–50°C up to 
+90°C

44MPa

FOOD

Descriptive technical specifications

Wear resistance at +23°C – +

Wear resistance at +90°C – +

Wear resistance at +150°C – +

Low coefficient of friction – +

Low moisture absorption – +

Wear resistance under water – +

High media resistance – +

Resistant to edge pressures – +

Suitable for shock and impact loads – +

Resistant to dirt – +
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Permissible surface speeds
iglidur® J3B is also suitable for medium to high surface 
speeds. The maximum values shown in table 03 can only 
be achieved at low pressures. At the given speeds, friction 
can cause a temperature increase to maximum permissible 
levels. In practice, though, this level is rarely reached due 
to varying application conditions.
Surface speed, page 44

Temperature
The temperatures prevailing in the bearing system also 
have an influence on the wear. For temperatures over 
+60°C an additional securing is required.
Application temperatures, page 49
Additional securing, page 49

Friction and wear
Similar to wear resistance, the coefficient of friction µ also 
changes with the surface speed and load (diagrams 04 
and 05).
Coefficient of friction and surfaces, page 47
Wear resistance, page 50

Shaft materials
The friction and wear are also dependent, to a large 
degree, on the shaft material. Shafts that are too smooth, 
increase both the coefficient of friction and the wear of the 
bearing. For iglidur® J3B a ground surface with an average 
surface finish Ra = 0.1 – 0.3µm is recommended. Diagram 
06 shows results of testing different shafts. Diagram 07 
shows rotating and pivoting applications in comparison. 
With higher load, the wear increases more for rotating than 
for pivoting movements.
Shaft materials, page 52

Installation tolerances
iglidur® J3B plain bearings are standard bearings for 
shafts with h tolerance (recommended minimum h9). 
The bearings are designed for press-fit into a housing 
machined to a H7 tolerance. After being assembled into a 
nominal size housing, in standard cases the inner diameter 
automatically adjusts to the E10 tolerances. For particular 
dimensions the tolerance differs depending on the wall 
thickness (please see product range table). In relation to 
the installation tolerance, the inner diameter changes with 
the absorption of humidity.
Testing methods, page 57

Chemicals Resistance
Alcohols +
Diluted acids 0 up to –
Diluted alkalines +
Fuels +
Greases, oils without additives +
Hydrocarbons +
Strong acids –
Strong alkalines + up to 0

All information given at room temperature [+20°C]

Table 02: Chemical resistance

Chemical table, page 1636

Rotating Oscillating linear
long-term m/s 1.5 1.1 8.0
short-term m/s 3.0 2.1 10.0

Table 03: Maximum surface speeds

Dry Greases Oil Water
Coefficient of friction µ 0.08 – 0.17 0.09 0.04 0.04

Table 04: Coefficient of friction against steel (Ra = 1μm, 

50HRC)

Housing Plain bearing Shaft
Ø d1 [mm] H7 [mm] E10 [mm] h9 [mm]
0 – 3 +0.000 +0.010 +0.014 +0.054 –0.025 +0.000

> 3 – 6 +0.000 +0.012 +0.020 +0.068 –0.030 +0.000

> 6 – 10 +0.000 +0.015 +0.025 +0.083 –0.036 +0.000

> 10 – 18 +0.000 +0.018 +0.032 +0.102 –0.043 +0.000

> 18 – 30 +0.000 +0.021 +0.040 +0.124 –0.052 +0.000

> 30 – 50 +0.000 +0.025 +0.050 +0.150 –0.062 +0.000

> 50 – 80 +0.000 +0.030 +0.060 +0.180 –0.074 +0.000

> 80 – 120 +0.000 +0.035 +0.072 +0.212 –0.087 +0.000

> 120 – 180 +0.000 +0.040 +0.085 +0.245 –0.100 +0.000

Table 05: Important tolerances for plain bearings according 

to ISO 3547-1 after press-fit

iglidur® J3B
+90°C
44MPa

Bearing technology | Plain bearing | iglidur® J3B

3D CAD, finder and service life calculation ... www.igus.no/J3B
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Technical data

iglidur® J3B
+90°C
44MPa
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Diagram 02: Maximum recommended surface pressure as a 

function of temperature (44MPa at +20°C)
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Diagram 03: Deformation under pressure and temperature
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Diagram 04: Coefficient of friction as a function of the 

surface speed, p = 0.75MPa
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Diagram 07: Wear for oscillating and rotating applications 

with shaft material Cf53 hardened and ground steel, as a 

function of the load

Diagram 06: Wear, rotating with different shaft materials, 

pressure, p = 1MPa, v = 0.3m/s
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Diagram 05: Coefficient of friction as a function of the 

pressure, v = 0.01m/s

Diagram 01: Permissible pv values for iglidur® J3B plain 

bearings with a wall thickness of 1mm, dry operation against 

a steel shaft, at +20°C, mounted in a steel housing
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Lubrication-free made easy ... from stock ... no minimum order quantity
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Ordering note
Our prices are scaled according to order 
quantities, current prices can be found online.

No minimum order value.
No low-quantity surcharges.
Free shipping within Germany for orders 
above €150.

Discount scaling

Available from stock 
Detailed information about delivery time online. 
www.igus.no/24

Online ordering
Including delivery times, prices, online tools 
www.igus.no/J3B

1 – 9
10 – 24
25 – 49

50 – 99
100 – 199
200 – 499

500 – 999
1,000 – 2,499
2,500 – 4,999

Ordering note
Our prices are scaled according to order 
quantities, current prices can be found online.

No minimum order value.
No low-quantity surcharges.
Free shipping within Germany for orders 
above €150.

Discount scaling

Available from stock 
Detailed information about delivery time online. 
www.igus.no/24

Online ordering
Including delivery times, prices, online tools 
www.igus.no/J3B

1 – 9
10 – 24
25 – 49

50 – 99
100 – 199
200 – 499

500 – 999
1,000 – 2,499
2,500 – 4,999

d1 d1 d2 b1 Part No.
Tolerance3) h13

[mm] [mm] [mm]

6.0 +0.020 +0.068 8.0 6.0 J3BSM-0608-06
8.0

+0.025 +0.083
10.0 10.0 J3BSM-0810-10

10.0 12.0 10.0 J3BSM-1012-10
12.0

+0.032 +0.102
14.0 12.0 J3BSM-1214-12

16.0 18.0 15.0 J3BSM-1618-15
20.0 +0.040 +0.124 23.0 20.0 J3BSM-2023-20

iglidur® J3B
+90°C
44MPa

Bearing technology | Plain bearing | iglidur® J3B

2) Thickness < 0.6mm: Chamfer = 20°

3) After press-fit. Testing methods, page 57

Dimensions according to ISO 3547-1 and 
special dimensions

Sleeve bearing (form S)

Chamfer in relation to d1

0.5

30°

b1

f1

d2d1

30° 

3D CAD, finder and service life calculation ... www.igus.no/J3B

d1 [mm] Ø 1 – 6 Ø 6 – 12 Ø 12 – 30
f1 [mm] 0.3 0.5 0.8

Order example: J3BSM-0608-06 – no minimum order quantity.
J3B iglidur® material S Sleeve bearing M Metric 06 Inner Ø d1 08 Outer Ø d2 06 Total length b1

d1 d1 d2 d3 b1 b2 Part No.
Tolerance3) d133) h13 h13

[mm] [mm] [mm] [mm] [mm]

6.0 +0.020 +0.068 8.0 12.0 8.0 1.00 J3BFM-0608-06
8.0

+0.025 +0.083
10.0 15.0 9.5 1.00 J3BFM-0810-10

10.0 12.0 18.0 9.0 1.00 J3BFM-1012-10
12.0

+0.032 +0.102
14.0 20.0 12.0 1.00 J3BFM-1214-12

16.0 18.0 24.0 17.0 1.00 J3BFM-1618-17
20.0 +0.040 +0.124 23.0 30.0 21.5 1.50 J3BFM-2023-21

Order example: J3BFM-0608-06 – no minimum order quantity.
J3B iglidur® material F Flange bearing M Metric 06 Inner Ø d1 08 Outer Ø d2 06 Total length b1

3) After press-fit. Testing methods, page 57

iglidur® J3B
+90°C
44MPa

Bearing technology | Plain bearing | iglidur® J3B

Lubrication-free made easy ... from stock ... no minimum order quantity

2) Thickness < 0.6mm: Chamfer = 20°

Dimensions according to ISO 3547-1 and 
special dimensions

Flange bearing (form F)

Chamfer in relation to d1

b2

b1

r m
ax

. 0
.5

d3 d1

f1

30° 

d
2

d1 [mm] Ø 1 – 6 Ø 6 – 12 Ø 12 – 30
f1 [mm] 0.3 0.5 0.8



When to use it?
 ● When a wear-resistant bearing for rotational movement at medium and high loads is required
 ● When a cost-effective plain bearing for high temperatures is required
 ● When press-fit up to +150°C is necessary
 ● When the bearing is exposed to shock loading

Endurance runner with high 
dimensional stability at high 
temperatures
Can be used with many kinds of shafts 
and loads
iglidur® J350

When not to use?
 ● When continuous operating temperatures are higher than +180°C
iglidur® X

 ● When the lowest friction is required
iglidur® J

 ● When a cost-effective plain bearing with low friction is required
iglidur® D, iglidur® R

 ● For high rotational speeds
iglidur® J
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Endurance runner with high dimensional 
stability at high temperatures
Can be used with many kinds of shafts and loads 
An outstanding plain bearing for rotating applications – and for a wide range of different shaft materials: 
with iglidur® J350 plain bearings, the service life can often be increased for applications between 2 and 
50MPa. In addition, the high temperature resistance makes it a very versatile material.
● Recommended for steel shafts
● Continuous operating temperatures up to +180°C
● Suitable for medium and high loads
● Suitable for rotating applications
● Lubrication-free
● Maintenance-free

Typical application areas
● Automation
● Mechanical engineering
● Automotive
● Glass industry

Bearing technology | Plain bearing | iglidur® J350

iglidur® J350
+180°C
60MPa

3D CAD, finder and service life calculation ... www.igus.no/J350

Online product finder 
www.igus.no/iglidur-finder

Online service life calculation 
www.igus.no/iglidur-expert

Ø  
4.0 – 50.0mm

Also available 
as:

Bar stock, 
round bar
Page 675

Bar stock, 
plate
Page 683

tribo-tape liner
Page 691

Piston rings
Page 584

Two hole 
flange  
bearings
Page 603

Moulded 
special parts
Page 624

igubal®  
spherical balls
Page 841

iglidur® J350 blends universally good wear resistance, 
flexibility and temperature resistance into a very versatile 
iglidur® material with a broad application spectrum.

Moisture absorption
The moisture absorption of iglidur® J350 is low and can be 
ignored when using standard plain bearings. Even when 
saturated with water, iglidur® J350 does not absorb more 
than 1.6% weight of water (by weight).

Vacuum
In vacuum, any present moisture is released as vapour. Use 
in vacuum is only possible with dehumidified iglidur® J350  
bearings.

Radiation resistance
Plain bearings made from iglidur® J350 are resistant up to 
a radiation intensity of 2 · 10²Gy.

Resistance to weathering
iglidur® J350 plain bearings are continuously resistant 
to weathering. The material properties are only slightly 
affected. Possible discolorations are only superficial.

Mechanical properties
With increasing temperatures, the compressive strength of 
iglidur® J350 plain bearings decreases. Diagram 02 shows 
this inverse relationship. The maximum recommended 
surface pressure is a mechanical material parameter. No 
conclusions regarding the tribological properties can be 
drawn from this.
iglidur® J350 plain bearings are adequate for medium and 
high loads. Diagram 03 shows the elastic deformation 
of iglidur® J350 at radial loads. It shows the material 
behaviour submitted to a short-term load. The ambient 
temperatures are only noticeable at 60MPa.
Surface pressure, page 41

iglidur® J350
+180°C
60MPa

Lubrication-free made easy ... from stock ... no minimum order quantity

 General properties Testing method

Density g/cm³ 1.44
Colour yellow
Max. moisture absorption at +23°C and 50% r.h. % weight 0.3 DIN 53495
Max. moisture absorption % weight 1.6
Coefficient of friction, dynamic, against steel µ 0.10 – 0.20
pv value, max. (dry) MPa · m/s 0.45
Mechanical properties
Flexural modulus MPa 2,000 DIN 53457
Flexural strength at +20°C MPa 55 DIN 53452
Compressive strength MPa 60
Max. recommended surface pressure (+20°C) MPa 60
Shore D hardness 80 DIN 53505
Physical and thermal properties
Max. application temperature long-term °C +180
Max. application temperature short-term °C +220
Min. application temperature °C –100
Thermal conductivity W/m · K 0.24 ASTM C 177
Coefficient of thermal expansion (at +23°C) K–1 · 10–5 7 DIN 53752
Electrical properties
Specific contact resistance Ωcm > 1013 DIN IEC 93
Surface resistance Ω > 1010 DIN 53482

Table 01: Material properties

Technical data

–100°C up to 
+180°C

60MPa

FOOD

Descriptive technical specifications

Wear resistance at +23°C – +

Wear resistance at +90°C – +

Wear resistance at +150°C – +

Low coefficient of friction – +

Low moisture absorption – +

Wear resistance under water – +

High media resistance – +

Resistant to edge pressures – +

Suitable for shock and impact loads – +

Resistant to dirt – +
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Permissible surface speeds
iglidur® J350 plain bearings are suitable for low and 
medium speeds in rotating and oscillating applications. 
The wear rates, however, are much better in the case 
of rotating applications. iglidur® J350 is also excellent for 
linear movements.
Surface speed, page 44

Temperature
The temperatures prevailing in the bearing system also have 
an influence on the wear. The wear-rate of iglidur® J350  
bearings changes very little at high temperatures. In some 
cases, wear even decreases at +100°C. For temperatures 
over +140°C an additional securing is required.
Application temperatures, page 49
Additional securing, page 49

Friction and wear
The coefficient of friction of iglidur® J350 in dry operation 
against steel is very good. They decrease significantly 
at higher surface speeds. This benefits the service life 
of the plain bearings in continuous operations with high 
surface speeds. Diagram 04 illustrates this relationship. 
Especially with loads higher than 2MPa, the iglidur® J350 
plain bearings are clearly superior to other bearings in 
rotating applications.
Coefficient of friction and surfaces, page 47
Wear resistance, page 50

Shaft materials
Diagrams 06 and 07 show the test results of iglidur® J350 
plain bearings running against various shaft materials. 
iglidur® J350 plain bearings can be combined with various 
shaft materials. One shaft – bearing combination stands out  
when looking at the wear results of the test: iglidur® J350 
with soft 304 stainless steel. Not many bearing materials 
are suitable for use with this rather difficult soft stainless 
steel material (304 stainless steel) and achieve good wear 
results. Also, good properties are reached with hard-anodised 
aluminium shafts. If the shaft material you plan on using is 
not shown in these test results, please contact us.
Shaft materials, page 52

Installation tolerances
iglidur® J350 plain bearings are standard bearings for 
shafts with h tolerance (recommended minimum h9). 
The bearings are designed for press-fit into a housing 
machined to a H7 tolerance. After being assembled into a 
nominal size housing, in standard cases the inner diameter 
automatically adjusts to the F10 tolerances. For particular 
dimensions the tolerance differs depending on the wall 
thickness (please see product range table).
Testing methods, page 57

Chemicals Resistance
Alcohols +
Diluted acids +
Diluted alkalines +
Fuels +
Greases, oils without additives +
Hydrocarbons + up to 0
Strong acids + up to 0
Strong alkalines +

All information given at room temperature [+20°C]

Table 02: Chemical resistance

Chemical table, page 1636

Rotating Oscillating linear
long-term m/s 1.3 1.0 4.0
short-term m/s 3.0 2.3 8.0

Table 03: Maximum surface speeds

Dry Greases Oil Water
Coefficient of friction µ 0.10 – 0.20 0.09 0.04 0.04

Table 04: Coefficient of friction against steel (Ra = 1μm, 

50HRC)

Housing Plain bearing Shaft
Ø d1 [mm] H7 [mm] F10 [mm] h9 [mm]
0 – 3 +0.000 +0.010 +0.006 +0.046 –0.025 +0.000

> 3 – 6 +0.000 +0.012 +0.010 +0.058 –0.030 +0.000

> 6 – 10 +0.000 +0.015 +0.013 +0.071 –0.036 +0.000

> 10 – 18 +0.000 +0.018 +0.016 +0.086 –0.043 +0.000

> 18 – 30 +0.000 +0.021 +0.020 +0.104 –0.052 +0.000

> 30 – 50 +0.000 +0.025 +0.025 +0.125 –0.062 +0.000

> 50 – 80 +0.000 +0.030 +0.030 +0.150 –0.074 +0.000

> 80 – 120 +0.000 +0.035 +0.036 +0.176 –0.087 +0.000

> 120 – 180 +0.000 +0.040 +0.043 +0.203 +0.000 +0.100

Table 05: Important tolerances for plain bearings according 

to ISO 3547-1 after press-fit

iglidur® J350
+180°C
60MPa

Bearing technology | Plain bearing | iglidur® J350

3D CAD, finder and service life calculation ... www.igus.no/J350
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Diagram 02: Maximum recommended surface pressure as a 

function of temperature (60MPa at +20°C)
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Diagram 03: Deformation under pressure and temperature
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Diagram 04: Coefficient of friction as a function of the 

surface speed, p = 1MPa
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Diagram 07: Wear, rotating with different shaft materials, 

pressure, p = 1MPa, v = 0.3m/s

Diagram 06: Coefficient of friction as a function of the shaft 

surface (Cf53 shaft)
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Diagram 05: Coefficient of friction as a function of the load, 

v = 0.01m/s

Diagram 01: Permissible pv values for iglidur® J350 plain 

bearings with a wall thickness of 1mm, dry operation against 

a steel shaft, at +20°C, mounted in a steel housing
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Ordering note
Our prices are scaled according to order 
quantities, current prices can be found online.

No minimum order value.
No low-quantity surcharges.
Free shipping within Germany for orders 
above €150.

Discount scaling

Available from stock 
Detailed information about delivery time online. 
www.igus.no/24

Online ordering
Including delivery times, prices, online tools 
www.igus.no/J350

1 – 9
10 – 24
25 – 49

50 – 99
100 – 199
200 – 499

500 – 999
1,000 – 2,499
2,500 – 4,999

d1 d1 d2 b1 Part No.
Tolerance3) h13

[mm] [mm] [mm]

4.0

+0.010 
+0.058

5.5 4.0 J350SM-0405-04
4.0 5.5 6.0 J350SM-0405-06
5.0 7.0 5.0 J350SM-0507-05
5.0 7.0 10.0 J350SM-0507-10
6.0 8.0 6.0 J350SM-0608-06
6.0 8.0 8.0 J350SM-0608-08
6.0 8.0 10.0 J350SM-0608-10
8.0

+0.013 
+0.071

10.0 8.0 J350SM-0810-08
8.0 10.0 10.0 J350SM-0810-10
8.0 10.0 12.0 J350SM-0810-12
10.0 12.0 8.0 J350SM-1012-08
10.0 12.0 10.0 J350SM-1012-10
10.0 12.0 12.0 J350SM-1012-12
10.0 12.0 15.0 J350SM-1012-15
10.0 12.0 20.0 J350SM-1012-20
12.0

+0.016 
+0.086

14.0 10.0 J350SM-1214-10
12.0 14.0 12.0 J350SM-1214-12
12.0 14.0 15.0 J350SM-1214-15
12.0 14.0 20.0 J350SM-1214-20
13.0 15.0 10.0 J350SM-1315-10
13.0 15.0 20.0 J350SM-1315-20
14.0 16.0 15.0 J350SM-1416-15
14.0 16.0 20.0 J350SM-1416-20
14.0 16.0 25.0 J350SM-1416-25
15.0 17.0 15.0 J350SM-1517-15
15.0 17.0 20.0 J350SM-1517-20
15.0 17.0 25.0 J350SM-1517-25
16.0 18.0 4.0 J350SM-1618-04
16.0 18.0 15.0 J350SM-1618-15

d1 d1 d2 b1 Part No.
Tolerance3) h13

[mm] [mm] [mm]

16.0

+0.016 
+0.086

18.0 20.0 J350SM-1618-20
16.0 18.0 25.0 J350SM-1618-25
18.0 20.0 15.0 J350SM-1820-15
18.0 20.0 20.0 J350SM-1820-20
18.0 20.0 25.0 J350SM-1820-25
20.0

+0.020 
+0.104

23.0 10.0 J350SM-2023-10
20.0 23.0 15.0 J350SM-2023-15
20.0 23.0 20.0 J350SM-2023-20
20.0 23.0 25.0 J350SM-2023-25
20.0 23.0 30.0 J350SM-2023-30
22.0 25.0 15.0 J350SM-2225-15
22.0 25.0 20.0 J350SM-2225-20
22.0 25.0 25.0 J350SM-2225-25
22.0 25.0 30.0 J350SM-2225-30
24.0 27.0 15.0 J350SM-2427-15
24.0 27.0 20.0 J350SM-2427-20
24.0 27.0 25.0 J350SM-2427-25
24.0 27.0 30.0 J350SM-2427-30
25.0 28.0 15.0 J350SM-2528-15
25.0 28.0 20.0 J350SM-2528-20
25.0 28.0 25.0 J350SM-2528-25
25.0 28.0 30.0 J350SM-2528-30
25.0 28.0 45.0 J350SM-2528-45
28.0 32.0 20.0 J350SM-2832-20
28.0 32.0 25.0 J350SM-2832-25
28.0 32.0 30.0 J350SM-2832-30
30.0 34.0 20.0 J350SM-3034-20
30.0 34.0 25.0 J350SM-3034-25
30.0 34.0 30.0 J350SM-3034-30

iglidur® J350
+180°C
60MPa

Bearing technology | Plain bearing | iglidur® J350

2) Thickness < 0.6mm: Chamfer = 20°

Dimensions according to ISO 3547-1 and 
special dimensions

Sleeve bearing (form S)

0.5

30°

b1

f1

d2d1

30° 

Chamfer in relation to d1
d1 [mm] Ø 1 – 6 Ø 6 – 12 Ø 12 – 30 Ø > 30
f1 [mm] 0.3 0.5 0.8 1.2

3D CAD, finder and service life calculation ... www.igus.no/J350

3) After press-fit. Testing methods, page 57

Order example: J350SM-0405-04 – no minimum order quantity.
J350 iglidur® material S Sleeve bearing M Metric 04 Inner Ø d1 05 Outer Ø d2 04 Total length b1

d1 d1 d2 b1 Part No.
Tolerance3) h13

[mm] [mm] [mm]

30.0
+0.020 
+0.104

34.0 40.0 J350SM-3034-40

32.0

+0.025 
+0.125

36.0 20.0 J350SM-3236-20
32.0 36.0 30.0 J350SM-3236-30
32.0 36.0 40.0 J350SM-3236-40
35.0 39.0 20.0 J350SM-3539-20
35.0 39.0 30.0 J350SM-3539-30
35.0 39.0 40.0 J350SM-3539-40
35.0 39.0 50.0 J350SM-3539-50
40.0 44.0 20.0 J350SM-4044-20
40.0 44.0 30.0 J350SM-4044-30

d1 d1 d2 b1 Part No.
Tolerance3) h13

[mm] [mm] [mm]

40.0

+0.025 
+0.125

44.0 40.0 J350SM-4044-40
40.0 44.0 50.0 J350SM-4044-50
45.0 50.0 20.0 J350SM-4550-20
45.0 50.0 30.0 J350SM-4550-30
45.0 50.0 40.0 J350SM-4550-40
45.0 50.0 50.0 J350SM-4550-50
50.0 55.0 20.0 J350SM-5055-20
50.0 55.0 30.0 J350SM-5055-30
50.0 55.0 40.0 J350SM-5055-40
50.0 55.0 50.0 J350SM-5055-50
50.0 55.0 60.0 J350SM-5055-60

iglidur® J350
+180°C
60MPa

Product range

Lubrication-free made easy ... from stock ... no minimum order quantity

3) After press-fit. Testing methods, page 57
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d1 d1 d2 d3 b1 b2 Part No.
Tolerance3) d133) h13 h13

[mm] [mm] [mm] [mm] [mm]

6.0
+0.010
+0.058

8.0 12.0 4.0 1.00 J350FM-0608-04
6.0 8.0 12.0 6.0 1.00 J350FM-0608-06
6.0 8.0 12.0 8.0 1.00 J350FM-0608-08
8.0

+0.013
+0.071

10.0 15.0 5.5 1.00 J350FM-0810-05
8.0 10.0 15.0 7.5 1.00 J350FM-0810-07
8.0 10.0 15.0 9.5 1.00 J350FM-0810-09
8.0 10.0 15.0 10.0 1.00 J350FM-0810-10
10.0 12.0 18.0 7.0 1.00 J350FM-1012-07
10.0 12.0 18.0 9.0 1.00 J350FM-1012-09
10.0 12.0 18.0 10.0 1.00 J350FM-1012-10
10.0 12.0 18.0 12.0 1.00 J350FM-1012-12
10.0 12.0 18.0 17.0 1.00 J350FM-1012-17
12.0

+0.016
+0.086

14.0 20.0 7.0 1.00 J350FM-1214-07
12.0 14.0 20.0 9.0 1.00 J350FM-1214-09
12.0 14.0 20.0 12.0 1.00 J350FM-1214-12
12.0 14.0 20.0 17.0 1.00 J350FM-1214-17
14.0 16.0 22.0 12.0 1.00 J350FM-1416-12
14.0 16.0 22.0 17.0 1.00 J350FM-1416-17
15.0 17.0 23.0 9.0 1.00 J350FM-1517-09
15.0 17.0 23.0 12.0 1.00 J350FM-1517-12
15.0 17.0 23.0 17.0 1.00 J350FM-1517-17

d1 d1 d2 d3 b1 b2 Part No.
Tolerance3) d133) h13 h13

[mm] [mm] [mm] [mm] [mm]

16.0

+0.016
+0.086

18.0 24.0 12.0 1.00 J350FM-1618-12
16.0 18.0 24.0 17.0 1.00 J350FM-1618-17
18.0 20.0 26.0 12.0 1.00 J350FM-1820-12
18.0 20.0 26.0 17.0 1.00 J350FM-1820-17
18.0 20.0 26.0 22.0 1.00 J350FM-1820-22
20.0

+0.020
+0.104

23.0 30.0 11.5 1.50 J350FM-2023-11
20.0 23.0 30.0 16.5 1.50 J350FM-2023-16
20.0 23.0 30.0 21.5 1.50 J350FM-2023-21
25.0 28.0 35.0 11.5 1.50 J350FM-2528-11
25.0 28.0 35.0 16.5 1.50 J350FM-2528-16
25.0 28.0 35.0 21.5 1.50 J350FM-2528-21
30.0 34.0 42.0 16.0 2.00 J350FM-3034-16
30.0 34.0 42.0 22.0 2.00 J350FM-3034-22
30.0 34.0 42.0 26.0 2.00 J350FM-3034-26
30.0 34.0 42.0 37.0 2.00 J350FM-3034-37
35.0

+0.025
+0.125

39.0 47.0 16.0 2.00 J350FM-3539-16
35.0 39.0 47.0 26.0 2.00 J350FM-3539-26
40.0 44.0 52.0 30.0 2.00 J350FM-4044-30
40.0 44.0 52.0 40.0 2.00 J350FM-4044-40
45.0 50.0 58.0 50.0 2.00 J350FM-4550-50

iglidur® J350
+180°C
60MPa

Bearing technology | Plain bearing | iglidur® J350

2) Thickness < 0.6mm: Chamfer = 20°

Dimensions according to ISO 3547-1 and 
special dimensions

Flange bearing (form F)

b2

b1

r m
ax

. 0
.5

d3 d1

f1

30° 

d
2

Chamfer in relation to d1
d1 [mm] Ø 1 – 6 Ø 6 – 12 Ø 12 – 30 Ø > 30
f1 [mm] 0.3 0.5 0.8 1.2

3D CAD, finder and service life calculation ... www.igus.no/J350

3) After press-fit. Testing methods, page 57

Order example: J350FM-0608-04 – no minimum order quantity.
J350 iglidur® material F Flange bearing M Metric 06 Inner Ø d1 08 Outer Ø d2 04 Total length b1

When to use it?
 ● When polymer shafts are used
 ● When the temperature rating of iglidur® J is not sufficient
 ● When a plain bearing with low coefficient of friction is required
 ● When high wear resistance is required at medium loads
 ● When good liquid media resistance is required

Ideal for plastic shafts
Wear-resistant at medium temperatures 
and loads
iglidur® J260

When not to use?
 ● When high surface pressures occur
iglidur® Z

 ● When continuous operating temperatures are higher than +120°C
iglidur® J350

 ● When universal wear resistance is required
iglidur® J
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Ideal for plastic shafts
Wear-resistant at medium temperatures and loads 
Time and again the iglidur® J260 material proves its worth where the maximum service life and best 
coefficient of friction are required under special application conditions – particularly in connection with 
plastic shafts!
● For low and medium loads
● High media resistance
● Slightly higher temperature rating than iglidur® J
● Long service life - even on polymer shafts and other special cases

Typical application areas
● Automation
● Plant construction
● Test engineering and quality assurance
● Robotics industry
● Electronics industry

Bearing technology | Plain bearing | iglidur® J260

iglidur® J260
+120°C
40MPa

3D CAD, finder and service life calculation ... www.igus.no/J260

Online product finder 
www.igus.no/iglidur-finder

Online service life calculation 
www.igus.no/iglidur-expert

Ø  
6.0 – 20.0mm

Also available 
as:

Bar stock, 
round bar
Page 676

Bar stock, 
plate
Page 683

tribo-tape liner
Page 691

Piston rings
Page 581

Two hole 
flange  
bearings
Page 603

Moulded 
special parts
Page 624

igubal®  
spherical balls
Page 841

Similar to the classic, iglidur® J, iglidur® J260 is an 
endurance runner with outstanding wear behaviour, but 
provides increased reserves at its long-term application 
temperature of +120°C.

Moisture absorption
Under standard climatic conditions, the moisture absorption  
of iglidur® J260 plain bearings is approximately 0.2% 
weight. The saturation limit in water is 0.4% weight. These 
values are so low that a moisture expansion need to be 
considered only in extreme cases.

Vacuum
In vacuum, any present moisture is released as vapour. Use 
in vacuum is only possible with dehumidified iglidur® J260  
bearings.

Radiation resistance
Resistant to radiation up to an intensity of 3 · 10²Gy.

Resistance to weathering
iglidur® J260 plain bearings are continuously resistant 
to weathering. The material properties are only slightly 
affected. Possible discolorations are only superficial.

Mechanical properties
With increasing temperatures, the compressive strength of 
iglidur® J260 plain bearings decreases. Diagram 02 shows 
this inverse relationship. The maximum recommended 
surface pressure is a mechanical material parameter. No 
conclusions regarding the tribological properties can be 
drawn from this.
Diagram 03 shows the elastic deformation of iglidur® J260 
at radial loads. At the maximum recommended surface 
pressure of 40MPa at room temperature the deformation 
is less than 2.5%. A possible deformation could be, among 
others, dependant on the duty cycle of the load.
Surface pressure, page 41

iglidur® J260
+120°C
40MPa

Lubrication-free made easy ... from stock ... no minimum order quantity

General properties Testing method

Density g/cm³ 1.35
Colour yellow
Max. moisture absorption at +23°C and 50% r.h. % weight 0.2 DIN 53495
Max. moisture absorption % weight 0.4
Coefficient of friction, dynamic, against steel µ 0.06 – 0.20
pv value, max. (dry) MPa · m/s 0.35
Mechanical properties
Flexural modulus MPa 2,200 DIN 53457
Flexural strength at +20°C MPa 60 DIN 53452
Compressive strength MPa 50
Max. recommended surface pressure (+20°C) MPa 40
Shore D hardness 77 DIN 53505
Physical and thermal properties
Max. application temperature long-term °C +120
Max. application temperature short-term °C +140
Min. application temperature °C –100
Thermal conductivity W/m · K 0.24 ASTM C 177
Coefficient of thermal expansion (at +23°C) K–1 · 10–5 13 DIN 53752
Electrical properties
Specific contact resistance Ωcm > 1012 DIN IEC 93
Surface resistance Ω > 1010 DIN 53482

Table 01: Material properties

Technical data

–100°C up to 
+120°C

40MPa

FOOD

Descriptive technical specifications

Wear resistance at +23°C – +

Wear resistance at +90°C – +

Wear resistance at +150°C – +

Low coefficient of friction – +

Low moisture absorption – +

Wear resistance under water – +

High media resistance – +

Resistant to edge pressures – +

Suitable for shock and impact loads – +

Resistant to dirt – +
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Permissible surface speeds
iglidur® J260 has been developed for low to medium 
surface speeds. The maximum values shown in table 
03 can only be achieved at low pressures. At the given 
speeds, friction can cause a temperature increase to 
maximum permissible levels. In practice, though, this level 
is rarely reached due to varying application conditions.
Surface speed, page 44

Temperature
The temperatures prevailing in the bearing system also have 
an influence on the wear. With increasing temperatures,  
the wear increases and this effect is significant when 
temperatures rise over +80°C. For temperatures over 
+80°C an additional securing is required.
Application temperatures, page 49
Additional securing, page 49

Friction and wear
Similar to wear resistance, the coefficient of friction μ also 
changes with the load. The coefficient of friction decreases 
considerably with increasing pressures, whereas a slight 
increase in surface speed causes an increase of the coefficient  
of friction (diagrams 04 and 05).
Coefficient of friction and surfaces, page 47
Wear resistance, page 50

Shaft materials
The friction and wear are also dependent, to a large degree, 
on the shaft material. Shafts that are too smooth, increase 
both the coefficient of friction and the wear of the bearing. 
For iglidur® J260 a ground surface with an average surface 
finish Ra = 0.8µm is recommended. Diagram 06 shows the 
test results of iglidur® J260 plain bearings running against 
various shaft materials. It is important to notice that with 
increasing loads, the recommended hardness of the shaft 
increases. The "soft" shafts tend to wear more easily and thus 
increase the wear of the overall system, if the loads exceed 
2MPa. The comparison of rotating and pivoting movements 
in diagram 07 makes it very clear that iglidur® J260 plain 
bearings are most suited for rotating operation.
Shaft materials, page 52

Installation tolerances
iglidur® J260 plain bearings are standard bearings for 
shafts with h tolerance (recommended minimum h9). 
The bearings are designed for press-fit into a housing 
machined to a H7 tolerance. After being assembled into a 
nominal size housing, in standard cases the inner diameter 
automatically adjusts to the E10 tolerances. For particular 
dimensions the tolerance differs depending on the wall 
thickness (please see product range table).
Testing methods, page 57

Chemicals Resistance
Alcohols + up to 0
Diluted acids –
Diluted alkalines + up to 0
Fuels –
Greases, oils without additives 0 up to –
Hydrocarbons +
Strong acids –
Strong alkalines + up to 0

All information given at room temperature [+20°C]

Table 02: Chemical resistance

Chemical table, page 1636

Rotating Oscillating linear
long-term m/s 1.0 0.7 3.0
short-term m/s 2.0 1.4 4.0

Table 03: Maximum surface speeds

Dry Greases Oil Water
Coefficient of friction µ 0.06 – 0.20 0.09 0.04 0.04

Table 04: Coefficient of friction against steel (Ra = 1μm, 

50HRC)

Housing Plain bearing Shaft
Ø d1 [mm] H7 [mm] E10 [mm] h9 [mm]
0 – 3 +0.000 +0.010 +0.014 +0.054 –0.025 +0.000

> 3 – 6 +0.000 +0.012 +0.020 +0.068 –0.030 +0.000

> 6 – 10 +0.000 +0.015 +0.025 +0.083 –0.036 +0.000

> 10 – 18 +0.000 +0.018 +0.032 +0.102 –0.043 +0.000

> 18 – 30 +0.000 +0.021 +0.040 +0.124 –0.052 +0.000

> 30 – 50 +0.000 +0.025 +0.050 +0.150 –0.062 +0.000

> 50 – 80 +0.000 +0.030 +0.060 +0.180 –0.074 +0.000

> 80 – 120 +0.000 +0.035 +0.072 +0.212 –0.087 +0.000

> 120 – 180 +0.000 +0.040 +0.085 +0.245 –0.100 +0.000

Table 05: Important tolerances for plain bearings according 

to ISO 3547-1 after press-fit

iglidur® J260
+120°C
40MPa

Bearing technology | Plain bearing | iglidur® J260

3D CAD, finder and service life calculation ... www.igus.no/J260
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iglidur® J260
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Diagram 02: Maximum recommended surface pressure as a 

function of temperature (40MPa at +20°C)
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Diagram 03: Deformation under pressure and temperature
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Diagram 04: Coefficient of friction as a function of the 

surface speed, p = 0.75MPa
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Diagram 07: Wear for oscillating and rotating applications 

with shaft material Cf53 hardened and ground steel, as a 

function of the load

Diagram 06: Wear, rotating with different shaft materials, 

pressure, p = 1MPa, v = 0.3m/s
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Diagram 05: Coefficient of friction as a function of the load, 

v = 0.01m/s

Diagram 01: Permissible pv values for iglidur® J260 plain 

bearings with a wall thickness of 1mm, dry operation against 

a steel shaft, at +20°C, mounted in a steel housing
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Ordering note
Our prices are scaled according to order 
quantities, current prices can be found online.

No minimum order value.
No low-quantity surcharges.
Free shipping within Germany for orders 
above €150.

Discount scaling

Available from stock 
Detailed information about delivery time online. 
www.igus.no/24

Online ordering
Including delivery times, prices, online tools 
www.igus.no/J260

1 – 9
10 – 24
25 – 49

50 – 99
100 – 199
200 – 499

500 – 999
1,000 – 2,499
2,500 – 4,999

Ordering note
Our prices are scaled according to order 
quantities, current prices can be found online.

No minimum order value.
No low-quantity surcharges.
Free shipping within Germany for orders 
above €150.

Discount scaling

Available from stock 
Detailed information about delivery time online. 
www.igus.no/24

Online ordering
Including delivery times, prices, online tools 
www.igus.no/J260

1 – 9
10 – 24
25 – 49

50 – 99
100 – 199
200 – 499

500 – 999
1,000 – 2,499
2,500 – 4,999

d1 d1 d2 b1 Part No.
Tolerance3) h13

[mm] [mm] [mm]

6.0 +0.020 +0.068 8.0 6.0 J260SM-0608-06
8.0

+0.025 +0.083
10.0 6.0 J260SM-0810-06

8.0 10.0 10.0 J260SM-0810-10
10.0 12.0 10.0 J260SM-1012-10
12.0

+0.032 +0.102

14.0 12.0 J260SM-1214-12
12.0 14.0 15.0 J260SM-1214-15
16.0 18.0 13.5 J260SM-1618-135
16.0 18.0 15.0 J260SM-1618-15
18.0 20.0 12.0 J260SM-1820-12
18.0 20.0 20.0 J260SM-1820-20
20.0 +0.040 +0.124 23.0 20.0 J260SM-2023-20

iglidur® J260
+120°C
40MPa

Bearing technology | Plain bearing | iglidur® J260

2) Thickness < 0.6mm: Chamfer = 20°

3) After press-fit. Testing methods, page 57

Dimensions according to ISO 3547-1 and 
special dimensions

Sleeve bearing (form S)

Chamfer in relation to d1

0.5

30°

b1

f1

d2d1

30° 

3D CAD, finder and service life calculation ... www.igus.no/J260

d1 [mm] Ø 1 – 6 Ø 6 – 12 Ø 12 – 30
f1 [mm] 0.3 0.5 0.8

Order example: J260SM-0608-06 – no minimum order quantity.
J260 iglidur® material S Sleeve bearing M Metric 06 Inner Ø d1 08 Outer Ø d2 06 Total length b1

d1 d1 d2 d3 b1 b2 Part No.
Tolerance3) d133) h13 h13

[mm] [mm] [mm] [mm] [mm]

6.0 +0.020 +0.068 8.0 12.0 6.0 1.00 J260FM-0608-06
8.0

+0.025 +0.083
10.0 15.0 10.0 1.00 J260FM-0810-10

10.0 12.0 18.0 10.0 1.00 J260FM-1012-10
12.0

+0.032 +0.102
14.0 20.0 12.0 1.00 J260FM-1214-12

16.0 18.0 24.0 17.0 1.00 J260FM-1618-17
20.0 +0.040 +0.124 23.0 30.0 21.5 1.50 J260FM-2023-21

Order example: J260FM-0608-06 – no minimum order quantity.
J260 iglidur® material F Flange bearing M Metric 06 Inner Ø d1 08 Outer Ø d2 06 Total length b1

3) After press-fit. Testing methods, page 57

iglidur® J260
+120°C
40MPa

Bearing technology | Plain bearing | iglidur® J260

Lubrication-free made easy ... from stock ... no minimum order quantity

2) Thickness < 0.6mm: Chamfer = 20°

Dimensions according to ISO 3547-1 and 
special dimensions

Flange bearing (form F)

Chamfer in relation to d1

b2

b1

r m
ax

. 0
.5

d3 d1

f1

30° 

d
2

d1 [mm] Ø 1 – 6 Ø 6 – 12 Ø 12 – 30
f1 [mm] 0.3 0.5 0.8



When to use it?
 ● When an extremely wear-resistant plain bearing is required for medium loads
 ● When a low coefficient of friction at higher temperatures is required
 ● When continuous operating temperatures are higher than +90°C

Endurance runner up to +180°C
For applications that are clean and dry
iglidur® W360

When not to use?
 ● When a wear-resistant plain bearing is sought for the standard temperature range and low to medium loads
iglidur® J

 ● When the maximum temperature resistance and high wear resistance is required
iglidur® Z, iglidur® J350, iglidur® V400

 ● When the highest wear resistance under water is required
iglidur® UW, iglidur® H370
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Endurance runner up to +180°C
For applications that are clean and dry 
The new iglidur® material combines outstanding endurance running properties with excellent temperature 
resistance, reduced moisture absorption and good value for money – a real all-rounder in the endurance 
field.

●● High wear resistance
●● Temperature-resistant up to +180°C

● Suitable for wet environments
● Good price-performance ratio
● Lubrication-free
● Maintenance-free

Typical application areas
● Material handling
● Automation
● Two-wheel technology
● Electromobility

Bearing technology | Plain bearing | iglidur® W360

iglidur® W360
+180°C
75MPa

3D CAD, finder and service life calculation ... www.igus.no/W360

Online product finder 
www.igus.no/iglidur-finder

Online service life calculation 
www.igus.no/iglidur-expert

Ø  
6.0 – 20.0mm

Also available 
as:

Bar stock, 
round bar
Page 657

Bar stock, 
plate
Page 683

tribo-tape liner
Page 691

Piston rings
Page 581

Two hole 
flange  
bearings
Page 603

Moulded 
special parts
Page 624

igubal®  
spherical balls
Page 841

Low moisture absorption and high temperature resistance 
result in an extremely broad range of uses for this extremely 
wear-resistant material.

Moisture absorption
The moisture absorption of iglidur® W360 is low and can 
be disregarded when used in a humid environment. With 
a full saturation of 1.6% weight, however, underwater use 
is only possible to a very restricted extent.

Vacuum
In vacuum, any present moisture is released as vapour. Use 
in vacuum is only possible with dehumidified iglidur® W360  
bearings.

Radiation resistance
Plain bearings made from iglidur® W360 are resistant up 
to a radiation intensity of 2 · 10²Gy.

Resistance to weathering
iglidur® W360 plain bearings are resistant to weathering. 
The material properties are slightly affected. Discoloration 
occurs.

Mechanical properties
With increasing temperatures, the compressive strength 
of iglidur® W360 plain bearings decreases. Diagram 02 
shows this inverse relationship. However, at the long-term 
maximum temperature of +180°C the permissible surface 
pressure is around 10MPa. The maximum recommended 
surface pressure is a mechanical material parameter. No 
conclusions regarding the tribological properties can be 
drawn from this.
iglidur® W360 plain bearings are suitable for a broad 
range of loads. Diagram 03 shows the deformation under 
temperature. It shows the material behaviour submitted 
to a short-term load.
Surface pressure, page 41

iglidur® W360
+180°C
75MPa

Lubrication-free made easy ... from stock ... no minimum order quantity

General properties Testing method

Density g/cm³ 1.34
Colour yellow
Max. moisture absorption at +23°C and 50% r.h. % weight 0.2 DIN 53495
Max. moisture absorption % weight 1.6
Coefficient of friction, dynamic, against steel µ 0.07 – 0.21
pv value, max. (dry) MPa · m/s 0.35
Mechanical properties
Flexural modulus MPa 3,829 DIN 53457
Flexural strength at +20°C MPa 119 DIN 53452
Compressive strength MPa 75
Max. recommended surface pressure (+20°C) MPa 75
Shore D hardness 80 DIN 53505
Physical and thermal properties
Max. application temperature long-term °C +180
Max. application temperature short-term °C +200
Min. application temperature °C –40
Thermal conductivity W/m · K 0.24 ASTM C 177
Coefficient of thermal expansion (at +23°C) K–1 · 10–5 6 DIN 53752
Electrical properties
Specific contact resistance Ωcm > 1013 DIN IEC 93
Surface resistance Ω > 1012 DIN 53482

Table 01: Material properties

Technical data

–40°C up to 
+180°C

75MPa

FOOD

Descriptive technical specifications

Wear resistance at +23°C – +

Wear resistance at +90°C – +

Wear resistance at +150°C – +

Low coefficient of friction – +

Low moisture absorption – +

Wear resistance under water – +

High media resistance – +

Resistant to edge pressures – +

Suitable for shock and impact loads – +

Resistant to dirt – +
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Permissible surface speeds
iglidur® W360 plain bearings are suitable for low and 
medium speeds in rotating and oscillating applications. 
The wear rates, however, are much better in the case of 
rotating applications. iglidur® W360 is also excellent for 
linear movements.
Surface speed, page 44

Temperature
The temperature resistance makes iglidur® W360 a 
universal material for plain bearings in different industries. 
Short-term application temperatures up to +200°C are 
permitted. For temperatures over +90°C an additional 
securing is required.
Application temperatures, page 49
Additional securing, page 49

Friction and wear
The coefficient of friction of iglidur® W360 in dry operation 
against steel is very good. They constantly remain at a 
low level regardless of the speed. Diagram 04 illustrates 
this relationship. As the load increases, the coefficient of 
friction decreases. The correlation is especially strong up 
to approximately 15MPa (diagram 05).
Coefficient of friction and surfaces, page 47
Wear resistance, page 50

Shaft materials
In the case of iglidur® W360, the shaft’s surface finish has 
practically no effect on the coefficient of friction in the range 
of up to 1.6MPa (diagram 06). Diagram 07 shows results 
of testing different shafts. iglidur® W360 plain bearings are 
suitable for all sliding surfaces. During rotation with a load 
of 1MPa, all HC aluminium, Cf53 and stainless steel shafts 
stand out. A similar picture also exists with other loads 
or pivoting movements. If the shaft material you plan on 
using is not shown in these test results, please contact us.
Shaft materials, page 52

Installation tolerances
iglidur® W360 plain bearings are standard bearings for 
shafts with h tolerance (recommended minimum h9). 
The bearings are designed for press-fit into a housing 
machined to a H7 tolerance. After being assembled into a 
nominal size housing, in standard cases the inner diameter 
automatically adjusts to the E10 tolerances.
Testing methods, page 57

Chemicals Resistance
Alcohols 0 up to –
Diluted acids 0 up to –
Diluted alkalines +
Fuels +
Greases, oils without additives +
Hydrocarbons +
Strong acids 0 up to –
Strong alkalines +

All information given at room temperature [+20°C]

Table 02: Chemical resistance

Chemical table, page 1636

Rotating Oscillating linear
long-term m/s 1.2 0.9 3.0
short-term m/s 2.7 2.0 5.0

Table 03: Maximum surface speeds

Dry Greases Oil Water
Coefficient of friction µ 0.07 – 0.21 0.09 0.04 0.04

Table 04: Coefficient of friction against steel (Ra = 1μm, 

50HRC)

Housing Plain bearing Shaft
Ø d1 [mm] H7 [mm] E10 [mm] h9 [mm]
0 – 3 +0.000 +0.010 +0.014 +0.054 –0.025 +0.000

> 3 – 6 +0.000 +0.012 +0.020 +0.068 –0.030 +0.000

> 6 – 10 +0.000 +0.015 +0.025 +0.083 –0.036 +0.000

> 10 – 18 +0.000 +0.018 +0.032 +0.102 –0.043 +0.000

> 18 – 30 +0.000 +0.021 +0.040 +0.124 –0.052 +0.000

> 30 – 50 +0.000 +0.025 +0.050 +0.150 –0.062 +0.000

> 50 – 80 +0.000 +0.030 +0.060 +0.180 –0.074 +0.000

> 80 – 120 +0.000 +0.035 +0.072 +0.212 –0.087 +0.000

> 120 – 180 +0.000 +0.040 +0.085 +0.245 –0.100 +0.000

Table 05: Important tolerances for plain bearings according 

to ISO 3547-1 after press-fit

iglidur® W360
+180°C
75MPa

Bearing technology | Plain bearing | iglidur® W360

3D CAD, finder and service life calculation ... www.igus.no/W360
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Technical data

iglidur® W360
+180°C
75MPa
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Diagram 02: Maximum recommended surface pressure as a 

function of temperature (75MPa at +20°C)
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Diagram 03: Deformation under pressure and temperature
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Diagram 04: Coefficient of friction as a function of the 

surface speed, p = 1MPa
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Diagram 07: Wear, rotating with different shaft materials,  

p = 1MPa, v = 0.3m/s

Diagram 06: Coefficient of friction as a function of the shaft 

surface (Cf53 shaft)
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Diagram 05: Coefficient of friction as a function of the load, 

v = 0.01m/s

Diagram 01: Permissible pv values for iglidur® W360 plain 

bearings with a wall thickness of 1mm, dry operation against 

a steel shaft, at +20°C, mounted in a steel housing
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Lubrication-free made easy ... from stock ... no minimum order quantity
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Ordering note
Our prices are scaled according to order 
quantities, current prices can be found online.

No minimum order value.
No low-quantity surcharges.
Free shipping within Germany for orders 
above €150.

Discount scaling

Available from stock 
Detailed information about delivery time online. 
www.igus.no/24

Online ordering
Including delivery times, prices, online tools 
www.igus.no/W360

1 – 9
10 – 24
25 – 49

50 – 99
100 – 199
200 – 499

500 – 999
1,000 – 2,499
2,500 – 4,999

Ordering note
Our prices are scaled according to order 
quantities, current prices can be found online.

No minimum order value.
No low-quantity surcharges.
Free shipping within Germany for orders 
above €150.

Discount scaling

Available from stock 
Detailed information about delivery time online. 
www.igus.no/24

Online ordering
Including delivery times, prices, online tools 
www.igus.no/W360

1 – 9
10 – 24
25 – 49

50 – 99
100 – 199
200 – 499

500 – 999
1,000 – 2,499
2,500 – 4,999

d1 d1 d2 b1 Part No.
Tolerance3) h13

[mm] [mm] [mm]

6.0 +0.020 +0.068 8.0 6.0 W360SM-0608-06
8.0

+0.025 +0.083
10.0 10.0 W360SM-0810-10

10.0 12.0 10.0 W360SM-1012-10
12.0

+0.032 +0.102
14.0 12.0 W360SM-1214-12

16.0 18.0 15.0 W360SM-1618-15
20.0 +0.040 +0.124 23.0 20.0 W360SM-2023-20

iglidur® W360
+180°C
75MPa

Bearing technology | Plain bearing | iglidur® W360

2) Thickness < 0.6mm: Chamfer = 20°

3) After press-fit. Testing methods, page 57

Dimensions according to ISO 3547-1 and 
special dimensions

Sleeve bearing (form S)

Chamfer in relation to d1

0.5

30°

b1

f1

d2d1

30° 

3D CAD, finder and service life calculation ... www.igus.no/W360

d1 [mm] Ø 1 – 6 Ø 6 – 12 Ø 12 – 30
f1 [mm] 0.3 0.5 0.8

Order example: W360SM-0608-06 – no minimum order quantity.
W360 iglidur® material S Sleeve bearing M Metric 06 Inner Ø d1 08 Outer Ø d2 06 Total length b1

d1 d1 d2 d3 b1 b2 Part No.
Tolerance3) d133) h13 h13

[mm] [mm] [mm] [mm] [mm]

6.0 +0.020 +0.068 8.0 12.0 6.0 1.00 W360FM-0608-06
8.0

+0.025 +0.083
10.0 15.0 10.0 1.00 W360FM-0810-10

10.0 12.0 18.0 10.0 1.00 W360FM-1012-10
12.0

+0.032 +0.102
14.0 20.0 12.0 1.00 W360FM-1214-12

16.0 18.0 24.0 17.0 1.00 W360FM-1618-17
20.0 +0.040 +0.124 23.0 30.0 21.5 1.50 W360FM-2023-21

Order example: W360FM-0608-06 – no minimum order quantity.
W360 iglidur® material F Flange bearing M Metric 06 Inner Ø d1 08 Outer Ø d2 06 Total length b1

3) After press-fit. Testing methods, page 57

iglidur® W360
+180°C
75MPa

Bearing technology | Plain bearing | iglidur® W360

Lubrication-free made easy ... from stock ... no minimum order quantity

2) Thickness < 0.6mm: Chamfer = 20°

Dimensions according to ISO 3547-1 and 
special dimensions

Flange bearing (form F)

Chamfer in relation to d1

b2

b1

r m
ax

. 0
.5

d3 d1

f1

30° 

d
2

d1 [mm] Ø 1 – 6 Ø 6 – 12 Ø 12 – 30
f1 [mm] 0.3 0.5 0.8



When to use it?
 ● For rotating applications at high speed
 ● When the highest service life is required
 ● For low load applications
 ● When a low noise level is required
 ● For very low coefficient of friction

For fast rotating applications
Low coefficient of friction under low load
iglidur® L250

When not to use?
 ● When high pressure occurs
iglidur® Q, iglidur® W300

 ● When continuous operating temperatures are higher than +90°C
iglidur® V400

 ● When low moisture absorption is required
iglidur® H1, iglidur® J
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For fast rotating applications
Low coefficient of friction under low load 
Plain bearings for high speed rotation applications, especially for fans and motors.
● Suitable for high rotating speeds
● Very low coefficients of friction
● Very wear-resistant
● Lubrication-free
● Maintenance-free

Typical application areas
● Automotive industry
● Electronics industry
● Mechatronics
● Optical industry
● Test engineering and quality assurance

Bearing technology | Plain bearing | iglidur® L250

iglidur® L250
+90°C
45MPa

3D CAD, finder and service life calculation ... www.igus.no/L250

Online product finder 
www.igus.no/iglidur-finder

Online service life calculation 
www.igus.no/iglidur-expert

Ø  
6.0 – 20.0mm

Also available 
as:

Bar stock, 
round bar
Page 657

Bar stock, 
plate
Page 683

tribo-tape liner
Page 691

Piston rings
Page 581

Two hole 
flange  
bearings
Page 603

Moulded 
special parts
Page 624

igubal®  
spherical balls
Page 841

iglidur® L250 is a bearing material for high rotation speeds 
and low coefficient of friction. The iglidur® L250 material 
can feature these advantages particularly with low 
loads. Applications which feature these advantages are 
fans, small motors, fast-running sensors or the magnet 
technology.

Moisture absorption
With regard to applications where the smallest bearing 
clearances are concerned, please take the moisture 
absorption into consideration.

Vacuum
In vacuum, any present moisture is released as vapour. Use 
in vacuum is only possible with dehumidified iglidur® L250  
bearings.

Radiation resistance
Plain bearings made from iglidur® L250 are resistant up to 
a radiation intensity of 3 · 10⁴Gy. Higher radiation weakens 
the material and may result in a significant decrease in 
mechanical properties.

Resistance to weathering
iglidur® L250 plain bearings have limited resistance to 
weathering. The material properties are affected. Discoloration  
occurs. Practical tests under real application conditions 
are recommended.

Mechanical properties
With increasing temperatures, the compressive strength of 
iglidur® L250 plain bearings decreases. Diagram 02 shows 
this inverse relationship. The maximum recommended 
surface pressure is a mechanical material parameter. No 
conclusions regarding the tribological properties can be 
drawn from this.
Diagram 03 shows the elastic deformation of iglidur® L250 
at radial loads. At the maximum recommended surface 
pressure of 45MPa at room temperature the deformation 
is less than 3%. A plastic deformation can be negligible 
up to this value. It is however also dependent on the duty 
cycle of the load.
Surface pressure, page 41

iglidur® L250
+90°C
45MPa

Lubrication-free made easy ... from stock ... no minimum order quantity

 General properties Testing method

Density g/cm³ 1.50
Colour beige
Max. moisture absorption at +23°C and 50% r.h. % weight 0.7 DIN 53495
Max. moisture absorption % weight 3.9
Coefficient of friction, dynamic, against steel µ 0.08 – 0.19
pv value, max. (dry) MPa · m/s 0.40
Mechanical properties
Flexural modulus MPa 1,950 DIN 53457
Flexural strength at +20°C MPa 67 DIN 53452
Compressive strength MPa 47
Max. recommended surface pressure (+20°C) MPa 45
Shore D hardness 68 DIN 53505
Physical and thermal properties
Max. application temperature long-term °C +90
Max. application temperature short-term °C +180
Min. application temperature °C –40
Thermal conductivity W/m · K 0.24 ASTM C 177
Coefficient of thermal expansion (at +23°C) K–1 · 10–5 10 DIN 53752
Electrical properties
Specific contact resistance Ωcm > 1010 DIN IEC 93
Surface resistance Ω > 1011 DIN 53482

Table 01: Material properties

Technical data

–40°C up to 
+90°C

45MPa

FOOD

Descriptive technical specifications

Wear resistance at +23°C – +

Wear resistance at +90°C – +

Wear resistance at +150°C – +

Low coefficient of friction – +

Low moisture absorption – +

Wear resistance under water – +

High media resistance – +

Resistant to edge pressures – +

Suitable for shock and impact loads – +

Resistant to dirt – +
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Permissible surface speeds
iglidur® L250 has been developed especially for high 
surface speeds with low loads. Besides the physical limit, 
which is pre-set by the heating of the bearing, the coefficient  
of wear also acts limiting if rapidly high glide paths emerge 
at high peripheral speeds and the permitted wear limit is 
thus reached earlier. The maximum speeds are shown 
in table 03.
Surface speed, page 44

Temperature
The iglidur® L250 plain bearings can be used in short-term 
temperatures up to +180°C. Note that a mechanical 
securing of the bearing is recommended from temperatures  
of +55°C. Higher temperatures can also cause the plain 
bearing to lose its press-fit and move in the hole.
Application temperatures, page 49
Additional securing, page 49

Friction and wear
In the best pairing (with 304 stainless steel shafts), coefficient  
of friction of 0.14µ is already reached with low loads. 
Coefficient of friction under 0.1 was measured already 
below 10MPa (diagrams 04 and 05).
Coefficient of friction and surfaces, page 47
Wear resistance, page 50

Shaft materials
As seen in diagram 06, many shafts are recommendable  
for low loads and low rotations. The low coefficient 
of friction is additionally retained over a wide range of 
recommendable shaft surfaces finish. For loads higher 
than 1MPa, particular attention should be paid to the 
shaft material used.
Shaft materials, page 52

Installation tolerances
iglidur® L250 plain bearings are standard bearings for 
shafts with h tolerance (recommended minimum h9). 
The bearings are designed for press-fit into a housing 
machined to a H7 tolerance. After being assembled into a 
nominal size housing, in standard cases the inner diameter 
automatically adjusts to the E10 tolerances. For particular 
dimensions the tolerance differs depending on the wall 
thickness (please see product range table).
Testing methods, page 57

Chemicals Resistance
Alcohols + up to 0
Diluted acids 0 up to –
Diluted alkalines +
Fuels +
Greases, oils without additives +
Hydrocarbons +
Strong acids –
Strong alkalines 0

All information given at room temperature [+20°C]

Table 02: Chemical resistance

Chemical table, page 1636

Rotating Oscillating linear
long-term m/s 1.0 0.7 2.0
short-term m/s 1.5 1.1 3.0

Table 03: Maximum surface speeds

Dry Greases Oil Water
Coefficient of friction µ 0.08 – 0.19 0.09 0.04 0.04

Table 04: Coefficient of friction against steel (Ra = 1μm, 

50HRC)

Housing Plain bearing Shaft
Ø d1 [mm] H7 [mm] E10 [mm] h9 [mm]
0 – 3 +0.000 +0.010 +0.014 +0.054 –0.025 +0.000

> 3 – 6 +0.000 +0.012 +0.020 +0.068 –0.030 +0.000

> 6 – 10 +0.000 +0.015 +0.025 +0.083 –0.036 +0.000

> 10 – 18 +0.000 +0.018 +0.032 +0.102 –0.043 +0.000

> 18 – 30 +0.000 +0.021 +0.040 +0.124 –0.052 +0.000

> 30 – 50 +0.000 +0.025 +0.050 +0.150 –0.062 +0.000

> 50 – 80 +0.000 +0.030 +0.060 +0.180 –0.074 +0.000

> 80 – 120 +0.000 +0.035 +0.072 +0.212 –0.087 +0.000

> 120 – 180 +0.000 +0.040 +0.085 +0.245 –0.100 +0.000

Table 05: Important tolerances for plain bearings according 

to ISO 3547-1 after press-fit

iglidur® L250
+90°C
45MPa

Bearing technology | Plain bearing | iglidur® L250

3D CAD, finder and service life calculation ... www.igus.no/L250
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iglidur® L250
+90°C
45MPa
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Diagram 02: Maximum recommended surface pressure as a 

function of temperature (45MPa at +20°C)
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Diagram 03: Deformation under pressure and temperature
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Diagram 04: Coefficient of friction as a function of the 

surface speed, p = 0.75MPa
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Diagram 07: Wear for oscillating and rotating applications 

with shaft material Cf53 hardened and ground steel, as a 

function of the load

Diagram 06: Wear, rotating with different shaft materials, 

pressure, p = 1MPa, v = 0.3m/s
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Diagram 05: Coefficient of friction as a function of the load, 

v = 0.01m/s

Diagram 01: Permissible pv values for iglidur® L250 plain 

bearings with a wall thickness of 1mm, dry operation against 

a steel shaft, at +20°C, mounted in a steel housing
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Lubrication-free made easy ... from stock ... no minimum order quantity
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Ordering note
Our prices are scaled according to order 
quantities, current prices can be found online.

No minimum order value.
No low-quantity surcharges.
Free shipping within Germany for orders 
above €150.

Discount scaling

Available from stock 
Detailed information about delivery time online. 
www.igus.no/24

Online ordering
Including delivery times, prices, online tools 
www.igus.no/L250

1 – 9
10 – 24
25 – 49

50 – 99
100 – 199
200 – 499

500 – 999
1,000 – 2,499
2,500 – 4,999

Ordering note
Our prices are scaled according to order 
quantities, current prices can be found online.

No minimum order value.
No low-quantity surcharges.
Free shipping within Germany for orders 
above €150.

Discount scaling

Available from stock 
Detailed information about delivery time online. 
www.igus.no/24

Online ordering
Including delivery times, prices, online tools 
www.igus.no/L250

1 – 9
10 – 24
25 – 49

50 – 99
100 – 199
200 – 499

500 – 999
1,000 – 2,499
2,500 – 4,999

d1 d1 d2 b1 Part No.
Tolerance3) h13

[mm] [mm] [mm]

6.0 +0.020 +0.068 8.0 6.0 L250SM-0608-06
8.0

+0.025 +0.083
10.0 10.0 L250SM-0810-10

10.0 12.0 10.0 L250SM-1012-10
12.0

+0.032 +0.102
14.0 12.0 L250SM-1214-12

16.0 18.0 15.0 L250SM-1618-15
20.0 +0.040 +0.124 23.0 20.0 L250SM-2023-20

iglidur® L250
+90°C
45MPa

Bearing technology | Plain bearing | iglidur® L250

2) Thickness < 0.6mm: Chamfer = 20°

3) After press-fit. Testing methods, page 57

Dimensions according to ISO 3547-1 and 
special dimensions

Sleeve bearing (form S)

Chamfer in relation to d1

0.5

30°

b1

f1

d2d1

30° 

3D CAD, finder and service life calculation ... www.igus.no/L250

d1 [mm] Ø 1 – 6 Ø 6 – 12 Ø 12 – 30
f1 [mm] 0.3 0.5 0.8

Order example: L250SM-0608-06 – no minimum order quantity.
L250 iglidur® material S Sleeve bearing M Metric 06 Inner Ø d1 08 Outer Ø d2 06 Total length b1

d1 d1 d2 d3 b1 b2 Part No.
Tolerance3) d133) h13 h13

[mm] [mm] [mm] [mm] [mm]

6.0 +0.020 +0.068 8.0 12.0 6.0 1.00 L250FM-0608-06
8.0

+0.025 +0.083
10.0 15.0 10.0 1.00 L250FM-0810-10

10.0 12.0 18.0 10.0 1.00 L250FM-1012-10
12.0

+0.032 +0.102
14.0 20.0 12.0 1.00 L250FM-1214-12

16.0 18.0 24.0 17.0 1.00 L250FM-1618-17
20.0 +0.040 +0.124 23.0 30.0 21.5 1.50 L250FM-2023-21

Order example: L250FM-0608-06 – no minimum order quantity.
L250 iglidur® material F Flange bearing M Metric 06 Inner Ø d1 08 Outer Ø d2 06 Total length b1

3) After press-fit. Testing methods, page 57

iglidur® L250
+90°C
45MPa

Bearing technology | Plain bearing | iglidur® L250

Lubrication-free made easy ... from stock ... no minimum order quantity

2) Thickness < 0.6mm: Chamfer = 20°

Dimensions according to ISO 3547-1 and 
special dimensions

Flange bearing (form F)

Chamfer in relation to d1

b2

b1

r m
ax

. 0
.5

d3 d1

f1

30° 

d
2

d1 [mm] Ø 1 – 6 Ø 6 – 12 Ø 12 – 30
f1 [mm] 0.3 0.5 0.8



When to use it?
 ● For rotating applications at high speed
 ● When the highest service life is required
 ● For high pv values with low loads
 ● At operating temperatures up to +180°C (long-term, short-term up to max. +210°C)

For high rotational speeds
High performance at lower cost
iglidur® L350

When not to use?
 ● When a universal bearing for high temperatures is required
iglidur® X

 ● When medium to high pressures occur
iglidur® G, iglidur® Q

 ● For oscillating applications
iglidur® W300, iglidur® J350
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For high rotational speeds
High performance at lower cost 
iglidur® L350 is extremely long-lasting. Developed for the best coefficient of wear and friction at speeds 
of 1.5m/s and more, this material outperforms classic plain bearings in high-speed rotation operation.

●● Up to 3.5m/s rotating
●● Temperature-resistant up to +210°C in continuous use

● Low moisture absorption
● Good price-performance ratio
● Extremely wear-resistant
● Lubrication and maintenance-free
● Standard range from stock

Typical application areas
● Electric motors
● Fans
● Household appliances

Bearing technology | Plain bearing | iglidur® L350

iglidur® L350
+180°C
59MPa

3D CAD, finder and service life calculation ... www.igus.no/L350

Online product finder 
www.igus.no/iglidur-finder

Online service life calculation 
www.igus.no/iglidur-expert

Ø  
3.0 – 10.0mm

Also available 
as:

Bar stock, 
round bar
Page 657

Bar stock, 
plate
Page 683

tribo-tape liner
Page 691

Piston rings
Page 581

Two hole 
flange  
bearings
Page 603

Moulded 
special parts
Page 624

igubal®  
spherical balls
Page 841

With iglidur® L350, another lubrication and maintenance-free 
material is now available, which is designed for continuous 
high speeds. Due to the low thermal expansion and low 
moisture absorption, bearings can be manufactured with 
minimal potential to expand. iglidur® L350 is especially 
suitable for use in fans, blowers or electric motors – and 
the costs are also lower.

Moisture absorption
The very low moisture absorption of 0.4% weight in 
standard climatic conditions and 1.4% weight at maximum 
water absorption also enables continuous operation in high 
humidity or in liquid media.

Vacuum
In vacuum, the moisture content is released as vapour. Due 
to its low moisture absorption, use in a vacuum is possible.

Radiation resistance
Plain bearings made from iglidur® L350 are resistant up to 
a radiation intensity of 2 · 10²Gy. Higher radiation affects 
the material and may result in a significant decrease in 
mechanical properties.

Resistance to weathering
iglidur® L350 plain bearings have not yet been tested for 
their resistance to weathering. Please consult igus® if 
you‘re planning to use them outdoors.

Mechanical properties
With increasing temperatures, the compressive strength of 
iglidur® L350 plain bearings decreases. Diagram 02 shows 
this inverse relationship. The maximum recommended 
surface pressure is a mechanical material parameter. No 
conclusions regarding the tribological properties can be 
drawn from this.
Diagram 03 shows the elastic deformation of iglidur® L350 
at radial loads. At the maximum recommended surface 
pressure of 59MPa at room temperature the deformation 
is less than 2.5%. A plastic deformation can be negligible 
up to this value. It is however also dependent on the duty 
cycle of the load.
Surface pressure, page 41

iglidur® L350
+180°C
59MPa

Lubrication-free made easy ... from stock ... no minimum order quantity

General properties Testing method

Density g/cm³ 1.54
Colour dark grey
Max. moisture absorption at +23°C and 50% r.h. % weight 0.4 DIN 53495
Max. moisture absorption % weight 1.4
Coefficient of friction, dynamic, against steel µ 0.07 – 0.18
pv value, max. (dry) MPa · m/s 3.00
Mechanical properties
Flexural modulus MPa 15,882 DIN 53457
Flexural strength at +20°C MPa 210 DIN 53452
Compressive strength MPa 210
Max. recommended surface pressure (+20°C) MPa 59
Shore D hardness 80 DIN 53505
Physical and thermal properties
Max. application temperature long-term °C +180
Max. application temperature short-term °C +210
Min. application temperature °C –100
Thermal conductivity W/m · K 0.61 ASTM C 177
Coefficient of thermal expansion (at +23°C) K–1 · 10–5 7 DIN 53752
Electrical properties
Specific contact resistance Ωcm > 105 DIN IEC 93
Surface resistance Ω > 105 DIN 53482

Table 01: Material properties

Technical data

–100°C up to 
+180°C

59MPa

FOOD

Descriptive technical specifications

Wear resistance at +23°C – +

Wear resistance at +90°C – +

Wear resistance at +150°C – +

Low coefficient of friction – +

Low moisture absorption – +

Wear resistance under water – +

High media resistance – +

Resistant to edge pressures – +

Suitable for shock and impact loads – +

Resistant to dirt – +
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Permissible surface speeds
iglidur® L350 has been developed especially for high 
surface speeds with low loads. Due to the high temperature  
resistance of iglidur® L350, the limit of the bearing has been 
increased significantly. In addition, the extremely low wear 
allows the high acceleration speeds to be reached and 
maintained.The maximum speeds are shown in table 03.
Surface speed, page 44

Temperature
The iglidur® L350 plain bearings can be used in temperatures 
up to +210°C for the short-term. Note that a mechanical 
securing of the bearing is recommended from temperatures 
of +140°C. Higher temperatures can sometimes cause the 
plain bearings to lose their press-fit and move in the housing.
Application temperatures, page 49
Additional securing, page 49

Friction and wear
The very low coefficient of friction remains, even at high 
speeds. Diagram 04 shows this relationship on a steel 
shaft at 0.75MPa surface pressure.
Coefficient of friction and surfaces, page 47
Wear resistance, page 50

Shaft materials
Diagram 05 compares the wear of a sintered bearing with 
that of bearings made of the materials iglidur® L500 and 
L350. At a surface speed of 1.5m/s or more, the wear of 
the sintered bearing increases exponentially whereas the 
wear of the iglidur® plain bearings almost remains the same 
up to a speed of more than 3m/s.
Shaft materials, page 52

Installation tolerances
iglidur® L350 plain bearings are standard bearings for 
shafts with h tolerance (recommended minimum h9). 
The bearings are designed for press-fit into a housing 
machined to a H7 tolerance. After being assembled into a 
nominal size housing, in standard cases the inner diameter 
automatically adjusts to the F10 tolerances. For particular 
dimensions the tolerance differs depending on the wall 
thickness (please see product range table).
Testing methods, page 57

Chemicals Resistance
Alcohols +
Diluted acids +
Diluted alkalines +
Fuels +
Greases, oils without additives +
Hydrocarbons + up to 0
Strong acids +
Strong alkalines +

All information given at room temperature [+20°C]

Table 02: Chemical resistance

Chemical table, page 1636

Rotating Oscillating linear
long-term m/s 3.0 1.5 4.0
short-term m/s 4.0 3.0 6.0

Table 03: Maximum surface speeds

Dry Greases Oil Water
Coefficient of friction µ 0.07 – 0.18 0.06 0.04 0.03

Table 04: Coefficient of friction against steel (Ra = 1μm, 

50HRC)

Housing Plain bearing Shaft
Ø d1 [mm] H7 [mm] F10 [mm] h9 [mm]
0 – 3 +0.000 +0.010 +0.006 +0.046 –0.025 +0.000

> 3 – 6 +0.000 +0.012 +0.010 +0.058 –0.030 +0.000

> 6 – 10 +0.000 +0.015 +0.013 +0.071 –0.036 +0.000

> 10 – 18 +0.000 +0.018 +0.016 +0.086 –0.043 +0.000

> 18 – 30 +0.000 +0.021 +0.020 +0.104 –0.052 +0.000

> 30 – 50 +0.000 +0.025 +0.025 +0.125 –0.062 +0.000

> 50 – 80 +0.000 +0.030 +0.030 +0.150 –0.074 +0.000

> 80 – 120 +0.000 +0.035 +0.036 +0.176 –0.087 +0.000

> 120 – 180 +0.000 +0.040 +0.043 +0.203 +0.000 +0.100

Table 05: Important tolerances for plain bearings according 

to ISO 3547-1 after press-fit

iglidur® L350
+180°C
59MPa

Bearing technology | Plain bearing | iglidur® L350

3D CAD, finder and service life calculation ... www.igus.no/L350
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iglidur® L350
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Diagram 02: Maximum recommended surface pressure as a 

function of temperature (59MPa at +20°C)
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Diagram 03: Deformation under pressure and temperature
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Diagram 04: Coefficient of friction as a function of the 

surface speed, p = 0.75MPa
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Diagram 07: Rotating coefficient of friction - "High speed" 

against Cf53, p = 1MPa (except for iglidur® L250), T = +23°C

Diagram 06: Wear, rotating with different shaft materials,  

p = 1MPa, v = 0.3m/s
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Diagram 05: Rotating wear against Cf53, p = 0.25MPa,  

T = +23°C

Diagram 01: Permissible pv values for iglidur® L350 plain 

bearings with a wall thickness of 1mm, dry operation against 

a steel shaft, at +20°C, mounted in a steel housing
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Lubrication-free made easy ... from stock ... no minimum order quantity
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Ordering note
Our prices are scaled according to order 
quantities, current prices can be found online.

No minimum order value.
No low-quantity surcharges.
Free shipping within Germany for orders 
above €150.

Discount scaling

Available from stock 
Detailed information about delivery time online. 
www.igus.no/24

Online ordering
Including delivery times, prices, online tools 
www.igus.no/L350

1 – 9
10 – 24
25 – 49

50 – 99
100 – 199
200 – 499

500 – 999
1,000 – 2,499
2,500 – 4,999

Ordering note
Our prices are scaled according to order 
quantities, current prices can be found online.

No minimum order value.
No low-quantity surcharges.
Free shipping within Germany for orders 
above €150.

Discount scaling

Available from stock 
Detailed information about delivery time online. 
www.igus.no/24

Online ordering
Including delivery times, prices, online tools 
www.igus.no/L350

1 – 9
10 – 24
25 – 49

50 – 99
100 – 199
200 – 499

500 – 999
1,000 – 2,499
2,500 – 4,999

d1 d1 d2 b1 Part No.
Tolerance3) h13

[mm] [mm] [mm]

3.0 +0.006 +0.046 4.5 3.0 L350SM-0304-03
4.0

+0.010 +0.058
5.5 4.0 L350SM-0405-04

5.0 7.0 5.0 L350SM-0507-05
6.0 8.0 6.0 L350SM-0608-06
8.0

+0.013 +0.071
10.0 10.0 L350SM-0810-10

10.0 12.0 10.0 L350SM-1012-10

iglidur® L350
+180°C
59MPa

Bearing technology | Plain bearing | iglidur® L350

2) Thickness < 0.6mm: Chamfer = 20°

3) After press-fit. Testing methods, page 57

Dimensions according to ISO 3547-1 and 
special dimensions

Sleeve bearing (form S)

Chamfer in relation to d1

0.5

30°

b1

f1

d2d1

30° 

3D CAD, finder and service life calculation ... www.igus.no/L350

d1 [mm] Ø 1 – 6 Ø 6 – 12
f1 [mm] 0.3 0.5

Order example: L350SM-0304-03 – no minimum order quantity.
L350 iglidur® material S Sleeve bearing M Metric 03 Inner Ø d1 04 Outer Ø d2 03 Total length b1

d1 d1 d2 d3 b1 b2 Part No.
Tolerance3) d133) h13 h13

[mm] [mm] [mm] [mm] [mm]

3.0 +0.006 +0.046 4.5 7.5 5.0 0.75 L350FM-0304-05
4.0

+0.010 +0.058
5.5 9.5 6.0 0.75 L350FM-0405-06

5.0 7.0 11.0 7.0 1.00 L350FM-0507-07
6.0 8.0 12.0 8.0 1.00 L350FM-0608-08
8.0

+0.013 +0.071
10.0 15.0 9.0 1.00 L350FM-0810-09

10.0 12.0 18.0 9.0 1.00 L350FM-1012-09

Order example: L350FM-0304-05 – no minimum order quantity.
L350 iglidur® material F Flange bearing M Metric 03 Inner Ø d1 04 Outer Ø d2 05 Total length b1

3) After press-fit. Testing methods, page 57

iglidur® L350
+180°C
59MPa

Bearing technology | Plain bearing | iglidur® L350

Lubrication-free made easy ... from stock ... no minimum order quantity

2) Thickness < 0.6mm: Chamfer = 20°

Dimensions according to ISO 3547-1 and 
special dimensions

Flange bearing (form F)

Chamfer in relation to d1

b2

b1

r m
ax
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d3 d1

f1

30° 

d
2

d1 [mm] Ø 1 – 6 Ø 6 – 12
f1 [mm] 0.3 0.5



When to use it?
 ● For rotating applications at high speed
 ● When the highest service life is required
 ● For high pv values with low loads
 ● At continuous operating temperatures up to +250°C (short-term up to max. +350°C)

For extreme rotational speeds
Temperature-resistant and  
media-resistant
iglidur® L500

When not to use?
 ● When a universal plain bearing for high temperatures is required
iglidur® X

 ● When medium to high pressures occur
iglidur® G, iglidur® Q

 ● For oscillating applications
iglidur® W300, iglidur® J350
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For extreme rotational speeds
Temperature-resistant and media-resistant 
Specially developed for fast continuous operation under low loads, iglidur® L500, inter alia, is intended 
for fan and electric motor applications.

●● Temperature-resistant up to +250°C
●● For rotational movements with surface speeds up to 5m/s

● Very wear-resistant
● Low moisture absorption
● Low thermal expansion
● Lubrication-free
● Maintenance-free

Typical application areas
● Cooling fans
● Electric motors
● Fans, etc.

Bearing technology | Plain bearing | iglidur® L500

iglidur® L500
+250°C
70MPa

3D CAD, finder and service life calculation ... www.igus.no/L500

Online product finder 
www.igus.no/iglidur-finder

Online service life calculation 
www.igus.no/iglidur-expert

Ø  
3.0 – 10.0mm

Also available 
as:

Bar stock, 
round bar
Page 657

Bar stock, 
plate
Page 683

tribo-tape liner
Page 691

Piston rings
Page 581

Two hole 
flange  
bearings
Page 603

Moulded 
special parts
Page 624

igubal®  
spherical balls
Page 841

iglidur® L500 is a plain bearing material for high speeds 
and fast sliding movements with low loads. Due to the 
low thermal expansion and low moisture absorption, 
bearings can be manufactured with minimal potential to 
expand. Applications which feature these advantages are 
fans, small motors, fast-running sensors or the magnet 
technology.

Moisture absorption
The very low moisture absorption of 0.1% weight in 
standard climatic conditions and 0.3% weight at maximum 
water absorption also enables continuous operation in high 
humidity or in liquid media.

Vacuum
In vacuum, any present moisture is released as vapour. 
The use in vacuum is generally possible.

Radiation resistance
Plain bearings made from iglidur® L500 are resistant up to 
a radiation intensity of 3 · 10²Gy. Higher radiation weakens 
the material and may result in a significant decrease in 
mechanical properties.

Resistance to weathering
iglidur® L500 plain bearings are continuously resistant 
to weathering. The material properties are only slightly 
affected. Possible discolorations are only superficial.

Mechanical properties
With increasing temperatures, the compressive strength of 
iglidur® L500 plain bearings decreases. Diagram 02 shows 
this inverse relationship. The maximum recommended 
surface pressure is a mechanical material parameter. No 
conclusions regarding the tribological properties can be 
drawn from this.
Diagram 03 shows the elastic deformation of iglidur® L500 
at radial loads. At the maximum recommended surface 
pressure of 70MPa at room temperature the deformation 
is less than 2.5%. A plastic deformation can be negligible 
up to this value. It is however also dependent on the duty 
cycle of the load.
Surface pressure, page 41

iglidur® L500
+250°C
70MPa

Lubrication-free made easy ... from stock ... no minimum order quantity

General properties Testing method

Density g/cm³ 1.53
Colour black
Max. moisture absorption at +23°C and 50% r.h. % weight 0.1 DIN 53495
Max. moisture absorption % weight 0.3
Coefficient of friction, dynamic, against steel µ 0.08 – 0.15
pv value, max. (dry) MPa · m/s 4.00
Mechanical properties
Flexural modulus MPa 12,015 DIN 53457
Flexural strength at +20°C MPa 201 DIN 53452
Compressive strength MPa 70
Max. recommended surface pressure (+20°C) MPa 70
Shore D hardness 81 DIN 53505
Physical and thermal properties
Max. application temperature long-term °C +250
Max. application temperature short-term °C +315
Min. application temperature °C –100
Thermal conductivity W/m · K 0.45 ASTM C 177
Coefficient of thermal expansion (at +23°C) K–1 · 10–5 6 DIN 53752
Electrical properties
Specific contact resistance Ωcm > 1010 DIN IEC 93
Surface resistance Ω > 1012 DIN 53482

Table 01: Material properties

Technical data

–100°C up to 
+250°C

70MPa

FOOD

Descriptive technical specifications

Wear resistance at +23°C – +

Wear resistance at +90°C – +

Wear resistance at +150°C – +

Low coefficient of friction – +

Low moisture absorption – +

Wear resistance under water – +

High media resistance – +

Resistant to edge pressures – +

Suitable for shock and impact loads – +

Resistant to dirt – +
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Permissible surface speeds
iglidur® L500 has been developed especially for high 
surface speeds with low loads. Due to the high temperature 
resistance of iglidur® L500, the limit of the bearing has been 
increased significantly. In addition, the extremely low wear 
allows the high acceleration speeds to be reached and 
maintained. The maximum speeds are shown in table 03.
Surface speed, page 44

Temperature
The iglidur® L500 plain bearings can be used in short-term 
temperatures up to +315°C. For temperatures over +135°C 
an additional securing is required. Higher temperatures can 
also cause the plain bearing to lose its press-fit and move 
in the hole.
Application temperatures, page 49
Additional securing, page 49

Friction and wear
The excellent coefficient of friction level of iglidur® L500 in 
dry operation decreases considerably with speed. Diagram 
04 shows this with respect to a steel shaft. As the load 
increases, the coefficient of friction decreases, especially 
in the range up to 20MPa (diagram 05).
Coefficient of friction and surfaces, page 47
Wear resistance, page 50

Shaft materials
Diagram 07 shows the result of a comparison test between 
iglidur® L500 and a sintered bearing. The wear of the 
sintered bearing increases exponentially above 1.5m/s, 
while the iglidur® L500 plain bearing retains a near constant 
wear rate up to and above 4m/s.
Shaft materials, page 52

Installation tolerances
iglidur® L500 plain bearings are standard bearings for 
shafts with h tolerance (recommended minimum h9). 
The bearings are designed for press-fit into a housing 
machined to a H7 tolerance. After being assembled into a 
nominal size housing, in standard cases the inner diameter 
automatically adjusts to the F10 tolerances. For particular 
dimensions the tolerance differs depending on the wall 
thickness (please see product range table).
Testing methods, page 57

Chemicals Resistance
Alcohols +
Diluted acids +
Diluted alkalines +
Fuels +
Greases, oils without additives +
Hydrocarbons +
Strong acids +
Strong alkalines +

All information given at room temperature [+20°C]

Table 02: Chemical resistance

Chemical table, page 1636

Rotating Oscillating linear
long-term m/s 4.0 1.5 5.0
short-term m/s 5.0 3.0 8.0

Table 03: Maximum surface speeds

Dry Greases Oil Water
Coefficient of friction µ 0.08 – 0.15 0.09 0.04 0.04

Table 04: Coefficient of friction against steel (Ra = 1μm, 

50HRC)

Housing Plain bearing Shaft
Ø d1 [mm] H7 [mm] F10 [mm] h9 [mm]
0 – 3 +0.000 +0.010 +0.006 +0.046 –0.025 +0.000

> 3 – 6 +0.000 +0.012 +0.010 +0.058 –0.030 +0.000

> 6 – 10 +0.000 +0.015 +0.013 +0.071 –0.036 +0.000

> 10 – 18 +0.000 +0.018 +0.016 +0.086 –0.043 +0.000

> 18 – 30 +0.000 +0.021 +0.020 +0.104 –0.052 +0.000

> 30 – 50 +0.000 +0.025 +0.025 +0.125 –0.062 +0.000

> 50 – 80 +0.000 +0.030 +0.030 +0.150 –0.074 +0.000

> 80 – 120 +0.000 +0.035 +0.036 +0.176 –0.087 +0.000

> 120 – 180 +0.000 +0.040 +0.043 +0.203 +0.000 +0.100

Table 05: Important tolerances for plain bearings according 

to ISO 3547-1 after press-fit

iglidur® L500
+250°C
70MPa

Bearing technology | Plain bearing | iglidur® L500

3D CAD, finder and service life calculation ... www.igus.no/L500

0.001 0.01 0.1 1.0 10.0

100.0

10.0

1.0

0.1

0.01

0.20

0.15

0.10

0.05

0.00

0 10 20 30 40 50 60 70

80
70
60
50
40
30
20
10
0

20 50 80 120 150 200 250

4.0

3.0

2.0

1.0

0.0

0 10 20 30 40 50 60 70

+23°C
+60°C

4

3

2

1

0

0.0 0.5 1.0 1.5 2.0 2.5 3.0 3.5 4.0

iglidur® L500
Sintered bearing

0.20

0.15

0.10

0.05

0.00

0.0 0.5 1.0 1.5 2.0 2.5 3.0

Technical data

iglidur® L500
+250°C
70MPa

Lo
ad

 [M
P

a]

Temperature [°C]

Diagram 02: Maximum recommended surface pressure as a 

function of temperature (70MPa at +20°C)
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Diagram 03: Deformation under pressure and temperature
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Diagram 04: Coefficient of friction as a function of the 

surface speed, p = 0.75MPa
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Diagram 07: Rotating wear against Cf53, p = 0.25MPa,  

T = +23°C

Diagram 06: Wear, rotating with different shaft materials, 

pressure, p = 1MPa, v = 0.3m/s
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Diagram 05: Coefficient of friction as a function of the load, 

v = 0.01m/s

Diagram 01: Permissible pv values for iglidur® L500 plain 

bearings with a wall thickness of 1mm, dry operation against 

a steel shaft, at +20°C, mounted in a steel housing
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Ordering note
Our prices are scaled according to order 
quantities, current prices can be found online.

No minimum order value.
No low-quantity surcharges.
Free shipping within Germany for orders 
above €150.

Discount scaling

Available from stock 
Detailed information about delivery time online. 
www.igus.no/24

Online ordering
Including delivery times, prices, online tools 
www.igus.no/L500

1 – 9
10 – 24
25 – 49

50 – 99
100 – 199
200 – 499

500 – 999
1,000 – 2,499
2,500 – 4,999

Ordering note
Our prices are scaled according to order 
quantities, current prices can be found online.

No minimum order value.
No low-quantity surcharges.
Free shipping within Germany for orders 
above €150.

Discount scaling

Available from stock 
Detailed information about delivery time online. 
www.igus.no/24

Online ordering
Including delivery times, prices, online tools 
www.igus.no/L500

1 – 9
10 – 24
25 – 49

50 – 99
100 – 199
200 – 499

500 – 999
1,000 – 2,499
2,500 – 4,999

d1 d1 d2 b1 Part No.
Tolerance3) h13

[mm] [mm] [mm]

3.0 +0.006 +0.046 4.5 3.0 L500SM-0304-03
4.0

+0.010 +0.058
5.5 4.0 L500SM-0405-04

5.0 7.0 5.0 L500SM-0507-05
6.0 8.0 6.0 L500SM-0608-06
8.0

+0.013 +0.071
10.0 10.0 L500SM-0810-10

10.0 12.0 10.0 L500SM-1012-10

iglidur® L500
+250°C
70MPa

Bearing technology | Plain bearing | iglidur® L500

2) Thickness < 0.6mm: Chamfer = 20°

3) After press-fit. Testing methods, page 57

Dimensions according to ISO 3547-1 and 
special dimensions

Sleeve bearing (form S)

Chamfer in relation to d1

0.5

30°

b1

f1

d2d1

30° 

3D CAD, finder and service life calculation ... www.igus.no/L500

d1 [mm] Ø 1 – 6 Ø 6 – 12
f1 [mm] 0.3 0.5

Order example: L500SM-0304-03 – no minimum order quantity.
L500 iglidur® material S Sleeve bearing M Metric 03 Inner Ø d1 04 Outer Ø d2 03 Total length b1

d1 d1 d2 d3 b1 b2 Part No.
Tolerance3) d133) h13 h13

[mm] [mm] [mm] [mm] [mm]

3.0 +0.006 +0.046 4.5 7.5 5.0 0.75 L500FM-0304-05
4.0

+0.010 +0.058
5.0 9.5 4.0 0.75 L500FM-0405-04

5.0 7.0 11.0 7.0 1.00 L500FM-0507-07
6.0 8.0 12.0 8.0 1.00 L500FM-0608-08
8.0

+0.013 +0.071
10.0 15.0 9.5 1.00 L500FM-0810-09

10.0 12.0 18.0 9.5 1.00 L500FM-1012-09

Order example: L500FM-0304-05 – no minimum order quantity.
L500 iglidur® material F Flange bearing M Metric 03 Inner Ø d1 04 Outer Ø d2 05 Total length b1

3) After press-fit. Testing methods, page 57

iglidur® L500
+250°C
70MPa

Bearing technology | Plain bearing | iglidur® L500

Lubrication-free made easy ... from stock ... no minimum order quantity

2) Thickness < 0.6mm: Chamfer = 20°

Dimensions according to ISO 3547-1 and 
special dimensions

Flange bearing (form F)

Chamfer in relation to d1

b2

b1

r m
ax

. 0
.5

d3 d1

f1

30° 

d
2

d1 [mm] Ø 1 – 6 Ø 6 – 12
f1 [mm] 0.3 0.5



When to use it?
 ● When high wear resistance at low loads is required
 ● When a cost-effective plain bearing is required
 ● When very low coefficients of friction in dry operation are required
 ● When high edge loads occur
 ● When you are looking for low water absorption
 ● When PTFE and silicone are not allowed in your application

Low-cost
Abrasion-resistant
iglidur® R

When not to use?
 ● When high pressure occurs
iglidur® G

 ● When continuous operating temperatures are higher than +90°C
iglidur® G, iglidur® P

 ● When the best wear resistance is required
iglidur® J
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Low-cost
Abrasion-resistant 
Low-cost material with low coefficient of friction and good wear resistance at low to medium loads.
● High wear resistance
● Low coefficient of friction
● Cost-effective
● Low moisture absorption
● Lubrication-free
● Maintenance-free

Typical application areas
● Sports and leisure
● Model making
● Furniture industry
● Mechatronics

Bearing technology | Plain bearing | iglidur® R

iglidur® R
+90°C
23MPa

3D CAD, finder and service life calculation ... www.igus.no/R

Online product finder 
www.igus.no/iglidur-finder

Online service life calculation 
www.igus.no/iglidur-expert

Ø  
2.0 – 35.0mm

Also available 
as:

Bar stock, 
round bar
Page 676

Bar stock, 
plate
Page 683

tribo-tape liner
Page 691

Piston rings
Page 581

Two hole 
flange  
bearings
Page 603

Moulded 
special parts
Page 624

igubal®  
spherical balls
Page 846

The development of the iglidur® R as a bearing material 
focused on high performance and very low cost. Especially 
in the dry operation low coefficient of friction and wear 
were to be achieved. Plain bearings made from iglidur® R 
are supported by a combination of solid lubricants. The 
PTFE and silicon-free material achieves extremely low 
coefficient of friction in dry operation and runs largely free 
of stick-slip effects.

Moisture absorption
Under standard climatic conditions, the moisture absorp-
tion of iglidur® R plain bearings is approximately 0.2% 
weight. The saturation limit in water is 1.1% weight. This 
must be taken into account for these types of applications.

Vacuum
In vacuum, any present moisture is released as vapour. 
The use in vacuum is only possible to a limited extent.

Radiation resistance
Plain bearings made from iglidur® R are resistant up to a 
radiation intensity of 3 · 10²Gy.

Resistance to weathering
iglidur® R plain bearings are resistant to weathering. The 
material properties are slightly affected. Discoloration 
occurs.

Mechanical properties
With increasing temperatures, the compressive strength 
of iglidur® R plain bearings decreases. Diagram 02 shows 
this inverse relationship. The maximum recommended 
surface pressure is a mechanical material parameter. No 
conclusions regarding the tribological properties can be 
drawn from this.
Diagram 03 shows the elastic deformation of iglidur® R 
at radial loads. At the maximum recommended surface 
pressure of 23MPa the deformation is about 4% at room 
temperature. A plastic deformation can be negligible up 
to this value. However, it is also dependent on the service 
time.
Surface pressure, page 41

iglidur® R
+90°C
23MPa

Lubrication-free made easy ... from stock ... no minimum order quantity

 General properties Testing method

Density g/cm³ 1.39
Colour dark red
Max. moisture absorption at +23°C and 50% r.h. % weight 0.2 DIN 53495
Max. moisture absorption % weight 1.1
Coefficient of friction, dynamic, against steel µ 0.09 – 0.25
pv value, max. (dry) MPa · m/s 0.27
Mechanical properties
Flexural modulus MPa 1,950 DIN 53457
Flexural strength at +20°C MPa 70 DIN 53452
Compressive strength MPa 68
Max. recommended surface pressure (+20°C) MPa 23
Shore D hardness 77 DIN 53505
Physical and thermal properties
Max. application temperature long-term °C +90
Max. application temperature short-term °C +110
Min. application temperature °C –50
Thermal conductivity W/m · K 0.25 ASTM C 177
Coefficient of thermal expansion (at +23°C) K–1 · 10–5 11 DIN 53752
Electrical properties
Specific contact resistance Ωcm > 1012 DIN IEC 93
Surface resistance Ω > 1012 DIN 53482

Table 01: Material properties

Technical data

–50°C up to 
+90°C

23MPa

FOOD

Descriptive technical specifications

Wear resistance at +23°C – +

Wear resistance at +90°C – +

Wear resistance at +150°C – +

Low coefficient of friction – +

Low moisture absorption – +

Wear resistance under water – +

High media resistance – +

Resistant to edge pressures – +

Suitable for shock and impact loads – +

Resistant to dirt – +



251250

Permissible surface speeds
iglidur® R plain bearings are suitable for high surface 
speeds. Speeds of up to 5.0m/s are permitted in linear 
motions. The maximum values shown in table 03 can only 
be achieved at low pressures. The specified values show 
the speed at which due to friction an increase in temperature  
up to the long-term permitted value can occur.
Surface speed, page 44

Temperature
With increasing temperatures, the compressive strength 
of iglidur® R plain bearings decreases. Diagram 02 shows 
this inverse relationship. The temperatures prevailing in 
the bearing system also have an influence on the wear. 
For temperatures over +50°C an additional securing is 
required.
Application temperatures, page 49
Additional securing, page 49

Friction and wear
Similar to wear resistance, the coefficient of friction µ also 
changes with the surface speed and load (diagrams 04 
and 05). iglidur® R is especially suitable for applications in 
which high pv values are induced mainly through the high 
surface speed rather than surface pressure. Less distinct is 
the dependency of the coefficient of friction of the iglidur® R  
plain bearings on the shaft surface.
Coefficient of friction and surfaces, page 47
Wear resistance, page 50

Shaft materials
Diagrams 06 and 07 show the test results of iglidur® R 
plain bearings running against various shaft materials. At 
0.3m/s and 1MPa, the high grade steel and Cf53 shafts 
are the best materials. With increasing loads the iglidur® R  
bearings feature the best wear behaviour with Cf53 and 
304 stainless steel shafts. In pivoting applications, the 
hard-chromed shaft proves to be the ideal mating surface. 
If the shaft material you plan on using is not shown in these 
test results, please contact us.
Shaft materials, page 52

Installation tolerances
iglidur® R plain bearings are standard bearings for 
shafts with h tolerance (recommended minimum h9). 
The bearings are designed for press-fit into a housing 
machined to a H7 tolerance. After being assembled into a 
nominal size housing, in standard cases the inner diameter 
automatically adjusts to the E10 tolerances. For particular 
dimensions the tolerance differs depending on the wall 
thickness (please see product range table).
Testing methods, page 57

Chemicals Resistance
Alcohols +
Diluted acids 0 up to –
Diluted alkalines +
Fuels +
Greases, oils without additives +
Hydrocarbons +
Strong acids –
Strong alkalines + up to 0

All information given at room temperature [+20°C]

Table 02: Chemical resistance

Chemical table, page 1636

Rotating Oscillating linear
long-term m/s 0.8 0.6 3.5
short-term m/s 1.2 1.0 5.0

Table 03: Maximum surface speeds

Dry Greases Oil Water
Coefficient of friction µ 0.09 – 0.25 0.09 0.04 0.04

Table 04: Coefficient of friction against steel (Ra = 1μm, 

50HRC)

Housing Plain bearing Shaft
Ø d1 [mm] H7 [mm] E10 [mm] h9 [mm]
0 – 3 +0.000 +0.010 +0.014 +0.054 –0.025 +0.000

> 3 – 6 +0.000 +0.012 +0.020 +0.068 –0.030 +0.000

> 6 – 10 +0.000 +0.015 +0.025 +0.083 –0.036 +0.000

> 10 – 18 +0.000 +0.018 +0.032 +0.102 –0.043 +0.000

> 18 – 30 +0.000 +0.021 +0.040 +0.124 –0.052 +0.000

> 30 – 50 +0.000 +0.025 +0.050 +0.150 –0.062 +0.000

> 50 – 80 +0.000 +0.030 +0.060 +0.180 –0.074 +0.000

> 80 – 120 +0.000 +0.035 +0.072 +0.212 –0.087 +0.000

> 120 – 180 +0.000 +0.040 +0.085 +0.245 –0.100 +0.000

Table 05: Important tolerances for plain bearings according 

to ISO 3547-1 after press-fit

iglidur® R
+90°C
23MPa

Bearing technology | Plain bearing | iglidur® R

3D CAD, finder and service life calculation ... www.igus.no/R
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iglidur® R
+90°C
23MPa
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Diagram 02: Maximum recommended surface pressure as a 

function of temperature (23MPa at +20°C)
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Diagram 03: Deformation under pressure and temperature
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Diagram 04: Coefficient of friction as a function of the 

surface speed, p = 0.75MPa
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Diagram 07: Wear for rotating and oscillating applications 

with different shaft materials, p = 2MPa

Diagram 06: Wear, rotating with different shaft materials, 

pressure, p = 1MPa, v = 0.3m/s
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Diagram 05: Coefficient of friction as a function of the load, 

v = 0.01m/s

Diagram 01: Permissible pv values for iglidur® R plain 

bearings with a wall thickness of 1mm, dry operation against 

a steel shaft, at +20°C, mounted in a steel housing
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Ordering note
Our prices are scaled according to order 
quantities, current prices can be found online.

No minimum order value.
No low-quantity surcharges.
Free shipping within Germany for orders 
above €150.

Discount scaling

Available from stock 
Detailed information about delivery time online. 
www.igus.no/24

Online ordering
Including delivery times, prices, online tools 
www.igus.no/R 1 – 9

10 – 24
25 – 49

50 – 99
100 – 199
200 – 499

500 – 999
1,000 – 2,499
2,500 – 4,999

d1 d1 d2 b1 Part No.
Tolerance3) h13

[mm] [mm] [mm]

2.0 +0.014 +0.054 3.6 7.0 RSM-0203-07
4.0

+0.020 +0.068
5.5 4.0 RSM-0405-04

5.0 7.0 5.0 RSM-0507-05
6.0 8.0 6.0 RSM-0608-06
8.0

+0.025 +0.083

10.0 10.0 RSM-0810-10
10.0 12.0 5.0 RSM-1012-05
10.0 12.0 10.0 RSM-1012-10
10.0 12.0 15.0 RSM-1012-15
12.0

+0.032 +0.102

14.0 12.0 RSM-1214-12
14.0 16.0 15.0 RSM-1416-15
15.0 17.0 15.0 RSM-1517-15
16.0 18.0 15.0 RSM-1618-15
18.0 20.0 25.0 RSM-1820-25
20.0

+0.040 +0.124

23.0 15.0 RSM-2023-15
20.0 23.0 20.0 RSM-2023-20
25.0 28.0 25.0 RSM-2528-25
28.0 32.0 12.0 RSM-2832-12
30.0 34.0 25.0 RSM-3034-25
30.0 34.0 30.0 RSM-3034-30
35.0 +0.050 +0.150 39.0 30.0 RSM-3539-30

iglidur® R
+90°C
23MPa

Bearing technology | Plain bearing | iglidur® R

2) Thickness < 0.6mm: Chamfer = 20°

3) After press-fit. Testing methods, page 57

Dimensions according to ISO 3547-1 and 
special dimensions

Sleeve bearing (form S)

Chamfer in relation to d1

0.5

30°

b1

f1

d2d1

30° 

3D CAD, finder and service life calculation ... www.igus.no/R

d1 [mm] Ø 1 – 6 Ø 6 – 12 Ø 12 – 30 Ø > 30
f1 [mm] 0.3 0.5 0.8 1.2

Order example: RSM-0203-07 – no minimum order quantity.
R iglidur® material S Sleeve bearing M Metric 02 Inner Ø d1 03 Outer Ø d2 07 Total length b1

d1 d1 d2 d3 b1 b2 Part No.
Tolerance3) d133) h13 h13

[mm] [mm] [mm] [mm] [mm]

4.0

+0.020 +0.068

5.5 9.0 3.0 0.75 RFM-0405-03
4.0 5.5 9.5 4.0 0.75 RFM-0405-04
5.0 7.0 11.0 5.0 1.00 RFM-0507-05
6.0 8.0 12.0 6.0 1.00 RFM-0608-06
8.0

+0.025 +0.083

10.0 15.0 5.0 1.00 RFM-0810-05
8.0 10.0 15.0 10.0 1.00 RFM-0810-10
10.0 12.0 18.0 10.0 1.00 RFM-1012-10
10.0 12.0 18.0 18.0 1.00 RFM-1012-18
12.0

+0.032 +0.102

14.0 20.0 10.0 1.00 RFM-1214-10
12.0 14.0 20.0 12.0 1.00 RFM-1214-12
14.0 16.0 22.0 17.0 1.00 RFM-1416-17
15.0 17.0 23.0 17.0 1.00 RFM-1517-17
16.0 18.0 24.0 17.0 1.00 RFM-1618-17
18.0 20.0 26.0 17.0 1.00 RFM-1820-17
20.0

+0.040 +0.124
23.0 30.0 21.5 1.50 RFM-2023-21

22.0 25.0 29.0 4.5 1.50 RFM-222529-045
25.0 28.0 35.0 21.5 1.50 RFM-2528-21

Order example: RFM-0405-03 – no minimum order quantity.
R iglidur® material F Flange bearing M Metric 04 Inner Ø d1 05 Outer Ø d2 03 Total length b1

3) After press-fit. Testing methods, page 57

iglidur® R
+90°C
23MPa

Bearing technology | Plain bearing | iglidur® R

Lubrication-free made easy ... from stock ... no minimum order quantity

2) Thickness < 0.6mm: Chamfer = 20°

Dimensions according to ISO 3547-1 and 
special dimensions

Flange bearing (form F)

Chamfer in relation to d1

b2

b1

r m
ax

. 0
.5

d3 d1

f1

30° 

d
2

d1 [mm] Ø 1 – 6 Ø 6 – 12 Ø 12 – 30
f1 [mm] 0.3 0.5 0.8



When to use it?
 ● When low coefficient of friction is required
 ● For high speeds
 ● For low load
 ● When a cost-effective plain bearing is required

Low-cost with silicone
Abrasion-resistant
iglidur® D

When not to use?
 ● When high pressure occurs
iglidur® G

 ● When the part should be free of silicone
iglidur® J, iglidur® R

 ● When continuous operating temperatures are higher than +90°C
iglidur® G, iglidur® P
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Low-cost with silicone
Abrasion-resistant 
Low-cost-material with low coefficient of friction and good wear resistance at low loads.
● Low coefficient of friction
● For low loads
● Cost-effective
● Vibration-dampening
● Very low moisture absorption
● Lubrication-free
● Suitable for high surface speeds

Typical application areas
● Sports and leisure
● Model making
● Furniture industry
● Mechatronics

Bearing technology | Plain bearing | iglidur® D

iglidur® D
+90°C
23MPa

3D CAD, finder and service life calculation ... www.igus.no/D

Online product finder 
www.igus.no/iglidur-finder

Online service life calculation 
www.igus.no/iglidur-expert

Ø  
  –  

Also available 
as:

Bar stock, 
round bar
Page 657

Bar stock, 
plate
Page 683

tribo-tape liner
Page 691

Piston rings
Page 581

Two hole 
flange  
bearings
Page 603

Moulded 
special parts
Page 624

igubal®  
spherical balls
Page 841

During the development process of iglidur® D as a bearing 
material, high performance and low price were the top 
requirements. In particular, low coefficient of friction was 
required at high speeds in dry operation. This material 
containing silicone achieves low coefficient of friction in dry 
operation and runs with virtually no stick-slip.

Moisture absorption
Under standard climatic conditions, the moisture absorp-
tion of iglidur® D plain bearings is approximately 0.3% 
weight. The saturation limit in water is 1.1% weight. This 
low moisture absorption allows its use in wet environments.

Vacuum
In vacuum, any present moisture is released as vapour. 
The use in vacuum is only possible to a limited extent.

Radiation resistance
Plain bearings made from iglidur® D are resistant up to a 
radiation intensity of 3 · 10²Gy.

Resistance to weathering
iglidur® D plain bearings are continuously resistant to 
weathering. The material properties are only slightly 
affected. Possible discolorations are only superficial.

Mechanical properties
With increasing temperatures, the compressive strength 
of iglidur® D plain bearings decreases. Diagram 02 shows 
this inverse relationship. The maximum recommended 
surface pressure is a mechanical material parameter. No 
conclusions regarding the tribological properties can be 
drawn from this.
iglidur® D plain bearings were specially developed for low 
radial loads. Diagram 03 shows the elastic deformation of 
iglidur® D at radial loads. At the maximum recommended 
surface pressure of 23MPa the deformation is less than 
3%. A plastic deformation can be negligible up to this 
value. However, it is also dependent on the service time.
Surface pressure, page 41

iglidur® D
+90°C
23MPa

Lubrication-free made easy ... from stock ... no minimum order quantity

 General properties Testing method

Density g/cm³ 1.40
Colour green
Max. moisture absorption at +23°C and 50% r.h. % weight 0.3 DIN 53495
Max. moisture absorption % weight 1.1
Coefficient of friction, dynamic, against steel µ 0.08 – 0.26
pv value, max. (dry) MPa · m/s 0.27
Mechanical properties
Flexural modulus MPa 2,000 DIN 53457
Flexural strength at +20°C MPa 72 DIN 53452
Compressive strength MPa 70
Max. recommended surface pressure (+20°C) MPa 23
Shore D hardness 78 DIN 53505
Physical and thermal properties
Max. application temperature long-term °C +90
Max. application temperature short-term °C +110
Min. application temperature °C –50
Thermal conductivity W/m · K 0.25 ASTM C 177
Coefficient of thermal expansion (at +23°C) K–1 · 10–5 11 DIN 53752
Electrical properties
Specific contact resistance Ωcm > 1014 DIN IEC 93
Surface resistance Ω > 1014 DIN 53482

Table 01: Material properties

Technical data

–50°C up to 
+90°C

23MPa

FOOD

Descriptive technical specifications

Wear resistance at +23°C – +

Wear resistance at +90°C – +

Wear resistance at +150°C – +

Low coefficient of friction – +

Low moisture absorption – +

Wear resistance under water – +

High media resistance – +

Resistant to edge pressures – +

Suitable for shock and impact loads – +

Resistant to dirt – +
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Permissible surface speeds
iglidur® D plain bearings are suitable for high surface 
speeds. Speeds of up to 10.0m/s are permitted in linear 
motions. The maximum values shown in table 03 can only 
be achieved at low pressures. The specified values show 
the speed at which due to friction an increase in temperature  
up to the long-term permitted value can occur.
Surface speed, page 44

Temperature
With increasing temperatures, the compressive strength 
of iglidur® D plain bearings decreases. Diagram 02 shows 
this inverse relationship. The temperatures prevailing in 
the bearing system also have an influence on the wear. 
For temperatures over +50°C an additional securing is 
required.
Application temperatures, page 49
Additional securing, page 49

Friction and wear
Similar to wear resistance, the coefficient of friction µ also 
changes with the surface speed and load (diagrams 04 and 
05). In the Ra range between 0.4 – 0.6µm, the coefficient 
of friction attains its optimum value.
Coefficient of friction and surfaces, page 47
Wear resistance, page 50

Shaft materials
Diagrams 06 and 07 show the test results of iglidur® D 
plain bearings running against various shaft materials. If 
the shaft material you plan on using is not shown in these 
test results, please contact us.
Shaft materials, page 52

Installation tolerances
iglidur® D plain bearings are standard bearings for 
shafts with h tolerance (recommended minimum h9). 
The bearings are designed for press-fit into a housing 
machined to a H7 tolerance. After being assembled into a 
nominal size housing, in standard cases the inner diameter 
automatically adjusts to the E10 tolerances. For particular 
dimensions the tolerance differs depending on the wall 
thickness (please see product range table).
Testing methods, page 57

Chemicals Resistance
Alcohols +
Diluted acids 0 up to –
Diluted alkalines +
Fuels +
Greases, oils without additives +
Hydrocarbons +
Strong acids –
Strong alkalines + up to 0

All information given at room temperature [+20°C]

Table 02: Chemical resistance

Chemical table, page 1636

Rotating Oscillating linear
long-term m/s 1.5 1.1 8.0
short-term m/s 3.0 2.1 10.0

Table 03: Maximum surface speeds

Dry Greases Oil Water
Coefficient of friction µ 0.08 – 0.26 0.09 0.04 0.04

Table 04: Coefficient of friction against steel (Ra = 1μm, 

50HRC)

Housing Plain bearing Shaft
Ø d1 [mm] H7 [mm] E10 [mm] h9 [mm]
0 – 3 +0.000 +0.010 +0.014 +0.054 –0.025 +0.000

> 3 – 6 +0.000 +0.012 +0.020 +0.068 –0.030 +0.000

> 6 – 10 +0.000 +0.015 +0.025 +0.083 –0.036 +0.000

> 10 – 18 +0.000 +0.018 +0.032 +0.102 –0.043 +0.000

> 18 – 30 +0.000 +0.021 +0.040 +0.124 –0.052 +0.000

> 30 – 50 +0.000 +0.025 +0.050 +0.150 –0.062 +0.000

> 50 – 80 +0.000 +0.030 +0.060 +0.180 –0.074 +0.000

> 80 – 120 +0.000 +0.035 +0.072 +0.212 –0.087 +0.000

> 120 – 180 +0.000 +0.040 +0.085 +0.245 –0.100 +0.000

Table 05: Important tolerances for plain bearings according 

to ISO 3547-1 after press-fit

iglidur® D plain bearings are manufactured to special order.

iglidur® D
+90°C
23MPa

Bearing technology | Plain bearing | iglidur® D

3D CAD, finder and service life calculation ... www.igus.no/D
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iglidur® D
+90°C
23MPa
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with different shaft materials, p = 2MPa

Diagram 06: Wear, rotating with different shaft materials, 
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Diagram 01: Permissible pv values for iglidur® D plain 

bearings with a wall thickness of 1mm, dry operation against 

a steel shaft, at +20°C, mounted in a steel housing
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Lubrication-free made easy ... from stock ... no minimum order quantity
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When to use it?
 ● For applications with hard-anodised shafts
 ● When lowest coefficient of friction is required
 ● When long service life at low loads is required

Specialist for linear movement
Low wear with low coefficient of friction
iglidur® J200

When not to use?
 ● For steel shafts
iglidur® J, iglidur® W300

 ● When continuous operating temperatures are higher than +90°C
iglidur® V400

 ● When a cost-effective universal plain bearing is required
iglidur® G, iglidur® P
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Specialist for linear movement
Low wear with low coefficient of friction 
The specialist for low coefficient of friction and minimal wear with hard-anodised aluminium shafts.
● Recommended for hard-anodised aluminium shafts
● Low coefficient of friction
● High wear resistance
● For low and medium loads
● Lubrication-free
● Maintenance-free

Typical application areas
● Automation
● Linear technology
● Actuator

Bearing technology | Plain bearing | iglidur® J200

iglidur® J200
+90°C
23MPa

3D CAD, finder and service life calculation ... www.igus.no/J200

Online product finder 
www.igus.no/iglidur-finder

Online service life calculation 
www.igus.no/iglidur-expert

Ø  
  –  

Also available 
as:

Bar stock, 
round bar
Page 677

Bar stock, 
plate
Page 683

tribo-tape liner
Page 691

Piston rings
Page 581

Two hole 
flange  
bearings
Page 603

Moulded 
special parts
Page 624

igubal® spheri-
cal balls
Page 841

iglidur® J200 is the result of the development of extremely 
low friction plain bearing materials. When using plain 
bearings in linear motion, friction can be critical. Many 
materials can give low coefficient of friction under high 
loads, but iglidur® J200 can give excellent friction values 
even at low loads.

Moisture absorption
Under standard climatic conditions, the moisture absorption  
of iglidur® J200 plain bearings is approximately 0.2% 
weight. The saturation limit in water is 0.7% weight. These 
values are so low that a moisture expansion need to be 
considered only in extreme cases.

Vacuum
In vacuum, any present moisture is released as vapour. 
The use in vacuum is only possible to a limited extent.

Radiation resistance
Plain bearings made from iglidur® J200 are resistant up to 
a radiation intensity of 3 · 10²Gy.

Resistance to weathering
iglidur® J200 plain bearings are resistant to weathering. 
The material properties are slightly affected. Discoloration 
occurs.

Mechanical properties
With increasing temperatures, the compressive strength of 
iglidur® J200 plain bearings decreases. Diagram 02 shows 
this inverse relationship. The maximum recommended 
surface pressure is a mechanical material parameter. No 
conclusions regarding the tribological properties can be 
drawn from this.
At the maximum permissible load of 23MPa, the deformation  
is approximately 3.5% (diagram 03). A plastic deformation  
can be negligible up to this value. However, it is also 
dependent on the service time.
Surface pressure, page 41

iglidur® J200
+90°C
23MPa

Lubrication-free made easy ... from stock ... no minimum order quantity

 General properties Testing method

Density g/cm³ 1.72
Colour matt grey
Max. moisture absorption at +23°C and 50% r.h. % weight 0.2 DIN 53495
Max. moisture absorption % weight 0.7
Coefficient of friction, dynamic, against steel µ 0.11 – 0.17
pv value, max. (dry) MPa · m/s 0.30
Mechanical properties
Flexural modulus MPa 2,800 DIN 53457
Flexural strength at +20°C MPa 58 DIN 53452
Compressive strength MPa 43
Max. recommended surface pressure (+20°C) MPa 23
Shore D hardness 70 DIN 53505
Physical and thermal properties
Max. application temperature long-term °C +90
Max. application temperature short-term °C +120
Min. application temperature °C –50
Thermal conductivity W/m · K 0.24 ASTM C 177
Coefficient of thermal expansion (at +23°C) K–1 · 10–5 8 DIN 53752
Electrical properties
Specific contact resistance Ωcm > 108 DIN IEC 93
Surface resistance Ω > 108 DIN 53482

Table 01: Material properties

Technical data

–50°C up to 
+90°C

23MPa

FOOD

Descriptive technical specifications

Wear resistance at +23°C – +

Wear resistance at +90°C – +

Wear resistance at +150°C – +

Low coefficient of friction – +

Low moisture absorption – +

Wear resistance under water – +

High media resistance – +

Resistant to edge pressures – +

Suitable for shock and impact loads – +

Resistant to dirt – +



265264

Permissible surface speeds
iglidur® J200 attains high surface speeds due to its 
excellent coefficient of friction. Continuous rotation speeds 
of 1.0m/s are possible. The permitted speeds are clearly 
higher yet in linear movements or in short-term operation. 
Speeds of over 15.0m/s have been successfully tested in 
linear applications.
Surface speed, page 44

Temperature
The maximum permissible temperature of +120°C should 
not be exceeded. Therefore the ambient temperature 
generated by friction has to be added. From +60°C 
onward, the bearing should be mechanically retained, 
so as to avoid the bearing moving out of the hole. The 
wear resistance also decreases exponentially from +70°C 
upwards.
Application temperatures, page 49
Additional securing, page 49

Friction and wear
Among all the iglidur® materials, iglidur® J200 exhibits 
the lowest coefficient of friction. The average coefficient 
of friction of all measurements, even with different shaft 
materials, is 0.11μ. The use of hard-anodised aluminium as 
a shaft material is also of importance. The comparison with 
the rest of the iglidur® materials shows that iglidur® J200  
plain bearings are suitable for rather low loads. The 
influence of surface speed and load on the coefficient of 
friction is small. The change of the coefficient of friction at 
high loads is in the normal range (diagrams 04 and 05). 
Surface finishes (Ra) of the shaft between 0.2 – 0.4µm 
are ideal. The influence of the shaft material on the wear 
resistance is significant. Even at low loads, we recommend 
to have a closer look into the wear database.
Coefficient of friction and surfaces, page 47
Wear resistance, page 50

Shaft materials
The shaft material has a great impact on the wear resist-
ance. In fact, all shaft materials (smooth or hardened) are 
suitable for use with iglidur® J200, but the best results 
are achieved with hard-anodised aluminium. In particular 
when used in linear motion, this running surface has proven 
its value.
Shaft materials, page 52

Installation tolerances
iglidur® J200 plain bearings are standard bearings for 
shafts with h tolerance (recommended minimum h9). 
The bearings are designed for press-fit into a housing 
machined to a H7 tolerance. After being assembled into a 
nominal size housing, in standard cases the inner diameter 
automatically adjusts to the E10 tolerances. For particular 
dimensions the tolerance differs depending on the wall 
thickness (please see product range table).
Testing methods, page 57

Chemicals Resistance
Alcohols +
Diluted acids 0 up to –
Diluted alkalines +
Fuels +
Greases, oils without additives +
Hydrocarbons +
Strong acids –
Strong alkalines + up to 0

All information given at room temperature [+20°C]

Table 02: Chemical resistance

Chemical table, page 1636

Rotating Oscillating linear
long-term m/s 1.0 0.7 10.0
short-term m/s 1.5 1.1 15.0

Table 03: Maximum surface speeds

Dry Greases Oil Water
Coefficient of friction µ 0.11 – 0.17 0.09 0.04 0.04

Table 04: Coefficient of friction against steel (Ra = 1μm, 

50HRC)

Housing Plain bearing Shaft
Ø d1 [mm] H7 [mm] E10 [mm] h9 [mm]
0 – 3 +0.000 +0.010 +0.014 +0.054 –0.025 +0.000

> 3 – 6 +0.000 +0.012 +0.020 +0.068 –0.030 +0.000

> 6 – 10 +0.000 +0.015 +0.025 +0.083 –0.036 +0.000

> 10 – 18 +0.000 +0.018 +0.032 +0.102 –0.043 +0.000

> 18 – 30 +0.000 +0.021 +0.040 +0.124 –0.052 +0.000

> 30 – 50 +0.000 +0.025 +0.050 +0.150 –0.062 +0.000

> 50 – 80 +0.000 +0.030 +0.060 +0.180 –0.074 +0.000

> 80 – 120 +0.000 +0.035 +0.072 +0.212 –0.087 +0.000

> 120 – 180 +0.000 +0.040 +0.085 +0.245 –0.100 +0.000

Table 05: Important tolerances for plain bearings according 

to ISO 3547-1 after press-fit

iglidur® J200 plain bearings are manufactured to special 
order.

iglidur® J200
+90°C
23MPa

Bearing technology | Plain bearing | iglidur® J200

3D CAD, finder and service life calculation ... www.igus.no/J200
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iglidur® J200
+90°C
23MPa
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Diagram 07: Wear for oscillating and rotating applications 

with shaft material Cf53 hardened and ground steel, as a 

function of the load

Diagram 06: Wear, rotating with different shaft materials, 

pressure, p = 1MPa, v = 0.3m/s
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Diagram 01: Permissible pv values for iglidur® J200 plain 

bearings with a wall thickness of 1mm, dry operation against 

a steel shaft, at +20°C, mounted in a steel housing
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Lubrication-free made easy ... from stock ... no minimum order quantity
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When to use it?
 ● When good dampening properties and quiet operation are required
 ● When a low coefficient of friction in a pivoting movement is required
 ● When a tough material is required

Ideal for pivoting movement
Vibration-dampening with low coefficient 
of friction for low or medium loads
iglidur® E7

When not to use?
 ● When high pressures occur
iglidur® G, iglidur® Z

 ● When continuous operating temperatures are higher than 70°C
iglidur® J350

 ● When universal wear resistance is required
iglidur® J
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Ideal for pivoting movement
Vibration-dampening with low coefficient of friction 
for low or medium loads 
For the first time, the material iglidur® E7, well-known from drylin® linear technology, is also available as 
a plain bearing. Plain bearings made of the material offer excellent coefficient of friction and wear with 
low to medium loads.

●● Noise-dampening
●● Very low coefficients of friction

● Lubrication-free
● Corrosion-free

Typical application areas
● Packaging industry
● Textile industry
● Furniture/Industrial design

Bearing technology | Plain bearing | iglidur® E7

iglidur® E7
+70°C
18MPa

3D CAD, finder and service life calculation ... www.igus.no/E7

Online product finder 
www.igus.no/iglidur-finder

Online service life calculation 
www.igus.no/iglidur-expert

Ø  
6.0 – 20.0mm

Also available 
as:

Bar stock, 
round bar
Page 677

Bar stock, 
plate
Page 683

tribo-tape liner
Page 691

Piston rings
Page 581

Two hole 
flange  
bearings
Page 603

Moulded 
special parts
Page 624

igubal®  
spherical balls
Page 841

The material E7 offers good vibration-dampening properties. 
With low coefficient of friction at low and medium loads, the 
material is a suitable partner for almost all shaft materials.

Moisture absorption
Under standard climatic conditions, the moisture absorption  
of iglidur® E7 plain bearings is approximately 0.1% weight. 
The saturation limit in water is 0.1% weight. These values 
are so low that a moisture expansion need to be consid-
ered only in extreme cases.

Vacuum
In vacuum, any present moisture is released as vapour. 
The use in vacuum is generally possible.

Radiation resistance
Plain bearings made from iglidur® E7 are resistant up to a 
radiation intensity of 3 · 10²Gy.

Resistance to weathering
iglidur® E7 plain bearings are continuously resistant to 
weathering. The material properties are only slightly 
affected. Possible discolorations are only superficial.

Mechanical properties
With increasing temperatures, the compressive strength of 
iglidur® E7 plain bearings decreases. Diagram 02 shows 
this inverse relationship. The maximum recommended 
surface pressure is a mechanical material parameter. 
No conclusions regarding the tribological properties can 
be drawn from this. At the maximum permissible load of 
18MPa, the deformation is approximately 6% (diagram 03). 
A plastic deformation can be negligible up to this value. 
However, it is also dependent on the service time.
 Surface pressure, page 41

iglidur® E7
+70°C
18MPa

Lubrication-free made easy ... from stock ... no minimum order quantity

General properties Testing method

Density g/cm³ 1.05
Colour dark grey
Max. moisture absorption at +23°C and 50% r.h. % weight 0.1 DIN 53495
Max. moisture absorption % weight 0.1
Coefficient of friction, dynamic, against steel µ 0.09 – 0.23
pv value, max. (dry) MPa · m/s 0.22
Mechanical properties
Flexural modulus MPa 1,477 DIN 53457
Flexural strength at +20°C MPa 22 DIN 53452
Compressive strength MPa 18
Max. recommended surface pressure (+20°C) MPa 18
Shore D hardness 61 DIN 53505
Physical and thermal properties
Max. application temperature long-term °C +70
Max. application temperature short-term °C +90
Min. application temperature °C –50
Thermal conductivity W/m · K 0.24 ASTM C 177
Coefficient of thermal expansion (at +23°C) K–1 · 10–5 25 DIN 53752
Electrical properties
Specific contact resistance Ωcm >109 DIN IEC 93
Surface resistance Ω >109 DIN 53482

Table 01: Material properties

Technical data

–50°C up to 
+70°C

18MPa

FOOD

Descriptive technical specifications

Wear resistance at +23°C – +

Wear resistance at +90°C – +

Wear resistance at +150°C – +

Low coefficient of friction – +

Low moisture absorption – +

Wear resistance under water – +

High media resistance – +

Resistant to edge pressures – +

Suitable for shock and impact loads – +

Resistant to dirt – +
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Permissible surface speeds
iglidur® E7 attains high surface speeds due to its excellent 
coefficient of friction. Continuous rotation speeds of 0.5m/s 
are possible. The permitted speeds are clearly higher yet 
in linear movements or in short-term operation. Speeds 
of over 3.0m/s have been successfully tested in linear 
applications.
Surface speed, page 44

Temperature
The maximum permissible temperature of +90°C should 
not be exceeded. Therefore the ambient temperature 
generated by friction has to be added. From +30°C 
onward, the bearing should be mechanically retained, 
so as to avoid the bearing moving out of the hole. The 
wear resistance also decreases exponentially from +90°C 
upwards.
Application temperatures, page 49
Additional securing, page 49

Friction and wear
Among all the iglidur® materials, iglidur® E7 exhibits the 
lowest coefficient of friction. The average coefficient of 
friction of all measurements, even with different shaft 
materials, is 0.11μ. The use of hard-anodised aluminium 
as a shaft material is also of importance. The comparison 
with the rest of the iglidur® materials shows that iglidur® E7  
plain bearings are suitable for rather low loads. The 
influence of surface speed and load on the coefficient of 
friction is small. The change of the coefficient of friction at 
high loads is in the normal range (diagrams 04 and 05). 
Surface finishes (Ra) of the shaft between 0.8µm are ideal. 
The influence of the shaft material on the wear resistance 
is significant. Even at low loads, we recommend to have 
a closer look into the wear database.
Coefficient of friction and surfaces, page 47
Wear resistance, page 50

Shaft materials
The shaft material has a great impact on the wear resistance.  
In fact, all shaft materials (smooth or hardened) are suitable 
for use with iglidur® E7, but the best results are achieved 
with hard-anodised aluminium. In particular when used in 
linear motion, this running surface has proven its value.
Shaft materials, page 52

Installation tolerances
iglidur® E7 plain bearings are standard bearings for 
shafts with h tolerance (recommended minimum h9). 
The bearings are designed for press-fit into a housing 
machined to a H7 tolerance. After being assembled into a 
nominal size housing, in standard cases the inner diameter 
automatically adjusts to the E10 tolerances. For particular 
dimensions the tolerance differs depending on the wall 
thickness (please see product range table).
Testing methods, page 57

Chemicals Resistance
Alcohols +
Diluted acids 0 up to –
Diluted alkalines +
Fuels +
Greases, oils without additives +
Hydrocarbons +
Strong acids –
Strong alkalines + up to 0

All information given at room temperature [+20°C]

Table 02: Chemical resistance

Chemical table, page 1636

Rotating Oscillating linear
long-term m/s 0.5 0.4 2.0
short-term m/s 0.8 0.6 3.0

Table 03: Maximum surface speeds

Dry Greases Oil Water
Coefficient of friction µ 0.09 – 0.23 0.09 0.04 0.04

Table 04: Coefficient of friction against steel (Ra = 1μm, 

50HRC)

Housing Plain bearing Shaft
Ø d1 [mm] H7 [mm] E10 [mm] h9 [mm]
0 – 3 +0.000 +0.010 +0.014 +0.054 –0.025 +0.000

> 3 – 6 +0.000 +0.012 +0.020 +0.068 –0.030 +0.000

> 6 – 10 +0.000 +0.015 +0.025 +0.083 –0.036 +0.000

> 10 – 18 +0.000 +0.018 +0.032 +0.102 –0.043 +0.000

> 18 – 30 +0.000 +0.021 +0.040 +0.124 –0.052 +0.000

> 30 – 50 +0.000 +0.025 +0.050 +0.150 –0.062 +0.000

> 50 – 80 +0.000 +0.030 +0.060 +0.180 –0.074 +0.000

> 80 – 120 +0.000 +0.035 +0.072 +0.212 –0.087 +0.000

> 120 – 180 +0.000 +0.040 +0.085 +0.245 –0.100 +0.000

Table 05: Important tolerances for plain bearings according 

to ISO 3547-1 after press-fit

iglidur® E7
+70°C
18MPa

Bearing technology | Plain bearing | iglidur® E7

3D CAD, finder and service life calculation ... www.igus.no/E7

100.0

10.0

1.0

0.1

0.01

0.001 0.01 0.1 1.0 10.0

0.25

0.20

0.15

0.10

0 15 25 35 45

120

100

80

60

40

20

0

20 30 40 50 60 70 80

10

8

6

4

2

0

0 5 10 15 20 25 30 35 40 45

+23°C
+60°C

rotating
oscillating

350

300

250

200

150

100

50

0

0 1 2 5 10 20

0.25

0.20

0.15

0.10

0.10 0.15 0.20 0.25 0.30

Technical data

iglidur® E7
+70°C
18MPa

Lo
ad

 [M
P

a]

Temperature [°C]

Diagram 02: Maximum recommended surface pressure as a 

function of temperature (18MPa at +20°C)
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Diagram 03: Deformation under pressure and temperature
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Diagram 04: Coefficient of friction as a function of the 

surface speed, p = 0.75MPa
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Diagram 07: Wear for oscillating and rotating applications 

with shaft material Cf53 hardened and ground steel, as a 

function of the load

Diagram 06: Wear, rotating with different shaft materials, 

pressure, p = 1MPa, v = 0.3m/s
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Diagram 05: Coefficient of friction as a function of the 

pressure, v = 0.01m/s

Diagram 01: Permissible pv values for iglidur® E7 plain 

bearings with a wall thickness of 1mm, dry operation against 

a steel shaft, at +20°C, mounted in a steel housing
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Ordering note
Our prices are scaled according to order 
quantities, current prices can be found online.

No minimum order value.
No low-quantity surcharges.
Free shipping within Germany for orders 
above €150.

Discount scaling

Available from stock 
Detailed information about delivery time online. 
www.igus.no/24

Online ordering
Including delivery times, prices, online tools 
www.igus.no/E7

1 – 9
10 – 24
25 – 49

50 – 99
100 – 199
200 – 499

500 – 999
1,000 – 2,499
2,500 – 4,999

Ordering note
Our prices are scaled according to order 
quantities, current prices can be found online.

No minimum order value.
No low-quantity surcharges.
Free shipping within Germany for orders 
above €150.

Discount scaling

Available from stock 
Detailed information about delivery time online. 
www.igus.no/24

Online ordering
Including delivery times, prices, online tools 
www.igus.no/E7

1 – 9
10 – 24
25 – 49

50 – 99
100 – 199
200 – 499

500 – 999
1,000 – 2,499
2,500 – 4,999

d1 d1 d2 b1 Part No.
Tolerance3) h13

[mm] [mm] [mm]

6.0 +0.020 +0.068 8.0 6.0 E7SM-0608-06
8.0

+0.025 +0.083
10.0 10.0 E7SM-0810-10

10.0 12.0 10.0 E7SM-1012-10
12.0

+0.032 +0.102
14.0 12.0 E7SM-1214-12

16.0 18.0 15.0 E7SM-1618-15
20.0 +0.040 +0.124 23.0 20.0 E7SM-2023-20

iglidur® E7
+70°C
18MPa

Bearing technology | Plain bearing | iglidur® E7

2) Thickness < 0.6mm: Chamfer = 20°

3) After press-fit. Testing methods, page 57

Dimensions according to ISO 3547-1 and 
special dimensions

Sleeve bearing (form S)

Chamfer in relation to d1

0.5

30°

b1

f1

d2d1

30° 

3D CAD, finder and service life calculation ... www.igus.no/E7

d1 [mm] Ø 1 – 6 Ø 6 – 12 Ø 12 – 30
f1 [mm] 0.3 0.5 0.8

Order example: E7SM-0608-06 – no minimum order quantity.
E7 iglidur® material S Sleeve bearing M Metric 06 Inner Ø d1 08 Outer Ø d2 06 Total length b1

d1 d1 d2 d3 b1 b2 Part No.
Tolerance3) d133) h13 h13

[mm] [mm] [mm] [mm] [mm]

6.0 +0.020 +0.068 8.0 12.0 6.0 1.00 E7FM-0608-06
8.0

+0.025 +0.083
10.0 15.0 10.0 1.00 E7FM-0810-10

10.0 12.0 18.0 10.0 1.00 E7FM-1012-10
12.0

+0.032 +0.102
14.0 20.0 12.0 1.00 E7FM-1214-12

16.0 18.0 24.0 17.0 1.00 E7FM-1618-17
20.0 +0.040 +0.124 23.0 30.0 21.5 1.50 E7FM-2023-21

Order example: E7FM-0608-06 – no minimum order quantity.
E7 iglidur® material F Flange bearing M Metric 06 Inner Ø d1 08 Outer Ø d2 06 Total length b1

3) After press-fit. Testing methods, page 57

iglidur® E7
+70°C
18MPa

Bearing technology | Plain bearing | iglidur® E7

Lubrication-free made easy ... from stock ... no minimum order quantity

2) Thickness < 0.6mm: Chamfer = 20°

Dimensions according to ISO 3547-1 and 
special dimensions

Flange bearing (form F)

Chamfer in relation to d1

b2

b1

r m
ax

. 0
.5

d3 d1

f1

30° 

d
2

d1 [mm] Ø 1 – 6 Ø 6 – 12 Ø 12 – 30
f1 [mm] 0.3 0.5 0.8
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Plain bearing materials for high temperatures 

Here you will find high-temperature specialists for continuous operating temperatures up to +250°C (exception:  
iglidur® V400 with +200°C).
In the meantime, the iglidur® X6 surpasses the standard iglidur® X here in many rotating and pivoting applications.
iglidur® Z has also been long established as standard with extremely low wear rates under high loads and/or temperatures. 
iglidur® V400 is characterised as a problem solver in many special cases, and iglidur® UW500 is the specialist for hot 
liquids.

3D CAD, finder and service life calculation ... www.igus.no/X

iglidur® X
The chemical and temperature 
specialist

Temperature [°C] 123) +250 – +

Surface pressure [MPa] 124) 150 – +

Coefficient of friction [µ] 125) 0.31 – +

Wear [µm/km] 125) 6.30 – +

Price index – +

iglidur® Z
Long service life under extreme 
conditions

Temperature [°C] 123) +250 – +

Surface pressure [MPa] 124) 150 – +

Coefficient of friction [µ] 125) 0.18 – +

Wear [µm/km] 125) 1.00 – +

Price index – +

iglidur® X6
The high temperature specialist 
up to +250°C

Temperature [°C] 123) +250 – +

Surface pressure [MPa] 124) 150 – +

Coefficient of friction [µ] 125) – +

Wear [µm/km] 125) – +

Price index – +

iglidur® V400
For soft shafts and high 
temperatures

Temperature [°C] 123) +200 – +

Surface pressure [MPa] 124) 45 – +

Coefficient of friction [µ] 125) 0.19 – +

Wear [µm/km] 125) 0.30 – +

Price index – +

123) max. long-term application temperature  124) max. recommended surface pressure at +20°C  125) best combination for p = 1MPa, 

v = 0.3m/s, rotating

Online product finder 
www.igus.no/iglidur-finder

Online service life calculation 
www.igus.no/iglidur-expert

High temperatures

iglidur® HSD350
All-rounder for steam sterilisation

Temperature [°C] 123) +180 – +

Surface pressure [MPa] 124) 30 – +

Coefficient of friction [µ] 125) 1.15 – +

Wear [µm/km] 125) 2.00 – +

Price index – +

iglidur® UW500
For hot liquids

Temperature [°C] 123) +250 – +

Surface pressure [MPa] 124) 140 – +

Coefficient of friction [µ] 125) 0.33 – +

Wear [µm/km] 125) 2.20 – +

Price index – +

Lubrication-free made easy ... from stock ... no minimum order quantity 



When to use it?
 ● For pressure loads up to 150MPa
 ● For linear movements with stainless steel at high temperatures
 ● Universal chemical resistance
 ● For temperature resistance from –100°C to +250°C (short-term up to +315°C)
 ● For very low moisture absorption
 ● For high wear resistance over the entire temperature range

The chemical and temperature 
specialist
Up to 150MPa
iglidur® X

When not to use?
 ● For very low wear at high loads
iglidur® Q, iglidur® Z

 ● When a cost-effective plain bearing for underwater use is required
iglidur® H, iglidur® H370

 ● For edge loads
iglidur® Z
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The chemical and temperature specialist
Up to 150MPa 
iglidur® X is defined by its combination of very high temperature resistance with high compressive strength, 
along with high resistance to chemicals. iglidur® X is designed for higher speeds than other iglidur® bearings.
● Continuous operating temperature from –100°C to +250°C
● Extremely high chemical resistance
● High compressive strength
● Very low moisture absorption
● High wear resistance

Typical application areas
● Beverage industry
● Woodworking
● Plastic processing industry
● Aerospace engineering
● Cleanroom

Bearing technology | Plain bearing | iglidur® X

iglidur® X
+250°C
150MPa

3D CAD, finder and service life calculation ... www.igus.no/X

Online product finder 
www.igus.no/iglidur-finder

Online service life calculation 
www.igus.no/iglidur-expert

Ø  
2.0 – 
120.0mm

Descriptive technical specifications

Wear resistance at +23°C – +

Wear resistance at +90°C – +

Wear resistance at +150°C – +

Low coefficient of friction – +

Low moisture absorption – +

Wear resistance under water – +

High media resistance – +

Resistant to edge pressures – +

Suitable for shock and impact loads – +

Resistant to dirt – +

Also available 
as:

Bar stock, 
round bar
Page 678

Bar stock, 
plate
Page 683

tribo-tape liner
Page 691

Piston rings
Page 584

Two hole 
flange  
bearings
Page 603

Moulded 
special parts
Page 624

igubal®  
spherical balls
Page 847

iglidur® X has an excellent combination of high temperature  
resistance, high compressive strength, and excellent  
resistance to chemicals. The aspect of temperature resistance 
and pressure susceptibility is also reflected in the pv graph.

Moisture absorption
The moisture absorption of iglidur® X plain bearings is 
very low. It is approximately 0.1% weight under standard 
climatic conditions. The maximum moisture absorption 
is 0.5% weight.

Vacuum
In vacuum, any present moisture is released as vapour. 
The use in vacuum is generally possible.

Radiation resistance
Plain bearings made from iglidur® X are resistant up to a 
radiation intensity of 1 · 10⁵Gy.

Resistance to weathering
iglidur® X plain bearings are continuously resistant to 
weathering. The material properties are only slightly 
affected. Possible discolorations are only superficial.

Mechanical properties
With increasing temperatures, the compressive strength 
of iglidur® X plain bearings decreases. Diagram 02 shows 
this inverse relationship. The maximum recommended 
surface pressure is a mechanical material parameter. No 
conclusions regarding the tribological properties can be 
drawn from this.
Diagram 03 shows the elastic deformation of iglidur® X 
at radial loads.
Surface pressure, page 41

iglidur® X
+250°C
150MPa

Lubrication-free made easy ... from stock ... no minimum order quantity

General properties Testing method

Density g/cm³ 1.44
Colour black
Max. moisture absorption at +23°C and 50% r.h. % weight 0.1 DIN 53495
Max. moisture absorption % weight 0.5
Coefficient of friction, dynamic, against steel µ 0.09 – 0.27
pv value, max. (dry) MPa · m/s 1.32
Mechanical properties
Flexural modulus MPa 8,100 DIN 53457
Flexural strength at +20°C MPa 170 DIN 53452
Compressive strength MPa 100
Max. recommended surface pressure (+20°C) MPa 150
Shore D hardness 85 DIN 53505
Physical and thermal properties
Max. application temperature long-term °C +250
Max. application temperature short-term °C +315
Min. application temperature °C –100
Thermal conductivity W/m · K 0.60 ASTM C 177
Coefficient of thermal expansion (at +23°C) K–1 · 10–5 5 DIN 53752
Electrical properties5)

Specific contact resistance Ωcm < 105 DIN IEC 93
Surface resistance Ω < 103 DIN 53482
5) The good conductivity of this material can favour the generation of corrosion on the metallic contact components.

Table 01: Material properties

Technical data

–100°C up to 
+250°C

150MPa

FOOD
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Permissible surface speeds
iglidur® X is designed for higher speeds than other iglidur® 
bearings. This is enabled by its high temperature resistance 
and excellent thermal conductivity. This is also made clear 
by the max. pv value of 1.32MPa. However, in this case, 
only the smallest radial loads may act on the bearings.
At the given speeds, friction can cause a temperature 
increase to maximum permissible levels.
Surface speed, page 44

Temperature
In the case of a permissible long-term application temperature 
of +250°C, iglidur® X will even withstand +315°C for short 
periods. As in the case of all thermoplastics, the compression 
strength of iglidur® X decreases when temperatures rise. 
For temperatures over +135°C an additional securing is 
required. At temperatures over +170°C the axial security 
of the bearing in the housing needs to be tested. Please 
contact us if you have questions on bearing use.
Application temperatures, page 49
Additional securing, page 49

Friction and wear
Similar to wear resistance, the coefficient of friction µ also 
changes with the surface speed and load (diagrams 04 
and 05).
Coefficient of friction and surfaces, page 47
Wear resistance, page 50

Shaft materials
The friction and wear are also dependent, to a large 
degree, on the shaft material. Shafts that are too smooth, 
increase both the coefficient of friction and the wear 
of the bearing. For iglidur® X a ground surface with an 
average surface finish Ra = 0.6 – 0.8µm is recommended. 
Diagrams 06 and 07 show the test results of iglidur® X 
plain bearings running against various shaft materials. If 
the shaft material you plan on using is not shown in these 
test results, please contact us.
Shaft materials, page 52

Installation tolerances
iglidur® X plain bearings are standard bearings for 
shafts with h tolerance (recommended minimum h9). 
The bearings are designed for press-fit into a housing 
machined to a H7 tolerance. After being assembled into a 
nominal size housing, in standard cases the inner diameter 
automatically adjusts to the F10 tolerances. For particular 
dimensions the tolerance differs depending on the wall 
thickness (please see product range table).
Testing methods, page 57

Chemicals Resistance
Alcohols +
Diluted acids +
Diluted alkalines +
Fuels +
Greases, oils without additives +
Hydrocarbons +
Strong acids 0 up to –
Strong alkalines +

All information given at room temperature [+20°C]

Table 02: Chemical resistance

Chemical table, page 1636

Rotating Oscillating linear
long-term m/s 1.5 1.1 5.0
short-term m/s 3.5 2.5 10.0

Table 03: Maximum surface speeds

Dry Greases Oil Water
Coefficient of friction µ 0.09 – 0.27 0.09 0.04 0.04

Table 04: Coefficient of friction against steel (Ra = 1μm, 

50HRC)

Housing Plain bearing Shaft
Ø d1 [mm] H7 [mm] F10 [mm] h9 [mm]
0 – 3 +0.000 +0.010 +0.006 +0.046 –0.025 +0.000

> 3 – 6 +0.000 +0.012 +0.010 +0.058 –0.030 +0.000

> 6 – 10 +0.000 +0.015 +0.013 +0.071 –0.036 +0.000

> 10 – 18 +0.000 +0.018 +0.016 +0.086 –0.043 +0.000

> 18 – 30 +0.000 +0.021 +0.020 +0.104 –0.052 +0.000

> 30 – 50 +0.000 +0.025 +0.025 +0.125 –0.062 +0.000

> 50 – 80 +0.000 +0.030 +0.030 +0.150 –0.074 +0.000

> 80 – 120 +0.000 +0.035 +0.036 +0.176 –0.087 +0.000

> 120 – 180 +0.000 +0.040 +0.043 +0.203 +0.000 +0.100

Table 05: Important tolerances for plain bearings according 

to ISO 3547-1 after press-fit

iglidur® X
+250°C
150MPa

Bearing technology | Plain bearing | iglidur® X

3D CAD, finder and service life calculation ... www.igus.no/X
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Diagram 02: Maximum recommended surface pressure as a 

function of temperature (150MPa at +20°C)
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Diagram 03: Deformation under pressure and temperature
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Diagram 04: Coefficient of friction as a function of the 

surface speed, v = 0.01m/s
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Diagram 07: Wear for rotating and oscillating applications 

with different shaft materials, p = 2MPa

Diagram 06: Wear, rotating with different shaft materials, 

pressure, p = 1MPa, v = 0.3m/s
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Diagram 05: Coefficient of friction as a function of the 

pressure, v = 0.01m/s

Diagram 01: Permissible pv values for iglidur® X plain 

bearings with a wall thickness of 1mm, dry operation against 

a steel shaft, at +20°C, mounted in a steel housing
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d1 d1 d2 b1 Part No.
Tolerance3) h13

[mm] [mm] [mm]

2.0
+0.006 
+0.046

3.5 3.0 XSM-0203-03
3.0 4.5 3.0 XSM-0304-03
3.0 4.5 6.0 XSM-0304-06
4.0

+0.010 
+0.058

5.5 4.0 XSM-0405-04
4.0 5.5 6.0 XSM-0405-06
4.0 5.5 9.0 XSM-0405-09
4.0 5.5 10.0 XSM-0405-10
5.0 7.0 3.5 XSM-0507-035
5.0 7.0 5.0 XSM-0507-05
5.0 7.0 8.0 XSM-0507-08
5.0 7.0 10.0 XSM-0507-10
6.0 8.0 6.0 XSM-0608-06
6.0 8.0 8.0 XSM-0608-08
6.0 8.0 10.0 XSM-0608-10
6.0 8.0 13.8 XSM-0608-13
7.0

+0.013 
+0.071

9.0 10.0 XSM-0709-10
7.0 9.0 12.0 XSM-0709-12
8.0 10.0 6.0 XSM-0810-06
8.0 10.0 8.0 XSM-0810-08
8.0 10.0 10.0 XSM-0810-10
8.0 10.0 12.0 XSM-0810-12
8.0 10.0 15.0 XSM-0810-15
10.0 12.0 3.5 XSM-1012-035
10.0 12.0 6.0 XSM-1012-06
10.0 12.0 8.0 XSM-1012-08
10.0 12.0 10.0 XSM-1012-10
10.0 12.0 12.0 XSM-1012-12
10.0 12.0 15.0 XSM-1012-15
10.0 12.0 20.0 XSM-1012-20

d1 d1 d2 b1 Part No.
Tolerance3) h13

[mm] [mm] [mm]

12.0

+0.016 
+0.086

14.0 3.5 XSM-1214-035
12.0 14.0 6.0 XSM-1214-06
12.0 14.0 8.0 XSM-1214-08
12.0 14.0 10.0 XSM-1214-10
12.0 14.0 12.0 XSM-1214-12
12.0 14.0 15.0 XSM-1214-15
12.0 14.0 20.0 XSM-1214-20
12.0 14.0 25.0 XSM-1214-25
13.0 15.0 10.0 XSM-1315-10
13.0 15.0 20.0 XSM-1315-20
14.0 16.0 12.0 XSM-1416-12
14.0 16.0 15.0 XSM-1416-15
14.0 16.0 20.0 XSM-1416-20
14.0 16.0 25.0 XSM-1416-25
15.0 17.0 7.0 XSM-1517-07
15.0 17.0 10.0 XSM-1517-10
15.0 17.0 15.0 XSM-1517-15
15.0 17.0 20.0 XSM-1517-20
15.0 17.0 25.0 XSM-1517-25
16.0 18.0 10.0 XSM-1618-10
16.0 18.0 12.0 XSM-1618-12
16.0 18.0 15.0 XSM-1618-15
16.0 18.0 20.0 XSM-1618-20
16.0 18.0 25.0 XSM-1618-25
16.0 18.0 35.0 XSM-1618-35
17.0 19.0 20.0 XSM-1719-20
18.0 20.0 15.0 XSM-1820-15
18.0 20.0 20.0 XSM-1820-20
18.0 20.0 25.0 XSM-1820-25

iglidur® X
+250°C
150MPa

Bearing technology | Plain bearing | iglidur® X

2) Thickness < 0.6mm: Chamfer = 20°

Dimensions according to ISO 3547-1 and 
special dimensions

Sleeve bearing (form S)

0.5

30°

b1

f1

d2d1

30° 

Chamfer in relation to d1
d1 [mm] Ø 1 – 6 Ø 6 – 12 Ø 12 – 30 Ø > 30
f1 [mm] 0.3 0.5 0.8 1.2

3D CAD, finder and service life calculation ... www.igus.no/X

3) After press-fit. Testing methods, page 57

Order example: XSM-0203-03 – no minimum order quantity.
X iglidur® material S Sleeve bearing M Metric 02 Inner Ø d1 03 Outer Ø d2 03 Total length b1

d1 d1 d2 b1 Part No.
Tolerance3) h13

[mm] [mm] [mm]

20.0
+0.016 
+0.086

22.0 14.0 XSM-2022-140

20.0

+0.020 
+0.104

22.0 14.5 XSM-2022-145
20.0 22.0 17.0 XSM-2022-17
20.0 22.0 18.0 XSM-2022-18
20.0 22.0 20.0 XSM-2022-20
20.0 23.0 7.0 XSM-2023-07
20.0 23.0 10.0 XSM-2023-10
20.0 23.0 15.0 XSM-2023-15
20.0 23.0 20.0 XSM-2023-20
20.0 23.0 25.0 XSM-2023-25
20.0 23.0 30.0 XSM-2023-30
22.0 25.0 15.0 XSM-2225-15
22.0 25.0 20.0 XSM-2225-20
22.0 25.0 25.0 XSM-2225-25
22.0 25.0 30.0 XSM-2225-30
24.0 26.0 20.0 XSM-2426-20
24.0 27.0 6.0 XSM-2427-06
24.0 27.0 15.0 XSM-2427-15
24.0 27.0 20.0 XSM-2427-20
24.0 27.0 25.0 XSM-2427-25
24.0 27.0 30.0 XSM-2427-30
25.0 28.0 7.7 XSM-2528-077
25.0 28.0 9.0 XSM-2528-09
25.0 28.0 12.0 XSM-2528-12
25.0 28.0 13.0 XSM-2528-13
25.0 28.0 15.0 XSM-2528-15
25.0 28.0 20.0 XSM-2528-20
25.0 28.0 25.0 XSM-2528-25
25.0 28.0 30.0 XSM-2528-30
25.0 28.0 35.0 XSM-2528-35
26.0 28.0 10.0 XSM-2628-10
27.0 30.0 5.7 XSM-2730-05
28.0 32.0 20.0 XSM-2832-20
28.0 32.0 25.0 XSM-2832-25
28.0 32.0 30.0 XSM-2832-30
28.0 32.0 69.0 XSM-2832-69
30.0 34.0 10.0 XSM-3034-10
30.0 34.0 15.0 XSM-3034-15

d1 d1 d2 b1 Part No.
Tolerance3) h13

[mm] [mm] [mm]

30.0
+0.020 
+0.104

34.0 20.0 XSM-3034-20
30.0 34.0 25.0 XSM-3034-25
30.0 34.0 30.0 XSM-3034-30
30.0 34.0 40.0 XSM-3034-40
32.0

+0.025 
+0.125

36.0 20.0 XSM-3236-20
32.0 36.0 25.0 XSM-3236-25
32.0 36.0 30.0 XSM-3236-30
32.0 36.0 35.0 XSM-3236-35
32.0 36.0 40.0 XSM-3236-40
32.0 36.0 54.0 XSM-3236-54
35.0 39.0 20.0 XSM-3539-20
35.0 39.0 30.0 XSM-3539-30
35.0 39.0 40.0 XSM-3539-40
35.0 39.0 50.0 XSM-3539-50
40.0 44.0 20.0 XSM-4044-20
40.0 44.0 30.0 XSM-4044-30
40.0 44.0 40.0 XSM-4044-40
40.0 44.0 50.0 XSM-4044-50
45.0 50.0 20.0 XSM-4550-20
45.0 50.0 30.0 XSM-4550-30
45.0 50.0 40.0 XSM-4550-40
45.0 50.0 50.0 XSM-4550-50
50.0 55.0 20.0 XSM-5055-20
50.0 55.0 30.0 XSM-5055-30
50.0 55.0 40.0 XSM-5055-40
50.0 55.0 50.0 XSM-5055-50
50.0 55.0 60.0 XSM-5055-60
55.0

+0.030 
+0.150

60.0 50.0 XSM-5560-50
60.0 65.0 45.0 XSM-6065-45
60.0 65.0 60.0 XSM-6065-60
65.0 70.0 50.0 XSM-6570-50
70.0 75.0 70.0 XSM-7075-70
75.0 80.0 60.0 XSM-7580-60
80.0 85.0 100.0 XSM-8085-100
90.0

+0.036 
+0.176

95.0 100.0 XSM-9095-100
100.0 105.0 100.0 XSM-100105-100
110.0 115.0 100.0 XSM-110115-100
120.0 125.0 100.0 XSM-120125-100

iglidur® X
+250°C
150MPa

Product range

Lubrication-free made easy ... from stock ... no minimum order quantity

3) After press-fit. Testing methods, page 57
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Ordering note
Our prices are scaled according to order 
quantities, current prices can be found online.

No minimum order value.
No low-quantity surcharges.
Free shipping within Germany for orders 
above €150.

Available from stock 
Detailed information about delivery time online. 
www.igus.no/24

Online ordering
Including delivery times, prices, online tools 
www.igus.no/X

Discount scaling
1 – 9
10 – 24
25 – 49

50 – 99
100 – 199
200 – 499

500 – 999
1,000 – 2,499
2,500 – 4,999

d1 d1 d2 d3 b1 b2 Part No.
Tolerance3) d133) h13 h13

[mm] [mm] [mm] [mm] [mm]

2.0 +0.006
+0.046

4.0 6.0 3.0 1.00 XFM-020406-03
3.0 4.5 7.5 5.0 0.75 XFM-0304-05
4.0

+0.010
+0.058

5.5 9.5 4.0 0.75 XFM-0405-04
4.0 5.5 9.5 6.0 0.75 XFM-0405-06
4.0 5.5 8.0 6.0 0.75 XFM-040508-06
5.0 7.0 11.0 5.0 1.00 XFM-0507-05
6.0 8.0 12.0 4.0 1.00 XFM-0608-04
6.0 8.0 12.0 8.0 1.00 XFM-0608-08
6.0 8.0 12.0 10.0 1.00 XFM-0608-10
8.0

+0.013
+0.071

10.0 12.0 4.0 1.00 XFM-081012-04
8.0 10.0 15.0 5.5 1.00 XFM-0810-05
8.0 10.0 15.0 7.5 1.00 XFM-0810-07
8.0 10.0 15.0 8.0 1.00 XFM-0810-08
8.0 10.0 15.0 9.5 1.00 XFM-0810-09
8.0 10.0 14.0 31.5 1.00 XFM-081014-31
9.0 11.0 15.0 18.0 0.50 XFM-0911-18
10.0 12.0 18.0 5.0 1.00 XFM-1012-05
10.0 12.0 18.0 6.0 1.00 XFM-1012-06
10.0 12.0 18.0 7.0 1.00 XFM-1012-07
10.0 12.0 15.0 8.0 1.00 XFM-1012-08
10.0 12.0 18.0 9.0 1.00 XFM-1012-09
10.0 12.0 18.0 12.0 1.00 XFM-1012-12
10.0 12.0 18.0 15.0 1.00 XFM-1012-15
10.0 12.0 18.0 17.0 1.00 XFM-1012-17
10.0 12.0 18.0 18.0 1.00 XFM-1012-18
10.0 12.0 15.0 22.0 1.00 XFM-1012-22
10.0 12.0 18.0 25.0 1.00 XFM-1012-25

d1 d1 d2 d3 b1 b2 Part No.
Tolerance3) d133) h13 h13

[mm] [mm] [mm] [mm] [mm]

12.0

+0.016
+0.086

14.0 18.0 3.9 1.00 XFM-121418-039
12.0 14.0 20.0 5.5 1.00 XFM-1214-055
12.0 14.0 18.0 5.9 1.00 XFM-121418-059
12.0 14.0 20.0 9.0 1.00 XFM-1214-09
12.0 14.0 20.0 12.0 1.00 XFM-1214-12
12.0 14.0 20.0 15.0 1.00 XFM-1214-15
12.0 14.0 20.0 17.0 1.00 XFM-1214-17
14.0 16.0 22.0 10.0 1.00 XFM-1416-10
14.0 16.0 22.0 12.0 1.00 XFM-1416-12
14.0 16.0 22.0 17.0 1.00 XFM-1416-17
15.0 17.0 23.0 6.0 1.00 XFM-1517-06
15.0 17.0 23.0 9.0 1.00 XFM-1517-09
15.0 17.0 23.0 12.0 1.00 XFM-1517-12
15.0 17.0 23.0 17.0 1.00 XFM-1517-17
16.0 18.0 24.0 12.0 1.00 XFM-1618-12
16.0 18.0 24.0 17.0 1.00 XFM-1618-17
18.0 20.0 26.0 12.0 1.00 XFM-1820-12
18.0 20.0 26.0 17.0 1.00 XFM-1820-17
18.0 20.0 26.0 22.0 1.00 XFM-1820-22
20.0

+0.020
+0.104

23.0 30.0 6.5 1.50 XFM-2023-065
20.0 23.0 30.0 7.5 1.50 XFM-2023-075
20.0 23.0 30.0 11.5 1.50 XFM-2023-11
20.0 23.0 30.0 16.5 1.50 XFM-2023-16
20.0 23.0 30.0 21.0 1.50 XFM-2023-21
25.0 28.0 33.0 8.0 1.00 XFM-252833-08
25.0 28.0 35.0 11.5 1.50 XFM-2528-11
25.0 28.0 35.0 13.5 1.50 XFM-2528-13
25.0 28.0 35.0 16.5 1.50 XFM-2528-16

iglidur® X
+250°C
150MPa

Bearing technology | Plain bearing | iglidur® X

2) Thickness < 0.6mm: Chamfer = 20°

Dimensions according to ISO 3547-1 and 
special dimensions

Flange bearing (form F)

b2

b1

r m
ax

. 0
.5

d3 d1

f1

30° 

d
2

Chamfer in relation to d1
d1 [mm] Ø 1 – 6 Ø 6 – 12 Ø 12 – 30 Ø > 30
f1 [mm] 0.3 0.5 0.8 1.2

3D CAD, finder and service life calculation ... www.igus.no/X

3) After press-fit. Testing methods, page 57

Order example: XFM-0304-05 – no minimum order quantity.
X iglidur® material F Flange bearing M Metric 03 Inner Ø d1 04 Outer Ø d2 05 Total length b1

d1 d1 d2 d3 b1 b2 Part No.
Tolerance3) d133) h13 h13

[mm] [mm] [mm] [mm] [mm]

25.0

+0.020 
+0.104

28.0 35.0 21.0 1.50 XFM-2528-21
27.0 30.0 38.0 20.0 1.50 XFM-2730-20
30.0 34.0 42.0 16.0 2.00 XFM-3034-16
30.0 34.0 42.0 26.0 2.00 XFM-3034-26
30.0 34.0 42.0 40.0 2.00 XFM-3034-40
32.0

+0.025 
+0.125

36.0 45.0 15.0 2.00 XFM-3236-15
32.0 36.0 45.0 26.0 2.00 XFM-3236-26
35.0 39.0 47.0 16.0 2.00 XFM-3539-16
35.0 39.0 47.0 26.0 2.00 XFM-3539-26

d1 d1 d2 d3 b1 b2 Part No.
Tolerance3) d133) h13 h13

[mm] [mm] [mm] [mm] [mm]

40.0

+0.025 
+0.125

44.0 52.0 22.0 2.00 XFM-4044-22
40.0 44.0 52.0 30.0 2.00 XFM-4044-30
40.0 44.0 52.0 40.0 2.00 XFM-4044-40
45.0 50.0 58.0 50.0 2.00 XFM-4550-50
50.0 55.0 63.0 40.0 2.00 XFM-5055-40
60.0

+0.030 
+0.150

65.0 73.0 40.0 2.00 XFM-6065-40
70.0 75.0 83.0 40.0 2.00 XFM-7075-40
75.0 80.0 88.0 50.0 2.00 XFM-7580-50

iglidur® X
+250°C
150MPa

Product range

Lubrication-free made easy ... from stock ... no minimum order quantity

3) After press-fit. Testing methods, page 57
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d1 d2 d4 d5 h d6 s Part No.
+0.25 –0.25 –0.12

+0.12
+0.375
+0.125

+0.2/–0.2 +0.12 –0.05

[mm] [mm] [mm] [mm] [mm] [mm] [mm]

6 20 13 1.5 1 20 1.5 XTM-0620-015
8 18 13 1.5 1 18 1.5 XTM-0818-015
8 29 4) 4) 1 29 1.5 XTM-0829-015
8 30 4) 4) 1 30 1.5 XTM-0830-015
10 18 4) 4) 0.7 18 1 XTM-1018-010
12 24 18 1.5 1 24 1.5 XTM-1224-015
14 26 20 2 1 26 1.5 XTM-1426-015
15 22 4) 4) 0.5 22 0.8 XTM-1522-008
15 24 19.5 1.5 1 24 1.5 XTM-1524-015
16 30 22 2 1 30 1.5 XTM-1630-015
18 32 25 2 1 32 1.5 XTM-1832-015
20 36 28 3 1 36 1.5 XTM-2036-015
22 38 30 3 1 38 1.5 XTM-2238-015
24 42 33 3 1 42 1.5 XTM-2442-015
26 44 35 3 1 44 1.5 XTM-2644-015
28 48 38 4 1 48 1.5 XTM-2848-015
32 54 43 4 1 54 1.5 XTM-3254-015
38 62 50 4 1 62 1.5 XTM-3862-015
42 66 54 4 1 66 1.5 XTM-4266-015
48 74 61 4 1.5 74 2 XTM-4874-020
52 78 65 4 1.5 78 2 XTM-5278-020
62 90 76 4 1.5 90 2 XTM-6290-020

iglidur® X
+250°C
150MPa

Bearing technology | Plain bearing | iglidur® X

4) Design without fixing hole

Dimensions according to ISO 3547-1 and 
special dimensions

Thrust washer (form T)

d2

d1

s

d
5

d4

d6

h

3D CAD, finder and service life calculation ... www.igus.no/X

Order example: XTM-0620-015 – no minimum order quantity.
X iglidur® material T Thrust washer M Metric 06 Inner Ø d1 20 Outer Ø d2 015 Thickness s

When to use it?
 ● For temperatures up to +250°C long-term or +310°C short-term
 ● When low wear is required especially under high radial loads
 ● For high surface speeds
 ● For edge pressure in connection with high surface pressures

Long service life under extreme 
conditions
Resistant to wear and impact even 
at high loads and temperatures
iglidur® Z

When not to use?
 ● For low loads and temperatures
iglidur® P

 ● When a cost-effective all-round plain bearing is required
iglidur® G

 ● When electrically conductive plain bearings are required
iglidur® F, iglidur® H, iglidur® H370



291290

Long service life under extreme conditions
Resistant to wear and impact even at high loads 
and temperatures 
Extremely high compressive strength coupled with high flexibility enables iglidur® Z bearings to attain 
their prominent properties in association with soft shafts, edge loads and impacts. At the same time the 
bearings suitable for temperatures up to +250°C.
● Excellent wear resistance especially with high loads
● High temperature resistance
● Suitable for very high loads
● Suitable for high surface speeds
● Suitable for high edge pressures
● Lubrication-free
● Maintenance-free

Typical application areas
● Construction machinery industry
● Mechanical engineering
● Textile industry
● Aerospace engineering
● Glass industry

Bearing technology | Plain bearing | iglidur® Z

iglidur® Z
+250°C
150MPa

3D CAD, finder and service life calculation ... www.igus.no/Z

Online product finder 
www.igus.no/iglidur-finder

Online service life calculation 
www.igus.no/iglidur-expert

Ø  
4.0 – 
120.0mm

Also available 
as:

Bar stock, 
round bar
Page 657

Bar stock, 
plate
Page 683

tribo-tape liner
Page 691

Piston rings
Page 584

Two hole 
flange  
bearings
Page 603

Moulded 
special parts
Page 624

igubal®  
spherical balls
Page 841

In addition to iglidur® X, iglidur® Z is among the best-selling 
iglidur® high-temperature materials. Specifically worth 
noting is the outstanding wear behaviour under extreme 
conditions (high loads and temperatures).

Moisture absorption
Under standard climatic conditions, the moisture absorption 
of iglidur® Z plain bearings is approximately 0.3% weight. 
The saturation limit in water is 1.1% weight.

Vacuum
In vacuum, any present moisture is released as vapour. 
Use in vacuum is only possible with dehumidified iglidur® Z  
bearings.

Radiation resistance
Plain bearings made from iglidur® Z are resistant up to a 
radiation intensity of 1 · 10⁵Gy.

Resistance to weathering
iglidur® Z plain bearings are continuously resistant to 
weathering. The material properties are only slightly 
affected. Possible discolorations are only superficial.

Mechanical properties
With increasing temperatures, the compressive strength 
of iglidur® Z plain bearings decreases. Diagram 02 shows 
this inverse relationship. The maximum recommended 
surface pressure is a mechanical material parameter. No 
conclusions regarding the tribological properties can be 
drawn from this.
iglidur® Z is suitable for both medium and – due to its 
high heat resistance – high speeds. Diagram 03 shows 
the elastic deformation of iglidur® Z at radial loads. At the 
maximum recommended surface pressure of 150MPa the 
deformation is about 5.5% at room temperature.
Surface pressure, page 41

iglidur® Z
+250°C
150MPa

Lubrication-free made easy ... from stock ... no minimum order quantity

General properties Testing method

Density g/cm³ 1.40
Colour brown
Max. moisture absorption at +23°C and 50% r.h. % weight 0.3 DIN 53495
Max. moisture absorption % weight 1.1
Coefficient of friction, dynamic, against steel µ 0.06 – 0.14
pv value, max. (dry) MPa · m/s 0.84
Mechanical properties
Flexural modulus MPa 2,400 DIN 53457
Flexural strength at +20°C MPa 95 DIN 53452
Compressive strength MPa 65
Max. recommended surface pressure (+20°C) MPa 150
Shore D hardness 81 DIN 53505
Physical and thermal properties
Max. application temperature long-term °C +250
Max. application temperature short-term °C +310
Min. application temperature °C –100
Thermal conductivity W/m · K 0.62 ASTM C 177
Coefficient of thermal expansion (at +23°C) K–1 · 10–5 4 DIN 53752
Electrical properties
Specific contact resistance Ωcm > 1011 DIN IEC 93
Surface resistance Ω > 1011 DIN 53482

Table 01: Material properties

Technical data

–100°C up to 
+250°C

150MPa

FOOD

Descriptive technical specifications

Wear resistance at +23°C – +

Wear resistance at +90°C – +

Wear resistance at +150°C – +

Low coefficient of friction – +

Low moisture absorption – +

Wear resistance under water – +

High media resistance – +

Resistant to edge pressures – +

Suitable for shock and impact loads – +

Resistant to dirt – +



293292

Permissible surface speeds
iglidur® Z is a high temperature bearing material, which 
is suitable for applications involving very high specific 
loads. The maximum values shown in table 03 can only 
be achieved at low pressures. At the given speeds, friction 
can cause a temperature increase to maximum permissible 
levels. In practice, though, this level is rarely reached due 
to varying application conditions.
Surface speed, page 44

Temperature
The iglidur® Z plain bearings can be used in short-term 
temperatures up to +310°C. The temperatures prevailing in 
the bearing system also have an influence on the wear. The 
wear rises with increasing temperatures. At high temperatures 
iglidur® Z is also the most wear-resistant material in dry 
operation. For temperatures over +145°C an additional 
securing is required.
Application temperatures, page 49
Additional securing, page 49

Friction and wear
The coefficient of friction declines just as the wear resistance  
with increasing load (diagrams 04 and 05).
Coefficient of friction and surfaces, page 47
Wear resistance, page 50

Shaft materials
Diagram 06 shows wear rates in the lower load range, 
which are very similar to those of other wear-resistant 
iglidur® materials. However, in the upper load range 
iglidur® Z outperforms all other materials in wear resistance.  
Provided a Cf53 hardened and ground steel shaft is used, 
the wear is still only 15µm/km at 45MPa. At low loads 
iglidur® Z plain bearings wear less in pivoting applications  
than in rotating applications. 304 stainless steel and 
hard-chromed shafts are of interest here.
Shaft materials, page 52

Installation tolerances
iglidur® Z plain bearings are standard bearings for 
shafts with h tolerance (recommended minimum h9). 
The bearings are designed for press-fit into a housing 
machined to a H7 tolerance. After being assembled into a 
nominal size housing, in standard cases the inner diameter 
automatically adjusts to the F10 tolerances. For particular 
dimensions the tolerance differs depending on the wall 
thickness (please see product range table).
Testing methods, page 57

Chemicals Resistance
Alcohols 0
Diluted acids +
Diluted alkalines +
Fuels +
Greases, oils without additives +
Hydrocarbons +
Strong acids –
Strong alkalines –

All information given at room temperature [+20°C]

Table 02: Chemical resistance

Chemical table, page 1636

Rotating Oscillating linear
long-term m/s 1.5 1.1 5.0
short-term m/s 3.5 2.5 6.0

Table 03: Maximum surface speeds

Dry Greases Oil Water
Coefficient of friction µ 0.06 – 0.14 0.09 0.04 0.04

Table 04: Coefficient of friction against steel (Ra = 1μm, 

50HRC)

Housing Plain bearing Shaft
Ø d1 [mm] H7 [mm] F10 [mm] h9 [mm]
0 – 3 +0.000 +0.010 +0.006 +0.046 –0.025 +0.000

> 3 – 6 +0.000 +0.012 +0.010 +0.058 –0.030 +0.000

> 6 – 10 +0.000 +0.015 +0.013 +0.071 –0.036 +0.000

> 10 – 18 +0.000 +0.018 +0.016 +0.086 –0.043 +0.000

> 18 – 30 +0.000 +0.021 +0.020 +0.104 –0.052 +0.000

> 30 – 50 +0.000 +0.025 +0.025 +0.125 –0.062 +0.000

> 50 – 80 +0.000 +0.030 +0.030 +0.150 –0.074 +0.000

> 80 – 120 +0.000 +0.035 +0.036 +0.176 –0.087 +0.000

> 120 – 180 +0.000 +0.040 +0.043 +0.203 +0.000 +0.100

Table 05: Important tolerances for plain bearings according 

to ISO 3547-1 after press-fit

iglidur® Z
+250°C
150MPa

Bearing technology | Plain bearing | iglidur® Z

3D CAD, finder and service life calculation ... www.igus.no/Z
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Diagram 02: Maximum recommended surface pressure as a 

function of temperature (150MPa at +20°C)
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Diagram 03: Deformation under pressure and temperature
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Diagram 04: Coefficient of friction as a function of the 

surface speed, p = 0.75MPa
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Diagram 07: Wear for oscillating and rotating applications 

with shaft material Cf53 hardened and ground steel, as a 

function of the load

Diagram 06: Wear, rotating with different shaft materials, 

pressure, p = 1MPa, v = 0.3m/s
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Diagram 05: Coefficient of friction as a function of the load, 

v = 0.01m/s

Diagram 01: Permissible pv values for iglidur® Z plain 

bearings with a wall thickness of 1mm, dry operation against 

a steel shaft, at +20°C, mounted in a steel housing

Surface speed [m/s]

P
re

ss
ur

e 
[M

P
a]

Lubrication-free made easy ... from stock ... no minimum order quantity

12.0

10.0

8.0

6.0

4.0

2.0

0.0

H
.a

. 
a
lu

m
in

iu
m

Fr
e
e
 c

u
tt

in
g

 s
te

e
l

C
f5

3

C
f5

3
, 
h

a
rd

-c
h

ro
m

e
d

H
R

 c
a
rb

o
n

 s
te

e
l

3
0
4
 s

ta
in

le
ss

 s
te

e
l

H
ig

h
 g

ra
d

e
 s

te
e
l



295294

Ordering note
Our prices are scaled according to order 
quantities, current prices can be found online.

No minimum order value.
No low-quantity surcharges.
Free shipping within Germany for orders 
above €150.

Discount scaling

Available from stock 
Detailed information about delivery time online. 
www.igus.no/24

Online ordering
Including delivery times, prices, online tools 
www.igus.no/Z 1 – 9

10 – 24
25 – 49

50 – 99
100 – 199
200 – 499

500 – 999
1,000 – 2,499
2,500 – 4,999

d1 d1 d2 b1 Part No.
Tolerance3) h13

[mm] [mm] [mm]

4.0

+0.010 
+0.058

5.5 4.0 ZSM-0405-04
4.0 5.5 6.0 ZSM-0405-06
4.0 5.0 8.0 ZSM-0405-08
5.0 7.0 5.0 ZSM-0507-05
5.0 7.0 9.0 ZSM-0507-09
5.0 7.0 10.0 ZSM-0507-10
6.0 8.0 6.0 ZSM-0608-06
6.0 8.0 8.0 ZSM-0608-08
6.0 8.0 10.0 ZSM-0608-10
6.0 8.0 12.0 ZSM-0608-12
6.0 10.0 6.0 ZSM-0610-06
8.0

+0.013 
+0.071

10.0 6.0 ZSM-0810-06
8.0 10.0 8.0 ZSM-0810-08
8.0 10.0 10.0 ZSM-0810-10
8.0 10.0 12.0 ZSM-0810-12
10.0 12.0 8.0 ZSM-1012-08
10.0 12.0 10.0 ZSM-1012-10
10.0 12.0 12.0 ZSM-1012-12
10.0 12.0 15.0 ZSM-1012-15
10.0 12.0 20.0 ZSM-1012-20
12.0

+0.016 
+0.086

14.0 8.0 ZSM-1214-08
12.0 14.0 10.0 ZSM-1214-10
12.0 14.0 12.0 ZSM-1214-12
12.0 14.0 15.0 ZSM-1214-15
12.0 14.0 20.0 ZSM-1214-20
13.0 15.0 10.0 ZSM-1315-10
13.0 15.0 20.0 ZSM-1315-20
14.0 16.0 15.0 ZSM-1416-15
14.0 16.0 20.0 ZSM-1416-20

d1 d1 d2 b1 Part No.
Tolerance3) h13

[mm] [mm] [mm]

14.0

+0.016 
+0.086

16.0 25.0 ZSM-1416-25
15.0 17.0 15.0 ZSM-1517-15
15.0 17.0 20.0 ZSM-1517-20
15.0 17.0 22.0 ZSM-1517-22
15.0 17.0 25.0 ZSM-1517-25
16.0 18.0 12.0 ZSM-1618-12
16.0 18.0 15.0 ZSM-1618-15
16.0 18.0 20.0 ZSM-1618-20
16.0 18.0 25.0 ZSM-1618-25
18.0 20.0 15.0 ZSM-1820-15
18.0 20.0 20.0 ZSM-1820-20
18.0 20.0 24.0 ZSM-1820-24
18.0 20.0 25.0 ZSM-1820-25
20.0

+0.020 
+0.104

23.0 10.0 ZSM-2023-10
20.0 23.0 15.0 ZSM-2023-15
20.0 23.0 20.0 ZSM-2023-20
20.0 23.0 25.0 ZSM-2023-25
20.0 23.0 30.0 ZSM-2023-30
20.0 23.0 35.0 ZSM-2023-35
22.0 24.0 30.0 ZSM-2224-30
22.0 25.0 15.0 ZSM-2225-15
22.0 25.0 20.0 ZSM-2225-20
22.0 25.0 25.0 ZSM-2225-25
22.0 25.0 30.0 ZSM-2225-30
24.0 27.0 15.0 ZSM-2427-15
24.0 27.0 20.0 ZSM-2427-20
24.0 27.0 25.0 ZSM-2427-25
24.0 27.0 30.0 ZSM-2427-30
25.0 28.0 15.0 ZSM-2528-15

iglidur® Z
+250°C
150MPa

Bearing technology | Plain bearing | iglidur® Z

2) Thickness < 0.6mm: Chamfer = 20°

Dimensions according to ISO 3547-1 and 
special dimensions

Sleeve bearing (form S)

0.5

30°

b1

f1

d2d1

30° 

Chamfer in relation to d1
d1 [mm] Ø 1 – 6 Ø 6 – 12 Ø 12 – 30 Ø > 30
f1 [mm] 0.3 0.5 0.8 1.2

3D CAD, finder and service life calculation ... www.igus.no/Z

3) After press-fit. Testing methods, page 57

Order example: ZSM-0405-04 – no minimum order quantity.
Z iglidur® material S Sleeve bearing M Metric 04 Inner Ø d1 05 Outer Ø d2 04 Total length b1

d1 d1 d2 b1 Part No.
Tolerance3) h13

[mm] [mm] [mm]

25.0

+0.020 
+0.104

28.0 20.0 ZSM-2528-20
25.0 28.0 25.0 ZSM-2528-25
25.0 28.0 30.0 ZSM-2528-30
25.0 28.0 48.0 ZSM-2528-48
25.0 30.0 20.0 ZSM-2530-20
26.0 30.0 34.0 ZSM-2630-34
28.0 32.0 20.0 ZSM-2832-20
28.0 32.0 25.0 ZSM-2832-25
28.0 32.0 30.0 ZSM-2832-30
28.0 34.0 29.0 ZSM-2834-29
30.0 34.0 20.0 ZSM-3034-20
30.0 34.0 25.0 ZSM-3034-25
30.0 34.0 30.0 ZSM-3034-30
30.0 34.0 40.0 ZSM-3034-40
32.0

+0.025 
+0.125

35.0 44.0 ZSM-3235-44
32.0 36.0 20.0 ZSM-3236-20
32.0 36.0 30.0 ZSM-3236-30
32.0 36.0 40.0 ZSM-3236-40
35.0 39.0 20.0 ZSM-3539-20
35.0 39.0 30.0 ZSM-3539-30
35.0 39.0 40.0 ZSM-3539-40
35.0 39.0 50.0 ZSM-3539-50
40.0 44.0 15.0 ZSM-4044-15
40.0 44.0 20.0 ZSM-4044-20
40.0 44.0 30.0 ZSM-4044-30

d1 d1 d2 b1 Part No.
Tolerance3) h13

[mm] [mm] [mm]

40.0

+0.025 
+0.125

44.0 40.0 ZSM-4044-40
40.0 44.0 47.0 ZSM-4044-47
40.0 44.0 50.0 ZSM-4044-50
45.0 50.0 20.0 ZSM-4550-20
45.0 50.0 30.0 ZSM-4550-30
45.0 50.0 40.0 ZSM-4550-40
45.0 50.0 50.0 ZSM-4550-50
50.0 55.0 20.0 ZSM-5055-20
50.0 55.0 30.0 ZSM-5055-30
50.0 55.0 40.0 ZSM-5055-40
50.0 55.0 50.0 ZSM-5055-50
50.0 55.0 60.0 ZSM-5055-60
55.0

+0.030 
+0.150

60.0 60.0 ZSM-5560-60
60.0 65.0 60.0 ZSM-6065-60
70.0 75.0 70.0 ZSM-7075-70
80.0 85.0 60.0 ZSM-8085-60
80.0 85.0 80.0 ZSM-8085-80
85.0

+0.036 
+0.176

90.0 100.0 ZSM-8590-100
85.0 90.0 60.0 ZSM-8590-60
95.0 100.0 60.0 ZSM-95100-60

100.0
+0.072 
+0.212

105.0 100.0 ZSM-100105-100

120.0
+0.043 
+0.203

125.0 100.0 ZSM-120125-100

iglidur® Z
+250°C
150MPa

Product range

Lubrication-free made easy ... from stock ... no minimum order quantity

3) After press-fit. Testing methods, page 57
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Ordering note
Our prices are scaled according to order 
quantities, current prices can be found online.

No minimum order value.
No low-quantity surcharges.
Free shipping within Germany for orders 
above €150.

Available from stock 
Detailed information about delivery time online. 
www.igus.no/24

Online ordering
Including delivery times, prices, online tools 
www.igus.no/Z

Discount scaling
1 – 9
10 – 24
25 – 49

50 – 99
100 – 199
200 – 499

500 – 999
1,000 – 2,499
2,500 – 4,999

d1 d1 d2 d3 b1 b2 Part No.
Tolerance3) d133) h13 h13

[mm] [mm] [mm] [mm] [mm]

4.0
+0.010
+0.058

5.0 9.0 4.0 0.75 ZFM-0405-04
5.0 7.0 11.0 5.0 1.00 ZFM-0507-05
6.0 8.0 12.0 4.0 1.00 ZFM-0608-04
6.0 8.0 12.0 8.0 1.00 ZFM-0608-08
8.0

+0.013
+0.071

10.0 15.0 5.0 1.00 ZFM-0810-05
8.0 10.0 15.0 7.5 1.00 ZFM-0810-07
8.0 10.0 15.0 9.0 1.00 ZFM-0810-09
9.0 11.0 17.0 20.0 0.50 ZFM-091117-20
10.0 12.0 18.0 5.0 1.00 ZFM-1012-05
10.0 12.0 18.0 7.0 1.00 ZFM-1012-07
10.0 12.0 18.0 9.0 1.00 ZFM-1012-09
10.0 12.0 18.0 12.0 1.00 ZFM-1012-12
10.0 12.0 18.0 15.0 1.00 ZFM-1012-15
10.0 12.0 18.0 17.0 1.00 ZFM-1012-17
10.0 13.0 15.0 5.5 1.50 ZFM-101315-05
12.0

+0.016
+0.086

14.0 20.0 7.0 1.00 ZFM-1214-07
12.0 14.0 20.0 9.0 1.00 ZFM-1214-09
12.0 14.0 20.0 12.0 1.00 ZFM-1214-12
12.0 14.0 20.0 17.0 1.00 ZFM-1214-17
12.0 14.0 20.0 20.0 1.00 ZFM-1214-20
14.0 16.0 22.0 12.0 1.00 ZFM-1416-12
14.0 16.0 22.0 17.0 1.00 ZFM-1416-17
15.0 17.0 23.0 9.0 1.00 ZFM-1517-09
15.0 17.0 23.0 11.0 1.00 ZFM-1517-11
15.0 17.0 23.0 12.0 1.00 ZFM-1517-12
15.0 17.0 23.0 15.0 1.00 ZFM-1517-15
15.0 17.0 23.0 17.0 1.00 ZFM-1517-17
15.0 17.0 23.0 23.0 1.00 ZFM-151723-23

d1 d1 d2 d3 b1 b2 Part No.
Tolerance3) d133) h13 h13

[mm] [mm] [mm] [mm] [mm]

16.0

+0.016
+0.086

18.0 24.0 12.0 1.00 ZFM-1618-12
16.0 18.0 24.0 17.0 1.00 ZFM-1618-17
18.0 20.0 26.0 4.0 1.00 ZFM-1820-04
18.0 20.0 26.0 12.0 1.00 ZFM-1820-12
18.0 20.0 26.0 17.0 1.00 ZFM-1820-17
18.0 20.0 26.0 22.0 1.00 ZFM-1820-22
20.0

+0.020
+0.104

22.0 30.0 21.0 1.00 ZFM-2022-21
20.0 23.0 30.0 11.5 1.50 ZFM-2023-11
20.0 23.0 30.0 15.5 1.50 ZFM-2023-155
20.0 23.0 30.0 16.5 1.50 ZFM-2023-16
20.0 23.0 30.0 21.5 1.50 ZFM-2023-21
20.0 23.0 30.0 31.5 1.50 ZFM-2023-31
25.0 28.0 35.0 11.5 1.50 ZFM-2528-11
25.0 28.0 35.0 16.5 1.50 ZFM-2528-16
25.0 28.0 35.0 21.5 1.50 ZFM-2528-21
25.0 28.0 35.0 31.5 1.50 ZFM-2528-31
30.0 34.0 42.0 13.0 2.00 ZFM-3034-13
30.0 34.0 42.0 16.0 2.00 ZFM-3034-16
30.0 34.0 42.0 20.0 2.00 ZFM-3034-20
30.0 34.0 42.0 26.0 2.00 ZFM-3034-26
30.0 34.0 42.0 37.0 2.00 ZFM-3034-37
35.0

+0.025
+0.125

39.0 47.0 16.0 2.00 ZFM-3539-16
35.0 39.0 47.0 26.0 2.00 ZFM-3539-26
40.0 44.0 52.0 20.0 2.00 ZFM-4044-20
40.0 44.0 52.0 30.0 2.00 ZFM-4044-30
40.0 44.0 52.0 40.0 2.00 ZFM-4044-40
45.0 50.0 58.0 50.0 2.00 ZFM-4550-50
50.0 55.0 63.0 20.0 2.00 ZFM-5055-20

iglidur® Z
+250°C
150MPa

Bearing technology | Plain bearing | iglidur® Z

2) Thickness < 0.6mm: Chamfer = 20°

Dimensions according to ISO 3547-1 and 
special dimensions

Flange bearing (form F)

b2

b1

r m
ax

. 0
.5

d3 d1

f1

30° 

d
2

Chamfer in relation to d1
d1 [mm] Ø 1 – 6 Ø 6 – 12 Ø 12 – 30 Ø > 30
f1 [mm] 0.3 0.5 0.8 1.2

3D CAD, finder and service life calculation ... www.igus.no/Z

3) After press-fit. Testing methods, page 57

Order example: ZFM-0405-04 – no minimum order quantity.
Z iglidur® material F Flange bearing M Metric 04 Inner Ø d1 05 Outer Ø d2 04 Total length b1

d1 d1 d2 d3 b1 b2 Part No.
Tolerance3) d133) h13 h13

[mm] [mm] [mm] [mm] [mm]

50.0
+0.025 
+0.125

55.0 63.0 50.0 2.00 ZFM-5055-50

d1 d1 d2 d3 b1 b2 Part No.
Tolerance3) d133) h13 h13

[mm] [mm] [mm] [mm] [mm]

60.0
+0.030 
+0.150

65.0 73.0 50.0 2.00 ZFM-6065-50
75.0 80.0 88.0 50.0 2.50 ZFM-7580-50
75.0 80.0 94.0 65.0 2.00 ZFM-758094-65

iglidur® Z
+250°C
150MPa

Product range

Lubrication-free made easy ... from stock ... no minimum order quantity

3) After press-fit. Testing methods, page 57



298

Ordering note
Our prices are scaled according to order 
quantities, current prices can be found online.

No minimum order value.
No low-quantity surcharges.
Free shipping within Germany for orders 
above €150.

Discount scaling

Available from stock 
Detailed information about delivery time online. 
www.igus.no/24

Online ordering
Including delivery times, prices, online tools 
www.igus.no/Z 1 – 9

10 – 24
25 – 49

50 – 99
100 – 199
200 – 499

500 – 999
1,000 – 2,499
2,500 – 4,999

d1 d2 d4 d5 h d6 s Part No.
+0.25 –0.25 –0.12

+0.12
+0.375
+0.125

+0.2/–0.2 +0.12 –0.05

[mm] [mm] [mm] [mm] [mm] [mm] [mm]

14 30 25 2 1 30 1.5 ZTM-1430-015146)

15 27 4) 4) 1 27 1.5 ZTM-1527-015
15 35 4) 4) 1 35 1.5 ZTM-1535-015
15 40 4) 4) 1 35 1.5 ZTM-1540-015
16 23 4) 4) 1 23 1.5 ZTM-1623-015
20 36 28 3 1 36 1.5 ZTM-2036-015
22 38 30 3 1 38 1.5 ZTM-2238-015
22 50 30 3 1 38 0.5 ZTM-2250-005
22 50 30 3 1 38 1.5 ZTM-2250-015
28 38 4) 4) 1 38 1.5 ZTM-2838-015
32 54 43 4 1 54 1.5 ZTM-3254-015
62 90 4) 4) 1.5 90 2 ZTM-6290-020

iglidur® Z
+250°C
150MPa

Bearing technology | Plain bearing | iglidur® Z

4) Design without fixing hole  146) d4 +/–0,2, d5 +/–0,1 

Dimensions according to ISO 3547-1 and 
special dimensions

Thrust washer (form T)

d2

d1

s

d
5

d4

d6

h

3D CAD, finder and service life calculation ... www.igus.no/Z

Order example: ZTM-1430-015 – no minimum order quantity.
Z iglidur® material T Thrust washer M Metric 14 Inner Ø d1 30 Outer Ø d2 015 Thickness s

When to use it?
 ● When temperatures are higher than +150°C
 ● When the wear resistance of iglidur® X in pivoting and rotating applications is not sufficient
 ● When the press-fit should be improved over iglidur® X
 ● When high media resistance is required
 ● When a bearing which is free of PTFE is required

The high temperature specialist  
up to +250°C
Up to six times more wear-resistant 
than iglidur® X
iglidur® X6

When not to use?
 ● When a cost-effective universal plain bearing is required
iglidur® G

 ● When a plain bearing for underwater use is required
iglidur® UW500, iglidur® H370

 ● When a wear-resistant high-temperature plain bearing for linear motion is required
iglidur® Z
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The high temperature specialist up to +250°C
Up to six times more wear-resistant than iglidur® X 
Due to nanotechnology, iglidur® X6 shows up to six longer service life than iglidur® X in many pivoting 
and rotating applications – even at temperatures over +100°C.
● Continuous operating temperatures up to +250°C
● Up to 50% better press-fit than iglidur® X
● High compressive strength
● Extremely high chemical resistance
● PTFE-free
● Lubrication-free
● Maintenance-free

Typical application areas
● Glass industry
● Food industry
● Fluid technology
● Textile industry
● Mechanical engineering

Bearing technology | Plain bearing | iglidur® X6

iglidur® X6
+250°C
150MPa

3D CAD, finder and service life calculation ... www.igus.no/X6

Online product finder 
www.igus.no/iglidur-finder

Online service life calculation 
www.igus.no/iglidur-expert

Ø  
3.0 – 50.0mm

Also available 
as:

Bar stock, 
round bar
Page 657

Bar stock, 
plate
Page 683

tribo-tape liner
Page 691

Piston rings
Page 581

Two hole 
flange  
bearings
Page 603

Moulded 
special parts
Page 624

igubal®  
spherical balls
Page 841

With respect to its general mechanical and thermal 
specifications, iglidur® X6 is directly comparable to our 
high-temperature classic, iglidur® X, and may even provide 
advantages, such as its wear behaviour.

Moisture absorption
Under standard climatic conditions, the moisture absorption 
of iglidur® X6 plain bearings is approximately 0.1% weight. 
The saturation limit in water is 0.5% weight. These values 
are so low that a moisture expansion need to be considered 
only in extreme cases.

Vacuum
In vacuum, any present moisture is released as vapour. 
The use in vacuum is generally possible.

Radiation resistance
Resistant to radiation up to an intensity of 2 · 10⁵Gy.

Resistance to weathering
iglidur® X6 plain bearings are continuously resistant to 
weathering. The material properties are only slightly 
affected. Possible discolorations are only superficial.

Mechanical properties
With increasing temperatures, the compressive strength of 
iglidur® X6 plain bearings decreases. Diagram 02 shows 
this inverse relationship. The maximum recommended 
surface pressure is a mechanical material parameter. No 
conclusions regarding the tribological properties can be 
drawn from this.
Diagram 03 shows the elastic deformation of iglidur® X6 
at radial loads. At the maximum recommended surface 
pressure of 150MPa the deformation is less than 2%. A 
possible deformation could be, among others, dependant 
on the duty cycle of the load.
Surface pressure, page 41

iglidur® X6
+250°C
150MPa

Lubrication-free made easy ... from stock ... no minimum order quantity

General properties Testing method

Density g/cm³ 1.53
Colour dark blue
Max. moisture absorption at +23°C and 50% r.h. % weight 0.1 DIN 53495
Max. moisture absorption % weight 0.5
Coefficient of friction, dynamic, against steel µ 0.09 – 0.25
pv value, max. (dry) MPa · m/s 1.35
Mechanical properties
Flexural modulus MPa 16,000 DIN 53457
Flexural strength at +20°C MPa 290 DIN 53452
Compressive strength MPa 190
Max. recommended surface pressure (+20°C) MPa 150
Shore D hardness 89 DIN 53505
Physical and thermal properties
Max. application temperature long-term °C +250
Max. application temperature short-term °C +315
Min. application temperature °C –100
Thermal conductivity W/m · K 0.55 ASTM C 177
Coefficient of thermal expansion (at +23°C) K–1 · 10–5 1.1 DIN 53752
Electrical properties5)

Specific contact resistance Ωcm < 105 DIN IEC 93
Surface resistance Ω < 103 DIN 53482
5) The good conductivity of this material can favour the generation of corrosion on the metallic contact components.

Table 01: Material properties

Technical data

–100°C up to 
+250°C

150MPa

FOOD

Descriptive technical specifications

Wear resistance at +23°C – +

Wear resistance at +90°C – +

Wear resistance at +150°C – +

Low coefficient of friction – +

Low moisture absorption – +

Wear resistance under water – +

High media resistance – +

Resistant to edge pressures – +

Suitable for shock and impact loads – +

Resistant to dirt – +
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Permissible surface speeds
The high temperature resistance and good thermal 
conductivity values mean that iglidur® X6 is suitable for 
high-speed applications. At the given speeds, friction can 
cause a temperature increase to maximum permissible 
levels. In practice, though, this level is rarely reached due 
to varying application conditions.
Surface speed, page 44

Temperature
The ambient temperatures strongly influence the properties 
of plain bearings. With regard to temperature resistance, 
iglidur® X6 is among the highest in the iglidur® range. In 
many tests it has shown a six times higher wear resistance 
compared to the established high-temperature specialist 
iglidur® X. For temperatures over +165°C an additional 
securing is required.
Application temperatures, page 49
Additional securing, page 49

Friction and wear
Similar to wear resistance, the coefficient of friction μ also 
changes with the load. The coefficient of friction of iglidur® X6  
declines with higher pressure and is practically constant for 
pressures above 30MPa. A higher speed of the shaft also 
results in a lower coefficient of friction (diagram 04 and 05).
Coefficient of friction and surfaces, page 47
Wear resistance, page 50

Shaft materials
The friction and wear are also dependent, to a large degree, 
on the shaft material. Shafts that are too smooth, increase 
both the coefficient of friction and the wear of the bearing. 
The best case for iglidur® X6 is a ground surface with 
an average surface finish Ra = 0.4 – 0.7µm. Diagram 06 
shows the test results of iglidur® X6 plain bearings running 
against various shaft materials. The best performance is 
achieved with the plain shaft materials free cutting steel and 
plain steel 1.0037. At higher loads, we recommend harder 
steel qualities. Non-hardened steel shafts can be worn by 
the bearing at pressures over 2MPa. The wear database 
shows that iglidur® X6 is more suitable for rotating than 
for pivoting applications (diagram 07). If the shaft material 
you plan on using is not shown in these test results, please 
contact us.
Shaft materials, page 52

Installation tolerances
iglidur® X6 plain bearings are standard bearings for 
shafts with h tolerance (recommended minimum h9). 
The bearings are designed for press-fit into a housing 
machined to a H7 tolerance. After being assembled into a 
nominal size housing, in standard cases the inner diameter 
automatically adjusts to the F10 tolerances. For particular 
dimensions the tolerance differs depending on the wall 
thickness (please see product range table). In relation to 
the installation tolerance, the inner diameter changes with 
the absorption of humidity.
Testing methods, page 57

Chemicals Resistance
Alcohols +
Diluted acids +
Diluted alkalines +
Fuels +
Greases, oils without additives +
Hydrocarbons +
Strong acids +
Strong alkalines +

All information given at room temperature [+20°C]

Table 02: Chemical resistance

Chemical table, page 1636

Rotating Oscillating linear
long-term m/s 1.5 1.1 5.0
short-term m/s 3.5 2.5 10.0

Table 03: Maximum surface speeds

Dry Greases Oil Water
Coefficient of friction µ 0.09 – 0.25 0.09 0.04 0.04

Table 04: Coefficient of friction against steel (Ra = 1μm, 

50HRC)

Housing Plain bearing Shaft
Ø d1 [mm] H7 [mm] F10 [mm] h9 [mm]
0 – 3 +0.000 +0.010 +0.006 +0.046 –0.025 +0.000

> 3 – 6 +0.000 +0.012 +0.010 +0.058 –0.030 +0.000

> 6 – 10 +0.000 +0.015 +0.013 +0.071 –0.036 +0.000

> 10 – 18 +0.000 +0.018 +0.016 +0.086 –0.043 +0.000

> 18 – 30 +0.000 +0.021 +0.020 +0.104 –0.052 +0.000

> 30 – 50 +0.000 +0.025 +0.025 +0.125 –0.062 +0.000

> 50 – 80 +0.000 +0.030 +0.030 +0.150 –0.074 +0.000

> 80 – 120 +0.000 +0.035 +0.036 +0.176 –0.087 +0.000

> 120 – 180 +0.000 +0.040 +0.043 +0.203 +0.000 +0.100

Table 05: Important tolerances for plain bearings according 

to ISO 3547-1 after press-fit

iglidur® X6
+250°C
150MPa

Bearing technology | Plain bearing | iglidur® X6

3D CAD, finder and service life calculation ... www.igus.no/X6
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Diagram 02: Maximum recommended surface pressure as a 

function of temperature (150MPa at +20°C)
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Diagram 03: Deformation under pressure and temperature
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Diagram 04: Coefficient of friction as a function of the 

surface speed, p = 0.75MPa
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Diagram 07: Wear for oscillating and rotating applications 

with shaft material Cf53 hardened and ground steel, as a 

function of the load

Diagram 06: Wear, rotating with different shaft materials, 

pressure, p = 1MPa, v = 0.3m/s
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Diagram 05: Coefficient of friction as a function of the load, 

v = 0.01m/s

Diagram 01: Permissible pv values for iglidur® X6 plain 

bearings with a wall thickness of 1mm, dry operation against 

a steel shaft, at +20°C, mounted in a steel housing
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Ordering note
Our prices are scaled according to order 
quantities, current prices can be found online.

No minimum order value.
No low-quantity surcharges.
Free shipping within Germany for orders 
above €150.

Discount scaling

Available from stock 
Detailed information about delivery time online. 
www.igus.no/24

Online ordering
Including delivery times, prices, online tools 
www.igus.no/X6

1 – 9
10 – 24
25 – 49

50 – 99
100 – 199
200 – 499

500 – 999
1,000 – 2,499
2,500 – 4,999

Ordering note
Our prices are scaled according to order 
quantities, current prices can be found online.

No minimum order value.
No low-quantity surcharges.
Free shipping within Germany for orders 
above €150.

Discount scaling

Available from stock 
Detailed information about delivery time online. 
www.igus.no/24

Online ordering
Including delivery times, prices, online tools 
www.igus.no/X6

1 – 9
10 – 24
25 – 49

50 – 99
100 – 199
200 – 499

500 – 999
1,000 – 2,499
2,500 – 4,999

d1 d1 d2 b1 Part No.
Tolerance3) h13

[mm] [mm] [mm]

3.0
+0.010 +0.058

4.5 3.0 X6SM-0304-03
5.0 7.0 5.0 X6SM-0507-05
6.0 8.0 6.0 X6SM-0608-06
8.0

+0.013 +0.071
10.0 10.0 X6SM-0810-10

10.0 12.0 10.0 X6SM-1012-10
12.0

+0.016 +0.086
14.0 12.0 X6SM-1214-12

16.0 18.0 15.0 X6SM-1618-15
20.0

+0.020 +0.104
23.0 20.0 X6SM-2023-20

25.0 28.0 30.0 X6SM-2528-30
30.0 34.0 30.0 X6SM-3034-30
35.0

+0.025 +0.125
39.0 40.0 X6SM-3539-40

40.0 44.0 40.0 X6SM-4044-40
50.0 55.0 40.0 X6SM-5055-40

iglidur® X6
+250°C
150MPa

Bearing technology | Plain bearing | iglidur® X6

2) Thickness < 0.6mm: Chamfer = 20°

3) After press-fit. Testing methods, page 57

Dimensions according to ISO 3547-1 and 
special dimensions

Sleeve bearing (form S)

Chamfer in relation to d1

0.5

30°

b1

f1

d2d1

30° 

3D CAD, finder and service life calculation ... www.igus.no/X6

d1 [mm] Ø 1 – 6 Ø 6 – 12 Ø 12 – 30 Ø > 30
f1 [mm] 0.3 0.5 0.8 1.2

Order example: X6SM-0304-03 – no minimum order quantity.
X6 iglidur® material S Sleeve bearing M Metric 03 Inner Ø d1 04 Outer Ø d2 03 Total length b1

d1 d1 d2 d3 b1 b2 Part No.
Tolerance3) d133) h13 h13

[mm] [mm] [mm] [mm] [mm]

3.0
+0.010 +0.058

4.5 7.5 5.0 0.75 X6FM-0304-05
5.0 7.0 11.0 5.0 1.00 X6FM-0507-05
6.0 8.0 12.0 6.0 1.00 X6FM-0608-06
8.0

+0.013 +0.071
10.0 15.0 10.0 1.00 X6FM-0810-10

10.0 12.0 18.0 10.0 1.00 X6FM-1012-10
10.0 12.0 18.0 25.0 1.00 X6FM-1012-25
12.0

+0.016 +0.086
14.0 20.0 12.0 1.00 X6FM-1214-12

16.0 18.0 24.0 12.0 1.00 X6FM-1618-12
16.0 18.0 24.0 17.0 1.00 X6FM-1618-17
20.0

+0.020 +0.104
23.0 30.0 21.5 1.50 X6FM-2023-21

25.0 28.0 35.0 21.5 1.50 X6FM-2528-21
30.0 34.0 42.0 40.0 2.00 X6FM-3034-40
35.0

+0.025 +0.125
39.0 47.0 26.0 2.00 X6FM-3539-26

40.0 44.0 52.0 40.0 2.00 X6FM-4044-40

Order example: X6FM-0304-05 – no minimum order quantity.
X6 iglidur® material F Flange bearing M Metric 03 Inner Ø d1 04 Outer Ø d2 05 Total length b1

3) After press-fit. Testing methods, page 57

iglidur® X6
+250°C
150MPa

Bearing technology | Plain bearing | iglidur® X6

Lubrication-free made easy ... from stock ... no minimum order quantity

2) Thickness < 0.6mm: Chamfer = 20°

Dimensions according to ISO 3547-1 and 
special dimensions

Flange bearing (form F)

Chamfer in relation to d1

b2

b1

r m
ax

. 0
.5

d3 d1

f1

30° 

d
2

d1 [mm] Ø 1 – 6 Ø 6 – 12 Ø 12 – 30 Ø > 30
f1 [mm] 0.3 0.5 0.8 1.2



When to use it?
 ● When extreme wear resistance is required with soft shafts
 ● When the highest wear resistance at temperatures above +100°C is required
 ● When vibrations and edge loads are present
 ● When the bearing should be resistant to chemicals

For soft shafts and high temperatures
Wear and media-resistant
iglidur® V400

When not to use?
 ● For hardened shafts
iglidur® W300

 ● For applications at normal temperatures
iglidur® G, iglidur® J, iglidur® W300

 ● When a cost-effective universal plain bearing is required
iglidur® G
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For soft shafts and high temperatures
Wear and media-resistant 
Highly wear-resistant bearings for soft shafts and temperatures up to +200°C with low moisture absorption 
and excellent resistance to chemicals.
● Excellent wear resistance with soft shaft materials and for temperatures up to +200°C
● High chemical resistance
● High elasticity
● Lubrication-free
● Maintenance-free

Typical application areas
● Plant construction
● Automotive industry
● Automation
● Aerospace engineering
● Mechatronics

Bearing technology | Plain bearing | iglidur® V400

iglidur® V400
+200°C
45MPa

3D CAD, finder and service life calculation ... www.igus.no/V400

Online product finder 
www.igus.no/iglidur-finder

Online service life calculation 
www.igus.no/iglidur-expert

Ø  
6.0 – 20.0mm

Also available 
as:

Bar stock, 
round bar
Page 657

Bar stock, 
plate
Page 683

tribo-tape liner
Page 699

Piston rings
Page 581

Two hole 
flange  
bearings
Page 603

Moulded 
special parts
Page 624

igubal®  
spherical balls
Page 841

iglidur® V400 plain bearings are not suitable for high pressures 
or static high loads. However they are characterised  
by a high wear resistance all the way up to the maximum 
recommended surface pressure.

Moisture absorption
The moisture absorption of iglidur® V400 plain bearings is 
only 0.2% weight after saturation in water.

Vacuum
In vacuum, any present moisture is released as vapour. 
The use in vacuum is only possible to a limited extent.

Radiation resistance
Plain bearings made from iglidur® V400 are resistant up to 
a radiation intensity of 2 · 10⁴Gy. Higher radiation affects 
their mechanical properties.

Resistance to weathering
iglidur® V400 plain bearings are continuously resistant 
to weathering. The material properties are only slightly 
affected. Possible discolorations are only superficial.

Mechanical properties
With increasing temperatures, the compressive strength of 
iglidur® V400 plain bearings decreases. Diagram 02 shows 
this inverse relationship. The maximum recommended 
surface pressure is a mechanical material parameter. No 
conclusions regarding the tribological properties can be 
drawn from this.
Moreover the limit of the permitted loads at +100°C is 
still very high with 20MPa. The high flexibility is shown 
in diagram 03.
Surface pressure, page 41

iglidur® V400
+200°C
45MPa

Lubrication-free made easy ... from stock ... no minimum order quantity

 General properties Testing method

Density g/cm³ 1.51
Colour cream
Max. moisture absorption at +23°C and 50% r.h. % weight 0.1 DIN 53495
Max. moisture absorption % weight 0.2
Coefficient of friction, dynamic, against steel µ 0.15 – 0.20
pv value, max. (dry) MPa · m/s 0.50
Mechanical properties
Flexural modulus MPa 4,500 DIN 53457
Flexural strength at +20°C MPa 95 DIN 53452
Compressive strength MPa 47
Max. recommended surface pressure (+20°C) MPa 45
Shore D hardness 74 DIN 53505
Physical and thermal properties
Max. application temperature long-term °C +200
Max. application temperature short-term °C +240
Min. application temperature °C –50
Thermal conductivity W/m · K 0.24 ASTM C 177
Coefficient of thermal expansion (at +23°C) K–1 · 10–5 3 DIN 53752
Electrical properties
Specific contact resistance Ωcm > 1012 DIN IEC 93
Surface resistance Ω > 1012 DIN 53482

Table 01: Material properties

Technical data

–50°C up to 
+200°C

45MPa

FOOD

Descriptive technical specifications

Wear resistance at +23°C – +

Wear resistance at +90°C – +

Wear resistance at +150°C – +

Low coefficient of friction – +

Low moisture absorption – +

Wear resistance under water – +

High media resistance – +

Resistant to edge pressures – +

Suitable for shock and impact loads – +

Resistant to dirt – +
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Permissible surface speeds
iglidur® V400 also permits high surface speeds due to the 
high temperature resistance. The very favourable coefficient  
of friction of the bearing enables maximum surface speeds 
up to 1.3m/s. In linear applications, the permissible speeds 
are even higher and can be up to 3.0m/s .
Surface speed, page 44

Temperature
The maximum long-term application temperature is 
+200°C. For temperatures over +100°C an additional
securing is required. Then, however, the wear resistance
of the bearings is very good and adopts a leading position 
among all iglidur® materials. With increasing temperatures, 
the compressive strength of iglidur® V400 plain bearings
decreases. Diagram 02 shows this inverse relationship.
Application temperatures, page 49
Additional securing, page 49

Friction and wear
The coefficient of friction is dependent on the bearing‘s 
stressing capacity (diagrams 04 and 05). The coefficient of 
friction of iglidur® V400 is very constant. No other iglidur® 
plain bearing material exhibits a lower variance in the  
coefficients of friction, even when the shaft material is altered.
Coefficient of friction and surfaces, page 47
Wear resistance, page 50

Shaft materials
The influence of the shaft material on the wear resistance  
is bigger than on the friction. Here, even at low loads 
(0.75MPa), significant differences occur, as shown in 
diagram 06. With regard to wear, iglidur® V400 plain 
bearings show better values in rotating applications than 
in pivoting movements (diagram 07).
Shaft materials, page 52

Installation tolerances
iglidur® V400 plain bearings are standard bearings for 
shafts with h tolerance (recommended minimum h9). 
The bearings are designed for press-fit into a housing 
machined to a H7 tolerance. After being assembled into a 
nominal size housing, in standard cases the inner diameter 
automatically adjusts to the F10 tolerances. For particular 
dimensions the tolerance differs depending on the wall 
thickness (please see product range table).
Testing methods, page 57

Chemicals Resistance
Alcohols +
Diluted acids +
Diluted alkalines +
Fuels +
Greases, oils without additives +
Hydrocarbons +
Strong acids +
Strong alkalines –

All information given at room temperature [+20°C]

Table 02: Chemical resistance

Chemical table, page 1636

Rotating Oscillating linear
long-term m/s 0.9 0.6 2.0
short-term m/s 1.3 0.9 3.0

Table 03: Maximum surface speeds

Dry Greases Oil Water
Coefficient of friction µ 0.15 – 0.20 0.09 0.04 0.04

Table 04: Coefficient of friction against steel (Ra = 1μm, 

50HRC)

Housing Plain bearing Shaft
Ø d1 [mm] H7 [mm] F10 [mm] h9 [mm]
0 – 3 +0.000 +0.010 +0.006 +0.046 –0.025 +0.000

> 3 – 6 +0.000 +0.012 +0.010 +0.058 –0.030 +0.000

> 6 – 10 +0.000 +0.015 +0.013 +0.071 –0.036 +0.000

> 10 – 18 +0.000 +0.018 +0.016 +0.086 –0.043 +0.000

> 18 – 30 +0.000 +0.021 +0.020 +0.104 –0.052 +0.000

> 30 – 50 +0.000 +0.025 +0.025 +0.125 –0.062 +0.000

> 50 – 80 +0.000 +0.030 +0.030 +0.150 –0.074 +0.000

> 80 – 120 +0.000 +0.035 +0.036 +0.176 –0.087 +0.000

> 120 – 180 +0.000 +0.040 +0.043 +0.203 +0.000 +0.100

Table 05: Important tolerances for plain bearings according 

to ISO 3547-1 after press-fit

iglidur® V400
+200°C
45MPa

Bearing technology | Plain bearing | iglidur® V400

3D CAD, finder and service life calculation ... www.igus.no/V400
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Diagram 02: Maximum recommended surface pressure as a 

function of temperature (45MPa at +20°C)
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Diagram 03: Deformation under pressure and temperature
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Diagram 04: Coefficient of friction as a function of the 

surface speed, p = 0.75MPa
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Diagram 07: Wear for oscillating and rotating applications 

with shaft material Cf53 hardened and ground steel, as a 

function of the load

Diagram 06: Wear, rotating with different shaft materials, 

pressure, p = 1MPa, v = 0.3m/s
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Diagram 05: Coefficient of friction as a function of the load, 

v = 0.01m/s

Diagram 01: Permissible pv values for iglidur® V400 plain 

bearings with a wall thickness of 1mm, dry operation against 

a steel shaft, at +20°C, mounted in a steel housing
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Ordering note
Our prices are scaled according to order 
quantities, current prices can be found online.

No minimum order value.
No low-quantity surcharges.
Free shipping within Germany for orders 
above €150.

Discount scaling

Available from stock 
Detailed information about delivery time online. 
www.igus.no/24

Online ordering
Including delivery times, prices, online tools 
www.igus.no/V400

1 – 9
10 – 24
25 – 49

50 – 99
100 – 199
200 – 499

500 – 999
1,000 – 2,499
2,500 – 4,999

Ordering note
Our prices are scaled according to order 
quantities, current prices can be found online.

No minimum order value.
No low-quantity surcharges.
Free shipping within Germany for orders 
above €150.

Discount scaling

Available from stock 
Detailed information about delivery time online. 
www.igus.no/24

Online ordering
Including delivery times, prices, online tools 
www.igus.no/V400

1 – 9
10 – 24
25 – 49

50 – 99
100 – 199
200 – 499

500 – 999
1,000 – 2,499
2,500 – 4,999

d1 d1 d2 b1 Part No.
Tolerance3) h13

[mm] [mm] [mm]

6.0 +0.010 +0.058 8.0 6.0 VSM-0608-06
8.0

+0.013 +0.071
10.0 10.0 VSM-0810-10

10.0 12.0 10.0 VSM-1012-10
12.0

+0.016 +0.086
14.0 12.0 VSM-1214-12

16.0 18.0 15.0 VSM-1618-15
20.0 +0.020 +0.104 23.0 20.0 VSM-2023-20

iglidur® V400
+200°C
45MPa

Bearing technology | Plain bearing | iglidur® V400

2) Thickness < 0.6mm: Chamfer = 20°

3) After press-fit. Testing methods, page 57

Dimensions according to ISO 3547-1 and 
special dimensions

Sleeve bearing (form S)

Chamfer in relation to d1

0.5

30°

b1

f1

d2d1

30° 

3D CAD, finder and service life calculation ... www.igus.no/V400

d1 [mm] Ø 1 – 6 Ø 6 – 12 Ø 12 – 30
f1 [mm] 0.3 0.5 0.8

Order example: VSM-0608-06 – no minimum order quantity.
V400 iglidur® material S Sleeve bearing M Metric 06 Inner Ø d1 08 Outer Ø d2 06 Total length b1

d1 d1 d2 d3 b1 b2 Part No.
Tolerance3) d133) h13 h13

[mm] [mm] [mm] [mm] [mm]

6.0 +0.010 +0.058 8.0 12.0 6.0 1.00 VFM-0608-06
8.0

+0.013 +0.071
10.0 15.0 10.0 1.00 VFM-0810-10

10.0 12.0 18.0 10.0 1.00 VFM-1012-10
12.0

+0.016 +0.086
14.0 20.0 12.0 1.00 VFM-1214-12

16.0 18.0 24.0 17.0 1.00 VFM-1618-17
18.0

+0.020 +0.104
20.0 26.0 20.0 1.00 VFM-1820-20

20.0 23.0 30.0 21.5 1.50 VFM-2023-21

Order example: VFM-0608-06 – no minimum order quantity.
V400 iglidur® material F Flange bearing M Metric 06 Inner Ø d1 08 Outer Ø d2 06 Total length b1

3) After press-fit. Testing methods, page 57

iglidur® V400
+200°C
45MPa

Bearing technology | Plain bearing | iglidur® V400

Lubrication-free made easy ... from stock ... no minimum order quantity

2) Thickness < 0.6mm: Chamfer = 20°

Dimensions according to ISO 3547-1 and 
special dimensions

Flange bearing (form F)

Chamfer in relation to d1

b2

b1

r m
ax

. 0
.5

d3 d1

f1

30° 

d
2

d1 [mm] Ø 1 – 6 Ø 6 – 12 Ø 12 – 30
f1 [mm] 0.3 0.5 0.8



When to use it?
 ● If the bearing point is regularly sterilised with hot steam
 ● When a low-cost material is required at the same time
 ● When good chemical resistance is required
 ● Low moisture absorption

All-rounder for steam sterilisation
Low-cost, media-resistant and hygienic
iglidur® HSD350

When not to use?
 ● When high pressures occur
iglidur® G, iglidur® W300

 ● When continuous operating temperatures are higher than +180°C
iglidur® G, iglidur® Z

 ● When a cost-effective bearing for occasional movements is necessary
iglidur® G
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All-rounder for steam sterilisation
Low-cost, media-resistant and hygienic 
The new material enables continuous operation where hygiene is important, including regular sterilisation, 
with an outstanding price-performance ratio.
● Temperature-resistant up to +180°C
● Suitable for wet environments
● High media resistance
● Corrosion-free
● Lubrication-free
● Sterilisable
● Maintenance-free

Typical application areas
● Filling technology
● Medical and laboratory technology

Bearing technology | Plain bearing | iglidur® HSD350

iglidur® 
HSD350
+180°C
30MPa

3D CAD, finder and service life calculation ... www.igus.no/HSD350

Online product finder 
www.igus.no/iglidur-finder

Online service life calculation 
www.igus.no/iglidur-expert

Ø  
6.0 – 20.0mm

Also available 
as:

Bar stock, 
round bar
Page 679

Bar stock, 
plate
Page 683

tribo-tape liner
Page 691

Piston rings
Page 581

Two hole 
flange  
bearings
Page 603

Moulded 
special parts
Page 624

igubal®  
spherical balls
Page 841

iglidur® HSD350 was specially developed for use in 
applications where decontamination by steam (e.g. in 
autoclaves) is necessary. iglidur® HSD350 offers an 
excellent price-performance ratio.

Moisture absorption
Under standard climatic conditions, the moisture absorption  
of iglidur® HSD350 plain bearings is approximately 0.6% 
weight. The saturation limit in water is 1.2% weight. These 
values are so low that a moisture expansion need to be 
considered only in extreme cases.

Vacuum
In vacuum, the moisture content is released as vapour. Due 
to its low moisture absorption, use in a vacuum is possible.

Radiation resistance
Plain bearings made from iglidur® HSD350 are resistant 
up to a radiation intensity of 3 · 10²Gy.

Resistance to weathering
iglidur® HSD350 plain bearings are continuously resistant 
to weathering. The material properties are only slightly 
affected. Possible discolorations are only superficial.

Mechanical properties
With increasing temperatures, the compressive strength 
of iglidur® HSD350 plain bearings decreases. Diagram 
02 shows this inverse relationship. The maximum 
recommended surface pressure is a mechanical material 
parameter. No conclusions regarding the tribological 
properties can be drawn from this.
Diagram 03 shows the elastic deformation of iglidur® HSD350  
at radial loads. At the maximum recommended surface 
pressure of 30MPa the deformation is less than 2%. A 
possible deformation could be, among others, dependant 
on the duty cycle of the load.
Surface pressure, page 41

iglidur® 
HSD350
+180°C
30MPa

Lubrication-free made easy ... from stock ... no minimum order quantity

General properties Testing method

Density g/cm³ 1.39
Colour beige
Max. moisture absorption at +23°C and 50% r.h. % weight 0.6 ISO 175
Max. moisture absorption % weight 1.2 ISO 62
Coefficient of friction, dynamic, against steel µ 0.07 – 0.23
pv value, max. (dry) MPa · m/s 0.30
Mechanical properties
Flexural modulus MPa 2,150 DIN EN ISO 178
Flexural strength at +20°C MPa 67 DIN EN ISO 178
Compressive strength MPa 44
Max. recommended surface pressure (+20°C) MPa 30
Shore D hardness 77 DIN 53505
Physical and thermal properties
Max. application temperature long-term °C +180
Max. application temperature short-term °C +210
Min. application temperature °C –40
Thermal conductivity W/m · K 0.24 ASTM C 177
Coefficient of thermal expansion (at +23°C) K–1 · 10–5 7 DIN 53752
Electrical properties
Specific contact resistance Ωcm > 1013 DIN IEC 93
Surface resistance Ω > 1014 DIN 53482

Table 01: Material properties

Technical data

–40°C up to 
+180°C

30MPa

FOOD

Descriptive technical specifications

Wear resistance at +23°C – +

Wear resistance at +90°C – +

Wear resistance at +150°C – +

Low coefficient of friction – +

Low moisture absorption – +

Wear resistance under water – +

High media resistance – +

Resistant to edge pressures – +

Suitable for shock and impact loads – +

Resistant to dirt – +
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Permissible surface speeds
Due to its rather good thermal conductivity and thermal 
resistance, iglidur® HSD350 is suitable for speeds in the 
medium range. The permissible surface speed decreases 
with increasing surface pressure.
Surface speed, page 44

Temperature
The ambient temperatures strongly influence the properties  
of plain bearings. According to its field of application 
as autoclavable material, iglidur® HSD350 offers good 
thermal resistance. For temperatures over +130°C an 
axial securing is required.
Application temperatures, page 49
Additional securing, page 49

Friction and wear
The coefficient of friction increases constantly and slowly 
over the speed, but remains below 0.3µ up to a speed 
of 2.0m/s.
Coefficient of friction and surfaces, page 47
Wear resistance, page 50

Shaft materials
Diagrams 06 and 07 display a summary of the test results 
with different shaft materials conducted with plain bearings 
made from iglidur® HSD350. At 0.3m/s and 1MPa surface 
pressure, a wide variety of shafts are suitable and provide 
good wear results. Hard-anodised aluminium, free cutting 
steel, hard-chromed Cf53, 304 stainless steel and high 
grade steel exhibit low wear. If the shaft material you plan 
on using is not shown in these test results, please contact 
us.
Shaft materials, page 52

Installation tolerances
iglidur® HSD350 plain bearings are standard bearings 
for shafts with h tolerance (recommended minimum h9). 
The bearings are designed for press-fit into a housing 
machined to a H7 tolerance. After being assembled into a 
nominal size housing, in standard cases the inner diameter 
automatically adjusts to the F10 tolerances. For particular 
dimensions the tolerance differs depending on the wall 
thickness (please see product range table). In relation to 
the installation tolerance, the inner diameter changes with 
the absorption of humidity.
Testing methods, page 57

Chemicals Resistance
Alcohols + up to 0
Diluted acids +
Diluted alkalines +
Fuels + up to 0
Greases, oils without additives +
Hydrocarbons +
Strong acids 0
Strong alkalines 0

All information given at room temperature [+20°C]

Table 02: Chemical resistance

Chemical table, page 1636

Rotating Oscillating linear
long-term m/s 1.1 0.8 3.0
short-term m/s 1.2 1.0 3.2

Table 03: Maximum surface speeds

Dry Greases Oil Water
Coefficient of friction µ 0.07 – 0.23 0.09 0.04 0.04

Table 04: Coefficient of friction against steel (Ra = 1μm, 

50HRC)

Housing Plain bearing Shaft
Ø d1 [mm] H7 [mm] F10 [mm] h9 [mm]
0 – 3 +0.000 +0.010 +0.006 +0.046 –0.025 +0.000

> 3 – 6 +0.000 +0.012 +0.010 +0.058 –0.030 +0.000

> 6 – 10 +0.000 +0.015 +0.013 +0.071 –0.036 +0.000

> 10 – 18 +0.000 +0.018 +0.016 +0.086 –0.043 +0.000

> 18 – 30 +0.000 +0.021 +0.020 +0.104 –0.052 +0.000

> 30 – 50 +0.000 +0.025 +0.025 +0.125 –0.062 +0.000

> 50 – 80 +0.000 +0.030 +0.030 +0.150 –0.074 +0.000

> 80 – 120 +0.000 +0.035 +0.036 +0.176 –0.087 +0.000

> 120 – 180 +0.000 +0.040 +0.043 +0.203 +0.000 +0.100

Table 05: Important tolerances for plain bearings according 

to ISO 3547-1 after press-fit

iglidur® 
HSD350
+180°C
30MPa Bearing technology | Plain bearing | iglidur® HSD350

3D CAD, finder and service life calculation ... www.igus.no/HSD350
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iglidur® 
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+180°C
30MPa
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Diagram 02: Maximum recommended surface pressure as a 

function of temperature (30MPa at +20°C)
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Diagram 03: Deformation under pressure and temperature
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Diagram 04: Coefficient of friction as a function of the 

surface speed, p = 1MPa
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Diagram 06: Wear for oscillating and rotating applications 

with shaft material Cf53 hardened and ground steel, as a 

function of the load
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Diagram 05: Wear, rotating with different shaft materials, 

pressure, p = 1MPa, v = 0.3m/s

Diagram 01: Permissible pv values for iglidur® HSD350 plain 

bearings with a wall thickness of 1mm, dry operation against 

a steel shaft, at +20°C, mounted in a steel housing
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500

400

300

200

100

0

0 20 40 60 80

rotating
oscillating



321320

Ordering note
Our prices are scaled according to order 
quantities, current prices can be found online.

No minimum order value.
No low-quantity surcharges.
Free shipping within Germany for orders 
above €150.

Discount scaling

Available from stock 
Detailed information about delivery time online. 
www.igus.no/24

Online ordering
Including delivery times, prices, online tools 
www.igus.no/HSD350

1 – 9
10 – 24
25 – 49

50 – 99
100 – 199
200 – 499

500 – 999
1,000 – 2,499
2,500 – 4,999

Ordering note
Our prices are scaled according to order 
quantities, current prices can be found online.

No minimum order value.
No low-quantity surcharges.
Free shipping within Germany for orders 
above €150.

Discount scaling

Available from stock 
Detailed information about delivery time online. 
www.igus.no/24

Online ordering
Including delivery times, prices, online tools 
www.igus.no/HSD350

1 – 9
10 – 24
25 – 49

50 – 99
100 – 199
200 – 499

500 – 999
1,000 – 2,499
2,500 – 4,999

d1 d1 d2 b1 Part No.
Tolerance3) h13

[mm] [mm] [mm]

6.0 +0.010 +0.058 8.0 6.0 HSD350SM-0608-06
8.0

+0.013 +0.071
10.0 10.0 HSD350SM-0810-10

10.0 12.0 10.0 HSD350SM-1012-10
12.0

+0.016 +0.086
14.0 12.0 HSD350SM-1214-12

16.0 18.0 15.0 HSD350SM-1618-15
20.0 +0.020 +0.104 23.0 20.0 HSD350SM-2023-20

iglidur® 
HSD350
+180°C
30MPa Bearing technology | Plain bearing | iglidur® HSD350

2) Thickness < 0.6mm: Chamfer = 20°

3) After press-fit. Testing methods, page 57

Dimensions according to ISO 3547-1 and 
special dimensions

Sleeve bearing (form S)

Chamfer in relation to d1

0.5

30°

b1

f1

d2d1

30° 

3D CAD, finder and service life calculation ... www.igus.no/HSD350

d1 [mm] Ø 6 – 12 Ø 12 – 30
f1 [mm] 0.5 0.8

Order example: HSD350SM-0608-06 – no minimum order quantity.
HSD350 iglidur® material S Sleeve bearing M Metric 06 Inner Ø d1 08 Outer Ø d2 06 Total length b1

d1 d1 d2 d3 b1 b2 Part No.
Tolerance3) d133) h13 h13

[mm] [mm] [mm] [mm] [mm]

6.0 +0.010 +0.058 8.0 12.0 6.0 1.00 HSD350FM-0608-06
8.0

+0.013 +0.071
10.0 15.0 10.0 1.00 HSD350FM-0810-09

10.0 12.0 18.0 9.0 1.00 HSD350FM-1012-09
12.0

+0.016 +0.086
14.0 20.0 12.0 1.00 HSD350FM-1214-12

16.0 18.0 24.0 17.0 1.00 HSD350FM-1618-17
20.0 +0.020 +0.104 23.0 30.0 21.5 1.50 HSD350FM-2023-21

Order example: HSD350FM-0608-06 – no minimum order quantity.
HSD350 iglidur® material F Flange bearing M Metric 06 Inner Ø d1 08 Outer Ø d2 06 Total length b1

3) After press-fit. Testing methods, page 57

iglidur® 
HSD350
+180°C
30MPaBearing technology | Plain bearing | iglidur® HSD350

Lubrication-free made easy ... from stock ... no minimum order quantity

2) Thickness < 0.6mm: Chamfer = 20°

Dimensions according to ISO 3547-1 and 
special dimensions

Flange bearing (form F)

Chamfer in relation to d1

b2

b1

r m
ax

. 0
.5

d3 d1

f1

30° 

d
2

d1 [mm] Ø 6 – 12 Ø 12 – 30
f1 [mm] 0.5 0.8



When to use it?
 ● When plain bearings need to be used in liquids
 ● For high speeds
 ● For high temperatures
 ● When a high chemical resistance is required

For hot liquids
Continuous wear resistance in liquids
iglidur® UW500

When not to use?
 ● When a cost-effective underwater plain bearing for the standard temperature range is required
iglidur® UW

 ● When a cost-effective underwater plain bearing is required for rare operations
iglidur® H

 ● When a cost-effective universal plain bearing is required
iglidur® G
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For hot liquids
Continuous wear resistance in liquids 
iglidur® UW500 was developed for underwater applications at higher temperatures up to +250°C. In 
addition, the plain bearings will run in chemicals which would act as a lubricant.
● High temperature resistance
● Suitable for high surface speeds
● Lubrication-free
● Suitable for underwater applications
● Maintenance-free

Typical application areas
● Plant construction
● Pumps
● Chemical industry

Bearing technology | Plain bearing | iglidur® UW500

iglidur® 
UW500
+250°C
140MPa

3D CAD, finder and service life calculation ... www.igus.no/UW500

Online product finder 
www.igus.no/iglidur-finder

Online service life calculation 
www.igus.no/iglidur-expert

Ø  
  –  

Also available 
as:

Bar stock, 
round bar
Page 657

Bar stock, 
plate
Page 683

tribo-tape liner
Page 691

Piston rings
Page 603

Two hole 
flange  
bearings
Page 603

Moulded 
special parts
Page 624

igubal®  
spherical balls
Page 841

The plain bearings made from iglidur® UW500 were developed 
for underwater applications with high temperatures. Examples 
for this are water pumps in automotive engineering, but also 
the field of medical engineering and related sectors. Unless 
the underwater operation is explicitly stated, the information 
in this chapter describes iglidur® UW500 in dry operation.

Moisture absorption
Under standard climatic conditions, the moisture absorption 
of iglidur® UW500 plain bearings is below 0.1% weight. The 
maximum moisture absorption is 0.5% weight. iglidur® UW500 
plain bearings can be used for underwater applications.

Vacuum
In vacuum, any present moisture is released as vapour. 
The use in vacuum is generally possible.

Radiation resistance
Plain bearings made from iglidur® UW500 are resistant 
up to a radiation intensity of 1 · 10⁵Gy. They resist to hard 
gamma radiation (1,000Mrad) and alpha or beta radiation 
(10,000Mrad).

Resistance to weathering
iglidur® UW500 plain bearings are continuously resistant 
to weathering. The material properties are only slightly 
affected. Possible discolorations are only superficial.

Mechanical properties
With increasing temperatures, the compressive strength 
of iglidur® UW500 plain bearings decreases. Diagram 
02 shows this inverse relationship. The maximum 
recommended surface pressure is a mechanical material 
parameter. No conclusions regarding the tribological 
properties can be drawn from this.
Diagram 03 shows the elastic deformation of iglidur® UW500  
at radial loads.
Surface pressure, page 41

iglidur® 
UW500
+250°C
140MPa

Lubrication-free made easy ... from stock ... no minimum order quantity

General properties Testing method

Density g/cm³ 1.49
Colour black
Max. moisture absorption at +23°C and 50% r.h. % weight 0.1 DIN 53495
Max. moisture absorption6) % weight 0.5
Coefficient of friction, dynamic, against steel µ 0.20 – 0.36
pv value, max. (dry) MPa · m/s 0.35
Mechanical properties
Flexural modulus MPa 16,000 DIN 53457
Flexural strength at +20°C MPa 260 DIN 53452
Compressive strength MPa 140
Max. recommended surface pressure (+20°C) MPa 140
Shore D hardness 86 DIN 53505
Physical and thermal properties
Max. application temperature long-term °C +250
Max. application temperature short-term °C +300
Min. application temperature °C –100
Thermal conductivity W/m · K 0.60 ASTM C 177
Coefficient of thermal expansion (at +23°C) K–1 · 10–5 4 DIN 53752
Electrical properties5)

Specific contact resistance Ωcm < 109 DIN IEC 93
Surface resistance Ω < 109 DIN 53482
5) The good conductivity of this material can favour the generation of corrosion on the metallic contact components.

6) All results were obtained under laboratory conditions with demineralised water. For application with direct water 
contact, we recommend tests under real application conditions.

Table 01: Material properties

Technical data

–100°C up to 
+250°C

140MPa

FOOD

Descriptive technical specifications

Wear resistance at +23°C – +

Wear resistance at +90°C – +

Wear resistance at +150°C – +

Low coefficient of friction – +

Low moisture absorption – +

Wear resistance under water – +

High media resistance – +

Resistant to edge pressures – +

Suitable for shock and impact loads – +

Resistant to dirt – +
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Permissible surface speeds
iglidur® UW500 plain bearings can be used in applications 
involving dry operation as well as in liquids in a wide variety 
of applications. Due to hydrodynamic lubrication at high 
speeds, surface speeds far above 1.5m/s can be achieved.
Surface speed, page 44

Temperature
iglidur® UW500 can be used in applications where there 
are continuous temperatures of +150°C. If the bearings 
are mechanically secured, these temperatures can be even 
higher than +200°C. iglidur® UW500 belongs to the most 
temperature-resistant iglidur® materials. For temperatures 
over +150°C an additional securing is required.
Application temperatures, page 49
Additional securing, page 49

Friction and wear
Diagrams 04 and 05 show the coefficient of friction of 
iglidur® UW500 plain bearings as a function of surface 
speed and pressure. The friction and wear are also 
dependent, to a large degree, on the shaft material. Ideal 
are ground surfaces with an average surface finish of  
0.1 – 0.4µm.
Coefficient of friction and surfaces, page 47
Wear resistance, page 50

Shaft materials
Diagram 06 shows results of testing different shaft 
materials with plain bearings made from iglidur® UW500.
Shaft materials, page 52

Installation tolerances
iglidur® UW500 plain bearings are standard bearings for 
shafts with h tolerance (recommended minimum h9). 
The bearings are designed for press-fit into a housing 
machined to a H7 tolerance. After being assembled into a 
nominal size housing, in standard cases the inner diameter 
automatically adjusts to the F10 tolerances. For particular 
dimensions the tolerance differs depending on the wall 
thickness (please see product range table).
Testing methods, page 57

Chemicals Resistance
Alcohols +
Diluted acids +
Diluted alkalines +
Fuels +
Greases, oils without additives +
Hydrocarbons +
Strong acids +
Strong alkalines +

All information given at room temperature [+20°C]

Table 02: Chemical resistance

Chemical table, page 1636

Rotating Oscillating linear
long-term m/s 0.8 0.6 2.0
short-term m/s 1.5 1.1 3.0

Table 03: Maximum surface speeds

Dry Greases Oil Water
Coefficient of friction µ 0.20 – 0.36 0.09 0.04 0.04

Table 04: Coefficient of friction against steel (Ra = 1μm, 

50HRC)

Housing Plain bearing Shaft
Ø d1 [mm] H7 [mm] F10 [mm] h9 [mm]
0 – 3 +0.000 +0.010 +0.006 +0.046 –0.025 +0.000

> 3 – 6 +0.000 +0.012 +0.010 +0.058 –0.030 +0.000

> 6 – 10 +0.000 +0.015 +0.013 +0.071 –0.036 +0.000

> 10 – 18 +0.000 +0.018 +0.016 +0.086 –0.043 +0.000

> 18 – 30 +0.000 +0.021 +0.020 +0.104 –0.052 +0.000

> 30 – 50 +0.000 +0.025 +0.025 +0.125 –0.062 +0.000

> 50 – 80 +0.000 +0.030 +0.030 +0.150 –0.074 +0.000

> 80 – 120 +0.000 +0.035 +0.036 +0.176 –0.087 +0.000

> 120 – 180 +0.000 +0.040 +0.043 +0.203 +0.000 +0.100

Table 05: Important tolerances for plain bearings according 

to ISO 3547-1 after press-fit

iglidur® UW500 plain bearings are manufactured to special 
order.

iglidur® 
UW500
+250°C
140MPa Bearing technology | Plain bearing | iglidur® UW500

3D CAD, finder and service life calculation ... www.igus.no/UW500
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Diagram 02: Maximum recommended surface pressure as a 

function of temperature (140MPa at +20°C)
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Diagram 03: Deformation under pressure and temperature
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Diagram 04: Coefficient of friction as a function of the 

surface speed, p = 0.75MPa
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Diagram 07: Wear for oscillating and rotating applications 

with shaft material Cf53 hardened and ground steel, as a 

function of the load

Diagram 06: Wear, rotating with different shaft materials, 

pressure, p = 1MPa, v = 0.3m/s
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Diagram 05: Coefficient of friction as a function of the load, 

v = 0.01m/s

Diagram 01: Permissible pv values for iglidur® UW500 plain 

bearings with a wall thickness of 1mm, dry operation against 

a steel shaft, at +20°C, mounted in a steel housing
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Plain bearing materials with  
good media resistance
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Bearing technology | Plain bearing | iglidur®

Plain bearing materials with good media resistance 

Almost at the same level as the previous group in terms of temperatures, the "iglidur® H family" is characterised by a 
high media resistance and a wide range of applications in wet areas.
iglidur® H370 is the specialist for underwater applications, iglidur® H2 is the media-resistant, low-cost bearing solution 
for high-volume production with low running performance and iglidur® H1, the endurance runner of this group.

3D CAD, finder and service life calculation ... www.igus.no/H1

iglidur® H1
Endurance runner with high 
media resistance

Temperature [°C] 123) +200 – +

Surface pressure [MPa] 124) 80 – +

Coefficient of friction [µ] 125) 0.17 – +

Wear [µm/km] 125) 0.29 – +

Price index – +

iglidur® H370
Long service life under water

Temperature [°C] 123) +200 – +

Surface pressure [MPa] 124) 75 – +

Coefficient of friction [µ] 125) 0.17 – +

Wear [µm/km] 125) 1.20 – +

Price index – +

iglidur® H
The classic with high resistance 
to media and temperature

Temperature [°C] 123) +200 – +

Surface pressure [MPa] 124) 90 – +

Coefficient of friction [µ] 125) 0.17 – +

Wear [µm/km] 125) 2.10 – +

Price index – +

iglidur® C500
High temperature endurance 
runner

Temperature [°C] 123) +250 – +

Surface pressure [MPa] 124) 80 – +

Coefficient of friction [µ] 125) 0.19 – +

Wear [µm/km] 125) 0.48 – +

Price index – +

123) max. long-term application temperature  124) max. recommended surface pressure at +20°C  125) best combination for p = 1MPa, 

v = 0.3m/s, rotating

Online product finder 
www.igus.no/iglidur-finder

Online service life calculation 
www.igus.no/iglidur-expert

High media resistance

iglidur® H2
The low-cost specialist for  
chemicals and temperatures

Temperature [°C] 123) +200 – +

Surface pressure [MPa] 124) 110 – +

Coefficient of friction [µ] 125) 0.32 – +

Wear [µm/km] 125) 4.80 – +

Price index – +

Lubrication-free made easy ... from stock ... no minimum order quantity 



When to use it?
 ● When extreme service life is required under the influence of temperature and humidity
 ● When low coefficient of friction at high temperature is important
 ● When normal aggressive cleaning is required (splashes, steam blasting)
 ● For under bonnet applications

Endurance runner with high  
media resistance
Excellent coefficient of friction and wear
iglidur® H1

When not to use?
 ● When high surface pressures occur
iglidur® Z

 ● When the best universal chemical resistance is required
iglidur® X

 ● When a cost-effective high-temperature plain bearing is required, not the ideal wear resistance
iglidur® H2

 ● When an FDA-compliant plain bearing with high temperature resistance is required
iglidur® A500
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Endurance runner with high media resistance
Excellent coefficient of friction and wear 
iglidur® H1 is the first choice when long service life is required in extreme environmental conditions. 
Extreme wear resistance is coupled with excellent resistance to temperature and media – not only in the 
packaging and food industries or the automotive industry.

●● High wear resistance in extreme ambient conditions
● Very low coefficients of friction
● High temperature resistance
● For underbonnet applications
● Lubrication-free
● High chemical resistance
● Maintenance-free

Typical application areas
● Beverage industry
● Automation
● Packaging
● Textile industry
● Optical industry

Bearing technology | Plain bearing | iglidur® H1

iglidur® H1
+200°C
80MPa

3D CAD, finder and service life calculation ... www.igus.no/H1

Online product finder 
www.igus.no/iglidur-finder

Online service life calculation 
www.igus.no/iglidur-expert

Ø  
3.0 – 50.0mm

Descriptive technical specifications

Wear resistance at +23°C – +

Wear resistance at +90°C – +

Wear resistance at +150°C – +

Low coefficient of friction – +

Low moisture absorption – +

Wear resistance under water – +

High media resistance – +

Resistant to edge pressures – +

Suitable for shock and impact loads – +

Resistant to dirt – +

Also available 
as:

Bar stock, 
round bar
Page 679

Bar stock, 
plate
Page 683

tribo-tape liner
Page 691

Piston rings
Page 584

Two hole 
flange  
bearings
Page 603

Moulded 
special parts
Page 624

igubal®  
spherical balls
Page 841

iglidur® H1 plain bearings have been specially developed 
for use under extreme environmental conditions. Their 
strengths are the extremely high wear resistance and the 
excellent coefficient of friction even in applications in which 
the bearing is exposed to extreme temperatures and/or 
aggressive chemicals. iglidur® H1 plain bearings can be 
used completely free of lubrication; in wet area applications, 
the surrounding medium acts as additional lubricant.

Moisture absorption
Under standard climatic conditions, the moisture absorption 
of iglidur® H1 plain bearings is approximately 0.1% weight. 
The saturation limit in water is 0.3% weight. Therefore 
iglidur® H1 is very well suited for use in wet environments.

Vacuum
In vacuum, any present moisture is released as vapour. 
The use in vacuum is generally possible.

Radiation resistance
Resistant to radiation up to an intensity of 2 · 10²Gy.

Resistance to weathering
iglidur® H1 plain bearings are continuously resistant 
to weathering. The material properties are only slightly 
affected. Possible discolorations are only superficial.

Mechanical properties
With increasing temperatures, the compressive strength of 
iglidur® H1 plain bearings decreases. Diagram 02 shows 
this inverse relationship. The maximum recommended 
surface pressure is a mechanical material parameter. No 
conclusions regarding the tribological properties can be 
drawn from this.
Diagram 03 shows the elastic deformation of iglidur® H1 
at radial loads. Among the iglidur® H materials, iglidur® H1 
material has the greatest flexibility. This must be considered 
for applications with high surface pressure or edge loads.
Surface pressure, page 41

iglidur® H1
+200°C
80MPa

Lubrication-free made easy ... from stock ... no minimum order quantity

 General properties Testing method

Density g/cm³ 1.53
Colour cream
Max. moisture absorption at +23°C and 50% r.h. % weight 0.1 DIN 53495
Max. moisture absorption % weight 0.3
Coefficient of friction, dynamic, against steel µ 0.06 – 0.20
pv value, max. (dry) MPa · m/s 0.80
Mechanical properties
Flexural modulus MPa 2,800 DIN 53457
Flexural strength at +20°C MPa 55 DIN 53452
Compressive strength MPa 78
Max. recommended surface pressure (+20°C) MPa 80
Shore D hardness 77 DIN 53505
Physical and thermal properties
Max. application temperature long-term °C +200
Max. application temperature short-term °C +240
Min. application temperature °C –40
Thermal conductivity W/m · K 0.24 ASTM C 177
Coefficient of thermal expansion (at +23°C) K–1 · 10–5 6 DIN 53752
Electrical properties
Specific contact resistance Ωcm > 1012 DIN IEC 93
Surface resistance Ω > 1011 DIN 53482

Table 01: Material properties

Technical data

–40°C up to 
+200°C

80MPa

FOOD
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Permissible surface speeds
Due to their excellent coefficient of friction, rotating surface 
speeds of up to 2.0m/s are possible with iglidur® H1 plain 
bearings in dry operation. Linear speeds up to 5.0m/s 
can be attained. The speeds stated in table 03 are limit 
values for the lowest bearing loads. With higher loads, the 
permitted speed drops with the extent of the load due to 
the limitations by the pv value.
Surface speed, page 44

Temperature
iglidur® H1 is a very temperature-stable material. The 
temperatures prevailing in the bearing system also have 
an influence on the wear. The wear rises with increasing 
temperatures. In the case of iglidur® H1 in particular, 
however, this increase is very low. For temperatures over 
+80°C an additional securing is required.
Application temperatures, page 49
Additional securing, page 49

Friction and wear
The coefficient of friction alters similarly to the wear resistance 
with increasing load and surface speed (diagrams 04 and 
05).
Coefficient of friction and surfaces, page 47
Wear resistance, page 50

Shaft materials
Diagrams 06 and 07 show the test results of iglidur® H1 
plain bearings running against various shaft materials. The 
iglidur® H1 plain bearings display excellent wear behaviour 
in combination with a wide variety of shaft materials both 
in rotating and pivoting applications. On the 304 stainless 
steel shafts in particular, iglidur® H1 attains very low wear 
rates both in rotating and pivoting operations. Even on 
hard-anodised aluminium shafts, iglidur® H1 plain bearings 
attain high service life in rotating applications with low to 
medium loads.
Shaft materials, page 52

Installation tolerances
iglidur® H1 plain bearings are standard bearings for 
shafts with h tolerance (recommended minimum h9). 
The bearings are designed for press-fit into a housing 
machined to a H7 tolerance. After being assembled into a 
nominal size housing, in standard cases the inner diameter 
automatically adjusts to the F10 tolerances. For particular 
dimensions the tolerance differs depending on the wall 
thickness (please see product range table).
Testing methods, page 57

Chemicals Resistance
Alcohols +
Diluted acids + up to 0
Diluted alkalines +
Fuels +
Greases, oils without additives +
Hydrocarbons +
Strong acids + up to –
Strong alkalines + up to –

All information given at room temperature [+20°C]

Table 02: Chemical resistance

Chemical table, page 1636

Rotating Oscillating linear
long-term m/s 2.0 1.0 5.0
short-term m/s 2.5 1.5 7.0

Table 03: Maximum surface speeds

Dry Greases Oil Water
Coefficient of friction µ 0.06 – 0.20 0.09 0.04 0.04

Table 04: Coefficient of friction against steel (Ra = 1μm, 

50HRC)

Housing Plain bearing Shaft
Ø d1 [mm] H7 [mm] F10 [mm] h9 [mm]
0 – 3 +0.000 +0.010 +0.006 +0.046 –0.025 +0.000

> 3 – 6 +0.000 +0.012 +0.010 +0.058 –0.030 +0.000

> 6 – 10 +0.000 +0.015 +0.013 +0.071 –0.036 +0.000

> 10 – 18 +0.000 +0.018 +0.016 +0.086 –0.043 +0.000

> 18 – 30 +0.000 +0.021 +0.020 +0.104 –0.052 +0.000

> 30 – 50 +0.000 +0.025 +0.025 +0.125 –0.062 +0.000

> 50 – 80 +0.000 +0.030 +0.030 +0.150 –0.074 +0.000

> 80 – 120 +0.000 +0.035 +0.036 +0.176 –0.087 +0.000

> 120 – 180 +0.000 +0.040 +0.043 +0.203 +0.000 +0.100

Table 05: Important tolerances for plain bearings according 

to ISO 3547-1 after press-fit

iglidur® H1
+200°C
80MPa

Bearing technology | Plain bearing | iglidur® H1

3D CAD, finder and service life calculation ... www.igus.no/H1
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iglidur® H1
+200°C
80MPa
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Diagram 02: Maximum recommended surface pressure as a 

function of temperature (80MPa at +20°C)
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Diagram 03: Deformation under pressure and temperature
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Diagram 04: Coefficient of friction as a function of the 

surface speed, p = 0.75MPa
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Diagram 07: Wear for rotating and oscillating applications 

with different shaft materials, p = 2MPa

Diagram 06: Wear, rotating with different shaft materials, 

pressure, p = 1MPa, v = 0.3m/s
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Diagram 05: Coefficient of friction as a function of the load, 

v = 0.01m/s

Diagram 01: Permissible pv values for iglidur® H1 plain 

bearings with a wall thickness of 1mm, dry operation against 

a steel shaft, at +20°C, mounted in a steel housing
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Ordering note
Our prices are scaled according to order 
quantities, current prices can be found online.

No minimum order value.
No low-quantity surcharges.
Free shipping within Germany for orders 
above €150.

Discount scaling

Available from stock 
Detailed information about delivery time online. 
www.igus.no/24

Online ordering
Including delivery times, prices, online tools 
www.igus.no/H1

1 – 9
10 – 24
25 – 49

50 – 99
100 – 199
200 – 499

500 – 999
1,000 – 2,499
2,500 – 4,999

d1 d1 d2 b1 Part No.
Tolerance3) h13

[mm] [mm] [mm]

3.0
+0.006 
+0.046

4.5 5.0 H1SM-0304-05

4.0

+0.010 
+0.058

5.5 4.0 H1SM-0405-04
4.0 5.5 6.0 H1SM-0405-06
5.0 7.0 5.0 H1SM-0507-05
5.0 7.0 10.0 H1SM-0507-10
6.0 8.0 6.0 H1SM-0608-06
6.0 8.0 8.0 H1SM-0608-08
6.0 8.0 10.0 H1SM-0608-10
8.0

+0.013 
+0.071

10.0 8.0 H1SM-0810-08
8.0 10.0 10.0 H1SM-0810-10
8.0 10.0 12.0 H1SM-0810-12
8.0 10.0 15.0 H1SM-0810-15
10.0 12.0 8.0 H1SM-1012-08
10.0 12.0 10.0 H1SM-1012-10
10.0 12.0 12.0 H1SM-1012-12
10.0 12.0 15.0 H1SM-1012-15
10.0 12.0 20.0 H1SM-1012-20
12.0

+0.016 
+0.086

14.0 10.0 H1SM-1214-10
12.0 14.0 12.0 H1SM-1214-12
12.0 14.0 15.0 H1SM-1214-15
12.0 14.0 20.0 H1SM-1214-20
13.0 15.0 10.0 H1SM-1315-10
13.0 15.0 20.0 H1SM-1315-20
14.0 16.0 15.0 H1SM-1416-15
14.0 16.0 20.0 H1SM-1416-20
14.0 16.0 25.0 H1SM-1416-25
15.0 17.0 15.0 H1SM-1517-15
15.0 17.0 20.0 H1SM-1517-20

d1 d1 d2 b1 Part No.
Tolerance3) h13

[mm] [mm] [mm]

15.0

+0.016 
+0.086

17.0 25.0 H1SM-1517-25
16.0 18.0 15.0 H1SM-1618-15
16.0 18.0 20.0 H1SM-1618-20
16.0 18.0 25.0 H1SM-1618-25
18.0 20.0 15.0 H1SM-1820-15
18.0 20.0 20.0 H1SM-1820-20
18.0 20.0 25.0 H1SM-1820-25
20.0

+0.020 
+0.104

23.0 10.0 H1SM-2023-10
20.0 23.0 15.0 H1SM-2023-15
20.0 23.0 20.0 H1SM-2023-20
20.0 23.0 25.0 H1SM-2023-25
20.0 23.0 30.0 H1SM-2023-30
22.0 25.0 15.0 H1SM-2225-15
22.0 25.0 20.0 H1SM-2225-20
22.0 25.0 25.0 H1SM-2225-25
22.0 25.0 30.0 H1SM-2225-30
24.0 27.0 15.0 H1SM-2427-15
24.0 27.0 20.0 H1SM-2427-20
24.0 27.0 25.0 H1SM-2427-25
24.0 27.0 30.0 H1SM-2427-30
25.0 28.0 15.0 H1SM-2528-15
25.0 28.0 20.0 H1SM-2528-20
25.0 28.0 25.0 H1SM-2528-25
25.0 28.0 30.0 H1SM-2528-30
28.0 32.0 20.0 H1SM-2832-20
28.0 32.0 25.0 H1SM-2832-25
28.0 32.0 30.0 H1SM-2832-30
30.0 34.0 30.0 H1SM-3034-30
30.0 34.0 40.0 H1SM-3034-40

iglidur® H1
+200°C
80MPa

Bearing technology | Plain bearing | iglidur® H1

2) Thickness < 0.6mm: Chamfer = 20°

Dimensions according to ISO 3547-1 and 
special dimensions

Sleeve bearing (form S)

0.5

30°

b1

f1

d2d1

30° 

Chamfer in relation to d1
d1 [mm] Ø 1 – 6 Ø 6 – 12 Ø 12 – 30 Ø > 30
f1 [mm] 0.3 0.5 0.8 1.2

3D CAD, finder and service life calculation ... www.igus.no/H1

3) After press-fit. Testing methods, page 57

Order example: H1SM-0304-05 – no minimum order quantity.
H1 iglidur® material S Sleeve bearing M Metric 03 Inner Ø d1 04 Outer Ø d2 05 Total length b1

d1 d1 d2 b1 Part No.
Tolerance3) h13

[mm] [mm] [mm]

32.0

+0.025 
+0.125

36.0 20.0 H1SM-3236-20
32.0 36.0 30.0 H1SM-3236-30
32.0 36.0 40.0 H1SM-3236-40
35.0 39.0 20.0 H1SM-3539-20
35.0 39.0 30.0 H1SM-3539-30
35.0 39.0 40.0 H1SM-3539-40
35.0 39.0 50.0 H1SM-3539-50
40.0 44.0 20.0 H1SM-4044-20
40.0 44.0 30.0 H1SM-4044-30
40.0 44.0 40.0 H1SM-4044-40

d1 d1 d2 b1 Part No.
Tolerance3) h13

[mm] [mm] [mm]

40.0

+0.025 
+0.125

44.0 50.0 H1SM-4044-50
45.0 50.0 20.0 H1SM-4550-20
45.0 50.0 30.0 H1SM-4550-30
45.0 50.0 40.0 H1SM-4550-40
45.0 50.0 50.0 H1SM-4550-50
50.0 55.0 20.0 H1SM-5055-20
50.0 55.0 30.0 H1SM-5055-30
50.0 55.0 40.0 H1SM-5055-40
50.0 55.0 50.0 H1SM-5055-50
50.0 55.0 60.0 H1SM-5055-60

iglidur® H1
+200°C
80MPa

Product range

Lubrication-free made easy ... from stock ... no minimum order quantity

3) After press-fit. Testing methods, page 57
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d1 d1 d2 d3 b1 b2 Part No.
Tolerance3) d133) h13 h13

[mm] [mm] [mm] [mm] [mm]

3.0
+0.006
+0.046

4.5 7.5 5.0 0.75 H1FM-0304-05

5.0
+0.010
+0.058

7.0 11.0 5.0 1.00 H1FM-0507-05

6.0
+0.013
+0.071

8.0 12.0 4.0 1.00 H1FM-0608-04

6.0
+0.010
+0.058

8.0 12.0 6.0 1.00 H1FM-0608-06
6.0 8.0 12.0 8.0 1.00 H1FM-0608-08
6.0 8.0 12.0 10.0 1.00 H1FM-0608-10
8.0

+0.013
+0.071

10.0 15.0 5.5 1.00 H1FM-0810-05
8.0 10.0 15.0 6.5 1.00 H1FM-0810-065
8.0 10.0 15.0 7.5 1.00 H1FM-0810-07
8.0 10.0 15.0 9.5 1.00 H1FM-0810-09
8.0 10.0 15.0 10.0 1.00 H1FM-0810-10
10.0 12.0 18.0 7.0 1.00 H1FM-1012-07
10.0 12.0 18.0 9.0 1.00 H1FM-1012-09
10.0 12.0 18.0 10.0 1.00 H1FM-1012-10
10.0 12.0 18.0 12.0 1.00 H1FM-1012-12
10.0 12.0 18.0 17.0 1.00 H1FM-1012-17
12.0

+0.016
+0.086

14.0 20.0 7.0 1.00 H1FM-1214-07
12.0 14.0 20.0 9.0 1.00 H1FM-1214-09
12.0 14.0 20.0 12.0 1.00 H1FM-1214-12
12.0 14.0 20.0 17.0 1.00 H1FM-1214-17
12.0 14.0 20.0 20.0 1.00 H1FM-1214-20

d1 d1 d2 d3 b1 b2 Part No.
Tolerance3) d133) h13 h13

[mm] [mm] [mm] [mm] [mm]

14.0

+0.016
+0.086

16.0 22.0 12.0 1.00 H1FM-1416-12
14.0 16.0 22.0 17.0 1.00 H1FM-1416-17
15.0 17.0 23.0 9.0 1.00 H1FM-1517-09
15.0 17.0 23.0 12.0 1.00 H1FM-1517-12
15.0 17.0 23.0 17.0 1.00 H1FM-1517-17
16.0 18.0 24.0 12.0 1.00 H1FM-1618-12
16.0 18.0 24.0 17.0 1.00 H1FM-1618-17
16.0 18.0 24.0 25.0 1.00 H1FM-1618-25
18.0 20.0 26.0 12.0 1.00 H1FM-1820-12
18.0 20.0 26.0 17.0 1.00 H1FM-1820-17
18.0 20.0 26.0 22.0 1.00 H1FM-1820-22
20.0

+0.020
+0.104

23.0 30.0 11.5 1.50 H1FM-2023-11
20.0 23.0 30.0 16.5 1.50 H1FM-2023-16
20.0 23.0 30.0 21.5 1.50 H1FM-2023-21
20.0 23.0 30.0 30.0 1.50 H1FM-2023-30
25.0 28.0 35.0 11.5 1.50 H1FM-2528-11
25.0 28.0 35.0 16.5 1.50 H1FM-2528-16
25.0 28.0 35.0 21.5 1.50 H1FM-2528-21
30.0 34.0 42.0 16.0 2.00 H1FM-3034-16
30.0 34.0 42.0 26.0 2.00 H1FM-3034-26
35.0

+0.025
+0.125

39.0 47.0 16.0 2.00 H1FM-3539-16
35.0 39.0 47.0 26.0 2.00 H1FM-3539-26
40.0 44.0 52.0 30.0 2.00 H1FM-4044-30
40.0 44.0 52.0 40.0 2.00 H1FM-4044-40
45.0 50.0 58.0 50.0 2.00 H1FM-4550-50

iglidur® H1
+200°C
80MPa

Bearing technology | Plain bearing | iglidur® H1

2) Thickness < 0.6mm: Chamfer = 20°

Dimensions according to ISO 3547-1 and 
special dimensions

Flange bearing (form F)

b2

b1

r m
ax

. 0
.5

d3 d1

f1

30° 

d
2

Chamfer in relation to d1
d1 [mm] Ø 1 – 6 Ø 6 – 12 Ø 12 – 30 Ø > 30
f1 [mm] 0.3 0.5 0.8 1.2

3D CAD, finder and service life calculation ... www.igus.no/H1

3) After press-fit. Testing methods, page 57

Order example: H1FM-0304-05 – no minimum order quantity.
H1 iglidur® material F Flange bearing M Metric 03 Inner Ø d1 04 Outer Ø d2 05 Total length b1

When to use it?
 ● For underwater applications
 ● When high temperature resistance is required
 ● When high mechanical loading and wear resistance is required
 ● When good chemical resistance is required

Long service life under water
High media resistance
iglidur® H370

When not to use?
 ● When mechanical reaming of the bore is necessary
iglidur® M250

 ● When high wear resistance in temperatures is required
iglidur® H1

 ● For use in dirty surroundings
iglidur® Z

 ● When a cost-effective, large-volume solution is required
iglidur® H2
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Long service life under water
High media resistance 
iglidur® H370 is the right solution for underwater applications. The bearings absorb extremely high loads, 
are resistant to chemicals and can be used at temperatures up to +200°C.

●● Suitable for underwater applications
●● Temperature-resistant from –40°C to +200°C

● High chemical resistance
● Lubrication-free
● Maintenance-free

Typical application areas
● Offshore
● Ship building
● Fluid technology
● Packaging
● Plant construction

Bearing technology | Plain bearing | iglidur® H370

iglidur® H370
+200°C
75MPa

3D CAD, finder and service life calculation ... www.igus.no/H370

Online product finder 
www.igus.no/iglidur-finder

Online service life calculation 
www.igus.no/iglidur-expert

Ø  
3.0 – 75.0mm

Also available 
as:

Bar stock, 
round bar
Page 657

Bar stock, 
plate
Page 683

tribo-tape liner
Page 691

Piston rings
Page 584

Two hole 
flange  
bearings
Page 603

Moulded 
special parts
Page 624

igubal®  
spherical balls
Page 841

iglidur® H370 is an advanced development of the iglidur® H 
series. The material is characterised by particularly low 
moisture absorption and clearly enhanced wear resistance. 
With regard to the mechanical and thermal characteristic 
values, iglidur® H370 shows the same features as iglidur® H.

Moisture absorption
Under standard climatic conditions, the moisture absorption 
of iglidur® H370 plain bearings is below 0.1% weight. The 
saturation limit in water is also below 0.1% weight. For 
this reason, iglidur® H370 plain bearings are often used 
for underwater applications.

Vacuum
In vacuum, any present moisture is released as vapour. 
The use in vacuum is generally possible.

Radiation resistance
iglidur® H370 withstands neutron and gamma particle 
radiation. Plain bearings made from iglidur® H370 are 
resistant up to a radiation intensity of 2 · 10²Gy.

Resistance to weathering
iglidur® H370 plain bearings are continuously resistant 
to weathering. The material properties are only slightly 
affected. Possible discolorations are only superficial.

Mechanical properties
With increasing temperatures, the compressive strength of 
iglidur® H370 plain bearings decreases. Diagram 02 shows 
this inverse relationship. The maximum recommended 
surface pressure is a mechanical material parameter. No 
conclusions regarding the tribological properties can be 
drawn from this.
Diagram 03 shows the elastic deformation of iglidur® H370 
at radial loads. At the maximum recommended surface 
pressure of 75MPa at room temperature the deformation 
is less than 2.5%.
Surface pressure, page 41

iglidur® H370
+200°C
75MPa

Lubrication-free made easy ... from stock ... no minimum order quantity

 General properties Testing method

Density g/cm³ 1.66
Colour grey
Max. moisture absorption at +23°C and 50% r.h. % weight 0.1 DIN 53495
Max. moisture absorption % weight 0.1
Coefficient of friction, dynamic, against steel µ 0.07 – 0.17
pv value, max. (dry) MPa · m/s 0.74
Mechanical properties
Flexural modulus MPa 11,100 DIN 53457
Flexural strength at +20°C MPa 135 DIN 53452
Compressive strength MPa 79
Max. recommended surface pressure (+20°C) MPa 75
Shore D hardness 82 DIN 53505
Physical and thermal properties
Max. application temperature long-term °C +200
Max. application temperature short-term °C +240
Min. application temperature °C –40
Thermal conductivity W/m · K 0.50 ASTM C 177
Coefficient of thermal expansion (at +23°C) K–1 · 10–5 5 DIN 53752
Electrical properties5)

Specific contact resistance Ωcm < 105 DIN IEC 93
Surface resistance Ω < 105 DIN 53482
5) The good conductivity of this material can favour the generation of corrosion on the metallic contact components.

Table 01: Material properties

Technical data

–40°C up to 
+200°C

75MPa

FOOD

Descriptive technical specifications

Wear resistance at +23°C – +

Wear resistance at +90°C – +

Wear resistance at +150°C – +

Low coefficient of friction – +

Low moisture absorption – +

Wear resistance under water – +

High media resistance – +

Resistant to edge pressures – +

Suitable for shock and impact loads – +

Resistant to dirt – +
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Permissible surface speeds
The maximum permitted surface speed is dependent on 
whether the temperature at the bearing point becomes too 
high or not. iglidur® H370 is suitable for surface speeds 
of 1.2m/s (rotating) and 4.0m/s (linear) respectively. The 
maximum values stated in table 03 are valid only with 
minimum pressure loads and are often not attained in 
practice.
Surface speed, page 44

Temperature
With increasing temperatures, the compressive strength of 
iglidur® H370 plain bearings decreases. The temperatures 
prevailing in the bearing system also have an influence on 
the wear. The wear rises with increasing temperatures. 
For temperatures over +100°C an additional securing is 
required.
Application temperatures, page 49
Additional securing, page 49

Friction and wear
The coefficient of friction alters only little, like the wear 
resistance with increasing load and surface speed 
(diagrams 04 and 05).
Coefficient of friction and surfaces, page 47
Wear resistance, page 50

Shaft materials
Diagrams 06 and 07 show the test results of iglidur® H370 
plain bearings running against various shaft materials. 
For loads up to 2MPa in rotating applications, the 
hard- chromed shaft is the best material for the iglidur® H370  
plain bearings. The high coefficient of wear with 304 
stainless steel shafts, which due to their extremely ground 
surfaces are prone to the stick-slip effect, is striking. Despite 
same values in the lowest range, the HR carbon steel shaft 
shows already better values than Cf53 with loads of 2MPa. 
On the other hand, the 304 stainless steel shaft shows a 
clear advantage in pivoting movements.
Shaft materials, page 52

Installation tolerances
iglidur® H370 plain bearings are standard bearings for 
shafts with h tolerance (recommended minimum h9). 
The bearings are designed for press-fit into a housing 
machined to a H7 tolerance. After being assembled into a 
nominal size housing, in standard cases the inner diameter 
automatically adjusts to the F10 tolerances. For particular 
dimensions the tolerance differs depending on the wall 
thickness (please see product range table).
Testing methods, page 57

Chemicals Resistance
Alcohols +
Diluted acids + up to 0
Diluted alkalines +
Fuels +
Greases, oils without additives +
Hydrocarbons +
Strong acids + up to –
Strong alkalines +

All information given at room temperature [+20°C]

Table 02: Chemical resistance

Chemical table, page 1636

Rotating Oscillating linear
long-term m/s 1.2 0.8 4.0
short-term m/s 1.5 1.1 5.0

Table 03: Maximum surface speeds

Dry Greases Oil Water
Coefficient of friction µ 0.07 – 0.17 0.09 0.04 0.04

Table 04: Coefficient of friction against steel (Ra = 1μm, 

50HRC)

Housing Plain bearing Shaft
Ø d1 [mm] H7 [mm] F10 [mm] h9 [mm]
0 – 3 +0.000 +0.010 +0.006 +0.046 –0.025 +0.000

> 3 – 6 +0.000 +0.012 +0.010 +0.058 –0.030 +0.000

> 6 – 10 +0.000 +0.015 +0.013 +0.071 –0.036 +0.000

> 10 – 18 +0.000 +0.018 +0.016 +0.086 –0.043 +0.000

> 18 – 30 +0.000 +0.021 +0.020 +0.104 –0.052 +0.000

> 30 – 50 +0.000 +0.025 +0.025 +0.125 –0.062 +0.000

> 50 – 80 +0.000 +0.030 +0.030 +0.150 –0.074 +0.000

> 80 – 120 +0.000 +0.035 +0.036 +0.176 –0.087 +0.000

> 120 – 180 +0.000 +0.040 +0.043 +0.203 +0.000 +0.100

Table 05: Important tolerances for plain bearings according 

to ISO 3547-1 after press-fit

iglidur® H370
+200°C
75MPa

Bearing technology | Plain bearing | iglidur® H370

3D CAD, finder and service life calculation ... www.igus.no/H370
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Technical data

iglidur® H370
+200°C
75MPa
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Diagram 02: Maximum recommended surface pressure as a 

function of temperature (75MPa at +20°C)
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Diagram 03: Deformation under pressure and temperature
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Diagram 04: Coefficient of friction as a function of the 

surface speed, p = 0.75MPa
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Diagram 07: Wear for rotating and oscillating applications 

with different shaft materials, p = 2MPa

Diagram 06: Wear, rotating with different shaft materials, 

pressure, p = 1MPa, v = 0.3m/s
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Diagram 05: Coefficient of friction as a function of the load, 

v = 0.01m/s

Diagram 01: Permissible pv values for iglidur® H370 plain 

bearings with a wall thickness of 1mm, dry operation against 

a steel shaft, at +20°C, mounted in a steel housing
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Lubrication-free made easy ... from stock ... no minimum order quantity
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Ordering note
Our prices are scaled according to order 
quantities, current prices can be found online.

No minimum order value.
No low-quantity surcharges.
Free shipping within Germany for orders 
above €150.

Discount scaling

Available from stock 
Detailed information about delivery time online. 
www.igus.no/24

Online ordering
Including delivery times, prices, online tools 
www.igus.no/H370

1 – 9
10 – 24
25 – 49

50 – 99
100 – 199
200 – 499

500 – 999
1,000 – 2,499
2,500 – 4,999

d1 d1 d2 b1 Part No.
Tolerance3) h13

[mm] [mm] [mm]

3.0
+0.006 
+0.046

4.5 3.0 H370SM-0304-03

4.0

+0.010 
+0.058

5.5 4.0 H370SM-0405-04
4.0 5.5 6.0 H370SM-0405-06
4.0 5.5 12.0 H370SM-0405-12
5.0 7.0 5.0 H370SM-0507-05
5.0 7.0 10.0 H370SM-0507-10
6.0 8.0 6.0 H370SM-0608-06
6.0 8.0 8.0 H370SM-0608-08
6.0 8.0 10.0 H370SM-0608-10
8.0

+0.013 
+0.071

10.0 8.0 H370SM-0810-08
8.0 10.0 10.0 H370SM-0810-10
8.0 10.0 12.0 H370SM-0810-12
8.0 10.0 15.0 H370SM-0810-15
10.0 12.0 8.0 H370SM-1012-08
10.0 12.0 10.0 H370SM-1012-10
10.0 12.0 12.0 H370SM-1012-12
10.0 12.0 15.0 H370SM-1012-15
10.0 12.0 20.0 H370SM-1012-20
12.0

+0.016 
+0.086

14.0 10.0 H370SM-1214-10
12.0 14.0 12.0 H370SM-1214-12
12.0 14.0 15.0 H370SM-1214-15
12.0 14.0 20.0 H370SM-1214-20
13.0 15.0 10.0 H370SM-1315-10
13.0 15.0 20.0 H370SM-1315-20
14.0 16.0 15.0 H370SM-1416-15
14.0 16.0 20.0 H370SM-1416-20
14.0 16.0 25.0 H370SM-1416-25
15.0 17.0 15.0 H370SM-1517-15

d1 d1 d2 b1 Part No.
Tolerance3) h13

[mm] [mm] [mm]

15.0

+0.016 
+0.086

17.0 20.0 H370SM-1517-20
15.0 17.0 25.0 H370SM-1517-25
16.0 18.0 15.0 H370SM-1618-15
16.0 18.0 20.0 H370SM-1618-20
16.0 18.0 25.0 H370SM-1618-25
18.0 20.0 15.0 H370SM-1820-15
18.0 20.0 20.0 H370SM-1820-20
18.0 20.0 25.0 H370SM-1820-25
20.0

+0.020 
+0.104

23.0 10.0 H370SM-2023-10
20.0 23.0 15.0 H370SM-2023-15
20.0 23.0 20.0 H370SM-2023-20
20.0 23.0 25.0 H370SM-2023-25
20.0 23.0 30.0 H370SM-2023-30
22.0 25.0 15.0 H370SM-2225-15
22.0 25.0 20.0 H370SM-2225-20
22.0 25.0 25.0 H370SM-2225-25
22.0 25.0 30.0 H370SM-2225-30
24.0 27.0 15.0 H370SM-2427-15
24.0 27.0 20.0 H370SM-2427-20
24.0 27.0 25.0 H370SM-2427-25
24.0 27.0 30.0 H370SM-2427-30
25.0 28.0 15.0 H370SM-2528-15
25.0 28.0 20.0 H370SM-2528-20
25.0 28.0 25.0 H370SM-2528-25
25.0 28.0 30.0 H370SM-2528-30
28.0 32.0 20.0 H370SM-2832-20
28.0 32.0 25.0 H370SM-2832-25
28.0 32.0 30.0 H370SM-2832-30
30.0 34.0 20.0 H370SM-3034-20

iglidur® H370
+200°C
75MPa

Bearing technology | Plain bearing | iglidur® H370

2) Thickness < 0.6mm: Chamfer = 20°

Dimensions according to ISO 3547-1 and 
special dimensions

Sleeve bearing (form S)

0.5

30°

b1

f1

d2d1

30° 

Chamfer in relation to d1
d1 [mm] Ø 1 – 6 Ø 6 – 12 Ø 12 – 30 Ø > 30
f1 [mm] 0.3 0.5 0.8 1.2

3D CAD, finder and service life calculation ... www.igus.no/H370

3) After press-fit. Testing methods, page 57

Order example: H370SM-0304-03 – no minimum order quantity.
H370 iglidur® material S Sleeve bearing M Metric 03 Inner Ø d1 04 Outer Ø d2 03 Total length b1

d1 d1 d2 b1 Part No.
Tolerance3) h13

[mm] [mm] [mm]

30.0
+0.020 
+0.104

34.0 25.0 H370SM-3034-25
30.0 34.0 30.0 H370SM-3034-30
30.0 34.0 40.0 H370SM-3034-40
32.0

+0.025 
+0.125

36.0 20.0 H370SM-3236-20
32.0 36.0 30.0 H370SM-3236-30
32.0 36.0 40.0 H370SM-3236-40
35.0 39.0 20.0 H370SM-3539-20
35.0 39.0 30.0 H370SM-3539-30
35.0 39.0 40.0 H370SM-3539-40
35.0 39.0 50.0 H370SM-3539-50
40.0 44.0 20.0 H370SM-4044-20
40.0 44.0 30.0 H370SM-4044-30
40.0 44.0 40.0 H370SM-4044-40

d1 d1 d2 b1 Part No.
Tolerance3) h13

[mm] [mm] [mm]

40.0

+0.025 
+0.125

44.0 50.0 H370SM-4044-50
45.0 50.0 20.0 H370SM-4550-20
45.0 50.0 30.0 H370SM-4550-30
45.0 50.0 40.0 H370SM-4550-40
45.0 50.0 50.0 H370SM-4550-50
50.0 55.0 20.0 H370SM-5055-20
50.0 55.0 30.0 H370SM-5055-30
50.0 55.0 40.0 H370SM-5055-40
50.0 55.0 50.0 H370SM-5055-50
50.0 55.0 60.0 H370SM-5055-60
55.0

+0.030 
+0.150

60.0 26.0 H370SM-5560-26
60.0 65.0 60.0 H370SM-6065-60
75.0 80.0 60.0 H370SM-7580-60

iglidur® H370
+200°C
75MPa

Product range

Lubrication-free made easy ... from stock ... no minimum order quantity

3) After press-fit. Testing methods, page 57
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Ordering note
Our prices are scaled according to order 
quantities, current prices can be found online.

No minimum order value.
No low-quantity surcharges.
Free shipping within Germany for orders 
above €150.

Available from stock 
Detailed information about delivery time online. 
www.igus.no/24

Online ordering
Including delivery times, prices, online tools 
www.igus.no/H370

Discount scaling
1 – 9
10 – 24
25 – 49

50 – 99
100 – 199
200 – 499

500 – 999
1,000 – 2,499
2,500 – 4,999

d1 d1 d2 d3 b1 b2 Part No.
Tolerance3) d133) h13 h13

[mm] [mm] [mm] [mm] [mm]

4.0

+0.010
+0.058

5.5 9.5 4.0 0.75 H370FM-0405-04
5.0 7.0 11.0 5.0 1.00 H370FM-0507-05
6.0 8.0 12.0 4.0 1.00 H370FM-0608-04
6.0 8.0 12.0 6.0 1.00 H370FM-0608-06
6.0 8.0 12.0 8.0 1.00 H370FM-0608-08
8.0

+0.013
+0.071

10.0 15.0 5.5 1.00 H370FM-0810-05
8.0 10.0 15.0 6.0 1.00 H370FM-0810-06
8.0 10.0 15.0 7.5 1.00 H370FM-0810-07
8.0 10.0 15.0 9.5 1.00 H370FM-0810-09
8.0 10.0 15.0 10.0 1.00 H370FM-0810-10
8.0 10.0 15.0 15.0 1.00 H370FM-0810-15
10.0 12.0 18.0 7.0 1.00 H370FM-1012-07
10.0 12.0 18.0 9.0 1.00 H370FM-1012-09
10.0 12.0 18.0 10.0 1.00 H370FM-1012-10
10.0 12.0 18.0 12.0 1.00 H370FM-1012-12
10.0 12.0 18.0 14.5 1.00 H370FM-1012-145
10.0 12.0 18.0 17.0 1.00 H370FM-1012-17
10.0 12.0 18.0 20.0 1.00 H370FM-1012-20
12.0

+0.016
+0.086

14.0 20.0 7.0 1.00 H370FM-1214-07
12.0 14.0 20.0 9.0 1.00 H370FM-1214-09
12.0 14.0 20.0 12.0 1.00 H370FM-1214-12
12.0 14.0 20.0 15.0 1.00 H370FM-1214-15
12.0 14.0 20.0 17.0 1.00 H370FM-1214-17
12.0 14.0 20.0 20.0 1.00 H370FM-1214-20
14.0 16.0 22.0 12.0 1.00 H370FM-1416-12
14.0 16.0 22.0 17.0 1.00 H370FM-1416-17

d1 d1 d2 d3 b1 b2 Part No.
Tolerance3) d133) h13 h13

[mm] [mm] [mm] [mm] [mm]

15.0 17.0 23.0 9.0 1.00 H370FM-1517-09
15.0 17.0 23.0 12.0 1.00 H370FM-1517-12
15.0

+0.016
+0.086

17.0 23.0 17.0 1.00 H370FM-1517-17
16.0 18.0 24.0 10.0 1.00 H370FM-1618-10
16.0 18.0 24.0 12.0 1.00 H370FM-1618-12
16.0 18.0 24.0 17.0 1.00 H370FM-1618-17
16.0 18.0 24.0 25.0 1.00 H370FM-1618-25
16.0 18.0 22.0 10.0 1.00 H370FM-161822-10
18.0 20.0 26.0 12.0 1.00 H370FM-1820-12
18.0 20.0 26.0 17.0 1.00 H370FM-1820-17
18.0 20.0 26.0 22.0 1.00 H370FM-1820-22
20.0

+0.020
+0.104

23.0 30.0 11.5 1.50 H370FM-2023-11
20.0 23.0 30.0 16.5 1.50 H370FM-2023-16
20.0 23.0 30.0 21.5 1.50 H370FM-2023-21
20.0 23.0 30.0 30.0 1.50 H370FM-2023-30
22.0 25.0 32.0 21.5 1.50 H370FM-222532-215
25.0 28.0 35.0 11.5 1.50 H370FM-2528-11
25.0 28.0 35.0 16.5 1.50 H370FM-2528-16
25.0 28.0 35.0 21.5 1.50 H370FM-2528-21
25.0 28.0 35.0 30.0 1.50 H370FM-2528-30
30.0 34.0 42.0 16.0 2.00 H370FM-3034-16
30.0 34.0 42.0 26.0 2.00 H370FM-3034-26
30.0 34.0 42.0 40.0 2.00 H370FM-3034-40
35.0

+0.025
+0.125

39.0 47.0 16.0 2.00 H370FM-3539-16
35.0 39.0 47.0 26.0 2.00 H370FM-3539-26
40.0 44.0 52.0 30.0 2.00 H370FM-4044-30

iglidur® H370
+200°C
75MPa

Bearing technology | Plain bearing | iglidur® H370

2) Thickness < 0.6mm: Chamfer = 20°

Dimensions according to ISO 3547-1 and 
special dimensions

Flange bearing (form F)

b2

b1

r m
ax

. 0
.5

d3 d1

f1

30° 

d
2

Chamfer in relation to d1
d1 [mm] Ø 1 – 6 Ø 6 – 12 Ø 12 – 30 Ø > 30
f1 [mm] 0.3 0.5 0.8 1.2

3D CAD, finder and service life calculation ... www.igus.no/H370

3) After press-fit. Testing methods, page 57

Order example: H370FM-0405-04 – no minimum order quantity.
H370 iglidur® material F Flange bearing M Metric 04 Inner Ø d1 05 Outer Ø d2 04 Total length b1

d1 d1 d2 d3 b1 b2 Part No.
Tolerance3) d133) h13 h13

[mm] [mm] [mm] [mm] [mm]

40.0
+0.025 
+0.125

44.0 52.0 40.0 2.00 H370FM-4044-40
45.0 50.0 58.0 50.0 2.00 H370FM-4550-50
50.0 55.0 63.0 50.0 2.00 H370FM-5055-50

d1 d1 d2 d3 b1 b2 Part No.
Tolerance3) d133) h13 h13

[mm] [mm] [mm] [mm] [mm]

60.0 +0.030 
+0.150

65.0 73.0 50.0 2.00 H370FM-6065-50
70.0 75.0 83.0 50.0 2.00 H370FM-7075-50

iglidur® H370
+200°C
75MPa

Product range

Lubrication-free made easy ... from stock ... no minimum order quantity

3) After press-fit. Testing methods, page 57



When to use it?
 ● For underwater applications
 ● When high temperature resistance is required
 ● For high mechanical loading
 ● For applications in contact with chemicals

The classic with high resistance  
to media and temperature
Up to +200°C
iglidur® H

When not to use?
 ● When extremely high wear resistance under water is required
iglidur® H370

 ● When the best universal resistance to chemicals is required
iglidur® X

 ● For the maximum compressive strength at higher temperatures
iglidur® X, iglidur® Z
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The classic with high resistance to media 
and temperature
Up to +200°C 
Suitable for temperatures up to +200°C. Very low coefficient of friction when used with hardened shafts.
● Suitable for underwater applications
● High temperature resistance
● Resistant to chemicals
● Lubrication-free
● Maintenance-free

Typical application areas
● Offshore
● Ship building
● Beverage industry
● Medical technology
● Mechatronics

Bearing technology | Plain bearing | iglidur® H

iglidur® H
+200°C
90MPa

3D CAD, finder and service life calculation ... www.igus.no/H

Online product finder 
www.igus.no/iglidur-finder

Online service life calculation 
www.igus.no/iglidur-expert

Ø  
3.0 – 70.0mm

Also available 
as:

Bar stock, 
round bar
Page 657

Bar stock, 
plate
Page 683

tribo-tape liner
Page 691

Piston rings
Page 581

Two hole 
flange  
bearings
Page 603

Moulded 
special parts
Page 624

igubal®  
spherical balls
Page 841

iglidur® H is a fibre-reinforced thermoplastic material 
especially developed for applications in high atmospheric 
humidity or under water. Plain bearings made from 
iglidur® H can be used completely free of lubrication; in 
wet applications, the surrounding media acts as additional 
lubricant.

Moisture absorption
Under standard climatic conditions, the moisture absorption 
of iglidur® H plain bearings is below 0.1% weight. The 
saturation limit in water is 0.3% weight. iglidur® H is very 
well suited for use in wet environments.

Vacuum
In vacuum, any present moisture is released as vapour. 
The use in vacuum is generally possible.

Radiation resistance
iglidur® H withstands neutron and gamma particle radiation. 
Plain bearings made from iglidur® H are resistant up to a 
radiation intensity of 2 · 10²Gy.

Resistance to weathering
iglidur® H plain bearings are continuously resistant to 
weathering. The material properties are only slightly 
affected. Possible discolorations are only superficial.

Mechanical properties
With increasing temperatures, the compressive strength 
of iglidur® H plain bearings decreases. Diagram 02 shows 
this inverse relationship. The maximum recommended 
surface pressure is a mechanical material parameter. No 
conclusions regarding the tribological properties can be 
drawn from this.
Diagram 03 shows the elastic deformation of iglidur® H 
at radial loads. At the maximum recommended surface 
pressure of 90MPa the deformation is about 2.5% at room 
temperature.
Surface pressure, page 41

iglidur® H
+200°C
90MPa

Lubrication-free made easy ... from stock ... no minimum order quantity

 General properties Testing method

Density g/cm³ 1.71
Colour grey
Max. moisture absorption at +23°C and 50% r.h. % weight 0.1 DIN 53495
Max. moisture absorption % weight 0.3
Coefficient of friction, dynamic, against steel µ 0.07 – 0.20
pv value, max. (dry) MPa · m/s 1.37
Mechanical properties
Flexural modulus MPa 12,500 DIN 53457
Flexural strength at +20°C MPa 175 DIN 53452
Compressive strength MPa 81
Max. recommended surface pressure (+20°C) MPa 90
Shore D hardness 87 DIN 53505
Physical and thermal properties
Max. application temperature long-term °C +200
Max. application temperature short-term °C +240
Min. application temperature °C –40
Thermal conductivity W/m · K 0.60 ASTM C 177
Coefficient of thermal expansion (at +23°C) K–1 · 10–5 4 DIN 53752
Electrical properties5)

Specific contact resistance Ωcm < 105 DIN IEC 93
Surface resistance Ω < 102 DIN 53482
5) The good conductivity of this material can favour the generation of corrosion on the metallic contact components.

Table 01: Material properties

Technical data

–40°C up to 
+200°C

90MPa

FOOD

Descriptive technical specifications

Wear resistance at +23°C – +

Wear resistance at +90°C – +

Wear resistance at +150°C – +

Low coefficient of friction – +

Low moisture absorption – +

Wear resistance under water – +

High media resistance – +

Resistant to edge pressures – +

Suitable for shock and impact loads – +

Resistant to dirt – +
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Permissible surface speeds
The maximum permitted surface speed is dependent on 
whether the temperature at the bearing point becomes 
too high or not. iglidur® H is suitable for maximum surface 
speeds of 1.0m/s (rotating) and 3.0m/s (linear) in dry 
operation. Linear movements enable higher surface speeds, 
as a large area of the shaft contributes to the cooling.
Surface speed, page 44

Temperature
With increasing temperatures, the compressive strength 
of iglidur® H plain bearings decreases. Diagram 02 shows 
this inverse relationship. The temperatures prevailing in 
the bearing system also have an influence on the wear. 
For temperatures over +120°C an additional securing is 
required.
Application temperatures, page 49
Additional securing, page 49

Friction and wear
Both the wear resistance and the coefficient of friction 
change depending on the load. Interestingly, the coefficient 
of friction µ lowers slightly with the increase of surface 
speed at constant load (see diagrams 04 and 05).
Coefficient of friction and surfaces, page 47
Wear resistance, page 50

Shaft materials
Diagrams 06 and 07 show the test results of iglidur® H 
plain bearings running against various shaft materials. 
The iglidur® H plain bearings give different results when 
used in rotating and pivoting applications on different shaft 
materials. The Cf53 and HR carbon steel shafts give the 
best wear values in rotating applications, whereas the 304 
stainless steel shafts (which are not so good for rotation) 
give the best results in pivoting applications. Hard-chromed 
shafts only give an advantage at low pressures when used 
with iglidur® H bearings.
Shaft materials, page 52

Installation tolerances
iglidur® H plain bearings are standard bearings for 
shafts with h tolerance (recommended minimum h9). 
The bearings are designed for press-fit into a housing 
machined to a H7 tolerance. After being assembled into a 
nominal size housing, in standard cases the inner diameter 
automatically adjusts to the F10 tolerances. For particular 
dimensions the tolerance differs depending on the wall 
thickness (please see product range table).
Testing methods, page 57

Chemicals Resistance
Alcohols +
Diluted acids + up to 0
Diluted alkalines +
Fuels +
Greases, oils without additives +
Hydrocarbons +
Strong acids + up to –
Strong alkalines +

All information given at room temperature [+20°C]

Table 02: Chemical resistance

Chemical table, page 1636

Rotating Oscillating linear
long-term m/s 1.0 0.7 3.0
short-term m/s 1.5 1.1 4.0

Table 03: Maximum surface speeds

Dry Greases Oil Water
Coefficient of friction µ 0.07 – 0.20 0.09 0.04 0.04

Table 04: Coefficient of friction against steel (Ra = 1μm, 

50HRC)

Housing Plain bearing Shaft
Ø d1 [mm] H7 [mm] F10 [mm] h9 [mm]
0 – 3 +0.000 +0.010 +0.006 +0.046 –0.025 +0.000

> 3 – 6 +0.000 +0.012 +0.010 +0.058 –0.030 +0.000

> 6 – 10 +0.000 +0.015 +0.013 +0.071 –0.036 +0.000

> 10 – 18 +0.000 +0.018 +0.016 +0.086 –0.043 +0.000

> 18 – 30 +0.000 +0.021 +0.020 +0.104 –0.052 +0.000

> 30 – 50 +0.000 +0.025 +0.025 +0.125 –0.062 +0.000

> 50 – 80 +0.000 +0.030 +0.030 +0.150 –0.074 +0.000

> 80 – 120 +0.000 +0.035 +0.036 +0.176 –0.087 +0.000

> 120 – 180 +0.000 +0.040 +0.043 +0.203 +0.000 +0.100

Table 05: Important tolerances for plain bearings according 

to ISO 3547-1 after press-fit

iglidur® H
+200°C
90MPa

Bearing technology | Plain bearing | iglidur® H

3D CAD, finder and service life calculation ... www.igus.no/H
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iglidur® H
+200°C
90MPa
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Diagram 02: Maximum recommended surface pressure as a 

function of temperature (90MPa at +20°C)
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Diagram 03: Deformation under pressure and temperature
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Diagram 04: Coefficient of friction as a function of the 

surface speed, p = 0.75MPa
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Diagram 07: Wear for rotating and oscillating applications 

with different shaft materials, p = 2MPa

Diagram 06: Wear, rotating with different shaft materials, 

pressure, p = 1MPa, v = 0.3m/s
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Diagram 05: Coefficient of friction as a function of the load, 

v = 0.01m/s

Diagram 01: Permissible pv values for iglidur® H plain 

bearings with a wall thickness of 1mm, dry operation against 

a steel shaft, at +20°C, mounted in a steel housing
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Ordering note
Our prices are scaled according to order 
quantities, current prices can be found online.

No minimum order value.
No low-quantity surcharges.
Free shipping within Germany for orders 
above €150.

Discount scaling

Available from stock 
Detailed information about delivery time online. 
www.igus.no/24

Online ordering
Including delivery times, prices, online tools 
www.igus.no/H 1 – 9

10 – 24
25 – 49

50 – 99
100 – 199
200 – 499

500 – 999
1,000 – 2,499
2,500 – 4,999

d1 d1 d2 b1 Part No.
Tolerance3) h13

[mm] [mm] [mm]

3.0
+0.006 
+0.046

4.5 3.0 HSM-0304-03

4.0
+0.010 
+0.058

5.5 4.0 HSM-0405-04
5.0 7.0 5.0 HSM-0507-05
6.0 8.0 3.0 HSM-0608-03
6.0 8.0 6.0 HSM-0608-06
8.0

+0.013 
+0.071

10.0 8.0 HSM-0810-08
8.0 10.0 10.0 HSM-0810-10
10.0 12.0 6.0 HSM-1012-06
10.0 12.0 10.0 HSM-1012-10
12.0

+0.016 
+0.086

14.0 10.0 HSM-1214-10
12.0 14.0 12.0 HSM-1214-12
12.0 14.0 15.0 HSM-1214-15
12.0 14.0 20.0 HSM-1214-20
14.0 16.0 20.0 HSM-1416-20
15.0 17.0 15.0 HSM-1517-15
16.0 18.0 15.0 HSM-1618-15
16.0 18.0 20.0 HSM-1618-20
16.0 18.0 25.0 HSM-1618-25

d1 d1 d2 b1 Part No.
Tolerance3) h13

[mm] [mm] [mm]

18.0 +0.016 
+0.086

20.0 15.0 HSM-1820-15
18.0 20.0 25.0 HSM-1820-25
20.0

+0.020 
+0.104

23.0 20.0 HSM-2023-20
20.0 23.0 30.0 HSM-2023-30
22.0 25.0 20.0 HSM-2225-20
25.0 28.0 15.0 HSM-2528-15
25.0 28.0 20.0 HSM-2528-20
30.0 34.0 20.0 HSM-3034-20
30.0 34.0 30.0 HSM-3034-30
30.0 34.0 40.0 HSM-3034-40
32.0

+0.025 
+0.125

36.0 30.0 HSM-3236-30
35.0 39.0 40.0 HSM-3539-40
40.0 44.0 20.0 HSM-4044-20
40.0 44.0 50.0 HSM-4044-50
45.0 50.0 30.0 HSM-4550-30
50.0 55.0 40.0 HSM-5055-40
55.0

+0.030 
+0.150

60.0 26.0 HSM-5560-26
60.0 65.0 60.0 HSM-6065-60
70.0 75.0 50.0 HSM-7075-50

iglidur® H
+200°C
90MPa

Bearing technology | Plain bearing | iglidur® H

2) Thickness < 0.6mm: Chamfer = 20°

Dimensions according to ISO 3547-1 and 
special dimensions

Sleeve bearing (form S)

0.5

30°

b1

f1

d2d1

30° 

Chamfer in relation to d1
d1 [mm] Ø 1 – 6 Ø 6 – 12 Ø 12 – 30 Ø > 30
f1 [mm] 0.3 0.5 0.8 1.2

3D CAD, finder and service life calculation ... www.igus.no/H

3) After press-fit. Testing methods, page 57

Order example: HSM-0304-03 – no minimum order quantity.
H iglidur® material S Sleeve bearing M Metric 03 Inner Ø d1 04 Outer Ø d2 03 Total length b1

d1 d1 d2 d3 b1 b2 Part No.
Tolerance3) d133) h13 h13

[mm] [mm] [mm] [mm] [mm]

4.0

+0.010 
+0.058

5.5 9.5 4.0 0.75 HFM-0405-04
5.0 7.0 11.0 5.0 1.00 HFM-0507-05
5.0 7.0 11.0 8.0 1.00 HFM-0507-08
6.0 8.0 12.0 4.0 1.00 HFM-0608-04
6.0 8.0 12.0 6.0 1.00 HFM-0608-06
6.0 8.0 12.0 10.0 1.00 HFM-0608-10
8.0

+0.013 
+0.071

10.0 15.0 7.0 1.00 HFM-0810-07
8.0 10.0 15.0 10.0 1.00 HFM-0810-10
8.0 10.0 15.0 15.0 1.00 HFM-0810-15
10.0 12.0 18.0 4.0 1.00 HFM-1012-04
10.0 12.0 18.0 9.0 1.00 HFM-1012-09
10.0 12.0 18.0 15.0 1.00 HFM-1012-15
10.0 12.0 18.0 20.0 1.00 HFM-1012-20
12.0

+0.016 
+0.086

14.0 20.0 7.0 1.00 HFM-1214-07
12.0 14.0 20.0 10.0 1.00 HFM-1214-10
12.0 14.0 20.0 15.0 1.00 HFM-1214-15
14.0 16.0 22.0 12.0 1.00 HFM-1416-12

d1 d1 d2 d3 b1 b2 Part No.
Tolerance3) d133) h13 h13

[mm] [mm] [mm] [mm] [mm]

15.0
+0.016 
+0.086

17.0 23.0 17.0 1.00 HFM-1517-17
16.0 18.0 24.0 13.0 1.00 HFM-1618-13
16.0 18.0 24.0 17.0 1.00 HFM-1618-17
18.0 20.0 26.0 17.0 1.00 HFM-1820-17
20.0

+0.020 
+0.104

23.0 30.0 7.0 1.50 HFM-2023-07
20.0 23.0 30.0 16.5 1.50 HFM-2023-16
20.0 23.0 30.0 30.0 1.50 HFM-2023-30
25.0 28.0 35.0 30.0 1.50 HFM-2528-30
27.0 30.0 38.0 20.0 1.50 HFM-2730-20
30.0 34.0 42.0 40.0 2.00 HFM-3034-40
34.0

+0.025 
+0.125

38.0 46.0 13.0 2.00 HFM-3438-13
35.0 39.0 47.0 26.0 2.00 HFM-3539-26
40.0 44.0 52.0 40.0 2.00 HFM-4044-40
45.0 50.0 58.0 50.0 2.00 HFM-4550-50
50.0 55.0 63.0 50.0 2.00 HFM-5055-50
60.0 +0.030 

+0.150
65.0 73.0 50.0 2.00 HFM-6065-50

70.0 75.0 83.0 50.0 2.00 HFM-7075-50

Chamfer in relation to d1
d1 [mm] Ø 1 – 6 Ø 6 – 12 Ø 12 – 30 Ø > 30
f1 [mm] 0.3 0.5 0.8 1.2

iglidur® H
+200°C
90MPa
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2) Thickness < 0.6mm: Chamfer = 20°

Dimensions according to ISO 3547-1 and 
special dimensions

Flange bearing (form F)

b2

b1

r m
ax

. 0
.5

d3 d1

f1

30° 

d
2

Lubrication-free made easy ... from stock ... no minimum order quantity

3) After press-fit. Testing methods, page 57

Order example: HFM-0405-04 – no minimum order quantity.
H iglidur® material F Flange bearing M Metric 04 Inner Ø d1 05 Outer Ø d2 04 Total length b1



When to use it?
 ● When an extremely media-resistant plain bearing with high flexibility is required
 ● When a wear-resistant and media-resistant plain bearing is required

High temperature endurance runner
Extreme wear and media resistance  
up to +250°C
iglidur® C500

When not to use?
 ● When an FDA-compliant high-temperature plain bearing is required
iglidur® A500

 ● When a media-resistant, high-temperature plain bearing with the largest possible range of dimensions is required
iglidur® X
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High temperature endurance runner
Extreme wear and media resistance up to +250°C 
iglidur® C500 can be used up to +250°C and is extremely media-resistant (even in cleaning processes 
using hydrogen peroxide). It is also wear-resistant and has low coefficient of friction. Also suitable for 
various special designs. The colour represents extreme environmental conditions.

●● High temperature resistance
●● Resistant to water vapour

● Low coefficient of friction
● Lubrication-free
● High wear resistance
● High media resistance
● Maintenance-free

Typical application areas
● Plant construction
● Valves
● Chemical industry
● Process technology

Bearing technology | Plain bearing | iglidur® C500

iglidur® C500
+250°C
80MPa

3D CAD, finder and service life calculation ... www.igus.no/C500

Online product finder 
www.igus.no/iglidur-finder

Online service life calculation 
www.igus.no/iglidur-expert

Ø  
6.0 – 40.0mm

Also available 
as:

Bar stock, 
round bar
Page 680

Bar stock, 
plate
Page 683

tribo-tape liner
Page 691

Piston rings
Page 581

Two hole 
flange  
bearings
Page 603

Moulded 
special parts
Page 624

igubal®  
spherical balls
Page 841

iglidur® C500 is a member of the family of extremely media 
and temperature-resistant iglidur® materials X, X6 and 
A500. This material is characterised by improved wear 
resistance and increased design freedom.

Moisture absorption
Under standard climatic conditions, the moisture absorption 
of iglidur® C500 plain bearings is below 0.3% weight. The 
saturation limit in water is also below 0.5% weight.

Vacuum
In vacuum, any present moisture is released as vapour. 
The use in vacuum is generally possible.

Radiation resistance
iglidur® C500 withstands neutron and gamma particle 
radiation without detectable losses of its excellent mechanical  
properties. Plain bearings made from iglidur® C500 are 
resistant up to a radiation intensity of 3 · 10²Gy.

Resistance to weathering
iglidur® C500 plain bearings are resistant to weathering. 
The material properties are slightly affected. Discoloration 
occurs.

Mechanical properties
With increasing temperatures, the compressive strength 
of iglidur® C500 plain bearings decreases. Diagram 02 
shows this inverse relationship. However, at an operation 
temperature of +200°C the permissible surface pressure 
is close to 20MPa. The maximum recommended surface 
pressure is a mechanical material parameter. No conclu-
sions regarding the tribological properties can be drawn 
from this.
Diagram 03 shows the elastic deformation of iglidur® C500 
at radial loads. At the maximum recommended surface 
pressure of 80MPa the deformation is less than 4.5%.
Surface pressure, page 41

iglidur® C500
+250°C
80MPa

Lubrication-free made easy ... from stock ... no minimum order quantity

General properties Testing method

Density g/cm³ 1.37
Colour magenta
Max. moisture absorption at +23°C and 50% r.h. % weight 0.3 DIN 53495
Max. moisture absorption % weight 0.5
Coefficient of friction, dynamic, against steel µ 0.07 – 0.19
pv value, max. (dry) MPa · m/s 0.70
Mechanical properties
Flexural modulus MPa 3,300 DIN 53457
Flexural strength at +20°C MPa 100 DIN 53452
Compressive strength MPa 110
Max. recommended surface pressure (+20°C) MPa 80
Shore D hardness 80 DIN 53505
Physical and thermal properties
Max. application temperature long-term °C +250
Max. application temperature short-term °C +300
Min. application temperature °C –100
Thermal conductivity W/m · K 0.24 ASTM C 177
Coefficient of thermal expansion (at +23°C) K–1 · 10–5 9 DIN 53752
Electrical properties
Specific contact resistance Ωcm > 1014 DIN IEC 93
Surface resistance Ω > 1013 DIN 53482

Table 01: Material properties

Technical data

–100°C up to 
+250°C

80MPa

FOOD

Descriptive technical specifications

Wear resistance at +23°C – +

Wear resistance at +90°C – +

Wear resistance at +150°C – +

Low coefficient of friction – +

Low moisture absorption – +

Wear resistance under water – +

High media resistance – +

Resistant to edge pressures – +

Suitable for shock and impact loads – +

Resistant to dirt – +
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Permissible surface speeds
The maximum recommended surface speed is based on 
the friction heat generated at the bearing surface. The 
temperature should only be permitted to increase to a 
value that will ensure a sustainable use of the bearing with 
respect to wear and dimensional integrity. The maximum 
values stated in table 03 are valid only with minimum 
pressure loads and are often not attained in practice.
Surface speed, page 44

Temperature
iglidur® C500 belongs to the most temperature-resistant 
iglidur® materials. As in the case of all thermoplastics, the 
compression strength of iglidur® C500 decreases when 
temperatures rise. The temperatures prevailing in the 
bearing system also have an influence on the wear. The 
wear rises with increasing temperatures. For temperatures 
over +130°C an additional securing is required.
Application temperatures, page 49
Additional securing, page 49

Friction and wear
The coefficient of friction and wear in iglidur® C500 are 
more favourable than in the other high temperature 
materials iglidur® X and A500. The coefficient of friction 
increases moderately as the sliding speed increases. The 
coefficient of friction initially drops rapidly to less than 0.1 
under loads of up to approximately 20MPa, and then only 
marginally increases as loads continue to increase. The 
friction and wear are also dependent, to a large degree, 
on the shaft material. Shafts that are too smooth, increase 
both the coefficient of friction and the wear of the bearing. 
Ideal are ground surfaces with an average surface finish 
of 0.6 – 0.8µm.
Coefficient of friction and surfaces, page 47
Wear resistance, page 50

Shaft materials
Diagram 06 shows the test results of iglidur® C500 plain 
bearings running against various shaft materials. Using 
the example of a rotating motion at 1MPa and a speed 
of 0.3m/s, it becomes apparent that iglidur® C500 has 
consistent wear characteristics across a variety of shaft 
types. This wear rate spikes in combination with free 
cutting steel, and, notably so, reduces in combination with 
HC aluminium. The wear under rotational loads is higher, 
specifically with increasing radial loads as compared to 
pivoting movements (diagram 07).
Shaft materials, page 52

Installation tolerances
iglidur® C500 plain bearings are standard bearings for 
shafts with h tolerance (recommended minimum h9). 
The bearings are designed for press-fit into a housing 
machined to a H7 tolerance. After being assembled into a 
nominal size housing, in standard cases the inner diameter 
automatically adjusts to the F10 tolerances.
Testing methods, page 57

Chemicals Resistance
Alcohols +
Diluted acids +
Diluted alkalines +
Fuels +
Greases, oils without additives +
Hydrocarbons +
Strong acids +
Strong alkalines +

All information given at room temperature [+20°C]

Table 02: Chemical resistance

Chemical table, page 1636

Rotating Oscillating linear
long-term m/s 0.9 0.7 2.4
short-term m/s 1.1 1.0 2.8

Table 03: Maximum surface speeds

Dry Greases Oil Water
Coefficient of friction µ 0.07 – 0.19 0.09 0.04 0.04

Table 04: Coefficient of friction against steel (Ra = 1μm, 

50HRC)

Housing Plain bearing Shaft
Ø d1 [mm] H7 [mm] F10 [mm] h9 [mm]
0 – 3 +0.000 +0.010 +0.006 +0.046 –0.025 +0.000

> 3 – 6 +0.000 +0.012 +0.010 +0.058 –0.030 +0.000

> 6 – 10 +0.000 +0.015 +0.013 +0.071 –0.036 +0.000

> 10 – 18 +0.000 +0.018 +0.016 +0.086 –0.043 +0.000

> 18 – 30 +0.000 +0.021 +0.020 +0.104 –0.052 +0.000

> 30 – 50 +0.000 +0.025 +0.025 +0.125 –0.062 +0.000

> 50 – 80 +0.000 +0.030 +0.030 +0.150 –0.074 +0.000

> 80 – 120 +0.000 +0.035 +0.036 +0.176 –0.087 +0.000

> 120 – 180 +0.000 +0.040 +0.043 +0.203 +0.000 +0.100

Table 05: Important tolerances for plain bearings according 

to ISO 3547-1 after press-fit

iglidur® C500
+250°C
80MPa

Bearing technology | Plain bearing | iglidur® C500

3D CAD, finder and service life calculation ... www.igus.no/C500
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iglidur® C500
+250°C
80MPa
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Diagram 02: Maximum recommended surface pressure as a 

function of temperature (80MPa at +20°C)
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Diagram 03: Deformation under pressure and temperature
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Diagram 04: Coefficient of friction as a function of the 

surface speed, p = 1MPa
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Diagram 07: Wear for oscillating and rotating applications 

with shaft material Cf53 hardened and ground steel, as a 

function of the load

Diagram 06: Wear, rotating with different shaft materials, 

pressure, p = 1MPa, v = 0.3m/s
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Diagram 05: Coefficient of friction as a function of the load, 

v = 0.01m/s

Diagram 01: Permissible pv values for iglidur® C500 plain 

bearings with a wall thickness of 1mm, dry operation against 

a steel shaft, at +20°C, mounted in a steel housing
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Ordering note
Our prices are scaled according to order 
quantities, current prices can be found online.

No minimum order value.
No low-quantity surcharges.
Free shipping within Germany for orders 
above €150.

Discount scaling

Available from stock 
Detailed information about delivery time online. 
www.igus.no/24

Online ordering
Including delivery times, prices, online tools 
www.igus.no/C500

1 – 9
10 – 24
25 – 49

50 – 99
100 – 199
200 – 499

500 – 999
1,000 – 2,499
2,500 – 4,999

Ordering note
Our prices are scaled according to order 
quantities, current prices can be found online.

No minimum order value.
No low-quantity surcharges.
Free shipping within Germany for orders 
above €150.

Discount scaling

Available from stock 
Detailed information about delivery time online. 
www.igus.no/24

Online ordering
Including delivery times, prices, online tools 
www.igus.no/C500

1 – 9
10 – 24
25 – 49

50 – 99
100 – 199
200 – 499

500 – 999
1,000 – 2,499
2,500 – 4,999

d1 d1 d2 b1 Part No.
Tolerance3) h13

[mm] [mm] [mm]

6.0 +0.010 +0.058 8.0 6.0 C500SM-0608-06
8.0

+0.013 +0.071
10.0 10.0 C500SM-0810-10

10.0 12.0 10.0 C500SM-1012-10
12.0

+0.016 +0.086
14.0 12.0 C500SM-1214-12

16.0 18.0 15.0 C500SM-1618-15
20.0 +0.020 +0.104 23.0 20.0 C500SM-2023-20
40.0 +0.025 +0.125 44.0 30.0 C500SM-4044-30

iglidur® C500
+250°C
80MPa

Bearing technology | Plain bearing | iglidur® C500

2) Thickness < 0.6mm: Chamfer = 20°

3) After press-fit. Testing methods, page 57

Dimensions according to ISO 3547-1 and 
special dimensions

Sleeve bearing (form S)

Chamfer in relation to d1

0.5

30°

b1

f1

d2d1

30° 

3D CAD, finder and service life calculation ... www.igus.no/C500

d1 [mm] Ø 1 – 6 Ø 6 – 12 Ø 12 – 30 Ø > 30
f1 [mm] 0.3 0.5 0.8 1.2

Order example: C500SM-0608-06 – no minimum order quantity.
C500 iglidur® material S Sleeve bearing M Metric 06 Inner Ø d1 08 Outer Ø d2 06 Total length b1

d1 d1 d2 d3 b1 b2 Part No.
Tolerance3) d133) h13 h13

[mm] [mm] [mm] [mm] [mm]

6.0 +0.010 +0.058 8.0 12.0 6.0 1.00 C500FM-0608-06
8.0

+0.013 +0.071
10.0 15.0 10.0 1.00 C500FM-0810-10

10.0 12.0 18.0 10.0 1.00 C500FM-1012-10
12.0

+0.016 +0.086
14.0 20.0 12.0 1.00 C500FM-1214-12

16.0 18.0 24.0 17.0 1.00 C500FM-1618-17
20.0 +0.020 +0.104 23.0 30.0 21.5 1.50 C500FM-2023-21

Order example: C500FM-0608-06 – no minimum order quantity.
C500 iglidur® material F Flange bearing M Metric 06 Inner Ø d1 08 Outer Ø d2 06 Total length b1

3) After press-fit. Testing methods, page 57

iglidur® C500
+250°C
80MPa

Bearing technology | Plain bearing | iglidur® C500

Lubrication-free made easy ... from stock ... no minimum order quantity

2) Thickness < 0.6mm: Chamfer = 20°

Dimensions according to ISO 3547-1 and 
special dimensions

Flange bearing (form F)

Chamfer in relation to d1

b2

b1

r m
ax

. 0
.5

d3 d1

f1

30° 

d
2

d1 [mm] Ø 6 – 12 Ø 12 – 30
f1 [mm] 0.5 0.8



When to use it?
 ● For underwater applications
 ● When a cost-effective plain bearing for high temperatures is required
 ● For applications with fuels, oils, etc.

The low-cost specialist for chemicals 
and temperatures
Up to +200°C, most capable under 
static load
iglidur® H2

When not to use?
 ● When the highest wear resistance is required
iglidur® H1, iglidur® H4, iglidur® W300

 ● When vibration dampening is necessary
iglidur® B, iglidur® M250

 ● When neither increased temperatures nor media contact occur
iglidur® GLW
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The low-cost specialist for chemicals and 
temperatures
Up to +200°C, most capable under static load 
For applications with high temperature requirements. Can be conditionally used in dry operation; excellent 
properties with additional lubrication.
● Suitable for underwater applications
● Cost-effective
● Resistant to chemicals
● High temperature resistance
● Lubrication-free
● Maintenance-free

Typical application areas
● Automotive industry
● Actuator
● Bicycle industry

Bearing technology | Plain bearing | iglidur® H2

iglidur® H2
+200°C
110MPa

3D CAD, finder and service life calculation ... www.igus.no/H2

Online product finder 
www.igus.no/iglidur-finder

Online service life calculation 
www.igus.no/iglidur-expert

Ø  
  –  

Also available 
as:

Bar stock, 
round bar
Page 657

Bar stock, 
plate
Page 683

tribo-tape liner
Page 691

Piston rings
Page 581

Two hole 
flange  
bearings
Page 603

Moulded 
special parts
Page 624

igubal®  
spherical balls
Page 841

In applications with iglidur® H2 plain bearings, economical 
aspects are in focus. It is the first time that it is possible 
to offer such a high-performance bearing for high volume 
applications with these technical advantages at such a 
low price: temperatures up to +200°C, permitted surface 
pressure up to 110N/mm², and excellent chemical resist-
ance. The iglidur® H2 plain bearings are self-lubricating 
and suitable for all motions.

Moisture absorption
Under standard climatic conditions, the moisture absorption 
of iglidur® H2 plain bearings is below 0.1% weight. The 
saturation limit in water is 0.2% weight. iglidur® H2 is an 
ideal material for wet environments.

Vacuum
In vacuum, any present moisture is released as vapour. 
The use in vacuum is generally possible.

Radiation resistance
iglidur® H2 withstands neutron and gamma particle 
radiation. Plain bearings made from iglidur® H2 are 
resistant up to a radiation intensity of 2 · 10²Gy.

Resistance to weathering
iglidur® H2 plain bearings are continuously resistant 
to weathering. The material properties are only slightly 
affected. Possible discolorations are only superficial.

Mechanical properties
With increasing temperatures, the compressive strength of 
iglidur® H2 plain bearings decreases. Diagram 02 shows 
this inverse relationship. The maximum recommended 
surface pressure is a mechanical material parameter. No 
conclusions regarding the tribological properties can be 
drawn from this.
Diagram 03 shows the elastic deformation of iglidur® H2 
at radial loads. At the maximum recommended surface 
pressure of 110MPa at room temperature the deformation 
is less than 3%. The values for tensile and compressive  
strength are higher than those of iglidur® H at room  
temperature.
Surface pressure, page 41

iglidur® H2
+200°C
110MPa

Lubrication-free made easy ... from stock ... no minimum order quantity

General properties Testing method

Density g/cm³ 1.72
Colour brown
Max. moisture absorption at +23°C and 50% r.h. % weight 0.1 DIN 53495
Max. moisture absorption % weight 0.2
Coefficient of friction, dynamic, against steel µ 0.07 – 0.30
pv value, max. (dry) MPa · m/s 0.58
Mechanical properties
Flexural modulus MPa 10,300 DIN 53457
Flexural strength at +20°C MPa 210 DIN 53452
Compressive strength MPa 109
Max. recommended surface pressure (+20°C) MPa 110
Shore D hardness 88 DIN 53505
Physical and thermal properties
Max. application temperature long-term °C +200
Max. application temperature short-term °C +240
Min. application temperature °C –40
Thermal conductivity W/m · K 0.24 ASTM C 177
Coefficient of thermal expansion (at +23°C) K–1 · 10–5 4 DIN 53752
Electrical properties
Specific contact resistance Ωcm > 1015 DIN IEC 93
Surface resistance Ω > 1014 DIN 53482

Table 01: Material properties

Technical data

–40°C up to 
+200°C

110MPa

FOOD

Descriptive technical specifications

Wear resistance at +23°C – +

Wear resistance at +90°C – +

Wear resistance at +150°C – +

Low coefficient of friction – +

Low moisture absorption – +

Wear resistance under water – +

High media resistance – +

Resistant to edge pressures – +

Suitable for shock and impact loads – +

Resistant to dirt – +
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Permissible surface speeds
During the development of iglidur® H2, costs and mechanical  
stability were the main considerations. The permitted 
surface speeds of this bearing are rather low, which 
primarily permits an application with slow movements or 
in intermittent service.
Surface speed, page 44

Temperature
iglidur® H2 is an extremely temperature-resistant material. 
The short-term maximum permissible temperature is 
+240°C and allows the use of iglidur® H2 plain bearings
in applications where the bearings are not subjected to
any additional load such as a paint drying process. The
temperatures prevailing in the bearing system also have
an influence on the wear. The wear rises with increasing
temperatures. For temperatures over +110°C an additional 
securing is required.
Application temperatures, page 49
Additional securing, page 49

Friction and wear
The coefficient of friction of iglidur® H2 plain bearings 
change with different surface speeds, loads and surface 
finishes, as indicated in the diagrams 04 and 05.
Coefficient of friction and surfaces, page 47
Wear resistance, page 50

Shaft materials
Regarding the wear resistance of combinations with 
iglidur® H2, it must be indicated once again that this 
bearing was developed for statically high mechanical 
stability. The wear resistance however does not attain, 
with none of the bearing-shaft combinations, the values 
of iglidur® H370 with the corresponding shaft. When 
the iglidur® H2 bearings are used, they should not be 
combined with hard-chromed shafts. Shafts made from 
Cf53 steel and 304 stainless steel are essentially better, 
as is found in diagrams 06 and 07.
Shaft materials, page 52

Installation tolerances
iglidur® H2 plain bearings are standard bearings for 
shafts with h tolerance (recommended minimum h9). 
The bearings are designed for press-fit into a housing 
machined to a H7 tolerance. After being assembled into a 
nominal size housing, in standard cases the inner diameter 
automatically adjusts to the F10 tolerances. For particular 
dimensions the tolerance differs depending on the wall 
thickness (please see product range table).
Testing methods, page 57

Chemicals Resistance
Alcohols +
Diluted acids + up to 0
Diluted alkalines +
Fuels +
Greases, oils without additives +
Hydrocarbons +
Strong acids 0 up to –
Strong alkalines +

All information given at room temperature [+20°C]

Table 02: Chemical resistance

Chemical table, page 1636

Rotating Oscillating linear
long-term m/s 0.9 0.6 2.5
short-term m/s 1.0 0.7 3.0

Table 03: Maximum surface speeds

Dry Greases Oil Water
Coefficient of friction µ 0.07 – 0.30 0.09 0.04 0.04

Table 04: Coefficient of friction against steel (Ra = 1μm, 

50HRC)

Housing Plain bearing Shaft
Ø d1 [mm] H7 [mm] F10 [mm] h9 [mm]
0 – 3 +0.000 +0.010 +0.006 +0.046 –0.025 +0.000

> 3 – 6 +0.000 +0.012 +0.010 +0.058 –0.030 +0.000

> 6 – 10 +0.000 +0.015 +0.013 +0.071 –0.036 +0.000

> 10 – 18 +0.000 +0.018 +0.016 +0.086 –0.043 +0.000

> 18 – 30 +0.000 +0.021 +0.020 +0.104 –0.052 +0.000

> 30 – 50 +0.000 +0.025 +0.025 +0.125 –0.062 +0.000

> 50 – 80 +0.000 +0.030 +0.030 +0.150 –0.074 +0.000

> 80 – 120 +0.000 +0.035 +0.036 +0.176 –0.087 +0.000

> 120 – 180 +0.000 +0.040 +0.043 +0.203 +0.000 +0.100

Table 05: Important tolerances for plain bearings according 

to ISO 3547-1 after press-fit

iglidur® H2 plain bearings are manufactured to special 
order. Please request iglidur® H2 plain bearings as an 
alternative to iglidur® H and iglidur® H4 bearings in high 
volume applications.

iglidur® H2
+200°C
110MPa

Bearing technology | Plain bearing | iglidur® H2

3D CAD, finder and service life calculation ... www.igus.no/H2
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Technical data

iglidur® H2
+200°C
110MPa
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Diagram 02: Maximum recommended surface pressure as a 

function of temperature (110MPa at +20°C)
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Diagram 03: Deformation under pressure and temperature
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Diagram 04: Coefficient of friction as a function of the 

surface speed, p = 0.75MPa
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Diagram 07: Wear for rotating and oscillating applications 

with different shaft materials, p = 2MPa

Diagram 06: Wear, rotating with different shaft materials, 

pressure, p = 1MPa, v = 0.3m/s
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Diagram 05: Coefficient of friction as a function of the load, 

v = 0.01m/s

Diagram 01: Permissible pv values for iglidur® H2 plain 

bearings with a wall thickness of 1mm, dry operation against 

a steel shaft, at +20°C, mounted in a steel housing
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Plain bearing materials  
for contact with food



375374

Bearing technology | Plain bearing | iglidur®

Plain bearing materials for contact with food 

The iglidur® materials are most at home when they are not lubricated and the highest hygiene is required. Where is this 
more true than in food handling and processing?
This group comprises FDA-compliant materials for the most varied operating conditions in terms of moisture and 
temperature, including iglidur® T220, a material suitable even for the tobacco industry.

3D CAD, finder and service life calculation ... www.igus.no/A181

iglidur® A181
The universal bearing for 
food contact

Temperature [°C] 123) +90 – +

Surface pressure [MPa] 124) 31 – +

Coefficient of friction [µ] 125) 0.18 – +

Wear [µm/km] 125) 0.48 – +

Price index – +

iglidur® A350
The endurance runner at higher 
temperatures in the food sector

Temperature [°C] 123) +180 – +

Surface pressure [MPa] 124) 60 – +

Coefficient of friction [µ] 125) 0.17 – +

Wear [µm/km] 125) 1.79 – +

Price index – +

iglidur® A500
The media and temperature 
specialist in the food sector

Temperature [°C] 123) +250 – +

Surface pressure [MPa] 124) 120 – +

Coefficient of friction [µ] 125) 0.36 – +

Wear [µm/km] 125) 4.10 – +

Price index – +

iglidur® A180
The all-rounder for food

Temperature [°C] 123) +90 – +

Surface pressure [MPa] 124) 28 – +

Coefficient of friction [µ] 125) 0.17 – +

Wear [µm/km] 125) 0.50 – +

Price index – +

123) max. long-term application temperature  124) max. recommended surface pressure at +20°C  125) best combination for p = 1MPa, 

v = 0.3m/s, rotating

Online product finder 
www.igus.no/iglidur-finder

Online service life calculation 
www.igus.no/iglidur-expert

Contact with food

iglidur® A200
The "food-classic" for low duty

Temperature [°C] 123) +80 – +

Surface pressure [MPa] 124) 18 – +

Coefficient of friction [µ] 125) 0.45 – +

Wear [µm/km] 125) 1.62 – +

Price index – +

iglidur® A160
"Food" bearing with media 
resistance up to +90°C

Temperature [°C] 123) +90 – +

Surface pressure [MPa] 124) 15 – +

Coefficient of friction [µ] 125) 0.09 – +

Wear [µm/km] 125) 0.33 – +

Price index – +

iglidur® UW160
Suitable for contact with 
drinking water

Temperature [°C] 123) +90 – +

Surface pressure [MPa] 124) 15 – +

Coefficient of friction [µ] 125) 0.17 – +

Wear [µm/km] 125) 2.00 – +

Price index – +

iglidur® T220
For the tobacco industry

Temperature [°C] 123) +100 – +

Surface pressure [MPa] 124) 40 – +

Coefficient of friction [µ] 125) 0.36 – +

Wear [µm/km] 125) 0.80 – +

Lubrication-free made easy ... from stock ... no minimum order quantity 



When to use it?
 ● When FDA compliance is required
 ● When a material compliant in accordance with Regulation (EU) No. 10/2011 is required
 ● When an universal material suitable for direct contact with food is required

The universal bearing for food contact
Compliant with Regulation (EU)  
No. 10/2011 and FDA guidelines
iglidur® A181

When not to use?
 ● When Regulation (EU) No. 10/2011 and FDA compliance are not required
iglidur® J

 ● When continuous operating temperatures are higher than +90°C
iglidur® A350

 ● When a cost-effective universal plain bearing is required
iglidur® G, iglidur® P
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The universal bearing for food contact
Compliant with Regulation (EU) No. 10/2011 
and FDA guidelines 
The iglidur® A181 material is compliant with Regulation (EU) No. 10/2011 and also with FDA specifications. 
The blue colour also facilitates the often required "optical detectability" in the food industry.
● Compliant with Regulation (EU) No. 10/2011
● FDA-compliant
● Universal installation
● High media resistance
● Wear-resistant
● Lubrication-free
● Maintenance-free

Typical application areas
● Food industry
● Beverage technology
● Medical technology

Bearing technology | Plain bearing | iglidur® A181

iglidur® A181
+90°C
31MPa

3D CAD, finder and service life calculation ... www.igus.no/A181

Online product finder 
www.igus.no/iglidur-finder

Online service life calculation 
www.igus.no/iglidur-expert

Ø  
4.0 – 50.0mm

Descriptive technical specifications

Wear resistance at +23°C – +

Wear resistance at +90°C – +

Wear resistance at +150°C – +

Low coefficient of friction – +

Low moisture absorption – +

Wear resistance under water – +

High media resistance – +

Resistant to edge pressures – +

Suitable for shock and impact loads – +

Resistant to dirt – +

Also available 
as:

Bar stock, 
round bar
Page 680

Bar stock, 
plate
Page 683

tribo-tape liner
Page 691

Piston rings
Page 584

Two hole 
flange  
bearings
Page 603

Moulded 
special parts
Page 624

igubal®  
spherical balls
Page 841

Due to their technical specifications and their conformity 
with the relevant regulations, iglidur® A181 plain bearings 
are predestined for applications in food technology. 
Compared to iglidur® A180 with regard to the mechanical 
properties, temperature and media resistance, iglidur® A181  
is more suitable with respect to the wear resistance in 
most cases.

Moisture absorption
Under standard climatic conditions, the moisture absorption  
of iglidur® A181 plain bearings is approximately 0.2% 
weight. The saturation limit in water is 1.3% weight. This 
must be taken into account for these types of applications.

Vacuum
In vacuum, any present moisture is released as vapour. Use 
in vacuum is only possible with dehumidified iglidur® A181  
bearings.

Radiation resistance
Plain bearings made from iglidur® A181 are resistant up to 
a radiation intensity of 2 · 10²Gy.

Resistance to weathering
iglidur® A181 plain bearings are resistant to weathering. 
The material properties are slightly affected. Discoloration 
occurs.

Mechanical properties
With increasing temperatures, the compressive strength of 
iglidur® A181 plain bearings decreases. Diagram 02 shows 
this inverse relationship. The maximum recommended 
surface pressure is a mechanical material parameter. No 
conclusions regarding the tribological properties can be 
drawn from this.
Diagram 03 shows the elastic deformation of iglidur® A181 
at radial loads.
Surface pressure, page 41

iglidur® A181
+90°C
31MPa

Lubrication-free made easy ... from stock ... no minimum order quantity

 General properties Testing method

Density g/cm³ 1.38
Colour blue
Max. moisture absorption at +23°C and 50% r.h. % weight 0.2 DIN 53495
Max. moisture absorption % weight 1.3
Coefficient of friction, dynamic, against steel µ 0.10 – 0.21
pv value, max. (dry) MPa · m/s 0.31
Mechanical properties
Flexural modulus MPa 1,913 DIN 53457
Flexural strength at +20°C MPa 48 DIN 53452
Compressive strength MPa 60
Max. recommended surface pressure (+20°C) MPa 31
Shore D hardness 76 DIN 53505
Physical and thermal properties
Max. application temperature long-term °C +90
Max. application temperature short-term °C +110
Min. application temperature °C –50
Thermal conductivity W/m · K 0.25 ASTM C 177
Coefficient of thermal expansion (at +23°C) K–1 · 10–5 11 DIN 53752
Electrical properties
Specific contact resistance Ωcm > 1012 DIN IEC 93
Surface resistance Ω > 1012 DIN 53482

Table 01: Material properties

Technical data

–50°C up to 
+90°C

31MPa

FOOD
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Permissible surface speeds
iglidur® A181 was developed for low surface speeds. 
Maximum speeds of up to 0.8m/s (rotating) and 3.5m/s 
(linear), respectively, are permissible during continuous dry 
operation. The given values in table 03 indicate the limits 
at which an increase up to the continuous permissible 
temperature occurs. This increase is a result of friction. In 
practice, though, this level is rarely reached, due to varying 
application conditions.
Surface speed, page 44

Temperature
The long-term upper temperature limit of +90°C permits 
the broad use in applications with direct contact with food. 
As shown in diagram 02, with increasing temperatures, 
the compressive strength decreases. When considering 
temperatures, the additional frictional heat in the bearing 
system must be taken into account. For temperatures over 
+60°C an additional securing is required.
Application temperatures, page 49
Additional securing, page 49

Friction and wear
Similar to wear resistance, the coefficient of friction µ also 
changes with the surface speed and load (diagrams 04 
and 05). For iglidur® A181 plain bearings, the alteration of 
the coefficient of friction μ depends on surface speed and 
the shaft surface finish.
Coefficient of friction and surfaces, page 47
Wear resistance, page 50

Shaft materials
Diagram 06 shows results of testing different shaft materials 
with plain bearings made from iglidur® A181. Particular 
attention is paid in the food industry to the corrosion- 
resistant shaft types. Diagram 06 shows that very low wear 
rates can be achieved in combination with these shafts. As 
with many of the iglidur® materials, wear rate increases with 
otherwise identical parameters in rotation (diagram 07).
Shaft materials, page 52

Installation tolerances
iglidur® A181 plain bearings are standard bearings for 
shafts with h tolerance (recommended minimum h9). 
The bearings are designed for press-fit into a housing 
machined to a H7 tolerance. After being assembled into a 
nominal size housing, in standard cases the inner diameter 
automatically adjusts to the E10 tolerances.
Testing methods, page 57

Chemicals Resistance
Alcohols +
Diluted acids 0 up to –
Diluted alkalines +
Fuels +
Greases, oils without additives +
Hydrocarbons +
Strong acids –
Strong alkalines + up to 0

All information given at room temperature [+20°C]

Table 02: Chemical resistance

Chemical table, page 1636

Rotating Oscillating linear
long-term m/s 0.8 0.6 3.5
short-term m/s 1.2 1.0 5.0

Table 03: Maximum surface speeds

Dry Greases Oil Water
Coefficient of friction µ 0.10 – 0.21 0.08 0.03 0.04

Table 04: Coefficient of friction against steel (Ra = 1μm, 

50HRC)

Housing Plain bearing Shaft
Ø d1 [mm] H7 [mm] E10 [mm] h9 [mm]
0 – 3 +0.000 +0.010 +0.014 +0.054 –0.025 +0.000

> 3 – 6 +0.000 +0.012 +0.020 +0.068 –0.030 +0.000

> 6 – 10 +0.000 +0.015 +0.025 +0.083 –0.036 +0.000

> 10 – 18 +0.000 +0.018 +0.032 +0.102 –0.043 +0.000

> 18 – 30 +0.000 +0.021 +0.040 +0.124 –0.052 +0.000

> 30 – 50 +0.000 +0.025 +0.050 +0.150 –0.062 +0.000

> 50 – 80 +0.000 +0.030 +0.060 +0.180 –0.074 +0.000

> 80 – 120 +0.000 +0.035 +0.072 +0.212 –0.087 +0.000

> 120 – 180 +0.000 +0.040 +0.085 +0.245 –0.100 +0.000

Table 05: Important tolerances for plain bearings according 

to ISO 3547-1 after press-fit

iglidur® A181
+90°C
31MPa

Bearing technology | Plain bearing | iglidur® A181

3D CAD, finder and service life calculation ... www.igus.no/A181
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Diagram 03: Deformation under pressure and temperature
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Diagram 04: Coefficient of friction as a function of the 

surface speed, p = 1MPa
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Diagram 07: Wear for oscillating and rotating applications 

with shaft material Cf53 hardened and ground steel, as a 

function of the load

Diagram 06: Wear, rotating with different shaft materials, 

pressure, p = 1MPa, v = 0.3m/s
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Diagram 05: Coefficient of friction as a function of the load, 

v = 0.01m/s

Diagram 01: Permissible pv values for iglidur® A181 plain 

bearings with a wall thickness of 1mm, dry operation against 

a steel shaft, at +20°C, mounted in a steel housing
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Ordering note
Our prices are scaled according to order 
quantities, current prices can be found online.

No minimum order value.
No low-quantity surcharges.
Free shipping within Germany for orders 
above €150.

Discount scaling

Available from stock 
Detailed information about delivery time online. 
www.igus.no/24

Online ordering
Including delivery times, prices, online tools 
www.igus.no/A181

1 – 9
10 – 24
25 – 49

50 – 99
100 – 199
200 – 499

500 – 999
1,000 – 2,499
2,500 – 4,999

d1 d1 d2 b1 Part No.
Tolerance3) h13

[mm] [mm] [mm]

4.0

+0.020 
+0.068

5.5 4.0 A181SM-0405-04
4.0 5.5 6.0 A181SM-0405-06
5.0 7.0 5.0 A181SM-0507-05
5.0 7.0 10.0 A181SM-0507-10
6.0 8.0 6.0 A181SM-0608-06
6.0 8.0 8.0 A181SM-0608-08
6.0 8.0 10.0 A181SM-0608-10
8.0

+0.025 
+0.083

10.0 8.0 A181SM-0810-08
8.0 10.0 10.0 A181SM-0810-10
8.0 10.0 12.0 A181SM-0810-12
10.0 12.0 8.0 A181SM-1012-08
10.0 12.0 10.0 A181SM-1012-10
10.0 12.0 12.0 A181SM-1012-12
10.0 12.0 15.0 A181SM-1012-15
10.0 12.0 20.0 A181SM-1012-20
12.0

+0.032 
+0.102

14.0 12.0 A181SM-1214-12
12.0 14.0 15.0 A181SM-1214-15
12.0 14.0 20.0 A181SM-1214-20
13.0 15.0 10.0 A181SM-1315-10
13.0 15.0 20.0 A181SM-1315-20
14.0 16.0 15.0 A181SM-1416-15
14.0 16.0 20.0 A181SM-1416-20
14.0 16.0 25.0 A181SM-1416-25
15.0 17.0 15.0 A181SM-1517-15
15.0 17.0 20.0 A181SM-1517-20
15.0 17.0 25.0 A181SM-1517-25
16.0 18.0 15.0 A181SM-1618-15
16.0 18.0 20.0 A181SM-1618-20
16.0 18.0 25.0 A181SM-1618-25

d1 d1 d2 b1 Part No.
Tolerance3) h13

[mm] [mm] [mm]

18.0
+0.032 
+0.102

20.0 15.0 A181SM-1820-15
18.0 20.0 20.0 A181SM-1820-20
18.0 20.0 25.0 A181SM-1820-25
20.0

+0.040 
+0.124

23.0 10.0 A181SM-2023-10
20.0 23.0 15.0 A181SM-2023-15
20.0 23.0 20.0 A181SM-2023-20
20.0 23.0 25.0 A181SM-2023-25
20.0 23.0 30.0 A181SM-2023-30
22.0 25.0 15.0 A181SM-2225-15
22.0 25.0 20.0 A181SM-2225-20
22.0 25.0 25.0 A181SM-2225-25
22.0 25.0 30.0 A181SM-2225-30
24.0 27.0 15.0 A181SM-2427-15
24.0 27.0 20.0 A181SM-2427-20
24.0 27.0 25.0 A181SM-2427-25
24.0 27.0 30.0 A181SM-2427-30
25.0 28.0 15.0 A181SM-2528-15
25.0 28.0 20.0 A181SM-2528-20
25.0 28.0 25.0 A181SM-2528-25
25.0 28.0 30.0 A181SM-2528-30
28.0 32.0 20.0 A181SM-2832-20
28.0 32.0 25.0 A181SM-2832-25
28.0 32.0 30.0 A181SM-2832-30
28.0 32.0 20.0 A181SM-3034-20
30.0 34.0 25.0 A181SM-3034-25
30.0 34.0 30.0 A181SM-3034-30
30.0 34.0 40.0 A181SM-3034-40
32.0 +0.050 

+0.150
36.0 20.0 A181SM-3236-20

32.0 36.0 30.0 A181SM-3236-30

iglidur® A181
+90°C
31MPa

Bearing technology | Plain bearing | iglidur® A181

2) Thickness < 0.6mm: Chamfer = 20°

Dimensions according to ISO 3547-1 and 
special dimensions

Sleeve bearing (form S)

0.5

30°

b1

f1

d2d1

30° 

Chamfer in relation to d1
d1 [mm] Ø 1 – 6 Ø 6 – 12 Ø 12 – 30 Ø > 30
f1 [mm] 0.3 0.5 0.8 1.2

3D CAD, finder and service life calculation ... www.igus.no/A181

3) After press-fit. Testing methods, page 57

Order example: A181SM-0405-04 – no minimum order quantity.
A181 iglidur® material S Sleeve bearing M Metric 04 Inner Ø d1 05 Outer Ø d2 04 Total length b1

d1 d1 d2 b1 Part No.
Tolerance3) h13

[mm] [mm] [mm]

32.0

+0.050 
+0.150

36.0 40.0 A181SM-3236-40
35.0 39.0 20.0 A181SM-3539-20
35.0 39.0 30.0 A181SM-3539-30
35.0 39.0 40.0 A181SM-3539-40
35.0 39.0 50.0 A181SM-3539-50
40.0 44.0 20.0 A181SM-4044-20
40.0 44.0 30.0 A181SM-4044-30
40.0 44.0 40.0 A181SM-4044-40
40.0 44.0 50.0 A181SM-4044-50

d1 d1 d2 b1 Part No.
Tolerance3) h13

[mm] [mm] [mm]

45.0

+0.050 
+0.150

50.0 20.0 A181SM-4550-20
45.0 50.0 30.0 A181SM-4550-30
45.0 50.0 40.0 A181SM-4550-40
45.0 50.0 50.0 A181SM-4550-50
50.0 55.0 20.0 A181SM-5055-20
50.0 55.0 30.0 A181SM-5055-30
50.0 55.0 40.0 A181SM-5055-40
50.0 55.0 50.0 A181SM-5055-50
50.0 55.0 60.0 A181SM-5055-60

iglidur® A181
+90°C
31MPa

Product range

Lubrication-free made easy ... from stock ... no minimum order quantity

3) After press-fit. Testing methods, page 57
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d1 d1 d2 d3 b1 b2 Part No.
Tolerance3) d133) h13 h13

[mm] [mm] [mm] [mm] [mm]

6.0
+0.020
+0.068

8.0 12.0 4.0 1.00 A181FM-0608-04
6.0 8.0 12.0 6.0 1.00 A181FM-0608-06
6.0 8.0 12.0 8.0 1.00 A181FM-0608-08
8.0

+0.025
+0.083

10.0 15.0 5.5 1.00 A181FM-0810-05
8.0 10.0 15.0 7.5 1.00 A181FM-0810-07
8.0 10.0 15.0 9.5 1.00 A181FM-0810-09
8.0 10.0 15.0 10.0 1.00 A181FM-0810-10
10.0 12.0 18.0 7.0 1.00 A181FM-1012-07
10.0 12.0 18.0 9.0 1.00 A181FM-1012-09
10.0 12.0 18.0 10.0 1.00 A181FM-1012-10
10.0 12.0 18.0 12.0 1.00 A181FM-1012-12
10.0 12.0 18.0 17.0 1.00 A181FM-1012-17
12.0

+0.032
+0.102

14.0 20.0 7.0 1.00 A181FM-1214-07
12.0 14.0 20.0 9.0 1.00 A181FM-1214-09
12.0 14.0 20.0 12.0 1.00 A181FM-1214-12
12.0 14.0 20.0 17.0 1.00 A181FM-1214-17
14.0 16.0 22.0 12.0 1.00 A181FM-1416-12
14.0 16.0 22.0 17.0 1.00 A181FM-1416-17
15.0 17.0 23.0 9.0 1.00 A181FM-1517-09

d1 d1 d2 d3 b1 b2 Part No.
Tolerance3) d133) h13 h13

[mm] [mm] [mm] [mm] [mm]

15.0

+0.032
+0.102

17.0 23.0 12.0 1.00 A181FM-1517-12
15.0 17.0 23.0 17.0 1.00 A181FM-1517-17
16.0 18.0 24.0 12.0 1.00 A181FM-1618-12
16.0 18.0 24.0 17.0 1.00 A181FM-1618-17
18.0 20.0 26.0 12.0 1.00 A181FM-1820-12
18.0 20.0 26.0 17.0 1.00 A181FM-1820-17
18.0 20.0 26.0 22.0 1.00 A181FM-1820-22
20.0

+0.040
+0.124

23.0 30.0 11.5 1.50 A181FM-2023-11
20.0 23.0 30.0 16.5 1.50 A181FM-2023-16
20.0 23.0 30.0 21.5 1.50 A181FM-2023-21
25.0 28.0 35.0 11.5 1.50 A181FM-2528-11
25.0 28.0 35.0 16.5 1.50 A181FM-2528-16
25.0 28.0 35.0 21.5 1.50 A181FM-2528-21
30.0 34.0 42.0 16.0 2.00 A181FM-3034-16
30.0 34.0 42.0 26.0 2.00 A181FM-3034-26
35.0 39.0 47.0 16.0 2.00 A181FM-3539-16
35.0 39.0 47.0 26.0 2.00 A181FM-3539-26
40.0 44.0 52.0 30.0 2.00 A181FM-4044-30
40.0 44.0 52.0 40.0 2.00 A181FM-4044-40
45.0 50.0 58.0 50.0 2.50 A181FM-4550-50

iglidur® A181
+90°C
31MPa

Bearing technology | Plain bearing | iglidur® A181

2) Thickness < 0.6mm: Chamfer = 20°

Dimensions according to ISO 3547-1 and 
special dimensions

Flange bearing (form F)

b2

b1

r m
ax

. 0
.5

d3 d1

f1

30° 

d
2

Chamfer in relation to d1
d1 [mm] Ø 6 – 12 Ø 12 – 30 Ø > 30
f1 [mm] 0.5 0.8 1.2

3D CAD, finder and service life calculation ... www.igus.no/A181

3) After press-fit. Testing methods, page 57

Order example: A181FM-0608-04 – no minimum order quantity.
A181 iglidur® material F Flange bearing M Metric 06 Inner Ø d1 08 Outer Ø d2 04 Total length b1

When to use it?
 ● When FDA compliance is required
 ● When wear resistance and FDA-compliance are necessary at high loads
 ● When the bearing is used in acid environments

The endurance runner at higher 
temperatures in the food sector
Compliant with Regulation (EU)  
No. 10/2011 and FDA guidelines
iglidur® A350

When not to use?
 ● When continuous operating temperatures are higher than +180°C
iglidur® A500

 ● When the maximum wear resistance is necessary
iglidur® J

 ● When a cost-effective FDA-compliant plain bearing is required
iglidur® A200, iglidur® A180

 ● For high speeds
iglidur® J
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The endurance runner at higher temperatures 
in the food sector
Compliant with Regulation (EU) No. 10/2011  
and FDA guidelines 
A universal plain bearing for use in the area of food and pharmaceutical industries. Composition of 
FDA-compliant materials allows the use in areas where other plain bearings cannot be used due to the 
contact with food. With good tribological and mechanical properties, iglidur® A350 plain bearings are 
suitable for all-round use in and around food machinery.
● Compliant with Regulation (EU) No. 10/2011
● FDA-compliant
● Temperature-resistant up to +180°C
● Suitable for medium and high loads
● Suitable for pivoting applications
● Lubrication-free
● Standard range from stock
● Suitable for rotating applications
● Maintenance-free

Typical application areas
● Food industry
● Beverage technology
● Medical technology

Bearing technology | Plain bearing | iglidur® A350

iglidur® A350
+180°C
60MPa

3D CAD, finder and service life calculation ... www.igus.no/A350

Online product finder 
www.igus.no/iglidur-finder

Online service life calculation 
www.igus.no/iglidur-expert

Ø  
4.0 – 50.0mm

Also available 
as:

Bar stock, 
round bar
Page 681

Bar stock, 
plate
Page 685

tribo-tape liner
Page 691

Piston rings
Page 584

Two hole 
flange  
bearings
Page 603

Moulded 
special parts
Page 624

igubal®  
spherical balls
Page 841

iglidur® A350 plain bearings are made for practically all 
loads in food and packaging machinery. Even high loads, 
often seen in lifting equipment, are taken easily and the 
bearings work flawlessly without any external lubrication.

Moisture absorption
The moisture absorption of iglidur® A350 is low and can be 
ignored when using standard plain bearings. Even when 
saturated with water, iglidur® A350 does not absorb more 
than 1.9% weight of water (by weight).

Vacuum
In vacuum, any present moisture is released as vapour. Use 
in vacuum is only possible with dehumidified iglidur® A350  
bearings.

Radiation resistance
Plain bearings made from iglidur® A350 are resistant up to 
a radiation intensity of 2 · 10²Gy.

Resistance to weathering
iglidur® A350 plain bearings are continuously resistant 
to weathering. The material properties are only slightly 
affected. Possible discolorations are only superficial.

Mechanical properties
With increasing temperatures, the compressive strength of 
iglidur® A350 plain bearings decreases. Diagram 02 shows 
this inverse relationship. The maximum recommended 
surface pressure is a mechanical material parameter. No 
conclusions regarding the tribological properties can be 
drawn from this.
Diagram 03 shows the elastic deformation of iglidur® A350 
at radial loads. At the maximum recommended surface 
pressure of 60MPa at room temperature the deformation 
is less than 5%.
Surface pressure, page 41

iglidur® A350
+180°C
60MPa

Lubrication-free made easy ... from stock ... no minimum order quantity

 General properties Testing method

Density g/cm³ 1.42
Colour blue
Max. moisture absorption at +23°C and 50% r.h. % weight 0.6 DIN 53495
Max. moisture absorption % weight 1.9
Coefficient of friction, dynamic, against steel µ 0.10 – 0.20
pv value, max. (dry) MPa · m/s 0.40
Mechanical properties
Flexural modulus MPa 2,000 DIN 53457
Flexural strength at +20°C MPa 110 DIN 53452
Compressive strength MPa 78
Max. recommended surface pressure (+20°C) MPa 60
Shore D hardness 76 DIN 53505
Physical and thermal properties
Max. application temperature long-term °C +180
Max. application temperature short-term °C +210
Min. application temperature °C –100
Thermal conductivity W/m · K 0.24 ASTM C 177
Coefficient of thermal expansion (at +23°C) K–1 · 10–5 8 DIN 53752
Electrical properties
Specific contact resistance Ωcm > 1011 DIN IEC 93
Surface resistance Ω > 1011 DIN 53482

Table 01: Material properties

Technical data

–100°C up to 
+180°C

60MPa

FOOD

Descriptive technical specifications

Wear resistance at +23°C – +

Wear resistance at +90°C – +

Wear resistance at +150°C – +

Low coefficient of friction – +

Low moisture absorption – +

Wear resistance under water – +

High media resistance – +

Resistant to edge pressures – +

Suitable for shock and impact loads – +

Resistant to dirt – +
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Permissible surface speeds
iglidur® A350 plain bearings are suitable for low and 
medium speeds in rotating and oscillating applications. 
iglidur® A350 is also excellent for linear movements. In the 
case of high surface speeds it should be tested whether 
iglidur® J or iglidur® L250 can be used, as the wear rate 
of these bearings is lower.
Surface speed, page 44

Temperature
Its temperature resistance makes iglidur® A350 the ideal 
material for plain bearing used in the food area. For temperatures  
over +140°C an additional securing is required. The wear 
rate of iglidur® A350 plain bearings rises only little with 
higher temperatures. Tests have shown good wear results 
at +100°C on all tested shaft materials.
Application temperatures, page 49
Additional securing, page 49

Friction and wear
The coefficient of friction of iglidur® A350 on a steel shaft 
is in the mid range (diagrams 04 and 05).
Coefficient of friction and surfaces, page 47
Wear resistance, page 50

Shaft materials
The corrosion-resistant steels are rather considered 
a natural choice for use in the food industry. The trials 
were therefore carried out especially on such materials. It 
has been shown that there is no clear favourite and 304 
stainless steel, high grade steel and hard-chromed steel 
are all suitable. Hard-anodised aluminium is also well suited 
for both linear and rotational movements.
Shaft materials, page 52

Installation tolerances
iglidur® A350 plain bearings are standard bearings for 
shafts with h tolerance (recommended minimum h9). 
The bearings are designed for press-fit into a housing 
machined to a H7 tolerance. After being assembled into a 
nominal size housing, in standard cases the inner diameter 
automatically adjusts to the F10 tolerances. For particular 
dimensions the tolerance differs depending on the wall 
thickness (please see product range table).
Testing methods, page 57

Chemicals Resistance
Alcohols +
Diluted acids +
Diluted alkalines +
Fuels +
Greases, oils without additives +
Hydrocarbons + up to 0
Strong acids +
Strong alkalines +

All information given at room temperature [+20°C]

Table 02: Chemical resistance

Chemical table, page 1636

Rotating Oscillating linear
long-term m/s 1.0 0.8 2.5
short-term m/s 1.2 0.9 3.0

Table 03: Maximum surface speeds

Dry Greases Oil Water
Coefficient of friction µ 0.10 – 0.20 0.09 0.04 0.04

Table 04: Coefficient of friction against steel (Ra = 1μm, 

50HRC)

Housing Plain bearing Shaft
Ø d1 [mm] H7 [mm] F10 [mm] h9 [mm]
0 – 3 +0.000 +0.010 +0.006 +0.046 –0.025 +0.000

> 3 – 6 +0.000 +0.012 +0.010 +0.058 –0.030 +0.000

> 6 – 10 +0.000 +0.015 +0.013 +0.071 –0.036 +0.000

> 10 – 18 +0.000 +0.018 +0.016 +0.086 –0.043 +0.000

> 18 – 30 +0.000 +0.021 +0.020 +0.104 –0.052 +0.000

> 30 – 50 +0.000 +0.025 +0.025 +0.125 –0.062 +0.000

> 50 – 80 +0.000 +0.030 +0.030 +0.150 –0.074 +0.000

> 80 – 120 +0.000 +0.035 +0.036 +0.176 –0.087 +0.000

> 120 – 180 +0.000 +0.040 +0.043 +0.203 +0.000 +0.100

Table 05: Important tolerances for plain bearings according 

to ISO 3547-1 after press-fit

iglidur® A350
+180°C
60MPa

Bearing technology | Plain bearing | iglidur® A350

3D CAD, finder and service life calculation ... www.igus.no/A350
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function of temperature (60MPa at +20°C)
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Diagram 04: Coefficient of friction as a function of the 

surface speed, p = 1MPa
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Diagram 07: Wear, rotating with different shaft materials, as a 

function of the load

Diagram 06: Wear, rotating with different shaft materials, 

pressure, p = 1MPa, v = 0.3m/s
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Diagram 01: Permissible pv values for iglidur® A350 plain 

bearings with a wall thickness of 1mm, dry operation against 

a steel shaft, at +20°C, mounted in a steel housing
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Ordering note
Our prices are scaled according to order 
quantities, current prices can be found online.

No minimum order value.
No low-quantity surcharges.
Free shipping within Germany for orders 
above €150.

Discount scaling

Available from stock 
Detailed information about delivery time online. 
www.igus.no/24

Online ordering
Including delivery times, prices, online tools 
www.igus.no/A350

1 – 9
10 – 24
25 – 49

50 – 99
100 – 199
200 – 499

500 – 999
1,000 – 2,499
2,500 – 4,999

d1 d1 d2 b1 Part No.
Tolerance3) h13

[mm] [mm] [mm]

4.0

+0.010 
+0.058

5.5 4.0 A350SM-0405-04
4.0 5.5 6.0 A350SM-0405-06
5.0 7.0 5.0 A350SM-0507-05
5.0 7.0 10.0 A350SM-0507-10
6.0 8.0 6.0 A350SM-0608-06
6.0 8.0 8.0 A350SM-0608-08
6.0 8.0 10.0 A350SM-0608-10
8.0

+0.013 
+0.071

10.0 8.0 A350SM-0810-08
8.0 10.0 10.0 A350SM-0810-10
8.0 10.0 12.0 A350SM-0810-12
10.0 12.0 8.0 A350SM-1012-08
10.0 12.0 10.0 A350SM-1012-10
10.0 12.0 12.0 A350SM-1012-12
10.0 12.0 15.0 A350SM-1012-15
10.0 12.0 20.0 A350SM-1012-20
12.0

+0.016 
+0.086

14.0 10.0 A350SM-1214-10
12.0 14.0 12.0 A350SM-1214-12
12.0 14.0 15.0 A350SM-1214-15
12.0 14.0 20.0 A350SM-1214-20
13.0 15.0 10.0 A350SM-1315-10
13.0 15.0 20.0 A350SM-1315-20
14.0 16.0 15.0 A350SM-1416-15
14.0 16.0 20.0 A350SM-1416-20
14.0 16.0 25.0 A350SM-1416-25
15.0 17.0 15.0 A350SM-1517-15
15.0 17.0 20.0 A350SM-1517-20
15.0 17.0 25.0 A350SM-1517-25
16.0 18.0 15.0 A350SM-1618-15
16.0 18.0 20.0 A350SM-1618-20

d1 d1 d2 b1 Part No.
Tolerance3) h13

[mm] [mm] [mm]

16.0
+0.016 
+0.086

18.0 25.0 A350SM-1618-25
18.0 20.0 15.0 A350SM-1820-15
18.0 20.0 20.0 A350SM-1820-20
18.0 20.0 25.0 A350SM-1820-25
20.0

+0.020 
+0.104

23.0 10.0 A350SM-2023-10
20.0 23.0 15.0 A350SM-2023-15
20.0 23.0 20.0 A350SM-2023-20
20.0 23.0 25.0 A350SM-2023-25
20.0 23.0 30.0 A350SM-2023-30
22.0 25.0 15.0 A350SM-2225-15
22.0 25.0 20.0 A350SM-2225-20
22.0 25.0 25.0 A350SM-2225-25
22.0 25.0 30.0 A350SM-2225-30
24.0 27.0 15.0 A350SM-2427-15
24.0 27.0 20.0 A350SM-2427-20
24.0 27.0 25.0 A350SM-2427-25
24.0 27.0 30.0 A350SM-2427-30
24.0 28.0 30.0 A350SM-2428-30
25.0 28.0 15.0 A350SM-2528-15
25.0 28.0 20.0 A350SM-2528-20
25.0 28.0 25.0 A350SM-2528-25
25.0 28.0 30.0 A350SM-2528-30
28.0 32.0 20.0 A350SM-2832-20
28.0 32.0 25.0 A350SM-2832-25
28.0 32.0 30.0 A350SM-2832-30
30.0 34.0 20.0 A350SM-3034-20
30.0 34.0 25.0 A350SM-3034-25
30.0 34.0 30.0 A350SM-3034-30
30.0 34.0 40.0 A350SM-3034-40

iglidur® A350
+180°C
60MPa

Bearing technology | Plain bearing | iglidur® A350

2) Thickness < 0.6mm: Chamfer = 20°

Dimensions according to ISO 3547-1 and 
special dimensions

Sleeve bearing (form S)

0.5

30°

b1

f1

d2d1

30° 

Chamfer in relation to d1
d1 [mm] Ø 1 – 6 Ø 6 – 12 Ø 12 – 30 Ø > 30
f1 [mm] 0.3 0.5 0.8 1.2

3D CAD, finder and service life calculation ... www.igus.no/A350

3) After press-fit. Testing methods, page 57

Order example: A350SM-0405-04 – no minimum order quantity.
A350 iglidur® material S Sleeve bearing M Metric 04 Inner Ø d1 05 Outer Ø d2 04 Total length b1

d1 d1 d2 b1 Part No.
Tolerance3) h13

[mm] [mm] [mm]

32.0

+0.025 
+0.125

36.0 20.0 A350SM-3236-20
32.0 36.0 30.0 A350SM-3236-30
32.0 36.0 40.0 A350SM-3236-40
35.0 39.0 20.0 A350SM-3539-20
35.0 39.0 30.0 A350SM-3539-30
35.0 39.0 40.0 A350SM-3539-40
35.0 39.0 50.0 A350SM-3539-50
40.0 44.0 20.0 A350SM-4044-20
40.0 44.0 30.0 A350SM-4044-30
40.0 44.0 40.0 A350SM-4044-40

d1 d1 d2 b1 Part No.
Tolerance3) h13

[mm] [mm] [mm]

40.0

+0.025 
+0.125

44.0 50.0 A350SM-4044-50
45.0 50.0 20.0 A350SM-4550-20
45.0 50.0 30.0 A350SM-4550-30
45.0 50.0 40.0 A350SM-4550-40
45.0 50.0 50.0 A350SM-4550-50
50.0 55.0 20.0 A350SM-5055-20
50.0 55.0 30.0 A350SM-5055-30
50.0 55.0 40.0 A350SM-5055-40
50.0 55.0 50.0 A350SM-5055-50
50.0 55.0 60.0 A350SM-5055-60

iglidur® A350
+180°C
60MPa

Product range

Lubrication-free made easy ... from stock ... no minimum order quantity

3) After press-fit. Testing methods, page 57
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d1 d1 d2 d3 b1 b2 Part No.
Tolerance3) d133) h13 h13

[mm] [mm] [mm] [mm] [mm]

5.0
+0.010
+0.058

7.0 11.0 5.0 1.00 A350FM-0507-05
6.0 8.0 12.0 4.0 1.00 A350FM-0608-04
6.0 8.0 12.0 6.0 1.00 A350FM-0608-06
6.0 8.0 12.0 8.0 1.00 A350FM-0608-08
8.0

+0.013
+0.071

10.0 15.0 5.5 1.00 A350FM-0810-05
8.0 10.0 15.0 7.5 1.00 A350FM-0810-07
8.0 10.0 15.0 9.5 1.00 A350FM-0810-09
10.0 10.0 15.0 10.0 1.00 A350FM-0810-10
10.0 12.0 18.0 7.0 1.00 A350FM-1012-07
10.0 12.0 18.0 9.0 1.00 A350FM-1012-09
10.0 12.0 18.0 10.0 1.00 A350FM-1012-10
10.0 12.0 18.0 12.0 1.00 A350FM-1012-12
10.0 12.0 18.0 17.0 1.00 A350FM-1012-17
12.0

+0.016
+0.086

14.0 20.0 7.0 1.00 A350FM-1214-07
12.0 14.0 20.0 9.0 1.00 A350FM-1214-09
12.0 14.0 20.0 12.0 1.00 A350FM-1214-12
12.0 14.0 20.0 17.0 1.00 A350FM-1214-17
14.0 16.0 22.0 12.0 1.00 A350FM-1416-12
14.0 16.0 22.0 17.0 1.00 A350FM-1416-17

d1 d1 d2 d3 b1 b2 Part No.
Tolerance3) d133) h13 h13

[mm] [mm] [mm] [mm] [mm]

15.0

+0.016
+0.086

17.0 23.0 9.0 1.00 A350FM-1517-09
15.0 17.0 23.0 12.0 1.00 A350FM-1517-12
15.0 17.0 23.0 17.0 1.00 A350FM-1517-17
16.0 18.0 24.0 12.0 1.00 A350FM-1618-12
16.0 18.0 24.0 17.0 1.00 A350FM-1618-17
18.0 20.0 26.0 12.0 1.00 A350FM-1820-12
18.0 20.0 26.0 17.0 1.00 A350FM-1820-17
20.0

+0.020
+0.104

23.0 30.0 11.5 1.50 A350FM-2023-11
20.0 23.0 30.0 16.5 1.50 A350FM-2023-16
20.0 23.0 30.0 21.5 1.50 A350FM-2023-21
25.0 28.0 35.0 11.5 1.50 A350FM-2528-11
25.0 28.0 35.0 16.5 1.50 A350FM-2528-16
25.0 28.0 35.0 21.5 1.50 A350FM-2528-21
30.0 34.0 42.0 16.0 2.00 A350FM-3034-16
30.0 34.0 42.0 26.0 2.00 A350FM-3034-26
35.0

+0.025
+0.125

39.0 47.0 16.0 2.00 A350FM-3539-16
35.0 39.0 47.0 26.0 2.00 A350FM-3539-26
40.0 44.0 52.0 30.0 2.00 A350FM-4044-30
40.0 44.0 52.0 40.0 2.00 A350FM-4044-40
45.0 50.0 58.0 50.0 2.00 A350FM-4550-50

iglidur® A350
+180°C
60MPa

Bearing technology | Plain bearing | iglidur® A350

2) Thickness < 0.6mm: Chamfer = 20°

Dimensions according to ISO 3547-1 and 
special dimensions

Flange bearing (form F)

b2

b1

r m
ax

. 0
.5

d3 d1

f1

30° 

d
2

Chamfer in relation to d1
d1 [mm] Ø 1 – 6 Ø 6 – 12 Ø 12 – 30 Ø > 30
f1 [mm] 0.3 0.5 0.8 1.2

3D CAD, finder and service life calculation ... www.igus.no/A350

3) After press-fit. Testing methods, page 57

Order example: A350FM-0507-05 – no minimum order quantity.
A350 iglidur® material F Flange bearing M Metric 05 Inner Ø d1 07 Outer Ø d2 05 Total length b1

When to use it?
 ● When FDA compliance is required
 ● When a high chemical resistance is required
 ● Abrasion-resistant
 ● Temperature-resistant from –100°C to +250°C

The media and temperature specialist 
in the food sector
Compliant with Regulation (EU)  
No. 10/2011 and FDA guidelines
iglidur® A500

When not to use?
 ● When the highest wear resistance is required
iglidur® X6, iglidur® Z

 ● When no resistance to temperature or chemicals is required
iglidur® A180, iglidur® A200

 ● When a cost-effective universal plain bearing is required
iglidur® G, iglidur® P
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The media and temperature specialist  
in the food sector
Compliant with Regulation (EU) No. 10/2011 
and FDA guidelines 
Plain bearings made from iglidur® A500 can be exposed to extremely high temperatures and are suitable 
for direct contact with food (FDA-compliant).
● Compliant with Regulation (EU) No. 10/2011
● FDA-compliant
● Temperature-resistant from –100°C to +250°C
● High chemical resistance
● Lubrication-free
● Maintenance-free

Typical application areas
● Food industry
● Beverage technology
● Medical technology

Bearing technology | Plain bearing | iglidur® A500

iglidur® A500
+250°C
120MPa

3D CAD, finder and service life calculation ... www.igus.no/A500

Online product finder 
www.igus.no/iglidur-finder

Online service life calculation 
www.igus.no/iglidur-expert

Ø  
4.0 – 50.0mm

Also available 
as:

Bar stock, 
round bar
Page 681

Bar stock, 
plate
Page 683

tribo-tape liner
Page 691

Piston rings
Page 584

Two hole 
flange  
bearings
Page 603

Moulded 
special parts
Page 624

igubal®  
spherical balls
Page 841

Plain bearings made from iglidur® A500 can be used at high 
temperatures and are permitted for use in direct contact 
with food (FDA-compliant). They exhibit an exceptionally 
good chemical resistance and are suitable for heavy-duty 
use in and around machinery for the food industry. Though 
iglidur® A500 is a soft material, it possesses an excellent 
compressive strength even at high temperatures.

Moisture absorption
The moisture absorption of iglidur® A500 plain bearings is 
only 0.5% weight after saturation in water.

Vacuum
In vacuum, any present moisture is released as vapour. 
The use in vacuum is only possible to a limited extent.

Radiation resistance
Plain bearings made from iglidur® A500 are resistant up to 
a radiation intensity of 2 · 10⁵Gy.

Resistance to weathering
iglidur® A500 plain bearings are not resistant to weathering. 
The material properties are significantly affected. Discoloration 
occurs. Practical tests under real application conditions are 
strongly recommended.

Mechanical properties
With increasing temperatures, the compressive strength of 
iglidur® A500 plain bearings decreases. Diagram 02 shows 
this inverse relationship. The maximum recommended 
surface pressure is a mechanical material parameter. No 
conclusions regarding the tribological properties can be 
drawn from this.
Diagram 02 shows the maximum recommended surface 
pressure of the bearing as a function of the temperature. 
The combination of high stability and high flexibility acts 
very positively during vibrations and edge loads. As the 
wear of the plain bearing rapidly escalates from pressures 
of 10 to 20MPa, we recommend a particularly accurate 
testing of the application above these limits.
Surface pressure, page 41

iglidur® A500
+250°C
120MPa

Lubrication-free made easy ... from stock ... no minimum order quantity

 General properties Testing method

Density g/cm³ 1.28
Colour brown
Max. moisture absorption at +23°C and 50% r.h. % weight 0.3 DIN 53495
Max. moisture absorption % weight 0.5
Coefficient of friction, dynamic, against steel µ 0.26 – 0.41
pv value, max. (dry) MPa · m/s 0.28
Mechanical properties
Flexural modulus MPa 3,600 DIN 53457
Flexural strength at +20°C MPa 140 DIN 53452
Compressive strength MPa 118
Max. recommended surface pressure (+20°C) MPa 120
Shore D hardness 83 DIN 53505
Physical and thermal properties
Max. application temperature long-term °C +250
Max. application temperature short-term °C +300
Min. application temperature °C –100
Thermal conductivity W/m · K 0.24 ASTM C 177
Coefficient of thermal expansion (at +23°C) K–1 · 10–5 9 DIN 53752
Electrical properties
Specific contact resistance Ωcm > 1014 DIN IEC 93
Surface resistance Ω > 1013 DIN 53482

Table 01: Material properties

Technical data

–100°C up to 
+250°C

120MPa

FOOD

Descriptive technical specifications

Wear resistance at +23°C – +

Wear resistance at +90°C – +

Wear resistance at +150°C – +

Low coefficient of friction – +

Low moisture absorption – +

Wear resistance under water – +

High media resistance – +

Resistant to edge pressures – +

Suitable for shock and impact loads – +

Resistant to dirt – +
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Permissible surface speeds
iglidur® A500 also permits high surface speeds due to the 
high temperature resistance. The coefficient of friction rises 
however by these high speeds leading to a higher heating 
up of the bearing. Tests show that plain bearings made 
from iglidur® A500 are more wear-resistant in pivoting 
movements, and the permitted pv values are also higher 
in pivoting applications.
Surface speed, page 44

Temperature
The iglidur® A500 plain bearings can be used in short-term 
temperatures up to +300°C. With increasing temperatures, 
the compressive strength of iglidur® A500 plain bearings 
decreases. Diagram 02 shows this inverse relationship. 
The temperatures prevailing in the bearing system also 
have an influence on the wear. For temperatures over 
+130°C an additional securing is required.
Application temperatures, page 49
Additional securing, page 49

Friction and wear
The coefficient of friction is dependent on the load that 
acts on the bearing (diagrams 04 and 05).
Coefficient of friction and surfaces, page 47
Wear resistance, page 50

Shaft materials
Diagram 06 shows results of testing different shaft 
materials with plain bearings made from iglidur® A500. The 
combination "iglidur® A500/hard-chromed shaft" clearly 
stands out in rotating application. Up to about 2.0MPa, 
the wear of this combination remains largely independent 
of load. In pivoting applications with Cf53 shafts, the wear 
resistance is better than in rotations under equal load. If 
the shaft material you plan on using is not shown in these 
test results, please contact us.
Shaft materials, page 52

Installation tolerances
iglidur® A500 plain bearings are standard bearings for 
shafts with h tolerance (recommended minimum h9). 
The bearings are designed for press-fit into a housing 
machined to a H7 tolerance. After being assembled into a 
nominal size housing, in standard cases the inner diameter 
automatically adjusts to the F10 tolerances. For particular 
dimensions the tolerance differs depending on the wall 
thickness (please see product range table).
Testing methods, page 57

Chemicals Resistance
Alcohols +
Diluted acids +
Diluted alkalines +
Fuels +
Greases, oils without additives +
Hydrocarbons +
Strong acids +
Strong alkalines +

All information given at room temperature [+20°C]

Table 02: Chemical resistance

Chemical table, page 1636

Rotating Oscillating linear
long-term m/s 0.6 0.4 1.0
short-term m/s 1.0 0.7 2.0

Table 03: Maximum surface speeds

Dry Greases Oil Water
Coefficient of friction µ 0.26 – 0.41 0.09 0.04 0.04

Table 04: Coefficient of friction against steel (Ra = 1μm, 

50HRC)

Housing Plain bearing Shaft
Ø d1 [mm] H7 [mm] F10 [mm] h9 [mm]
0 – 3 +0.000 +0.010 +0.006 +0.046 –0.025 +0.000

> 3 – 6 +0.000 +0.012 +0.010 +0.058 –0.030 +0.000

> 6 – 10 +0.000 +0.015 +0.013 +0.071 –0.036 +0.000

> 10 – 18 +0.000 +0.018 +0.016 +0.086 –0.043 +0.000

> 18 – 30 +0.000 +0.021 +0.020 +0.104 –0.052 +0.000

> 30 – 50 +0.000 +0.025 +0.025 +0.125 –0.062 +0.000

> 50 – 80 +0.000 +0.030 +0.030 +0.150 –0.074 +0.000

> 80 – 120 +0.000 +0.035 +0.036 +0.176 –0.087 +0.000

> 120 – 180 +0.000 +0.040 +0.043 +0.203 +0.000 +0.100

Table 05: Important tolerances for plain bearings according 

to ISO 3547-1 after press-fit

iglidur® A500
+250°C
120MPa

Bearing technology | Plain bearing | iglidur® A500

3D CAD, finder and service life calculation ... www.igus.no/A500
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iglidur® A500
+250°C
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Diagram 02: Maximum recommended surface pressure as a 

function of temperature (120MPa at +20°C)
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Diagram 03: Deformation under pressure and temperature
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Diagram 04: Coefficient of friction as a function of the 

surface speed, p = 0.75MPa
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Diagram 07: Wear for oscillating and rotating applications 

with shaft material Cf53 hardened and ground steel, as a 

function of the load

Diagram 06: Wear, rotating with different shaft materials, 

pressure, p = 1MPa, v = 0.3m/s
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Diagram 05: Coefficient of friction as a function of the load, 

v = 0.01m/s

Diagram 01: Permissible pv values for iglidur® A500 plain 

bearings with a wall thickness of 1mm, dry operation against 

a steel shaft, at +20°C, mounted in a steel housing
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Ordering note
Our prices are scaled according to order 
quantities, current prices can be found online.

No minimum order value.
No low-quantity surcharges.
Free shipping within Germany for orders 
above €150.

Discount scaling

Available from stock 
Detailed information about delivery time online. 
www.igus.no/24

Online ordering
Including delivery times, prices, online tools 
www.igus.no/A500

1 – 9
10 – 24
25 – 49

50 – 99
100 – 199
200 – 499

500 – 999
1,000 – 2,499
2,500 – 4,999

d1 d1 d2 b1 Part No.
Tolerance3) h13

[mm] [mm] [mm]

4.0

+0.010 
+0.058

5.5 4.0 A500SM-0405-04
4.0 5.5 6.0 A500SM-0405-06
5.0 7.0 5.0 A500SM-0507-05
5.0 7.0 10.0 A500SM-0507-10
6.0 8.0 6.0 A500SM-0608-06
6.0 8.0 8.0 A500SM-0608-08
6.0 8.0 10.0 A500SM-0608-10
8.0

+0.013 
+0.071

10.0 6.0 A500SM-0810-06
8.0 10.0 8.0 A500SM-0810-08
8.0 10.0 10.0 A500SM-0810-10
8.0 10.0 12.0 A500SM-0810-12
10.0 12.0 8.0 A500SM-1012-08
10.0 12.0 10.0 A500SM-1012-10
10.0 12.0 12.0 A500SM-1012-12
10.0 12.0 15.0 A500SM-1012-15
10.0 12.0 20.0 A500SM-1012-20
12.0

+0.016 
+0.086

14.0 10.0 A500SM-1214-10
12.0 14.0 12.0 A500SM-1214-12
12.0 14.0 15.0 A500SM-1214-15
12.0 14.0 20.0 A500SM-1214-20
12.0 15.0 15.0 A500SM-1215-15
13.0 15.0 10.0 A500SM-1315-10
13.0 15.0 20.0 A500SM-1315-20
14.0 16.0 15.0 A500SM-1416-15
14.0 16.0 16.0 A500SM-1416-16
14.0 16.0 20.0 A500SM-1416-20
14.0 16.0 25.0 A500SM-1416-25
15.0 17.0 15.0 A500SM-1517-15
15.0 17.0 20.0 A500SM-1517-20

d1 d1 d2 b1 Part No.
Tolerance3) h13

[mm] [mm] [mm]

15.0

+0.016 
+0.086

17.0 25.0 A500SM-1517-25
16.0 18.0 15.0 A500SM-1618-15
16.0 18.0 20.0 A500SM-1618-20
16.0 18.0 25.0 A500SM-1618-25
18.0 20.0 15.0 A500SM-1820-15
18.0 20.0 20.0 A500SM-1820-20
18.0 20.0 25.0 A500SM-1820-25
20.0

+0.020 
+0.104

23.0 10.0 A500SM-2023-10
20.0 23.0 15.0 A500SM-2023-15
20.0 23.0 20.0 A500SM-2023-20
20.0 23.0 25.0 A500SM-2023-25
20.0 23.0 30.0 A500SM-2023-30
22.0 25.0 15.0 A500SM-2225-15
22.0 25.0 20.0 A500SM-2225-20
22.0 25.0 25.0 A500SM-2225-25
22.0 25.0 30.0 A500SM-2225-30
24.0 27.0 15.0 A500SM-2427-15
24.0 27.0 20.0 A500SM-2427-20
24.0 27.0 25.0 A500SM-2427-25
24.0 27.0 30.0 A500SM-2427-30
25.0 28.0 15.0 A500SM-2528-15
25.0 28.0 20.0 A500SM-2528-20
25.0 28.0 25.0 A500SM-2528-25
25.0 28.0 30.0 A500SM-2528-30
28.0 32.0 20.0 A500SM-2832-20
28.0 32.0 25.0 A500SM-2832-25
28.0 32.0 30.0 A500SM-2832-30
30.0 34.0 20.0 A500SM-3034-20
30.0 34.0 25.0 A500SM-3034-25

iglidur® A500
+250°C
120MPa

Bearing technology | Plain bearing | iglidur® A500

2) Thickness < 0.6mm: Chamfer = 20°

Dimensions according to ISO 3547-1 and 
special dimensions

Sleeve bearing (form S)

0.5

30°

b1

f1

d2d1

30° 

Chamfer in relation to d1
d1 [mm] Ø 1 – 6 Ø 6 – 12 Ø 12 – 30 Ø > 30
f1 [mm] 0.3 0.5 0.8 1.2

3D CAD, finder and service life calculation ... www.igus.no/A500

3) After press-fit. Testing methods, page 57

Order example: A500SM-0405-04 – no minimum order quantity.
A500 iglidur® material S Sleeve bearing M Metric 04 Inner Ø d1 05 Outer Ø d2 04 Total length b1

d1 d1 d2 b1 Part No.
Tolerance3) h13

[mm] [mm] [mm]

30.0 +0.020 
+0.104

34.0 30.0 A500SM-3034-30
30.0 34.0 40.0 A500SM-3034-40
32.0

+0.025 
+0.125

36.0 20.0 A500SM-3236-20
32.0 36.0 30.0 A500SM-3236-30
32.0 36.0 40.0 A500SM-3236-40
35.0 39.0 20.0 A500SM-3539-20
35.0 39.0 30.0 A500SM-3539-30
35.0 39.0 40.0 A500SM-3539-40
35.0 39.0 50.0 A500SM-3539-50
40.0 44.0 20.0 A500SM-4044-20
40.0 44.0 30.0 A500SM-4044-30

d1 d1 d2 b1 Part No.
Tolerance3) h13

[mm] [mm] [mm]

40.0

+0.025 
+0.125

44.0 40.0 A500SM-4044-40
40.0 44.0 50.0 A500SM-4044-50
45.0 50.0 20.0 A500SM-4550-20
45.0 50.0 30.0 A500SM-4550-30
45.0 50.0 40.0 A500SM-4550-40
45.0 50.0 50.0 A500SM-4550-50
50.0 55.0 20.0 A500SM-5055-20
50.0 55.0 30.0 A500SM-5055-30
50.0 55.0 40.0 A500SM-5055-40
50.0 55.0 50.0 A500SM-5055-50
50.0 55.0 60.0 A500SM-5055-60

iglidur® A500
+250°C
120MPa

Product range

Lubrication-free made easy ... from stock ... no minimum order quantity

3) After press-fit. Testing methods, page 57



400

d1 d1 d2 d3 b1 b2 Part No.
Tolerance3) d133) h13 h13

[mm] [mm] [mm] [mm] [mm]

4.0

+0.010
+0.058

5.5 9.5 4.0 2.00 A500FM-0405-04
4.0 8.0 12.0 6.0 2.00 A500FM-0408-06
6.0 8.0 12.0 4.0 1.00 A500FM-0608-04
6.0 8.0 12.0 6.0 1.00 A500FM-0608-06
6.0 8.0 12.0 8.0 1.00 A500FM-0608-08
8.0

+0.013
+0.071

10.0 15.0 5.5 1.00 A500FM-0810-05
8.0 10.0 15.0 7.5 1.00 A500FM-0810-07
8.0 10.0 15.0 9.5 1.00 A500FM-0810-09
8.0 10.0 15.0 10.0 1.00 A500FM-0810-10
10.0 12.0 18.0 7.0 1.00 A500FM-1012-07
10.0 12.0 18.0 9.0 1.00 A500FM-1012-09
10.0 12.0 18.0 12.0 1.00 A500FM-1012-12
10.0 12.0 18.0 15.0 1.00 A500FM-1012-15
10.0 12.0 18.0 17.0 1.00 A500FM-1012-17
12.0

+0.016
+0.086

14.0 20.0 7.0 1.00 A500FM-1214-07
12.0 14.0 20.0 9.0 1.00 A500FM-1214-09
12.0 14.0 20.0 12.0 1.00 A500FM-1214-12
12.0 14.0 20.0 13.0 1.00 A500FM-1214-13
12.0 14.0 20.0 15.0 1.00 A500FM-1214-15
12.0 14.0 20.0 17.0 1.00 A500FM-1214-17
14.0 16.0 22.0 12.0 1.00 A500FM-1416-12
14.0 16.0 22.0 17.0 1.00 A500FM-1416-17
15.0 17.0 23.0 9.0 1.00 A500FM-1517-09

d1 d1 d2 d3 b1 b2 Part No.
Tolerance3) d133) h13 h13

[mm] [mm] [mm] [mm] [mm]

15.0

+0.016
+0.086

17.0 23.0 12.0 1.00 A500FM-1517-12
15.0 17.0 23.0 17.0 1.00 A500FM-1517-17
16.0 18.0 24.0 12.0 1.00 A500FM-1618-12
16.0 18.0 24.0 17.0 1.00 A500FM-1618-17
18.0 20.0 26.0 12.0 1.00 A500FM-1820-12
18.0 20.0 26.0 17.0 1.00 A500FM-1820-17
18.0 20.0 26.0 22.0 1.00 A500FM-1820-22
20.0

+0.020
+0.104

23.0 30.0 11.5 1.50 A500FM-2023-11
20.0 23.0 30.0 16.5 1.50 A500FM-2023-16
20.0 23.0 30.0 21.5 1.50 A500FM-2023-21
25.0 28.0 35.0 11.5 1.50 A500FM-2528-11
25.0 28.0 35.0 16.5 1.50 A500FM-2528-16
25.0 28.0 35.0 21.5 1.50 A500FM-2528-21
30.0 34.0 42.0 16.0 2.00 A500FM-3034-16
30.0 34.0 42.0 26.0 2.00 A500FM-3034-26
30.0 34.0 42.0 40.0 2.00 A500FM-3034-40
35.0

+0.025
+0.125

39.0 47.0 16.0 2.00 A500FM-3539-16
35.0 39.0 47.0 26.0 2.00 A500FM-3539-26
35.0 39.0 47.0 40.0 2.00 A500FM-3539-40
40.0 44.0 52.0 30.0 2.00 A500FM-4044-30
40.0 44.0 52.0 40.0 2.00 A500FM-4044-40
45.0 50.0 58.0 50.0 2.00 A500FM-4550-50

iglidur® A500
+250°C
120MPa

Bearing technology | Plain bearing | iglidur® A500

2) Thickness < 0.6mm: Chamfer = 20°

Dimensions according to ISO 3547-1 and 
special dimensions

Flange bearing (form F)

b2

b1

r m
ax

. 0
.5

d3 d1

f1

30° 

d
2

Chamfer in relation to d1
d1 [mm] Ø 1 – 6 Ø 6 – 12 Ø 12 – 30 Ø > 30
f1 [mm] 0.3 0.5 0.8 1.2

3D CAD, finder and service life calculation ... www.igus.no/A500

3) After press-fit. Testing methods, page 57

Order example: A500FM-0405-04 – no minimum order quantity.
A500 iglidur® material F Flange bearing M Metric 04 Inner Ø d1 05 Outer Ø d2 04 Total length b1

When to use it?
 ● When the bearings have direct contact with food
 ● When FDA compliance is required
 ● When a low noise level is required
 ● When low moisture absorption is fundamental

The all-rounder for food
FDA-compliant
iglidur® A180

When not to use?
 ● When the maximum wear resistance is necessary
iglidur® J

 ● When continuous operating temperatures are higher than +80°C
iglidur® A350, iglidur® A500

 ● When a cost-effective universal plain bearing is required
iglidur® G, iglidur® P
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The all-rounder for food
FDA-compliant 
FDA-compliant material for applications with low to medium loads in immediate environments of (or contact 
with) food or drugs, as well as humidity.
● FDA-compliant
● Compliant with Regulation (EU) No. 10/2011
● High media resistance
● Suitable for wet environments
● High wear resistance
● Lubrication-free
● Maintenance-free

Typical application areas
● Food industry
● Beverage technology
● Medical technology

Bearing technology | Plain bearing | iglidur® A180

iglidur® A180
+90°C
28MPa

3D CAD, finder and service life calculation ... www.igus.no/A180

Online product finder 
www.igus.no/iglidur-finder

Online service life calculation 
www.igus.no/iglidur-expert

Ø  
6.0 – 30.0mm

Also available 
as:

Bar stock, 
round bar
Page 682

Bar stock, 
plate
Page 685

tribo-tape liner
Page 691

Piston rings
Page 581

Two hole 
flange  
bearings
Page 603

Moulded 
special parts
Page 624

igubal®  
spherical balls
Page 841

Plain bearings made from iglidur® A180 are suitable for 
application in direct contact with food. Hence they are 
the ideal solution for bearing locations on machines for 
the food and packaging industries, the medical equipment 
manufacturing, for small equipment for households, etc. 
The iglidur® A180 distinguishes itself also in wet cleaning 
or where process-dependent contact with wet media 
is the business of the day by its extremely low humidity 
absorption.

Moisture absorption
Under standard climatic conditions, the moisture absorption  
of iglidur® A180 plain bearings is approximately 0.2% 
weight. The saturation limit in water is 1.3% weight. This 
must be taken into account for these types of applications.

Vacuum
In vacuum, any present moisture is released as vapour. Use 
in vacuum is only possible with dehumidified iglidur® A180  
bearings.

Radiation resistance
Plain bearings made from iglidur® A180 are resistant up to 
a radiation intensity of 3 · 10²Gy.

Resistance to weathering
iglidur® A180 plain bearings are not resistant to weathering. 
The material properties are significantly affected Severe 
discoloration occurs. Applications with this material under 
weathering conditions are not recommended.

Mechanical properties
With increasing temperatures, the compressive strength of 
iglidur® A180 plain bearings decreases. Diagram 02 shows 
this inverse relationship. The maximum recommended 
surface pressure is a mechanical material parameter. No 
conclusions regarding the tribological properties can be 
drawn from this.
Diagram 03 shows the elastic deformation of iglidur® A180 
at radial loads. At the maximum recommended surface 
pressure of 28MPa the deformation is less than 2.5%. 
A plastic deformation can be negligible up to this value. 
However, it is also dependent on the service time.
Surface pressure, page 41

iglidur® A180
+90°C
28MPa

Lubrication-free made easy ... from stock ... no minimum order quantity

 General properties Testing method

Density g/cm³ 1.46
Colour white
Max. moisture absorption at +23°C and 50% r.h. % weight 0.2 DIN 53495
Max. moisture absorption % weight 1.3
Coefficient of friction, dynamic, against steel µ 0.05 – 0.23
pv value, max. (dry) MPa · m/s 0.31
Mechanical properties
Flexural modulus MPa 2,300 DIN 53457
Flexural strength at +20°C MPa 88 DIN 53452
Compressive strength MPa 78
Max. recommended surface pressure (+20°C) MPa 28
Shore D hardness 76 DIN 53505
Physical and thermal properties
Max. application temperature long-term °C +90
Max. application temperature short-term °C +110
Min. application temperature °C –50
Thermal conductivity W/m · K 0.25 ASTM C 177
Coefficient of thermal expansion (at +23°C) K–1 · 10–5 11 DIN 53752
Electrical properties
Specific contact resistance Ωcm > 1012 DIN IEC 93
Surface resistance Ω > 1011 DIN 53482

Table 01: Material properties

Technical data

–50°C up to 
+90°C

28MPa

FOOD

Descriptive technical specifications

Wear resistance at +23°C – +

Wear resistance at +90°C – +

Wear resistance at +150°C – +

Low coefficient of friction – +

Low moisture absorption – +

Wear resistance under water – +

High media resistance – +

Resistant to edge pressures – +

Suitable for shock and impact loads – +

Resistant to dirt – +
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Permissible surface speeds
iglidur® A180 was developed for low surface speeds. The 
given values in table 03 indicate the limits at which an 
increase up to the continuous permissible temperature 
occurs. This increase is a result of friction. In practice, 
though, this level is rarely reached due to varying applica-
tion conditions.
Surface speed, page 44

Temperature
The iglidur® A180 plain bearings can be used in short-term 
temperatures up to +110°C. With increasing temperatures, 
the compressive strength of iglidur® A180 plain bearings 
decreases. Diagram 02 shows this inverse relationship. 
The temperatures prevailing in the bearing system also 
have an influence on the wear. For temperatures over 
+60°C an additional securing is required.
Application temperatures, page 49
Additional securing, page 49

Friction and wear
Similar to wear resistance, the coefficient of friction µ also 
changes with the surface speed and load (diagrams 04 and 
05). The coefficient of friction decreases with increasing 
load.
Coefficient of friction and surfaces, page 47
Wear resistance, page 50

Shaft materials
Diagram 06 shows the test results of iglidur® A180 plain 
bearings running against various shaft materials. The 
combination "iglidur® A180/hard-anodised aluminium" 
clearly stands out. It attains good to excellent wear rates 
also with other shafts. With Cf53 shafts, the higher wear 
in pivoting applications is exemplary compared to rotating 
applications (diagram 07).
Shaft materials, page 52

Installation tolerances
iglidur® A180 plain bearings are standard bearings for 
shafts with h tolerance (recommended minimum h9). 
The bearings are designed for press-fit into a housing 
machined to a H7 tolerance. After being assembled into a 
nominal size housing, in standard cases the inner diameter 
automatically adjusts to the E10 tolerances. For particular 
dimensions the tolerance differs depending on the wall 
thickness (please see product range table).
Testing methods, page 57

Chemicals Resistance
Alcohols +
Diluted acids 0 up to –
Diluted alkalines +
Fuels +
Greases, oils without additives +
Hydrocarbons +
Strong acids –
Strong alkalines + up to 0

All information given at room temperature [+20°C]

Table 02: Chemical resistance

Chemical table, page 1636

Rotating Oscillating linear
long-term m/s 0.8 0.6 3.5
short-term m/s 1.2 1.0 5.0

Table 03: Maximum surface speeds

Dry Greases Oil Water
Coefficient of friction µ 0.05 – 0.23 0.09 0.04 0.04

Table 04: Coefficient of friction against steel (Ra = 1μm, 

50HRC)

Housing Plain bearing Shaft
Ø d1 [mm] H7 [mm] E10 [mm] h9 [mm]
0 – 3 +0.000 +0.010 +0.014 +0.054 –0.025 +0.000

> 3 – 6 +0.000 +0.012 +0.020 +0.068 –0.030 +0.000

> 6 – 10 +0.000 +0.015 +0.025 +0.083 –0.036 +0.000

> 10 – 18 +0.000 +0.018 +0.032 +0.102 –0.043 +0.000

> 18 – 30 +0.000 +0.021 +0.040 +0.124 –0.052 +0.000

> 30 – 50 +0.000 +0.025 +0.050 +0.150 –0.062 +0.000

> 50 – 80 +0.000 +0.030 +0.060 +0.180 –0.074 +0.000

> 80 – 120 +0.000 +0.035 +0.072 +0.212 –0.087 +0.000

> 120 – 180 +0.000 +0.040 +0.085 +0.245 –0.100 +0.000

Table 05: Important tolerances for plain bearings according 

to ISO 3547-1 after press-fit

iglidur® A180
+90°C
28MPa

Bearing technology | Plain bearing | iglidur® A180

3D CAD, finder and service life calculation ... www.igus.no/A180
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iglidur® A180
+90°C
28MPa
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Diagram 02: Maximum recommended surface pressure as a 

function of temperature (28MPa at +20°C)
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Diagram 03: Deformation under pressure and temperature
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Diagram 04: Coefficient of friction as a function of the 

surface speed, p = 0.75MPa
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Diagram 07: Wear for oscillating and rotating applications 

with shaft material Cf53 hardened and ground steel, as a 

function of the load

Diagram 06: Wear, rotating with different shaft materials, 

pressure, p = 1MPa, v = 0.3m/s
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Diagram 05: Coefficient of friction as a function of the load, 

v = 0.01m/s

Diagram 01: Permissible pv values for iglidur® A180 plain 

bearings with a wall thickness of 1mm, dry operation against 

a steel shaft, at +20°C, mounted in a steel housing
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Ordering note
Our prices are scaled according to order 
quantities, current prices can be found online.

No minimum order value.
No low-quantity surcharges.
Free shipping within Germany for orders 
above €150.

Discount scaling

Available from stock 
Detailed information about delivery time online. 
www.igus.no/24

Online ordering
Including delivery times, prices, online tools 
www.igus.no/A180

1 – 9
10 – 24
25 – 49

50 – 99
100 – 199
200 – 499

500 – 999
1,000 – 2,499
2,500 – 4,999

Ordering note
Our prices are scaled according to order 
quantities, current prices can be found online.

No minimum order value.
No low-quantity surcharges.
Free shipping within Germany for orders 
above €150.

Discount scaling

Available from stock 
Detailed information about delivery time online. 
www.igus.no/24

Online ordering
Including delivery times, prices, online tools 
www.igus.no/A180

1 – 9
10 – 24
25 – 49

50 – 99
100 – 199
200 – 499

500 – 999
1,000 – 2,499
2,500 – 4,999

d1 d1 d2 b1 Part No.
Tolerance3) h13

[mm] [mm] [mm]

6.0 +0.020 +0.068 8.0 10.0 A180SM-0608-10
8.0

+0.025 +0.083
10.0 10.0 A180SM-0810-10

10.0 12.0 10.0 A180SM-1012-10
12.0

+0.032 +0.102
14.0 15.0 A180SM-1214-15

16.0 18.0 15.0 A180SM-1618-15
20.0

+0.040 +0.124
23.0 20.0 A180SM-2023-20

25.0 28.0 30.0 A180SM-2528-30
30.0 34.0 20.0 A180SM-3034-20

iglidur® A180
+90°C
28MPa

Bearing technology | Plain bearing | iglidur® A180

2) Thickness < 0.6mm: Chamfer = 20°

3) After press-fit. Testing methods, page 57

Dimensions according to ISO 3547-1 and 
special dimensions

Sleeve bearing (form S)

Chamfer in relation to d1

0.5

30°

b1

f1

d2d1

30° 

3D CAD, finder and service life calculation ... www.igus.no/A180

d1 [mm] Ø 6 – 12 Ø 12 – 30
f1 [mm] 0.5 0.8

Order example: A180SM-0608-10 – no minimum order quantity.
A180 iglidur® material S Sleeve bearing M Metric 06 Inner Ø d1 08 Outer Ø d2 10 Total length b1

d1 d1 d2 d3 b1 b2 Part No.
Tolerance3) d133) h13 h13

[mm] [mm] [mm] [mm] [mm]

6.0 +0.020 +0.068 8.0 12.0 6.0 1.00 A180FM-0608-06
8.0

+0.025 +0.083
10.0 15.0 10.0 1.00 A180FM-0810-10

10.0 12.0 18.0 10.0 1.00 A180FM-1012-10
12.0

+0.032 +0.102
14.0 20.0 15.0 1.00 A180FM-1214-15

16.0 18.0 24.0 17.0 1.00 A180FM-1618-17
20.0

+0.040 +0.124
23.0 30.0 21.5 1.50 A180FM-2023-21

25.0 28.0 35.0 21.5 1.50 A180FM-2528-21
30.0 34.0 42.0 26.0 2.00 A180FM-3034-26

Order example: A180FM-0608-06 – no minimum order quantity.
A180 iglidur® material F Flange bearing M Metric 06 Inner Ø d1 08 Outer Ø d2 06 Total length b1

3) After press-fit. Testing methods, page 57

iglidur® A180
+90°C
28MPa

Bearing technology | Plain bearing | iglidur® A180

Lubrication-free made easy ... from stock ... no minimum order quantity

2) Thickness < 0.6mm: Chamfer = 20°

Dimensions according to ISO 3547-1 and 
special dimensions

Flange bearing (form F)

Chamfer in relation to d1

b2

b1

r m
ax

. 0
.5

d3 d1

f1

30° 

d
2

d1 [mm] Ø 1 – 6 Ø 6 – 12 Ø 12 – 30
f1 [mm] 0.3 0.5 0.8



When to use it?
 ● Suitable for contact with food
 ● When a low noise level is required
 ● When dirt needs to become embedded
 ● When FDA compliance is required

The "food-classic" for low duty
FDA-compliant
iglidur® A200

When not to use?
 ● When the maximum wear resistance is necessary
iglidur® W300

 ● When continuous operating temperatures are higher than +80°C
iglidur® A350, iglidur® A500

 ● When a cost-effective universal plain bearing is required
iglidur® G

 ● For operations in wet environments
iglidur® A180
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The "food-classic" for low duty
FDA-compliant 
FDA-compliant material for applications with low to medium loads in immediate environs of (or contact) 
with food or drugs.
● FDA-compliant
● Suitable for contact with food
● Suitable for low surface speeds
● Lubrication-free
● Standard range from stock
● Maintenance-free
● Thrust washers available only in imperial sizes, from page 1601

Typical application areas
● Food industry

Bearing technology | Plain bearing | iglidur® A200

iglidur® A200
+80°C
18MPa

3D CAD, finder and service life calculation ... www.igus.no/A200

Online product finder 
www.igus.no/iglidur-finder

Online service life calculation 
www.igus.no/iglidur-expert

Ø  
1.0 – 32.0mm

Also available 
as:

Bar stock, 
round bar
Page 657

Bar stock, 
plate
Page 683

tribo-tape liner
Page 691

Piston rings
Page 581

Two hole 
flange  
bearings
Page 603

Moulded 
special parts
Page 624

igubal®  
spherical balls
Page 841

Plain bearings made from iglidur® A200 are suitable for 
application in direct contact with food. Hence they are the 
ideal solution for bearing requirements in machines for the 
food industry, medical equipment manufacturing, for small 
equipment for households, etc. As the incorporation of solid 
lubricants is dispensed with in favour of food compatibility, 
the thermoplastic composition of iglidur® A200 is especially 
adjusted for abrasion resistance. In addition the iglidur® A200 
is characterised by its capacity to embed dirt and by its 
quiet operating behaviour. The good wear properties, dirt 
resistance and the possibility for dry operation allow to 
replace elaborately sealed, lubricated bearings for little 
costs.

Moisture absorption
Under standard climatic conditions, the moisture absorption  
of iglidur® A200 plain bearings is approximately 1.5% 
weight. The saturation limit in water is 7.6% weight. This 
must be taken into account for these types of applications.

Vacuum
In vacuum, any present moisture is released as vapour. 
The use in vacuum is only possible to a limited extent.

Radiation resistance
Plain bearings made from iglidur® A200 are resistant up to 
a radiation intensity of 1 · 10⁴Gy.

Resistance to weathering
iglidur® A200 plain bearings are not resistant to weathering. 
The material properties are significantly affected Severe 
discoloration occurs. Applications with this material under 
weathering conditions are not recommended.

Mechanical properties
With increasing temperatures, the compressive strength of 
iglidur® A200 plain bearings decreases. Diagram 02 shows 
this inverse relationship. The maximum recommended 
surface pressure is a mechanical material parameter. No 
conclusions regarding the tribological properties can be 
drawn from this.
Diagram 03 shows the elastic deformation of iglidur® A200 
at radial loads. At the maximum recommended surface 
pressure of 18MPa the deformation is less than 2%. A 
plastic deformation can be negligible up to this value. 
However, it is also dependent on the service time.
Surface pressure, page 41

iglidur® A200
+80°C
18MPa

Lubrication-free made easy ... from stock ... no minimum order quantity

 General properties Testing method

Density g/cm³ 1.14
Colour white
Max. moisture absorption at +23°C and 50% r.h. % weight 1.5 DIN 53495
Max. moisture absorption % weight 7.6
Coefficient of friction, dynamic, against steel µ 0.10 – 0.40
pv value, max. (dry) MPa · m/s 0.09
Mechanical properties
Flexural modulus MPa 2,500 DIN 53457
Flexural strength at +20°C MPa 116 DIN 53452
Compressive strength MPa 54
Max. recommended surface pressure (+20°C) MPa 18
Shore D hardness 81 DIN 53505
Physical and thermal properties
Max. application temperature long-term °C +80
Max. application temperature short-term °C +170
Min. application temperature °C –40
Thermal conductivity W/m · K 0.24 ASTM C 177
Coefficient of thermal expansion (at +23°C) K–1 · 10–5 10 DIN 53752
Electrical properties
Specific contact resistance Ωcm > 1013 DIN IEC 93
Surface resistance Ω > 1012 DIN 53482

Table 01: Material properties

Technical data

–40°C up to 
+80°C

18MPa

FOOD

Descriptive technical specifications

Wear resistance at +23°C – +

Wear resistance at +90°C – +

Wear resistance at +150°C – +

Low coefficient of friction – +

Low moisture absorption – +

Wear resistance under water – +

High media resistance – +

Resistant to edge pressures – +

Suitable for shock and impact loads – +

Resistant to dirt – +
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Permissible surface speeds
iglidur® A200 was developed for low surface speeds. The 
given values in table 03 indicate the limits at which an 
increase up to the continuous permissible temperature 
occurs. This increase is a result of friction. In practice, 
though, this level is rarely reached due to varying application 
conditions.
Surface speed, page 44

Temperature
The iglidur® A200 plain bearings can be used in short-term 
temperatures up to +170°C. The temperatures prevailing 
in the bearing system also have an influence on the wear. 
For temperatures over +50°C an additional securing is 
required.
Application temperatures, page 49
Additional securing, page 49

Friction and wear
Similar to wear resistance, the coefficient of friction µ also 
changes with the surface speed and load (diagrams 04 
and 05).
Coefficient of friction and surfaces, page 47
Wear resistance, page 50

Shaft materials
Diagrams 06 and 07 show the test results of iglidur® A200 
plain bearings running against various shaft materials. In 
pivoting applications below a load of 2MPa, the wear 
of iglidur® A200 plain bearings is higher than in rotating 
applications with equal load. Here the HR carbon steel 
shaft is a positive exception.
Shaft materials, page 52

Installation tolerances
iglidur® A200 plain bearings are standard bearings for 
shafts with h tolerance (recommended minimum h9). 
The bearings are designed for press-fit into a housing 
machined to a H7 tolerance. After being assembled into a 
nominal size housing, in standard cases the inner diameter 
automatically adjusts to the D11 tolerances. For particular 
dimensions the tolerance differs depending on the wall 
thickness (please see product range table).
Testing methods, page 57

Chemicals Resistance
Alcohols + up to 0
Diluted acids 0 up to –
Diluted alkalines +
Fuels +
Greases, oils without additives +
Hydrocarbons +
Strong acids –
Strong alkalines 0

All information given at room temperature [+20°C]

Table 02: Chemical resistance

Chemical table, page 1636

Rotating Oscillating linear
long-term m/s 0.8 0.6 2.0
short-term m/s 1.5 1.1 3.0

Table 03: Maximum surface speeds

Dry Greases Oil Water
Coefficient of friction µ 0.10 – 0.40 0.09 0.04 0.04

Table 04: Coefficient of friction against steel (Ra = 1μm, 

50HRC)

Housing Plain bearing Shaft
Ø d1 [mm] H7 [mm] D11 [mm] h9 [mm]
0 – 3 +0.000 +0.010 +0.020 +0.080 –0.025 +0.000

> 3 – 6 +0.000 +0.012 +0.030 +0.105 –0.030 +0.000

> 6 – 10 +0.000 +0.015 +0.040 +0.130 –0.036 +0.000

> 10 – 18 +0.000 +0.018 +0.050 +0.160 –0.043 +0.000

> 18 – 30 +0.000 +0.021 +0.065 +0.195 –0.052 +0.000

> 30 – 50 +0.000 +0.025 +0.080 +0.240 –0.062 +0.000

> 50 – 80 +0.000 +0.030 +0.100 +0.290 –0.074 +0.000

> 80 – 120 +0.000 +0.035 +0.120 +0.340 –0.087 +0.000

> 120 – 180 +0.000 +0.040 +0.145 +0.395 –0.100 +0.000

Table 05: Important tolerances for plain bearings according 

to ISO 3547-1 after press-fit

iglidur® A200
+80°C
18MPa

Bearing technology | Plain bearing | iglidur® A200

3D CAD, finder and service life calculation ... www.igus.no/A200
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Technical data

iglidur® A200
+80°C
18MPa
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Diagram 02: Maximum recommended surface pressure as a 

function of temperature (18MPa at +20°C)
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Diagram 03: Deformation under pressure and temperature
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Diagram 04: Coefficient of friction as a function of the 

surface speed, p = 0.75MPa
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Diagram 07: Wear for rotating and oscillating applications 

with different shaft materials, p = 2MPa

Diagram 06: Wear, rotating with different shaft materials, 

pressure, p = 1MPa, v = 0.3m/s
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Diagram 05: Coefficient of friction as a function of the load, 

v = 0.01m/s

Diagram 01: Permissible pv values for iglidur® A200 plain 

bearings with a wall thickness of 1mm, dry operation against 

a steel shaft, at +20°C, mounted in a steel housing
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Ordering note
Our prices are scaled according to order 
quantities, current prices can be found online.

No minimum order value.
No low-quantity surcharges.
Free shipping within Germany for orders 
above €150.

Discount scaling

Available from stock 
Detailed information about delivery time online. 
www.igus.no/24

Online ordering
Including delivery times, prices, online tools 
www.igus.no/A200

1 – 9
10 – 24
25 – 49

50 – 99
100 – 199
200 – 499

500 – 999
1,000 – 2,499
2,500 – 4,999

d1 d1 d2 b1 Part No.
Tolerance3) h13

[mm] [mm] [mm]

1.0

+0.020 
+0.080

3.0 2.0 ASM-0103-02
1.5 4.0 2.0 ASM-0104-02
2.0 5.0 2.0 ASM-0205-02
2.0 5.0 3.0 ASM-0205-03
2.5 6.0 3.0 ASM-0206-03
3.0 5.0 3.0 ASM-0305-03
3.0 5.0 4.0 ASM-0305-04
3.0 6.0 3.0 ASM-0306-03
3.0 6.0 4.0 ASM-0306-04
4.0

+0.030 
+0.105

7.0 3.0 ASM-0407-03
4.0 7.0 4.0 ASM-0407-04
4.0 7.0 6.0 ASM-0407-06
4.0 8.0 6.0 ASM-0408-06
5.0 8.0 4.0 ASM-0508-04
5.0 8.0 5.0 ASM-0508-05
5.0 8.0 8.0 ASM-0508-08
5.0 9.0 5.0 ASM-0509-05
5.0 9.0 8.0 ASM-0509-08
6.0 8.0 10.0 ASM-0608-10
6.0 9.0 6.0 ASM-0609-06
6.0 10.0 4.0 ASM-0610-04
6.0 10.0 6.0 ASM-0610-06
6.0 10.0 10.0 ASM-0610-10
6.0 12.0 6.0 ASM-0612-06
6.0 12.0 10.0 ASM-0612-10
7.0

+0.040 
+0.130

10.0 5.0 ASM-0710-05
7.0 10.0 8.0 ASM-0710-08
8.0 10.0 6.0 ASM-0810-06
8.0 10.0 8.0 ASM-0810-08

d1 d1 d2 b1 Part No.
Tolerance3) h13

[mm] [mm] [mm]

8.0

+0.040 
+0.130

10.0 10.0 ASM-0810-10
8.0 11.0 8.0 ASM-0811-08
8.0 11.0 12.0 ASM-0811-12
8.0 12.0 6.0 ASM-0812-06
8.0 12.0 8.0 ASM-0812-08
8.0 12.0 10.0 ASM-0812-10
8.0 12.0 12.0 ASM-0812-12
8.0 14.0 6.0 ASM-0814-06
8.0 14.0 10.0 ASM-0814-10
9.0 12.0 14.0 ASM-0912-14
10.0 12.0 10.0 ASM-1012-10
10.0 14.0 6.0 ASM-1014-06
10.0 14.0 8.0 ASM-1014-08
10.0 14.0 10.0 ASM-1014-10
10.0 14.0 16.0 ASM-1014-16
10.0 16.0 6.0 ASM-1016-06
10.0 16.0 10.0 ASM-1016-10
10.0 16.0 16.0 ASM-1016-16
12.0

+0.050 
+0.160

14.0 20.0 ASM-1214-20
12.0 16.0 15.0 ASM-1216-15
12.0 16.0 20.0 ASM-1216-20
12.0 18.0 8.0 ASM-1218-08
12.0 18.0 10.0 ASM-1218-10
12.0 18.0 15.0 ASM-1218-15
12.0 18.0 20.0 ASM-1218-20
14.0 16.0 10.0 ASM-1416-10
14.0 16.0 15.0 ASM-1416-15
14.0 16.0 20.0 ASM-1416-20
14.0 20.0 10.0 ASM-1420-10

iglidur® A200
+80°C
18MPa

Bearing technology | Plain bearing | iglidur® A200

2) Thickness < 0.6mm: Chamfer = 20°

Dimensions according to ISO 2795 and special 
dimensions

Sleeve bearing (form S)

0.5

30°

b1

f1

d2d1

30° 

Chamfer in relation to d1
d1 [mm] Ø 1 – 6 Ø 6 – 12 Ø 12 – 30 Ø > 30
f1 [mm] 0.3 0.5 0.8 1.2

3D CAD, finder and service life calculation ... www.igus.no/A200

3) After press-fit. Testing methods, page 57

Order example: ASM-0103-02 – no minimum order quantity.
A200 iglidur® material S Sleeve bearing M Metric 01 Inner Ø d1 03 Outer Ø d2 02 Total length b1

d1 d1 d2 b1 Part No.
Tolerance3) h13

[mm] [mm] [mm]

14.0

+0.050 
+0.160

20.0 15.0 ASM-1420-15
14.0 20.0 20.0 ASM-1420-20
15.0 17.0 10.0 ASM-1517-10
15.0 17.0 15.0 ASM-1517-15
15.0 21.0 10.0 ASM-1521-10
15.0 21.0 15.0 ASM-1521-15
15.0 21.0 20.0 ASM-1521-20
16.0 18.0 12.0 ASM-1618-12
16.0 18.0 20.0 ASM-1618-20
16.0 20.0 20.0 ASM-1620-20
16.0 20.0 25.0 ASM-1620-25
16.0 22.0 12.0 ASM-1622-12
16.0 22.0 15.0 ASM-1622-15
16.0 22.0 16.0 ASM-1622-16
16.0 22.0 20.0 ASM-1622-20
16.0 22.0 25.0 ASM-1622-25
18.0 24.0 12.0 ASM-1824-12
18.0 24.0 20.0 ASM-1824-20
18.0 24.0 30.0 ASM-1824-30
20.0

+0.065 
+0.195

23.0 15.0 ASM-2023-15
20.0 23.0 20.0 ASM-2023-20
20.0 25.0 15.0 ASM-2025-15
20.0 25.0 20.0 ASM-2025-20
20.0 25.0 30.0 ASM-2025-30
20.0 26.0 15.0 ASM-2026-15
20.0 26.0 20.0 ASM-2026-20
20.0 26.0 30.0 ASM-2026-30
22.0 26.0 15.0 ASM-2226-15
22.0 28.0 10.0 ASM-2228-10

d1 d1 d2 b1 Part No.
Tolerance3) h13

[mm] [mm] [mm]

22.0

+0.065 
+0.195

28.0 15.0 ASM-2228-15
22.0 28.0 20.0 ASM-2228-20
22.0 28.0 30.0 ASM-2228-30
24.0 30.0 15.0 ASM-2430-15
24.0 30.0 20.0 ASM-2430-20
24.0 30.0 30.0 ASM-2430-30
25.0 28.0 12.0 ASM-2528-12
25.0 28.0 20.0 ASM-2528-20
25.0 30.0 20.0 ASM-2530-20
25.0 30.0 30.0 ASM-2530-30
25.0 30.0 40.0 ASM-2530-40
25.0 32.0 20.0 ASM-2532-20
25.0 32.0 30.0 ASM-2532-30
25.0 32.0 40.0 ASM-2532-40
26.0 30.0 20.0 ASM-2630-20
26.0 32.0 30.0 ASM-2632-30
27.0 34.0 20.0 ASM-2734-20
27.0 34.0 30.0 ASM-2734-30
27.0 34.0 40.0 ASM-2734-40
28.0 33.0 20.0 ASM-2833-20
28.0 36.0 20.0 ASM-2836-20
28.0 36.0 30.0 ASM-2836-30
28.0 36.0 40.0 ASM-2836-40
30.0 38.0 20.0 ASM-3038-20
30.0 38.0 30.0 ASM-3038-30
30.0 38.0 40.0 ASM-3038-40
32.0

+0.080 
+0.240

40.0 20.0 ASM-3240-20
32.0 40.0 30.0 ASM-3240-30
32.0 40.0 40.0 ASM-3240-40

iglidur® A200
+80°C
18MPa

Product range

Lubrication-free made easy ... from stock ... no minimum order quantity

3) After press-fit. Testing methods, page 57
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Ordering note
Our prices are scaled according to order 
quantities, current prices can be found online.

No minimum order value.
No low-quantity surcharges.
Free shipping within Germany for orders 
above €150.

Available from stock 
Detailed information about delivery time online. 
www.igus.no/24

Online ordering
Including delivery times, prices, online tools 
www.igus.no/A200

Discount scaling
1 – 9
10 – 24
25 – 49

50 – 99
100 – 199
200 – 499

500 – 999
1,000 – 2,499
2,500 – 4,999

d1 d1 d2 d3 b1 b2 Part No.
Tolerance3) d133) h13 h13

[mm] [mm] [mm] [mm] [mm]

1.0

+0.020
+0.080

3.0 5.0 2.0 1.00 AFM-0103-02
1.5 4.0 6.0 2.0 1.00 AFM-0104-02
2.0 5.0 8.0 3.0 1.50 AFM-0205-03
2.5 6.0 9.0 3.0 1.50 AFM-0206-03
3.0 6.0 9.0 4.0 1.50 AFM-0306-04
4.0

+0.030
+0.105

8.0 12.0 4.0 2.00 AFM-0408-04
4.0 8.0 12.0 6.0 2.00 AFM-0408-06
5.0 7.0 11.0 5.0 1.00 AFM-0507-05
5.0 9.0 13.0 5.0 2.00 AFM-0509-05
5.0 9.0 13.0 6.0 2.00 AFM-0509-06
5.0 9.0 13.0 8.0 2.00 AFM-0509-08
6.0 10.0 14.0 4.0 2.00 AFM-0610-04
6.0 10.0 14.0 6.0 2.00 AFM-0610-06
6.0 10.0 14.0 10.0 2.00 AFM-0610-10
6.0 12.0 14.0 6.0 3.00 AFM-0612-06
6.0 12.0 14.0 10.0 3.00 AFM-0612-10
7.0

+0.040
+0.130

11.0 15.0 8.0 2.00 AFM-0711-08
8.0 11.0 13.0 8.0 2.00 AFM-0811-08
8.0 12.0 16.0 6.0 2.00 AFM-0812-06
8.0 12.0 16.0 8.0 2.00 AFM-0812-08
8.0 12.0 16.0 12.0 2.00 AFM-0812-12
8.0 12.0 16.0 22.0 2.00 AFM-0812-22
8.0 14.0 18.0 6.0 3.00 AFM-0814-06
8.0 14.0 18.0 10.0 3.00 AFM-0814-10
9.0 14.0 19.0 6.0 2.00 AFM-0914-06
9.0 14.0 19.0 10.0 2.00 AFM-0914-10
9.0 14.0 19.0 14.0 2.00 AFM-0914-14
10.0 16.0 22.0 6.0 3.00 AFM-1016-06

d1 d1 d2 d3 b1 b2 Part No.
Tolerance3) d133) h13 h13

[mm] [mm] [mm] [mm] [mm]

10.0
+0.040
+0.130

16.0 22.0 8.0 3.00 AFM-1016-08
10.0 16.0 22.0 10.0 3.00 AFM-1016-10
10.0 16.0 22.0 16.0 3.00 AFM-1016-16
10.0 16.0 20.0 10.0 3.00 AFM-101620-10
12.0

+0.050
+0.160

14.0 20.0 12.0 1.00 AFM-1214-12
12.0 18.0 24.0 8.0 3.00 AFM-1218-08
12.0 18.0 22.0 10.0 3.00 AFM-1218-10
12.0 18.0 24.0 12.0 3.00 AFM-1218-12
12.0 18.0 22.0 15.0 3.00 AFM-1218-15
12.0 18.0 22.0 20.0 3.00 AFM-1218-20
14.0 20.0 25.0 10.0 3.00 AFM-1420-10
14.0 20.0 25.0 15.0 3.00 AFM-1420-15
14.0 20.0 25.0 20.0 3.00 AFM-1420-20
15.0 21.0 27.0 10.0 3.00 AFM-1521-10
15.0 21.0 27.0 15.0 3.00 AFM-1521-15
15.0 21.0 27.0 20.0 3.00 AFM-1521-20
15.0 21.0 27.0 25.0 3.00 AFM-1521-25
16.0 22.0 28.0 12.0 3.00 AFM-1622-12
16.0 22.0 28.0 15.0 3.00 AFM-1622-15
16.0 22.0 28.0 20.0 3.00 AFM-1622-20
16.0 22.0 28.0 25.0 3.00 AFM-1622-25
18.0 24.0 30.0 12.0 3.00 AFM-1824-12
18.0 24.0 30.0 18.0 3.00 AFM-1824-18
18.0 24.0 30.0 20.0 3.00 AFM-1824-20
18.0 24.0 30.0 30.0 3.00 AFM-1824-30
20.0

+0.065
+0.195

26.0 32.0 15.0 3.00 AFM-2026-15
20.0 26.0 32.0 20.0 3.00 AFM-2026-20
20.0 26.0 32.0 30.0 3.00 AFM-2026-30

iglidur® A200
+80°C
18MPa

Bearing technology | Plain bearing | iglidur® A200

2) Thickness < 0.6mm: Chamfer = 20°

Dimensions according to ISO 2795 and special 
dimensions

Flange bearing (form F)

b2

b1

r m
ax

. 0
.5

d3 d1

f1

30° 

d
2

Chamfer in relation to d1
d1 [mm] Ø 1 – 6 Ø 6 – 12 Ø 12 – 30 Ø > 30
f1 [mm] 0.3 0.5 0.8 1.2

3D CAD, finder and service life calculation ... www.igus.no/A200

3) After press-fit. Testing methods, page 57

Order example: AFM-0103-02 – no minimum order quantity.
A200 iglidur® material F Flange bearing M Metric 01 Inner Ø d1 03 Outer Ø d2 02 Total length b1

d1 d1 d2 d3 b1 b2 Part No.
Tolerance3) d133) h13 h13

[mm] [mm] [mm] [mm] [mm]

22.0

+0.065 
+0.195

28.0 34.0 15.0 3.00 AFM-2228-15
22.0 28.0 34.0 20.0 3.00 AFM-2228-20
22.0 28.0 34.0 30.0 3.00 AFM-2228-30
24.0 30.0 36.0 15.0 3.00 AFM-2430-15
24.0 30.0 36.0 20.0 3.00 AFM-2430-20
24.0 30.0 36.0 30.0 3.00 AFM-2430-30
25.0 32.0 38.0 20.0 4.00 AFM-2532-20
25.0 32.0 38.0 30.0 4.00 AFM-2532-30
25.0 32.0 38.0 40.0 4.00 AFM-2532-40
27.0 34.0 40.0 20.0 4.00 AFM-2734-20
27.0 34.0 40.0 30.0 4.00 AFM-2734-30

d1 d1 d2 d3 b1 b2 Part No.
Tolerance3) d133) h13 h13

[mm] [mm] [mm] [mm] [mm]

27.0

+0.065 
+0.195

34.0 40.0 40.0 4.00 AFM-2734-40
28.0 36.0 42.0 20.0 4.00 AFM-2836-20
28.0 36.0 42.0 30.0 4.00 AFM-2836-30
28.0 36.0 42.0 40.0 4.00 AFM-2836-40
30.0 38.0 44.0 20.0 4.00 AFM-3038-20
30.0 38.0 44.0 30.0 4.00 AFM-3038-30
30.0 38.0 44.0 40.0 4.00 AFM-3038-40
32.0

+0.080 
+0.240

40.0 46.0 20.0 4.00 AFM-3240-20
32.0 40.0 46.0 30.0 4.00 AFM-3240-30
32.0 40.0 46.0 40.0 4.00 AFM-3240-40

iglidur® A200
+80°C
18MPa

Product range

Lubrication-free made easy ... from stock ... no minimum order quantity

3) After press-fit. Testing methods, page 57



When to use it?
 ● When a plain bearing with maximum media resistance is required
 ● When a cost-effective plain bearing with high media resistance is required
 ● When a material compliant in accordance with Regulation (EU) No. 10/2011 is required

"Food" bearing with media resistance 
up to +90°C
Compliant with Regulation (EU) No. 
10/2011 and FDA guidelines
iglidur® A160

When not to use?
 ● When a universal material for the food industry is required
iglidur® A180, iglidur® A181

 ● When a media-resistant plain bearing is required for applications at more than +90°C
iglidur® A500, iglidur® X

 ● When a low-cost material with high wear resistance is required for dry operation
iglidur® R
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"Food" bearing with media resistance  
up to +90°C
Compliant with Regulation (EU) No. 10/2011 
and FDA guidelines 
iglidur® A160 offers maximum media resistance in the medium temperature range and is therefore a true 
low-cost iglidur®. The profile of properties is completed by the suitability for applications in the food industry.
● Compliant with Regulation (EU) No. 10/2011
● FDA-compliant
● High media resistance
● Cost-effective
● Lubrication-free
● Maintenance-free

Typical application areas
● Food industry
● Beverage technology
● Medical technology

Bearing technology | Plain bearing | iglidur® A160

iglidur® A160
+90°C
15MPa

3D CAD, finder and service life calculation ... www.igus.no/A160

Online product finder 
www.igus.no/iglidur-finder

Online service life calculation 
www.igus.no/iglidur-expert

Ø  
6.0 – 20.0mm

Also available 
as:

Bar stock, 
round bar
Page 682

Bar stock, 
plate
Page 685

tribo-tape liner
Page 696

Piston rings
Page 581

Two hole 
flange  
bearings
Page 603

Moulded 
special parts
Page 624

igubal®  
spherical balls
Page 841

iglidur® A160 plain bearings are characterised by extreme 
media resistance at a low cost. Tribologically optimised, the 
material can be used in temperatures up to +90°C and also 
conforms to demands of the food processing sector. The  
profile of properties is completed by the "optical detectability", 
i.e. the blue colour, often required in the industry.

Moisture absorption
Under standard climatic conditions, the moisture absorption  
of iglidur® A160 plain bearings is approximately 0.1% 
weight. The saturation limit submerged in water is also 
approximately 0.1% weight.

Vacuum
In vacuum, any present moisture is released as vapour. Use 
in vacuum is only possible with dehumidified iglidur® A160  
bearings.

Radiation resistance
Plain bearings made from iglidur® A160 are resistant up to 
a radiation intensity of 1 · 10⁵Gy.

Resistance to weathering
iglidur® A160 plain bearings are continuously resistant 
to weathering. The material properties are only slightly 
affected. Possible discolorations are only superficial.

Mechanical properties
With increasing temperatures, the compressive strength of 
iglidur® A160 plain bearings decreases. Diagram 02 shows 
this inverse relationship. The maximum recommended 
surface pressure is a mechanical material parameter. No 
conclusions regarding the tribological properties can be 
drawn from this.
Diagram 03 shows the elastic deformation of iglidur® A160  
at radial loads. Plastic deformation is minimal up to a 
radial load of 15MPa. However, it is also dependent on 
the service time.
Surface pressure, page 41

iglidur® A160
+90°C
15MPa

Lubrication-free made easy ... from stock ... no minimum order quantity

General properties Testing method

Density g/cm³ 1.00
Colour blue
Max. moisture absorption at +23°C and 50% r.h. % weight 0.1 DIN 53495
Max. moisture absorption % weight 0.1
Coefficient of friction, dynamic, against steel µ 0.09 – 0.19
pv value, max. (dry) MPa · m/s 0.25
Mechanical properties
Flexural modulus MPa 1,151 DIN 53457
Flexural strength at +20°C MPa 19 DIN 53452
Compressive strength MPa 37
Max. recommended surface pressure (+20°C) MPa 15
Shore D hardness 60 DIN 53505
Physical and thermal properties
Max. application temperature long-term °C +90
Max. application temperature short-term °C +100
Min. application temperature °C –50
Thermal conductivity W/m · K 0.30 ASTM C 177
Coefficient of thermal expansion (at +23°C) K–1 · 10–5 11 DIN 53752
Electrical properties
Specific contact resistance Ωcm > 1012 DIN IEC 93
Surface resistance Ω > 1012 DIN 53482

Table 01: Material properties

Technical data

–50°C up to 
+90°C

15MPa

FOOD

Descriptive technical specifications

Wear resistance at +23°C – +

Wear resistance at +90°C – +

Wear resistance at +150°C – +

Low coefficient of friction – +

Low moisture absorption – +

Wear resistance under water – +

High media resistance – +

Resistant to edge pressures – +

Suitable for shock and impact loads – +

Resistant to dirt – +
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Permissible surface speeds
iglidur® A160 was developed for low surface speeds. 
Maximum speeds of up to 0.5m/s (rotating) and 2.0m/s 
(linear), respectively, are permissible during continuous dry 
operation. The given values in table 03 indicate the limits 
at which an increase up to the continuous permissible 
temperature occurs. This increase is a result of friction. In 
practice, though, this level is rarely reached, due to varying 
application conditions.
Surface speed, page 44

Temperature
The temperatures prevailing in the bearing system also 
have an influence on the wear. For temperatures over 
+60°C an additional securing is required.
Application temperatures, page 49
Additional securing, page 49

Friction and wear
Coefficient of friction and wear resistance are dependent 
on the application parameters (diagrams 04 and 05). For 
iglidur® A160 plain bearings, altering the coefficient of 
friction µ as a function of surface speed has less effect. 
The coefficient of friction decreases with increasing load. 
Surface finishes (Ra) of the shaft between 0.6 – 0.7µm 
are ideal.
Coefficient of friction and surfaces, page 47
Wear resistance, page 50

Shaft materials
Diagram 06 shows results of testing different shaft materials 
with plain bearings made from iglidur® A160. For rotational 
applications with low loads, the most interesting, media 
and corrosion-resistant shaft materials 304 stainless steel, 
high grade steel and hard-chromed steel reveal themselves 
as particularly good counter partners. On high grade steel 
shafts, however, the wear increases the fastest with the 
load (diagram 06). With Cf53 shafts, the wear in pivoting 
applications is exemplary compared to rotating applications. 
In rotation the wear, as with many other iglidur® materials, 
is higher than when pivoting (diagram 07).
Shaft materials, page 52

Installation tolerances
iglidur® A160 plain bearings are standard bearings for 
shafts with h tolerance (recommended minimum h9). 
The bearings are designed for press-fit into a housing 
machined to a H7 tolerance. After being assembled into a 
nominal size housing, in standard cases the inner diameter 
automatically adjusts to the E10 tolerances.
Testing methods, page 57

Chemicals Resistance
Alcohols +
Diluted acids +
Diluted alkalines +
Fuels + up to 0
Greases, oils without additives +
Hydrocarbons +
Strong acids +
Strong alkalines +

All information given at room temperature [+20°C]

Table 02: Chemical resistance

Chemical table, page 1636

Rotating Oscillating linear
long-term m/s 0.5 0.4 2.0
short-term m/s 0.7 0.6 3.0

Table 03: Maximum surface speeds

Dry Greases Oil Water
Coefficient of friction µ 0.09 – 0.19 0.08 0.03 0.04

Table 04: Coefficient of friction against steel (Ra = 1μm, 

50HRC)

Housing Plain bearing Shaft
Ø d1 [mm] H7 [mm] E10 [mm] h9 [mm]
0 – 3 +0.000 +0.010 +0.014 +0.054 –0.025 +0.000

> 3 – 6 +0.000 +0.012 +0.020 +0.068 –0.030 +0.000

> 6 – 10 +0.000 +0.015 +0.025 +0.083 –0.036 +0.000

> 10 – 18 +0.000 +0.018 +0.032 +0.102 –0.043 +0.000

> 18 – 30 +0.000 +0.021 +0.040 +0.124 –0.052 +0.000

> 30 – 50 +0.000 +0.025 +0.050 +0.150 –0.062 +0.000

> 50 – 80 +0.000 +0.030 +0.060 +0.180 –0.074 +0.000

> 80 – 120 +0.000 +0.035 +0.072 +0.212 –0.087 +0.000

> 120 – 180 +0.000 +0.040 +0.085 +0.245 –0.100 +0.000

Table 05: Important tolerances for plain bearings according 

to ISO 3547-1 after press-fit

iglidur® A160
+90°C
15MPa

Bearing technology | Plain bearing | iglidur® A160

3D CAD, finder and service life calculation ... www.igus.no/A160
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Technical data

iglidur® A160
+90°C
15MPa
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Diagram 02: Maximum recommended surface pressure as a 

function of temperature (15MPa at +20°C)
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Diagram 03: Deformation under pressure and temperature

C
oe

ffi
ci

en
t 

of
 fr

ic
tio

n 
[µ

]

Surface speed [m/s]

Diagram 04: Coefficient of friction as a function of the 

surface speed, p = 1MPa
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Diagram 07: Wear for oscillating and rotating applications 

with shaft material Cf53 hardened and ground steel, as a 

function of the load

Diagram 06: Wear, rotating with different shaft materials, 

pressure, p = 1MPa, v = 0.3m/s
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Diagram 05: Coefficient of friction as a function of the load, 

v = 0.01m/s

Diagram 01: Permissible pv values for iglidur® A160 plain 

bearings with a wall thickness of 1mm, dry operation against 

a steel shaft, at +20°C, mounted in a steel housing
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Lubrication-free made easy ... from stock ... no minimum order quantity
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Ordering note
Our prices are scaled according to order 
quantities, current prices can be found online.

No minimum order value.
No low-quantity surcharges.
Free shipping within Germany for orders 
above €150.

Discount scaling

Available from stock 
Detailed information about delivery time online. 
www.igus.no/24

Online ordering
Including delivery times, prices, online tools 
www.igus.no/A160

1 – 9
10 – 24
25 – 49

50 – 99
100 – 199
200 – 499

500 – 999
1,000 – 2,499
2,500 – 4,999

Ordering note
Our prices are scaled according to order 
quantities, current prices can be found online.

No minimum order value.
No low-quantity surcharges.
Free shipping within Germany for orders 
above €150.

Discount scaling

Available from stock 
Detailed information about delivery time online. 
www.igus.no/24

Online ordering
Including delivery times, prices, online tools 
www.igus.no/A160

1 – 9
10 – 24
25 – 49

50 – 99
100 – 199
200 – 499

500 – 999
1,000 – 2,499
2,500 – 4,999

d1 d1 d2 b1 Part No.
Tolerance3) h13

[mm] [mm] [mm]

6.0 +0.020 +0.068 8.0 6.0 A160SM-0608-06
8.0

+0.025 +0.083
10.0 10.0 A160SM-0810-10

10.0 12.0 10.0 A160SM-1012-10
12.0

+0.032 +0.102
14.0 12.0 A160SM-1214-12

16.0 18.0 15.0 A160SM-1618-15
20.0 +0.040 +0.124 23.0 20.0 A160SM-2023-20

iglidur® A160
+90°C
15MPa

Bearing technology | Plain bearing | iglidur® A160

2) Thickness < 0.6mm: Chamfer = 20°

3) After press-fit. Testing methods, page 57

Dimensions according to ISO 3547-1 and 
special dimensions

Sleeve bearing (form S)

Chamfer in relation to d1

0.5

30°

b1

f1

d2d1

30° 

3D CAD, finder and service life calculation ... www.igus.no/A160

d1 [mm] Ø 6 – 12 Ø 12 – 30
f1 [mm] 0.5 0.8

Order example: A160SM-0608-06 – no minimum order quantity.
A160 iglidur® material S Sleeve bearing M Metric 06 Inner Ø d1 08 Outer Ø d2 06 Total length b1

d1 d1 d2 d3 b1 b2 Part No.
Tolerance3) d133) h13 h13

[mm] [mm] [mm] [mm] [mm]

6.0 +0.020 +0.068 8.0 12.0 6.0 1.00 A160FM-0608-06
8.0

+0.025 +0.083
10.0 15.0 10.0 1.00 A160FM-0810-10

10.0 12.0 18.0 10.0 1.00 A160FM-1012-10
12.0

+0.032 +0.102
14.0 20.0 12.0 1.00 A160FM-1214-12

16.0 18.0 24.0 17.0 1.00 A160FM-1618-17
20.0 +0.040 +0.124 23.0 30.0 21.5 1.50 A160FM-2023-21

Order example: A160FM-0608-06 – no minimum order quantity.
A160 iglidur® material F Flange bearing M Metric 06 Inner Ø d1 08 Outer Ø d2 06 Total length b1

3) After press-fit. Testing methods, page 57

iglidur® A160
+90°C
15MPa

Bearing technology | Plain bearing | iglidur® A160

Lubrication-free made easy ... from stock ... no minimum order quantity

2) Thickness < 0.6mm: Chamfer = 20°

Dimensions according to ISO 3547-1 and 
special dimensions

Flange bearing (form F)

Chamfer in relation to d1

b2

b1

r m
ax

. 0
.5

d3 d1

f1

30° 

d
2

d1 [mm] Ø 6 – 12 Ø 12 – 30
f1 [mm] 0.5 0.8



When to use it?
 ● When a KTW-compliant material is required
 ● When a wear-resistant material for continuous operation in liquid is required

Suitable for contact with  
drinking water
KTW-compliant
iglidur® UW160

When not to use?
 ● When a recurring media-resistant plain bearing with intermittent dry operation is required
iglidur® A160

 ● When a media and temperature-resistant universal plain bearing is required
iglidur® X

 ● When a standard plain bearing is required for use in a moist environment
iglidur® P
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Suitable for contact with drinking water
KTW-compliant 
iglidur® UW160 is tribologically optimised for continuous operation in liquid media. Its superior media 
resistance not only permits uses with potable water contact.
● Suitable for applications in liquids
● Suitable for contact with drinking water (KTW-compliant)
● High media resistance
● Lubrication-free
● Maintenance-free

Typical application areas
● Fluid technology
● Pumps
● Water meters

Bearing technology | Plain bearing | iglidur® UW160

iglidur® 
UW160
+90°C
15MPa

3D CAD, finder and service life calculation ... www.igus.no/UW160

Online product finder 
www.igus.no/iglidur-finder

Online service life calculation 
www.igus.no/iglidur-expert

Ø  
3.0 – 10.0mm

Also available 
as:

Bar stock, 
round bar
Page 683

Bar stock, 
plate
Page 683

tribo-tape liner
Page 691

Piston rings
Page 581

Two hole 
flange  
bearings
Page 603

Moulded 
special parts
Page 624

igubal®  
spherical balls
Page 841

iglidur® UW160 was developed quite specifically with 
regard to maximum wear resistance in media-based 
continuous operation. In such applications, low radial loads 
and medium temperatures usually occur. The suitability 
for contact with drinking water and very good durability 
complete the profile of properties.

Moisture absorption
Under standard climatic conditions, the moisture absorption  
of iglidur® UW160 plain bearings is approximately 0.1% 
weight. The saturation limit in water is 0.1% weight.

Vacuum
In vacuum, any present moisture is released as vapour. Use 
in vacuum is only possible with dehumidified iglidur® UW160  
bearings.

Radiation resistance
Plain bearings made from iglidur® UW160 are resistant up 
to a radiation intensity of 3 · 10²Gy.

Resistance to weathering
iglidur® UW160 plain bearings are continuously resistant 
to weathering. The material properties are only slightly 
affected. Possible discolorations are only superficial.

Mechanical properties
With increasing temperatures, the compressive strength 
of iglidur® UW160 plain bearings decreases. Diagram 
02 shows this inverse relationship. The maximum 
recommended surface pressure is a mechanical material 
parameter. No conclusions regarding the tribological 
properties can be drawn from this.
Diagram 03 shows the elastic deformation of iglidur® UW160  
at radial loads.
Surface pressure, page 41

iglidur® 
UW160
+90°C
15MPa

Lubrication-free made easy ... from stock ... no minimum order quantity

 General properties Testing method

Density g/cm³ 1.04
Colour grey
Max. moisture absorption at +23°C and 50% r.h. % weight 0.1 DIN 53495
Max. moisture absorption % weight 0.1
Coefficient of friction, dynamic, against steel µ 0.17 – 0.31
pv value, max. (dry) MPa · m/s 0.22
Mechanical properties
Flexural modulus MPa 1,349 DIN 53457
Flexural strength at +20°C MPa 22 DIN 53452
Compressive strength MPa 32
Max. recommended surface pressure (+20°C) MPa 15
Shore D hardness 60 DIN 53505
Physical and thermal properties
Max. application temperature long-term °C +90
Max. application temperature short-term °C +100
Min. application temperature °C –50
Thermal conductivity W/m · K 0.50 ASTM C 177
Coefficient of thermal expansion (at +23°C) K–1 · 10–5 18 DIN 53752
Electrical properties
Specific contact resistance Ωcm > 1012 DIN IEC 93
Surface resistance Ω > 1012 DIN 53482

Table 01: Material properties

Technical data

–50°C up to 
+90°C

15MPa

FOOD

Descriptive technical specifications

Wear resistance at +23°C – +

Wear resistance at +90°C – +

Wear resistance at +150°C – +

Low coefficient of friction – +

Low moisture absorption – +

Wear resistance under water – +

High media resistance – +

Resistant to edge pressures – +

Suitable for shock and impact loads – +

Resistant to dirt – +
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Permissible surface speeds
The maximum recommended surface speed is based on 
the friction heat generated at the bearing surface. The 
temperature should only be permitted to increase to a 
value that will ensure a sustainable use of the bearing with 
respect to wear and dimensional integrity. The maximum 
values specified in table 03 are for the dry operation. In 
media-based application, sometimes significantly higher 
speeds are achieved due to reduced heat generation 
depending on the installation.
Surface speed, page 44

Temperature
iglidur® UW160 was developed for use in liquid media 
in the normal and medium temperature range. As in the 
case of all thermoplastics, the compression strength of 
iglidur® UW160 decreases when temperatures rise. The 
temperatures prevailing in the bearing system also have 
an influence on the wear. The wear rises with increasing 
temperatures. For temperatures over +70°C an additional 
securing is required.
Application temperatures, page 49
Additional securing, page 49

Friction and wear
Similar to wear resistance, the coefficient of friction µ also 
changes with the surface speed and load (diagrams 04 and 
05). The influence of surface speed and surface finish of the 
shaft on the friction coefficient is low, but with increasing 
radial load the coefficient of friction decreases significantly, 
mainly in the range of up to 7.5MPa.
Coefficient of friction and surfaces, page 47
Wear resistance, page 50

Shaft materials
Diagram 06 shows results of testing different shaft 
materials with plain bearings made from iglidur® UW160. 
In the example of a rotational movement with radial loads 
of 1MPa and a speed of 0.3m/s, it becomes clear that 
iglidur® UW160 achieves good coefficient of wear with 
the most varied shafts. It is also clear that there are better 
iglidur® materials for dry operation. As with many other 
iglidur® materials in dry operation, diagram 07 shows the 
significantly higher wear in rotation than in pivoting with 
otherwise identical parameters.
Shaft materials, page 52

Installation tolerances
iglidur® UW160 plain bearings are standard bearings for 
shafts with h tolerance (recommended minimum h9). 
The bearings are designed for press-fit into a housing 
machined to a H7 tolerance. After being assembled into a 
nominal size housing, in standard cases the inner diameter 
automatically adjusts to the E10 tolerances.
Testing methods, page 57

Chemicals Resistance
Alcohols +
Diluted acids +
Diluted alkalines +
Fuels + up to 0
Greases, oils without additives +
Hydrocarbons +
Strong acids +
Strong alkalines +

All information given at room temperature [+20°C]

Table 02: Chemical resistance

Chemical table, page 1636

Rotating Oscillating linear
long-term m/s 0.3 0.3 1.0
short-term m/s 0.5 0.4 2.5

Table 03: Maximum surface speeds

Dry Greases Oil Water
Coefficient of friction µ 0.17 – 0.31 0.08 0.03 0.03

Table 04: Coefficient of friction against steel (Ra = 1μm, 

50HRC)

Housing Plain bearing Shaft
Ø d1 [mm] H7 [mm] E10 [mm] h9 [mm]
0 – 3 +0.000 +0.010 +0.014 +0.054 –0.025 +0.000

> 3 – 6 +0.000 +0.012 +0.020 +0.068 –0.030 +0.000

> 6 – 10 +0.000 +0.015 +0.025 +0.083 –0.036 +0.000

> 10 – 18 +0.000 +0.018 +0.032 +0.102 –0.043 +0.000

> 18 – 30 +0.000 +0.021 +0.040 +0.124 –0.052 +0.000

> 30 – 50 +0.000 +0.025 +0.050 +0.150 –0.062 +0.000

> 50 – 80 +0.000 +0.030 +0.060 +0.180 –0.074 +0.000

> 80 – 120 +0.000 +0.035 +0.072 +0.212 –0.087 +0.000

> 120 – 180 +0.000 +0.040 +0.085 +0.245 –0.100 +0.000

Table 05: Important tolerances for plain bearings according 

to ISO 3547-1 after press-fit

iglidur® 
UW160
+90°C
15MPa Bearing technology | Plain bearing | iglidur® UW160

3D CAD, finder and service life calculation ... www.igus.no/UW160
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iglidur® 
UW160
+90°C
15MPa
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Diagram 02: Maximum recommended surface pressure as a 

function of temperature (15MPa at +20°C)
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Diagram 03: Deformation under pressure and temperature
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Diagram 04: Coefficient of friction as a function of the 

surface speed, p = 1MPa
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Diagram 07: Wear for oscillating and rotating applications 

with shaft material Cf53 hardened and ground steel, as a 

function of the load

Diagram 06: Wear, rotating with different shaft materials, 

pressure, p = 1MPa, v = 0.3m/s
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Diagram 05: Coefficient of friction as a function of the load, 

v = 0.01m/s

Diagram 01: Permissible pv values for iglidur® UW160 plain 

bearings with a wall thickness of 1mm, dry operation against 

a steel shaft, at +20°C, mounted in a steel housing
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Lubrication-free made easy ... from stock ... no minimum order quantity
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Ordering note
Our prices are scaled according to order 
quantities, current prices can be found online.

No minimum order value.
No low-quantity surcharges.
Free shipping within Germany for orders 
above €150.

Discount scaling

Available from stock 
Detailed information about delivery time online. 
www.igus.no/24

Online ordering
Including delivery times, prices, online tools 
www.igus.no/UW160

1 – 9
10 – 24
25 – 49

50 – 99
100 – 199
200 – 499

500 – 999
1,000 – 2,499
2,500 – 4,999

Ordering note
Our prices are scaled according to order 
quantities, current prices can be found online.

No minimum order value.
No low-quantity surcharges.
Free shipping within Germany for orders 
above €150.

Discount scaling

Available from stock 
Detailed information about delivery time online. 
www.igus.no/24

Online ordering
Including delivery times, prices, online tools 
www.igus.no/UW160

1 – 9
10 – 24
25 – 49

50 – 99
100 – 199
200 – 499

500 – 999
1,000 – 2,499
2,500 – 4,999

d1 d1 d2 b1 Part No.
Tolerance3) h13

[mm] [mm] [mm]

3.0
+0.014 +0.054

4.0 3.0 UW160SM-0304-03
4.0 5.0 4.0 UW160SM-0405-04
5.0

+0.020 +0.068
7.0 5.0 UW160SM-0507-05

6.0 8.0 6.0 UW160SM-0608-06
8.0

+0.025 +0.083
10.0 10.0 UW160SM-0810-10

10.0 12.0 10.0 UW160SM-1012-10

iglidur® 
UW160
+90°C
15MPa Bearing technology | Plain bearing | iglidur® UW160

2) Thickness < 0.6mm: Chamfer = 20°

3) After press-fit. Testing methods, page 57

Dimensions according to ISO 3547-1 and 
special dimensions

Sleeve bearing (form S)

Chamfer in relation to d1

0.5

30°

b1

f1

d2d1

30° 

3D CAD, finder and service life calculation ... www.igus.no/UW160

d1 [mm] Ø 1 – 6 Ø 6 – 12
f1 [mm] 0.3 0.5

Order example: UW160SM-0304-03 – no minimum order quantity.
UW160 iglidur® material S Sleeve bearing M Metric 03 Inner Ø d1 04 Outer Ø d2 03 Total length b1

d1 d1 d2 d3 b1 b2 Part No.
Tolerance3) d133) h13 h13

[mm] [mm] [mm] [mm] [mm]

3.0
+0.014 +0.054

4.5 7.5 5.0 0.75 UW160FM-0304-05
4.0 5.5 9.5 6.0 0.75 UW160FM-0405-06
5.0

+0.020 +0.068
7.0 11.0 7.0 1.00 UW160FM-0507-07

6.0 8.0 12.0 6.0 1.00 UW160FM-0608-06
8.0

+0.025 +0.083
10.0 14.0 10.0 1.00 UW160FM-0810-10

10.0 12.0 18.0 10.0 1.00 UW160FM-1012-10

Order example: UW160FM-0304-05 – no minimum order quantity.
UW160 iglidur® material F Flange bearing M Metric 03 Inner Ø d1 04 Outer Ø d2 05 Total length b1

3) After press-fit. Testing methods, page 57

iglidur® 
UW160
+90°C
15MPaBearing technology | Plain bearing | iglidur® UW160

Lubrication-free made easy ... from stock ... no minimum order quantity

2) Thickness < 0.6mm: Chamfer = 20°

Dimensions according to ISO 3547-1 and 
special dimensions

Flange bearing (form F)

Chamfer in relation to d1

b2

b1

r m
ax

. 0
.5

d3 d1

f1

30° 

d
2

d1 [mm] Ø 1 – 6 Ø 6 – 12
f1 [mm] 0.3 0.5



When to use it?
 ● When you need a bearing free from non-permitted materials in the tobacco industry
 ● When FDA compliance is required

For the tobacco industry
FDA-compliant
iglidur® T220

When not to use?
 ● When high surface pressures occur
iglidur® Z

 ● When a cost-effective all-round plain bearing is required
iglidur® G, iglidur® M250

 ● When the highest wear resistance at low pressures is required
iglidur® J
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For the tobacco industry
FDA-compliant 
Plain bearings that constitute only materials "recommended" for the tobacco industry. They are free from 
carcinogenic additives like, for instance, PTFE.
● Free from banned ingredients as requested by main manufacturers of tobacco products
● FDA-compliant
● Lubrication-free
● Maintenance-free

Typical application areas
● Tobacco industry

Bearing technology | Plain bearing | iglidur® T220

iglidur® T220
+100°C
40MPa

3D CAD, finder and service life calculation ... www.igus.no/T220

Online product finder 
www.igus.no/iglidur-finder

Online service life calculation 
www.igus.no/iglidur-expert

Ø  
  –  

Also available 
as:

Bar stock, 
round bar
Page 679

Bar stock, 
plate
Page 683

tribo-tape liner
Page 691

Piston rings
Page 581

Two hole 
flange  
bearings
Page 603

Moulded 
special parts
Page 624

igubal®  
spherical balls
Page 841

iglidur® T220 is a special material for applications in the 
tobacco processing industry. It fulfils the demands of the 
tobacco industry (engineering database). The material is 
free of undesirable or banned ingredients, as requested 
by reputed manufacturers from 2004 onward.

Moisture absorption
Under standard climatic conditions, the moisture absorp-
tion of iglidur® T220 plain bearings is approximately 0.3% 
weight. The saturation limit in water is 0.5% weight. 
These values are so low that consideration of expansion 
by moisture absorption is only required under extreme 
circumstances.

Vacuum
In vacuum, any present moisture is released as vapour. Use 
in vacuum is only possible with dehumidified iglidur® T220  
bearings.

Radiation resistance
Plain bearings made from iglidur® T220 are resistant up to 
a radiation intensity of 3 · 10²Gy.

Resistance to weathering
iglidur® T220 plain bearings are resistant to weathering. 
The material properties are slightly affected. Discoloration 
occurs.

Mechanical properties
With increasing temperatures, the compressive strength of 
iglidur® T220 plain bearings decreases. Diagram 02 shows 
this inverse relationship. The maximum recommended 
surface pressure is a mechanical material parameter. No 
conclusions regarding the tribological properties can be 
drawn from this.
iglidur® T220 plain bearings can be stressed up to the 
permitted limit of 40MPa, the elastic deformation is less 
than 2% at room temperature. The permitted load is limited 
by higher temperatures (diagram 03).
Surface pressure, page 41

iglidur® T220
+100°C
40MPa

Lubrication-free made easy ... from stock ... no minimum order quantity

 General properties Testing method

Density g/cm³ 1.28
Colour white
Max. moisture absorption at +23°C and 50% r.h. % weight 0.3 DIN 53495
Max. moisture absorption % weight 0.5
Coefficient of friction, dynamic, against steel µ 0.20 – 0.32
pv value, max. (dry) MPa · m/s 0.28
Mechanical properties
Flexural modulus MPa 1,800 DIN 53457
Flexural strength at +20°C MPa 65 DIN 53452
Compressive strength MPa 55
Max. recommended surface pressure (+20°C) MPa 40
Shore D hardness 76 DIN 53505
Physical and thermal properties
Max. application temperature long-term °C +100
Max. application temperature short-term °C +160
Min. application temperature °C –40
Thermal conductivity W/m · K 0.24 ASTM C 177
Coefficient of thermal expansion (at +23°C) K–1 · 10–5 11 DIN 53752
Electrical properties
Specific contact resistance Ωcm > 1010 DIN IEC 93
Surface resistance Ω > 1010 DIN 53482

Table 01: Material properties

Technical data

–40°C up to 
+100°C

40MPa

FOOD

Descriptive technical specifications

Wear resistance at +23°C – +

Wear resistance at +90°C – +

Wear resistance at +150°C – +

Low coefficient of friction – +

Low moisture absorption – +

Wear resistance under water – +

High media resistance – +

Resistant to edge pressures – +

Suitable for shock and impact loads – +

Resistant to dirt – +
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Permissible surface speeds
The maximum speeds of iglidur® T220 plain bearings when 
rotating continuously is 0.4m/s. The friction and the associated  
temperature increase limit the permissible speeds. From  
this it follows that intermittent service or in linear movements, 
higher speeds can be attained.
Surface speed, page 44

Temperature
The flexibility of the bearings depends on the temperature. 
Even temperatures as low as +60°C lead to a considerable  
increase in flexibility. For temperatures over +50°C an 
additional securing is required.
Application temperatures, page 49
Additional securing, page 49

Friction and wear
By the observance of the tobacco processing industry 
specifications, the coefficient of friction and wear of 
iglidur® T220 plain bearings remain behind those of the 
best iglidur® plain bearings. The coefficient of friction 
decreases with the load and increases only slightly with 
higher speeds.
Coefficient of friction and surfaces, page 47
Wear resistance, page 50

Shaft materials
Diagram 06 shows the test results of iglidur® T220 plain 
bearings running against various shaft materials. Diagram 07  
shows that the bearings react with a heavy increase in 
wear when the load is increased. Therefore care should be 
taken to maintain the loads under 5MPa through adequate 
dimensioning of the bearing.
Shaft materials, page 52

Installation tolerances
iglidur® T220 plain bearings are standard bearings for 
shafts with h tolerance (recommended minimum h9). 
The bearings are designed for press-fit into a housing 
machined to a H7 tolerance. After being assembled into a 
nominal size housing, in standard cases the inner diameter 
automatically adjusts to the E10 tolerances. For particular 
dimensions the tolerance differs depending on the wall 
thickness (please see product range table).
Testing methods, page 57

Chemicals Resistance
Alcohols +
Diluted acids 0
Diluted alkalines –
Fuels +
Greases, oils without additives +
Hydrocarbons –
Strong acids –
Strong alkalines –

All information given at room temperature [+20°C]

Table 02: Chemical resistance

Chemical table, page 1636

Rotating Oscillating linear
long-term m/s 0.4 0.3 1.0
short-term m/s 1.0 0.7 2.0

Table 03: Maximum surface speeds

Dry Greases Oil Water
Coefficient of friction µ 0.20 – 0.32 0.09 0.04 0.04

Table 04: Coefficient of friction against steel (Ra = 1μm, 

50HRC)

Housing Plain bearing Shaft
Ø d1 [mm] H7 [mm] E10 [mm] h9 [mm]
0 – 3 +0.000 +0.010 +0.014 +0.054 –0.025 +0.000

> 3 – 6 +0.000 +0.012 +0.020 +0.068 –0.030 +0.000

> 6 – 10 +0.000 +0.015 +0.025 +0.083 –0.036 +0.000

> 10 – 18 +0.000 +0.018 +0.032 +0.102 –0.043 +0.000

> 18 – 30 +0.000 +0.021 +0.040 +0.124 –0.052 +0.000

> 30 – 50 +0.000 +0.025 +0.050 +0.150 –0.062 +0.000

> 50 – 80 +0.000 +0.030 +0.060 +0.180 –0.074 +0.000

> 80 – 120 +0.000 +0.035 +0.072 +0.212 –0.087 +0.000

> 120 – 180 +0.000 +0.040 +0.085 +0.245 –0.100 +0.000

Table 05: Important tolerances for plain bearings according 

to ISO 3547-1 after press-fit

iglidur® T220 plain bearings are manufactured to special 
order.

iglidur® T220
+100°C
40MPa

Bearing technology | Plain bearing | iglidur® T220

3D CAD, finder and service life calculation ... www.igus.no/T220
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iglidur® T220
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Diagram 02: Maximum recommended surface pressure as a 

function of temperature (40MPa at +20°C)
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Diagram 03: Deformation under pressure and temperature
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Diagram 04: Coefficient of friction as a function of the 

surface speed, p = 0.75MPa
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Diagram 07: Wear for oscillating and rotating applications 

with shaft material Cf53 hardened and ground steel, as a 

function of the load

Diagram 06: Wear, rotating with different shaft materials, 

pressure, p = 1MPa, v = 0.3m/s
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Diagram 05: Coefficient of friction as a function of the load, 

v = 0.01m/s

Diagram 01: Permissible pv values for iglidur® T220 plain 

bearings with a wall thickness of 1mm, dry operation against 

a steel shaft, at +20°C, mounted in a steel housing
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Lubrication-free made easy ... from stock ... no minimum order quantity
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Plain bearing materials for  
heavy-duty applications
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Bearing technology | Plain bearing | iglidur®

Plain bearing materials for heavy-duty applications 

The iglidur® plain bearings for high loads combine high wear resistance and the ability to withstand high (static) loads, 
impacts and edge loads.
Within these properties they all have their own special strengths. High load means radial surface pressure starting from 
30MPa up to more than 100MPa (100MPa means 1,000kg on a 10 x 10mm plain bearing).

3D CAD, finder and service life calculation ... www.igus.no/Q2

iglidur® Q2
The durable heavy-duty bearing

Temperature [°C] 123) +130 – +

Surface pressure [MPa] 124) 120 – +

Coefficient of friction [µ] 125) 0.17 – +

Wear [µm/km] 125) 1.50 – +

Price index – +

iglidur® Q2E
Cost-effective heavy-duty bearing

Temperature [°C] 123) +100 – +

Surface pressure [MPa] 124) 135 – +

Coefficient of friction [µ] 125) 0.17 – +

Wear [µm/km] 125) 1.50 – +

Price index – +

iglidur® Q
The peak of stability

Temperature [°C] 123) +135 – +

Surface pressure [MPa] 124) 100 – +

Coefficient of friction [µ] 125) 0.19 – +

Wear [µm/km] 125) 1.90 – +

Price index – +

iglidur® Q290
Heavy-duty on soft shafts

Temperature [°C] 123) +140 – +

Surface pressure [MPa] 124) 55 – +

Coefficient of friction [µ] 125) 0.12 – +

Wear [µm/km] 125) 0.48 – +

Price index – +

123) max. long-term application temperature  124) max. recommended surface pressure at +20°C  125) best combination for p = 1MPa, 

v = 0.3m/s, rotating

Online product finder 
www.igus.no/iglidur-finder

Online service life calculation 
www.igus.no/iglidur-expert

High loads

iglidur® TX1
The heavy-duty bearing  
for up to 200MPa static and 
140MPa dynamic

Temperature [°C] 123) +120 – +

Surface pressure [MPa] 124) 200 – +

Coefficient of friction [µ] 125) 0.37 – +

Wear [µm/km] 125) 7.10 – +

Price index – +

Lubrication-free made easy ... from stock ... no minimum order quantity 



When to use it?
 ● When high dynamic loads occur
 ● When dirt occurs in addition to high shock and impact loads
 ● For highly loaded pivoting movements

The durable heavy-duty bearing
Combined wear resistance and 
compressive strength at high loads
iglidur® Q2

When not to use?
 ● When only static loads occur
iglidur® X, iglidur® H2

 ● When high pv values occur in conjunction with high speeds
iglidur® Z

 ● When a cost-effective all-round plain bearing is required
iglidur® G

 ● When soft shafts are in use
iglidur® W300
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The durable heavy-duty bearing
Combined wear resistance and compressive 
strength at high loads 
Where previous iglidur® bearing solutions are limited within the scope of extreme loads and strong impact 
forces, the iglidur® Q2 starts. Made for heavy-duty pivoting applications under extreme conditions.
● Wear-resistant
● Good price-performance ratio
● Lubrication-free
● Maintenance-free
● High rigidity
● Suitable for high loads

Typical application areas
● Agricultural engineering
● Utility and construction vehicles
● Mechanical engineering

Bearing technology | Plain bearing | iglidur® Q2

iglidur® Q2
+130°C
120MPa

3D CAD, finder and service life calculation ... www.igus.no/Q2

Online product finder 
www.igus.no/iglidur-finder

Online service life calculation 
www.igus.no/iglidur-expert

Ø  
4.0 – 
120.0mm

Descriptive technical specifications

Wear resistance at +23°C – +

Wear resistance at +90°C – +

Wear resistance at +150°C – +

Low coefficient of friction – +

Low moisture absorption – +

Wear resistance under water – +

High media resistance – +

Resistant to edge pressures – +

Suitable for shock and impact loads – +

Resistant to dirt – +

Also available 
as:

Bar stock, 
round bar
Page 685

Bar stock, 
plate
Page 683

tribo-tape liner
Page 691

Piston rings
Page 584

Two hole 
flange  
bearings
Page 603

Moulded 
special parts
Page 624

igubal®  
spherical balls
Page 841

iglidur® Q2 plain bearings represent high load capacities  
and good abrasion resistance at high loads. The price- 
performance ratio is outstanding. Solid lubricants reduce 
the coefficient of friction and improve the resistance to 
wear, which was markedly improved as compared to other 
iglidur® plain bearings, especially for heavily loaded pivoting 
applications.

Moisture absorption
Under standard climatic conditions, the moisture absorption  
of iglidur® Q2 plain bearings is approximately 1.1% weight. 
The saturation limit in water is 4.6% weight. This must be 
taken into account for these types of applications.

Vacuum
In vacuum, any present moisture is released as vapour. 
The use in vacuum is only possible to a limited extent.

Radiation resistance
Plain bearings made from iglidur® Q2 are resistant up to a 
radiation intensity of 3 · 10²Gy.

Resistance to weathering
iglidur® Q2 plain bearings are continuously resistant 
to weathering. The material properties are only slightly 
affected. Possible discolorations are only superficial.

Mechanical properties
With increasing temperatures, the compressive strength 
of iglidur® Q2 plain bearings decreases. Diagram 02 
shows this inverse relationship. However, at the long-term 
maximum temperature of +130°C the permissible surface 
pressure is around 20MPa. The maximum recommended 
surface pressure is a mechanical material parameter. No 
conclusions regarding the tribological properties can be 
drawn from this.
Diagram 03 shows the elastic deformation of iglidur® Q2 
at radial loads.
Surface pressure, page 41

iglidur® Q2
+130°C
120MPa

Lubrication-free made easy ... from stock ... no minimum order quantity

 General properties Testing method

Density g/cm³ 1.46
Colour beige-brown
Max. moisture absorption at +23°C and 50% r.h. % weight 1.1 DIN 53495
Max. moisture absorption % weight 4.6
Coefficient of friction, dynamic, against steel µ 0.22 – 0.42
pv value, max. (dry) MPa · m/s 0.70
Mechanical properties
Flexural modulus MPa 8,370 DIN 53457
Flexural strength at +20°C MPa 240 DIN 53452
Compressive strength MPa 130
Max. recommended surface pressure (+20°C) MPa 120
Shore D hardness 80 DIN 53505
Physical and thermal properties
Max. application temperature long-term °C +130
Max. application temperature short-term °C +200
Min. application temperature °C –40
Thermal conductivity W/m · K 0.24 ASTM C 177
Coefficient of thermal expansion (at +23°C) K–1 · 10–5 8 DIN 53752
Electrical properties
Specific contact resistance Ωcm > 1013 DIN IEC 93
Surface resistance Ω > 1011 DIN 53482

Table 01: Material properties

Technical data

–40°C up to 
+130°C

120MPa

FOOD
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Permissible surface speeds
Typical applications for iglidur® Q2 plain bearings are 
pivoting movements under high loads at comparatively low 
speeds. However, relatively high speeds are still attainable.  
The speeds stated in table 03 are limit values for the lowest 
bearing loads. With higher loads, the permitted speed 
drops with the extent of the load due to the limitations 
by the pv value.
Surface speed, page 44

Temperature
iglidur® Q2 is a very temperature-stable material. The 
long-term upper temperature limit of +130°C permits the 
broad use in applications typical for the agricultural, utility 
vehicle or construction equipment sectors. With increasing 
temperatures, the compressive strength of iglidur® Q2 
plain bearings decreases. For temperatures over +70°C 
an additional securing is required. When considering 
temperatures, the additional frictional heat in the bearing 
system must be taken into account.
Application temperatures, page 49
Additional securing, page 49

Friction and wear
iglidur® Q2 has a low coefficient of friction. Please note that 
a sliding surface with a rough surface finish will increase the 
friction. The highest coefficient of friction occur at Ra = 1μm. 
Surface finishes (Ra) of the shaft between 0.1 – 0.4µm are 
ideal. Furthermore, the coefficient of friction of iglidur® Q2 
plain bearings largely depends on the speed and load. As 
the surface speed increases, the coefficient of friction will 
quickly increase as well. However, as the load is reduced, 
the coefficient of friction initially drops significantly, then 
moderately.
Coefficient of friction and surfaces, page 47
Wear resistance, page 50

Shaft materials
In high load applications, we generally recommend the use 
of hardened shafts. Furthermore, even at low to medium 
loads, iglidur® Q2 will attain increased service life with 
"hard" shafts as compared to "soft" shafts. But for low 
load applications, the results are outstanding with free 
cutting steel as well. For high loads, the wear in pivoting 
applications is much lower than for rotation. If the shaft 
material you plan on using is not shown in these test 
results, please contact us.
Shaft materials, page 52

Installation tolerances
iglidur® Q2 plain bearings are standard bearings for 
shafts with h tolerance (recommended minimum h9). 
The bearings are designed for press-fit into a housing 
machined to a H7 tolerance. After being assembled into a 
nominal size housing, in standard cases the inner diameter 
automatically adjusts to the E10 tolerances. For particular 
dimensions the tolerance differs depending on the wall 
thickness (please see product range table).
Testing methods, page 57

Chemicals Resistance
Alcohols +
Diluted acids 0 up to –
Diluted alkalines +
Fuels +
Greases, oils without additives +
Hydrocarbons +
Strong acids –
Strong alkalines 0

All information given at room temperature [+20°C]

Table 02: Chemical resistance

Chemical table, page 1636

Rotating Oscillating linear
long-term m/s 1.0 0.7 4.0
short-term m/s 2.0 1.4 5.0

Table 03: Maximum surface speeds

Dry Greases Oil Water
Coefficient of friction µ 0.22 – 0.42 0.09 0.04 0.04

Table 04: Coefficient of friction against steel (Ra = 1μm, 

50HRC)

Housing Plain bearing Shaft
Ø d1 [mm] H7 [mm] E10 [mm] h9 [mm]
0 – 3 +0.000 +0.010 +0.014 +0.054 –0.025 +0.000

> 3 – 6 +0.000 +0.012 +0.020 +0.068 –0.030 +0.000

> 6 – 10 +0.000 +0.015 +0.025 +0.083 –0.036 +0.000

> 10 – 18 +0.000 +0.018 +0.032 +0.102 –0.043 +0.000

> 18 – 30 +0.000 +0.021 +0.040 +0.124 –0.052 +0.000

> 30 – 50 +0.000 +0.025 +0.050 +0.150 –0.062 +0.000

> 50 – 80 +0.000 +0.030 +0.060 +0.180 –0.074 +0.000

> 80 – 120 +0.000 +0.035 +0.072 +0.212 –0.087 +0.000

> 120 – 180 +0.000 +0.040 +0.085 +0.245 –0.100 +0.000

Table 05: Important tolerances for plain bearings according 

to ISO 3547-1 after press-fit

iglidur® Q2
+130°C
120MPa

Bearing technology | Plain bearing | iglidur® Q2

3D CAD, finder and service life calculation ... www.igus.no/Q2
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Diagram 03: Deformation under pressure and temperature
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Diagram 04: Coefficient of friction as a function of the 

surface speed, p = 0.75MPa
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Diagram 07: Wear for oscillating and rotating applications 

with shaft material Cf53 hardened and ground steel, as a 

function of the load

Diagram 06: Wear, pivoting with different shaft materials, 

pressure p = 45MPa, v = 0.01m/s
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Diagram 05: Coefficient of friction as a function of the load, 

v = 0.01m/s

Diagram 01: Permissible pv values for iglidur® Q2 plain 

bearings with a wall thickness of 1mm, dry operation against 

a steel shaft, at +20°C, mounted in a steel housing
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Ordering note
Our prices are scaled according to order 
quantities, current prices can be found online.

No minimum order value.
No low-quantity surcharges.
Free shipping within Germany for orders 
above €150.

Discount scaling

Available from stock 
Detailed information about delivery time online. 
www.igus.no/24

Online ordering
Including delivery times, prices, online tools 
www.igus.no/Q2

1 – 9
10 – 24
25 – 49

50 – 99
100 – 199
200 – 499

500 – 999
1,000 – 2,499
2,500 – 4,999

d1 d1 d2 b1 Part No.
Tolerance3) h13

[mm] [mm] [mm]

4.0

+0.020 
+0.068

5.5 4.0 Q2SM-0405-04
4.0 5.5 6.0 Q2SM-0405-06
5.0 7.0 5.0 Q2SM-0507-05
5.0 7.0 10.0 Q2SM-0507-10
6.0 8.0 6.0 Q2SM-0608-06
6.0 8.0 8.0 Q2SM-0608-08
6.0 8.0 10.0 Q2SM-0608-10
8.0

+0.025 
+0.083

10.0 8.0 Q2SM-0810-08
8.0 10.0 10.0 Q2SM-0810-10
8.0 10.0 12.0 Q2SM-0810-12
10.0 12.0 8.0 Q2SM-1012-08
10.0 12.0 10.0 Q2SM-1012-10
10.0 12.0 12.0 Q2SM-1012-12
10.0 12.0 15.0 Q2SM-1012-15
10.0 12.0 20.0 Q2SM-1012-20
12.0

+0.032 
+0.102

14.0 10.0 Q2SM-1214-10
12.0 14.0 12.0 Q2SM-1214-12
12.0 14.0 15.0 Q2SM-1214-15
12.0 14.0 20.0 Q2SM-1214-20
13.0 15.0 10.0 Q2SM-1315-10
13.0 15.0 20.0 Q2SM-1315-20
14.0 16.0 15.0 Q2SM-1416-15
14.0 16.0 20.0 Q2SM-1416-20
14.0 16.0 25.0 Q2SM-1416-25
15.0 17.0 15.0 Q2SM-1517-15
15.0 17.0 20.0 Q2SM-1517-20
15.0 17.0 25.0 Q2SM-1517-25
16.0 18.0 15.0 Q2SM-1618-15
16.0 18.0 20.0 Q2SM-1618-20

d1 d1 d2 b1 Part No.
Tolerance3) h13

[mm] [mm] [mm]

16.0
+0.032 
+0.102

18.0 25.0 Q2SM-1618-25
18.0 20.0 15.0 Q2SM-1820-15
18.0 20.0 20.0 Q2SM-1820-20
18.0 20.0 25.0 Q2SM-1820-25
20.0

+0.040 
+0.124

23.0 10.0 Q2SM-2023-10
20.0 23.0 15.0 Q2SM-2023-15
20.0 23.0 20.0 Q2SM-2023-20
20.0 23.0 25.0 Q2SM-2023-25
20.0 23.0 30.0 Q2SM-2023-30
22.0 25.0 15.0 Q2SM-2225-15
22.0 25.0 20.0 Q2SM-2225-20
22.0 25.0 25.0 Q2SM-2225-25
22.0 25.0 30.0 Q2SM-2225-30
24.0 27.0 15.0 Q2SM-2427-15
24.0 27.0 20.0 Q2SM-2427-20
24.0 27.0 25.0 Q2SM-2427-25
24.0 27.0 30.0 Q2SM-2427-30
25.0 28.0 15.0 Q2SM-2528-15
25.0 28.0 20.0 Q2SM-2528-20
25.0 28.0 25.0 Q2SM-2528-25
25.0 28.0 30.0 Q2SM-2528-30
28.0 32.0 30.0 Q2SM-2832-30
30.0 34.0 20.0 Q2SM-3034-20
30.0 34.0 25.0 Q2SM-3034-25
30.0 34.0 30.0 Q2SM-3034-30
30.0 34.0 40.0 Q2SM-3034-40
30.0 35.0 40.0 Q2SM-3035-40
32.0 +0.050 

+0.150
36.0 20.0 Q2SM-3236-20

32.0 36.0 30.0 Q2SM-3236-30

iglidur® Q2
+130°C
120MPa

Bearing technology | Plain bearing | iglidur® Q2

2) Thickness < 0.6mm: Chamfer = 20°

Dimensions according to ISO 3547-1 and 
special dimensions

Sleeve bearing (form S)

0.5

30°

b1

f1

d2d1

30° 

Chamfer in relation to d1
d1 [mm] Ø 1 – 6 Ø 6 – 12 Ø 12 – 30 Ø > 30
f1 [mm] 0.3 0.5 0.8 1.2

3D CAD, finder and service life calculation ... www.igus.no/Q2

3) After press-fit. Testing methods, page 57

Order example: Q2SM-0405-04 – no minimum order quantity.
Q2 iglidur® material S Sleeve bearing M Metric 04 Inner Ø d1 05 Outer Ø d2 04 Total length b1

d1 d1 d2 b1 Part No.
Tolerance3) h13

[mm] [mm] [mm]

32.0

+0.050 
+0.150

36.0 40.0 Q2SM-3236-40
32.0 40.0 40.0 Q2SM-3240-40
35.0 39.0 20.0 Q2SM-3539-20
35.0 39.0 30.0 Q2SM-3539-30
35.0 39.0 40.0 Q2SM-3539-40
35.0 39.0 50.0 Q2SM-3539-50
40.0 44.0 20.0 Q2SM-4044-20
40.0 44.0 30.0 Q2SM-4044-30
40.0 44.0 40.0 Q2SM-4044-40
40.0 44.0 50.0 Q2SM-4044-50
45.0 50.0 20.0 Q2SM-4550-20
45.0 50.0 30.0 Q2SM-4550-30

d1 d1 d2 b1 Part No.
Tolerance3) h13

[mm] [mm] [mm]

45.0

+0.050 
+0.150

50.0 40.0 Q2SM-4550-40
45.0 50.0 50.0 Q2SM-4550-50
50.0 55.0 20.0 Q2SM-5055-20
50.0 55.0 30.0 Q2SM-5055-30
50.0 55.0 40.0 Q2SM-5055-40
50.0 55.0 50.0 Q2SM-5055-50
50.0 55.0 60.0 Q2SM-5055-60
60.0

+0.060 
+0.180

65.0 60.0 Q2SM-6065-60
65.0 70.0 60.0 Q2SM-6570-60
70.0 75.0 60.0 Q2SM-7075-60
75.0 80.0 40.0 Q2SM-7580-40

iglidur® Q2
+130°C
120MPa

Product range

Lubrication-free made easy ... from stock ... no minimum order quantity

3) After press-fit. Testing methods, page 57
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d1 d1 d2 d3 b1 b2 Part No.
Tolerance3) d133) h13 h13

[mm] [mm] [mm] [mm] [mm]

5.0
+0.020
+0.068

7.0 11.0 5.0 1.00 Q2FM-0507-05
6.0 8.0 12.0 4.0 1.00 Q2FM-0608-04
6.0 8.0 12.0 6.0 1.00 Q2FM-0608-06
6.0 8.0 12.0 8.0 1.00 Q2FM-0608-08
8.0

+0.025
+0.083

10.0 15.0 3.0 1.00 Q2FM-0810-03
8.0 10.0 15.0 5.5 1.00 Q2FM-0810-05
8.0 10.0 15.0 7.5 1.00 Q2FM-0810-07
8.0 10.0 15.0 9.5 1.00 Q2FM-0810-09
8.0 10.0 15.0 10.0 1.00 Q2FM-0810-10
10.0 12.0 18.0 7.0 1.00 Q2FM-1012-07
10.0 12.0 18.0 9.0 1.00 Q2FM-1012-09
10.0 12.0 18.0 10.0 1.00 Q2FM-1012-10
10.0 12.0 18.0 12.0 1.00 Q2FM-1012-12
10.0 12.0 18.0 17.0 1.00 Q2FM-1012-17
12.0

+0.032
+0.102

14.0 20.0 7.0 1.00 Q2FM-1214-07
12.0 14.0 20.0 9.0 1.00 Q2FM-1214-09
12.0 14.0 20.0 12.0 1.00 Q2FM-1214-12
12.0 14.0 20.0 17.0 1.00 Q2FM-1214-17
14.0 16.0 22.0 5.0 1.00 Q2FM-1416-05
14.0 16.0 22.0 12.0 1.00 Q2FM-1416-12
14.0 16.0 22.0 17.0 1.00 Q2FM-1416-17
15.0 17.0 23.0 9.0 1.00 Q2FM-1517-09
15.0 17.0 23.0 12.0 1.00 Q2FM-1517-12
15.0 17.0 23.0 17.0 1.00 Q2FM-1517-17
16.0 18.0 24.0 12.0 1.00 Q2FM-1618-12
16.0 18.0 24.0 17.0 1.00 Q2FM-1618-17
18.0 20.0 26.0 12.0 1.00 Q2FM-1820-12

d1 d1 d2 d3 b1 b2 Part No.
Tolerance3) d133) h13 h13

[mm] [mm] [mm] [mm] [mm]

18.0 +0.032 
+0.102

20.0 26.0 17.0 1.00 Q2FM-1820-17
18.0 20.0 26.0 22.0 1.00 Q2FM-1820-22
20.0

+0.040
+0.124

23.0 30.0 11.5 1.50 Q2FM-2023-11
20.0 23.0 30.0 12.0 1.50 Q2FM-2023-12
20.0 23.0 30.0 16.5 1.50 Q2FM-2023-16
20.0 23.0 30.0 21.5 1.50 Q2FM-2023-21
25.0 28.0 35.0 11.5 1.50 Q2FM-2528-11
25.0 28.0 35.0 16.5 1.50 Q2FM-2528-16
25.0 28.0 35.0 21.5 1.50 Q2FM-2528-21
30.0 34.0 42.0 16.0 2.00 Q2FM-3034-16
30.0 34.0 42.0 26.0 2.00 Q2FM-3034-26
30.0 34.0 42.0 37.0 2.00 Q2FM-3034-37
30.0 34.0 42.0 40.0 2.00 Q2FM-3034-40
35.0

+0.050
+0.150

39.0 47.0 16.0 2.00 Q2FM-3539-16
35.0 39.0 47.0 26.0 2.00 Q2FM-3539-26
35.0 39.0 47.0 40.0 2.00 Q2FM-3539-40
40.0 44.0 52.0 30.0 2.00 Q2FM-4044-30
40.0 44.0 52.0 40.0 2.00 Q2FM-4044-40
45.0 50.0 58.0 50.0 2.00 Q2FM-4550-50
50.0 55.0 63.0 10.0 2.00 Q2FM-5055-10
50.0 55.0 63.0 50.0 2.00 Q2FM-5055-50
60.0 +0.060 

+0.180
65.0 73.0 60.0 2.00 Q2FM-6065-60

80.0 85.0 93.0 100.0 2.50 Q2FM-8085-100

100.0
+0.072
+0.212

105.0 125.0 90.0 2.50
Q2FM-
100105125-90

120.0
+0.085
+0.245

125.0 145.0 90.0 2.50
Q2FM-
120125145-90

iglidur® Q2
+130°C
120MPa

Bearing technology | Plain bearing | iglidur® Q2

2) Thickness < 0.6mm: Chamfer = 20°

Dimensions according to ISO 3547-1 and 
special dimensions

Flange bearing (form F)

b2

b1

r m
ax

. 0
.5

d3 d1

f1

30° 

d
2

Chamfer in relation to d1
d1 [mm] Ø 1 – 6 Ø 6 – 12 Ø 12 – 30 Ø > 30
f1 [mm] 0.3 0.5 0.8 1.2

3D CAD, finder and service life calculation ... www.igus.no/Q2

3) After press-fit. Testing methods, page 57

Order example: Q2FM-0507-05 – no minimum order quantity.
Q2 iglidur® material F Flange bearing M Metric 05 Inner Ø d1 07 Outer Ø d2 05 Total length b1

When to use it?
 ● When a wear-resistant plain bearing at loads up to 130MPa is required
 ● When a robust and dirt-resistant plain bearing is required
 ● When a plain bearing with dimensional stability is required.

Cost-effective heavy-duty bearing
Robust and dimensionally stable 
iglidur® Q2E

When not to use?
 ● When a plain bearing with the highest possible media resistance is required
iglidur® X

 ● With high rotational speeds
iglidur® J, iglidur® L250

 ● When a universal standard plain bearing for occasional movements is required
iglidur® G
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Cost-effective heavy-duty bearing
Robust and dimensionally stable 
With extreme loads, even high-tech polymers reach their limits. Therefore iglidur® Q2E offers a completely 
new multi-component design and is able to carry extreme loads. In addition, thanks to optimised injection 
moulding technology, it is more cost-effective than comparable fibre composites.
● Lubrication-free
● Wear-resistant up to 130MPa dynamic load
● Resistant to dirt
● Corrosion-free

Typical application areas
● Agricultural machinery
● Construction machinery industry
● Utility and construction vehicles
● Hoisting technology

Bearing technology | Plain bearing | iglidur® Q2E

iglidur® Q2E
+100°C
135MPa

3D CAD, finder and service life calculation ... www.igus.no/Q2E

Online product finder 
www.igus.no/iglidur-finder

Online service life calculation 
www.igus.no/iglidur-expert

Ø  
20.0 – 
60.0mm

Descriptive technical specifications

Wear resistance at +23°C – +

Wear resistance at +90°C – +

Wear resistance at +150°C – +

Low coefficient of friction – +

Low moisture absorption – +

Wear resistance under water – +

High media resistance – +

Resistant to edge pressures – +

Suitable for shock and impact loads – +

Resistant to dirt – +

Also available 
as:

Bar stock, 
round bar
Page 657

Bar stock, 
plate
Page 683

tribo-tape liner
Page 691

Piston rings
Page 581

Two hole 
flange  
bearings
Page 603

Moulded 
special parts
Page 624

igubal®  
spherical balls
Page 841

The iglidur® Q2E plain bearings defy dirt at the heaviest 
loads due to their robust design.

Moisture absorption
Under standard climatic conditions, the moisture absorption  
of iglidur® Q2E plain bearings is approximately 1.5% 
weight. The saturation limit in water is 5.0% weight. This 
must be taken into account for these types of applications.

Vacuum
In vacuum, any present moisture is released as vapour. 
The use in vacuum is only possible to a limited extent.

Radiation resistance
Plain bearings made from iglidur® Q2E are resistant up to 
a radiation intensity of 3 · 10²Gy.

Resistance to weathering
iglidur® Q2E plain bearings have not yet been tested for 
their resistance to weathering. Please consult igus® if 
you‘re planning to use them outdoors.

Mechanical properties
With increasing temperatures, the compressive strength of 
iglidur® Q2E plain bearings decreases. Diagram 02 shows 
this inverse relationship. The maximum recommended 
surface pressure is a mechanical material parameter. No 
conclusions regarding the tribological properties can be 
drawn from this.
Diagram 03 shows the elastic deformation of iglidur® Q2E 
at radial loads.
Surface pressure, page 41

Permissible surface speeds
Typical applications for iglidur® Q2E plain bearings are 
pivoting movements under high loads at comparatively low 
speeds. However, relatively high speeds are still attainable. 
The speeds stated in table 03 are limit values for the lowest 
bearing loads. With higher loads, the permitted speed 
drops with the extent of the load due to the limitations 
by the pv value.
Surface speed, page 44

iglidur® Q2E
+100°C
135MPa

Lubrication-free made easy ... from stock ... no minimum order quantity

 General properties Testing method

Density g/cm³ 1.46 – 1.69
Colour beige-brown
Max. moisture absorption at +23°C and 50% r.h. % weight 1.5 DIN 53495
Max. moisture absorption % weight 5.0
Coefficient of friction, dynamic, against steel µ 0.22 – 0.42
pv value, max. (dry) MPa · m/s 0.70
Mechanical properties
Flexural modulus MPa n.s. DIN 53457
Flexural strength at +20°C171) MPa 235 DIN 53452
Compressive strength MPa n.s.
Max. recommended surface pressure (+20°C) MPa 135
Shore D hardness 80 DIN 53505
Physical and thermal properties
Max. application temperature long-term °C +100
Max. application temperature short-term °C +140
Min. application temperature °C –30
Thermal conductivity n.s.
Coefficient of thermal expansion (at +23°C) n.s.
Electrical properties
Specific contact resistance Ωcm > 1012 DIN IEC 93
Surface resistance Ω > 1012 DIN 53482
171) Valid for the outer shell of the bearing

Table 01: Material properties

Technical data

–30°C up to 
+100°C

135MPa

FOOD
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Temperature
iglidur® Q2E is a very temperature-stable material. The 
long- term upper temperature limit of +100°C permits the 
broad use in applications typical for the agricultural, utility 
vehicle or construction equipment sectors. With increasing 
temperatures, the compressive strength of iglidur® Q2E 
plain bearings decreases. For temperatures over +75°C  
an additional securing is required. When considering 
temperatures, the additional frictional heat in the bearing 
system must be taken into account.
Application temperatures, page 49
Additional securing, page 49

Friction and wear
The coefficient of friction alters similarly to the wear resistance  
with increasing load and surface speed (diagrams 04 and 05).
Coefficient of friction and surfaces, page 47
Wear resistance, page 50

Shaft materials
In high load applications, we generally recommend the use 
of hardened shafts. Furthermore, even at low to medium 
loads, iglidur® Q2E will attain increased service life with 
"hard" shafts as compared to "soft" shafts. But for low load 
applications, the results are outstanding with free cutting 
steel as well. For high loads, the wear in pivoting applications 
is much lower than for rotation. If the shaft material you 
plan on using is not shown in these test results, please 
contact us.
Shaft materials, page 52

Installation tolerances
iglidur® Q2E plain bearings are standard bearings for 
shafts with h tolerance (recommended minimum h9). The 
bearings are designed for press-fit into a housing machined 
to a H7 tolerance. The tolerances are based on class E11. 
After installing in a nominal size housing, the inner diameter 
of the bearings is adjusted according to the specifications 
in the product range.
Testing methods, page 57

Chemicals Resistance
Alcohols +
Diluted acids 0 up to –
Diluted alkalines +
Fuels +
Greases, oils without additives +
Hydrocarbons +
Strong acids –
Strong alkalines 0

All information given at room temperature [+20°C]

Table 02: Chemical resistance

Chemical table, page 1636

Rotating Oscillating linear
long-term m/s 1.0 0.7 4.0
short-term m/s 2.0 1.4 5.0

Table 03: Maximum surface speeds

Dry Greases Oil Water
Coefficient of friction µ 0.22 – 0.42 0.09 0.04 0.04

Table 04: Coefficient of friction against steel (Ra = 1μm, 

50HRC)

Housing Plain bearing Shaft
Ø d1 [mm] H7 [mm] E11 [mm] h9 [mm]
0 – 3 +0.000 +0.010 +0.014 +0.074 –0.025 +0.000

> 3 – 6 +0.000 +0.012 +0.020 +0.095 –0.030 +0.000

> 6 – 10 +0.000 +0.015 +0.025 +0.115 –0.036 +0.000

> 10 – 18 +0.000 +0.018 +0.032 +0.142 –0.043 +0.000

> 18 – 30 +0.000 +0.021 +0.040 +0.170 –0.052 +0.000

> 30 – 50 +0.000 +0.025 +0.050 +0.210 –0.062 +0.000

> 50 – 80 +0.000 +0.030 +0.060 +0.250 –0.074 +0.000

> 80 – 120 +0.000 +0.035 +0.072 +0.292 –0.087 +0.000

> 120 – 180 +0.000 +0.040 +0.085 +0.335 –0.100 +0.000

Table 05: Important tolerances for plain bearings according 

to ISO 3547-1 after press-fit

iglidur® Q2E
+100°C
135MPa

Bearing technology | Plain bearing | iglidur® Q2E

3D CAD, finder and service life calculation ... www.igus.no/Q2E
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Technical data

iglidur® Q2E
+100°C
135MPa
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Diagram 02: Coefficient of friction as a function of the surface 

speed, p = 0.75MPa
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Diagram 03: Coefficient of friction as a function of the 

pressure, v = 0.01m/s
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Diagram 04: Wear, pivoting with different shaft materials, 

pressure p = 1MPa, v = 0.3m/s
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Diagram 05: Wear for oscillating and rotating applications 

with shaft material Cf53 hardened and ground steel, as a 

function of the load

Diagram 01: Permissible pv values for iglidur® Q2E plain 

bearings with a wall thickness of 1mm, dry operation against 

a steel shaft, at +20°C, mounted in a steel housing
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Lubrication-free made easy ... from stock ... no minimum order quantity
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Ordering note
Our prices are scaled according to order 
quantities, current prices can be found online.

No minimum order value.
No low-quantity surcharges.
Free shipping within Germany for orders 
above €150.

Discount scaling

Available from stock 
Detailed information about delivery time online. 
www.igus.no/24

Online ordering
Including delivery times, prices, online tools 
www.igus.no/Q2E

1 – 9
10 – 24
25 – 49

50 – 99
100 – 199
200 – 499

500 – 999
1,000 – 2,499
2,500 – 4,999

d1 d1 d2 b1 Part No.
Tolerance3) h13

[mm] [mm] [mm]

20.0
+0.040 +0.164

25.0 20.0 Q2ESM-2025-20
25.0 30.0 30.0 Q2ESM-2530-30
30.0

+0.050 +0.190

35.0 30.0 Q2ESM-3035-30
35.0 40.0 40.0 Q2ESM-3540-40
40.0 45.0 40.0 Q2ESM-4045-40
45.0 50.0 50.0 Q2ESM-4550-50
50.0

+0.060 +0.220
55.0 50.0 Q2ESM-5055-50

60.0 65.0 60.0 Q2ESM-6065-60

iglidur® Q2E
+100°C
135MPa

Bearing technology | Plain bearing | iglidur® Q2E

2) Thickness < 0.6mm: Chamfer = 20°

3) After press-fit. Testing methods, page 57

Sleeve bearing (form S)

Chamfer in relation to d1

0.5

30°

b1

f1

d2d1

30° 

3D CAD, finder and service life calculation ... www.igus.no/Q2E

d1 [mm] Ø 12 – 30 Ø > 30
f1 [mm] 0.8 1.2

Order example: Q2ESM-2025-20 – no minimum order quantity.
Q2E iglidur® material S Sleeve bearing M Metric 20 Inner Ø d1 25 Outer Ø d2 20 Total length b1

When to use it?
 ● For pivoting applications
 ● For excellent wear resistance, especially for extreme loads
 ● For extreme pv values
 ● When dirt-resistant bearings is required

The peak of stability
Long service life at medium to high loads
iglidur® Q

When not to use?
 ● For underwater applications
iglidur® H370

 ● When continuous operating temperatures are higher than +135°C
iglidur® H, iglidur® X, iglidur® Z

 ● In situations involving high edge loads or strong impact loads
iglidur® Q2
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The peak of stability
Long service life at medium to high loads 
iglidur® Q is the cost-effective solution for heavy-duty cycles with extreme loads. Plain bearings made from 
this material can be used in all types of motion, but is best suited for pivoting applications.
● Very wear-resistant
● Very high pv values
● Low coefficient of friction
● Resistant to dirt
● Lubrication-free
● Standard range from stock
● Maintenance-free

Typical application areas
● Construction machinery industry
● Sheet metal industry
● Agricultural machines
● Railway technology
● Doors and gates

Bearing technology | Plain bearing | iglidur® Q

iglidur® Q
+135°C
100MPa

3D CAD, finder and service life calculation ... www.igus.no/Q

Online product finder 
www.igus.no/iglidur-finder

Online service life calculation 
www.igus.no/iglidur-expert

Ø  
6.0 – 90.0mm

Descriptive technical specifications

Wear resistance at +23°C – +

Wear resistance at +90°C – +

Wear resistance at +150°C – +

Low coefficient of friction – +

Low moisture absorption – +

Wear resistance under water – +

High media resistance – +

Resistant to edge pressures – +

Suitable for shock and impact loads – +

Resistant to dirt – +

Also available 
as:

Bar stock, 
round bar
Page 657

Bar stock, 
plate
Page 683

tribo-tape liner
Page 691

Piston rings
Page 581

Two hole 
flange  
bearings
Page 603

Moulded 
special parts
Page 624

igubal®  
spherical balls
Page 841

iglidur® Q plain bearings were developed especially for 
extreme loads. Under high loads, iglidur® Q figures among 
the iglidur® materials that display the best wear resistance.  
From a radial pressure of 25MPa, it outclasses even 
bearings made from the extremely abrasion-resistant 
iglidur® W300. Specific solid lubricants, precisely integrated 
into the material, ensure that the maintenance-free dry 
operation is guaranteed under any load.

Moisture absorption
Under standard climatic conditions, the moisture absorption  
of iglidur® Q plain bearings is approximately 0.9% weight. 
The saturation limit in water is 4.9% weight. This must be 
taken into account for these types of applications.

Vacuum
In vacuum, any present moisture is released as vapour. 
Use in vacuum is only possible with dehumidified iglidur® Q  
bearings.

Radiation resistance
Plain bearings made from iglidur® Q are resistant up to a 
radiation intensity of 3 · 10²Gy.

Resistance to weathering
iglidur® Q plain bearings are resistant to weathering. The 
material properties are slightly affected. Discoloration 
occurs.

Mechanical properties
With increasing temperatures, the compressive strength 
of iglidur® Q plain bearings decreases. Diagram 02 shows 
this inverse relationship. The maximum recommended 
surface pressure is a mechanical material parameter. No 
conclusions regarding the tribological properties can be 
drawn from this.
iglidur® Q is a material used when high pv values are 
reached with high loads. Diagram 03 shows the elastic 
deformation of iglidur® Q at radial loads. At the maximum 
recommended surface pressure of 100MPa the deformation  
is less than 3%.
Surface pressure, page 41

iglidur® Q
+135°C
100MPa

Lubrication-free made easy ... from stock ... no minimum order quantity

 General properties Testing method

Density g/cm³ 1.40
Colour black
Max. moisture absorption at +23°C and 50% r.h. % weight 0.9 DIN 53495
Max. moisture absorption % weight 4.9
Coefficient of friction, dynamic, against steel µ 0.05 – 0.15
pv value, max. (dry) MPa · m/s 0.55
Mechanical properties
Flexural modulus MPa 4,500 DIN 53457
Flexural strength at +20°C MPa 120 DIN 53452
Compressive strength MPa 89
Max. recommended surface pressure (+20°C) MPa 100
Shore D hardness 83 DIN 53505
Physical and thermal properties
Max. application temperature long-term °C +135
Max. application temperature short-term °C +155
Min. application temperature °C –40
Thermal conductivity W/m · K 0.23 ASTM C 177
Coefficient of thermal expansion (at +23°C) K–1 · 10–5 5 DIN 53752
Electrical properties
Specific contact resistance Ωcm > 1015 DIN IEC 93
Surface resistance Ω > 1012 DIN 53482

Table 01: Material properties

Technical data

–40°C up to 
+135°C

100MPa

FOOD
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Permissible surface speeds
Under extreme radial loads, the iglidur® Q plain bearings 
can reach the maximum pv values which are possible 
during dry operation with plain bearings. Although iglidur® Q  
plain bearings have the greatest advantages under high 
loads and at low speeds, high surface speeds are also 
attainable due to the excellent coefficient of friction of these 
bearings. The given values in table 03 indicate the limits 
at which an increase up to the continuous permissible 
temperature occurs. This increase is a result of friction.
Surface speed, page 44

Temperature
Plain bearings made from iglidur® Q retain their excellent 
wear resistance even at high temperatures. For temperatures 
over +50°C an additional securing is required. It should also 
be noted that the coefficient of friction increases considerably 
at temperatures above approximately +100°C.
Application temperatures, page 49
Additional securing, page 49

Friction and wear
Many plastic bearings feature decreasing coefficient of 
friction with increasing pressure in dry operation. iglidur® Q 
goes further than most, under high pressures the material 
gives excellent low coefficient of friction (diagrams 04 and 05).
Coefficient of friction and surfaces, page 47
Wear resistance, page 50

Shaft materials
Diagram 06 shows results of testing different shaft 
materials with plain bearings made from iglidur® Q. The 
strengths offered by iglidur® heavy-duty materials become 
clear from 30MPa. iglidur® Q stands out in particular. Other 
heavy-duty materials such as iglidur® Q2 and TX1 only offer 
the best performances in terms of wear when subjected 
to even higher loads. iglidur® Q offers strikingly good wear 
properties on many different shaft materials.
Shaft materials, page 52

Installation tolerances
iglidur® Q plain bearings are standard bearings for shafts 
with h tolerance (recommended minimum h9). After being 
assembled into a nominal size housing, in standard cases the 
inner diameter automatically adjusts to the E10 tolerances.  
For particular dimensions the tolerance differs depending 
on the wall thickness (please see product range table).
Testing methods, page 57

Chemicals Resistance
Alcohols + up to 0
Diluted acids 0 up to –
Diluted alkalines +
Fuels +
Greases, oils without additives +
Hydrocarbons +
Strong acids –
Strong alkalines 0

All information given at room temperature [+20°C]

Table 02: Chemical resistance

Chemical table, page 1636

Rotating Oscillating linear
long-term m/s 1.0 0.7 5.0
short-term m/s 2.0 1.4 6.0

Table 03: Maximum surface speeds

Dry Greases Oil Water
Coefficient of friction µ 0.05 – 0.15 0.09 0.04 0.04

Table 04: Coefficient of friction against steel (Ra = 1μm, 

50HRC)

Housing Plain bearing Shaft
Ø d1 [mm] H7 [mm] E10 [mm] h9 [mm]
0 – 3 +0.000 +0.010 +0.014 +0.054 –0.025 +0.000

> 3 – 6 +0.000 +0.012 +0.020 +0.068 –0.030 +0.000

> 6 – 10 +0.000 +0.015 +0.025 +0.083 –0.036 +0.000

> 10 – 18 +0.000 +0.018 +0.032 +0.102 –0.043 +0.000

> 18 – 30 +0.000 +0.021 +0.040 +0.124 –0.052 +0.000

> 30 – 50 +0.000 +0.025 +0.050 +0.150 –0.062 +0.000

> 50 – 80 +0.000 +0.030 +0.060 +0.180 –0.074 +0.000

> 80 – 120 +0.000 +0.035 +0.072 +0.212 –0.087 +0.000

> 120 – 180 +0.000 +0.040 +0.085 +0.245 –0.100 +0.000

Table 05: Important tolerances for plain bearings according 

to ISO 3547-1 after press-fit

iglidur® Q
+135°C
100MPa

Bearing technology | Plain bearing | iglidur® Q

3D CAD, finder and service life calculation ... www.igus.no/Q
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iglidur® Q
+135°C
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Diagram 02: Maximum recommended surface pressure of  

as a function of temperature (100MPa at +20°C)
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Diagram 03: Deformation under pressure and temperature
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Diagram 04: Coefficient of friction as a function of the 

surface speed, p = 0.75MPa
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Diagram 07: Wear for oscillating and rotating applications 

with shaft material Cf53 hardened and ground steel, as a 

function of the load

Diagram 06: wear, pivoting with different shaft materials, 

pressure p = 30MPa, v = 0.01m/s
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Diagram 05: Coefficient of friction as a function of the load, 

v = 0.01m/s

Diagram 01: Permissible pv values for iglidur® Q plain 

bearings with a wall thickness of 1mm, dry operation against 

a steel shaft, at +20°C, mounted in a steel housing
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Lubrication-free made easy ... from stock ... no minimum order quantity
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Ordering note
Our prices are scaled according to order 
quantities, current prices can be found online.

No minimum order value.
No low-quantity surcharges.
Free shipping within Germany for orders 
above €150.

Discount scaling

Available from stock 
Detailed information about delivery time online. 
www.igus.no/24

Online ordering
Including delivery times, prices, online tools 
www.igus.no/Q 1 – 9

10 – 24
25 – 49

50 – 99
100 – 199
200 – 499

500 – 999
1,000 – 2,499
2,500 – 4,999

d1 d1 d2 b1 Part No.
Tolerance3) h13

[mm] [mm] [mm]

6.0
+0.020 
+0.068

8.0 10.0 QSM-0608-10

8.0 +0.025 
+0.083

10.0 8.0 QSM-0810-08
10.0 12.0 10.0 QSM-1012-10
12.0

+0.032 
+0.102

14.0 10.0 QSM-1214-10
12.0 14.0 20.0 QSM-1214-20
16.0 18.0 8.0 QSM-1618-08
16.0 18.0 12.5 QSM-1618-12
16.0 18.0 20.0 QSM-1618-20
18.0 20.0 20.0 QSM-1820-20
20.0

+0.040 
+0.124

22.0 15.0 QSM-2022-15
20.0 23.0 15.0 QSM-2023-15
20.0 23.0 20.0 QSM-2023-20
20.0 23.0 25.0 QSM-2023-25
20.0 23.0 30.0 QSM-2023-30
25.0 28.0 25.0 QSM-2528-25
25.0 28.0 48.0 QSM-2528-48
30.0 34.0 20.0 QSM-3034-20
30.0 34.0 35.0 QSM-3034-35
30.0 34.0 40.0 QSM-3034-40

d1 d1 d2 b1 Part No.
Tolerance3) h13

[mm] [mm] [mm]

35.0

+0.050 
+0.150

39.0 15.0 QSM-3539-15
35.0 39.0 30.0 QSM-3539-30
35.0 39.0 35.0 QSM-3539-35
35.0 39.0 50.0 QSM-3539-50
40.0 44.0 30.0 QSM-4044-30
40.0 44.0 40.0 QSM-4044-40
40.0 44.0 47.0 QSM-4044-47
45.0 50.0 25.2 QSM-4550-252
45.0 50.0 50.0 QSM-4550-50
50.0 55.0 50.0 QSM-5055-50
50.0 55.0 60.0 QSM-5055-60
50.0 55.0 80.0 QSM-5055-80
55.0

+0.060 
+0.180

60.0 50.0 QSM-5560-50
60.0 65.0 50.0 QSM-6065-50
65.0 70.0 34.0 QSM-6570-34
70.0 75.0 50.0 QSM-7075-50
75.0 80.0 40.0 QSM-7580-40
80.0 85.0 60.0 QSM-8085-60

90.0
+0.072 
+0.212

95.0 50.0 QSM-9095-50

iglidur® Q
+135°C
100MPa

Bearing technology | Plain bearing | iglidur® Q

2) Thickness < 0.6mm: Chamfer = 20°

Dimensions according to ISO 3547-1 and 
special dimensions

Sleeve bearing (form S)

0.5

30°

b1

f1

d2d1

30° 

Chamfer in relation to d1
d1 [mm] Ø 1 – 6 Ø 6 – 12 Ø 12 – 30 Ø > 30
f1 [mm] 0.3 0.5 0.8 1.2

3D CAD, finder and service life calculation ... www.igus.no/Q

3) After press-fit. Testing methods, page 57

Order example: QSM-0608-10 – no minimum order quantity.
Q iglidur® material S Sleeve bearing M Metric 06 Inner Ø d1 08 Outer Ø d2 10 Total length b1

d1 d1 d2 d3 b1 b2 Part No.
Tolerance3) d133) h13 h13

[mm] [mm] [mm] [mm] [mm]

6.0
+0.020 
+0.068

8.0 12.0 3.0 1.00 QFM-0608-03
6.0 8.0 12.0 4.0 1.00 QFM-0608-04
6.0 8.0 12.0 8.0 1.00 QFM-0608-08
8.0

+0.025 
+0.083

10.0 15.0 5.5 1.00 QFM-0810-05
8.0 10.0 15.0 6.0 1.00 QFM-0810-06
10.0 12.0 15.0 3.5 1.00 QFM-101215-035
10.0 12.0 18.0 6.0 1.00 QFM-1012-06
10.0 12.0 15.0 8.0 1.00 QFM-101215-08
10.0 12.0 18.0 10.0 1.00 QFM-1012-10
12.0

+0.032 
+0.102

14.0 20.0 8.0 1.00 QFM-1214-08
12.0 14.0 20.0 12.0 1.00 QFM-1214-12
12.0 14.0 20.0 20.0 1.00 QFM-1214-20
14.0 16.0 22.0 12.0 1.00 QFM-1416-12
16.0 18.0 24.0 17.0 1.00 QFM-1618-17

d1 d1 d2 d3 b1 b2 Part No.
Tolerance3) d133) h13 h13

[mm] [mm] [mm] [mm] [mm]

18.0 +0.032 
+0.102

20.0 26.0 5.0 1.00 QFM-182026-051
18.0 20.0 26.0 12.0 1.00 QFM-1820-12
20.0

+0.040 
+0.124

23.0 30.0 21.5 1.50 QFM-2023-21
25.0 28.0 35.0 21.5 1.50 QFM-2528-21
26.0 29.0 35.0 5.0 1.50 QFM-2629-05
27.0 30.0 38.0 20.0 1.50 QFM-2730-20
30.0 34.0 42.0 37.0 2.00 QFM-3034-37
35.0

+0.050 
+0.150

39.0 47.0 26.0 2.00 QFM-3539-26
35.0 39.0 50.0 35.0 2.00 QFM-353950-35
40.0 44.0 52.0 14.0 2.00 QFM-4044-14
40.0 44.0 52.0 40.0 2.00 QFM-4044-40
50.0 55.0 63.0 10.0 2.00 QFM-5055-10
50.0 55.0 63.0 50.0 2.00 QFM-5055-50
60.0 +0.060 

+0.180
65.0 78.0 50.0 2.00 QFM-6065-50

70.0 75.0 83.0 50.0 2.00 QFM-7075-50

Chamfer in relation to d1
d1 [mm] Ø 1 – 6 Ø 6 – 12 Ø 12 – 30 Ø > 30
f1 [mm] 0.3 0.5 0.8 1.2

iglidur® Q
+135°C
100MPa

Bearing technology | Plain bearing | iglidur® Q

2) Thickness < 0.6mm: Chamfer = 20°

Dimensions according to ISO 3547-1 and 
special dimensions

Flange bearing (form F)

b2

b1

r m
ax

. 0
.5

d3 d1

f1

30° 

d
2

Lubrication-free made easy ... from stock ... no minimum order quantity

3) After press-fit. Testing methods, page 57

Order example: QFM-0608-03 – no minimum order quantity.
Q iglidur® material F Flange bearing M Metric 06 Inner Ø d1 08 Outer Ø d2 03 Total length b1



466

Ordering note
Our prices are scaled according to order 
quantities, current prices can be found online.

No minimum order value.
No low-quantity surcharges.
Free shipping within Germany for orders 
above €150.

Discount scaling

Available from stock 
Detailed information about delivery time online. 
www.igus.no/24

Online ordering
Including delivery times, prices, online tools 
www.igus.no/Q 1 – 9

10 – 24
25 – 49

50 – 99
100 – 199
200 – 499

500 – 999
1,000 – 2,499
2,500 – 4,999

d1 d2 d4 d5 h d6 s Part No.
+0.25 –0.25 –0.12

+0.12
+0.375
+0.125

+0.2/–0.2 +0.12 –0.05

[mm] [mm] [mm] [mm] [mm] [mm] [mm]

28 42 35 4 1 42 1.5 QTM-2842-015
32 54 4) 4 1 54 1.5 QTM-3254-015

iglidur® Q
+135°C
100MPa

Bearing technology | Plain bearing | iglidur® Q

4) Design without fixing hole

Dimensions according to ISO 3547-1 and 
special dimensions

Thrust washer (form T)

d2

d1

s

d
5

d4

d6

h

3D CAD, finder and service life calculation ... www.igus.no/Q

Order example: QTM-2842-015 – no minimum order quantity.
Q iglidur® material T Thrust washer M Metric 28 Inner Ø d1 42 Outer Ø d2 015 Thickness s

When to use it?
 ● When a long-lasting plain bearing is required for tough operating conditions (agricultural equipment, construction 
machinery, etc.) with medium to high dynamic loads on "soft" shafts

Heavy-duty on soft shafts
For medium to high loads,  
especially on soft shafts
iglidur® Q290

When not to use?
 ● When permanent static loads higher than 55MPa occur
iglidur® G, iglidur® Q, iglidur® Q2

 ● When an very wear-resistant plain bearing is required on "soft" shafts for minor loads
iglidur® J, iglidur® J3

 ● When continuous operating temperatures are higher than +140°C
iglidur® J350, iglidur® Z
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Heavy-duty on soft shafts
For medium to high loads, especially on soft shafts 
iglidur® Q290 shows outstanding service life in tough pivoting applications, as they are frequently found 
in agricultural machinery, especially on "soft" coated shafts (e.g. galvanised). The wear on the shafts is 
minimal.

●● Recommended for soft shafts
●● Suitable for high edge pressures

● Temperature-resistant up to +140°C
● Good price-performance ratio
● Lubrication-free
● Maintenance-free

Typical application areas
● Agricultural engineering
● Utility and construction vehicles

Bearing technology | Plain bearing | iglidur® Q290

iglidur® Q290
+140°C
55MPa

3D CAD, finder and service life calculation ... www.igus.no/Q290

Online product finder 
www.igus.no/iglidur-finder

Online service life calculation 
www.igus.no/iglidur-expert

Ø  
20.0 – 
80.0mm

Descriptive technical specifications

Wear resistance at +23°C – +

Wear resistance at +90°C – +

Wear resistance at +150°C – +

Low coefficient of friction – +

Low moisture absorption – +

Wear resistance under water – +

High media resistance – +

Resistant to edge pressures – +

Suitable for shock and impact loads – +

Resistant to dirt – +

Also available 
as:

Bar stock, 
round bar
Page 657

Bar stock, 
plate
Page 683

tribo-tape liner
Page 691

Piston rings
Page 581

Two hole 
flange  
bearings
Page 603

Moulded 
special parts
Page 624

igubal®  
spherical balls
Page 841

iglidur® Q290 plain bearings do not have the highest static 
load capacity within the iglidur® product range, instead the 
material shows its strengths at medium to high dynamic 
loads: outstanding service life is achieved for tough 
pivoting applications, e.g. in agricultural or construction 
machinery, and especially on "soft" shafts, for both the 
shafts and bearings!

Moisture absorption
Under standard climatic conditions, the moisture absorption  
of iglidur® Q290 plain bearings is 3% weight. The saturation 
limit in water is 9.3% weight.

Vacuum
In vacuum, any present moisture is released as vapour. 
The use in vacuum is only possible to a limited extent.

Radiation resistance
Plain bearings made from iglidur® Q290 are resistant up 
to a radiation intensity of 3 · 10²Gy.

Resistance to weathering
iglidur® Q290 plain bearings are not resistant to weathering. 
The material properties are significantly affected Severe 
discoloration occurs. Applications with this material under 
weathering conditions are not recommended.

Mechanical properties
With increasing temperatures, the compressive strength 
of iglidur® Q290 plain bearings decreases. Diagram 02 
shows this inverse relationship. At the short-term permitted 
application temperature of +180°C, the permitted surface 
pressure is still 10MPa. The maximum recommended 
surface pressure is a mechanical material parameter. No 
conclusions regarding the tribological properties can be 
drawn from this.
Diagram 03 shows the elastic deformation of iglidur® Q290 
at radial loads. These high elastic deformation values, even 
for loads of more than 50MPa, contribute significantly to 
the long service life under tough environmental conditions 
such as edge loads, collisions and impacts.
Surface pressure, page 41

iglidur® Q290
+140°C
55MPa

Lubrication-free made easy ... from stock ... no minimum order quantity

 General properties Testing method

Density g/cm³ 1.27
Colour black
Max. moisture absorption at +23°C and 50% r.h. % weight 3 DIN 53495
Max. moisture absorption % weight 9.3
Coefficient of friction, dynamic, against steel µ 0.14 – 0.26
pv value, max. (dry) MPa · m/s 0.70
Mechanical properties
Flexural modulus MPa 3,074 DIN 53457
Flexural strength at +20°C MPa 97 DIN 53452
Compressive strength MPa 68
Max. recommended surface pressure (+20°C) MPa 55
Shore D hardness 80 DIN 53505
Physical and thermal properties
Max. application temperature long-term °C +140
Max. application temperature short-term °C +180
Min. application temperature °C –40
Thermal conductivity W/m · K 0.24 ASTM C 177
Coefficient of thermal expansion (at +23°C) K–1 · 10–5 7 DIN 53752
Electrical properties
Specific contact resistance Ωcm > 1012 DIN IEC 93
Surface resistance Ω > 1012 DIN 53482

Table 01: Material properties

Technical data

–40°C up to 
+140°C

55MPa

FOOD
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Permissible surface speeds
Typical applications for iglidur® Q290 plain bearings include 
medium to high-load pivoting movements at comparatively 
slow speeds. However, relatively high speeds are still 
attainable. The speeds shown in table 03 are threshold 
values for low bearing loads. They do not provide any 
indication of the wear resistance under these parameters.
Surface speed, page 44

Temperature
The long-term upper temperature limit of +140°C permits 
the broad use in applications typical for the agricultural,  
utility vehicle or construction equipment sectors. For 
temperatures over +80°C an additional securing is required.
Application temperatures, page 49
Additional securing, page 49

Friction and wear
Please note that a sliding surface with a rough surface 
finish will increase the friction. The coefficient of friction of 
iglidur® Q290 increases as the speed increases (diagram 
04). In contrast, the coefficient of friction drops continually 
with the radial load, as illustrated by diagram 05.
Coefficient of friction and surfaces, page 47
Wear resistance, page 50

Shaft materials
Generally, the use of hardened shafts is recommended 
for higher loads starting at approximately 10MPa. This 
is, however, often not the case in practice, especially in 
connection with corrosion-resistant coating methods. 
Thus, the iglidur® Q290 material has a lot of importance 
in such applications. Diagram 08 shows this very clearly in 
connection with galvanised shafts. The special suitability 
for pivoting applications is shown in diagram 07.
Shaft materials, page 52

Installation tolerances
iglidur® Q290 plain bearings are standard bearings for 
shafts with h tolerance (recommended minimum h9). 
The bearings are designed for press-fit into a housing 
machined to a H7 tolerance. After being assembled into a 
nominal size housing, in standard cases the inner diameter 
automatically adjusts to the E10 tolerances. For particular 
dimensions the tolerance differs depending on the wall 
thickness (please see product range table).
Testing methods, page 57

Chemicals Resistance
Alcohols + up to 0
Diluted acids 0 up to –
Diluted alkalines +
Fuels +
Greases, oils without additives +
Hydrocarbons +
Strong acids –
Strong alkalines + up to 0

All information given at room temperature [+20°C]

Table 02: Chemical resistance

Chemical table, page 1636

Rotating Oscillating linear
long-term m/s 0.8 0.6 1.0
short-term m/s 2.0 1.4 2.0

Table 03: Maximum surface speeds

Dry Greases Oil Water
Coefficient of friction µ 0.14 – 0.26 0.09 0.04 0.04

Table 04: Coefficient of friction against steel (Ra = 1μm, 

50HRC)

Housing Plain bearing Shaft
Ø d1 [mm] H7 [mm] E10 [mm] h9 [mm]
0 – 3 +0.000 +0.010 +0.014 +0.054 –0.025 +0.000

> 3 – 6 +0.000 +0.012 +0.020 +0.068 –0.030 +0.000

> 6 – 10 +0.000 +0.015 +0.025 +0.083 –0.036 +0.000

> 10 – 18 +0.000 +0.018 +0.032 +0.102 –0.043 +0.000

> 18 – 30 +0.000 +0.021 +0.040 +0.124 –0.052 +0.000

> 30 – 50 +0.000 +0.025 +0.050 +0.150 –0.062 +0.000

> 50 – 80 +0.000 +0.030 +0.060 +0.180 –0.074 +0.000

> 80 – 120 +0.000 +0.035 +0.072 +0.212 –0.087 +0.000

> 120 – 180 +0.000 +0.040 +0.085 +0.245 –0.100 +0.000

Table 05: Important tolerances for plain bearings according 

to ISO 3547-1 after press-fit

iglidur® Q290
+140°C
55MPa

Bearing technology | Plain bearing | iglidur® Q290

3D CAD, finder and service life calculation ... www.igus.no/Q290
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iglidur® Q290
+140°C
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Diagram 04: Coefficient of friction as a function of the 

surface speed, p = 1MPa
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Diagram 08: Wear, pivoting applications on galvanised shafts, 

p >50MPa, v = 0.01m/s
* Shaft St52 galvanised. Cycle frequency 60,000. Tested with bearing 
diameter 20mm and 20mm length. The force in the test was 30,400N
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Diagram 07: Wear for oscillating and rotating applications 

with shaft material Cf53 hardened and ground steel, as a 

function of the load

Diagram 06: Wear, rotating with different shaft materials, 

pressure, p = 1MPa, v = 0.3m/s
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Diagram 05: Coefficient of friction as a function of the load,  

v = 0.01m/s against Cf53

Diagram 01: Permissible pv values for iglidur® Q290 plain 

bearings with a wall thickness of 1mm, dry operation against 

a steel shaft, at +20°C, mounted in a steel housing
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Ordering note
Our prices are scaled according to order 
quantities, current prices can be found online.

No minimum order value.
No low-quantity surcharges.
Free shipping within Germany for orders 
above €150.

Discount scaling

Available from stock 
Detailed information about delivery time online. 
www.igus.no/24

Online ordering
Including delivery times, prices, online tools 
www.igus.no/Q290

1 – 9
10 – 24
25 – 49

50 – 99
100 – 199
200 – 499

500 – 999
1,000 – 2,499
2,500 – 4,999

d1 d1 d2 b1 Part No.
Tolerance3) h13

[mm] [mm] [mm]

20.0

+0.040 +0.124

23.0 20.0 Q290SM-2023-20
25.0 28.0 30.0 Q290SM-2528-30
30.0 34.0 30.0 Q290SM-3034-30
30.0 34.0 40.0 Q290SM-3034-40
35.0

+0.050 +0.150

39.0 30.0 Q290SM-3539-30
35.0 39.0 40.0 Q290SM-3539-40
35.0 39.0 50.0 Q290SM-3539-50
40.0 44.0 40.0 Q290SM-4044-40
50.0 55.0 50.0 Q290SM-5055-50
60.0

+0.060 +0.180

65.0 60.0 Q290SM-6065-60
65.0 70.0 60.0 Q290SM-6570-60
70.0 75.0 60.0 Q290SM-7075-60
80.0 85.0 100.0 Q290SM-8085-100

iglidur® Q290
+140°C
55MPa

Bearing technology | Plain bearing | iglidur® Q290

2) Thickness < 0.6mm: Chamfer = 20°

3) After press-fit. Testing methods, page 57

Dimensions according to ISO 3547-1 and 
special dimensions

Sleeve bearing (form S)

Chamfer in relation to d1

0.5

30°

b1

f1

d2d1

30° 

3D CAD, finder and service life calculation ... www.igus.no/Q290

d1 [mm] Ø 12 – 30 Ø > 30
f1 [mm] 0.8 1.2

Order example: Q290SM-2023-20 – no minimum order quantity.
Q290 iglidur® material S Sleeve bearing M Metric 20 Inner Ø d1 23 Outer Ø d2 20 Total length b1

When to use it?
 ● When very high permanent static loads occur
 ● For highly loaded pivoting movements
 ● When not only high loads but also high temperatures and media resistance are required

The heavy-duty bearing for up to 
200MPa static and 140MPa dynamic
For pivoting applications under  
extreme loads
iglidur® TX1

When not to use?
 ● When loads of far less than 100MPa occur
iglidur® G, iglidur® Q2, iglidur® Q

 ● For rotational movements during continuous operation
iglidur® W300, iglidur® Z, iglidur® G

 ● For high-temperature applications with average load levels
iglidur® X, iglidur® J350, iglidur® H
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The heavy-duty bearing for up to 200MPa static 
and 140MPa dynamic
For pivoting applications under extreme loads 
Outstanding rigidity and durability especially under high radial loads during pivoting operations characterise 
the plain bearings in the new iglidur® TX1 series. Thanks to the closed-loop wound structure, excellent 
dimensional stability is achieved in cases of major jolts and impacts.
● Suitable for static loads up to 200MPa
● Wear-resistant
● High media resistance
● Lubrication-free
● Suitable for dynamic loads up to 140MPa
● Maintenance-free
● High rigidity

Typical application areas
● Agricultural engineering
● Utility and construction vehicles
● Heavy equipments

Bearing technology | Plain bearing | iglidur® TX1

iglidur® TX1
+120°C
200MPa

3D CAD, finder and service life calculation ... www.igus.no/TX1

Online product finder 
www.igus.no/iglidur-finder

Online service life calculation 
www.igus.no/iglidur-expert

Ø  
20.0 – 
80.0mm

Also available 
as:

Bar stock, 
round bar
Page 657

Bar stock, 
plate
Page 683

tribo-tape liner
Page 691

Piston rings
Page 581

Two hole 
flange  
bearings
Page 603

Moulded 
special parts
Page 624

igubal®  
spherical balls
Page 841

iglidur® TX1 plain bearings represent excellent load bearing 
capacity under high radial loads coupled with good 
abrasion resistance. The special design not only ensures 
excellent dimensional stability due to the long-fibre winding 
but also allows lubrication and maintenance-free operation 
thanks to solid lubricants. High dirt and media resistance 
round off the list of properties.

Moisture absorption
Under standard climatic conditions, the moisture absorption  
of iglidur® TX1 plain bearings is 0.2% weight. The saturation 
limit in water is 0.5% weight.

Vacuum
In vacuum, any present moisture is released as vapour. 
The use in vacuum is only possible to a limited extent.

Radiation resistance
Plain bearings made from iglidur® TX1 are resistant up to 
a radiation intensity of 2 · 10²Gy.

Resistance to weathering
iglidur® TX1 plain bearings have not yet been tested for 
their resistance to weathering. Please consult igus® if 
you‘re planning to use them outdoors.

Mechanical properties
With increasing temperatures, the compressive strength of 
iglidur® TX1 plain bearings decreases. Diagram 02 shows 
this inverse relationship. At the short-term permitted 
application temperature of +170°C, the permitted surface 
pressure is still 100MPa. The maximum recommended 
surface pressure is a mechanical material parameter. No 
conclusions regarding the tribological properties can be 
drawn from this.
Diagram 03 shows the elastic deformation of iglidur® TX1 
at radial loads.
Surface pressure, page 41

iglidur® TX1
+120°C
200MPa

Lubrication-free made easy ... from stock ... no minimum order quantity

 General properties Testing method

Density g/cm³ 2.10
Colour grey-green
Max. moisture absorption at +23°C and 50% r.h. % weight 0.2 DIN 53495
Max. moisture absorption % weight 0.5
Coefficient of friction, dynamic, against steel µ 0.09 – 0.37
pv value, max. (dry) MPa · m/s 0.89
Mechanical properties
Flexural modulus MPa 12,000 DIN 53457
Flexural strength at +20°C MPa 55 DIN 53452
Compressive strength MPa 220
Max. recommended surface pressure (+20°C) MPa 200
Shore D hardness 94 DIN 53505
Physical and thermal properties
Max. application temperature long-term °C +120
Max. application temperature short-term °C +170
Min. application temperature °C –60
Thermal conductivity W/m · K 0.24 ASTM C 177
Coefficient of thermal expansion (at +23°C) K–1 · 10–5 3 DIN 53752
Electrical properties
Specific contact resistance Ωcm > 1 x 1011 DIN IEC 93
Surface resistance Ω > 1 x 1013 DIN 53482

Table 01: Material properties

Technical data

–60°C up to 
+120°C

200MPa

FOOD
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Permissible surface speeds
Typical applications for iglidur® TX1 plain bearings are 
pivoting movements under high loads at comparatively low 
speeds. However, relatively high speeds are still attainable. 
The speeds shown in table 03 are threshold values for low 
bearing loads. They do not provide any indication of the 
wear resistance under these parameters.
Surface speed, page 44

Temperature
iglidur® TX1 is a very temperature-stable material. The 
long-term upper temperature limit of +120°C permits the 
broad use in applications typical for the agricultural, utility 
vehicle or construction equipment sectors. The press-in 
and press-out forces of iglidur® TX1 plain bearings are 
very high over the entire temperature range. As a result, 
additional axial securing is usually not necessary. Although 
these forces remain very high, a certain decrease can be 
observed at temperatures above +100°C and, in some 
cases axial securing is therefore recommended above 
this temperature. When considering temperatures, the 
additional frictional heat in the bearing system must be 
taken into account.
Application temperatures, page 49
Additional securing, page 49

Friction and wear
Please note that a sliding surface with a rough surface 
finish will increase the friction. Shafts that are too smooth 
also increase the coefficient of friction of the bearing. 
Surface finishes (Ra) of the shaft between 0.4 – 0.7µm are 
ideal. Furthermore, the coefficient of friction of iglidur® TX1  
plain bearings largely depends on the speed and load. As 
the surface speed increases, the coefficient of friction will 
quickly increase as well. With increasing load, the coefficient 
of friction however decreases continuously.
Coefficient of friction and surfaces, page 47
Wear resistance, page 50

Shaft materials
In high load applications, we generally recommend the 
use of hardened shafts. This particularly applies when 
using iglidur® TX1. However, acceptable wear rates are 
also achieved on soft shafts with heavy-duty pivoting of 
less than 100MPa. The comparison of the wear rate during 
rotation and pivoting shown in Diagram 07 highlights that 
the strength of iglidur® TX1 lies in heavy-duty pivoting.
Shaft materials, page 52

Installation tolerances
iglidur® TX1 plain bearings are standard bearings for 
shafts with h tolerance (recommended minimum h9). 
The bearings are designed for press-fit into a housing 
machined to a H7 tolerance. After being assembled into a 
nominal size housing, in standard cases the inner diameter 
automatically adjusts to the tolerances as stated.
Testing methods, page 57

Chemicals Resistance
Alcohols 0
Diluted acids +
Diluted alkalines +
Fuels +
Greases, oils without additives +
Hydrocarbons +
Strong acids –
Strong alkalines –

All information given at room temperature [+20°C]

Table 02: Chemical resistance

Chemical table, page 1636

Rotating Oscillating linear
long-term m/s 0.4 0.2 1.0
short-term m/s 0.9 0.5 2.0

Table 03: Maximum surface speeds

Dry Greases Oil Water
Coefficient of friction µ 0.09 – 0.37 0.09 0.04 0.04

Table 04: Coefficient of friction against steel (Ra = 1μm, 

50HRC)

Housing Plain bearing Shaft
Ø d1 [mm] H7 [mm] [mm] h9 [mm]
20 – 40 +0.000 +0.021 +0.020 +0.150 –0.052 +0.000

> 40 – 70 +0.000 +0.025 +0.025 +0.175 –0.062 +0.000

> 70 – 80 +0.000 +0.030 +0.050 +0.200 –0.074 +0.000

Table 05: Important tolerances for plain bearings according 

to ISO 3547-1 after press-fit

iglidur® TX1
+120°C
200MPa

Bearing technology | Plain bearing | iglidur® TX1

3D CAD, finder and service life calculation ... www.igus.no/TX1
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surface speed, p = 1MPa
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Diagram 07: Wear for oscillating and rotating applications 

with shaft material Cf53 hardened and ground steel, as a 

function of the load

Diagram 06: Wear, rotating with different shaft materials, p = 

76MPa, v = 0.01m/s

C
oe

ffi
ci

en
t 

of
 fr

ic
tio

n 
[µ

]

Diagram 05: Coefficient of friction as a function of the load, 

v = 0.01m/s

Diagram 01: Permissible pv values for iglidur® TX1 plain 

bearings with a wall thickness of 1mm, dry operation against 

a steel shaft, at +20°C, mounted in a steel housing
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d1 d1 d2 b1 Part No.
Tolerance38) h13

[mm] [mm] [mm]

20.0

+0.020 +0.150

25.0 20.0 TX1SM-2025-20
20.0 25.0 30.0 TX1SM-2025-30
20.0 25.0 40.0 TX1SM-2025-40
20.0 30.0 30.0 TX1SM-2030-30
25.0 30.0 20.0 TX1SM-2530-20
25.0 30.0 30.0 TX1SM-2530-30
25.0 30.0 40.0 TX1SM-2530-40
30.0 35.0 30.0 TX1SM-3035-30
30.0 35.0 40.0 TX1SM-3035-40
30.0 40.0 40.0 TX1SM-3040-40
40.0 45.0 40.0 TX1SM-4045-40
40.0

+0.025 +0.175

50.0 50.0 TX1SM-4050-50
50.0 55.0 50.0 TX1SM-5055-50
50.0 60.0 60.0 TX1SM-5060-60
60.0 65.0 60.0 TX1SM-6065-60
60.0 70.0 80.0 TX1SM-6070-80
70.0 75.0 60.0 TX1SM-7075-60
70.0

+0.050 +0.200
80.0 100.0 TX1SM-7080-100

80.0 85.0 100.0 TX1SM-8085-100
80.0 90.0 100.0 TX1SM-8090-100

iglidur® TX1
+120°C
200MPa

Bearing technology | Plain bearing | iglidur® TX1

38) After press-fit of the bearing in a housing with nominal dimension

Sleeve bearing (form S)

d1d2

b1

15°

0.
5

3D CAD, finder and service life calculation ... www.igus.no/TX1

Order example: TX1SM-2025-20 – no minimum order quantity.
TX1 iglidur® material S Sleeve bearing M Metric 20 Inner Ø d1 25 Outer Ø d2 20 Total length b1



Plain bearing materials for  
special application areas
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Bearing technology | Plain bearing | iglidur®

Plain bearing materials for special application areas 

This group brings together the iglidur® materials for very special cases. Those who have not yet found a suitable 
bearing, will find it here.
Electrical conductivity, free from PTFE and silicone or fast rotation under water: one iglidur® material for all requirements.

3D CAD, finder and service life calculation ... www.igus.no/F

iglidur® F
Electrically conductive

Temperature [°C] 123) +140 – +

Surface pressure [MPa] 124) 105 – +

Coefficient of friction [µ] 125) 0.37 – +

Wear [µm/km] 125) 1.00 – +

Price index – +

iglidur® F2
ESD-compatible all-rounder:

Temperature [°C] 123) +120 – +

Surface pressure [MPa] 124) 47 – +

Coefficient of friction [µ] 125) 0.16 – +

Wear [µm/km] 125) 1.53 – +

Price index – +

iglidur® H4
The automotive standard

Temperature [°C] 123) +200 – +

Surface pressure [MPa] 124) 65 – +

Coefficient of friction [µ] 125) 0.21 – +

Wear [µm/km] 125) 2.10 – +

Price index – +

iglidur® UW
For fast rotation under water

Temperature [°C] 123) +90 – +

Surface pressure [MPa] 124) 40 – +

Coefficient of friction [µ] 125) 0.24 – +

Wear [µm/km] 125) 1.80 – +

Price index – +

iglidur® J UV
For continuous direct sunlight

Temperature [°C] 123) +90 – +

Surface pressure [MPa] 124) 35 – +

Coefficient of friction [µ] 125) 0.19 – +

Wear [µm/km] 125) 0.13 – +

Price index – +

123) max. long-term application temperature  124) max. recommended surface pressure at +20°C  125) best combination for p = 1MPa, 

v = 0.3m/s, rotating

Online product finder 
www.igus.no/iglidur-finder

Online service life calculation 
www.igus.no/iglidur-expert

Specialists

iglidur® N54
The biopolymer

Temperature [°C] 123) +80 – +

Surface pressure [MPa] 124) 36 – +

Coefficient of friction [µ] 125) 0.14 – +

Wear [µm/km] 125) 0.20 – +

Price index – +

iglidur® G V0
Low-cost all-rounder for fire 
protection

Temperature [°C] 123) +130 – +

Surface pressure [MPa] 124) 75 – +

Coefficient of friction [µ] 125) 0.20 – +

Wear [µm/km] 125) 2.10 – +

Price index – +

iglidur® J2
Versatile and cost-effective

Temperature [°C] 123) +90 – +

Surface pressure [MPa] 124) 46 – +

Coefficient of friction [µ] 125) 0.18 – +

Wear [µm/km] 125) 5.00 – +

Price index – +

iglidur® AB
The first antibacterial iglidur® 
plain bearing

Temperature [°C] 123) +70 – +

Surface pressure [MPa] 124) 25 – +

Coefficient of friction [µ] 125) 0.18 – +

Wear [µm/km] 125) 1.00 – +

Price index – +

iglidur® RW370
For the rail industry, complies with 
DIN EN 45545 HL3, R22/R23

Temperature [°C] 123) +170 – +

Surface pressure [MPa] 124) 75 – +

Coefficient of friction [µ] 125) 0.13 – +

Wear [µm/km] 125) 1.15 – +

Price index – +

iglidur® B
The variable one

Temperature [°C] 123) +100 – +

Surface pressure [MPa] 124) 40 – +

Coefficient of friction [µ] 125) 0.27 – +

Wear [µm/km] 125) 1.72 – +

Price index – +

iglidur® C
Free from PTFE and silicone

Temperature [°C] 123) +90 – +

Surface pressure [MPa] 124) 40 – +

Coefficient of friction [µ] 125) 0.23 – +

Wear [µm/km] 125) 1.73 – +

Price index – +

Lubrication-free made easy ... from stock ... no minimum order quantity 
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When to use it?
 ● When the bearing should be electrically conductive
 ● For high static loads

Electrically conductive
Pressure-resistant
iglidur® F

When not to use?
 ● When mechanical reaming of the bore is necessary
iglidur® M250

 ● When the highest wear resistance is required
iglidur® W300

 ● When very low coefficient of friction in dry operation is required
iglidur® J

 ● For underwater applications
iglidur® H370

 ● When a universal plain bearing is required
iglidur® G
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Electrically conductive
Pressure-resistant 
Outstanding rigidity and hardness as well as high conductivity: iglidur® F plain bearings can only be 
used in dry operations to a limited extent, but offer their fully mechanical benefits when lubricated with 
oil and grease.
● Electrically conductive
● High compressive strength
● High temperature resistance
● High pv values
● High chemical resistance

Typical application areas
● Textile industry
● Automotive industry

Bearing technology | Plain bearing | iglidur® F

iglidur® F
+140°C
105MPa

3D CAD, finder and service life calculation ... www.igus.no/F

Online product finder 
www.igus.no/iglidur-finder

Online service life calculation 
www.igus.no/iglidur-expert

Ø  
2.0 – 70.0mm

Descriptive technical specifications

Wear resistance at +23°C – +

Wear resistance at +90°C – +

Wear resistance at +150°C – +

Low coefficient of friction – +

Low moisture absorption – +

Wear resistance under water – +

High media resistance – +

Resistant to edge pressures – +

Suitable for shock and impact loads – +

Resistant to dirt – +

Also available 
as:

Bar stock, 
round bar
Page 657

Bar stock, 
plate
Page 683

tribo-tape liner
Page 691

Piston rings
Page 581

Two hole 
flange  
bearings
Page 603

Moulded 
special parts
Page 624

igubal®  
spherical balls
Page 841

When plain bearings need to be electrically conductive, 
especially in applications that should keep out static, 
iglidur® F is the right choice. Moreover, the iglidur® F 
plain bearings are extremely pressure-resistant. At room  
temperature, they could be statically loaded up to 105MPa.

Moisture absorption
Under standard climatic conditions, the moisture absorption  
of iglidur® F plain bearings is approximately 1.8% weight. 
The saturation limit in water is 8.4% weight. This must be 
taken into account for these types of applications.

Vacuum
In vacuum, any present moisture is released as vapour. 
Use in vacuum is only possible with dehumidified iglidur® F  
bearings.

Radiation resistance
Plain bearings made from iglidur® F are resistant up to a 
radiation intensity of 3 · 10²Gy.

Resistance to weathering
iglidur® F plain bearings have limited resistance to weathering. 
The material properties are affected. Discoloration occurs.  
Practical tests under real application conditions are 
recommended.

Mechanical properties
With increasing temperatures, the compressive strength of 
iglidur® F plain bearings decreases. Diagram 02 shows this 
inverse relationship. However, at the long-term maximum 
temperature of +140°C the permissible surface pressure 
is around 50MPa. The maximum recommended surface 
pressure is a mechanical material parameter. No conclusions 
regarding the tribological properties can be drawn from this.
Diagram 03 shows the elastic deformation of iglidur® F 
at radial loads. At the maximum recommended surface 
pressure of 105MPa at room temperature the deformation 
is less than 3%. A plastic deformation can be negligible 
up to this value. However, it is also dependent on the 
service time.
Surface pressure, page 41

iglidur® F
+140°C
105MPa

Lubrication-free made easy ... from stock ... no minimum order quantity

 General properties Testing method

Density g/cm³ 1.25
Colour black
Max. moisture absorption at +23°C and 50% r.h. % weight 1.8 DIN 53495
Max. moisture absorption % weight 8.4
Coefficient of friction, dynamic, against steel µ 0.10 – 0.39
pv value, max. (dry) MPa · m/s 0.34
Mechanical properties
Flexural modulus MPa 11,600 DIN 53457
Flexural strength at +20°C MPa 260 DIN 53452
Compressive strength MPa 98
Max. recommended surface pressure (+20°C) MPa 105
Shore D hardness 84 DIN 53505
Physical and thermal properties
Max. application temperature long-term °C +140
Max. application temperature short-term °C +180
Min. application temperature °C –40
Thermal conductivity W/m · K 0.65 ASTM C 177
Coefficient of thermal expansion (at +23°C) K–1 · 10–5 12 DIN 53752
Electrical properties5)

Specific contact resistance Ωcm < 103 DIN IEC 93
Surface resistance Ω < 102 DIN 53482
5) The good conductivity of this material can favour the generation of corrosion on the metallic contact components.

Table 01: Material properties

Technical data

–40°C up to 
+140°C

105MPa

FOOD
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Permissible surface speeds
The maximum permitted surface speeds are based on the 
operation period and the type of motion. A plain bearing 
is the most stressed in long-term rotating motions. Here 
the maximum speed for the iglidur® F plain bearing is 
0.8m/s. The speeds stated in table 03 are limit values for 
the lowest bearing loads. In practice, though, this level 
is rarely reached due to varying application conditions.
Surface speed, page 44

Temperature
The ambient temperatures strongly influence the properties  
of plain bearings. With increasing temperatures, the 
compressive strength of iglidur® F plain bearings decreases. 
The wear also increases. For temperatures over +105°C 
an additional securing is required.
Application temperatures, page 49
Additional securing, page 49

Friction and wear
In dry operation, the coefficient of friction of iglidur® F  
plain bearings is not as favourable as those of many other 
iglidur® materials. However iglidur® plain bearings can be 
lubricated without any problems, and iglidur® F bearings 
attain excellent results among the lubricated iglidur® 
bearings.
Coefficient of friction and surfaces, page 47
Wear resistance, page 50

Shaft materials
Diagrams 06 and 07 show the test results of iglidur® F 
plain bearings running against various shaft materials. In 
the lowest load range, the hard-chromed shafts prove to 
be the most suitable shaft in rotating applications with 
iglidur® F bearings.
Shaft materials, page 52

Installation tolerances
iglidur® F plain bearings are standard bearings for shafts 
with h tolerance (recommended minimum h9). After being 
assembled into a nominal size housing, in standard cases the 
inner diameter automatically adjusts to the D11 tolerances. 
For particular dimensions the tolerance differs depending 
on the wall thickness (please see product range table).
Testing methods, page 57

Chemicals Resistance
Alcohols + up to 0
Diluted acids 0 up to –
Diluted alkalines +
Fuels +
Greases, oils without additives +
Hydrocarbons +
Strong acids –
Strong alkalines + up to 0

All information given at room temperature [+20°C]

Table 02: Chemical resistance

Chemical table, page 1636

Rotating Oscillating linear
long-term m/s 0.8 0.6 3.0
short-term m/s 1.5 1.1 6.0

Table 03: Maximum surface speeds

Dry Greases Oil Water
Coefficient of friction µ 0.10 – 0.39 0.09 0.04 0.04

Table 04: Coefficient of friction against steel (Ra = 1μm, 

50HRC)

Housing Plain bearing Shaft
Ø d1 [mm] H7 [mm] D11 [mm] h9 [mm]
0 – 3 +0.000 +0.010 +0.020 +0.080 –0.025 +0.000

> 3 – 6 +0.000 +0.012 +0.030 +0.105 –0.030 +0.000

> 6 – 10 +0.000 +0.015 +0.040 +0.130 –0.036 +0.000

> 10 – 18 +0.000 +0.018 +0.050 +0.160 –0.043 +0.000

> 18 – 30 +0.000 +0.021 +0.065 +0.195 –0.052 +0.000

> 30 – 50 +0.000 +0.025 +0.080 +0.240 –0.062 +0.000

> 50 – 80 +0.000 +0.030 +0.100 +0.290 –0.074 +0.000

> 80 – 120 +0.000 +0.035 +0.120 +0.340 –0.087 +0.000

> 120 – 180 +0.000 +0.040 +0.145 +0.395 –0.100 +0.000

Table 05: Important tolerances for plain bearings according 

to ISO 3547-1 after press-fit

iglidur® F
+140°C
105MPa

Bearing technology | Plain bearing | iglidur® F

3D CAD, finder and service life calculation ... www.igus.no/F
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+140°C
105MPa
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Diagram 02: Maximum recommended surface pressure as a 

function of temperature (105MPa at +20°C)

D
ef

or
m

at
io

n 
[%

]

Load [MPa]

Diagram 03: Deformation under pressure and temperature
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Diagram 04: Coefficient of friction as a function of the 

surface speed, p = 0.75MPa
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Diagram 07: Wear for rotating and oscillating applications 

with different shaft materials, p = 2MPa

Diagram 06: Wear, rotating with different shaft materials, 

pressure, p = 1MPa, v = 0.3m/s
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Diagram 05: Coefficient of friction as a function of the load, 

v = 0.01m/s

Diagram 01: Permissible pv values for iglidur® F plain 

bearings with a wall thickness of 1mm, dry operation against 

a steel shaft, at +20°C, mounted in a steel housing
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d1 d1 d2 b1 Part No.
Tolerance3) h13

[mm] [mm] [mm]

2.0 +0.020 
+0.080

3.5 3.0 FSM-0203-03
3.0 4.5 3.0 FSM-0304-03
4.0

+0.030 
+0.105

5.5 4.0 FSM-0405-04
5.0 7.0 5.0 FSM-0507-05
5.0 7.0 8.0 FSM-0507-08
6.0 8.0 6.0 FSM-0608-06
6.0 8.0 8.0 FSM-0608-08
6.0 8.0 10.0 FSM-0608-10
6.0 8.0 13.8 FSM-0608-13
7.0

+0.040 
+0.130

9.0 10.0 FSM-0709-10
7.0 9.0 12.0 FSM-0709-12
8.0 10.0 8.0 FSM-0810-08
8.0 10.0 10.0 FSM-0810-10
8.0 10.0 15.0 FSM-0810-15
10.0 12.0 6.0 FSM-1012-06
10.0 12.0 9.0 FSM-1012-09
10.0 12.0 10.0 FSM-1012-10
12.0

+0.050 
+0.160

14.0 10.0 FSM-1214-10
12.0 14.0 15.0 FSM-1214-15
13.0 15.0 20.0 FSM-1315-20
14.0 16.0 15.0 FSM-1416-15
15.0 17.0 15.0 FSM-1517-15
15.0 17.0 20.0 FSM-1517-20
16.0 18.0 15.0 FSM-1618-15

d1 d1 d2 b1 Part No.
Tolerance3) h13

[mm] [mm] [mm]

18.0
+0.050 
+0.160

20.0 12.0 FSM-1820-12
18.0 20.0 15.0 FSM-1820-15
18.0 20.0 20.0 FSM-1820-20
20.0

+0.065 
+0.195

22.0 14.5 FSM-2022-14
20.0 22.0 20.0 FSM-2022-20
20.0 23.0 15.0 FSM-2023-15
20.0 23.0 20.0 FSM-2023-20
22.0 25.0 15.0 FSM-2225-15
25.0 28.0 20.0 FSM-2528-20
28.0 32.0 20.0 FSM-2832-20
28.0 32.0 30.0 FSM-2832-30
30.0 34.0 20.0 FSM-3034-20
30.0 34.0 30.0 FSM-3034-30
30.0 34.0 40.0 FSM-3034-40
32.0

+0.080 
+0.240

36.0 30.0 FSM-3236-30
35.0 39.0 30.0 FSM-3539-30
35.0 39.0 40.0 FSM-3539-40
40.0 44.0 30.0 FSM-4044-30
40.0 44.0 50.0 FSM-4044-50
45.0 50.0 50.0 FSM-4550-50
50.0 55.0 40.0 FSM-5055-40
55.0 +0.100 

+0.290
60.0 50.0 FSM-5560-50

60.0 65.0 60.0 FSM-6065-60

iglidur® F
+140°C
105MPa

Bearing technology | Plain bearing | iglidur® F

2) Thickness < 0.6mm: Chamfer = 20°

Dimensions according to ISO 3547-1 and 
special dimensions

Sleeve bearing (form S)

0.5

30°

b1

f1

d2d1

30° 

Chamfer in relation to d1
d1 [mm] Ø 1 – 6 Ø 6 – 12 Ø 12 – 30 Ø > 30
f1 [mm] 0.3 0.5 0.8 1.2

3D CAD, finder and service life calculation ... www.igus.no/F

3) After press-fit. Testing methods, page 57

Order example: FSM-0203-03 – no minimum order quantity.
F iglidur® material S Sleeve bearing M Metric 02 Inner Ø d1 03 Outer Ø d2 03 Total length b1

d1 d1 d2 d3 b1 b2 Part No.
Tolerance3) d133) h13 h13

[mm] [mm] [mm] [mm] [mm]

4.0

+0.030 
+0.105

5.5 9.5 4.0 0.75 FFM-0405-04
4.0 5.5 9.5 6.0 0.75 FFM-0405-06
5.0 7.0 11.0 5.0 1.00 FFM-0507-05
6.0 8.0 12.0 6.0 1.00 FFM-0608-06
6.0 8.0 12.0 8.0 1.00 FFM-0608-08
8.0

+0.040 
+0.130

10.0 15.0 6.0 1.00 FFM-0810-06
8.0 10.0 15.0 9.0 1.00 FFM-0810-09
10.0 12.0 18.0 6.0 1.00 FFM-1012-06
10.0 12.0 18.0 8.0 1.00 FFM-1012-08
10.0 12.0 18.0 9.0 1.00 FFM-1012-09
10.0 12.0 18.0 15.0 1.00 FFM-1012-15
10.0 12.0 18.0 18.0 1.00 FFM-1012-18
12.0

+0.050 
+0.160

14.0 20.0 9.0 1.00 FFM-1214-09
12.0 14.0 20.0 12.0 1.00 FFM-1214-12
14.0 16.0 22.0 12.0 1.00 FFM-1416-12
14.0 16.0 22.0 17.0 1.00 FFM-1416-17
15.0 17.0 23.0 12.0 1.00 FFM-1517-12

d1 d1 d2 d3 b1 b2 Part No.
Tolerance3) d133) h13 h13

[mm] [mm] [mm] [mm] [mm]

15.0
+0.050 
+0.160

17.0 23.0 17.0 1.00 FFM-1517-17
16.0 18.0 24.0 17.0 1.00 FFM-1618-17
18.0 20.0 26.0 12.0 1.00 FFM-1820-12
18.0 20.0 26.0 17.0 1.00 FFM-1820-17
20.0

+0.065 
+0.195

23.0 30.0 21.0 1.50 FFM-2023-21
25.0 28.0 35.0 21.0 1.50 FFM-2528-21
30.0 34.0 42.0 26.0 2.00 FFM-3034-26
32.0

+0.080 
+0.240

36.0 45.0 26.0 2.00 FFM-3236-26
35.0 39.0 47.0 6.0 2.00 FFM-3539-06
35.0 39.0 47.0 16.0 2.00 FFM-3539-16
35.0 39.0 47.0 26.0 2.00 FFM-3539-26
40.0 44.0 52.0 30.0 2.00 FFM-4044-30
40.0 44.0 52.0 40.0 2.00 FFM-4044-40
45.0 50.0 58.0 50.0 2.00 FFM-4550-50
50.0 55.0 63.0 10.0 2.00 FFM-5055-10
50.0 55.0 63.0 40.0 2.00 FFM-5055-40
60.0 +0.100 

+0.290
65.0 73.0 40.0 2.00 FFM-6065-40

70.0 75.0 83.0 40.0 2.00 FFM-7075-40

Chamfer in relation to d1
d1 [mm] Ø 1 – 6 Ø 6 – 12 Ø 12 – 30 Ø > 30
f1 [mm] 0.3 0.5 0.8 1.2

iglidur® F
+140°C
105MPa

Bearing technology | Plain bearing | iglidur® F

2) Thickness < 0.6mm: Chamfer = 20°

Dimensions according to ISO 3547-1 and 
special dimensions

Flange bearing (form F)

b2

b1

r m
ax

. 0
.5

d3 d1

f1

30° 

d
2

Lubrication-free made easy ... from stock ... no minimum order quantity

3) After press-fit. Testing methods, page 57

Order example: FFM-0405-04 – no minimum order quantity.
F iglidur® material F Flange bearing M Metric 04 Inner Ø d1 05 Outer Ø d2 04 Total length b1



When to use it?
 ● When the bearing should be electrically discharging
 ● When a universal plain bearing is required

ESD-compatible all-rounder:
Electrically conductive
iglidur® F2

When not to use?
 ● When a universal plain bearing without electrostatic discharge capacity is required
iglidur® G, iglidur® P

 ● For underwater use
iglidur® H370

 ● When the highest wear resistance is required
iglidur® J, iglidur® W300
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ESD-compatible all-rounder:
Electrically conductive 
iglidur® F2 helps to prevent the build-up of electrostatic charges. Good resistance to media and temperature,  
suitable even in wet conditions due to low moisture absorption and good universal coefficient of wear 
pave the way for a wide range of applications.
● Used to prevent electro-static charges
● Suitable for wet environments
● Lubrication-free
● Maintenance-free

Typical application areas
● Mechanical engineering
● Jig construction
● Industrial handling

Bearing technology | Plain bearing | iglidur® F2

iglidur® F2
+120°C
47MPa

3D CAD, finder and service life calculation ... www.igus.no/F2

Online product finder 
www.igus.no/iglidur-finder

Online service life calculation 
www.igus.no/iglidur-expert

Ø  
5.0 – 20.0mm

Descriptive technical specifications

Wear resistance at +23°C – +

Wear resistance at +90°C – +

Wear resistance at +150°C – +

Low coefficient of friction – +

Low moisture absorption – +

Wear resistance under water – +

High media resistance – +

Resistant to edge pressures – +

Suitable for shock and impact loads – +

Resistant to dirt – +

Also available 
as:

Bar stock, 
round bar
Page 684

Bar stock, 
plate
Page 683

tribo-tape liner
Page 691

Piston rings
Page 581

Two hole 
flange  
bearings
Page 603

Moulded 
special parts
Page 624

igubal®  
spherical balls
Page 841

The prevention of electrostatic charge is an important 
requirement in many application areas. At the same time 
other technical application parameters such as wear  
resistance, media and temperature resistance, suitability 
in a wet environment etc. cannot be neglected. iglidur® F2  
with its wide range of properties constitutes another 
universal bearing for numerous "ESD-suitable" applications.

Moisture absorption
Under standard climatic conditions, the moisture absorption  
of iglidur® F2 plain bearings is approximately 0.2% weight. 
The saturation limit in water is 0.4% weight.

Vacuum
In vacuum, any present moisture is released as vapour. Use 
in vacuum is only possible with dehumidified iglidur® F2  
bearings.

Radiation resistance
Plain bearings made from iglidur® F2 are resistant up to a 
radiation intensity of 3 · 10²Gy.

Resistance to weathering
iglidur® F2 plain bearings are resistant to weathering. The 
material properties are slightly affected. Discoloration 
occurs.

Mechanical properties
With increasing temperatures, the compressive strength of 
iglidur® F2 plain bearings decreases. Diagram 02 shows 
this inverse relationship. The maximum recommended 
surface pressure is a mechanical material parameter. No 
conclusions regarding the tribological properties can be 
drawn from this.
Diagram 03 shows the elastic deformation of iglidur® F2 
at radial loads. A plastic deformation can be negligible 
up to this value. However, it is also dependent on the 
service time.
Surface pressure, page 41

iglidur® F2
+120°C
47MPa

Lubrication-free made easy ... from stock ... no minimum order quantity

General properties Testing method

Density g/cm³ 1.52
Colour black
Max. moisture absorption at +23°C and 50% r.h. % weight 0.2 DIN 53495
Max. moisture absorption % weight 0.4
Coefficient of friction, dynamic, against steel µ 0.16 – 0.22
pv value, max. (dry) MPa · m/s 0.31
Mechanical properties
Flexural modulus MPa 7,418 DIN 53457
Flexural strength at +20°C MPa 93 DIN 53452
Compressive strength MPa 61
Max. recommended surface pressure (+20°C) MPa 47
Shore D hardness 72 DIN 53505
Physical and thermal properties
Max. application temperature long-term °C +120
Max. application temperature short-term °C +165
Min. application temperature °C –40
Thermal conductivity W/m · K 0.61 ASTM C 177
Coefficient of thermal expansion (at +23°C) K–1 · 10–5 5 DIN 53752
Electrical properties
Specific contact resistance Ωcm < 109 DIN IEC 93
Surface resistance Ω < 109 DIN 53482

Table 01: Material properties

Technical data

–40°C up to 
+120°C

47MPa

FOOD
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Permissible surface speeds
The maximum permitted surface speeds are based on the 
operation period and the type of motion. A plain bearing 
is the most stressed in long-term rotating motions. Here 
the maximum speed for the iglidur® F2 plain bearing is 
0.8m/s.In practice, though, this level is rarely reached due 
to varying application conditions.
Surface speed, page 44

Temperature
The ambient temperatures strongly influence the properties  
of plain bearings. With increasing temperatures, the 
compressive strength of iglidur® F2 plain bearings 
decreases. Diagram 02 shows this inverse relationship. For 
temperatures over +70°C an additional securing is required.
Application temperatures, page 49
Additional securing, page 49

Friction and wear
Coefficient of friction and wear resistance are dependent 
on the application parameters (diagrams 04 and 05).
Coefficient of friction and surfaces, page 47
Wear resistance, page 50

Shaft materials
Diagram 06 shows the test results of iglidur® F2 plain 
bearings running against various shaft materials. In the 
lower region of the load, free cutting steel and hard- 
anodised aluminium shafts, as well as HR carbon steel and 
hard-chromed steel shafts prove to be the most favourable 
in rotating applications with iglidur® F2 plain bearings with 
respect to wear. Diagram 07 shows significantly less wear 
in rotation compared to pivoting movements over the entire 
load range.
Shaft materials, page 52

Installation tolerances
iglidur® F2 plain bearings are standard bearings for 
shafts with h tolerance (recommended minimum h9). 
The bearings are designed for press-fit into a housing 
machined to a H7 tolerance. After being assembled into a 
nominal size housing, in standard cases the inner diameter 
automatically adjusts to the E10 tolerances.
Testing methods, page 57

Chemicals Resistance
Alcohols +
Diluted acids 0
Diluted alkalines –
Fuels +
Greases, oils without additives +
Hydrocarbons –
Strong acids –
Strong alkalines –

All information given at room temperature [+20°C]

Table 02: Chemical resistance

Chemical table, page 1636

Rotating Oscillating linear
long-term m/s 0.8 0.7 3.0
short-term m/s 1.4 1.1 5.0

Table 03: Maximum surface speeds

Dry Greases Oil Water
Coefficient of friction µ 0.16 – 0.22 0.01 0.05 0.03

Table 04: Coefficient of friction against steel (Ra = 1μm, 

50HRC)

Housing Plain bearing Shaft
Ø d1 [mm] H7 [mm] E10 [mm] h9 [mm]
0 – 3 +0.000 +0.010 +0.014 +0.054 –0.025 +0.000

> 3 – 6 +0.000 +0.012 +0.020 +0.068 –0.030 +0.000

> 6 – 10 +0.000 +0.015 +0.025 +0.083 –0.036 +0.000

> 10 – 18 +0.000 +0.018 +0.032 +0.102 –0.043 +0.000

> 18 – 30 +0.000 +0.021 +0.040 +0.124 –0.052 +0.000

> 30 – 50 +0.000 +0.025 +0.050 +0.150 –0.062 +0.000

> 50 – 80 +0.000 +0.030 +0.060 +0.180 –0.074 +0.000

> 80 – 120 +0.000 +0.035 +0.072 +0.212 –0.087 +0.000

> 120 – 180 +0.000 +0.040 +0.085 +0.245 –0.100 +0.000

Table 05: Important tolerances for plain bearings according 

to ISO 3547-1 after press-fit

iglidur® F2
+120°C
47MPa

Bearing technology | Plain bearing | iglidur® F2

3D CAD, finder and service life calculation ... www.igus.no/F2
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iglidur® F2
+120°C
47MPa
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Diagram 02: Maximum recommended surface pressure as a 

function of temperature (47MPa at +20°C)
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Diagram 03: Deformation under pressure and temperature
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Diagram 04: Coefficient of friction as a function of the 

surface speed, p = 1MPa
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Diagram 07: Wear for oscillating and rotating applications 

with shaft material Cf53 hardened and ground steel, as a 

function of the load

Diagram 06: Wear, rotating with different shaft materials, 

pressure, p = 1MPa, v = 0.3m/s
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Diagram 05: Coefficient of friction as a function of the load, 

v = 0.01m/s

Diagram 01: Permissible pv values for iglidur® F2 plain 

bearings with a wall thickness of 1mm, dry operation against 

a steel shaft, at +20°C, mounted in a steel housing
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Ordering note
Our prices are scaled according to order 
quantities, current prices can be found online.

No minimum order value.
No low-quantity surcharges.
Free shipping within Germany for orders 
above €150.

Discount scaling

Available from stock 
Detailed information about delivery time online. 
www.igus.no/24

Online ordering
Including delivery times, prices, online tools 
www.igus.no/F2

1 – 9
10 – 24
25 – 49

50 – 99
100 – 199
200 – 499

500 – 999
1,000 – 2,499
2,500 – 4,999

Ordering note
Our prices are scaled according to order 
quantities, current prices can be found online.

No minimum order value.
No low-quantity surcharges.
Free shipping within Germany for orders 
above €150.

Discount scaling

Available from stock 
Detailed information about delivery time online. 
www.igus.no/24

Online ordering
Including delivery times, prices, online tools 
www.igus.no/F2

1 – 9
10 – 24
25 – 49

50 – 99
100 – 199
200 – 499

500 – 999
1,000 – 2,499
2,500 – 4,999

d1 d1 d2 b1 Part No.
Tolerance3) h13

[mm] [mm] [mm]

5.0
+0.020 +0.068

7.0 10.0 F2SM-0507-10
6.0 8.0 6.0 F2SM-0608-06
7.0

+0.025 +0.083

9.0 10.0 F2SM-0709-10
8.0 10.0 10.0 F2SM-0810-10
10.0 12.0 10.0 F2SM-1012-10
10.0 12.0 15.0 F2SM-1012-15
12.0

+0.032 +0.102
14.0 12.0 F2SM-1214-12

16.0 18.0 15.0 F2SM-1618-15
20.0 +0.040 +0.124 23.0 20.0 F2SM-2023-20

iglidur® F2
+120°C
47MPa

Bearing technology | Plain bearing | iglidur® F2

2) Thickness < 0.6mm: Chamfer = 20°

3) After press-fit. Testing methods, page 57

Dimensions according to ISO 3547-1 and 
special dimensions

Sleeve bearing (form S)

Chamfer in relation to d1

0.5

30°

b1

f1

d2d1

30° 

3D CAD, finder and service life calculation ... www.igus.no/F2

d1 [mm] Ø 1 – 6 Ø 6 – 12 Ø 12 – 30
f1 [mm] 0.3 0.5 0.8

Order example: F2SM-0507-10 – no minimum order quantity.
F2 iglidur® material S Sleeve bearing M Metric 05 Inner Ø d1 07 Outer Ø d2 10 Total length b1

d1 d1 d2 d3 b1 b2 Part No.
Tolerance3) d133) h13 h13

[mm] [mm] [mm] [mm] [mm]

6.0 +0.020 +0.068 8.0 12.0 6.0 1.00 F2FM-0608-06
8.0

+0.025 +0.083
10.0 15.0 10.0 1.00 F2FM-0810-10

10.0 12.0 18.0 10.0 1.00 F2FM-1012-10
12.0

+0.032 +0.102
14.0 20.0 12.0 1.00 F2FM-1214-12

16.0 18.0 24.0 17.0 1.00 F2FM-1618-17
20.0 +0.040 +0.124 23.0 30.0 21.5 1.50 F2FM-2023-21

Order example: F2FM-0608-06 – no minimum order quantity.
F2 iglidur® material F Flange bearing M Metric 06 Inner Ø d1 08 Outer Ø d2 06 Total length b1

3) After press-fit. Testing methods, page 57

iglidur® F2
+120°C
47MPa

Bearing technology | Plain bearing | iglidur® F2

Lubrication-free made easy ... from stock ... no minimum order quantity

2) Thickness < 0.6mm: Chamfer = 20°

Dimensions according to ISO 3547-1 and 
special dimensions

Flange bearing (form F)

Chamfer in relation to d1

b2

b1

r m
ax

. 0
.5

d3 d1

f1

30° 

d
2

d1 [mm] Ø 1 – 6 Ø 6 – 12 Ø 12 – 30
f1 [mm] 0.3 0.5 0.8



When to use it?
 ● For application with fuels, oils, etc.
 ● When high wear resistance is required
 ● For low coefficient of friction
 ● For high temperature resistance from –40°C to +200°C
 ● For high chemical resistance

The automotive standard
Up to +200°C, media-resistant
iglidur® H4

When not to use?
 ● For underwater use
iglidur® H370

 ● When a cost-effective universal plain bearing is required
iglidur® G

 ● When a temperature and media-resistant plain bearing for static applications is required
iglidur® H2



503502

The automotive standard
Up to +200°C, media-resistant 
Cost-effective high-temperature material with good dry-operation properties and "engine compartment 
resistance".
● Low coefficient of friction
● High wear resistance
● Temperature-resistant from –40°C to +200°C
● High chemical resistance
● Lubrication-free
● Maintenance-free

Typical application areas
● Automotive industry
● Automation
● Packaging

Bearing technology | Plain bearing | iglidur® H4

iglidur® H4
+200°C
65MPa

3D CAD, finder and service life calculation ... www.igus.no/H4

Online product finder 
www.igus.no/iglidur-finder

Online service life calculation 
www.igus.no/iglidur-expert

Ø  
4.0 – 40.0mm

Descriptive technical specifications

Wear resistance at +23°C – +

Wear resistance at +90°C – +

Wear resistance at +150°C – +

Low coefficient of friction – +

Low moisture absorption – +

Wear resistance under water – +

High media resistance – +

Resistant to edge pressures – +

Suitable for shock and impact loads – +

Resistant to dirt – +

Also available 
as:

Bar stock, 
round bar
Page 657

Bar stock, 
plate
Page 683

tribo-tape liner
Page 691

Piston rings
Page 581

Two hole 
flange  
bearings
Page 603

Moulded 
special parts
Page 624

igubal®  
spherical balls
Page 841

iglidur® H4 plain bearings stand for high carrying capacity, 
good abrasion resistance and good temperature resistance, 
besides the obvious economic factors. Temperatures up 
to +200°C, permitted surface pressure up to 65MPa, and 
excellent chemical resistance are only some of the essential 
attributes. Solid lubricants lower the coefficient of friction 
and support the wear resistance, which was considerably 
improved compared to the likewise cost-effective iglidur® H2  
plain bearings. iglidur® H4 bearings are self-lubricating and 
suitable for all motions.

Moisture absorption
Under standard climatic conditions, the moisture absorption  
of iglidur® H4 plain bearings is below 0.1% weight. The 
saturation limit in water is 0.2% weight. iglidur® H4 is 
therefore an ideal material for wet environments.

Vacuum
In vacuum, any present moisture is released as vapour. 
The use in vacuum is generally possible.

Radiation resistance
Plain bearings made from iglidur® H4 are resistant up to a 
radiation intensity of 2 · 10²Gy.

Resistance to weathering
iglidur® H4 plain bearings are continuously resistant 
to weathering. The material properties are only slightly 
affected. Possible discolorations are only superficial.

Mechanical properties
With increasing temperatures, the compressive strength of 
iglidur® H4 plain bearings decreases. Diagram 02 shows 
this inverse relationship. The maximum recommended 
surface pressure is a mechanical material parameter. No 
conclusions regarding the tribological properties can be 
drawn from this.
Diagram 03 shows the elastic deformation of iglidur® H4 
at radial loads.
Surface pressure, page 41

iglidur® H4
+200°C
65MPa

Lubrication-free made easy ... from stock ... no minimum order quantity

 General properties Testing method

Density g/cm³ 1.79
Colour brown
Max. moisture absorption at +23°C and 50% r.h. % weight 0.1 DIN 53495
Max. moisture absorption % weight 0.2
Coefficient of friction, dynamic, against steel µ 0.08 – 0.25
pv value, max. (dry) MPa · m/s 0.70
Mechanical properties
Flexural modulus MPa 7,500 DIN 53457
Flexural strength at +20°C MPa 120 DIN 53452
Compressive strength MPa 50
Max. recommended surface pressure (+20°C) MPa 65
Shore D hardness 80 DIN 53505
Physical and thermal properties
Max. application temperature long-term °C +200
Max. application temperature short-term °C +240
Min. application temperature °C –40
Thermal conductivity W/m · K 0.24 ASTM C 177
Coefficient of thermal expansion (at +23°C) K–1 · 10–5 5 DIN 53752
Electrical properties
Specific contact resistance Ωcm > 1013 DIN IEC 93
Surface resistance Ω > 1012 DIN 53482

Table 01: Material properties

Technical data

–40°C up to 
+200°C

65MPa

FOOD
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Permissible surface speeds
In contrast to the similarly cost-effective iglidur® H2 plain 
bearings, iglidur® H4 has an essentially favourable coefficient 
of friction. This accounts for the higher permitted surface 
speeds that can be attained with these bearings. The 
speeds stated in table 03 are limit values for the lowest 
bearing loads. With higher loads, the permitted speed 
drops with the extent of the load due to the limitations 
by the pv value.
Surface speed, page 44

Temperature
iglidur® H4 is a temperature-resistant material. With 
increasing temperatures, the compressive strength of 
iglidur® H4 plain bearings decreases. When considering 
temperatures, the additional frictional heat in the bearing 
system must be taken into account. For temperatures over 
+110°C an additional securing is required.
Application temperatures, page 49
Additional securing, page 49

Friction and wear
The coefficient of friction of the iglidur® H4 plain bearings 
is very low (diagrams 04 and 05). Please note that a sliding 
surface with a rough surface finish will increase the friction.
Coefficient of friction and surfaces, page 47
Wear resistance, page 50

Shaft materials
With many of the suitable shaft materials, iglidur® H4 is the 
economical alternative to many other high-temperature 
bearings. The important thing is however the selection of 
the suitable shaft material. It cannot be generally stated that 
iglidur® H4 is suitable for use with hard or soft shafts. Tests 
have however shown that pivoting applications yield better 
wear data. In rotating applications, the wear increases 
markedly from 10MPa.
Shaft materials, page 52

Installation tolerances
iglidur® H4 plain bearings are standard bearings for shafts 
with h tolerance (recommended minimum h9). After 
being assembled into a nominal size housing, in standard 
cases the inner diameter automatically adjusts to the F10 
tolerances. For particular dimensions the tolerance differs 
depending on the wall thickness (please see product range 
table).
Testing methods, page 57

Chemicals Resistance
Alcohols +
Diluted acids + up to 0
Diluted alkalines +
Fuels +
Greases, oils without additives +
Hydrocarbons +
Strong acids 0 up to –
Strong alkalines +

All information given at room temperature [+20°C]

Table 02: Chemical resistance

Chemical table, page 1636

Rotating Oscillating linear
long-term m/s 1.0 0.7 1.0
short-term m/s 1.5 1.1 2.0

Table 03: Maximum surface speeds

Dry Greases Oil Water
Coefficient of friction µ 0.08 – 0.25 0.09 0.04 0.04

Table 04: Coefficient of friction against steel (Ra = 1μm, 

50HRC)

Housing Plain bearing Shaft
Ø d1 [mm] H7 [mm] F10 [mm] h9 [mm]
0 – 3 +0.000 +0.010 +0.006 +0.046 –0.025 +0.000

> 3 – 6 +0.000 +0.012 +0.010 +0.058 –0.030 +0.000

> 6 – 10 +0.000 +0.015 +0.013 +0.071 –0.036 +0.000

> 10 – 18 +0.000 +0.018 +0.016 +0.086 –0.043 +0.000

> 18 – 30 +0.000 +0.021 +0.020 +0.104 –0.052 +0.000

> 30 – 50 +0.000 +0.025 +0.025 +0.125 –0.062 +0.000

> 50 – 80 +0.000 +0.030 +0.030 +0.150 –0.074 +0.000

> 80 – 120 +0.000 +0.035 +0.036 +0.176 –0.087 +0.000

> 120 – 180 +0.000 +0.040 +0.043 +0.203 +0.000 +0.100

Table 05: Important tolerances for plain bearings according 

to ISO 3547-1 after press-fit

iglidur® H4
+200°C
65MPa

Bearing technology | Plain bearing | iglidur® H4

3D CAD, finder and service life calculation ... www.igus.no/H4
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Technical data

iglidur® H4
+200°C
65MPa
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Diagram 02: Maximum recommended surface pressure as a 

function of temperature (65MPa at +20°C)
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Diagram 03: Deformation under pressure and temperature
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Diagram 04: Coefficient of friction as a function of the 

surface speed, p = 0.75MPa
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Diagram 07: Wear for oscillating and rotating applications 

with shaft material Cf53 hardened and ground steel, as a 

function of the load

Diagram 06: Wear, rotating with different shaft materials, 

pressure, p = 1MPa, v = 0.3m/s
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Diagram 05: Coefficient of friction as a function of the load, 

v = 0.01m/s

Diagram 01: Permissible pv values for iglidur® H4 plain 

bearings with a wall thickness of 1mm, dry operation against 

a steel shaft, at +20°C, mounted in a steel housing
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Ordering note
Our prices are scaled according to order 
quantities, current prices can be found online.

No minimum order value.
No low-quantity surcharges.
Free shipping within Germany for orders 
above €150.

Discount scaling

Available from stock 
Detailed information about delivery time online. 
www.igus.no/24

Online ordering
Including delivery times, prices, online tools 
www.igus.no/H4

1 – 9
10 – 24
25 – 49

50 – 99
100 – 199
200 – 499

500 – 999
1,000 – 2,499
2,500 – 4,999

Ordering note
Our prices are scaled according to order 
quantities, current prices can be found online.

No minimum order value.
No low-quantity surcharges.
Free shipping within Germany for orders 
above €150.

Discount scaling

Available from stock 
Detailed information about delivery time online. 
www.igus.no/24

Online ordering
Including delivery times, prices, online tools 
www.igus.no/H4

1 – 9
10 – 24
25 – 49

50 – 99
100 – 199
200 – 499

500 – 999
1,000 – 2,499
2,500 – 4,999

d1 d1 d2 b1 Part No.
Tolerance3) h13

[mm] [mm] [mm]

4.0
+0.010 +0.058

5.5 4.0 H4SM-0405-04
6.0 8.0 8.0 H4SM-0608-08
8.0

+0.013 +0.071
10.0 10.0 H4SM-0810-10

8.0 10.0 20.0 H4SM-0810-20
16.0

+0.016 +0.086
18.0 20.0 H4SM-1618-20

18.0 20.0 15.0 H4SM-1820-15
20.0 +0.020 +0.104 22.0 15.0 H4SM-2022-15
39.0 +0.025 +0.125 43.0 40.0 H4SM-3943-40

iglidur® H4
+200°C
65MPa

Bearing technology | Plain bearing | iglidur® H4

2) Thickness < 0.6mm: Chamfer = 20°

3) After press-fit. Testing methods, page 57

Dimensions according to ISO 3547-1 and 
special dimensions

Sleeve bearing (form S)

Chamfer in relation to d1

0.5

30°

b1

f1

d2d1

30° 

3D CAD, finder and service life calculation ... www.igus.no/H4

d1 [mm] Ø 1 – 6 Ø 6 – 12 Ø 12 – 30 Ø > 30
f1 [mm] 0.3 0.5 0.8 1.2

Order example: H4SM-0405-04 – no minimum order quantity.
H4 iglidur® material S Sleeve bearing M Metric 04 Inner Ø d1 05 Outer Ø d2 04 Total length b1

d1 d1 d2 d3 b1 b2 Part No.
Tolerance3) d133) h13 h13

[mm] [mm] [mm] [mm] [mm]

4.0
+0.010 +0.058

5.5 9.5 4.0 0.75 H4FM-0405-04
6.0 8.0 12.0 8.0 1.00 H4FM-0608-08
6.0 10.0 12.0 20.0 1.00 H4FM-060810-20
8.0

+0.013 +0.071

10.0 15.0 10.0 1.00 H4FM-0810-10
10.0 12.0 18.0 5.0 1.00 H4FM-1012-05
10.0 12.0 18.0 12.0 1.00 H4FM-1012-12
10.0 12.0 18.0 25.0 1.00 H4FM-101218-25
12.0

+0.016 +0.086

14.0 20.0 12.0 1.00 H4FM-1214-12
15.0 17.0 23.0 12.0 1.00 H4FM-1517-12
16.0 18.0 24.0 17.0 1.00 H4FM-1618-17
18.0 20.0 26.0 17.0 1.00 H4FM-1820-17
20.0

+0.020 +0.104
23.0 30.0 21.5 1.50 H4FM-2023-21

25.0 28.0 35.0 21.5 1.50 H4FM-2528-21
30.0 34.0 40.0 30.0 2.00 H4FM-3034-30
40.0 +0.030 +0.150 44.0 52.0 40.0 2.00 H4FM-4044-40

Order example: H4FM-0405-04 – no minimum order quantity.
H4 iglidur® material F Flange bearing M Metric 04 Inner Ø d1 05 Outer Ø d2 04 Total length b1

3) After press-fit. Testing methods, page 57

iglidur® H4
+200°C
65MPa

Bearing technology | Plain bearing | iglidur® H4

Lubrication-free made easy ... from stock ... no minimum order quantity

2) Thickness < 0.6mm: Chamfer = 20°

Dimensions according to ISO 3547-1 and 
special dimensions

Flange bearing (form F)

Chamfer in relation to d1

b2

b1

r m
ax

. 0
.5

d3 d1

f1

30° 

d
2

d1 [mm] Ø 1 – 6 Ø 6 – 12 Ø 12 – 30 Ø > 30
f1 [mm] 0.3 0.5 0.8 1.2



When to use it?
 ● For underwater applications and in liquid media
 ● For low loads
 ● For high rotational speeds
 ● For extreme wear resistance in media-lubricated continuous operation

For fast rotation under water
Extreme wear resistance in liquid 
under continuous operation
iglidur® UW

When not to use?
 ● When continuous operating temperatures are higher than +90°C
iglidur® UW500

 ● When high loads occur
iglidur® H370, iglidur® UW500, iglidur® X

 ● When only dry operation is feasible
iglidur® J



511510

For fast rotation under water
Extreme wear resistance in liquid under continuous 
operation 
The best iglidur® plain bearing for underwater applications. Extremely wear-resistant under water, tested 
and maintenance-free. The first choice for pumping applications.
● Suitable for underwater applications
● For fast and constant rotation
● Long service life
● Lubrication-free
● Maintenance-free

Typical application areas
● Fluid technology

●● Pumps

Bearing technology | Plain bearing | iglidur® UW

iglidur® UW
+90°C
40MPa

3D CAD, finder and service life calculation ... www.igus.no/UW

Online product finder 
www.igus.no/iglidur-finder

Online service life calculation 
www.igus.no/iglidur-expert

Ø  
3.0 – 20.0mm

Descriptive technical specifications

Wear resistance at +23°C – +

Wear resistance at +90°C – +

Wear resistance at +150°C – +

Low coefficient of friction – +

Low moisture absorption – +

Wear resistance under water – +

High media resistance – +

Resistant to edge pressures – +

Suitable for shock and impact loads – +

Resistant to dirt – +

Also available 
as:

Bar stock, 
round bar
Page 657

Bar stock, 
plate
Page 683

tribo-tape liner
Page 691

Piston rings
Page 581

Two hole 
flange  
bearings
Page 603

Moulded 
special parts
Page 624

igubal®  
spherical balls
Page 841

iglidur® UW was developed for underwater applications in 
which the maximum temperatures are lower than +100°C. 
For application temperatures above this limit, the plain 
bearings made from iglidur® UW500 are available. Though 
iglidur® UW was developed for application in liquids, it is also 
suitable for dry operation. This one is particularly important in 
applications that call for both dry and wet operations. These 
applications can be seen often in practice. The features 
of the bearings made from iglidur® UW described in this 
section apply to the dry operation. Unless it is expressly 
mentioned otherwise.

Moisture absorption
Under standard climatic conditions, the moisture absorption  
of iglidur® UW plain bearings is approximately 0.2% weight. 
The saturation limit in water is 0.8% weight. These values 
are so low that a moisture expansion need to be considered 
only in extreme cases.

Vacuum
In vacuum, any present moisture is released as vapour. 
The use in vacuum is only possible to a limited extent.

Radiation resistance
Plain bearings made from iglidur® UW are resistant up to 
a radiation intensity of 3 · 10²Gy.

Resistance to weathering
iglidur® UW plain bearings have limited resistance to 
weathering. The material properties are affected. Discoloration  
occurs. Practical tests under real application conditions 
are recommended.

Mechanical properties
With increasing temperatures, the compressive strength of 
iglidur® UW plain bearings decreases. Diagram 02 shows 
this inverse relationship. The maximum recommended 
surface pressure is a mechanical material parameter. No 
conclusions regarding the tribological properties can be 
drawn from this.
Diagram 03 shows the elastic deformation of iglidur® UW 
at radial loads. At the maximum recommended surface 
pressure of 40MPa the deformation is less than 1%.
Surface pressure, page 41

iglidur® UW
+90°C
40MPa

Lubrication-free made easy ... from stock ... no minimum order quantity

 General properties Testing method

Density g/cm³ 1.52
Colour black
Max. moisture absorption at +23°C and 50% r.h. % weight 0.2 DIN 53495
Max. moisture absorption6) % weight 0.8
Coefficient of friction, dynamic, against steel µ 0.15 – 0.35
pv value, max. (dry) MPa · m/s 0.11
Mechanical properties
Flexural modulus MPa 9,600 DIN 53457
Flexural strength at +20°C MPa 90 DIN 53452
Compressive strength MPa 70
Max. recommended surface pressure (+20°C) MPa 40
Shore D hardness 78 DIN 53505
Physical and thermal properties
Max. application temperature long-term °C +90
Max. application temperature short-term °C +110
Min. application temperature °C –50
Thermal conductivity W/m · K 0.60 ASTM C 177
Coefficient of thermal expansion (at +23°C) K–1 · 10–5 6 DIN 53752
Electrical properties5)

Specific contact resistance Ωcm < 105 DIN IEC 93
Surface resistance Ω < 105 DIN 53482
5) The good conductivity of this material can favour the generation of corrosion on the metallic contact components.

6) All results were obtained under laboratory conditions with demineralised water. For application with direct water 
contact, we recommend tests under real application conditions.

Table 01: Material properties

Technical data

–50°C up to 
+90°C

40MPa

FOOD
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Permissible surface speeds
iglidur® UW is very good in both wet and dry operation. 
Due to hydrodynamic lubrication at high speeds, surface 
speeds far above 2m/s can be achieved. In dry operation 
the iglidur® UW plain bearings can be used up to 1.5m/s 
short-term.
Surface speed, page 44

Temperature
As stated earlier, iglidur® UW plain bearings are required 
for use in the low temperature range. As the liquid usually 
dissipates heat in underwater applications the temperature 
of the liquid is very important. For temperatures over +80°C 
an additional securing is required.
Application temperatures, page 49
Additional securing, page 49

Friction and wear
The surface finish of the shafts should not be extremely 
smooth in order to prevent a high adhesion effect and 
the related increase of the coefficient of friction. Please 
contact us for the specifications of shaft surface finishes 
in underwater applications.
Coefficient of friction and surfaces, page 47
Wear resistance, page 50

Shaft materials
Diagrams 06 and 07 show the test results of iglidur® UW 
plain bearings running against various shaft materials. For 
low loads with rotation, the combinations achieve the best 
coefficient of wear with high grade steel and 304 stainless 
steel. The conditions shift with increasing loads. It is also 
important to note that the wear rate increases significantly 
from loads > 5MPa.
Shaft materials, page 52

Installation tolerances
iglidur® UW plain bearings are standard bearings for 
shafts with h tolerance (recommended minimum h9). After 
being assembled into a nominal size housing, in standard 
cases the inner diameter automatically adjusts to the E10 
tolerances. For particular dimensions the tolerance differs 
depending on the wall thickness (please see product range 
table).
Testing methods, page 57

Chemicals Resistance
Alcohols +
Diluted acids 0 up to –
Diluted alkalines +
Fuels +
Greases, oils without additives +
Hydrocarbons +
Strong acids –
Strong alkalines + up to 0

All information given at room temperature [+20°C]

Table 02: Chemical resistance

Chemical table, page 1636

Rotating Oscillating linear
long-term m/s 0.5 0.4 2.0
short-term m/s 1.5 1.1 3.0

Table 03: Maximum surface speeds

Dry Greases Oil Water
Coefficient of friction µ 0.15 – 0.35 0.09 0.04 0.04

Table 04: Coefficient of friction against steel (Ra = 1μm, 

50HRC)

Housing Plain bearing Shaft
Ø d1 [mm] H7 [mm] E10 [mm] h9 [mm]
0 – 3 +0.000 +0.010 +0.014 +0.054 –0.025 +0.000

> 3 – 6 +0.000 +0.012 +0.020 +0.068 –0.030 +0.000

> 6 – 10 +0.000 +0.015 +0.025 +0.083 –0.036 +0.000

> 10 – 18 +0.000 +0.018 +0.032 +0.102 –0.043 +0.000

> 18 – 30 +0.000 +0.021 +0.040 +0.124 –0.052 +0.000

> 30 – 50 +0.000 +0.025 +0.050 +0.150 –0.062 +0.000

> 50 – 80 +0.000 +0.030 +0.060 +0.180 –0.074 +0.000

> 80 – 120 +0.000 +0.035 +0.072 +0.212 –0.087 +0.000

> 120 – 180 +0.000 +0.040 +0.085 +0.245 –0.100 +0.000

Table 05: Important tolerances for plain bearings according 

to ISO 3547-1 after press-fit

iglidur® UW
+90°C
40MPa

Bearing technology | Plain bearing | iglidur® UW

3D CAD, finder and service life calculation ... www.igus.no/UW
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Diagram 02: Maximum recommended surface pressure as a 

function of temperature (40MPa at +20°C)
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Diagram 03: Deformation under pressure and temperature
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Diagram 04: Coefficient of friction as a function of the 

surface speed, p = 0.75MPa
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Diagram 07: Wear for rotating and oscillating applications 

with different shaft materials, p = 2MPa

Diagram 06: Wear, rotating with different shaft materials, 

pressure, p = 1MPa, v = 0.3m/s
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Diagram 05: Coefficient of friction as a function of the load, 

v = 0.01m/s

Diagram 01: Permissible pv values for iglidur® UW plain 

bearings with a wall thickness of 1mm, dry operation against 

a steel shaft, at +20°C, mounted in a steel housing
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Ordering note
Our prices are scaled according to order 
quantities, current prices can be found online.

No minimum order value.
No low-quantity surcharges.
Free shipping within Germany for orders 
above €150.

Discount scaling

Available from stock 
Detailed information about delivery time online. 
www.igus.no/24

Online ordering
Including delivery times, prices, online tools 
www.igus.no/UW

1 – 9
10 – 24
25 – 49

50 – 99
100 – 199
200 – 499

500 – 999
1,000 – 2,499
2,500 – 4,999

Ordering note
Our prices are scaled according to order 
quantities, current prices can be found online.

No minimum order value.
No low-quantity surcharges.
Free shipping within Germany for orders 
above €150.

Discount scaling

Available from stock 
Detailed information about delivery time online. 
www.igus.no/24

Online ordering
Including delivery times, prices, online tools 
www.igus.no/UW

1 – 9
10 – 24
25 – 49

50 – 99
100 – 199
200 – 499

500 – 999
1,000 – 2,499
2,500 – 4,999

d1 d1 d2 b1 Part No.
Tolerance3) h13

[mm] [mm] [mm]

3.0 +0.014 +0.054 4.5 5.0 UWSM-0304-05
4.0

+0.020 +0.068
5.5 6.0 UWSM-0405-06

5.0 7.0 8.0 UWSM-0507-08
6.0 8.0 8.0 UWSM-0608-08
8.0

+0.025 +0.083
10.0 10.0 UWSM-0810-10

10.0 12.0 10.0 UWSM-1012-10
12.0

+0.032 +0.102
14.0 12.0 UWSM-1214-12

16.0 18.0 12.0 UWSM-1618-12
18.0 20.0 15.0 UWSM-1820-15

iglidur® UW
+90°C
40MPa

Bearing technology | Plain bearing | iglidur® UW

2) Thickness < 0.6mm: Chamfer = 20°

3) After press-fit. Testing methods, page 57

Dimensions according to ISO 3547-1 and 
special dimensions

Sleeve bearing (form S)

Chamfer in relation to d1

0.5

30°

b1

f1

d2d1

30° 

3D CAD, finder and service life calculation ... www.igus.no/UW

d1 [mm] Ø 1 – 6 Ø 6 – 12 Ø 12 – 30
f1 [mm] 0.3 0.5 0.8

Order example: UWSM-0304-05 – no minimum order quantity.
UW iglidur® material S Sleeve bearing M Metric 03 Inner Ø d1 04 Outer Ø d2 05 Total length b1

d1 d1 d2 d3 b1 b2 Part No.
Tolerance3) d133) h13 h13

[mm] [mm] [mm] [mm] [mm]

3.0 +0.014 +0.054 4.5 7.5 5.0 0.75 UWFM-0304-05
4.0

+0.020 +0.068
5.5 9.5 6.0 0.75 UWFM-0405-06

5.0 7.0 11.0 5.0 1.00 UWFM-0507-05
6.0 8.0 12.0 6.0 1.00 UWFM-0608-06
8.0

+0.025 +0.083
10.0 15.0 10.0 1.00 UWFM-0810-10

10.0 12.0 18.0 10.0 1.00 UWFM-1012-10
12.0

+0.032 +0.102
14.0 20.0 12.0 1.00 UWFM-1214-12

16.0 18.0 24.0 17.0 1.00 UWFM-1618-17
20.0 +0.040 +0.124 23.0 30.0 21.5 1.50 UWFM-2023-21

Order example: UWFM-0304-05 – no minimum order quantity.
UW iglidur® material F Flange bearing M Metric 03 Inner Ø d1 04 Outer Ø d2 05 Total length b1

3) After press-fit. Testing methods, page 57

iglidur® UW
+90°C
40MPa

Bearing technology | Plain bearing | iglidur® UW

Lubrication-free made easy ... from stock ... no minimum order quantity

2) Thickness < 0.6mm: Chamfer = 20°

Dimensions according to ISO 3547-1 and 
special dimensions

Flange bearing (form F)

Chamfer in relation to d1

b2

b1

r m
ax

. 0
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d3 d1
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30° 

d
2

d1 [mm] Ø 1 – 6 Ø 6 – 12 Ø 12 – 30
f1 [mm] 0.3 0.5 0.8



When to use it?
 ● When high UV resistance is required
 ● When a wear-resistant material is required
 ● When an optimisation of the long-term mechanical properties is required

For continuous direct sunlight
Permanently UV-resistant with properties 
comparable to iglidur® J
iglidur® J UV

When not to use?
 ● When high pressures occur
iglidur® G

 ● When short-term temperatures higher than +120°C occur
iglidur® G, iglidur® X

 ● When a cost-effective plain bearing for occasional movements is necessary
iglidur® G
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For continuous direct sunlight
Permanently UV-resistant with properties 
comparable to iglidur® J 
Today, plain bearings appear as special shapes for special uses, in some instances of which they are 
exposed to UV radiation for long periods of time. igus® has therefore developed a new material: iglidur® J UV.
● UV-stabilised
● Long-term mechanical properties improved
● High wear resistance

Typical application areas
● Solar technology
● Outdoor applications

Bearing technology | Plain bearing | iglidur® J UV

iglidur® J UV
+90°C
35MPa

3D CAD, finder and service life calculation ... www.igus.no/JUV

Online product finder 
www.igus.no/iglidur-finder

Online service life calculation 
www.igus.no/iglidur-expert

Ø  
6.0 – 20.0mm

Descriptive technical specifications

Wear resistance at +23°C – +

Wear resistance at +90°C – +

Wear resistance at +150°C – +

Low coefficient of friction – +

Low moisture absorption – +

Wear resistance under water – +

High media resistance – +

Resistant to edge pressures – +

Suitable for shock and impact loads – +

Resistant to dirt – +

Also available 
as:

Bar stock, 
round bar
Page 657

Bar stock, 
plate
Page 683

tribo-tape liner
Page 691

Piston rings
Page 581

Two hole 
flange  
bearings
Page 603

Moulded 
special parts
Page 624

igubal®  
spherical balls
Page 841

One main advantage of iglidur® J UV plain bearings is the 
low coefficient of friction in dry operation. The material is 
resistant to UV radiation and retains its sliding properties.

Moisture absorption
Under standard climatic conditions, the moisture absorption  
of iglidur® J UV plain bearings is approximately 0.3% 
weight. The saturation limit in water is 1.3% weight. These 
values are so low that a moisture expansion need to be 
considered only in extreme cases.

Vacuum
In vacuum, any present moisture is released as vapour. Use 
in vacuum is only possible with dehumidified iglidur® J UV  
bearings.

Radiation resistance
Plain bearings made from iglidur® J UV are resistant up to 
a radiation intensity of 3 · 10²Gy.

Resistance to weathering
iglidur® J UV plain bearings are continuously resistant 
to weathering. The material properties are only slightly 
affected. Possible discolorations are only superficial.

Mechanical properties
With increasing temperatures, the compressive strength of 
iglidur® J UV plain bearings decreases. Diagram 02 shows 
this inverse relationship. The maximum recommended 
surface pressure is a mechanical material parameter. No 
conclusions regarding the tribological properties can be 
drawn from this.
With a maximum recommended surface pressure of 
35MPa, iglidur® J UV plain bearings are not suitable for 
extreme loads. Diagram 03 shows the elastic deformation 
of iglidur® J UV at radial loads.
Surface pressure, page 41

iglidur® J UV
+90°C
35MPa

Lubrication-free made easy ... from stock ... no minimum order quantity

General properties Testing method

Density g/cm³ 1.49
Colour black
Max. moisture absorption at +23°C and 50% r.h. % weight 0.3
Max. moisture absorption % weight 1.3
Coefficient of friction, dynamic, against steel µ 0.08 – 0.19
pv value, max. (dry) MPa · m/s 0.30
Mechanical properties
Flexural modulus MPa 2,400
Flexural strength at +20°C MPa 72
Compressive strength MPa k. A.
Max. recommended surface pressure (+20°C) MPa 35
Shore D hardness 74 DIN 53505
Physical and thermal properties
Max. application temperature long-term °C +90
Max. application temperature short-term °C +120
Min. application temperature °C –50
Thermal conductivity W/m · K 0.30 ASTM C 177
Coefficient of thermal expansion (at +23°C) K–1 · 10–5 10 DIN 53752
Electrical properties
Specific contact resistance Ωcm > 1013 DIN IEC 93
Surface resistance Ω > 1013 DIN 53482

Table 01: Material properties

Technical data

–50°C up to 
+90°C

35MPa

FOOD
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Permissible surface speeds
The low coefficient of friction and the very low stick slip 
tendency of iglidur® J UV plain bearings are particularly 
important at very low speeds. However, iglidur® J UV 
can also be used for high speeds of over 1m/s. In both 
cases the static friction is very low and stick slip does not 
occur. The maximum values shown in table 03 can only 
be achieved at low pressures. At the given speeds, friction 
can cause a temperature increase to maximum permissible 
levels. In practice, though, this level is rarely reached due 
to varying application conditions.
Surface speed, page 44

Temperature
In the case of a permissible long-term application temperature  
of +90°C, iglidur® J UV will even withstand +120°C for 
short periods. The wear rises with increasing temperatures. 
For temperatures over +60°C an additional securing is 
required.
Application temperatures, page 49
Additional securing, page 49

Friction and wear
Similar to wear resistance, the coefficient of friction µ also 
changes with the surface speed and load (diagrams 04 
and 05).
Coefficient of friction and surfaces, page 47
Wear resistance, page 50

Shaft materials
The friction and wear are also dependent, to a large degree, 
on the shaft material. With increasing shaft surface finish, 
the coefficient of friction also increases. For iglidur® J UV  
a ground surface with an average surface finish Ra = 0.8µm  
is recommended. Diagrams 06 and 07 show the test 
results of iglidur® J UV plain bearings running against 
various shaft materials. When compared to most iglidur® 
materials, iglidur® J UV plain bearings have very low wear 
results at low loads compared with all shaft materials 
tested. Also, for increasing loads up to 5MPa, the wear 
resistance of iglidur® J UV is excellent. If the shaft material 
you plan on using is not shown in these test results, please 
contact us.
Shaft materials, page 52

Installation tolerances
iglidur® J UV plain bearings are standard bearings for 
shafts with h tolerance (recommended minimum h9). 
The bearings are designed for press-fit into a housing 
machined to a H7 tolerance. After being assembled into a 
nominal size housing, in standard cases the inner diameter 
automatically adjusts to the E10 tolerances. For particular 
dimensions the tolerance differs depending on the wall 
thickness (please see product range table).
Testing methods, page 57

Chemicals Resistance
Alcohols +
Diluted acids 0 up to –
Diluted alkalines +
Fuels +
Greases, oils without additives +
Hydrocarbons +
Strong acids –
Strong alkalines + up to 0

All information given at room temperature [+20°C]

Table 02: Chemical resistance

Chemical table, page 1636

Rotating Oscillating linear
long-term m/s 1.5 1.1 8.0
short-term m/s 2.2 1.7 12.0

Table 03: Maximum surface speeds

Dry Greases Oil Water
Coefficient of friction µ 0.08 – 0.19 0.09 0.04 0.04

Table 04: Coefficient of friction against steel (Ra = 1μm, 

50HRC)

Housing Plain bearing Shaft
Ø d1 [mm] H7 [mm] E10 [mm] h9 [mm]
0 – 3 +0.000 +0.010 +0.014 +0.054 –0.025 +0.000

> 3 – 6 +0.000 +0.012 +0.020 +0.068 –0.030 +0.000

> 6 – 10 +0.000 +0.015 +0.025 +0.083 –0.036 +0.000

> 10 – 18 +0.000 +0.018 +0.032 +0.102 –0.043 +0.000

> 18 – 30 +0.000 +0.021 +0.040 +0.124 –0.052 +0.000

> 30 – 50 +0.000 +0.025 +0.050 +0.150 –0.062 +0.000

> 50 – 80 +0.000 +0.030 +0.060 +0.180 –0.074 +0.000

> 80 – 120 +0.000 +0.035 +0.072 +0.212 –0.087 +0.000

> 120 – 180 +0.000 +0.040 +0.085 +0.245 –0.100 +0.000

Table 05: Important tolerances for plain bearings according 

to ISO 3547-1 after press-fit

iglidur® J UV
+90°C
35MPa

Bearing technology | Plain bearing | iglidur® J UV

3D CAD, finder and service life calculation ... www.igus.no/JUV
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Diagram 02: Maximum recommended surface pressure as a 

function of temperature (35MPa at +20°C)
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Diagram 03: Deformation under pressure and temperature
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Diagram 04: Coefficient of friction as a function of the 

surface speed, p = 0.75MPa
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Diagram 07: Wear for rotating and oscillating applications 

with different shaft materials, p = 2MPa

Diagram 06: Wear, rotating with different shaft materials, 

pressure, p = 1MPa, v = 0.3m/s
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Diagram 05: Coefficient of friction as a function of the 

pressure, v = 0.01m/s

Diagram 01: Permissible pv values for iglidur® J UV plain 

bearings with a wall thickness of 1mm, dry operation against 

a steel shaft, at +20°C, mounted in a steel housing
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Ordering note
Our prices are scaled according to order 
quantities, current prices can be found online.

No minimum order value.
No low-quantity surcharges.
Free shipping within Germany for orders 
above €150.

Discount scaling

Available from stock 
Detailed information about delivery time online. 
www.igus.no/24

Online ordering
Including delivery times, prices, online tools 
www.igus.no/JUV

1 – 9
10 – 24
25 – 49

50 – 99
100 – 199
200 – 499

500 – 999
1,000 – 2,499
2,500 – 4,999

Ordering note
Our prices are scaled according to order 
quantities, current prices can be found online.

No minimum order value.
No low-quantity surcharges.
Free shipping within Germany for orders 
above €150.

Discount scaling

Available from stock 
Detailed information about delivery time online. 
www.igus.no/24

Online ordering
Including delivery times, prices, online tools 
www.igus.no/JUV

1 – 9
10 – 24
25 – 49

50 – 99
100 – 199
200 – 499

500 – 999
1,000 – 2,499
2,500 – 4,999

d1 d1 d2 b1 Part No.
Tolerance3) h13

[mm] [mm] [mm]

6.0
+0.020 +0.068

8.0 8.0 JUVSM-0608-08
8.0 10.0 12.0 JUVSM-0810-12
10.0 +0.025 +0.083 12.0 12.0 JUVSM-1012-12
12.0

+0.030 +0.102
14.0 12.0 JUVSM-1214-12

16.0 18.0 15.0 JUVSM-1618-15
20.0 +0.040 +0.124 23.0 20.0 JUVSM-2023-20

iglidur® J UV
+90°C
35MPa

Bearing technology | Plain bearing | iglidur® J UV

2) Thickness < 0.6mm: Chamfer = 20°

3) After press-fit. Testing methods, page 57

Dimensions according to ISO 3547-1 and 
special dimensions

Sleeve bearing (form S)

Chamfer in relation to d1

0.5

30°

b1

f1

d2d1

30° 

3D CAD, finder and service life calculation ... www.igus.no/JUV

d1 [mm] Ø 1 – 6 Ø 6 – 12 Ø 12 – 30
f1 [mm] 0.3 0.5 0.8

Order example: JUVSM-0608-08 – no minimum order quantity.
J UV iglidur® material S Sleeve bearing M Metric 06 Inner Ø d1 08 Outer Ø d2 08 Total length b1

d1 d1 d2 d3 b1 b2 Part No.
Tolerance3) d133) h13 h13

[mm] [mm] [mm] [mm] [mm]

6.0
+0.020 +0.068

8.0 12.0 8.0 1.00 JUVFM-0608-08
8.0 10.0 15.0 9.5 1.00 JUVFM-0810-09
10.0 +0.025 +0.083 12.0 18.0 12.0 1.00 JUVFM-1012-12
12.0

+0.030 +0.102
14.0 20.0 12.0 1.00 JUVFM-1214-12

16.0 18.0 24.0 17.0 1.00 JUVFM-1618-17
20.0 +0.040 +0.124 23.0 30.0 21.5 1.50 JUVFM-2023-21

Order example: JUVFM-0608-08 – no minimum order quantity.
J UV iglidur® material F Flange bearing M Metric 06 Inner Ø d1 08 Outer Ø d2 08 Total length b1

3) After press-fit. Testing methods, page 57

iglidur® J UV
+90°C
35MPa

Bearing technology | Plain bearing | iglidur® J UV

Lubrication-free made easy ... from stock ... no minimum order quantity

2) Thickness < 0.6mm: Chamfer = 20°

Dimensions according to ISO 3547-1 and 
special dimensions

Flange bearing (form F)

Chamfer in relation to d1

b2

b1

r m
ax

. 0
.5

d3 d1

f1

30° 

d
2

d1 [mm] Ø 1 – 6 Ø 6 – 12 Ø 12 – 30
f1 [mm] 0.3 0.5 0.8



When to use it?
 ● For applications with infrequent movement at low to medium loads
 ● At static loads
 ● When the environmental impact of a product needs to be optimised

The biopolymer
Based on renewable resources
iglidur® N54

When not to use?
 ● When a universal standard plain bearing is required
iglidur® G

 ● When dealing with high motion frequencies and continuous operation
iglidur® J

 ● When dealing with high temperatures
iglidur® J350
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The biopolymer
Based on renewable resources 
Based on 54% renewable resources, this material also meets high technical requirements.
● Based on renewable resources
● Universal installation
● Lubrication-free
● Maintenance-free

Typical application areas
● Consumer products
● General mechanical engineering
● Furniture industry
● Industrial design

Bearing technology | Plain bearing | iglidur® N54

iglidur® N54
+80°C
36MPa

3D CAD, finder and service life calculation ... www.igus.no/N54

Online product finder 
www.igus.no/iglidur-finder

Online service life calculation 
www.igus.no/iglidur-expert

Ø  
6.0 – 20.0mm

Descriptive technical specifications

Wear resistance at +23°C – +

Wear resistance at +90°C – +

Wear resistance at +150°C – +

Low coefficient of friction – +

Low moisture absorption – +

Wear resistance under water – +

High media resistance – +

Resistant to edge pressures – +

Suitable for shock and impact loads – +

Resistant to dirt – +

Also available 
as:

Bar stock, 
round bar
Page 657

Bar stock, 
plate
Page 683

tribo-tape liner
Page 691

Piston rings
Page 581

Two hole 
flange  
bearings
Page 603

Moulded 
special parts
Page 624

igubal®  
spherical balls
Page 841

iglidur® N54 is the first iglidur® material based largely on 
biopolymers. In addition to the proven lubrication-free 
properties of all iglidur® materials, this is one further 
contribution to positive environmental stewardship. The 
low coefficient of friction in conjunction with long service 
life ensure that this material has a permanent place in the 
iglidur® product range.

Moisture absorption
Under standard climatic conditions, the moisture absorption  
of iglidur® N54 plain bearings is below 1.6% weight. The 
saturation limit in water is 3.6% weight.

Vacuum
In vacuum, any present moisture is released as vapour. 
The use in vacuum is only possible to a limited extent.

Radiation resistance
Plain bearings made from iglidur® N54 have limited use 
under radioactive radiation. They are resistant to radiation 
up to an intensity of 1 · 10⁴Gy.

Resistance to weathering
iglidur® N54 plain bearings are resistant to weathering. 
The material properties are slightly affected. Discoloration 
occurs.

Mechanical properties
With increasing temperatures, the compressive strength 
of iglidur® N54 plain bearings decreases. Diagram 02 
shows this inverse relationship. However, at the long-term 
maximum temperature of +80°C the permissible surface 
pressure is around 10MPa. The maximum recommended 
surface pressure is a mechanical material parameter. No 
conclusions regarding the tribological properties can be 
drawn from this.
Diagram 03 shows the elastic deformation of iglidur® N54 
at radial loads.
Surface pressure, page 41

iglidur® N54
+80°C
36MPa

Lubrication-free made easy ... from stock ... no minimum order quantity

 General properties Testing method

Density g/cm³ 1.13
Colour green
Max. moisture absorption at +23°C and 50% r.h. % weight 1.6 DIN 53495
Max. moisture absorption % weight 3.6
Coefficient of friction, dynamic, against steel µ 0.15 – 0.23
pv value, max. (dry) MPa · m/s 0.50
Mechanical properties
Flexural modulus MPa 1,800 DIN 53457
Flexural strength at +20°C MPa 70 DIN 53452
Compressive strength MPa 30
Max. recommended surface pressure (+20°C) MPa 36
Shore D hardness 74 DIN 53505
Physical and thermal properties
Max. application temperature long-term °C +80
Max. application temperature short-term °C +120
Min. application temperature °C –40
Thermal conductivity W/m · K 0.24 ASTM C 177
Coefficient of thermal expansion (at +23°C) K–1 · 10–5 9 DIN 53752
Electrical properties
Specific contact resistance Ωcm > 1013 DIN IEC 93
Surface resistance Ω > 1011 DIN 53482

Table 01: Material properties

Technical data

–40°C up to 
+80°C

36MPa

FOOD
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Permissible surface speeds
Although the typical applications of iglidur® N54 plain 
bearings are generally in the area of intermittent operation, 
the maximum attainable speeds can be quite high, 
depending on the type of motion. The speeds stated in 
table 03 are limit values for the lowest bearing loads. With 
higher loads, the permitted speed drops with the extent of 
the load due to the limitations by the pv value.
Surface speed, page 44

Temperature
The short-term permissible temperature limit is +120°C, 
which allows the use of iglidur® N54 plain bearings in all 
applications involving elevated ambient temperatures. 
With increasing temperatures, the compressive strength of 
iglidur® N54 plain bearings decreases. When considering 
temperatures, the additional frictional heat in the bearing 
system must be taken into account. For temperatures over 
+60°C an additional securing is required.
Application temperatures, page 49
Additional securing, page 49

Friction and wear
iglidur® N54 has a low coefficient of friction. Please note 
that a sliding surface with a rough surface finish will 
increase the friction. Surface finishes (Ra) of the shaft 
between 0.1 – 0.4µm are ideal. The coefficient of friction 
of iglidur® N54 plain bearings is only marginally dependent 
on the surface speed. The influence of the load is greater; 
an increase in load lowers the coefficient of friction to as 
low as 0.8.
Coefficient of friction and surfaces, page 47
Wear resistance, page 50

Shaft materials
It is important to select a suitable shaft material. As a rule, 
iglidur® N54 is suitable for use with hard or soft shafts, 
but "hard" shaft surfaces tend to give better service life. 
Starting at loads of 1MPa, wear increases measurably and 
continuously. If the shaft material you plan on using is not 
shown in these test results, please contact us.
Shaft materials, page 52

Installation tolerances
iglidur® N54 plain bearings are standard bearings for 
shafts with h tolerance (recommended minimum h9). 
The bearings are designed for press-fit into a housing 
machined to a H7 tolerance. After being assembled into a 
nominal size housing, in standard cases the inner diameter 
automatically adjusts to the E10 tolerances. For particular 
dimensions the tolerance differs depending on the wall 
thickness (please see product range table).
Testing methods, page 57

Chemicals Resistance
Alcohols + up to 0
Diluted acids 0 up to +
Diluted alkalines +
Fuels +
Greases, oils without additives +
Hydrocarbons +
Strong acids –
Strong alkalines 0

All information given at room temperature [+20°C]

Table 02: Chemical resistance

Chemical table, page 1636

Rotating Oscillating linear
long-term m/s 0.8 0.6 1.0
short-term m/s 1.5 1.1 2.0

Table 03: Maximum surface speeds

Dry Greases Oil Water
Coefficient of friction µ 0.15 – 0.23 0.09 0.04 0.04

Table 04: Coefficient of friction against steel (Ra = 1μm, 

50HRC)

Housing Plain bearing Shaft
Ø d1 [mm] H7 [mm] E10 [mm] h9 [mm]
0 – 3 +0.000 +0.010 +0.014 +0.054 –0.025 +0.000

> 3 – 6 +0.000 +0.012 +0.020 +0.068 –0.030 +0.000

> 6 – 10 +0.000 +0.015 +0.025 +0.083 –0.036 +0.000

> 10 – 18 +0.000 +0.018 +0.032 +0.102 –0.043 +0.000

> 18 – 30 +0.000 +0.021 +0.040 +0.124 –0.052 +0.000

> 30 – 50 +0.000 +0.025 +0.050 +0.150 –0.062 +0.000

> 50 – 80 +0.000 +0.030 +0.060 +0.180 –0.074 +0.000

> 80 – 120 +0.000 +0.035 +0.072 +0.212 –0.087 +0.000

> 120 – 180 +0.000 +0.040 +0.085 +0.245 –0.100 +0.000

Table 05: Important tolerances for plain bearings according 

to ISO 3547-1 after press-fit

iglidur® N54
+80°C
36MPa

Bearing technology | Plain bearing | iglidur® N54

3D CAD, finder and service life calculation ... www.igus.no/N54
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Technical data

iglidur® N54
+80°C
36MPa
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Diagram 02: Maximum recommended surface pressure as a 

function of temperature (36MPa at +20°C)
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Diagram 03: Deformation under pressure and temperature
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Diagram 04: Coefficient of friction as a function of the 

surface speed, p = 1MPa
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Diagram 07: Wear for oscillating and rotating applications 

with shaft material Cf53 hardened and ground steel, as a 

function of the load

Diagram 06: Wear, rotating with different shaft materials, 

pressure, p = 1MPa, v = 0.3m/s
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Diagram 05: Coefficient of friction as a function of the load, 

v = 0.01m/s

Diagram 01: Permissible pv values for iglidur® N54 plain 

bearings with a wall thickness of 1mm, dry operation against 

a steel shaft, at +20°C, mounted in a steel housing
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Lubrication-free made easy ... from stock ... no minimum order quantity
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531530

Ordering note
Our prices are scaled according to order 
quantities, current prices can be found online.

No minimum order value.
No low-quantity surcharges.
Free shipping within Germany for orders 
above €150.

Discount scaling

Available from stock 
Detailed information about delivery time online. 
www.igus.no/24

Online ordering
Including delivery times, prices, online tools 
www.igus.no/N54

1 – 9
10 – 24
25 – 49

50 – 99
100 – 199
200 – 499

500 – 999
1,000 – 2,499
2,500 – 4,999

Ordering note
Our prices are scaled according to order 
quantities, current prices can be found online.

No minimum order value.
No low-quantity surcharges.
Free shipping within Germany for orders 
above €150.

Discount scaling

Available from stock 
Detailed information about delivery time online. 
www.igus.no/24

Online ordering
Including delivery times, prices, online tools 
www.igus.no/N54

1 – 9
10 – 24
25 – 49

50 – 99
100 – 199
200 – 499

500 – 999
1,000 – 2,499
2,500 – 4,999

d1 d1 d2 b1 Part No.
Tolerance3) h13

[mm] [mm] [mm]

6.0 +0.020 +0.068 8.0 6.0 N54SM-0608-06
8.0

+0.025 +0.083
10.0 10.0 N54SM-0810-10

10.0 12.0 10.0 N54SM-1012-10
12.0

+0.032 +0.102
14.0 12.0 N54SM-1214-12

16.0 18.0 15.0 N54SM-1618-15
20.0 +0.040 +0.124 23.0 20.0 N54SM-2023-20

iglidur® N54
+80°C
36MPa

Bearing technology | Plain bearing | iglidur® N54

2) Thickness < 0.6mm: Chamfer = 20°

3) After press-fit. Testing methods, page 57

Dimensions according to ISO 3547-1 and 
special dimensions

Sleeve bearing (form S)

Chamfer in relation to d1

0.5

30°

b1

f1

d2d1

30° 

3D CAD, finder and service life calculation ... www.igus.no/N54

d1 [mm] Ø 6 – 12 Ø 12 – 30
f1 [mm] 0.5 0.8

Order example: N54SM-0608-06 – no minimum order quantity.
N54 iglidur® material S Sleeve bearing M Metric 06 Inner Ø d1 08 Outer Ø d2 06 Total length b1

d1 d1 d2 d3 b1 b2 Part No.
Tolerance3) d133) h13 h13

[mm] [mm] [mm] [mm] [mm]

6.0 +0.020 +0.068 8.0 12.0 6.0 1.00 N54FM-0608-06
8.0

+0.025 +0.083
10.0 15.0 10.0 1.00 N54FM-0810-10

10.0 12.0 18.0 10.0 1.00 N54FM-1012-10
12.0

+0.032 +0.102
14.0 20.0 12.0 1.00 N54FM-1214-12

16.0 18.0 24.0 17.0 1.00 N54FM-1618-17
20.0 +0.040 +0.124 23.0 30.0 21.5 1.50 N54FM-2023-21

Order example: N54FM-0608-06 – no minimum order quantity.
N54 iglidur® material F Flange bearing M Metric 06 Inner Ø d1 08 Outer Ø d2 06 Total length b1

3) After press-fit. Testing methods, page 57

iglidur® N54
+80°C
36MPa

Bearing technology | Plain bearing | iglidur® N54

Lubrication-free made easy ... from stock ... no minimum order quantity

2) Thickness < 0.6mm: Chamfer = 20°

Dimensions according to ISO 3547-1 and 
special dimensions

Flange bearing (form F)

Chamfer in relation to d1

b2

b1

r m
ax
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.5

d3 d1

f1

30° 

d
2

d1 [mm] Ø 6 – 12 Ø 12 – 30
f1 [mm] 0.5 0.8



When to use it?
 ● When a UL94 V0 classified plain bearing for normal environmental conditions is required
 ● When an economic UL94 V0 classified plain bearing is required

Low-cost all-rounder for fire 
protection
UL94 V0 rating
iglidur® G V0

When not to use?
 ● When a UL94 V0 classified plain bearing for high-temperature applications is required
iglidur® X

 ● When a standard plain bearing without having to meet special fire codes is required
iglidur® G



535534

Low-cost all-rounder for fire protection
UL94 V0 rating 
The material achieves the UL94 V0 rating and is therefore ideally suited for applications with stringent fire 
protection regulations (vehicle and aircraft interiors, building interior systems, etc.). Other properties are 
similar to the all-rounder material iglidur® G.
● UL94 V0-compliant
● High wear resistance
● Universal installation
● Lubrication-free
● Maintenance-free

Typical application areas
● Passenger seats
● Elevators
● Escalators
● Switch cabinets
● Hinges

Bearing technology | Plain bearing | iglidur® G V0

iglidur® G V0
+130°C
75MPa

3D CAD, finder and service life calculation ... www.igus.no/GV0

Online product finder 
www.igus.no/iglidur-finder

Online service life calculation 
www.igus.no/iglidur-expert

Ø  
6.0 – 40.0mm

Descriptive technical specifications

Wear resistance at +23°C – +

Wear resistance at +90°C – +

Wear resistance at +150°C – +

Low coefficient of friction – +

Low moisture absorption – +

Wear resistance under water – +

High media resistance – +

Resistant to edge pressures – +

Suitable for shock and impact loads – +

Resistant to dirt – +

Also available 
as:

Bar stock, 
round bar
Page 657

Bar stock, 
plate
Page 683

tribo-tape liner
Page 691

Piston rings
Page 581

Two hole 
flange  
bearings
Page 603

Moulded 
special parts
Page 624

igubal®  
spherical balls
Page 841

iglidur® GV0 is the first iglidur® material with a UL94 V0 
rating for universal use in the normal temperature range. 
All other iglidur® materials with V0 rating are part of the 
high-temperature segment. The general mechanical 
and thermal properties are largely comparable to the 
all-rounder, iglidur® G.

Moisture absorption
Under standard climatic conditions, the moisture absorption  
of iglidur® G V0 plain bearings is approximately 0.7% 
weight. The saturation limit in water is 4.0% weight. This 
must be taken into account for these types of applications.

Vacuum
In vacuum, any present moisture is released as vapour. Use 
in vacuum is only possible with dehumidified iglidur® G V0  
bearings.

Radiation resistance
Plain bearings made from iglidur® G V0 are resistant up to 
a radiation intensity of 3 · 10²Gy.

Resistance to weathering
iglidur® G V0 plain bearings are resistant to weathering. 
The material properties are slightly affected. Discoloration 
occurs.

Mechanical properties
With increasing temperatures, the compressive strength 
of iglidur® G V0 plain bearings decreases. Diagram 02 
shows this inverse relationship. However, at the long-term 
maximum temperature of +130°C the permissible surface 
pressure is around 35MPa. The maximum recommended 
surface pressure is a mechanical material parameter. No 
conclusions regarding the tribological properties can be 
drawn from this.
Diagram 03 shows the elastic deformation of iglidur® G V0 
at radial loads. The plastic deformation is minimal up to 
a pressure of approximately 100MPa. However, it is also 
dependent on the service time.
Surface pressure, page 41

iglidur® G V0
+130°C
75MPa

Lubrication-free made easy ... from stock ... no minimum order quantity

General properties Testing method

Density g/cm³ 1.53
Colour black
Max. moisture absorption at +23°C and 50% r.h. % weight 0.7 DIN 53495
Max. moisture absorption % weight 4.0
Coefficient of friction, dynamic, against steel µ 0.07 – 0.20
pv value, max. (dry) MPa · m/s 0.50
Mechanical properties
Flexural modulus MPa 7,900 DIN 53457
Flexural strength at +20°C MPa 140 DIN 53452
Compressive strength MPa 100
Max. recommended surface pressure (+20°C) MPa 75
Shore D hardness 80 DIN 53505
Physical and thermal properties
Max. application temperature long-term °C +130
Max. application temperature short-term °C +210
Min. application temperature °C –40
Thermal conductivity W/m · K 0.25 ASTM C 177
Coefficient of thermal expansion (at +23°C) K–1 · 10–5 9 DIN 53752
Electrical properties
Specific contact resistance Ωcm > 1012 DIN IEC 93
Surface resistance Ω > 1011 DIN 53482

Table 01: Material properties

Technical data

–40°C up to 
+130°C

75MPa

FOOD
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Permissible surface speeds
iglidur® G V0 has been developed for low to medium 
surface speeds. The maximum values shown in table 03 
can only be achieved at low pressures. In practice, though, 
this level is rarely reached due to varying application  
conditions.
Surface speed, page 44

Temperature
The ambient temperatures strongly influence the properties 
of plain bearings. The short-term maximum permissible 
temperature is +210°C and allows the use of iglidur® G V0  
plain bearings in applications where the bearings are not 
subjected to any additional load such as a paint drying process. 
The temperatures prevailing in the bearing system also have 
an influence on the wear. With increasing temperatures,  
the wear increases and this effect is significant when 
temperatures rise over +120°C. For temperatures over 
+100°C an additional securing is required.
Application temperatures, page 49
Additional securing, page 49

Friction and wear
Similar to wear resistance, the coefficient of friction μ 
also changes with the load. The coefficient of friction 
decreases considerably with increasing loads, whereas a 
slight increase in surface speed causes an increase of the 
coefficient of friction. This relationship explains the excellent 
results of iglidur® G V0 plain bearings for high loads and 
low speeds (diagrams 04 and 05).
Coefficient of friction and surfaces, page 47
Wear resistance, page 50

Shaft materials
The friction and wear are also dependent, to a large degree, 
on the shaft material. Shafts that are too smooth, increase 
both the coefficient of friction and the wear of the bearing. 
For iglidur® G V0 a ground surface with an average surface 
finish Ra = 0.6 – 0.8µm is recommended. Diagram 06 
shows results of testing different shaft materials with plain 
bearings made from iglidur® G V0. It is important to notice 
that with increasing loads, the recommended hardness of 
the shaft increases. The "soft" shafts tend to wear more 
easily and thus the wear of the overall system increases. 
If the loads exceed 2MPa it is important to recognise that 
the wear rate (the gradient of the curves) clearly decreases 
with the hard shaft materials. The comparison of rotation 
and pivoting shows that iglidur® G V0 provides advantages 
in pivoting movements (diagram 07). If the shaft material 
you plan on using is not shown in these test results, please 
contact us.
Shaft materials, page 52

Installation tolerances
iglidur® G V0 plain bearings are standard bearings for 
shafts with h tolerance (recommended minimum h9). 
The bearings are designed for press-fit into a housing 
machined to a H7 tolerance. After being assembled into a 
nominal size housing, in standard cases the inner diameter 
automatically adjusts to the E10 tolerances.
Testing methods, page 57

Chemicals Resistance
Alcohols + up to 0
Diluted acids 0 up to –
Diluted alkalines +
Fuels +
Greases, oils without additives +
Hydrocarbons +
Strong acids –
Strong alkalines 0

All information given at room temperature [+20°C]

Table 02: Chemical resistance

Chemical table, page 1636

Rotating Oscillating linear
long-term m/s 1.0 0.7 4.0
short-term m/s 2.0 1.4 5.0

Table 03: Maximum surface speeds

Dry Greases Oil Water
Coefficient of friction µ 0.07 – 0.20 0.09 0.04 0.04

Table 04: Coefficient of friction against steel (Ra = 1μm, 

50HRC)

Housing Plain bearing Shaft
Ø d1 [mm] H7 [mm] E10 [mm] h9 [mm]
0 – 3 +0.000 +0.010 +0.014 +0.054 –0.025 +0.000

> 3 – 6 +0.000 +0.012 +0.020 +0.068 –0.030 +0.000

> 6 – 10 +0.000 +0.015 +0.025 +0.083 –0.036 +0.000

> 10 – 18 +0.000 +0.018 +0.032 +0.102 –0.043 +0.000

> 18 – 30 +0.000 +0.021 +0.040 +0.124 –0.052 +0.000

> 30 – 50 +0.000 +0.025 +0.050 +0.150 –0.062 +0.000

> 50 – 80 +0.000 +0.030 +0.060 +0.180 –0.074 +0.000

> 80 – 120 +0.000 +0.035 +0.072 +0.212 –0.087 +0.000

> 120 – 180 +0.000 +0.040 +0.085 +0.245 –0.100 +0.000

Table 05: Important tolerances for plain bearings according 

to ISO 3547-1 after press-fit

iglidur® G V0
+130°C
75MPa

Bearing technology | Plain bearing | iglidur® G V0

3D CAD, finder and service life calculation ... www.igus.no/GV0
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iglidur® G V0
+130°C
75MPa
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Diagram 02: Maximum recommended surface pressure as a 

function of temperature (75MPa at +20°C)
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Diagram 03: Deformation under pressure and temperature
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Diagram 04: Coefficient of friction as a function of the 

surface speed, p = 1MPa
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Diagram 07: Wear for oscillating and rotating applications 

with shaft material Cf53 hardened and ground steel, as a 

function of the load

Diagram 06: Wear, rotating with different shaft materials, 

pressure, p = 1MPa, v = 0.3m/s
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Diagram 05: Coefficient of friction as a function of the load, 

v = 0.01m/s

Diagram 01: Permissible pv values for iglidur® G V0 plain 

bearings with a wall thickness of 1mm, dry operation against 

a steel shaft, at +20°C, mounted in a steel housing
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Lubrication-free made easy ... from stock ... no minimum order quantity
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539538

Ordering note
Our prices are scaled according to order 
quantities, current prices can be found online.

No minimum order value.
No low-quantity surcharges.
Free shipping within Germany for orders 
above €150.

Discount scaling

Available from stock 
Detailed information about delivery time online. 
www.igus.no/24

Online ordering
Including delivery times, prices, online tools 
www.igus.no/GV0

1 – 9
10 – 24
25 – 49

50 – 99
100 – 199
200 – 499

500 – 999
1,000 – 2,499
2,500 – 4,999

Ordering note
Our prices are scaled according to order 
quantities, current prices can be found online.

No minimum order value.
No low-quantity surcharges.
Free shipping within Germany for orders 
above €150.

Discount scaling

Available from stock 
Detailed information about delivery time online. 
www.igus.no/24

Online ordering
Including delivery times, prices, online tools 
www.igus.no/GV0

1 – 9
10 – 24
25 – 49

50 – 99
100 – 199
200 – 499

500 – 999
1,000 – 2,499
2,500 – 4,999

d1 d1 d2 b1 Part No.
Tolerance3) h13

[mm] [mm] [mm]

6.0 +0.020 +0.068 8.0 6.0 GV0SM-0608-06
8.0

+0.025 +0.083

10.0 10.0 GV0SM-0810-10
10.0 12.0 8.0 GV0SM-1012-08
10.0 12.0 9.0 GV0SM-1012-09
10.0 12.0 10.0 GV0SM-1012-10
10.0 12.0 15.0 GV0SM-1012-15
10.0 12.0 17.0 GV0SM-1012-17
12.0

+0.032 +0.102
14.0 12.0 GV0SM-1214-12

16.0 18.0 15.0 GV0SM-1618-15
20.0

+0.040 +0.124
23.0 20.0 GV0SM-2023-20

25.0 28.0 20.0 GV0SM-2528-20
30.0 34.0 30.0 GV0SM-3034-30
35.0

+0.050 +0.150
39.0 40.0 GV0SM-3539-40

40.0 44.0 40.0 GV0SM-4044-40

iglidur® G V0
+130°C
75MPa

Bearing technology | Plain bearing | iglidur® G V0

2) Thickness < 0.6mm: Chamfer = 20°

3) After press-fit. Testing methods, page 57

Dimensions according to ISO 3547-1 and 
special dimensions

Sleeve bearing (form S)

Chamfer in relation to d1

0.5

30°

b1

f1

d2d1

30° 

3D CAD, finder and service life calculation ... www.igus.no/GV0

d1 [mm] Ø 1 – 6 Ø 6 – 12 Ø 12 – 30 Ø > 30
f1 [mm] 0.3 0.5 0.8 1.2

Order example: GV0SM-0608-06 – no minimum order quantity.
G V0 iglidur® material S Sleeve bearing M Metric 06 Inner Ø d1 08 Outer Ø d2 06 Total length b1

d1 d1 d2 d3 b1 b2 Part No.
Tolerance3) d13 3) h13 h13

[mm] [mm] [mm] [mm] [mm]

6.0 +0.020 +0.068 8.0 12.0 6.0 1.00 GV0FM-0608-06
8.0

+0.025 +0.083
10.0 15.0 10.0 1.00 GV0FM-0810-10

10.0 12.0 18.0 10.0 1.00 GV0FM-1012-10
12.0

+0.032 +0.102
14.0 20.0 12.0 1.00 GV0FM-1214-12

16.0 18.0 24.0 17.0 1.00 GV0FM-1618-17
20.0

+0.040 +0.124
23.0 30.0 21.5 1.50 GV0FM-2023-21

25.0 28.0 35.0 21.0 1.50 GV0FM-2528-21
30.0 34.0 42.0 37.0 2.00 GV0FM-3034-37
35.0

+0.050 +0.150
39.0 47.0 36.0 2.00 GV0FM-3539-36

40.0 44.0 52.0 40.0 2.00 GV0FM-4044-40

Order example: GV0FM-0608-06 – no minimum order quantity.
G V0 iglidur® material F Flange bearing M Metric 06 Inner Ø d1 08 Outer Ø d2 06 Total length b1

3) After press-fit. Testing methods, page 57

iglidur® G V0
+130°C
75MPa

Bearing technology | Plain bearing | iglidur® G V0

Lubrication-free made easy ... from stock ... no minimum order quantity

2) Thickness < 0.6mm: Chamfer = 20°

Dimensions according to ISO 3547-1 and 
special dimensions

Flange bearing (form F)

Chamfer in relation to d1

b2

b1

r m
ax

. 0
.5

d3 d1

f1

30° 

d
2

d1 [mm] Ø 1 – 6 Ø 6 – 12 Ø 12 – 30 Ø > 30
f1 [mm] 0.3 0.5 0.8 1.2



When to use it?
 ● When low moisture absorption and good media resistance is required for static load
 ● When a cost-effective plain bearing is required for use in a wet environment with low pv values
 ● When there is basic lubrication of the plain bearing

Versatile and cost-effective
For applications with infrequent 
movement or continuous lubrication
iglidur® J2

When not to use?
 ● When a wear-resistant plain bearing is required for continuous dry operation
iglidur® J3

 ● When low moisture absorption and media resistance play a minor role
iglidur® M250

 ● When a resistance to high temperatures and chemicals is required
iglidur® X



543542

Versatile and cost-effective
For applications with infrequent movement 
or continuous lubrication 
iglidur® J2 has good universal media resistance, comparable to that of iglidur® J and similar materials. 
The mechanical specifications in sporadically moved applications are better although, in comparison, 
clear compromises have to be made with regard to friction and wear. Like all iglidur® materials, iglidur® J2  
is PFOA-free.

●● Robust
●● Cost-effective

● High media resistance
● Lubrication-free
● Maintenance-free

Typical application areas
● Jig construction
● Industrial handling

Bearing technology | Plain bearing | iglidur® J2

iglidur® J2
+90°C
46MPa

3D CAD, finder and service life calculation ... www.igus.no/J2

Online product finder 
www.igus.no/iglidur-finder

Online service life calculation 
www.igus.no/iglidur-expert

Ø  
6.0 – 25.0mm

Descriptive technical specifications

Wear resistance at +23°C – +

Wear resistance at +90°C – +

Wear resistance at +150°C – +

Low coefficient of friction – +

Low moisture absorption – +

Wear resistance under water – +

High media resistance – +

Resistant to edge pressures – +

Suitable for shock and impact loads – +

Resistant to dirt – +

Also available 
as:

Bar stock, 
round bar
Page 684

Bar stock, 
plate
Page 683

tribo-tape liner
Page 691

Piston rings
Page 581

Two hole 
flange  
bearings
Page 603

Moulded 
special parts
Page 624

igubal®  
spherical balls
Page 841

With respect to its general mechanical and thermal 
specifications, iglidur® J2 is directly comparable to our 
classic, iglidur® J. Therefore the iglidur® J2 is superior to 
iglidur® J with respect to the mechanical properties, such 
as maximum recommended surface pressure. However, 
wear resistance is reduced in dry operation.

Moisture absorption
Under standard climatic conditions, the moisture absorption  
of iglidur® J2 plain bearings is approximately 0.2% weight. 
The saturation limit in water is 1.3% weight. These values 
are so low that a moisture expansion need to be considered 
only in extreme cases.

Vacuum
In vacuum, any present moisture is released as vapour. Use 
in vacuum is only possible with dehumidified iglidur® J2  
bearings.

Radiation resistance
Plain bearings made from iglidur® J2 are resistant up to a 
radiation intensity of 3 · 10²Gy.

Resistance to weathering
iglidur® J2 plain bearings have limited resistance to  
weathering. The material properties are affected. Discoloration  
occurs. Practical tests under real application conditions 
are recommended.

Mechanical properties
With increasing temperatures, the compressive strength 
of iglidur® J2 plain bearings decreases. Diagram 02 shows 
this inverse relationship. The maximum recommended 
surface pressure is a mechanical material parameter. No 
conclusions regarding the tribological properties can be 
drawn from this.
Diagram 03 shows the elastic deformation of iglidur® J2 
at radial loads. A possible deformation could be, among 
others, dependant on the duty cycle of the load.
Surface pressure, page 41

iglidur® J2
+90°C
46MPa

Lubrication-free made easy ... from stock ... no minimum order quantity

 General properties Testing method

Density g/cm³ 1.44
Colour light yellow
Max. moisture absorption at +23°C and 50% r.h. % weight 0.2 DIN 53495
Max. moisture absorption % weight 1.3
Coefficient of friction, dynamic, against steel µ 0.11 – 0.27
pv value, max. (dry) MPa · m/s 0.23
Mechanical properties
Flexural modulus MPa 3,605 DIN 53457
Flexural strength at +20°C MPa 101 DIN 53452
Compressive strength MPa 77
Max. recommended surface pressure (+20°C) MPa 46
Shore D hardness 74 DIN 53505
Physical and thermal properties
Max. application temperature long-term °C +90
Max. application temperature short-term °C +110
Min. application temperature °C –50
Thermal conductivity W/m · K 0.25 ASTM C 177
Coefficient of thermal expansion (at +23°C) K–1 · 10–5 7 DIN 53752
Electrical properties
Specific contact resistance Ωcm > 1013 DIN IEC 93
Surface resistance Ω > 1012 DIN 53482

Table 01: Material properties

Technical data

–50°C up to 
+90°C

46MPa

FOOD



545544

Permissible surface speeds
iglidur® J2 is mainly suitable for low surface speeds in 
dry operation, but the specified values shown in table 
03 can only be achieved at very low pressures. At the 
given speeds, friction can cause a temperature increase 
to maximum permissible levels. In practice, though, this 
level is rarely reached due to varying application conditions.
Surface speed, page 44

Temperature
The temperatures prevailing in the bearing system also have 
an influence on the wear. With increasing temperatures,  
the wear increases and this effect is significant when 
temperatures rise over +90°C. For temperatures over 
+60°C an additional securing is required.
Application temperatures, page 49
Additional securing, page 49

Friction and wear
Coefficient of friction and wear resistance are dependent 
on the application parameters (diagrams 04 and 05).
Coefficient of friction and surfaces, page 47
Wear resistance, page 50

Shaft materials
The friction and wear are also dependent, to a large 
degree, on the shaft material. Shafts that are too smooth, 
increase both the coefficient of friction and the wear of 
the bearing. Diagram 06 shows results of testing different 
shafts. Diagram 06 shows that iglidur® J2 delivers good 
coefficient of wear especially with free cutting steel in 
rotation at 1MPa. In dry operation, the coefficient of wear 
is sometimes significantly higher on other shafts. Unlike 
many other iglidur® materials, the wear rate in pivoting 
is slightly higher compared to the rate in rotation with 
otherwise identical parameters (diagram 07).
Shaft materials, page 52

Installation tolerances
iglidur® J2 plain bearings are standard bearings for 
shafts with h tolerance (recommended minimum h9). 
The bearings are designed for press-fit into a housing 
machined to a H7 tolerance. After being assembled into a 
nominal size housing, in standard cases the inner diameter 
automatically adjusts to the E10 tolerances. In relation to 
the installation tolerance, the inner diameter changes with 
the absorption of humidity.
Testing methods, page 57

Chemicals Resistance
Alcohols +
Diluted acids 0 up to –
Diluted alkalines +
Fuels +
Greases, oils without additives +
Hydrocarbons +
Strong acids –
Strong alkalines + up to 0

All information given at room temperature [+20°C]

Table 02: Chemical resistance

Chemical table, page 1636

Rotating Oscillating linear
long-term m/s 0.8 0.7 3.0
short-term m/s 1.9 1.1 5.0

Table 03: Maximum surface speeds

Dry Greases Oil Water
Coefficient of friction µ 0.11 – 0.27 0.08 0.07 0.04

Table 04: Coefficient of friction against steel (Ra = 1μm, 

50HRC)

Housing Plain bearing Shaft
Ø d1 [mm] H7 [mm] E10 [mm] h9 [mm]
0 – 3 +0.000 +0.010 +0.014 +0.054 –0.025 +0.000

> 3 – 6 +0.000 +0.012 +0.020 +0.068 –0.030 +0.000

> 6 – 10 +0.000 +0.015 +0.025 +0.083 –0.036 +0.000

> 10 – 18 +0.000 +0.018 +0.032 +0.102 –0.043 +0.000

> 18 – 30 +0.000 +0.021 +0.040 +0.124 –0.052 +0.000

> 30 – 50 +0.000 +0.025 +0.050 +0.150 –0.062 +0.000

> 50 – 80 +0.000 +0.030 +0.060 +0.180 –0.074 +0.000

> 80 – 120 +0.000 +0.035 +0.072 +0.212 –0.087 +0.000

> 120 – 180 +0.000 +0.040 +0.085 +0.245 –0.100 +0.000

Table 05: Important tolerances for plain bearings according 

to ISO 3547-1 after press-fit

iglidur® J2
+90°C
46MPa

Bearing technology | Plain bearing | iglidur® J2

3D CAD, finder and service life calculation ... www.igus.no/J2
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iglidur® J2
+90°C
46MPa
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Diagram 02: Maximum recommended surface pressure as a 

function of temperature (46MPa at +20°C)
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Diagram 03: Deformation under pressure and temperature
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Diagram 04: Coefficient of friction as a function of the 

surface speed, p = 1MPa
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Diagram 07: Wear for oscillating and rotating applications 

with shaft material Cf53 hardened and ground steel, as a 

function of the load

Diagram 06: Wear, rotating with different shaft materials, 

pressure, p = 1MPa, v = 0.3m/s
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Diagram 05: Coefficient of friction as a function of the load, 

v = 0.01m/s

Diagram 01: Permissible pv values for iglidur® J2 plain 

bearings with a wall thickness of 1mm, dry operation against 

a steel shaft, at +20°C, mounted in a steel housing
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Lubrication-free made easy ... from stock ... no minimum order quantity
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547546

Ordering note
Our prices are scaled according to order 
quantities, current prices can be found online.

No minimum order value.
No low-quantity surcharges.
Free shipping within Germany for orders 
above €150.

Discount scaling

Available from stock 
Detailed information about delivery time online. 
www.igus.no/24

Online ordering
Including delivery times, prices, online tools 
www.igus.no/J2

1 – 9
10 – 24
25 – 49

50 – 99
100 – 199
200 – 499

500 – 999
1,000 – 2,499
2,500 – 4,999

Ordering note
Our prices are scaled according to order 
quantities, current prices can be found online.

No minimum order value.
No low-quantity surcharges.
Free shipping within Germany for orders 
above €150.

Discount scaling

Available from stock 
Detailed information about delivery time online. 
www.igus.no/24

Online ordering
Including delivery times, prices, online tools 
www.igus.no/J2

1 – 9
10 – 24
25 – 49

50 – 99
100 – 199
200 – 499

500 – 999
1,000 – 2,499
2,500 – 4,999

d1 d1 d2 b1 Part No.
Tolerance3) h13

[mm] [mm] [mm]

6.0 +0.020 +0.068 8.0 6.0 J2SM-0608-06
8.0

+0.025 +0.083
10.0 10.0 J2SM-0810-10

10.0 12.0 10.0 J2SM-1012-10
12.0

+0.032 +0.102
14.0 12.0 J2SM-1214-12

16.0 18.0 15.0 J2SM-1618-15
20.0

+0.040 +0.124
23.0 20.0 J2SM-2023-20

25.0 28.0 20.0 J2SM-2528-20

iglidur® J2
+90°C
46MPa

Bearing technology | Plain bearing | iglidur® J2

2) Thickness < 0.6mm: Chamfer = 20°

3) After press-fit. Testing methods, page 57

Dimensions according to ISO 3547-1 and 
special dimensions

Sleeve bearing (form S)

Chamfer in relation to d1

0.5

30°

b1

f1

d2d1

30° 

3D CAD, finder and service life calculation ... www.igus.no/J2

d1 [mm] Ø 6 – 12 Ø 12 – 30
f1 [mm] 0.5 0.8

Order example: J2SM-0608-06 – no minimum order quantity.
J2 iglidur® material S Sleeve bearing M Metric 06 Inner Ø d1 08 Outer Ø d2 06 Total length b1

d1 d1 d2 d3 b1 b2 Part No.
Tolerance3) d133) h13 h13

[mm] [mm] [mm] [mm] [mm]

6.0 +0.020 +0.068 8.0 12.0 6.0 1.00 J2FM-0608-06
8.0

+0.025 +0.083
10.0 15.0 10.0 1.00 J2FM-0810-10

10.0 12.0 18.0 10.0 1.00 J2FM-1012-10
12.0

+0.032 +0.102
14.0 20.0 12.0 1.00 J2FM-1214-12

16.0 18.0 24.0 17.0 1.00 J2FM-1618-17
20.0 +0.040 +0.124 23.0 30.0 21.5 1.50 J2FM-2023-21

Order example: J2FM-0608-06 – no minimum order quantity.
J2 iglidur® material F Flange bearing M Metric 06 Inner Ø d1 08 Outer Ø d2 06 Total length b1

3) After press-fit. Testing methods, page 57

iglidur® J2
+90°C
46MPa

Bearing technology | Plain bearing | iglidur® J2

Lubrication-free made easy ... from stock ... no minimum order quantity

2) Thickness < 0.6mm: Chamfer = 20°

Dimensions according to ISO 3547-1 and 
special dimensions

Flange bearing (form F)

Chamfer in relation to d1

b2

b1
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d
2

d1 [mm] Ø 6 – 12 Ø 12 – 30
f1 [mm] 0.5 0.8



When to use it?
 ● When bearing points must meet high hygienic standards
 ● When a universal plain bearing for manual applications is required
 ● When a plain bearing for low to medium loads is required

The first antibacterial iglidur®  
plain bearing
According to ISO 22 196:2011
iglidur® AB

When not to use?
 ● When a wear-resistant plain bearing is required for continuous dry operation
iglidur® J3

 ● When a plain bearing that conforms with Regulation (EU) No. 10/2011 and/or the FDA requirements  
for repeated contact with food is required
iglidur® A181, iglidur® A350

 ● When a plain bearing with the highest possible media resistance is required
iglidur® X



551550

The first antibacterial iglidur® plain bearing
According to ISO 22 196:2011 
Plain bearings made from iglidur® AB help to reduce the bacteria in bearing points that are difficult  
to access.

●● Antibacterial
●● Universal installation
●● High media resistance
●● Lubrication-free

● Maintenance-free

Typical application areas
● Medical technology
● Laboratory technology
● Ventilation systems
● Sanitary furniture and equipment
● Bearings of patient and care furniture

Bearing technology | Plain bearing | iglidur® AB

iglidur® AB
+70°C
25MPa

3D CAD, finder and service life calculation ... www.igus.no/AB

Online product finder 
www.igus.no/iglidur-finder

Online service life calculation 
www.igus.no/iglidur-expert

Ø  
6.0 – 20.0mm

Descriptive technical specifications

Wear resistance at +23°C – +

Wear resistance at +90°C – +

Wear resistance at +150°C – +

Low coefficient of friction – +

Low moisture absorption – +

Wear resistance under water – +

High media resistance – +

Resistant to edge pressures – +

Suitable for shock and impact loads – +

Resistant to dirt – +

Also available 
as:

Bar stock, 
round bar
Page 657

Bar stock, 
plate
Page 683

tribo-tape liner
Page 691

Piston rings
Page 581

Two hole 
flange  
bearings
Page 603

Moulded 
special parts
Page 624

igubal®  
spherical balls
Page 841

iglidur® AB was specially developed for applications in areas 
with hygienic requirements. These types of applications  
often involve manually actuated pivoting units (doors, 
furniture in the medical sector, etc.). The material reduces the 
level of bacterial contamination but – like all "anti-bacterial" 
materials – is not a substitute for adequate hygienic 
measures.

Moisture absorption
Under standard climatic conditions, the moisture absorption  
of iglidur® AB plain bearings is approximately 0.8% weight. 
The saturation limit in water is 1.6% weight.

Vacuum
In vacuum, any present moisture is released as vapour. Use 
in vacuum is only possible with dehumidified iglidur® AB  
bearings.

Radiation resistance
Plain bearings made from iglidur® AB are resistant up to a 
radiation intensity of 3 · 10²Gy.

Resistance to weathering
iglidur® AB plain bearings have limited resistance to 
weathering. The material properties are affected. Discoloration  
occurs. Practical tests under real application conditions 
are recommended.

Mechanical properties
With increasing temperatures, the compressive strength of 
iglidur® AB plain bearings decreases. Diagram 02 shows 
this inverse relationship. The maximum recommended 
surface pressure is a mechanical material parameter. No 
conclusions regarding the tribological properties can be 
drawn from this.
Diagram 03 shows the elastic deformation of iglidur® AB 
at radial loads. A possible deformation could be, among 
others, dependant on the duty cycle of the load.
Surface pressure, page 41

iglidur® AB
+70°C
25MPa

Lubrication-free made easy ... from stock ... no minimum order quantity

General properties Testing method

Density g/cm³ 1.11
Colour yellow
Max. moisture absorption at +23°C and 50% r.h. % weight 0.8 ISO 175
Max. moisture absorption % weight 1.6 ISO 62
Coefficient of friction, dynamic, against steel µ 0.18 – 0.31
pv value, max. (dry) MPa · m/s 0.25
Mechanical properties
Flexural modulus MPa 1,850 DIN EN ISO 178
Flexural strength at +20°C MPa 50 DIN EN ISO 178
Compressive strength MPa 40
Max. recommended surface pressure (+20°C) MPa 25
Shore D hardness 70 DIN 53505
Physical and thermal properties
Max. application temperature long-term °C +70
Max. application temperature short-term °C +140
Min. application temperature °C –40
Thermal conductivity W/m · K 0.24 ASTM C 177
Coefficient of thermal expansion (at +23°C) K–1 · 10–5 10 DIN 53752
Electrical properties
Specific contact resistance Ωcm >1012 DIN IEC 93
Surface resistance Ω >1012 DIN 53482

Table 01: Material properties

Technical data

–40°C up to 
+70°C

25MPa

FOOD



553552

Permissible surface speeds
iglidur® AB is mainly suitable for low surface speeds in 
dry operation, but the specified values shown in table 
03 can only be achieved at very low pressures. At the 
given speeds, friction can cause a temperature increase 
to maximum permissible levels. In practice, though, this 
level is rarely reached due to varying application conditions.
Surface speed, page 44

Temperature
The temperatures prevailing in the bearing system also have 
an influence on the wear. With increasing temperatures,  
the wear increases and this effect is significant when 
temperatures rise over +60°C. For temperatures over 
+50°C an additional securing is required.
Application temperatures, page 49
Additional securing, page 49

Friction and wear
Coefficient of friction and wear resistance are dependent 
on the application parameters (diagrams 04 and 05).
Coefficient of friction and surfaces, page 47
Wear resistance, page 50

Shaft materials
The friction and wear are also dependent, to a large 
degree, on the shaft material. Shafts that are too smooth, 
increase both the coefficient of friction and the wear of 
the bearing. Diagram 06 shows results of testing different 
shafts. When rotating at a load of 1MPa, the wear on 
all tested shafts is very similar. Only the hard-anodised 
aluminium shafts cause a noticeable increase in the wear. 
As illustrated in diagram 07, the wear rate from pivoting 
and rotational movements at loads in increasing levels is 
also quite similar if the remaining parameters are identical.
Shaft materials, page 52

Installation tolerances
iglidur® AB plain bearings are standard bearings for 
shafts with h tolerance (recommended minimum h9). 
The bearings are designed for press-fit into a housing 
machined to a H7 tolerance. After being assembled into a 
nominal size housing, in standard cases the inner diameter 
automatically adjusts to the E10 tolerances. In relation to 
the installation tolerance, the inner diameter changes with 
the absorption of humidity. For particular dimensions the 
tolerance differs depending on the wall thickness (please 
see product range table).
Testing methods, page 57

Chemicals Resistance
Alcohols + up to 0
Diluted acids 0 up to –
Diluted alkalines +
Fuels +
Greases, oils without additives +
Hydrocarbons +
Strong acids –
Strong alkalines 0

All information given at room temperature [+20°C]

Table 02: Chemical resistance

Chemical table, page 1636

Rotating Oscillating linear
long-term m/s 0.7 0.5 1.0
short-term m/s 1.0 0.7 1.8

Table 03: Maximum surface speeds

Dry Greases Oil Water
Coefficient of friction µ 0.18 – 0.31 0.09 0.04 0.04

Table 04: Coefficient of friction against steel (Ra = 1μm, 

50HRC)

Housing Plain bearing Shaft
Ø d1 [mm] H7 [mm] E10 [mm] h9 [mm]
0 – 3 +0.000 +0.010 +0.014 +0.054 –0.025 +0.000

> 3 – 6 +0.000 +0.012 +0.020 +0.068 –0.030 +0.000

> 6 – 10 +0.000 +0.015 +0.025 +0.083 –0.036 +0.000

> 10 – 18 +0.000 +0.018 +0.032 +0.102 –0.043 +0.000

> 18 – 30 +0.000 +0.021 +0.040 +0.124 –0.052 +0.000

> 30 – 50 +0.000 +0.025 +0.050 +0.150 –0.062 +0.000

> 50 – 80 +0.000 +0.030 +0.060 +0.180 –0.074 +0.000

> 80 – 120 +0.000 +0.035 +0.072 +0.212 –0.087 +0.000

> 120 – 180 +0.000 +0.040 +0.085 +0.245 –0.100 +0.000

Table 05: Important tolerances for plain bearings according 

to ISO 3547-1 after press-fit

iglidur® AB
+70°C
25MPa

Bearing technology | Plain bearing | iglidur® AB

3D CAD, finder and service life calculation ... www.igus.no/AB
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Diagram 02: Maximum recommended surface pressure as a 

function of temperature (25MPa at +20°C)
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Diagram 03: Deformation under pressure and temperature
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Diagram 04: Coefficient of friction as a function of the 

surface speed, p = 1MPa
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Diagram 07: Wear for oscillating and rotating applications 

with shaft material Cf53 hardened and ground steel, as a 

function of the load

Diagram 06: Wear, rotating with different shaft materials, 

pressure, p = 1MPa, v = 0.3m/s
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Diagram 05: Coefficient of friction as a function of the load, 

v = 0.01m/s

Diagram 01: Permissible pv values for iglidur® AB plain 

bearings with a wall thickness of 1mm, dry operation against 

a steel shaft, at +20°C, mounted in a steel housing
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Lubrication-free made easy ... from stock ... no minimum order quantity
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555554

Ordering note
Our prices are scaled according to order 
quantities, current prices can be found online.

No minimum order value.
No low-quantity surcharges.
Free shipping within Germany for orders 
above €150.

Discount scaling

Available from stock 
Detailed information about delivery time online. 
www.igus.no/24

Online ordering
Including delivery times, prices, online tools 
www.igus.no/AB

1 – 9
10 – 24
25 – 49

50 – 99
100 – 199
200 – 499

500 – 999
1,000 – 2,499
2,500 – 4,999

Ordering note
Our prices are scaled according to order 
quantities, current prices can be found online.

No minimum order value.
No low-quantity surcharges.
Free shipping within Germany for orders 
above €150.

Discount scaling

Available from stock 
Detailed information about delivery time online. 
www.igus.no/24

Online ordering
Including delivery times, prices, online tools 
www.igus.no/AB

1 – 9
10 – 24
25 – 49

50 – 99
100 – 199
200 – 499

500 – 999
1,000 – 2,499
2,500 – 4,999

d1 d1 d2 b1 Part No.
Tolerance3) h13

[mm] [mm] [mm]

6.0 +0.020 +0.068 8.0 6.0 ABSM-0608-06
8.0

+0.025 +0.083
10.0 10.0 ABSM-0810-10

10.0 12.0 10.0 ABSM-1012-10
12.0

+0.032 +0.102
14.0 15.0 ABSM-1214-15

15.0 17.0 15.0 ABSM-1517-15
20.0 +0.040 +0.124 23.0 20.0 ABSM-2023-20

iglidur® AB
+70°C
25MPa

Bearing technology | Plain bearing | iglidur® AB

2) Thickness < 0.6mm: Chamfer = 20°

3) After press-fit. Testing methods, page 57

Dimensions according to ISO 3547-1 and 
special dimensions

Sleeve bearing (form S)

Chamfer in relation to d1

0.5

30°

b1

f1

d2d1

30° 

3D CAD, finder and service life calculation ... www.igus.no/AB

d1 [mm] Ø 1 – 6 Ø 6 – 12 Ø 12 – 30
f1 [mm] 0.3 0.5 0.8

Order example: ABSM-0608-06 – no minimum order quantity.
AB iglidur® material S Sleeve bearing M Metric 06 Inner Ø d1 08 Outer Ø d2 06 Total length b1

d1 d1 d2 d3 b1 b2 Part No.
Tolerance3) d133) h13 h13

[mm] [mm] [mm] [mm] [mm]

6.0 +0.020 +0.068 8.0 12.0 8.0 1.00 ABFM-0608-08
8.0

+0.025 +0.083
10.0 15.0 9.5 1.00 ABFM-0810-09

10.0 12.0 18.0 12.0 1.00 ABFM-1012-12
12.0

+0.032 +0.102
14.0 20.0 12.0 1.00 ABFM-1214-12

15.0 17.0 23.0 12.0 1.00 ABFM-1517-12
20.0 +0.040 +0.124 23.0 30.0 21.5 1.50 ABFM-2023-21

Order example: ABFM-0608-08 – no minimum order quantity.
AB iglidur® material F Flange bearing M Metric 06 Inner Ø d1 08 Outer Ø d2 08 Total length b1

3) After press-fit. Testing methods, page 57

iglidur® AB
+70°C
25MPa

Bearing technology | Plain bearing | iglidur® AB

Lubrication-free made easy ... from stock ... no minimum order quantity

2) Thickness < 0.6mm: Chamfer = 20°

Dimensions according to ISO 3547-1 and 
special dimensions

Flange bearing (form F)

Chamfer in relation to d1

b2

b1

r m
ax

. 0
.5

d3 d1

f1

30° 

d
2

d1 [mm] Ø 1 – 6 Ø 6 – 12 Ø 12 – 30
f1 [mm] 0.3 0.5 0.8



When to use it?
 ● For applications in rail technology where suitability according to DIN EN 45545 is required
 ● For high wear resistance at low to medium pressures
 ● When a low coefficient of friction in dry operation is requested
 ● Low moisture absorption

For the rail industry, complies with 
DIN EN 45545 HL3, R22/R23
Wear-resistant for rail technology
iglidur® RW370

When not to use?
 ● When high pressure loads occur and suitability according to DIN EN 45545 is not required
iglidur® G, iglidur® W300

 ● When short-term temperatures higher than +190°C occur
iglidur® G, iglidur® Z

 ● When a cost-effective plain bearing for occasional movements is necessary
iglidur® G



559558

For the rail industry, complies with 
DIN EN 45545 HL3, R22/R23
Wear-resistant for rail technology 
The first iglidur® material that fulfills the European fire safety standard for rail vehicles is suitable for many 
wear-stressed applications in railway technology due to its very complete property profile.
● Complies with the European fire protection standard DIN EN 45545 HL3 requirement set R22/R23
● Flame-retardant
● High wear resistance
● Low coefficient of friction
● Lubrication and maintenance-free

Typical application areas
● Door guides and hinges
● Rotating joint
● Entrance staircases
● Seat table mechanisms

Bearing technology | Plain bearing | iglidur® RW370

iglidur® 
RW370
+170°C
75MPa

3D CAD, finder and service life calculation ... www.igus.no/RW370

Online product finder 
www.igus.no/iglidur-finder

Online service life calculation 
www.igus.no/iglidur-expert

Ø  
6.0 – 20.0mm

Descriptive technical specifications

Wear resistance at +23°C – +

Wear resistance at +90°C – +

Wear resistance at +150°C – +

Low coefficient of friction – +

Low moisture absorption – +

Wear resistance under water – +

High media resistance – +

Resistant to edge pressures – +

Suitable for shock and impact loads – +

Resistant to dirt – +

Also available 
as:

Bar stock, 
round bar
Page 685

Bar stock, 
plate
Page 683

tribo-tape liner
Page 691

Piston rings
Page 581

Two hole 
flange  
bearings
Page 603

Moulded 
special parts
Page 624

igubal®  
spherical balls
Page 841

iglidur® RW370 was specially developed for the fire 
protection requirements in railway technology. It fulfils the 
specification of DIN EN 45545. Plain bearings made of 
iglidur® RW370 are used primarily in door systems, seat 
adjustments and joints, as well as hinges.

Moisture absorption
Under standard climatic conditions, the moisture absorption  
of iglidur® RW370 plain bearings is below 0.25% weight. 
The saturation limit in water is 1.2% weight.

Vacuum
In vacuum, the moisture content is released as vapour. Due 
to its low moisture absorption, use in a vacuum is possible.

Radiation resistance
Plain bearings made from iglidur® RW370 are resistant up 
to a radiation intensity of 3 · 10²Gy.

Resistance to weathering
iglidur® RW370 plain bearings are continuously resistant 
to weathering. The material properties are only slightly 
affected. Possible discolorations are only superficial.

Mechanical properties
With increasing temperatures, the compressive strength of 
iglidur® RW370 plain bearings decreases. Diagram 02 shows 
this inverse relationship. The maximum recommended 
surface pressure is a mechanical material parameter. No 
conclusions regarding the tribological properties can be 
drawn from this.
Diagram 03 shows the elastic deformation of iglidur® RW370  
at radial loads. A possible deformation could be, among 
others, dependant on the duty cycle of the load.
Surface pressure, page 41

iglidur® 
RW370
+170°C
75MPa

Lubrication-free made easy ... from stock ... no minimum order quantity

General properties Testing method

Density g/cm³ 1.34
Colour beige
Max. moisture absorption at +23°C and 50% r.h. % weight 0.25 ISO 175
Max. moisture absorption % weight 1.2 ISO 62
Coefficient of friction, dynamic, against steel µ 0.13 – 0.17
pv value, max. (dry) MPa · m/s 1.20
Mechanical properties
Flexural modulus MPa 2,997 DIN EN ISO 178
Flexural strength at +20°C MPa 100 DIN EN ISO 178
Compressive strength MPa 129
Max. recommended surface pressure (+20°C) MPa 75
Shore D hardness 80 DIN 53505
Physical and thermal properties
Max. application temperature long-term °C +170
Max. application temperature short-term °C +190
Min. application temperature °C –50
Thermal conductivity W/m · K 0.22 ASTM C 177
Coefficient of thermal expansion (at +23°C) K–1 · 10–5 5 DIN 53752
Electrical properties
Specific contact resistance Ωcm >1012 DIN IEC 93
Surface resistance Ω >1012 DIN 53482

Table 01: Material properties

Technical data

–50°C up to 
+170°C

75MPa

FOOD
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Permissible surface speeds
Although the typical applications of iglidur® RW370 plain 
bearings are generally in the area of intermittent operation, 
the maximum attainable speeds can be quite high, 
depending on the type of motion. The speeds stated in 
table 03 are limit values for the lowest bearing loads. With 
higher loads, the permitted speed drops with the extent of 
the load due to the limitations by the pv value.
Surface speed, page 44

Temperature
The short-term permissible temperature limit is +190°C, 
which allows the use of iglidur® RW370 plain bearings in 
all applications involving elevated ambient temperatures. 
With increasing temperatures, the compressive strength of 
iglidur® RW370 plain bearings decreases. When considering  
temperatures, the additional frictional heat in the bearing 
system must be taken into account. For temperatures over 
+120°C an additional securing is required.
Application temperatures, page 49
Additional securing, page 49

Friction and wear
The excellent coefficient of friction level of iglidur® RW370 in 
dry operation decreases with speed, to a value of 1.1m/s. 
Diagram 04 shows this with respect to a steel shaft. Above 
a speed of 1.25m/s the coefficient of friction increases 
significantly as the load limit of the material is reached.
Coefficient of friction and surfaces, page 47
Wear resistance, page 50

Shaft materials
Diagrams 06 and 07 display a summary of the results of tests 
with different shaft materials conducted with plain bearings 
made from iglidur® RW370. At a surface pressure of 0.3m/s 
and 1MPa, shafts made of hard-anodised aluminium and 
hard-chromed Cf53 are the most suitable glide surfaces. 
Shafts made from 304 stainless steel or high grade steel 
also show good results. If the shaft material you plan on 
using is not shown in these test results, please contact us.
Shaft materials, page 52

Installation tolerances
iglidur® RW370 plain bearings are standard bearings for 
shafts with h tolerance (recommended minimum h9). 
The bearings are designed for press-fit into a housing 
machined to a H7 tolerance. After being assembled into a 
nominal size housing, in standard cases the inner diameter 
automatically adjusts to the F10 tolerances. For particular 
dimensions the tolerance differs depending on the wall 
thickness (please see product range table).
Testing methods, page 57

Chemicals Resistance
Alcohols + up to 0
Diluted acids +
Diluted alkalines +
Fuels + up to 0
Greases, oils without additives +
Hydrocarbons –
Strong acids –
Strong alkalines –

All information given at room temperature [+20°C]

Table 02: Chemical resistance

Chemical table, page 1636

Rotating Oscillating linear
long-term m/s 0.9 0.6 2.5
short-term m/s 1.0 0.8 2.6

Table 03: Maximum surface speeds

Dry Greases Oil Water
Coefficient of friction µ 0.13 – 0.17 0.09 0.04 0.04

Table 04: Coefficient of friction against steel (Ra = 1μm, 

50HRC)

Housing Plain bearing Shaft
Ø d1 [mm] H7 [mm] F10 [mm] h9 [mm]
0 – 3 +0.000 +0.010 +0.006 +0.046 –0.025 +0.000

> 3 – 6 +0.000 +0.012 +0.010 +0.058 –0.030 +0.000

> 6 – 10 +0.000 +0.015 +0.013 +0.071 –0.036 +0.000

> 10 – 18 +0.000 +0.018 +0.016 +0.086 –0.043 +0.000

> 18 – 30 +0.000 +0.021 +0.020 +0.104 –0.052 +0.000

> 30 – 50 +0.000 +0.025 +0.025 +0.125 –0.062 +0.000

> 50 – 80 +0.000 +0.030 +0.030 +0.150 –0.074 +0.000

> 80 – 120 +0.000 +0.035 +0.036 +0.176 –0.087 +0.000

> 120 – 180 +0.000 +0.040 +0.043 +0.203 +0.000 +0.100

Table 05: Important tolerances for plain bearings according 

to ISO 3547-1 after press-fit

iglidur® 
RW370
+170°C
75MPa Bearing technology | Plain bearing | iglidur® RW370

3D CAD, finder and service life calculation ... www.igus.no/RW370
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iglidur® 
RW370
+170°C
75MPa
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Diagram 02: Maximum recommended surface pressure as a 

function of temperature (75MPa at +20°C)
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Diagram 03: Deformation under pressure and temperature
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Diagram 04: Coefficient of friction as a function of the 

surface speed, p = 1MPa
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Diagram 06: Wear for oscillating and rotating applications 

with shaft material Cf53 hardened and ground steel, as a 

function of the load
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Diagram 05: Wear, rotating with different shaft materials, 

pressure, p = 1MPa, v = 0.3m/s

Diagram 01: Permissible pv values for iglidur® RW370 plain 

bearings with a wall thickness of 1mm, dry operation against 

a steel shaft, at +20°C, mounted in a steel housing
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Ordering note
Our prices are scaled according to order 
quantities, current prices can be found online.

No minimum order value.
No low-quantity surcharges.
Free shipping within Germany for orders 
above €150.

Discount scaling

Available from stock 
Detailed information about delivery time online. 
www.igus.no/24

Online ordering
Including delivery times, prices, online tools 
www.igus.no/RW370

1 – 9
10 – 24
25 – 49

50 – 99
100 – 199
200 – 499

500 – 999
1,000 – 2,499
2,500 – 4,999

Ordering note
Our prices are scaled according to order 
quantities, current prices can be found online.

No minimum order value.
No low-quantity surcharges.
Free shipping within Germany for orders 
above €150.

Discount scaling

Available from stock 
Detailed information about delivery time online. 
www.igus.no/24

Online ordering
Including delivery times, prices, online tools 
www.igus.no/RW370

1 – 9
10 – 24
25 – 49

50 – 99
100 – 199
200 – 499

500 – 999
1,000 – 2,499
2,500 – 4,999

d1 d1 d2 b1 Part No.
Tolerance3) h13

[mm] [mm] [mm]

6.0 +0.010 +0.058 8.0 6.0 RW370SM-0608-06
8.0

+0.013 +0.071
10.0 10.0 RW370SM-0810-10

10.0 12.0 10.0 RW370SM-1012-10
12.0

+0.016 +0.086
14.0 12.0 RW370SM-1214-12

16.0 18.0 15.0 RW370SM-1618-15
20.0 +0.020 +0.104 23.0 20.0 RW370SM-2023-20

iglidur® 
RW370
+170°C
75MPa Bearing technology | Plain bearing | iglidur® RW370

2) Thickness < 0.6mm: Chamfer = 20°

3) After press-fit. Testing methods, page 57

Dimensions according to ISO 3547-1 and 
special dimensions

Sleeve bearing (form S)

Chamfer in relation to d1

0.5

30°

b1

f1

d2d1

30° 

3D CAD, finder and service life calculation ... www.igus.no/RW370

d1 [mm] Ø 6 – 12 Ø 12 – 30
f1 [mm] 0.5 0.8

Order example: RW370SM-0608-06 – no minimum order quantity.
RW370 iglidur® material S Sleeve bearing M Metric 06 Inner Ø d1 08 Outer Ø d2 06 Total length b1

d1 d1 d2 d3 b1 b2 Part No.
Tolerance3) d133) h13 h13

[mm] [mm] [mm] [mm] [mm]

6.0 +0.010 +0.058 8.0 12.0 6.0 1.00 RW370FM-0608-06
8.0

+0.013 +0.071
10.0 15.0 9.5 1.00 RW370FM-0810-09

10.0 12.0 18.0 9.0 1.00 RW370FM-1012-09
12.0

+0.016 +0.086
14.0 20.0 12.0 1.00 RW370FM-1214-12

16.0 18.0 24.0 12.0 1.00 RW370FM-1517-12
20.0 +0.020 +0.104 23.0 30.0 21.5 1.50 RW370FM-2023-20

Order example: RW370FM-0608-06 – no minimum order quantity.
RW370 iglidur® material F Flange bearing M Metric 06 Inner Ø d1 08 Outer Ø d2 06 Total length b1

3) After press-fit. Testing methods, page 57

iglidur® 
RW370
+170°C
75MPaBearing technology | Plain bearing | iglidur® RW370

Lubrication-free made easy ... from stock ... no minimum order quantity

2) Thickness < 0.6mm: Chamfer = 20°

Dimensions according to ISO 3547-1 and 
special dimensions

Flange bearing (form F)

Chamfer in relation to d1

b2

b1

r m
ax

. 0
.5

d3 d1

f1

30° 

d
2

d1 [mm] Ø 6 – 12 Ø 12 – 30
f1 [mm] 0.5 0.8



When to use it?
 ● When maximum vibration dampening is required
 ● When sealing function has to be integrated
 ● When high edge loads occur

The variable one
For simple bearing applications
iglidur® B

When not to use?
 ● In applications with high atmospheric humidity
iglidur® J

 ● When a cost-effective universal plain bearing is required
iglidur® R

 ● When the highest wear resistance is required
iglidur® J
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The variable one
For simple bearing applications 
Vibration dampening is the predominant feature of the iglidur® B material, which are also well-suited for 
edge loads at low pressure.
● Elimination of noise
● High flexibility
● Sealing function possible
● Lubrication-free
● Maintenance-free

Bearing technology | Plain bearing | iglidur® B

iglidur® B
+100°C
40MPa

3D CAD, finder and service life calculation ... www.igus.no/B

Online product finder 
www.igus.no/iglidur-finder

Online service life calculation 
www.igus.no/iglidur-expert

Ø  
  –  

Descriptive technical specifications

Wear resistance at +23°C – +

Wear resistance at +90°C – +

Wear resistance at +150°C – +

Low coefficient of friction – +

Low moisture absorption – +

Wear resistance under water – +

High media resistance – +

Resistant to edge pressures – +

Suitable for shock and impact loads – +

Resistant to dirt – +

Also available 
as:

Bar stock, 
round bar
Page 657

Bar stock, 
plate
Page 683

tribo-tape liner
Page 691

Piston rings
Page 581

Two hole 
flange  
bearings
Page 603

Moulded 
special parts
Page 624

igubal®  
spherical balls
Page 841

The compressive strength of the iglidur® B plain bearings 
is on the one hand low, but on the other, is an important 
property of the bearing. They are mainly used where 
vibration dampening and acoustic separation are required.

Moisture absorption
Under standard climatic conditions, the moisture absorption  
of iglidur® B plain bearings is approximately 1% weight. 
The saturation limit in water is 6.3% weight. This must be 
taken into account for these types of applications.

Vacuum
In vacuum, any present moisture is released as vapour. 
Use in vacuum is only possible with dehumidified iglidur® B  
bearings.

Radiation resistance
Plain bearings made from iglidur® B are resistant up to a 
radiation intensity of 3 · 10²Gy.

Resistance to weathering
iglidur® B plain bearings have limited resistance to weathering. 
The material properties are affected. Discoloration occurs. 
Practical tests under real application conditions are 
recommended.

Mechanical properties
With increasing temperatures, the compressive strength 
of iglidur® B plain bearings decreases. Diagram 02 shows 
this inverse relationship. The maximum recommended 
surface pressure is a mechanical material parameter. No 
conclusions regarding the tribological properties can be 
drawn from this.
Diagram 03 shows the elastic deformation of iglidur® B 
at radial loads. At the maximum recommended surface 
pressure of 40MPa the deformation is about 5.3% at room 
temperature.
Surface pressure, page 41

iglidur® B
+100°C
40MPa

Lubrication-free made easy ... from stock ... no minimum order quantity

 General properties Testing method

Density g/cm³ 1.15
Colour grey
Max. moisture absorption at +23°C and 50% r.h. % weight 1 DIN 53495
Max. moisture absorption % weight 6.3
Coefficient of friction, dynamic, against steel µ 0.18 – 0.28
pv value, max. (dry) MPa · m/s 0.15
Mechanical properties
Flexural modulus MPa 1,800 DIN 53457
Flexural strength at +20°C MPa 55 DIN 53452
Compressive strength MPa 20
Max. recommended surface pressure (+20°C) MPa 40
Shore D hardness 69 DIN 53505
Physical and thermal properties
Max. application temperature long-term °C +100
Max. application temperature short-term °C +130
Min. application temperature °C –40
Thermal conductivity W/m · K 0.24 ASTM C 177
Coefficient of thermal expansion (at +23°C) K–1 · 10–5 12 DIN 53752
Electrical properties
Specific contact resistance Ωcm > 1010 DIN IEC 93
Surface resistance Ω > 109 DIN 53482

Table 01: Material properties

Technical data

–40°C up to 
+100°C

40MPa

FOOD
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Permissible surface speeds
iglidur® B plain bearings can be continuously used up to 
0.7m/s in rotating applications. The frictional heat provides 
the speed limits. In practice, though, this level is rarely 
reached due to varying application conditions.
Surface speed, page 44

Temperature
The maximum long-term application temperature is 
+100°C. For temperatures over +50°C an additional
securing is required. The wear resistance also decreases 
exponentially from +70°C upwards.
Application temperatures, page 49
Additional securing, page 49

Friction and wear
The coefficient of friction increases slightly with the speed 
and decreases with the load. Surface finishes (Ra) of the 
shaft between 0.4 – 0.6µm are ideal. As far as the bearing 
load is not too high, the attained coefficient of wear is pretty 
good. An increase in load results in a disproportionate 
increase in abrasion.
Coefficient of friction and surfaces, page 47
Wear resistance, page 50

Shaft materials
The influence of the shaft is not very large on the wear 
resistance. Diagrams 06 and 07 clarify that very similar 
wear data are attained with different shaft materials.
Shaft materials, page 52

Installation tolerances
iglidur® B plain bearings are standard bearings for 
shafts with h tolerance (recommended minimum h9). 
The bearings are designed for press-fit into a housing 
machined to a H7 tolerance. After being assembled into a 
nominal size housing, in standard cases the inner diameter 
automatically adjusts to the D11 tolerances. For particular 
dimensions the tolerance differs depending on the wall 
thickness (please see product range table).
Testing methods, page 57

Chemicals Resistance
Alcohols + up to 0
Diluted acids 0 up to –
Diluted alkalines –
Fuels –
Greases, oils without additives –
Hydrocarbons –
Strong acids –
Strong alkalines –

All information given at room temperature [+20°C]

Table 02: Chemical resistance

Chemical table, page 1636

Rotating Oscillating linear
long-term m/s 0.7 0.5 2.0
short-term m/s 1.0 0.7 3.0

Table 03: Maximum surface speeds

Dry Greases Oil Water
Coefficient of friction µ 0.18 – 0.28 0.09 0.04 0.04

Table 04: Coefficient of friction against steel (Ra = 1μm, 

50HRC)

Housing Plain bearing Shaft
Ø d1 [mm] H7 [mm] D11 [mm] h9 [mm]
0 – 3 +0.000 +0.010 +0.020 +0.080 –0.025 +0.000

> 3 – 6 +0.000 +0.012 +0.030 +0.105 –0.030 +0.000

> 6 – 10 +0.000 +0.015 +0.040 +0.130 –0.036 +0.000

> 10 – 18 +0.000 +0.018 +0.050 +0.160 –0.043 +0.000

> 18 – 30 +0.000 +0.021 +0.065 +0.195 –0.052 +0.000

> 30 – 50 +0.000 +0.025 +0.080 +0.240 –0.062 +0.000

> 50 – 80 +0.000 +0.030 +0.100 +0.290 –0.074 +0.000

> 80 – 120 +0.000 +0.035 +0.120 +0.340 –0.087 +0.000

> 120 – 180 +0.000 +0.040 +0.145 +0.395 –0.100 +0.000

Table 05: Important tolerances for plain bearings according 

to ISO 3547-1 after press-fit

iglidur® B plain bearings are manufactured to special order.

iglidur® B
+100°C
40MPa

Bearing technology | Plain bearing | iglidur® B

3D CAD, finder and service life calculation ... www.igus.no/B
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Diagram 02: Maximum recommended surface pressure as a 

function of temperature (40MPa at +20°C)
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Diagram 03: Deformation under pressure and temperature
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Diagram 04: Coefficient of friction as a function of the 

surface speed, p = 0.75MPa
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Diagram 07: Wear for oscillating and rotating applications 

with shaft material Cf53 hardened and ground steel, as a 

function of the load

Diagram 06: Wear, rotating with different shaft materials, 

pressure, p = 1MPa, v = 0.3m/s
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Diagram 05: Coefficient of friction as a function of the load, 

v = 0.01m/s

Diagram 01: Permissible pv values for iglidur® B plain 

bearings with a wall thickness of 1mm, dry operation against 

a steel shaft, at +20°C, mounted in a steel housing
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Lubrication-free made easy ... from stock ... no minimum order quantity
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When to use it?
 ● When PTFE and silicone are not allowed in your application
 ● For applications with low speed
 ● When dirt-resistant bearings is required
 ● When maintenance-free, self-lubricating bearings is required

Free from PTFE and silicone
For simple applications
iglidur® C

When not to use?
 ● When the highest wear resistance is required
iglidur® W300

 ● When lowest coefficient of friction is required
iglidur® J, iglidur® L250

 ● When a cost-effective option is requested
iglidur® M250

 ● When low moisture absorption is required
iglidur® R



573572

Free from PTFE and silicone
For simple applications 
Although iglidur® C dispenses with the use of PTFE and silicone as lubricants, the bearings still have 
excellent wear resistance under low loads.
● Maintenance-free dry operation
● High wear resistance
● Lubrication-free
● Maintenance-free

Bearing technology | Plain bearing | iglidur® C

iglidur® C
+90°C
40MPa

3D CAD, finder and service life calculation ... www.igus.no/C

Online product finder 
www.igus.no/iglidur-finder

Online service life calculation 
www.igus.no/iglidur-expert

Ø  
  –  

Descriptive technical specifications

Wear resistance at +23°C – +

Wear resistance at +90°C – +

Wear resistance at +150°C – +

Low coefficient of friction – +

Low moisture absorption – +

Wear resistance under water – +

High media resistance – +

Resistant to edge pressures – +

Suitable for shock and impact loads – +

Resistant to dirt – +

Also available 
as:

Bar stock, 
round bar
Page 657

Bar stock, 
plate
Page 683

tribo-tape liner
Page 691

Piston rings
Page 581

Two hole 
flange  
bearings
Page 603

Moulded 
special parts
Page 624

igubal®  
spherical balls
Page 841

Plain bearings made from iglidur® C were developed 
especially for applications where the use of PTFE and 
silicon is not possible. Such applications can be found in 
electronics, tobacco and beverages industry and in many 
painting processes. Keywords like paint compatibility and 
silicon-free make the further employment of this material 
reasonable.

Moisture absorption
The moisture absorption of iglidur® C plain bearings is 
approximately 6.9% weight when saturated in water. This 
must be taken into account for these types of applications.

Vacuum
In vacuum, any present moisture is released as vapour. 
The use in vacuum is only possible to a limited extent.

Radiation resistance
Plain bearings made from iglidur® C are resistant up to a 
radiation intensity of 2 · 10⁴Gy.

Resistance to weathering
iglidur® C plain bearings have limited resistance to weathering. 
The material properties are affected. Discoloration occurs. 
Practical tests under real application conditions are 
recommended.

Mechanical properties
With increasing temperatures, the compressive strength 
of iglidur® C plain bearings decreases. Diagram 02 shows 
this inverse relationship. The maximum recommended 
surface pressure is a mechanical material parameter. No 
conclusions regarding the tribological properties can be 
drawn from this.
Diagram 03 shows the elastic deformation of iglidur® C at 
radial loads. The high flexibility makes the bearing suitable 
for vibrations and edge loads.
Surface pressure, page 41

iglidur® C
+90°C
40MPa

Lubrication-free made easy ... from stock ... no minimum order quantity

General properties Testing method

Density g/cm³ 1.10
Colour off white
Max. moisture absorption at +23°C and 50% r.h. % weight 1 DIN 53495
Max. moisture absorption % weight 6.9
Coefficient of friction, dynamic, against steel µ 0.17 – 0.25
pv value, max. (dry) MPa · m/s 0.10
Mechanical properties
Flexural modulus MPa 1,900 DIN 53457
Flexural strength at +20°C MPa 60 DIN 53452
Compressive strength MPa 30
Max. recommended surface pressure (+20°C) MPa 40
Shore D hardness 72 DIN 53505
Physical and thermal properties
Max. application temperature long-term °C +90
Max. application temperature short-term °C +130
Min. application temperature °C –40
Thermal conductivity W/m · K 0.24 ASTM C 177
Coefficient of thermal expansion (at +23°C) K–1 · 10–5 15 DIN 53752
Electrical properties
Specific contact resistance Ωcm > 1010 DIN IEC 93
Surface resistance Ω > 109 DIN 53482

Table 01: Material properties

Technical data

–40°C up to 
+90°C

40MPa

FOOD
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Permissible surface speeds
Although important solid lubricants were intentionally  
avoided in the development of iglidur® C, the plain bearings 
are very wear-resistant and therefore also suitable for 
continuous movements at medium surface speeds. 
Despite it being possible to temporarily attain rotational 
speeds of up to 1.5m/s, the main applications should 
nevertheless involve speeds of less than 0.5m/s.
Surface speed, page 44

Temperature
The iglidur® C plain bearings can be used in short-term 
temperatures up to +130°C. However no real loads are 
possible at this temperature. It therefore makes sense 
to limit the temperature to around +80°C to +90°C. 
For temperatures over +40°C an additional securing is 
required.
Application temperatures, page 49
Additional securing, page 49

Friction and wear
The coefficient of friction of the iglidur® C plain bearing is 
dependent to a large degree on the surface finish of the 
shaft. The wear of the bearing is very good in applications 
with rotating or pivoting movements with low loads.
Coefficient of friction and surfaces, page 47
Wear resistance, page 50

Shaft materials
Diagram 06 clearly shows how important the most 
"suitable" shaft can be. Although all shown results of these 
rotation experiments can be understood as very good, 
the difference is sometimes significant. This difference 
increases still further with increasing loads.
Shaft materials, page 52

Installation tolerances
iglidur® C plain bearings are standard bearings for 
shafts with h tolerance (recommended minimum h9). 
The bearings are designed for press-fit into a housing 
machined to a H7 tolerance. After being assembled into a 
nominal size housing, in standard cases the inner diameter 
automatically adjusts to the D11 tolerances. For particular 
dimensions the tolerance differs depending on the wall 
thickness (please see product range table).
Testing methods, page 57

Chemicals Resistance
Alcohols + up to 0
Diluted acids 0 up to –
Diluted alkalines +
Fuels +
Greases, oils without additives +
Hydrocarbons +
Strong acids –
Strong alkalines 0

All information given at room temperature [+20°C]

Table 02: Chemical resistance

Chemical table, page 1636

Rotating Oscillating linear
long-term m/s 1.0 0.7 2.0
short-term m/s 1.5 1.1 3.0

Table 03: Maximum surface speeds

Dry Greases Oil Water
Coefficient of friction µ 0.17 – 0.25 0.09 0.04 0.04

Table 04: Coefficient of friction against steel (Ra = 1μm, 

50HRC)

Housing Plain bearing Shaft
Ø d1 [mm] H7 [mm] D11 [mm] h9 [mm]
0 – 3 +0.000 +0.010 +0.020 +0.080 –0.025 +0.000

> 3 – 6 +0.000 +0.012 +0.030 +0.105 –0.030 +0.000

> 6 – 10 +0.000 +0.015 +0.040 +0.130 –0.036 +0.000

> 10 – 18 +0.000 +0.018 +0.050 +0.160 –0.043 +0.000

> 18 – 30 +0.000 +0.021 +0.065 +0.195 –0.052 +0.000

> 30 – 50 +0.000 +0.025 +0.080 +0.240 –0.062 +0.000

> 50 – 80 +0.000 +0.030 +0.100 +0.290 –0.074 +0.000

> 80 – 120 +0.000 +0.035 +0.120 +0.340 –0.087 +0.000

> 120 – 180 +0.000 +0.040 +0.145 +0.395 –0.100 +0.000

Table 05: Important tolerances for plain bearings according 

to ISO 3547-1 after press-fit

iglidur® C plain bearings are manufactured to special order.

iglidur® C
+90°C
40MPa

Bearing technology | Plain bearing | iglidur® C

3D CAD, finder and service life calculation ... www.igus.no/C
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Diagram 02: Maximum recommended surface pressure as a 

function of temperature (40MPa at +20°C)
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Diagram 03: Deformation under pressure and temperature
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Diagram 04: Coefficient of friction as a function of the 

surface speed, p = 0.75MPa
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Diagram 07: Wear for oscillating and rotating applications 

with shaft material Cf53 hardened and ground steel, as a 

function of the load

Diagram 06: Wear, rotating with different shaft materials, 

pressure, p = 1MPa, v = 0.3m/s
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Diagram 05: Coefficient of friction as a function of the load, 

v = 0.01m/s

Diagram 01: Permissible pv values for iglidur® C plain 

bearings with a wall thickness of 1mm, dry operation against 

a steel shaft, at +20°C, mounted in a steel housing
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Lubrication-free made easy ... from stock ... no minimum order quantity
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